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Introduction 


This NS16000 Databedk srauente technical descriptions of 
the entire NS16000 family of 8-, 16- and 32-bit micro- | 
. processors, slave processors, peripherals, software and 
development tools. It is designed to be updated frequently 
so that our customers can have the latest technical infor- - 
~mation on the NS16000 family. , 


The NS16000 family leads the way in state-of-the: art 
microprocessor designs because of its advanced architec- 
ture, which includes: | —_ 


32-Bit Architecture | | 

- Demand Paged Virtual Mision 
Fast Floating-Point Capability 
High-Level Language Support | 
Symmetrical Architecture 


When we at National Semiconductor began the design of | 
the NS16000 microprocessor family, we decided to take a 
radical departure from popular trends in architectural 
design-trends that date back more than a decade. We 
chose to take the time to design it properly. 


Working from the top down, we analyzed the issues and 
anticipated the computing needs of the 80’s and 90’s. The 


- result is an advanced and efficient family of microprocessor = 


| hardware and software products. 


‘Clearly, software productivity has become a major issue in 
~ computer-related product development. In microprocessor- _ 
based systems this issue centers around the capability of 
the microprocessor to maximize the utility of software 
-. relative to shorter development cycles, improved. software | 

reliability and extended software life cycles. 


In short, the degree to which the microprocessor can max- 7: 
imize software utility directly affects the cost of a product, 


its reliability, and time to market. It also eliminates future. 


software modification for product enhancement or because | 
of rapid advances in hardware technology. | 


Our approach has been to define an architecture address- - 
_ing these software issues most effectively. The NS16000 
combines 32-bit performance with efficient management . 
of large address space. It facilitates high- -level language 
program development and efficient instruction execution. 

_ Floating-point is integrated into the architecture. 


This combination gives the user large system computing 
power at two orders of magnitude less Cost. | 


But we didn’t stop there. Advanced architecture isn’t 
enough. Our top- -down approach includes the hardware, 
software, and development support products necessary for 
your design. The evaluation board, in-system emulator, 
software development tools, including a VAX-11 cross- | 
_ software package, and third party software are also avail- 

| able now for your evaluation and development. 


— The NS16000 family is a solid foundation from which 
National can build solutions for your future eelane while 
satisfying your needs pees. 


Training © 

In addition to customer training on National’s micro- 
processors, Starplex II™ and ISE™, training on the — 
NS16000 family is now being conducted. This includes 
“The NS16000 Architecture’, “ISE/16”, ‘“NSX-16 Cross- 
Software Support”, “GENIX Cross Support” and “SYS16”. 


The NS16000 family development tools are thoroughly ex- 
plained and demonstrated through lectures and lab exer- | 
cises. Depending on the topic, these courses take from 

_ two to five days. : 


National’s Training Center is located in San Jose, Califor- 

nia, about forty miles south of San Francisco International 
Airport, and only ten minutes from San Jose Airport. Upon 
request, National will conduct on-site customer training. 


Service 


The Service Organization offers three levels of technical 
support for the Microcomputer Eyes Division’ Ss. 
products: 


1 The Response Gsnieh utilizes SPIRE, a sonmuutersed 
: technical data base designed for rapid search, to solve 
customer and technical problems. Depot repair services 
are available for board and system products. Our 
customers can use our toll-free numbers to contact the. 
Response Center for immediate solutions. a 538- 1866 
(California only) or (800) 672-1811. : 


2 When indicated, the Response Center will utilize our 
Application System Engineers who have in-depth product 
knowledge for dealing with application-oriented issues 

_ (both hardware and software) to help solve customer | 
design problems. The Application System Engineers are 
supported by engineering and manufacturring resources. - 


3  National’s Field Engineers are located in various cities 
in the United States and Canada, and are available for 
dispatch to customer sites to repair our development 
systems products. Each field engineering location main- 
tains an extensive spare parts inventory. — | 


Microcomputer systems Division 


~The Microcomputer Systems Division’: s ‘Goal ie is to become 
a leading force in the. microcomputer systems © 
marketplace. 


To achieve this goal, a total systems approach has been. 
taken on the NS16000 program to provide the customer 

__ with the necessary hardware and software support, evalua- 
tion and development tools, training, service and technical 
literature. | 


The focus is on upward migration paths, system integra- 
tion at all levels and the preservation. of the user’s soft-. 
_ ware investment. | | | 


Four groups (Microprocessors, OEM Board Level Products, - 


- . Software Products and Development Systems) offer a 


broad capability to solve customer needs at various levels | 
of Peroomence and integration. 


Quality and Reliability 


As electronic systems become r more and more complex, 
the need for consistently high quality integrated circuits 
becomes increasingly important. Having recognized this 
need as far back as the 1970’s, National Semiconductor 
initiated a unique, company-wide Quality Improvement 
_ Program. The results have been dramatic and, we believe, 
-unmatched in this industry. Over the years, National has — 
regularly been named by many major customers as “Quali- 
- ty Manufacturer of the Year”. We are proud of our success, 
which sets a standard for others to achieve. And yet our. 
quest for perfection is ongoing, so that customers can 
~ continue to rely on National Semiconductor integrated cir- — 
_ cuits and products in their system designs. : 


LIFE SUPPORT POLICY 


NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS | IN LIFE SUP- 
PORT DEVICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF 
NATIONAL SEMICONDUCTOR CORPORATION. As used herein: 


1. Life support devices.or systems are devices or 
systems which, (a) are intended for surgical im- 
plant into the body, or (b) support or sustain life, 
and whose failure to perform, when properly used 
in accordance with instructions for use provided 
in the labeling, can be reasonably expected to re- 
sult in a significant injury to the user. 


2. A critical component is any component of a life 
support device or system whose failure to perform 
can be reasonably expected to cause the failure 
of the life support device or system, or to affect its 

_ Safety or effectiveness. 


TRI- STATE® isa registered trademark of National Semiconductor Corp. 
BLX™, DIGITALKER™, GENIX™, ISET™, ISE/08™, ISE/16™, ISE/32™, NS16000"™, NSX16™, 
STARPLEX™, STARPLEX lI™, SYS16™, and XMOS™ are trademarks of National Semiconductor 


Corp. 
UNIX™ isa trademark of Bell Laboratories 
DEC® is a registered trademark of Digital Equipment Corp. 


VAX™, VAX-11™ and VMS™ are trademarks of Digital Equipment Corp. 


‘MICROBUS™ is a trademark of intel Corp. 


PAL® is a registered trademark and used with the permission of Monolithic Memories, Inc. 


National does not. assume any responsibility for use of any circuitry described; no circuit patent 
licenses are implied, and National reserves the. Font. at any time without notice, to change said 


circuitry and specifications. — 


. Information contained herein i is intended to be a general product description and is subject to 


change. 
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Note: Products in the Shaded boxes are additional hardware components planned to 
support the NS16000 CPUs. Please contact your local National Sales Office for further 
information on their availability. 
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PRELIMINARY 


'NS08032-6, NS08032-4 High- Performance 


&-Bit Microprocessors 
General Description 


The NS08032 functions as a Central Processing Unit 


(CPU) in National Semiconductor’s NS16000 microcom- 
puter family. It has been designed to optimally support 
microprocessor users who need the ability to use a large 
addressing space for large programs and/or large data 
‘structures. Because large programs must realistically be 


generated and maintained in high-level languages, the 
NS16000 architecture provides for very efficient compi- | 


lation while remaining easy to program at the assembler 
level for optimizations. The NS08032 represents an 


implementation of this architecture for 8-bit systems. 


High-performance Floating-Point instructions are pro- 
vided with the NS16081 Floating-Point Unit (FPU). The 
NS08032-4 and NS08032-6 have different timing para- 
meters. Refer to Section 4 for timing specifications. 


NS08032-4/-6 CPU Block Diagram 


ADD/DATA CONTROLS & STATUS 


BUS INTERFACE CONTROL 


INSTRUCTIONS | 16 


118 | stRUCTION 


DECODER 


DISPLACEMENT AND 
IMMEDIATE EXTRACTOR 


a 


32-BITINTERNAL BUS _ 


REGISTER SET | 
INTBASE 


a 
cae 


Features 


32-Bit Architecture and Implementation 
8-bit Bus for Low System Cost 


| 16-MByte Uniform Addressing Space 
1 Powerful Instruction Set | 


— General Two-Address Capability 


_ Very High Degree of Symmetry 


— Addressing Modes Optimized for High- Pavel 
Language References _ 
— Expansion via Slave Processors or Traps 


High-Speed XMOS Technology 
Single 5V Supply | 
48-Pin Dual-in-Line Package 


MICROCODE ROM 
AND 
CONTROL LOGIC 


oo 


CFG REGISTER 


WORKING 
REGISTERS 





Absolute Maximum Ratings 


- Temperature under bias 0 to +70°C 
Storage Temperature | - =65°C to +150°C 
All input or output voitages with 
respect to GND -0.5V to+7V 
Power Dissipation __ | 1.5 Watt: 


Note: Absolute maximum ratings indicate limits beyond which 
permanent damage may occur. Continuous operation at these 
limits is not intended; operation should be limited to those condi- 
tions specified under DC Electrical Characteristics. 


DC Electrical Characteristics: Nsos032-4. 1, =0 to +70°C, Vog =5V+5%, GND =0V 
| NS08032-6 T,=0 to +50°C, Voc =5V+5%, GND =0V 


Symbol |_———séParameter = | ~CCoonditions, =| = Min. | Typ. | Max. | Unit 


lis Vin = 0.4V, SPC in input mode 


0<Vin<Vec: All inputs except 
ly | Input Leakage Current | | PHI1, PHI2, SPC 
| lojorr) | Output Leakage Current 0.4 < Vout < Voc. | | 
loc Active Supply Current | | lout = 0, Ta = 26°C. 


1 NS08032 Pin Descriptions 


The following is a brief description of all NS08032 pins. Non-Maskable Interrupt (NMI): Active low. Non-Mask- 
The descriptions reference portions of the Functional able Interrupt Request. Section 3.7. 
Description, Section 3. a ) | 


Voct0.5 


0.45 


© 
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En 
o 
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180 300 mA 


Reset (RST): Active low. It initiates a Reset. Section 3.3. 


1.1 Supplies 


Power (Voc): +5V Positive Supply. Section 3.1. Connection Diagram 





Logical Ground (GNDL): Ground reference for on-chip ne = : : = = 
~ logic. Section 3.1. A200 [1 3 ; 3 wr 
Buffer Ground (GNDB): Ground reference for on-chip on L} NMI 
drivers connected to output pins. Section 3.1. ee RY L__} ILO 
| A17[__] 6 r_] sto 
Back-Bias Generator (BBG): Output of on-chip substrate A1é6 [_} 7 T_— ST1 
voltage generator. Section 3.1. a AD15 Le] 8 |__| st2 
| AD14[__] 9 [_] sT3 

1.2 Input Signals wee p— PFS 
AD12 [__. DDIN 

Clocks (PHI1, PHI2): Two-phase clocking signals. Sec-. | AD11 (__| NS08032 -__} ADS 
tion 3.2. | AD10 (1 3 P_] u/S 
| | . | Avs [| |____} SPC 
Ready (RDY): Active high. While RDY is inactive, the CPU D8 = a 
extends the current bus cycle to provide for a slower ap7 [1 ——] ps 
memory or peripheral reference. Upon detecting RDY ADd6 (__} (2) HBE 

active, the CPU terminates the bus cycle. Section 3.4.1. aps (7 [——] HLDA 

eee Ap4 [ HOLD 

Hold Request (HOLD): Active low. Causes the CPU to _ — = ig 
release the bus for DMA or multiprocessing purposes. | AD2 (_—) [] RDY 
Section 3.5. | | Api [ J PHI2 
interrupt (INT): Active low. Maskable Interrupt Request. ADO {___ pad PHI 

: mee GNOL [| [——_] GNDB 


Section 3.7. 
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1.3 Output Signals 


Address Bits 16-23 (A16-A23): Active high. These are the 


most significant eight bits of the memory address bus. 
Section 3.4. 


Address Strobe (ADS): Active low. Controls address 
latches; indicates start of a bus cycle. Section 3.4. 


Data Direction In (DDIN): Active low. Status signal indi- 
— cating direction of data transfer ouring a bus cycle. Sec- 
tion 3.4. 


Status (STO-ST3): Active filghe Bus cycle status code, 


STO least significant. Section 3.4.2. Encodings are: 


0000 — Idle: CPU Inactive on Bus 
0001 — Idle: WAIT Instruction 
0010 — (Reserved) . 
~ 0011—Idle: Waiting for Slave 
~ 0100— Interrupt Ack., Master 
0101 — Interrupt Ack., Cascaded 
0110— End of Interrupt, Master 
0111 — End of Interrupt, Cascaded 
1000 — Sequential Instruction Fetch 
1001 — Nonsequential Instruction Fetch 
1010 — Data Transfer | 
-1011— Read RMW Operand 
1100 — Read for Effective Address 
1101— Transfer Slave Operand 
1110— Read Slave Status Word 
1111— Broadcast Slave ID. 


Hold Acknowledge (HLDA): Active low. Applied by the 


CPU in response to HOLD input, indicating that the bus 
has been released for DMA or mulliprocess!ng pur- 
poses. Section 3.5. 


User/Supervisor (U/S): User or Supervisor Mode status. 
- High state indicates User Mode, low indicates Supervis- 
— or Mode. Section 3.6. 


interlocked Operation (ILO): Active low. Indicates that an 


_ interlocked instruction is being executed. Section 3.6. 


Program Flow Status (PFS): Active low. Pulse indicates 


beginning of an instruction execution. Section 3.6. 


Data Strobe (DS): Active low. Data strobe output. Sec- 
tion 3.4. | 


1.4 Input-Output Signals 


Address/Data 0-15 (ADO-AD15): Active high. In all — 


except Slave Processor bus cycles, pins ADO-AD7 serve 
as an 8-bit Multiplexed Address/Data bus, and pins 
AD8-AD15 hold address bits 8-15 throughout the bus 
eycle: Bit Ois penne as the least-significant bit. Section 
3.4. | 


In Slave prséenser bus cycles, all 16 pins are usedasa . 


data bus (Section 3.4.6). 


Slave Processor Control (SPC): Active low. Used bythe — 


_ CPU as the data strobe output for Slave Processor trans- 
fers; used by Slave Processors to acknowledge comple- 
tion of an instruction. Section 3.4.6 and Section 3.8. 


Data Strobe: Active low. Data Strobe output. Section 3.4. 


2 Architectural Description | 


2.1 Programming Model 


- The NS16000 architecture includes 16 registers on the | 
'NS08032 CPU. Figure 2-1 shows the NS08032 registers. — 


21 1 General Purpose Registers 


There are eight registers for meeting high-speed general 
storage requirements, such as holding temporary vari- 
ables and addresses. The general purpose registers are 
free for any use by the programmer. They are 32 bits in 
length. If a general register is specified for an operand 
which is 8 or 16 bits long, only the low part of the register 
is used; the high part is not referenced or modified. 


2. 1.2 Dedicated Registers 


The eight dedicated registers of the NS08032 are assign- 
ed specific functions: 


PC: The PROGRAM COUNTER register is a pointer to the 
first byte of the instruction currently being executed. The 


PC is used to reference memory in the program section. 
' (In the NS08032, the upper eight bits of this register are 


always zero.) 


SPO, SP1: The SPO register points to the lowest address of 
the last item stored on the INTERRUPT STACK. This stack 
is normally used only by the operating system. It is used 
primarily for storing temporary data, and holding return 
information for operating system subroutines and inter- 


‘rupt and trap service routines. The SP1 register points to 


the lowest address of the last item stored on the USER 
STACK. This stack is used by normal user programs to 


hold temporary data and subroutine return information. 


In this document, reference is made to the SP register. 
The terms “SP register” or “SP” refer to either SPO or SP1, 


depending on the setting of the S bit in the PSR register. If 


the S bit in the PSR is 0, then SP refers to SPO. If the S bit 
in the PSRis 1, then SP refers to SP1. (In the NS08032, the 
upper eight bits of these registers are always Zero.) 


Stacks in the NS16000 family grow downward in memory. 


A push operation pre-decrements the stack pointer by the — 


operand length. A pop operation post-increments the © 
stack pointer by the operand length. | 


FP: The FRAME POINTER register is used by a procedure 
to access parameters and local variables on the stack. 


The FP register is set up on procedure entry with the 
ENTER instruction and restored on preseduret termination 


with the EXIT instruction. 


The frame pointer holds the lowest address in memory 
occupied by the old contents of the frame pointer. (In the 


~  NS$08032, the upper eight bits of this ealeles are ee: 


zero.) 


SB: The STATIC. BASE ‘cgleter points to the global 
variables of a software module. This register is used to 
support relocatable global variables for software mod- 
ules. The SB register holds the lowest address in memory 
occupied by the global variables of a module. (In the 
NS08032, the upper eiohet bits of this realeter are sia | 
zero.) | 


DEDICATED 
$$ 32 —__» 


rc 
s 
- 


PSR / MOD 


GENERAL 


32 —________» 
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FIGURE 2-1. The General and Dedicated Registers 


INTBASE: The INTERRUPT BASE register holds the 
address of the dispatch table for interrupts and traps 
(Section 3.7). The INTBASE register holds the lowest 
address in memory occupied by the dispatch table. (In 
the NS08032, the upper eight bits of this register are 
~ always zero.) | hs 


MOD: The MODULE register holds the address of the mod- 
ule descriptor of the currently executing software module. 
The MOD register is 16 bits long, therefore the module 
table must be contained within the first 64k bytes of 
memory. | 


PSR: The PROCESSOR STATUS REGISTER holds the 
status codes for the NSO8032 microprocessor. 

The PSR is 16 bits long, divided into two 8-bit halves 
(Figure 2-2). The low order eight bits are accessible to all 
programs, but the high order eight bits are accessible 
only to programs executing in Supervisor Mode. 
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FIGURE 2-2. The Processor Status Register 


C: The C bit indicates that a carry or borrow occurred 
after an addition or subtraction instruction. It is used in 
the calculation of multiple precision numbers. It may 
have a setting of 0 (no carry or borrow) or 1 (carry or 
borrow). 


T: The T bit causes program tracing. If this bit isa1,aTRC 
trap is executed after every instruction (Section 3.7.5). 


L: The L bit is altered by comparison instructions. Ina 
comparison instruction, the L bit is set to “1” if the 
second operand is less than the first operand, when both 
operands are interpreted as unsigned integers. Other- 
wise, it is set to “0”. In Floating-Point comparisons, this 
bit is always cleared. | 


F: The F bit is a general condition flag, which is altered 
by many instructions (e.g., integer arithmetic instruc- 
tions use it to indicate overflow). 


_ are not affected by this bit. 


Z: The Z bit is altered by comparison instructions. In a 
comparison instruction, the Z bit is set to “1” if the 
second operand is equal to the first operand; otherwise 
it is set to “0”. 7 


N: The N bit is altered by comparison instructions. In a 
comparison instruction, the N bit is set to ‘1” if the. 
second operand is less than the first operand, when both © 
operands are interpreted as signed integers. Otherwise, 
it is set to “O”. | 


Ur: If the U bit is “1”, no privileged instructions may be 


executed. If the U bit is “0”, then all instructions may be 
executed. When U=0, the NS08032 is said to be in 
Supervisor Mode; when U = 1, the NS08032 is said to be 
in User Mode. A User Mode program is restricted from 
executing certain instructions and accessing certain 
registers which could interfere with the operating 
system. For example, a User Mode program is prevented 
from changing the Setting of the flag used to indicate its 
own privilege mode. A Supervisor Mode program is 
assumed to be a trusted part of the operating system, 
hence it has no such restrictions. 


S: The S bit specifies whether the SPO register or SP1 
register is used as the stack pointer. The bit is automatic- 
ally cleared on interrupts and traps. It may have a setting 
of 0 (use the SPO register) or 1 (use the SP1 register). | 


P: The P bit prevents a TRC trap from occurring more 
than once for an instruction (Section 3.7.5). It may have a 
setting of 0 (no trace pending) or 1 (trace pending). 


I: If |= 1, then all interrupts will be accepted (Section 3.7). 
If 1=0, only the NMI interrupt is accepted. Trap enables 


2.1.3 The Configuration Register (CFG) 


Within the Control section of the NS08032 CPU is the 
4-bit CFG Register, which declares the presence of cer- 
tain external devices. It is referenced by only one instruc- 
tion, SETCFG, which is intended to be executed only as 
part of system initialization after reset. The format of the 
CFG Register is shown in Figure 2-3. | 


FIGURE 2-3. CFG Register 
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The CFG | bit declares the presence of external interrupt 
- vectoring circuitry (specifically, the NS16202 Interrupt 
Control Unit). If the CFG | bit is set, interrupts requested 
‘through the INT pin are “Vectored.” If it is clear, these 
interrupts are ‘“Non-Vectored.” See Section 3.7. 


The F and C bits declare the presence of the FPU and Cus- 


_ tom Slave Processors. If these bits are not set, the cor- 


responding instructions are trapped as being undefined. 


|. 2.1.4 Memory Organization 


The main memory of the NS08032 is a uniform linear a 
dress space. Memory locations are numbered sequen- 
tially starting at zero and ending at 2%4—1. The number 
specifying a memory location is called an address. The 


contents of each memory location is a byte consisting of 
eight bits (Figure 2-4A). Unless otherwise noted, dia- 
grams in this document show data stored in memory 
with the lowest address on the right and the highest ad- 
dress on the left. Also, when data is shown vertically, the 
lowest address is at the top of a diagram and the highest 
address at the bottom of the diagram. When bits are 
numbered in a diagram, the least significant bit is given 
the number zero, and is shown at. the right of the 
diagram. Bits are numbered! in increasing significance 
and toward the left. 


7 0 


A. Byte at Address A 





B. Word at Address A 


31 24)23 16/15 817 0 


C. Double Word at Address A © 


FIGURE 2-4. Data Formats for NS08032 Memory 


Two contiguous bytes are called a word (Figure 2-4B). . 
Except where noted (Section 2.2.1), the least significant 
byte of a word is stored at the lower address, and the. 


‘most significant byte of the word is stored at the next 


higher address. In memory, the address of a word is the 


address of its least significant byte, and a word may 
start at any address. : | 


Two contiguous words are called a double word (Figure 
2-4C). Except where noted (Section 2.2.1), the least 


significant word of a double word is stored at the lowest | 


address and the most significant word of the doubie 


word is 5 stored at the address two greater. In memory, the 
address of a double word is the address of its least 
significant byte, anda double word may start at any ad- 
dress. 


62.1.5 Dedicated Tables | 


Two of the NS08032 dedicated registers (MOD and 
INTBASE) serve as pointers to douicated: tables in 
memory. 


The INTBASE register points to the interrupt Dispatch 
and Cascade tables. These are described in Section 3.7. 


The MOD register contains a pointer into the Module 


_ Table, whose entries are called Module Descriptors. A 


Module Descriptor contains four pointers, three of which | 
are used by the NS08032. At any point in time, the MOD © 
register contains the address of the Module Descriptor 
for the currently running module. It is automatically up- 
dated by the Call External Procedure instructions (CAP 
and CXPD). 


The format of a Module Descriptor is shown in Figure 
2-5. The Static Base entry contains the address of static 
data which is assigned to the running module. It is 
loaded into the CPU Static Base register by the CXP and 


_CXPD instructions. The Program Base entry contains 


the address of the first byte of instruction code in the 
module. Since a module may have multiple entry points, 
the Program Base pointer serves only asa elenence | to 
find them. 









STATIC BASE 
LINK TABLE ADDRESS 
PROGRAM BASE. 


RESERVED 


TL/C5049 


FIGURE 2-5. Module Descriptor Format 


The Link Table Address points to the Link Table for the 


~ currently running module. The Link Table i ac in- 


formation Which is needed for: 


1. Sharing variables between modules. Such variables | 
are accessed through the Link Table via a the External 
addressing mode. 


_ 2. Transferring control fromone module to another. This is | 


done via the Call External Procedure (CXP) instruction. . | 


- The format of a Link Table is given in Figure 2-6. A Link | 
Table Entry for an external variable contains the 32-bit | 
_ address of that variable. An entry for an external proce- 


dure contains two 16-bit fields: Module and Offset. The 
Module field contains the new MOD register contents for 
the module being entered. The Offset field is an un- 
signed number giving the position of the entry point 
relative to the new module’s Program Base pointer. 


For further details of the functions of these tables, see 


_ the NS16000 Programmer’s Reference Manual. 






ENTRY [31 
0 ABSOLUTE ADDRESS (VARIABLE) 
1. ABSOLUTE ADDRESS (VARIABLE) 





(PROCEDURE) 


“OFFSET MODULE 


FIGURE 2-6. A Sample Link Table | 
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2.2 Instruction Set 
2.2.1 General Instruction Format 


Figure 2-7 shows the general format of an NS16000 
instruction. The Basic Instruction is one to three bytes 
long and contains the opcode and up to two 5-bit Gener- 
al Addressing Mode (“Gen’’) fields. Following the Basic 
Instruction field is a set of optional extensions which may 
appear, depending on the instruction and the addressing 
modes selected. 


_ Index Bytes appear when either or both Gen fields specify 

- Scaled Index. In this.case, the Gen field specifies only the 
Scale Factor (1, 2, 4 or 8), and the Index Byte specifies 
which General Purpose register to use as the index, and 
which addressing mode calculation to Perfor: before in- 
dexing. See Figure 2-8 


Following Index Bytes come any displacements faduiees: 
ing constants) or immediate values associated with the 
selected addressing modes. Each Displacement/Immedi- 
ate field may contain one or two displacements, or one 
immediate value. The size of a Displacement field is 
encoded within the top bits of that field, as shown in 
Figure 2-9, with the remaining bits interpreted as a signed 
(two’s complement) value. The size of an Immediate value 
is determined from the Opcode field. Both Displacement 
and Immediate fields are stored most-significant byte 
first. Note that this is backward from the usual memory 
representation of data (Section 2.1.4). | 


Some instructions require additional, “implied” immedi- 


ates and/or displacements, apart from those associated 
with addressing modes. Any such extensions appear at 
the end of the instruction, in the order that they appear 
within the list of operands in the instruction eetinien 
rane 2.2.3). 


OPTIONAL 
EXTENSIONS 


IMPLIED | 
_ [MMEDIATE 
_ OPERAND(S) 
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FIGURE 2-8. Index Byte Format 


2.2.2 Addressing Modes 


The NS08032 CPU generally accesses an operand by cal- 
culating its Effective Address based on information 
available when the operand is to be accessed. The 
method to be used in performing this calculation is spe- 
cified bythe programmer as an “addressing mode.” 


Addressing modes in the NS08032 are designed to opti- 
mally support high-level language accesses to variables. 
In nearly all cases, a variable access requires only one © 
addressing mode, within the instruction which acts — 


_ upon that variable. Extraneous data movement is there- 


fore minimized. 
NS08032 Addressing Modes fall into nine ieiecees 


Register: The operand is available in one of the eight 
General Purpose Registers. In certain Slave Processor 
instructions, an auxiliary set of eight registers may be 
referenced instead. | 


Register Relative: A General Purpose Register contains 
an address to which is added a displacement value from 
the instruction, yielding the effective address of the 
operand in memory. 


Memory Space: Identical to Register Relative above, 
except that the register used is one of the dedicated 
registers PC, SP, SB or FP. These registers point to data 
areas generally needed by high-level languages. 


Memory Relative: A pointer variable is found within the 
memory space pointed to by the SP, SB or FP register. A 
displacement is added to that pointer to generate the Ef- 
fective Address of the operand. | 


immediate: The operand is encoded within the instruc- 
tion. This addressing mode is not allowed if the operand 
is to be written. 


Absolute: The address of the operand is specified by a 
displacement field in. the instruction. 


BASIC 
INSTRUCTION 


OPCODE — 
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FIGURE 2-7. General Instruction Format 





DOUBLE WORD DISPLACEMENT: RANGE (ENTIRE ADDRESSING SPACE) 
| TUCSO4S 


FIGURE 2-9. Displacement Encodings 


External: A pointer value is read from a specified entry of 
the current Link Table. To this pointer value is added a dis- 
placement, yielding the Effective Address of the operand. 


Top of Stack: The currently-selected Stack Pointer (SPO 
or SP1) specifies the location of the operand. The oper- 
~ and is pushed or popped, depending on whether it is 
written or read. 


Scaled Index: Although encoded as an addressing mode, 
Scaled Indexing is an option on any addressing mode ex- 
cept Immediate or another Scaled Index. It has the effect 
of calculating an Effective Address, then multiplying any 
General Purpose Register by 1, 2, 4or 8 and adding it into 
the total, yielding the final Effective Address of the 
operand. 


The following table, Table 2-1, is a brief summary of the 


addressing modes. For a complete description of their 


_ actions, see the Programmer’s Reference Manual. 
—62.2.3 Instruction Set Summary 


This section presents a brief description of the Ns08032 
instruction set. The instructions are functionally grouped 
in Table 2-2. The Format column of each table is a refer- 


ence to the Instruction Format tables (Appendix A). TheIn- = {| 


struction column gives the instruction as coded in 
assembly language, and the Description column provides 
a short description of the function provided by that instruc- 


~ tion. Further details of the exact operations performed by 


each instruction may be found in the Programmer’s 
Reference Manual. | 


Notations: 
i= yee length suffix: B = Byte 
W = Word 
D = Double Word 


= Floating- -Point ene! suffix: F = Standard Floating 
_ L=Long Floating 


gen = General epeeae: Any addressing mode can be 


| specified. 


short = A 4-bit value encoded within the Basic 
Instruction. 


imm = Immediate seein: An 8-bit value appended after 


_ any addressing extensions. 


disp = Displacement (addressing eonetant 8, 16, 32 bits. 
All three lengths legal. 


reg = Any General Purpose Register: RO-R7. 


areg = Any Dedicated/Address Register: SP, SB, FP, 
MOD, INTBASE, PSR, UPSR (bottom eight PSR bits). 


_creg = A Custom Slave Processor Register cela 


tion dependent) 


cond = Any condition code, encoded as a 4-bit field | 
within the Basic Instruction. 7 


Table 2-1. NS08032 Addressing Modes 


Encoding | +~—~ Mode ~=——s(|_—_—sAssembler Syntax _i| Effective Address 


Register 






















RO or FO 














~ 90000 Register 0 None: Operand is in the specified register. 
00001 » Register 1 ‘Ri or F1 | , a 
00010 Register 2 — R2or F2 
00011 Register 3 R3 or F3 
00100 Register 4 R4 or F4 
00101 Register 5 R5 or F5 — 
Register 6 R6 or F6 
Register 7 R7 or F7 






Register Relative | . 

































Register 0 relativ disp(RO) Disp + Register. 









01001 Register 1 relative disp(R1) | 
01010. Register 2 relative disp(R2) 
01011 Register 3 relative disp(R3) 
01100 Register 4 relative disp(R4) 
01101 Register 5 relative disp(R5) 
Register 6 relative disp(R6) 
Register 7 relative - .disp(R7) 


Memory Space 

















Disp + Register; “SP” is either SPO or 
SP1, as selected in PSR. 


FP) 
disp(SP) | 
disp(SB) | 
disp(PC) 


| Frame memory disp( 
_ | Stack memory 
| Static memory 


Program memory 






11001. 
11010 












Memory Relative 7 | 
Disp2 + Pointer; Pointer found at address 

| Disp1 + Register. “SP” is either SPO or 
-SP1, as selected in PSR. 


disp2(disp1(FP)) 
disp2(disp1(SP)) 
| disp2(disp1(SB)) 


Frame memory relative - 
Stack memory relative 
‘Static memory relative — 


Absolute | 


Top of stack 














Immediate 
None: Operand is input from instruction 
queue. 







Absolute 


External 










EXTERNAL (disp1)+ | 


Disp2 + Pointer; Pointer is found at Link 
disp2 | 


Table Entry number Disp1. 





Top of Stack 







Top of current stack, using either User or 
Interrupt Stack Pointer, as selected in 
PSR. Automatic Push/Pop included. 







Scaled Index | 
Index, bytes mode[Rn:B] Mode + Rn. 





11100 
11101 Index, words mode[Rn:W] Mode + 2 x Rn. 
11110 Index, double words mode[Rn:D] Mode + 4x Rn. 
11111 Index, quad words mode[Rn:Q] Mode + 8 x Rn. 
a “Mode” and ‘“‘n” are contained within the 
Index Byte. 
— 10011 (Reserved for Future Use) 
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Table 2-2. Instruction Set Summary _ 


Moves | 

| gen,gen 
short,gen 
gen,gen,disp 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


-gen,gen 
short,gen 

-gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 






ADDPi gen,gen 
SUBPi gen,gen 












gen,gen 
short,gen 





gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


gen,gen 
-gen,gen 
' gen,gen 


gen,gen | 
gen,gen — 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 









gen,gen,disp 





_ Description 


Move. a value. 
Extend and move a A-bit constant. 


| Move Multiple: disp bytes. 


Move with zero extension. 
Move with zero extension. 
Move with sign extension. 
Move with sign extension. 
Move Effective Address. 


Tadd. 


Add 4-bit constant. 

Add with carry. 

Subtract. 

Subtract with carry (borrow). 
Negate (2’s complement). 
Take absolute value. 
Multiply. | 
Divide, rounding toward zero. 
Remainder from QUO. | 
Divide, rounding down. _ 
Remainder from DIV (Modulus). 
Multiply to Extended Integer. 
Divide Extended Integer. 


Add Packed. 
Subtract Packed. 


Compare. 
Compare to 4-bit constant. 
Compare Multiple: disp bytes. 


Logical AND. 

Logical OR. 

Clear selected bits. 

Logical Exclusive-OR. 
Complement all bits. 

Boolean complement: LSB only. 


Save condition code (cond) as a Boolean variable of size i. 


Logical Shift, ieft or right. 
Arithmetic Shift, left or right. 
Rotate, left or right. 


Test bit. 


Test and set bit. 

| Test and set bit, interlocked. 

| Test and clear bit. 

| Test and clear bit, interlocked. 
| Test and invert bit. 


Find first set bit. 
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Table 2-2. Instruction Set Summary (Cont’d) 


Bit Fields (Note 1) 













reg,gen,gen,disp 
reg,gen,gen,disp 

EXTSi gen,gen,imm,imm 
gen,gen,imm,imm 
reg,gen,gen 


Extract bit field (array oriented). 
Insert bit field (array oriented). 
Extract bit field (short form). 

Insert bit field (short form). 
Convert to Bit Field Pointer. 
















Index bounds check. 
Recursive indexing step for multiple-dimensional arrays. 


reg,gen,gen 
"a . reg,gen,gen 





Return from interrupt. (Privileged) 
CP 


reg list] Save General Purpose Registers. 

[reg list] | Restore General Purpose Registers. 

areg,gen Load Dedicated Register. (Privileged if PSR or INTBASE). 

areg,gen | Store Dedicated Register. sPrivilggee if PSR or INTBASE). 

gen | Adjust Stack Pointer. 

gen Set selected bits in PSR. (Privileged if not Byte length). 

gen Clear selected bits in PSR. (Privileged if not Byte a 
SETCFG [option list] Set Configuration Register. (Privileged) 


Strings (Note 2) 
5 | options Move String 1 to String 2. 
5 options Move string, translating bytes. 
5 options Compare String 1 to String 2. 
5 _ options Compare, translating String 1 bytes. 
5 options Skip over String 1 entries. 
5 options Skip, translating bytes for Until/While. 
Jumps and Linkage i 
3 gen Jump. | 
0 disp Branch (PC Relative). 
0 disp Conditional branch. 
3 gen Multiway branch. 
2 short,gen,disp | Add 4-bit constant and branch if nonzero. 
3 gen — | Jump to subroutine. 
1 disp oe Branch to subroutine. 
1 disp Call external procedure. 
3 gen Call external procedure using desorption 
1 | | Supervisor call. 
1 Flag Trap. 
1 -Breakpoint Trap. . 
1 [reg list],disp Save registers and allocate stack frame (Enter Procedure). 
1 {reg list] Restore registers and reclaim stack frame (Exit Procedure). 
1 disp Return from subroutine. 
1 disp Return from external procedure call. 
1 disp Return from trap. (Privileged) 
1 
U 
1 
1 
2 
2 
3 
3 
3 
5 





Table 2-2. Instruction Set Summary (Cont'd) 


Floating Point | ne Be, - | 
11 Vi gen,gen — _| Move a Floating-Point value: 


9 gengen Move and shorten a Long value to Standard. 
9 gen,gen Move and lengthen a Standard value to Long. 
9 |M gen,gen Convert any integer to Standard or Long Floating. 
9 OL i gen,gen Convert to integer by rounding. © 
9 gen,gen Convert to integer by truncating, toward zero. © 
9 gen,gen Convert to largest integes! less. than or equal to value. 
1 - gen,gen Add. 
11 ! | gen,gen Subtract. 
1 .gen,gen | Multiply. 
11 {DIVf . ~—s- gen,gen | Divide. 
11 | | -gen,gen Compare. 
11 ss gen,gen Negate. 
ah ABSf _ gen,gen Take absolute value. 
9 | gen | Load FSR. | 





9 |SFS gen Store FSR. 











No Operation. 
Wait for interrupt. 

Diagnose. Single-byte ‘Branch to Self” for hardware breakpointing. Not 
for use in programming. 


15.5 gen,gen Custom Calculate. 
15.5 gen,gen i 

15.5 gen,gen 

15.5 gen,gen 

15.5 gen,gen Custom Move. 
15.5 | gen,gen 
15.5 : ~gen,gen 

15.5 gen,gen _ | Custom Compare. 
15.1 gen,gen Custom Convert. 
15.1 ci gen,gen . 
15.1. i .. gen,gen 


15.1. V3ci gen,gen 
15.1 |CCV4DQ — gen,gen 
15.1 CCV5QD _—s gen,gen 


15.1 LCSR gen Load Custom Status Register. 


15.1 SR sgn Store Custom Status Register. | 
15.0 ‘ST gen Custom Address/Test. (Privileged) 
15.0 — TST gen 
15.0 — | creg,gen Load Custom Register. (Privileged) 





15.0 | creg,gen | Store Custom Register. (Privileged) 


Note 1: Bit fields are values in memory which are not aligned to byte boundaries. Examples are PACKED arrays and records used In Pascal. “Extract” 
instructions read and align a bit field. “Insert” instructions write a bit field from an aligned source. - 
Note 2: String instructions assign specific functions to the General EUrnOse Registers: 
_ R4—Comparison Value 
R3—Translation Table Pointer 
R2—String 2 Pointer 
Ri—String 1 Pointer 
RO—Limit Count . 
Options on all string instructions are: 
--B (Backward): Decrement string pointers after each step rather than incrementing. 
~U (Until match): — End instruction if String 1 entry matches R4. 
_ W (While match): End instruction if String 1 entry does not match R4. 
All string instructions end when RO decrements to zero. 
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Vcc 


PHI 1 


3 Functional Description 
3.1 Power and Grounding 


The NS08032 requires a single 5V power supply, applied 
on pin 48 (Vcc). See DC Electrical Characteristics. 


Grounding connections are made on two pins. Logic 
Ground (GNDL, pin 24) is the common pin for on-chip 
logic, and Buffer Ground (GNDB, pin 25) is the common 
pin for the output drivers. For optimal noise immunity, it 
is recommended that GNDL be attached through a single 
conductor directly to GNDB, and that all other grounding 
connections be made only to GNDB, as shown below 
(Figure 3-1). 


In addition to Voc and Ground, the Ns08032 CPU uses an . 


internally-generated negative voltage. It is necessary to 
filter this voltage externally by attaching a pair of 
capacitors (Figure 3-1) from. the BBG pin to ground. 
Recommended values for these are: 


Cy: 1pF, Tantalum. 


Cy: 1000pF, low inductance. This should be either a 
disc or monolithic ceramic capacitor. 


OTHER GROUND 
CONNECTIONS 





TUCS5O49 


FIGURE 3-1. Recommended Supply Connections 


3.2 Clocking 


The NS08032 inputs clocking signals from the NS16201 
Timing Control Unit (TCU), which presents two non-over- 
lapping phases of a single clock frequency. These 
phases are called PHI1 (pin 26) and PHI2 (pin 27). Their 
relationship to each other is shown in Figure 3-2. 


Each positive edge of PHI1 defines a transition in the 
timing state (“T-State’”) of the CPU. One T-State repre- 
sents the execution of one microinstruction within the 


| = 64 CLOCK 
CYCLES 


—— 250 usec ———— 
TLIC5049 


FIGURE 3-3. Power-On Reset Requirements 
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CPU and/or one step of an external bus transfer. See the 
AC Electrical Characteristics (Section 4) for complete 
specifications of PHI1 and PHI2. 


PHI 


PHI2 


NON-OVERLAPPING 








TLIC5049 


FIGURE 3-2. Clock Timing Relationships 


As the TCU presents signals with very fast transitions, it 
is recommended that the conductors carrying PHI1 and 
PHI2 be kept as short as possible, and that they not be 
connected anywhere except from the TCU to the CPU. A 
TTL clock signal (CTTL) is PY ee by the TCU for all 
other clocking. 


3.3 Resetting 


The RST pin serves as a reset for on-chip Ic logic. The CPU 
may be reset at any time by pulling the RST pin low for at 
least 64 clock cycles. Upon detecting a reset, the CPU 
terminates instruction processing, resets its internal 


logic, and clears the Program Counter (PC) and Proces- 


sor Status Register (PSR) to all zeroes. 


On application of power; RST must be held low for at 
least 50us after Vcc is stable: This is to ensure that ail 
on-chip voltages are completely stable before operation. 
Whenever a Reset is applied, it must also remain active 
for not less than 64 clock cycles. The trailing (positive- 
going) edge must occur while PHI1 is high, and no later 
than 10ns before the PHI trailing edge. See Figures 3-3 
and 3-4. 





Ra 64 CLOCK | 
CYCLES 
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- FIGURE 3-4. General Reset Timing 


The NS16201 Timing Control Unit (TCU) provides 


circuitry to meet the Reset requirements of the NS08032 


| CPU. Figure 3-5 shows the recommended connections. 


Vcc. 





fee) i x 
\ x 1 Cc SS 
RESET u u ! 
fe » an ae 
I i 1d | 
’ ! | | I ~ 
EXTERNAL RESET — 1 . 
(OPTIONAL) 7 = 
, wk | I my 
i: eee 
_ RESET SWITCH 
(OPTIONAL) 


= 50 usec 


NS 16201 


NS08032 
TCU CPU 


RST RSTO RST. 





SYSTEM RESET 
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FIGURE 3-5. Recommended Reset Connections 


3.4 Bus Cycles 


The NS08032 will perform a bus cycle for one of the fol- 
lowing reasons: 


1. To write or read data to or from memory or a periph- 
eral interface device. Peripheral input and output are 
memory-mapped in the NS16000 family. 


2. To fetch instructions into the 4-byte instruction queue. 


This happens whenever the bus would otherwise be 
idle and the queue iS not already full. 


3. To acknowledge an interrupt and allow external cir- . 
cuitry to provide a vector number, or to acknowledge — 


~ completion of an interrupt service routine. 
4. To transfer information to or from a Slave Processor. 


In terms of bus timing, cases 1 through 3 above are identi- 


cal. For timing specifications, see Section 4. The only 


external difference between them is the 4-bit code placed 
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_on the Bus Status pins (STO-ST3). Slave Processor cycles 


differ in that separate control signals are applied and 
transfers are performed 16 bits at a time (Section 3.4.6). 


Figure 3-6 shows typical bus connections for the 


NS08032. The address, data, and control signals refer- 


enced in the following discussion are shown in this fig- 


ure. 


The sequence of events in a non-Slave Processor bus 


_ cycle is shown in Figure 3-7 for a Read cycle and Figure 


3-8 for a Write cycle. The cases shown assume that the 
selected memory or interface device is capable of com- 
municating with the CPU at full speed. If it is not, then 
cycle extension may be requested through the RDY line 


(Section 3.4.1). - 


A full-speed bus cycle is performed in four cycles of the 
~ PHI1 clock signal, labeled T1 through T4. Clock cycles not 
associated with a bus cycle are designated Ti (for ‘“‘Idle’’). 


During Ti, the CPU applies an address on pins 
ADO-AD15 and A16-A23. It also provides a low-going 
pulse on the ADS pin, which serves the dual purpose of 
informing external circuitry that a bus cycle is starting 
and of providing control to an external latch for demulti- 
plexing address bits 0-7 from the ADO-AD7 pins. See 
Figure 3-6. Also during this time the status signal DDIN, 
indicating the direction of the transfer, becomes valid. 


During T2, the CPU switches the Data Bus, ADO-AD7, to 


either accept or present data. Note that the signals 
AD8-AD15 and A16-A23 remain valid, and need not be 
latched. It also starts the Data Strobe (DS), signaling the 
beginning of the data transfer. Associated signals from 
the NS16201 Timing Control Unit are also activated at 
this time: RD (Read Strobe) or WR (Write Strobe), TSO 
(Timing State Output, indicating that T2 has been 
reached) and DBE (Data Buffer Enable). 


‘ADO-AD7 


NS08032 





AD8-AD15 
A16-A23 


PHI1 PHI DS 








| PHI? PHI2 ADS DDIN 


NS16201 


The T3 state provides for access time requirements, and 
it occurs at least once in a bus cycle. At the beginning of 

- T3,on the rising edge of the PHI1 clock, the RDY (Ready) 
line is sampled to determine whether the bus cycle will 
be extended (Section 3.4.1). 


If the CPU is performing a Read cycle, the Data Bus 
(ADO-AD7) is sampled at the falling edge of PHI2 of the 
last T3 state. See Timing Specification, Section 4. Data 
must, however, be held at least until the beginning of T4. 
DS and RD are guaranteed not to go inactive before this 
point, so the rising edge of either of them may safely be - 
used to disable the device providing the input data. 


The T4 state finishes the bus cycle. At the beginning of 
T4, the DS, RD or WR, and TSC TSO signals go inactive, and at 
the rising edge of PHI2, DBE goes inactive, having pro- 
vided for necessary data hold times. Addresses (and 
Data during Write cycles) remain valid from the CPU 
throughout T4. Note that the Bus Status lines (ST0-ST3) 
change at the beginning of T4, anticipating the following 
bus cycle (if any). | 


DATA 
BUFFER 


HBE* 








_ DBE 





A0-A23 


TSO 
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FIGURE 3-6. Bus Connections 
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FIGURE 3-7. Read Cycle Timing 
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3.4.1 Cycle Extension 


To allow sufficient strobe widths and access times for | 
any speed of memory or peripheral device, the NSO8032 


provides for extension of a bus cycle. Any type of bus 
cycle except a Slave Processor cycle can be extended. 


In Figures 3-7 and 3-8, note that during T3 all bus 
control signals from the CPU and TCU are flat. There- 
fore, a bus cycle can be cleanly extended by causing the 
T3 state to be repeated. This is the purpose of the RDY 
- (Ready) pin. . 


At the beginning of T3, on the rising sas of PHI, the RDY 
line is sampled by the CPU. If RDY is high, the next T-State 
-. will be T4, ending the bus cycle. If it is sampled low, then 
the next T-State will be another T3, and the RDY line will 


~ again be sampled on PHI1. Each additional T3 state after 


the first is referred to as a “WAIT State.” See Figure 3-9. 


FIGURE 3-9. RDY Pin Timing 


| 3. 4.2 Bus Status 


The NS08032 CPU presents four bits of Bus Status infor: 
mation on pins STO-STS3. The various combinations on 
these pins indicate why the CPU is performing a bus 
~ cycle, or, if it is idle on the bus, why it is idle. 


Referring to Figures 3-7 and 3-8, note that Bus Status 
leads the corresponding Bus Cycle, going valid one 


clock cycle before T1, and changing to the next state at 
T4. This allows the system designer to fully decode the 


bus status and, if desired, latch the decoded signals 


before ADS initiates the Bus Cycle. 


The Bus Status pins are interpreted as a 4-bit value, with. 


STO the least significant bit. Their values decode as 
follows: 


The bus is idle because the CPU does not yet 


0000 
need access to the bus. 7 
0001 The bus is idle because the CPU is executing the 
a WAIT instruction. 
0010 (Reserved for future use. ) 
0011 The bus is idle because the CPU is waiting fora 
| Slave Processor to complete an instruction. 
0100 Interrupt Acknowledge, Master. | 


- The CPU is performing a Read cycle. To acknowl- 
edge receipt of a Non-Maskable Interrupt (on 
NMI), it will read from address FFFFO04¢, but will 
ignore any data provided. To acknowledge receipt 
of a Maskable ol (on INT), it will read from 
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‘The RDY pin is driven by the NS16201 Timing Control 


Unit, which applies WAIT States to the oP as requested 
on three sets of pins: 


1. CWAIT (Continuous WAIT), which holds the CPU in 
WAIT States until removed. | 


2. WAIT1, WAIT2, WAIT4, WAITS (collectively, WAITn), 


which may be given a 4-bit binary value requesting a» 
specific number of WAIT States from 0 to 15. 


3. PER (Peripheral), which inserts five additional WAIT 


states and causes the TCU to reshape the RD andWR 


strobes. This provides. the setup and hold times 
required by most MOS peripheral interface devices. 


_ Combinations of these various WAIT requests are both 


legal and useful. For dotalls: on their use, see the 
NS16201 Data Sheet. 


Figure 3-10 illustrates a spieal: Read cycle, with two 
WAIT states requested through the TCU Ww AlTn pins. 
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address FFFE00,., expecting a vector number to 
be provided from the Master NS16202 Interrupt 
Control Unit. If the vectoring mode selected by 


the last SETCFG instruction was Non-Vectored, - | 


then the CPU will ignore the value it has read and 
will use a default vector instead, having assumed 
that no NS16202 is present. See Section 3.4.5. 


Interrupt Acknowledge, Cascaded. 

The CPU is reading a vector number from a Cas- 
caded NS16202 Interrupt Control Unit. The 
address provided is the address of the NS16202 
Hardware Vector register. See Section 3.4.5. 


End of Interrupt, Master. | | 
The CPU is performing a Read cycle to , Indicate 
that it is executing a Return from Interrupt (RET!) 
instruction. See Section 3.4. 5. 


End of Interrupt, Cascaded. 

The CPU is reading from a Cascaded Interrupt 
Control Unit to indicate that it is returning 
(through RETI). from an interrupt service routine 
requested by that unit. See Section 3.4.5. 


Sequential Instruction Fetch. 

The CPU is reading the next sequential word from 
the instruction stream into the Instruction 
Queue. It will do so whenever the bus would 
otherwise be idle and the queue is not already 
full. 


0101 


0110 


0111 


1000 


SREVIGYCLE _ NS08032 CPU BUS SIGNALS NERTEVELE 


|T40R Ti | 11 | t2 | 13 | war | warn | 14 | T1 on Ti | 
PHI 1 [ | 


8 [ ZAK | |wooesswace | | Yoenraoon 
a ton a inet 
(LL on CALLA Ko) 


e MT mms 


o> a le 


Bs | — 


fees ore eile 

= | ZLLLIALA CLAM 
ee eT I a 

= | LZAULK = NULLA 


| RDY [ a | 
(TCU TO CPU) 
NS16201 TCU BUS SIGNALS 


ideale 
am cette 
a veeeoe 


Note: Arrows on CWAIT, PER, WAITn indicate points at which the TCU samples. 
Arrows on ADO-AD7 and RDY indicate points at which the CPU samples. 
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FIGURE 3-10. Extended Cycle Example 
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1001 Non-Sequential Instruction Fetch. 


The CPU is performing the first fetch of instruc- 


tion code after the Instruction Queue is purged. 
This will occur as a result of any jump or branch, 
or any interrupt or trap, or execution of certain 
instructions. | 


4010 Data Transfer. | 
The CPU is reading or writing an operand of an 


instruction. 


1011 Read RMW Operand. 


quently be modified and rewritten. 
Read for Effective Address Calculation. | 
The CPU is reading information from memory in 


order to determine the Effective Address of an 
operand. This will occur whenever an instruction 


1100 


uses the Memory Relative or External addressing — 


mode. 


Transfer Slave Processor Operand. 

The CPU is either transferring an instruction oper- 
and to or from a Slave Processor, or it is issuing 
the Operation Word of a Slave Processor instruc- 
tion. See Section 3.8.1 


Read Slave Processor Status. 


1101 


1110 


The CPU is reading an operand which will subse- 


The CPU is reading a status word from a Slave | 


Processor. This occurs after the Slave Processor 
has signaled completion of an instruction. The 
transferred word telis the CPU whether a trap 


should be taken, and in some instructions, it 
presents new values for the CPU Processor 


Status Register bits N, Z, Lor F. See Section 3.8.1. 


Broadcast Slave ID. 

The CPU is initiating the execution 63 a Slave 
Processor instruction. The ID Byte (first byte of 
the instruction) is sent to all Slave Processors, 
one of which will recognize it. From this point, the 
_ CPU is communicating with only one Slave Proc- 
__ essor. See Section 3.8.1. 


1111 


3. 4. 3 Data Access Sequences 


The NS08032 accesses all memory and peripheral 
devices in sequences of single-byte transfers. Transfer of 
values larger than bytes is performed from least-signifi- 
cant byte (lowest address) to most-significant byte. 


3. 4. 3.1 Bit Accesses 


The bit instructions access the byte containing the 


designated bit. The Test and Set Bit instruction (SBIT), 


for example, reads a byte, alters it, and rewrites it, 
having changed the contents of one bit. 
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3.4.3.2 Bit Field Accesses 


An access to a Bit Field in memory always generates a 
Double Word transfer starting at the address containing 
the least-significant bit of the field. The Double Word is" 
read by an Extract instruction; an Insert instruction 


- reads a Double Word, modifies it, and rewrites it. 
3.4.3.3 Extending Multiply Accesses -% 


_ The extending multiply instruction (MEI) will return a_ 


result which is twice the size in bytes of the operands 


_ which it reads. If the multiplicand is in memory, the | 


most-significant half of the result is written first (at the | 
higher address), then the least- significant nalts: | 


3.4. 4 Instruction Fetches 


_ Instructions for the NS08032 CPU are “prefetched”: that 
is, they are input before being needed into the next avail- 


able entry of the 4-byte Instruction Queue. The CPU 
performs two types of 
Sequential and Non-Sequential. These can be distin- 
guished from each other by their differing status combl- 
nations on pins STO- ST3 (Section 3.4.2). 


A Sequential Fetch will be performed by the CPU when- 
ever the Data Bus would otherwise be idle and the 
Instruction Queue is not currently full. 


A Non-Sequential Fetch occurs as a result of any break 


in the normally sequential flow of a program. Any jump 
or branch instruction, a trap or an interrupt will cause the 


next Instruction Fetch cycle to be Non-Sequential. In 
addition, certain 
Queue, causing the next instruction fetch to display 


instructions flush the. Instruction 


Non-Sequential status. Only the first bus cycle after a 
break displays Non-Sequential status. 


3.4.5 Interrupt Control Cycles — 


Activating the INT or NMI pin on the CPU will initiate one 
or more bus cycles whose purpose is interrupt control 


rather than the transfer of instructions or data. Execu- 


tion of the Return from Interrupt instruction (RETI) will 
also cause Interrupt Control bus cycles. These differ 
from instruction or data transfers only in the status 


presented on pins STO-ST3. All Interrupt Control cycles 


are Read cycles. Table 3-1 summarizes Nera inter- 
rupt sequences. an 


This section describes only the intent Control se- — 
quences associated with each interrupt and with the 


return from its service routine. For full details of the 
~NS08032 interrupt structure, see Section 3.7. 


Instruction Fetch cycles: — 


Table 3-1. 
Interrupt Sequences 


Cycle | Status | _ Address 
A. Nonmaskable Interrupt Control Sequences. 
Interrupt Acknowledge 
| 1 - 0100 | FFFFOOs, 


Interrupt Return 
None: Performed through Return from Trap (RETT) instruction. 


_B. Nonvectored Interrupt Control Sequences. 


Interrupt Acknowledge 
T=. 0100 FFFEQOi, 


Interrupt Return 
None. Performed through return from Trap (RETT) instruction. 


C. Vectored In terrupt Srueieee Nonessendee: 
Interrupt Acknowledge | | 
od 0100 © FFFEO04, 


Interrupt Return 


D. Vectored Interrupt Sequences: Cascaded. 
Interrupt Acknowledge | 
- 1 0100  FFFEO0;, 


(The CPU here uses the Cascade Index to find the Cascade Address.) 


20 —— 0101 | Cascade 
- | | Address 


Interrupt Return 
4 | 0110 FFFEO04, 


_ (The CPU here uses the Cascade Index to find the Cascade Address.) 


2 0111 Cascade 
Address 
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1 | : 0110 — —— FFFEOO4, 


Bus 


Don’t Care 


Don’t Care 


Vector: Range 0-127 


_ Vector: Same as in 


Previous Interrupt 
Acknowledge Cycle 


Cascade Index: — 
Range ~16 to —1 


Vector: Range 0-255 


Cascade Index: Same 
as in Previous Interrupt 
Acknowledge Cycle 


Don’t care 


3.4.6 Slave Processor Communication | : | 
AD(0-15) k 


The SPC pin is used as the data. strobe ee Slave ji 
Processor transfers. In a Slave Processor bus cycle, — | SPC 

_ data is transferred 16 bits at a time on the Data Bus | wso8032 SLAVE 
(ADO-AD15) and the least-significant two bits of CPU. | GPU PROCESSOR 


cycle status (STO-ST1) are monitored by each Slave | | Sto 
Processor in order to determine the type of transfer 
being performed. Figure 3- 3-17 shows typical Slave 
Processor connections. SPC is bidirectional, but is 
driven by the CPU during all Slave Processor bus cycles. 
See Section 3.8 for full protocol sequences. 


+ STi 
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FIGURE 3-11. Slave Processor Connections — 
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Note 1. CPU samples Data Bus here. 
Note 2. Slave Processor samples CPU status here. 


Note 3. DBE and all other NS16201 TCU bus signals remain inactive because 
no ADS pulse is received from the CPU. 


FIGURE 3-12. CPU Read from Slave Processor 
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3.4.6.1 Slave Processor Bus Cycles 


A Slave Processor bus cycle always takes exactly two 
clock cycles, labeled T1 and T4 (see Figures 3-12 and 
3-13). During a Read cycle, SPC is activated at T1, datais 
sampled at T4, and SPC is removed. The Cycle Status 
pins lead the cycle by one clock period, and are sampled 
at the leading edge of SPC. During a Write cycle, the CPU 
applies data and activates SPC at T1, removing SPC at 
T4. The Slave Processor latches status on the leading 
edge of SPC and latches data on the trailing edge. 


Since the CPU does not pulse the Address Strobe (ADS), 


no bus signals are generated by the NS16201 Timing 


Control Unit. The direction of a transfer is determined by 
the sequence (“protocol”’) established by the instruction 


PREV. CYCLE 
| T40RTI 





under execution; but the CPU indicates the direction on 
the DDIN pin for hardware debugging purposes. 





3.4.6.2 Operand Transfer Sequences 


A Slave Processor operand is transferred in one or more 


Slave bus cycles. A Byte operand is transferred on the 


least-significant byte of the Data Bus (ADO-AD7), and a 
Word operand is transferred on the entire 16-bit bus 
(ADO-AD15). A Double Word is transferred in a 
consecutive pair of bus cycles, least-significant word | 
first. A Quad Word is transferred in two pairs of Slave 


__ cycles, with other bus cycles possibly occurring between 


them. The word order is from least-significant 2 most- 
significant word. 


NEXT CYCLE 
T1 ORTi | 





| 14 


~ (FLIPS 





STO, ST1 


mi 
[Z 





= 


“Te 


DATA OUT NEXT 


NEXT STATUS 
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Note 1. Arrows indicate points at which the Slave Processor samples. 


Note 2. DBE, being provided by the NS16201 TCU, ¢ remains inactive due to 
the fact that no pulse is presented on ADS, TCU =ignels RD, WR and 


TSO also remain inactive. 


FIGURE 3-13. CPU Write to Slave Processor 


3.5 Bus Access Control 


The NS08032 CPU has the capability of relinquishing its 
access to the bus upon request from a DMA device or 
another CPU. This capability is implemented on the 
HOLD (Hold Request) and HLDA (Hold Acknowledge) 
pins. By asserting HOLD low, an external device 
requests access to the bus. On receipt of HLDA from the 
CPU, the device may perform bus cycles, as the CPU at 
this point has set the ADO-AD15, A16-A23, ADS and 
DDIN pins to the TRI-STATE® condition. To return control 

















of the bus to the CPU, the device sets HOLD inactive, and | 





the CPU acknowledges return of the bus by setting HLDA 
inactive. 








~ How quickly the CPU releases the bus depends on 
whether it is idle on the bus at the time the HOLD request 


is made, as the CPU must always complete the current 
bus cycle. Figure 3-14 shows the timing sequence when 


| the CPUis idle. In this case, the CPU grants the bus during 


the immediately following clock cycle. Figure 3-15 shows 
the sequence if the CPU is using the bus at the time that _ 
the HOLD request is made. If the request is made during 
or before the clock cycle shown (two clock cycles before 
T4), the CPU will release the bus during the clock cycle 
following T4. If the request occurs closer to T4, the CPU 
may already have decided to initiate another bus cycle. In 
that case, it will not grant the bus until after the next T4 


state. Note that this situation will also occur ifthe CPUis _ 


idle on the bus, but has initiated a bus cycle internally. 


TiOR T1 





ee oe oe oe ee oe = a ee oe oe 
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FIGURE 3-14. HOLD Timing, Bus Initially Idle 
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FIGURE 3-15. HOLD Timing, Bus Initially Not Idle 
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3.6 Instruction Status 


In addition to the four bits of bus cycle status (STO- ST3), 
‘the NS08032 CPU also presents Instruction Status infor- 
mation on three separate pins. These pins differ from 
STO-ST3 in that they are synchronous to the CPU’s inter- 


| nal instruction execution section rather than to its bus . 


interface section. 


PFS (Program Fidw Status) is pulsed low as each 
instruction begins execution. It is intended for 
debugging purposes. 


| U/S originates from the U bit of the Processor Status 


Register, and indicates whether the CPU is currently run- 
ning in User or Supervisor mode. Although it is not syn- 
chronous to bus cycles, there are guarantees on its 
validity during any given bus cycle. See the Timing 
Specifications, Figure 4-19. 


{LO (interlocked Operation) is activated during an SBIT! 
(Set Bit, Interlocked) or CBITI (Clear Bit, Interlocked) 


instruction. It is made available to external bus arbitra- . 


tion circuitry in order to allow these instructions. to 
— implement the semaphore primitive operations for multi- 
processor communication and resource sharing. As 
with the U/S pin, there are guarantees on its validity 
during the operand accesses performed by the instruc- 
tions. See the Timing Speen section, Figures 4-16 
and 4- 17. 


3.7 NS08032 Interrupt Structure 


The NS08032 CPU has two interrupt pins: INT, on which | 


maskable interrupts may be requested, and NMI, on 
| which nonmaskable interrupts may be requested. | 










CASCADE ws 







CASCADE ADDR 15 


CASCADE ADDR 14 


INTERRUPT B BASE 


FIXED INTERRUPTS 
AND TRAPS 


DISPATCH TABLE 


VECTORED 


| EF INTERRUPTS ; t 


in addition, there is a set of internally-generated “traps” 
which cause interrupt service to be performed as a result 
either of exceptional conditions (€.g., attempted division 
by zero) or of specific instructions whose purpose is to 
cause a trap to occur (e. g., the Supervisor Call instruc- 
tion). 


3.7.1 General Interrupt/Trap Sequence 


Upon receipt of an interrupt or trap request, the CPU goes 
through four major steps: 7 


1. Adjustment of Registers. 


Depending on the source of the interrupt or trap, the 
CPU may restore and/or adjust the contents of the Pro- — 
gram Counter (PC), the Processor Status Register 
(PSR) and the currently-selected Stack Pointer (SP). A 
copy of the PSR is made, and the PSR is then set to 
reflect Supervisor Mode and selection of the Interrupt 

Stack. , 


2. Saving Processof Status. 
The PSR copy is pushed onto the Interrupt Stack z asa 
16-bit quantity. 


3. Vector Acquisition. | 
A Vector is either obtained from the Data Bus or is sup- 
plied by default. 


4. Service Call. 

The Vector is used as an index into the Interrupt Dis- 

_ patch Table, whose base address is taken from the 
CPU Interrupt Base (INTBASE) Register. See Figure 
3-16. A 32-bit External Procedure Descriptor is read 
from the table entry, and an External Procedure Cail is 
performed using it. The MOD Register (16 bits) and Pro- 
gram Counter (32 bits) are pushed on the Interrupt 
Stack. 
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NON-MASKABLE INTERRUPT 
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_ FIGURE 3-46. Interrupt Dispatch and Cascade Tables 


This process is illustrated in Figure 3-17, from the view- Interrupt on INT or NMI pin: 
| | Traps (except Trace): 


point of the prograrnmer. 


ler i eae rap: 
Full sequences of events in processing interrupts and idee ee 


traps may be found as follows: 


PSR MOD 


STATUS MODULE (eUeE 


RETURN ADDRESS 


INTERRUPT 
STACK 


INTBASE REGISTER _ 


INTERRUPT BASE Se Oe eee 
VECTOR | Oa) ~C) 


- DISPATCH 
TABLE 






DESCRIPTOR 


16 3 16 —_____» 


OFFSET MODULE 


MOD REGISTER 


NEW MODULE 





MODULE TABLE ENTRY 
32 


STATIC BASE POINTER 


LINK BASE POINTER | 





(+) PROGRAM BASE POINTER 
oe (RESERVED) 


PROGRAM COUNTER 


ENTRY POINT ADDRESS 


_ FIGURE 3-17. Interrupt/Trap Service Routine 
| Calling Sequence | 
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Sec. 3.7.7.1 
Sec. 3.7.7.2 
Sec. 3.7.7.3 


3.7.2 Interrupt/Trap Return 


To return control to an interrupted program, one of two 


instructions is used. The RETT (Return From Trap) instruc- 


tion (Figure 3-18) restores the PSR, MOD, PC and SB 
registers to their previous contents and, since traps are 
often used deliberately as a call mechanism for Super- 
visor Mode procedures, it also discards a specified 
number of bytes from the original stack as surplus para- 
meter space. RETT is used to return from any trap or inter- 
|  rupt except the Maskable Interrupt. For this, the RETI 
| (Return from Interrupt) instruction is used, which also in- 
forms any external Interrupt Control Units that interrupt 
_ service has been completed. Since interrupts are general- 
ly asynchronous external events, RET! does not pop para- 
meters. See Figure 3-19. 


PROGRAM COUNTER 


(POP) 
RETURN ADDRESS 


‘MODULE TABLE ENTRY 


SB REGISTER 


STATIC BASE 




















3.7.3 Maskable Interrupts (The INT Pin) 


The INT pin is a level-sensitive input. A continuous low 
level is allowed for generating multiple interrupt requests. 

The input is maskable, and is therefore enabled to gener- 
ate interrupt requests only while the Processor Status 
Register | bit is set. The | bit is automatically cleared 
during service of an INT or NMI request, and is restored to 
its original setting upon return from the interrupt service 


~ routine via the RETT or RETI instruction. 


The INT pin may be configured via the SETCFG instruc: 
tion as either Non-Vectored (CFG register bit !=0) or 
Vectored (bit !=1). : 


3.7.3.1 Non- Vectored Mode 


In the Non Vectored Mode, an interrupt request on the 
INT pin will cause an Interrupt Acknowledge bus cycle, 
but the CPU will ignore any value read from the bus and 
use instead a default vector of zero. This mode is useful 
for small systems in which hardware interrupt prioritiza- 
tion is unnecessary. The RETT instruction should be 
used to return from an interrupt in Non-Vectored Mode. - 


; 32 BITS - 
: 32 BITS 
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FIGURE 3-18. Return from Trap (RETTn) Instruction Flow 
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“END OF INTERRUPT” 
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FIGURE 3-19. Return from Interrupt (RET!) Instruction Flow 
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| 3.7.3.2 Vectored Mode: Non-Cascaded Case 


In the Vectored mode, the CPU uses an NS16202 Inter- 
-rupt Control Unit (ICU) to prioritize up to 16 interrupt 
requests. Figure 3-20 shows the connections required 
for a single ICU. Upon receipt of an interrupt request on 
the INT pin, the CPU performs an “Interrupt 
Acknowledge, Master” bus cycle (Section 3.4.2) reading 
a vector value from the Data Bus. This vector is then used 
as an index into the Dispatch Table in order to find the 
External Procedure Descriptor for the proper interrupt 
service procedure. The service procedure eventually 
returns via the Return from Interrupt (RETI) instruction, 
which performs an End of Interrupt bus cycle, informing 
the ICU that it may reprioritize any interrupt requests still 
pending. The ICU provides the vector humber again, 
which the CPU uses to determine whether it needs also to 
inform a Cascaded ICU (see below). _ 


‘In asystem with only one ICU (16 levels of interrupt), the 


vectors provided must be in the range of 0 through 127; 


that is, they must be positive numbers in eight bits. By 
providing a negative vector number, an ICU flags the 
interrupt source as being a Cascaded ICU (see below). 


3.7.3.3 Vectored Mode: Cascaded Case 


In order to allow up to 256 levels of interrupt, provision is 
made both in the CPU and in the NS16202 Interrupt 
Control Unit (ICU) to transparently support cascading. 
Figure 3-21 shows a typical cascaded configuration. 
Note that the Interrupt output from a Cascaded ICU goes 
to an Interrupt Request input of the Master ICU, which is 
the only ICU which drives the CPU INT pin. 


In a system which uses cascading, two tasks must be 
performed upon initialization: 


1. For each Cascaded ICU in the system, the Master ICU 
must be informed of the line number (0 to 15) on which 
it receives the cascaded requests. 

_ 2. A Cascade Table must be established in memory. The 

Cascade Table is located i ina negative direction ven 


DATA 





(8) 


ADDR 5 BITS 





~_NS08032 
CPU 


STATUS 1° 


DECODER 








CONTROL | . 






NS16202 






the location indicated by the CPU Interrupt Base 
(INTBASE) register. Its entries are 32-bit addresses, 
pointing to the Vector Registers of each of up to be 
Cascaded ICUs. 


Figure 3-16 illustrates the position of the Cascade 
Table. To find the Cascade Table entry for a Cascaded 
ICU, take its Master ICU line number (0 to 15) and sub- 
tract 16 from it, giving an index in the range —16 to —1. 
Multiply this value by 4, and add the resulting negative 
number to the contents of the INTBASE Register. The 
32-bit entry at this address must be set to the address of 
the Hardware Vector Register of the Cascaded ICU. This _ 
is referred to as the “Cascade Address.” 


Upon receipt of an interrupt request from a GaSéaded 
ICU, the Master ICU interrupts the CPU and provides the 
negative Cascade Table index instead of a (positive) vec- 
tor number. The CPU, seeing the negative value, uses it 
as an index into the Cascade Table and reads the 
Cascade Address from the referenced entry. Applying 


this address, the CPU performs an ‘Interrupt 


Acknowledge, Cascaded” bus cycle (Section 3.4.2), 
reading the final vector value. This vector is interpreted 
by the CPU as an unsigned byte, and can therefore be in 
the range of 0 through 255. 


In returning from a Cascaded interrupt, the service 
procedure executes the Return from Interrupt (RET) 
instruction, as it would for any Maskable Interrupt. The 


CPU performs an “End of Interrupt, Master” bus cycle 


(Section 3.4.2), whereupon the Master ICU again pro- 
vides the negative Cascade Table index. The CPU, see- 
ing a negative value, uses it to find the corresponding 
Cascade Address from the Cascade Table. Applying this 
address, it performs an “End of Interrupt, Cascaded” 
bus cycle (Section 3.4.2), informing the cascaded ICU of 
the completion of the service routine. The byte read from 
the Cascaded ICU is discarded. 
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FIGURE 3-20. Interrupt Control Unit Connections (16 Levels) 
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FIGURE 3-21. Cascaded Interrupt Control Unit Connections 


3.7.4 Non-Maskable Interrupt (The NMI Pin) 


The Non-Maskable interrupt is triggered whenever a fall- 


ing edge is detected on the NMI pin. The CPU performs | 


an “Interrupt Acknowledge, Master” bus cycle (Section 
3.4.2) when processing of this interrupt actually begins. 
The Interrupt Acknowledge cycle differs from that provid- 
ed for Maskabie Interrupts in that the address presented 
is FFFFQ04,. The vector value used for the Non-Maskable 


Interrupt is taken as 1, regardless of the value read from 


the bus. 


The service procedure returns from the Non-Maskable 
Interrupt using the Return from Trap (RETT) instruction. 
No special bus cycles occur on return. 


For the full sequence of events in processing the Non- 
Maskable Interrupt, see Section 3.7.7.1. : 


3.7.5 Traps 


A trap is an internally-generated interrupt request caused 
as a direct and immediate result of the execution of an 
instruction. Traps recognized by the NS08032 are: 
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Trap (FPU): An exceptional condition was detected by 
the NS16081 Floating-Point unit or another Slave Proces- 
sor during the execution of a Slave Instruction. This trap 
is requested via the Status Word returned as part of the 
Slave Processor Protocol (Section 3.8.1). 


Trap (IEL): Iliegal operation. A privileged operation was 
attempted while the CPU was in User Mode (PSR bit U = 1). 


Trap (SVC): The Supervisor Call (SVC) instruction was 


executed. 


Trap (DVZ): An attempt was made to divide an integer by 
zero. (The FPU trap is used for Floating- -Point division by | 
zero.) 


Trap (FLG): The FLAG instruction detected a ‘‘1” in the 
CPU PSR F bit. 


Trap (BPT): The eae nean (BPT) instruction was execu- 
ted. 


trac) (TRC): The instruction ist completed | is eelng 
traced. See below. 


Trap (UND): An undefined peede was encountered by 
the CPU. | 


~The Return Address pushed by any trap except TRC is 


the address of the first byte of the instruction during 


which the trap occurred. Traps do not disable interrupts, 
as they are not associated with external events. 


A special case is the Trace Trap (TRC), which is enabled 
by setting the T bit in the Processor Status Register 


(PSR). At the beginning of each instruction, the T bit is 


copied into the PSR P (Trace “Pending”’) bit. If the P bit is 


| set at the end of an instruction, then the Trace Trap is 


activated. If any other trap or interrupt request is made 


during a traced instruction, its entire service procedure © 


is allowed to complete before the Trace Trap occurs. 


Each interrupt and trap sequence handies the P bit for - 
proper tracing, guaranteeing one and only one Trace 


Trap per instruction, and guaranteeing that the Return 
Address pushed during a Trace Trap is always the 
address of the next instruction to be traced. 


3.7.6 Prioritization 


The NS08032 CPU internally prioritizes simultaneous 
interrupt and trap requests as follows: 


1. Traps other than Trace (Highest priority) 
2. Non-Maskable Interrupt 

3. Maskable Interrupts 

4. Trace Trap | (Lowest priority) 


3.7.7 Interrupt/Trap Sequences: Detailed Flow 


For purposes of the following detailed discussion of 
interrupt and trap service sequences, a single sequence 
called “Service” is defined in Figure 3-22. Upon detect- 


ing any interrupt request or trap condition, the CPU first 


performs a sequence dependent upon the type of inter- 
rupt or trap. This sequence will include pushing the 
Processor Status Register and establishing a Vector and 
a Return Address. The CPU then performs the Service 
sequence. | 


For the sequence followed in processing either 
Maskable or Non-Maskable interrupts (on the INT or NMI 


pins, respectively), see Section 3.7.7.1. For the Trace | 
Trap, see Section 3.7.7.3, and for all other traps, see_ 


Section 3.7.7.2. 
3.7.7.1 Maskable/Non-Maskable Interrupt Sequence 


_ This sequence is performed by the CPU when the NMI 
pin receives a falling edge, or the INT pin becomes active 
with the PSR | bit set. The interrupt sequence begins 
either at the next instruction boundary or, in the case of 
the String instructions, at the next interruptable point 
during its execution. 


1. If a String instruction was i iacnipted: and not yet , 


completed: 
a. Clear the Processor Status Register P bit. 


b. Set “Return Address” to the address of the first 


_ byte of the interrupted instruction. 


Otherwise, set “Return Address”’ to the address Or 
the next instruction. 
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. Perform Service (Vector, 
| 3-22. 


L 


, Copy the Processor Status Register (PSR) into a tem- 


porary register, then clear PSR bits S, U, T, P and 1. 


. If the interrupt is Non-Maskable: 


a. Read a byte from address FFFFO0,., applying 
Status Code 0100 (interrupt Acknowledge, Master: 
Section 3.4.2). Discard the byte read. 


| b. Set “Vector” to 1. 
_ ¢. Go to Step 8. 
. If the interrupt is Non-Vectored: 


a. Read a byte from address FFFEOQ0;,, applying 
_ Status Code 0100 (Interrupt Acknowledge, Master: 
Section 3.4.2). Discard the byte read. 


b. Set “Vector” to 0. 
c. Go to Step 8. 


_ Here the interrupt is Vectored. Read “Byte” from 


address FFFEQ0Q., applying Status Code 0100 (inter- 
rupt Acknowledge, Master: Section 3.4.2). 


. If “Byte” 2 0, then set “Vector” to “Byte” and go to» 


Step 8. 


. If “Byte” is in the range —16 through —1, then the inter- 


rupt source is Cascaded. (More negative values are 

reserved for future use.) Perform the following: 

a. Read the 32-bit Cascade Address from memory. 
The address is calculated as INTBASE +4*Byte. 

b. Read ‘Vector,’ applying the Cascade Address just 


read and Status Code 0101 (interrupt Acknow- 
ledge, Cascaded: Section 3.4.2). 


. Push the PSR copy (from Step 2) onto the Interrupt 


Stack as a 16-bit value. 
Return Address), Figure 


Service (Vector, Return Address): 


_ 
— 


Push MOD Register onto the Interrupt Stack as a 16-bit value. crn he 
PSR has already been pushed as a 16-bit value. ) 


Push the Return Address onto the Interrupt Stack as a 32: bit 
quantity. 


» 


Read the 32-bit External Procedure pascinior from the Interrupt 
Dispatch Table: address is Vector*4+INTBASE Register 
contents. 

Move the Module field of the Descriptor into the MOD Register. | 
Read the new Static Base pointer from the memory address con- 
tained in MOD, placing it into the SB Register. 


3 > 


Qo 
— 


Read the Program Base pointer from memory address MOD+S8, , 
and add to it the Offset field from the Descriptor, placing the 
result in the PLOgram Counter. 


FIGURE 3-22. Service Sequence 
Invoked during all pills alias sequences. 
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3.7.7.2 Trap Sequence: Traps Other Than Trace 


1. Restore the currently selected Stack Pointer and the 
Processor Status Register to their original values at 
the start of the trapped instruction. 

2. Set “Vector” to the value corresponding to the sas 
type. 


FPU: Vector=3 
ILL: Vector=4 
SVC: Vector=5 
DVZ: Vector=6 
FLG: Vector=7° 
BPT: Vector=8 
UND: Vector=10 


3. Copy the Processor Status Register (PSR) into a 
temporary register, then clear PSR bits S, U, T and P. 


4. Pushthe PSR copy onto the Interrupt Stack as a 16-bit 
value. 


5. Set “Return Address” | to the address of the first byte 
of the trapped instruction. 


6. Perform Service (Vector, 
3-22. : 


3.7.7.3 Trace T rap Sequence 


Return Address), Figure 


1. In the Processor Status Register (PSR), clear the P bit. 


2. Copy the PSR into a temporary register, then clear 


PSR bits. S, U and T. 


3. Push the PSR copy onto the Interrupt Stack as a 16-bit 
value. 


4. Set “Vector” to 9. 


5. Set “Return Address” to the address of the next 
instruction. 


6. Perform Service (Vector, 
— 3-22. 


Return Address), Figure 


3.8 Slave Processor Instructions 


The NS08032 CPU recognizes two groups of instructions 


as being executable by external Slave Procesors: 
Floating-Point Instruction Set 
Custom Instruction Set 


Each Slave Instruction Set is validated by a bit in the 
Configuration Register (Section 2.1.3). Any Slave 
Instruction which does not have its corresponding 


Status Combinations: 

Send ID(ID): ‘Code 1111 

Xfer Operand (OP): Code 1101 
Read Status (ST): Code 1110 


Step Status Action 


4 ID CPU Send ID Byte. 
2 OP CPU Sends Operation Word. 
3 OP CPU Sends Required Operands. 
4 — Slave Starts Execution, CPU Pre-fetches. 
5 c Slave Pulses SPC Low. 
_ 6 ST CPU Reads Status Word. (Trap? Alter Flags?) 
7 OP CPU Reads Results (If Any). TLICs049 


FIGURE 3-23. Slave Processor Protocol 
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Configuration Register bit set will trap as undefined, 
without any Slave Processor communication attempted | 
by the CPU. This allows software simulation of a non- 
existent Slave Processor. Slave Processor cycles use 
pins ADO-AD15 as a 16-bit data bus. 


3.8.1 Slave Processor Protocol | 


Slave Processor instructions have a 3-byte Basic 

Instruction field, consisting of an ID Byte followed by an 

Operation Word. The ID Byte has three functions: 

1. It identifies the instruction as being a Slave 
Processor instruction. 

2. It specifies which Slave Processor will execute it. 


3. It determines the format of the following: Operation 
Word of the instruction. 


Upon receiving a Slave Processor jnatroction tt the CPU 
_initiates the sequence outlined in Figure 3-23. While 


applying Status Code 1111 (Broadcast ID, Section 3.4.2), 

the CPU transfers the ID Byte on the least-significant | 
half of the data bus (ADO-AD7). All Slave Processors 

input this Byte and decode it. The Slave Processor 
selected by the ID Byte is activated, and from this point 
the CPU is communicating only with it. lf any other slave 
protocol was in progress (e.g.,.an aborted Slave instruc- 
tion), this transfer cancels it. — | 


The CPU next sends the Operation’ Word while sapiving 

Status Code 1101 (Transfer Slave Operand, Section 
3.4.2). Upon receiving it, the Slave Processor decodes it, 
and at this point both the CPU and the Slave Processor 


- are aware of the number of operands to be transferred and 


their sizes. The Operation Word is swapped on the Data 
Bus; that is, bits 0-7 appear on pins AD8-AD15, respec- 
tively, and bits 8-15 appear on pins ADO-AD7, 
respectively. 


Using the Addressing Mode fields within the Operation 
Word, the CPU starts fetching operands and issuing 
them to the Slave Processor. To do so, it references any 
Addressing Mode extensions which may be appended to 
the Slave Processor instruction. Since the CPU is solely 
responsible for memory accesses, these extensions are 
not sent to the Slave Processor. The Status Code applied 


is 1101 (Transfer Slave Processor Operand, Section 


3.4.2). 


After the CPU has issued the last operand, the Slave » 
Processor Starts the actual execution of the instruction. 
Upon completion, it will signal the CPU by pulsing SPC 
low. To allow for this, SPC is normally held high only by 
an internal pull-up device of approximately 5kQ. 


_ While the Slave Processor is executing the instruction, 


the CPU is free to prefetch instructions into its queue. If 
it fills the queue before the Slave Processor finishes, the 
CPU will wait, applying Status Code 0011 (Waiting for 
Slave, Section 3.4.2). 


Upon receiving the pulse on SPC, the CPU uses SPC to 
read a Status Word from the Slave Processor, applying 
Status Code 1110 (Read Slave Status, Section 3.4.2). This. 
word has the format shown in Figure 3-24. If the Q bit 
(“‘Quit,” Bit 0) is set, this indicates that an error was 
detected by the Slave Processor. The CPU will not con- 
tinue the protocol, but will immediately trap through the 


FPU vector in the Interrupt Table. Certain Slave : 


Processor instructions cause CPU PSR bits to be loaded 
- from the Status Word. 


The last step in the protocol is for the CPU to read a 
result, if any, and transfer it to the destination. The Read 
cycles from the Slave Processor are performed by the 
CPU while applying Status Code 1101 (Transfer Slave 
Operand, Section 3. 4.2). 


An exception to the protocol above is a Custom Slave 
instruction (LCR: Load Custom Register). In executing 
this instruction, the protocol ends after the CPU has 
issued the last operand. The CPU does not wait for an 


acknowledgement from the Slave Processor, anditdoes _ 


not read status. 
3.8.2 Floating-Point Instructions 


Table 3-2 gives the protocols followed for each Floating- 

Point instruction. The instructions are referenced by 
their mnemonics. For the bit encodings of each instruc- 
tion, see Appendix A. 


The Operand class columns give the Access Classes for 
each general operand, defining how the addressing 
modes are interpreted (see. nogremmers Reference 
Manual). : 


The Operand ligatied columns show the sizes et 


operands issued to the Floating-Point Unit by the CPU. 
“D” indicates a 32-bit Double Word. ‘1’ indicates that the 
instruction specifies an integer size for the operand 
(B = byte, W = word, D = double word). “‘f” indicates that 
the instruction specifies a Floating-Point size for the oper- 
and (F = 32-bit standard floating, L = 64-bit Long Floating). 


The Returned Value type and Destination column gives 
the size of any returned value and where the CPU places 


it. The PSR Bits Affected column indicates which PSR 


bits, if any, are updated from the Slave Processor Status 
Word (Figure 3-24). - | 


Any operand indicated as being of type “f” will not cause — 
a transfer if the Register addressing mode is specified. 
This is because the Floating-Point Registers are 
physically on the Floating-Point Unit and are therefore 
available without CPU assistance. 


Table 3-2. 


Floating-Point Instruction Protocols 
: Operand 1 Operand2  $Operand 1 Operand 2 Returned Value PSR Bits 
Mnemonic Class Class Issued Issued Type and Dest. Affected 
ADDf read. f rmw.f - f _ f f to Op. 2 none 
SUBf read . f rmw.f f f f to Op. 2 none 
MULf read .f rmw.f f f f to Op. 2 none 
DIVE read .f rmw.f f f f to Op. 2 none 
MOVf read .f write .f f N/A f to Op. 2 none 
ABSf read .f write .f f N/A f to Op.2 none 
_ NEGf read . f write. f f N/A f to Op.2 none 
_ CMPf read. f read.f f f NIA NZL 
FLOORfi read.f write. i f N/A i to Op. 2 none © 
TRUNCfi read .f write .i f N/A i to Op. 2 none 
ROUNDfi read .f write.i f N/A ito Op. 2 none 
MOVEL. read. F write.L- F N/A L to Op. 2 none 
MOVLF read.L write. F L N/A F to Op. 2 none 
MOVif read.i write. f j NIA fto Op. 2 none 
LFSR:  read.D N/A D N/A NIA none 
SFSR write. D N/A N/A N/A Dto Op.1. none 
Note: | 


D = Double word. oe 

i= Integer size (B,W,D) specified in mnemonic. 

f = Floating-point type (F,L) specified in mnemonic. 
N/A= Not applicable to this instruction. 
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—- 3.8.3 Custom Slave Instruction 


Provided in the NS08032 is the capability of communi- 


- cating with a user-defined, “Custom” Slave Processor. 
The instruction set provided for a Custom Slave Proc- 
essor defines the instruction formats, the operand 
classes and the communication protocol. Left to the 


_user are the interpretations of the opcode fields, the pro- : 


gramming model of the Custom Slave and the actual 


types of data transferred. The protocol specifies out the | 


- size of an operand, not its data type. 


Table 3-3 lists the relevant information for the ‘Custom 
Slave instruction set. The designation ‘‘c” is used to 
represent an operand which can be a 32-bit (‘‘D”) or 64-bit 
(“Q”) quantity in any format; the size is determined by 





00000000 |INZFOOLOQ 
_ New PSR Bit Valueiee | 


“Quit”: Terminate nee Trap(FPU). 


TLICSO49 


FIGURE 3-24. Slave Processor eeue Word Format 


the suffix on the mnemonic. Similarly, an “i” indicates an 
integer size (Byte, Word, Double Word) saree by the 
corresponding mnemonic suffix. | 


For the instruction encodings, see Appendix A. 


Table 3-3. 


Custom Slave Instruction Protocols 
Operand 1 Operand 2 Operand1 § Operand2 __ Returned Value PSR Bits | 

Mnemonic Class Class Issued Issued Type and Dest. Affected 
CCALOc — read.c rmw.c c Cc _  Cto Op. 2 none 
CCAL 1c read.c rmw.c - Cc ae ° cto Op.2 none 
CCAL2c | read .c rmw .c —¢ — C c to Op. 2 none 
CCAL3c — read.c- rmw.c Cc c | c to Op. 2 none © 
CMOVOc read.c write .c Ce. N/A c to Op. 2 none 
CMOVIc - read.c write .c Cc N/A c to Op. 2 none 
CMOV2c read .c write .c Cc N/A —  ¢toOp.2 none 
CCMPc | read.c read.c Cc 26 N/A N,Z,L 
CCV0ci read.c write. i C N/A — | to Op. 2 none 
CCV Ici read.c write. i Cc N/A. i to Op. 2 none 
CCV2ci read .c write .i Cc N/A i to Op. 2 none 
CCV3ic read.i write.c i N/A c to Op. 2 none 
CCV4DQ read .D write.Q D N/A Q to Op. 2 none 
CCV5QD read .Q write.D Q- N/A D to Op. 2 none 
LCSR read.D N/A D N/A N/A none 
SCSR write. D N/A N/A . N/A D to Op. 2 none 
CATSTO* addr N/A D N/A N/A F 
CATST1* addr N/A D N/A NIA F 
LCR* read.D N/A D N/A NIA none 
SCR* write.D NIA N/A | N/A D to Op. 1 none 
Note: 


D = Double word. . 
i =!nteger size (B, W, D) specified in mnemonic. 
. an Custom size (D: 32 bits or Q: 64 bits) specified in mnemonic. 
= Privileged instruction; will trap if CPU is in User Mode. 
N/A= Not applicable to this instruction. 
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| 4 AC Electrical Characteristics 
4A Definitions | 


All the timing specifications given in this section refer to 
50% of the leading or trailing edges of the appropriate 
clock phase and 0.8V or 2.0V on the appropriate signal 
as illustrated in Figures 4-1 and 4-2, unless specifically | 
stated otherwise. 


SIG1 


$IG2 


tsiG1l 


tSIG2h Sat 


0.45V 


FIGURE 4-1. Timing Specification Standard 


4.2 Timing Tables 


Name 
taty 
tath 
tov 
toh 
taAHy 
taHh 
tALADSs 
tAHADSs _ 
tALADSh 
taHADSh 
tat 
tstv 


tsth 
topinv © 
toDINn 
. tapsa 
taDsia 
tapsw 
tosa 


(Signal Valid After Edge) 
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Abbreviations: 
L.E.—leading edge 
T.E.—trailing edge 


PHin 
SIG 
tsiG1 
2.0V tsiG2h 
SIG2 


0.45V 


FIGURE 4-2. Timing Specification Standard 
(Signal Valid Before Edge) 


Table 4-1. Output Signals: Internal Propagation Delays, NS08032-4, NS08032-6 


Maximum times assume capacitive loading of 100pF. 


Address bits 0-7 valid 
Address bits 0-7 hold 
Data valid (write cycle) 
Data hold (write cycle) 


Address bits 8-23 valid 
| Address bits 8-23 hold 


Address bits 0-7 set up to ADS T.E. 


__ | Address bits 8-23 set up to ADS T.E. 
Address bits 0-7 hold from ADS T.E. 
Address bits 8-23 hold from ADS T.E. 


Address bits 0-7 floating 
Status (STO-ST3) valid 


Status (STO-ST3) hold 
N signal valid 
N signal hold — 
S signal active (low) 


ADS signal inactive 


DS pulse width 
Ss 


S signal active (low) 





after L.E., PHI1 11 
after L.E., PHI1 Tmmu or T2 
after L.E., PHI1 T2 
after L.E., PHI1 next T1 or Ti 
after L.E., PHI1 T1 
after L.E., PHI1 next T1 or Ti 
before ADS reaches 2.0V | 
before ADS reaches 2.0V 
after ADS reaches 2.0V 
after ADS reaches 2.0V 
|after L.E., PHI1 T2 
after L.E., PHI1 T4 
(before T1, see note) 
after L.E., PHI1 T4 (after T1) 
after L.E., PHI1 T1 
after L.E., PHI1 next T1 or Ti 
after L.E., PHI1 T1 
jafter T.E., PHI1 T1 
at 0.8V, both edges 
after L.E., PHI1 T2 
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“Reference/Gonditions —[Min.| Typ. [ Max. [Uni 


ns 


ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 


nS 


ns 
ns 
ns 
ns 
ns 
ns 


Table 4-1. Output Signals: Internal Propagation Delays, NS08032-4, NS08032-6 6 (Cont’d) 


Name Reference/Conditions i e Unit_ 











tpsia DS signal inactive 
tat ADO-AD7 floating (caused by TOLD) 
tant A8-A23 floating (caused by HOLD) 
tapst ADS floating (caused by HOLD) 
toDint — DDIN floating (caused by HOLD) 
tHLDAa HLDA signal active (low) 
tHLDAia _| HLDA signal inactive 
tapsr ADS signal returns from floating 
(caused by HOLD) 
topinr DDIN signal returns from floating 
| (caused by HOLD) 
tspca SPC output active (low) 
tspcia SPC output inactive 
tspcnt SPC output nonforcing 
toy Data valid (slave processor write) 
ton Data hold (slave processor write) 
tprsw PFS pulse width 
tprsa PFS pulse active (low) 
tprsia _ PFS pulse inactive 
titos ILO signal setup 
tiLon _ |ILO signal hold 
toa ILO signal active (low) 
tiLoia . ILO signa! inactive 
tuss U/S signal setup © 
tush U/S signal hold | 
tnspr Nonsequential fetch to next 
. | PFS clock cycle 
tpFNs PFS clock cycie to next 


nonsequential fetch 


tLXxPrF Last operand transfer of an instruction 


to next PFS clock cycle 





after L.E.; PHI1 T4 


{after L.E., PHI1 T1 


after L.E., PHI1 T1 
after L.E., PHI1 Ti 


| after L.E., PHI Ti 


after L.E., PHI1 Ti 
after L.E., PH1I1 Ti 


after L.E., PHI Ti 


after L.E., PHI1 Ti 
after L.E., PHI1 T1 


_lafter L.E., PHI1 T4 


after L.E., PHI2 T4 

after L.E., PHI1 T1 

after L.E., PHI1 next T1 or Ti 
at 0.8V, both edges 


(after L.E., PHI2 
lafter L.E., PHI2 


before L.E., PH!1T1_ 
of first interlocked 
write cycle 

after L.E., PH11 T3 
of last interlocked 
read cycle) 

after L.E., PHI1: 
after L.E., PHI1 
before L.E., PHI1 T4 
after L.E., PHI1 T1 


after L.E., PHI1 T1 


before L.E., PHI1 T1 


before L.E., PHI1 T1 of 
first bus cycle of transfer 


Note 1. Timing parameters for components with an: “gy suffix are not guaranteed compatible with an NS16081 Slave Processor at a clock rate greater than 


4MHz. 


Note 2. Every memory cycle starts with 74, ee which Cycle Status is applied. If the CPU was idling, the sequence will be: ‘ ti ,14,1T1...”. If the CPU was not 


idling, the sequence will be: “...74,T1.. 
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Table 4-2. Input Signal Requirements: NS08032-4, NS08032-6 












































































tewr Power stable to RST T. E. 4-24 | after Waa reaches 4.5V us 
tots Data in setup (read cycle) 4-4 before T.E., PHI2 T3 ns 
toin Data in hold (read cycle) 4-4 | after L.E., PHI1T4 ns 
tHLba HOLD active (low) setup time (See note) 4-5 before T.E.; PHI2 TX1 ns 
tHLpia HOLD inactive setup time ‘4-7 before T.E., PHI2 Ti ns 
tuLph HOLD hold time 4-5 | after L.E., PHI1 TX2 ns 
troys RDY setup time 4-10, 4-11} before T.E., PHI2T20rT3 _ ns 
troyn RDY hold time 4-10, 4-11| after L.E., PHI2 T3 ns’ 
trsTs RST setup time | 4-24, 4-25] before T.E., PHI1 ns 
trstw RST pulse width 4-25 | at 0.8V (both edges) tcp 
tinTa INT setup time 4-26 before T.E., PHI1 ns 
tnmiw NMI pulsewidth | 4-27 | at.0.8V (both edges) ns 
t NMI setup time after a PFS clock cycle , | 
NMBE fentce of NMI ae aibreckpolnv.” Y 4-28 | before L.E., PHI1 (as shown) ns 
tbls Data setup (slave read cycle) 4-13 before T.E., PHI2 T1 ns 
Data hold (slave read cycle) 4-13 after L.E., PHI1 T4 ns 
SPC pulse width (from slave processor) 4-12 |; at0.8V (eth edges) 


Note: This setup time is necessary to ensure prompt acknowledgement via LDA and the ensuing floating of CPU off the buses. Note that the time from the 
receipt of the HOLD signal until the CPU floats is a function of the time HOLD signal goes low, and me state of the RDY input. 





Table 4-3. Clocking Requirements: pmeeteerd 


Name | 7 Description | | Figure | Reference/Conditions i Unit 








tcl. |PHI, PHI2 rise time | | es 9) | AS 
tour |PHI4, PHI2 fall time 2 th aes ee ns 
—toth PHI1, PHI2 high time © | -16 | ey hs. ns 
top Clock period tg po | ! 5000! ns 
tovt Non-overlap time | . <7 ae at 10% of Voy (See page 2) | 15 ns 


_ Table 4-4. Clocking Requirements: NS08032- 6 














to Vou 













eter PHI1, PHI2 rise time iso0 paged) ns 
-~10° 

tor «| PHI1, PHI2 fall time | eo ns 

toh - PHI1, PHI2 high time ns 

Clock period ns 






Non-overlap time at 10% of Von (see page 2) 


39° 


aaa Vv 
a iin 





(HIGH) 
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FIGURE 4-3. Write Cycle 


ADO-AD7 
AD8-AD15 a 
ee a 
———EE 


eye s| | 


nena a a ail 


NEXT CYCLE 
obese <_shanaeas STATUS 


STO-3 


ame 5 
TUC5049 


FIGURE 4-4. Read mye 
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eet an Sener MENSA alae ie mney ~~ . 
a _ (FLOATING) 
metic ae eo 

a ae a rT “T “FLOATING 


li 
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Note: Whenever the CPU is not idling (not in Ti), the HOLD request (HOLD Low) must be active tpg before the trailing edge of PH!2 of the clock cycle that 
appears two clock cycles before T4 (TX1) and stay low until thy); pp after the leading edge of PHI1 of the clock cycle that precedes T4 (TX2) for the request to be 
acknowledged. 


FIGURE 4-5. Floating by HOLD Timing (CPU Not Idle Initially) 


ADO-AD7 


A16-23 





‘AD8-AD15 f = 


_ (FLOATING) 
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FIGURE 4-6. Floating by HOLD Timing _, BIGURE 4-7. Release from HOLD 
(CPU Initially idle) : | 


41. 


13 73 ie 


PHI2 | 











FIGURE 4-8. Ready Sampling | FIGURE 4-9. Ready Sampling 
(CPU Initially READY) | (CPU Initially NOT READY) 




















pate | i 'Dih 
— tDis 
ADO-15 [ VALID e | 
: DATA (FROM SLAVE) 
SPC 
(CPU) 
—— - | 3 | DDIN [ | | 
“Tvs 7 RET _ 4 STO-15 [ STATUS VALID : NEXT STATUS 
NEXT CYCLE | : 
STO-3 [ STATUS VALID ee | aa 
i 
ADS [ (HIGH) ase [ | cone 








Note: After transferring last operand to.a Slave Processor, CPU 
turns OFF driver and holds SPC high with internal 5k@ pullup. 


FIGURE 4-12. SPC Non-Forcing Delay 
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FIGURE 4-15a. Guaranteed Delay, PFS to Non-Sequential Fetch 


tNSPF 


FIGURE 4-15b. Guaranteed, Delay, Non-Sequential Fetch to PFS _ 
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T1 | T2 | T3 | T4 | 
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FIGURE 4-16. Relationship of ILO to First Operand Cycle 
| of an Interlocked Instruction 


T4 OR Ti 





T3 OR Ti 








71 | T2 | T3 | T4 | 
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FIGURE 4-17. Relationship of ILO to Last Operand Cycle 
of an Interlocked Instruction 
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a: 
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FIGURE 4-18. Relationship of ILO to Any Clock Cycle 


| TORT | T4ORTi 





1 | T2, T3 pom | 





FIGURE 4-19. U/S Relationship to Any Bus Cycle— _ 
Guaranteee Valid interval | | 


if 
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Vcc © 





FIGURE 4-20. Power-On Reset | FIGURE 4-21. Non-Power—On Reset © 


~{ TLL 


tNMIw 





NMI 
Note: Violation of tiy7, timing is allowed, but 
detection then occurs one clock cycle later. 
FIGURE 4-22. INT Interrupt Signal Detection 2 FIGURE 4-23. NMI Interrupt Signal Timing 


a 





FIGURE 4-24. Required Relationship of NMI to PFS 
(Breakpoint Use) 


NEXT 





T1or Ti | 








Note: In a transfer of a Read-Modify-Write type operand, this 
is the Read transfer, displaying RMW Status (Code 1011). 


FIGURE 4-25. Relationship Between Last Data Transfer of an 
| Instruction and PFS Pulse of Next Instruction 
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Appendix A: Instruction Formats 
Notations 


lone sveteoee Integer Type Field 
B =00 (Byte) 
a (Word) 
D=11 (Double Word) 
ius coset ee Aree -Point Type Field 
F=1 (Standard Floating: 32 bits) 
L=0 (Long Floating: 64 bits) 
Orta eaces Custom Type Field 
D = 1 (Double Word) 
Q=0 (Quad Word) 


OD 4ccacds Operation Code 


Valid encodings shown with each format. 


gen2....... General Addressing Mode Field. 
See Section 2.2 for encodings. 


c-\ General Purpose Register Number 


cond....... Condition Code Field 

0000 = EQual: Z=1 

0001 = Not Equal: Z=0 

0010 = Carry Set: C=1 

0011 = Carry Clear: C=0 

0100 = Higher: L=1 

0101 = Lower or Same: L =0 
0110 = Greater Than: N=1 
0111=Less or Equal: N=0 
1000 = Flag Set: F=1 . 

1001 =Flag Clear: F=0 | 

1010 = LOwer: L=0 and Z=0 
1011 = Higher or Same: L=1 or Z=1 
1100 = Less Than: N=0 and Z=0 


1101 = Greater or Equal: N=10rZ=1 


1110 =(Unconditionally True) 
1111 =(Unconditionally False) 


short....... Short Immediate Vaiue. May contain: 
quick: Signed 4-bit value, in MOVQ, 


ADDQ, CMPQ, ACB 


cond: Condition Code eee in 


Scond. 


areg: CPU Dedicated Register, in 


LPR, SPR. 

0000 = US 
0001-0111 = (Reserved) 
1000 = FP 

1001 =SP 
1010=SB 

1011 = (Reserved) 
1100 = (Reserved) 
1101 =PSR 

1110 =INTBASE 
1111 =MOD 


Options: in String Instructions - 


mon 


‘T=Translated 

B = Backward 

U/W=00: None 
01: While Match 
11: Until Match 


mreg: 


Configuration bits, in SETCFG: 


EDL 


MMU Register number, in LMR, SMR. 
0000 = BPRO 

0001 = BPR1 

0010 = (Reserved) 

0011 = (Reserved) 

0100 = PFO 

0110 = (Reserved) 

0111 = (Reserved) 


1000 =SC 
1001 = (Reserved) 
1010=MSR 
1011 =BCNT 
1100 = PTBO 
1101 =PTB1 
1110 = (Reserved) 
1111=EIA | | 
7 0 
| cond fro 10! 
Format 0 
Bcond (BR) 
7 0 , 
[io foo ro 
Format 1 
BSR -~0000 ENTER © -1000 
RET -~0001 EXIT ~1001 
CXP -0010 NOP ~1010 
RXP -~0011 WAIT ~1011 
RETT —0100 DIA - 7 -1100 
RETI —0101 FLAG —1101 
SAVE -0110 svc —1110 
RESTORE -0111 BPT —1111 
15 | 847 
ee ae 
| Format 2 | 
ADDQ -000 ACB 100 
CMPQ —001 MOVQ ~101 
SPR -—010 LPR ~110 
Scond | 


—-011 


15 817 0 


Format 3 
CXPD | -0000  §ADJSP —1010 
BICPSR -0010 JSR -1100 
JUMP -0100 CASE -1110 
_BISPSR -0110 


Trap (UND) on XXX1, 1000 - 


15 817 0 
Format 4 | 
ADD -0000 SUB -1000 
CMP 0001 ADDR —1001 
BIC -0010 AND —1010 
ADDC -0100 SUBC —1100 
MOV —0101 TBIT —1101 
OR -0110 XOR —1110 
23 16] 15 817 0 





. Format 5 
MOVS -0000 . SETCFG  =0010 
CMPS —0001 SKPS -0011 


| Trap (UND) on 1XXX, 01XX 


23 16]15 817 0 
igent | gen2 | op |i for oorrt0 


7 ‘Format 6 

NEG —1000 . 

ASH | —0001 NOT - =1001 
— CBIT —0010 Trap(UND) = = ~—-1010 
CBITI —0011 SUBP —1011 
Trap (UND) -0100 ABS. -1100 

LSH | —0101 COM -—1101 
~SBIT ~0110 IBIT -1110 
SBITI —Q111 ADDP —1111— 


Trap (UND) on all others 


23 16] 15 B17 9 


_ Format 7 
MOVM ~  =0000 MUL | —1000 
CMPM -—0001 MEI —1001 
INSS —0010 Trap (UND) —1010 
EXTS —0011 DE| "= 4011 
MOVXBW —0100 QUO —1100 
MOVZBW —0101 REM — =1101 
MOVZiD —0110 MOD — =4110 


MOVXiD —0111 DIV 3 —1111 








_ Format 8 
EXT —000 INDEX  =400 
CVTP ~001 FFS —101 
INS -010 
CHECK ~011 
23 16)15 87 | 0 
BPS APS BS 
Format 9 
MOVif — . =000 ROUND = 100 
LFSR — ~—001 TRUNC © 7101 
~ MOVLF -010  SFSR | —110 
MOVFL —  =-011 FLOOR | 7 —111 
a : 0 
Format 10 


Trap (UND) Always 


23 1615 817 | 0 23 16115 817 0 
isons | one | om foftporsri re 


Operation Word | ID Byte 
Format 11 | | 
ADDf ~0000 DIVE 1000 a Format 15 
MOVE — =0001 Trap (UND) -1010 | _ (Custom Slave) | 
CMPf ~0010 Trap (UND) 1011 nnn Operation Word Format 
- SUB —0100 MULf —1100 
NEGf -0101 ABSf —1110 


Trap (UND) ~0110 Trap (UND) ~1110 - 4 23 16/15 8 
Trap (UND) ~0111 Trap (UND) 1111 
; 000 gen 1 | short 
4? 0 | 


CATSTO — =0000  +#£LLCR ~0010 
CATST1 —0001 SCR © ~0011 
Format 12 | 
Trap (UND) Always 23 16115 8 
.* @ eee 
footie Satis 
| CCV3 , —000 CCV2 —100 
Format 13 | LCSR -001 CCV1 -101 
, CCV5 —010 SCSR -110 
Trap (UND) Always CCV4 -011 CCVO —111 
23 1615 817 0 23 16115 8 
Peete ee ae 
| 101 
Format 14 | Format 15.5 
Trap (UND) Always CCALO . ~0000 CCAL3 ~ =1000 
as : : CMOVO ~0001  Trap(UND) ~1010 
CCMP —0010 Trap (UND) —1011 
CCAL1 —0100 CCAL2 . —1100 
CMOV2 -0101  CMOV1 ~1101 
Trap (UND) —0110 © Trap (UND) —1110 | 
Trap (UND) —0111 Trap (UND) —1111 | 


If nnn =010, 011, 100, 110, 111, then Trap (UND) Always 


* 
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Implied Immediate Encodings: 


7 | 0 
01011110 








| Format 16 
Trap (UND) Always | | 
| ; ; 
| | | Format 17 Register Mask, appended to RESTORE, EXIT 
- Trap (UND) Always — | a 
| 7 | ts of . 
; Offset/Length Modifier, appended to INSS, EXTS 
Format 18 , | 
Trap (UND) Always 
i : 0 
Format 19 


— Trap (UND) Always 
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Physical Dimensions inches (millimeters) 


2.434 Be dy 
(61.82} : - 
48 47 46. «(45 a4 43 a2 4 40 39 38 n Ki) 5 34 33 32 vu 30 23 23 27 26 25 














6.100.200 



































: a MAX TYP 
| __ 0670 aay | (2.794-5.080) (7.143) 
(17.018) 0.030-0.060 
(0.762-1.524) 
ni uta een \ 
0.008-0.015 
—- |} —_________ TP 
| (0203-038) SER EAL 
0.035—-0.055 | 0.100 -0.010 - Een os 0.015-0.023 | 0.590-0.620 | =~ T0 15° MAX 
ra Oe ee —e P ——————————— TY EATING PLANE _ + 
(0.889--1.397) ~~ asa pasa | (aseiusea * . O125 ; (14.99-15.75) hdd siead 
Tye (3.175) REF 


Ceramic Dual-In-Line Package (D) 
NS Package D48A 


' moma aces —- emma MAX : | 








(61.98) : 
[48] [47] [a6] [a5] [44] [43] [42] [47] [40] [39] (38) [37] (36) [35] 34) [33] [32] [37 [30] [29] [28] fe7] [26)_f[25) 











0.550+0.005 0.062 Soe 
(13 97+0.127) (1574) 
RAD 
































PINNG.1 FS 
fi : - : 
2 C3y Tar Tat Ter aT Tar Tat ol Tal et Tal el ST eT ee eT TT Teor TT eer eT 2 
0.060, 
2) 
(0.762) 
___ 9.600- 0.620 | MAX Scie 
| 95.2415, eu alee} \ 
: MPsei ra Lapate UUM OL AAR RARAARRARORIUA CTS 
ae | ; 0.020 iF | 06-94 
NY (14.73) MN | a) ats, | sae eT | [—guozg TET —~||-+— oomeas ug nan —V 
0.009 0.015 ot 75) 
{0.229 — 0.381) 
ones +0026 | 
fis. a0 +2838) Molded Dual-In-Line Package (N) 
: NS Package N48A 
ORDERING INFORMATION -90-A€ ross Software Package 
| SFW-90-A500 NS16000 C Sof Packag 
NS08032D-6, NS08032D-4 — (STARPLEX II™) | 
NS08032N-6, NSO8032N-4 SPX-90/51 STARPLEX II with Single-Sided, 
EVALUATION TOOLS ORDERING INFORMATION _ Double-Density System 
NSX-16 NS16000 Cross Software Package Double-Density System 
(VAX/VMS) _* 4 | | 


“To be used with an NS08032 plug-in module for NSO8032 evaluation and development. 
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National tt 
Semiconductor - 
NS16032-4, NS16032-6 
High-Performance Microprocessors 
General Description _ . Features 


The NS16032 functions as a central processing unit (CPU) — @ 32-bit Architecture and Implementation | 
16-MByte Uniform Addressing Space 


in National Semiconductor’s NS16000™ microprocessor 
family. It has been designed to optimally support micro- ) 
processor users who need the ability to use a large % Powerful instruction Set = 
addressing space for large programs and/or large data © — General 2-Adtiress Capability — 
| structures. Because large programs must realisticallybe | — Very High Degree of Symmetry 
generated and maintained in high-level languages, the | ~— Addressing Modes Optimized for High-Level 
NS16000 architecture provides for very efficientcompila- - Language References 
| tion while remaining easy to program at the assembler | High-Speed XMOS™ Technology 
level for optimizations. NS16000 architecture provides 
for full virtual memory capability, in conjunction with 
with the NS16082 Memory Management Unit (MMU). High ™ 48-pin Dual-In-Line Package 
| performance floating-point instructions are provided | 
with the NS16081 Floating-Point Unit (FPU). The 
NS16032-4 and NS16032-6 have different timing parame- 
| ters. Refer to Section 4 for timing specifications. __ 


NS 16032 CPU Block Diagram 


ADD/DATA. CONTROLS & STATUS 
: DATA 
BUS INTERFACE CONTROL : 


INSTRUCTIONS | 16 


| Single 5V Supply 





MICROCODE ROM 
AND | 
CONTROL LOGIC 


Q 
c 
m 
c 
m 


INSTRUCTION 
DECODER 


DISPLACEMENT AND 
IMMEDIATE EXTRACTOR © 


li 


32-BIT INTERNAL BUS 


CFG REGISTER 





REGISTER SET 


INTBASE 


WORKING 
REGISTERS 


Uv 





Bs) 
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me ee ee ee ee es 


Absolute Maximum Ratings 


Temperature under bias a 0°C to +70°C 
Storage Temperature —-65°C to +150°C 
All input or output voltages with : 
respect to GND -0.5V to +7V 
Power Dissipation : | : 1.5 Watt . 


Note: Absolute maximum ratings indicate limits beyond which 


permanent damage may occur. Continuous operation at these 


limits is not intended; operation should be limited to those condi- 
tions specified under DC Electrical Characteristics. 


DC Electrical Characteristics: nsi6032: 1 = 0 to +70°C, Voc = 5V +5%, GND = OV 


Symbol; Parameter | 


Vi. | Logical 0 Input Voltage | 


VoH Logical 1 Clock Voltage 


7 | Logical 0 Clock Voltage, 
CLT Transient (ringing tolerance) 


VoH Logical 1 Output Voltage — 


VoL Logical 0 Output Voltage 


hes AT/SPC Input Current (low) 





ho Input Leakage Current | 


lojorr)| Output Leakage Current 


= Conditions © | 
Vin | Logical t input Voltage | 
PHIt, PHI2 pins only | | 
VoL Logical 0 Clock Voltage PHI1, PHI2 pins only 


PHI1, PHI2 pins only —-0.5 


lon =—400pA 


Vin =0.4V, AT/SPC in input mode 


0-<Vin <Voc, All inputs except 
PHI1, PH!2, AT/SPC 


0.4 <Vout <Voc | 
loc Active Supply Current | lout = 0, Ta = 25°C 


2.4 


0.05 


180 


0.45 


300 


< 


<|< 


mA 
pA 
pA 
mA 


1 > NS16032 Pin Descriptions 

The following is a brief description of all NS16032 pins. 
_ The descriptions reference portions of the Functional 
Description, Section 3. 

1.1 SUPPLIES 

_ Power (Voc): +5V Positive Supply. Sec. 3.1. 


Logic Ground (GNDL): Ground orerence for on-chip 
logic. Sec. 3.1 


Buffer Ground (GNDB): Ground reference for on-chip 
drivers connected to output pins. Sec. 3.1. 


Back-Bias Generator (BBG): Output of on-chip sub- | 


strate voltage generator. Sec. 3.1. 


1.2 INPUT SIGNALS 


Clocks (PHI1, PHI2): Two-phase clocking signals. Sec. 
3:2. 

Ready (RDY): Active high. While RDY is inactive, the 
CPU extends the current bus cycle to provide for a 
slower memory or peripheral reference. Upon detecting 
RDY active, the CPU terminates the bus cycle. Sec. 
3.4.1. 


Hoid Request (HOLD): Active low. Causes the CPU to 


4.3 OUTPUT SIGNALS | 


release the bus for DMA or multiprocessing purposes. ~ 


Sec. 3.6. 


| Interrupt (INT): Active low. Maskable Interrupt request. | 


— Sec. 3.8. 


‘Non-Maskable Interrupt (NMI): Active low. Non-Mask- 
able Interrupt request. Sec. 3.8. 


Reset/Abort (RST/ABT ): Active low. If held active for | 


‘one clock cycle and released, this pin causes an Abort 


~ Command, Sec. 3.5.4. If held longer, it initiates a Reset, 


Sec. 3.3. 


Connection Diagram 





A22[-__] 1 @ T__} vec 
A21 (__] 2 r__]} A23 
A20 [—_] 3 J int 

AIST _] 4 __]) NMI 
A18 [7] 5 r_} ILO 
Be 6 T__] sto 
At (__] 7 TY __) sti 

Apis (_] 8 TY] sT2 

AD14 9 Y___] ST3 

Ap13 (__] T__] PFS 

~ ad12 C_ | ; (] DDIN 

AbD11 NS16032 r——"] ADS 

— ad1Io CPU : u/S 
avs C_ 5 __) AT/SPC 
ADB L) RST/ABT 

— A07 [—) DS/Fit 

Ave C__| | _] HBE 
aos J) HLDA 
AMT _| -___} HOLD 
AD3 [7 TY __] BBG 
-AD2 [__] RDY 
apt [C7] pH > 
ADO (7 r__] PHI1 

GNDL [7 ’—_] GNDB 
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Address Bits 16-23 (A16-A23): Active high. These are 
the most significant 8 bits of the memory address bus. 
Sec. 3:4. | 


Address Strobe (ADS): Give ae Controls address — 


latches; indicates start of a bus cycle. Sec. 3.4. 


Data Direction In (DDIN): Active low. Status signal 
indicating direction of data transfer ee a bus cycle. 
Sec. 3.4. 


High Byte Enable (BE): Active low. Status signal 
enabling transfer on the most-significant byte. of the 
Data Bus. Sec. 3.4; Sec. 3.4.3. 


Status (ST0O-ST3): Active high. Bus ale status code, 
STO least significant. Sec. 3.4.2. Encodings are: 


0000 — Idle: CPU Inactive on Bus. 

0001 — Idle: WAIT Instruction. 

0010 — (Reserved) © 

0011 — Idle: Waiting for Slave. 

0100 — Interrupt Acknowledge, Master. 
0101 — Interrupt Acknowledge, Cascaded. 
0110 — End of Interrupt, Master. . 

0111 — End of Interrupt, Cascaded. 
1000 — Sequential Instruction Fetch. 

1001 — Non-Sequential Instruction Fetch. 
1010 — Data Transfer. 

1011 — Read Read-Modify-Write Operand. 
1100 — Read for Effective Address. 

1101 — Transfer Slave Operand. 

1110 — Read Slave Status Word. 

1111 — Broadcast Slave ID. 


Hold Acknowledge (HLDA): Active low. Applied by the 


CPU in response to HOLD input, indicating that the bus 
has been released for ae or ay eer pur- 
poses. Sec. 3.6. | 


User/Supervisor (U/S): User or Supervisor Mode 
status. Sec. 3.7. High state indicates User Mode, low 
indicates Supervisor Mode. Sec. 3.7. 


Interlocked Operation (ILO): Active 6 Indicates that 


_ an interlocked instruction is being executed. Sec. 3.7. 


Program Flow Status (PFS): Active low. Pulse indi- 
cates beginning of an instruction execution. Sec. 3.7: 
1.4 INPUT-OUTPUT SIGNALS _ 


Address/Data 0-15 (ADO- AD15): Active high. Multi- 
plexed Address/Data information. Bit 0 is the least sig- 


nificant bit of each. Sec. 3.4. 


Address Translation /Slave Processor Control (AT/ 
SPC): Active low. Used by the CPU as the data strobe 
output for Slave Processor transfers; used by Slave 


_ Processors to acknowledge completion of an instruc- 


tion. Sec. 3.4.6; Sec. 3.9. Sampled on trailing edge of 
Reset pulse as Address Translation Strap. Sec. 3.5.1. 


Data Strobe/Float (DS/FLT): Active low. Data Strobe 
output, Sec. 3.4, or Float Command input, Sec. 3.5.3. 
Pin function is selected on AT/SPC pin, Sec. 3.5.1. 
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2 Architectural Description 
2.1 PROGRAMMING MODEL 


— The NS16000 architecture includes 16 registers on the 
one CPU. 
DEDICATED. 





32. 


a PROGRAM COUNTER | PC 
fo | STATIC BASE | SB 
i a ee FRAME POINTER | FP 
ae USER STACK PTR. | SP1 | 
> sp 
Foo | INTERRUPT STACK PTR. | SPO 
| ns INTERRUPT BASE | INTBASE 


PSR _ MOD 


STATUS © MODULE 


FIGURE 2-1. The General and Dedicated Registers. 


2.1.1 General Purpose Registers 


There are eight registers for meeting high speed general 
storage requirements, such as holding temporary vari- 
ables and addresses. The general purpose registers are 
free for any use by the programmer. They are thirty-two 
bits in length. If a general register is specified for an 
operand that is eight or sixteen bits long, only the low 
part of the register is used; me high part is not refer- 
enced or modified. 


2.1.2 Dedicated Registers 


GENERAL 


| 


yx» DF 
— . Oo 


Psi 
BO 


av a m P| 
a ui oo 


a 
J 
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FP: The FRAME POINTER register is used by a proce- 
dure to access parameters and local variables on the 
stack. The FP register is set up on procedure entry with 
the ENTER instruction and restored on procedure termi- 
nation with the EXIT instruction. — 


The frame pointer holds the address in memory occu- 
pied by the old contents of the frame pointer. (In the 
NS16032 the upper eight bits of this register are 


_ always zero.) 


The eight dedicated registers of the pride are as- 


| signed specific functions. 


PC: The PROGRAM COUNTER register is a pointer to 
the first byte of the instruction currently being executed. 
The PC is used to reference memory in the program 
section. (In the NS16032 the upper en bits of this 
register are always zero.) 


SPO, SP1: The SPO register poinitsta the! lowest address | 


_ of the last item stored on the INTERRUPT STACK. This 


- stack is normally used only by the operating system. It is. 


used primarily for storing temporary data, and holding 
return information for operating system subroutines and 


interrupt and trap service routines. The SP1 register 


points to the lowest address of the last item stored on 
the USER STACK. This stack is used by normal user 
programs to hold i at data and subroutine return 
information. 


~ In this document, reference is made to the SP register. 


The terms “SP register” or “SP” refer to either SPO or 


SP1, depending on the setting of the S bit in the PSR 


SB: The STATIC BASE register points to the global 
variables of a software module. This register is used to 
support relocatable global variables for software mod- 
ules. The SB register holds the lowest address in memory 
occupied by the global variables of a module. (In the 
NS 16032 the upper eight bits of this register are always 
zero.) 


INTBASE: The INTERRUPT BASE register holds the 
address of the dispatch table for interrupts and traps 


(Sec. 3.8). The INTBASE register holds the lowest 


address in memory occupied by the dispatch table. (in 
the NS16032 the upper eight bits of this register are 
always zero.) 


MOD: The MODULE register holds the address of the 
_module descriptor of the currently executing software 


module. The MOD register is sixteen bits long, therefore 
the module table must be contained within the mS 64K 
bytes of memory. » 


PSR: The PROCESSOR STATUS REGISTER (PSR) © 
holds the status codes for the NS16032 microprocessor. 


The PSR is sixteen bits long, divided into two eight-bit 


register. If the S bitin the PSRis 0 then SP refers to SPO. — 


If the S bit in the PSR is 1 then SP refers to SP1. (In the 


NS16032 the upper =a bits of these pdegelole are 


always zero). 


Stacks in the NS16000 family grow downward in mem- 

ory. A Push operation pre-decrements the Stack Pointer 

_ by the operand length. A Pop operation post-increments 
the Stack Pointer by the operand length. — 
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halves. The low order eight bits are accessible to all 
programs, but the high order eight bits are accessible 


only to programs mgt in scene 





15 
XIX) 


OE 


FIGURE 2-2. Processor Status piSsietar 


C: The C bit indicates that a carry or borrow : 


occurred after an addition or subtraction instruc- 
_tion. 

instructions to perform multiple-precision integer 

arithmetic calculations. It may have a setting of 0 
(no carry or borrow) or 1 (carry or borrow). 


T: The T bit causes program tracing. if this bit is a 1, 
_  aTRC trap is executed afer every instruction 
— (Sec. 3.8.5). | 


~L: The L bit is altered by comparison instructions. Ina 
comparison instruction the L bit is set to “1” if the 
second operand is less than the first operand, when 
both operands are interpreted as unsigned integers. 
Otherwise, it is set to “0”. In Floating Point compari- 
sons, this bit is always cleared. 


F: The F bit is a general condition flag, which is altered 


by many instructions (e.g., integer arithmetic instruc- | 


tions use it to indicate overflow). 


Z: The Zbitis altered by comparison instructions. Ina 
comparison instruction the Z bit is set to “1” if the 
second operand is equal to the first operand; other- 
wise it is set to “0”. 


N: The N bit is altered by comparison instructions. In a 
comparison instruction the N bit is set to “1” if the 


second operand is less than the first operand, when > 
both operands are interpreted as signed integers. | 


Otherwise, it is set to “O”. 


U: If the U bit is “1” no privileged instructions may be 
executed. If the U bit is “O” then all instructions may 
be executed. When U = 0 the NS 16032 is said to be in 
‘Supervisor Mode; when U = 1 the NS 16032 is said to 
be in User Mode. A User Mode program is restricted 
from executing certain instructions and accessing 


It can be used with the ADDC and SUBC © 


certain registers which could interfere with the operat- 


ing system. For example, a User Mode program is 
prevented from changing the setting of the flag used 
to indicate its own privilege mode. A Supervisor Mode 
program is assumed to be a trusted part of the operat- 
ing system, hence it has no such restrictions. 


S: The S bit specifies whether the SPO register or SP1 
register is used as the stack pointer. The bit is auto- 


matically cleared on interrupts and traps. It may have » 
a setting of 0 (use the re register) or 1 (use the SP 1 


register). | 
P: The P bit prevents a TRC trap from occurring more 


than once for an instruction (Sec. 3.8.5). Itmay have a 


setting of 0 (no trace pending) or 1 (trace pending). 


I: If | = 1, then all interrupts will be accepted (Sec. 
3.8). If | = 0, only the NMI interrupt is eccevied Trap 
enables are not aueCIeS by this bit. 


2.4 3 The Configuration Register (CFG) 


Within the Control section of the NS16032 CPU is the 
four-bit CFG Register, which declares the presence of 
certain external devices. It is referenced by only one 
instruction, SETCFG, which is intended to be executed 
only as part of system initialization after reset. The for- 
mat of the CFG Register is shown in Figure 2-3. 
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fe[nT['] 
FIGURE 2-3. CFG Register. 


The CFG | bit declares the presence of external interrupt 
vectoring circuitry (specifically, the NS16202 Interrupt 
Control Unit). If the CFG | bit is set, interrupts requested 
through the INT pin are “Vectored.” If it is clear, these 


: interrupts are “Non-Vectored.’ See Sec. 3.8. 


The F, M and C bits declare the presence of the FPU, 
MMU and Custom Slave Processors. If these bits are 


being undefined. 
2.1.4 Memory Organization 


The main memory of the NS16032 is a uniform linear 


address space. Memory locations are numbered sequen- 
tially starting at zero and ending at 224 — 1. The number 
specifying a memory location is called an address. The 
contents of each memory location is a byte consisting of 
eight bits. Unless otherwise noted, diagrams in this 
document show data stored in memory with the lowest 
address on the right and the highest address on the left. 

Also, when data is shown vertically, the lowest address 
is at the top of a diagram and the highest address at the 
bottom of the diagram. When bits are numbered in a 
diagram, the least significant bit is given the number 


zero, and is shown at the right of the diagram. Bits are | 


numbered in increasing significance and toward the left. 
A 


Byte at Address A 


Two contiguous bytes are called a word. Except where 


noted (Sec. 2.2.1), the least significant byte of a word is _ 


stored at the lower address, and the most significant 
byte of the word is stored at the next higher address. In 
memory, the address of a word is the address of its least 
significant byte, and a word may start at any address. 


LSB’s 0 


15 MSB’s 817 
A+1 A 
‘Word at Address A 


Two contiguous words are called a double word. Ex- 


cept where noted (Sec. 2.2.1), the least significant 
word of a double word is stored at the lowest address 
and the most significant word of the double word is 


stored at the address two greater. In memory, the 


address of a double word is the address of its least 


significant byte, and a OUD IC word mays start at any 


address. a 
A+3_ A+2 A+1 a ae 
Double Word at Address A 


Although memory is addressed as bytes, it is actually 


_ organized as words. Therefore, words and double 
words that are aligned to start at even addresses (mul- 


tiples of two) are accessed more quickly than words 
and double words that are not so aligned. 


~ 


not set, the corresponding instructions are uanPes as 


2.1.5 Dedicated Tables 


Two of the NS16032 dedicated registers (MOD and 
INTBASE) serve as poner to dedicated tables in 
memory. 


The INTBASE register points to the Interrupt Dispatch 
and Cascade tables. These are described in Sec. 3.8. 


The MOD register contains a pointer into the Module 
Table, whose entries are called Module Descriptors. A 
Module Descriptor contains four pointers, three of which 
are used by the NS 16032. At any point in time, the MOD 
register contains the address of the Module Descriptor 
for the currently running module. It is automatically up- 


dated by the Call External Procedure instructions (CXP 


and CXPD). 


The format of a Module Descriptor is shown in Figure 
2-4. The Static Base entry contains the address of 
static data assigned to the running module. It is 
loaded into the CPU Static Base register by the CXP 
and CXPD instructions. The Program Base entry con- 
tains the address of the first byte of instruction code in 
the module. Since a module may have multiple entry 
points, the Program Base pointer serves only as a ref- 
erence to find them. © 
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FIGURE 2-4. Module Descriptor Format. 


OPTIONAL 
EXTENSIONS 


The Link Table Address points to the Link Table for the 
currently running module. The Link Table oe the 
information needed for: 


1) Sharing variables between modules. Such variables 
are accessed through the Link Table via the External 
addressing mode. 


2) Transferring control from one module to another. 
This is done via the Call External Procedure (CXP) 
instruction. : 


The format of a Link Table is given in Figure 2-5. A Link 
Table Entry for an external variable contains the 32-bit 
address of that variable. An entry for an external proce- 
dure contains two 16-bit fields: Module and Offset. The 
Module field contains the new MOD register contents for 
the module being entered. The Offset field is an unsigned 
number giving the position of the entry point relative to 
the new module's Program Base pointer. | 


For further details of the functions of these tables, see 
the NS 16000 Programmer's Manual. 





ENTRY 31 


ABSOLUTE ADDRESS 
ABSOLUTE ADDRESS 
OFFSET | MODULE 


FIGURE 2-5. A Sample Link Table. 


(VARIABLE) 
(VARIABLE) 


(PROCEDURE) 
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2.2 
2.2.1 


Figure 2-6 shows the general format of an NS16000 
instruction. The Basic Instruction is one to three bytes 
long and contains the Opcode and up to two 5-bit General 
Addressing Mode (‘Gen’) fields. Following the Basic 
Instruction field is a set of optional extensions, which 
may appear depending on the instruction and the ad- . 
dressing modes selected. | 


INSTRUCTION SET 


General Instruction Format 


BASIC 
INSTRUCTION 








IMPLIED 
IMMEDIATE 
OPERAND(S) 


OPCODE 





FIGURE 2-6. General Instruction Format. 
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Index Bytes appear when either or both Gen fields spec- — 


ity Scaled Index. In this case, the Gen field specifies 
only the Scale Factor (1, 2, 4 or 8), and the Index Byte 


specifies which General Purpose Register to use as the | 


- index, and which addressing mode calculation to per- 


form before indexing. See Figure 2-7. 





GEN. ADDR. MODE 
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EIGUGE 2-7. Index Byte Format. 


Following Index. Bytes come any displacements 
(addressing constants) or immediate values associated 
_ with the selected addressing modes. Each Disp/iImm 
field may contain one or two displacements, or one 


immediate value. The size of a Displacement field is © 
encoded within the top bits of that field, as shown in. 


Figure 2-8, with the remaining bits interpreted as a signed 
(two’s complement) value. The size of an immediate 
value is determined from the Opcode field. Both Dis- 
placement and Immediate fields are stored most-signi- 
ficant byte first. Note that this is backward from the usual 
memory representation of data (Sec. 2.1.4). 


Some instructions require additional, “implied” immedi- 

ates and/or displacements, apart from those associated 

with addressing modes. Any such extensions appear at 
‘the end of the instruction, in the order that they appear 

within the list of operands in the instruction definition 
(Sec. 2.2.3). 


2.2.2 Addressing Modes 
The NS16032 CPU generally accesses an operand by 


calculating its Effective Address based on information | 


available when the operand is to be accessed. The 
method to be used in performing this calculation is spe- 
cified by the programmer as an “addressing mode” _ 


Addressing modes in the NS16032 are designed to 
optimally support high-level language accesses to vari- 
ables. In nearly all cases, a variable access requires 
only one addressing mode, within the instruction that 
- acts upon that variable. Extraneous data movement is 
therefore minimized. 


_NS16032 Addressing Modes fall into nine basic types: 
Register: The operand is available in one of the eight 


| General Purpose Registers. In certain Slave Processor | 


instructions, an auxiliary oe of eight registers may be 
referenced instead. 


Register Relative: A General Purpose Register con- 


| tains an address to which is added a displacement value 


from the instruction, yielding the Effective Address of 
the operand in memory. | 


Memory Space: Identical to Register Relative above, 
except that the register used is one of the dedicated 
registers PC, SP, SB or FP. These registers point to data 
areas generally needed by high-level languages. 


SIGNED DISPLACEMENT _ 





DOUBLE WORD DISPLACEMENT: RANGE (ENTIRE ADDRESSING SPACE) 
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FIGURE 2-8. Displacement Encodings. 


Memory Relative: A pointer variable is found within the 
memory space pointed to by the SP, SB or FP register. A 
displacement is added to that pointer to generate the 
Effective Address of the operand. 


Immediate: The operand is encoded within the instruc- 
tion. This addressing mode is not allowed if the operand 
is to be written. 


Absolute: The address of the operand is specified by a 
displacement field in the instruction. 


External: A pointer value is read from a specified entry 
of the current Link Table. To this pointer value is addeda _— 
displacement, yielding the elecive Address of the 


‘operand. 


Top of Stack: The anesaiy: -selected Stack Pointer 


(SPO or SP1) specifies the location of the operand. The 


operand is pushed or popped, depending on whether it 
is written or read. 


_ Scaled Index: Although encoded as an addressing 


mode, Scaled Indexing is an option on any addressing 
mode except Immediate or another Scaled Index. It has 
the effect of calculating an Effective Address, then multi- — 


_ plying any General Purpose Register by 1, 2, 4 or 8 and 
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adding it into the total, a the final Effective Address — 
of the operand. | | 


Table 2-1 isa brief summary of the addressing modes. . 
For a complete description of their actions, see the 
Programmer’s Manual. , 


TABLE 2-1. 


NS16032 pore Modes 
ENCODING MODE _ ASSEMBLERSYNTAX ~~ EFFECTIVE ADDRESS 
Register | ; | 
~ 00000 Register 0 RO or FO None: Operand is inthe specified 
~ 00001 | Register 1 R1orF1 | register. 
00010 Register 2 R2 or F2 
00011 Register 3 R3 or F3 
00100 | — Register4 — R4 or F4 
00101 Register 5 - R5orF5 
00110 Register 6 R6 or F6 
00111 . Register7 R7 or F7 
Register Relative | | | : | 
01000 Register 0 relative disp(RO) _ .’ Disp + Register. . 
01001 Register 1 relative disp(R1) oo | es 
01010 ~ Register 2 relative disp(R2) 
01011 Register 3.relative disp(R3) 
01100 Register 4 relative disp(R4) 
01101 Register 5 relative disp(R5) 
01110 Register 6 relative disp(R6) 
01111 Register 7 relative disp(R7) 
Memory Relative | | 7 | 
10000 Frame memory relative disp2(disp1(FP)) Disp2 + Pointer; Pointer found at 
10001 — Stack memory relative disp2(disp1(SP)) address Disp1 + Register. “SP” 
10010 Static memory relative disp2(disp1(SB)) - is either SPO or SP1, as selected 
| | ‘in PSR. 
Reserved | | 
10011 _ (Reserved for Future Use) 
immediate 
10100 —_ Immediate value - | None: Operand is input from 
| | instruction queue. 
Absolute © 
10101 Absolute @disp Disp. 
External | - 
10110 _ External EXT (disp1) + disp2 Disp2 + Pointer; Pointer is found 
| . | at Link Table Entry number Disp 1. 
Top of Stack | | Zz 
10111 Top of stack TOS Top of current stack, using either 
| | User or Interrupt Stack Pointer, — 
as selected in PSR. Automatic 
Push/Pop included. 
Memory Space | 3 7 a 
11000 | Frame memory — disp(FP) Disp 4 Register; “gp” is either 
11001 Stack memory disp(SP) _ S$P0OorSP1, as selected in PSR. 
11010 | _ Static memory | disp(SB) | 7 | 3 
11011 | ‘Programmemory  =—~,_-—s. * + isp 
Scaled Index | an : 4 a 
~11100 | rae Index,bytes mode[Rn:B] : | EA (mode) + Rn. 
11101. Index, words mode[Rn:W] EA (mode) +2 Rn. 
11110, Index, doublewords = = mode[Rn:D] ae EA (mode) + 4x Rn. 


11111 _.__ Index, quad words mode[Rn:Q] | EA (mode) + 8 x Rn. 


- “Mode” and Hn” are contained 
within the Index Byte. 


EA (mode) denotes the effective 
_ address generated using mode. - 
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2. 2. 3 Instruction Set ‘Summary 


Table 2-2 presents a brief.description of the NS16032 
instruction set. The Format column refers to the 


Instruction Format tables (Appendix A). The Instruc- | 
tion column gives the instruction as coded in assem- © 
bly language, and the Description column provides a — 


short description of the function provided by that 


instruction. Further details of the exact operations per- | 


formed by each instruction may be found in the Pro- 
grammer’s Manual. 


Notations: 


i= = Integer length suffix: B = Byte 
W = Word 
D = Double Word 


f = Floating Point length suffix: F = Standard Floating 
| L = Long Floating 


gen = General operand. Any addressing mode can be | 


_ specified. 
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short. = 


omreg = 


A 4bit value shadded within the Basic 
Instruction (see Appendix A for encodings). 


imm = Implied immediate operand. An 8-bit value 
appended after any addressing extensions. 


disp = Displacement (addressing constant): 8, 16 or 32 | 


bits. All three lengths legal. 
reg = Any General Purpose Register: Ro- R7.. 


areg = Any Dedicated/Address Register: SP, SB, FP, 
MOD, INTBASE, PSR, US (bottom 8 PSR bits). 


Any Memory Management Status/Control 
Register. 


creg=A Custom Slave Processor neciciee a la 


_tation Dependent). 


cond = Any condition code, encoded as a 4-bit field 


within the Basic Instruction (see Appendix A for 
encodings). 


MOVES 
Format | 


ANNNNNPD A 


Operation 


MOVi- 


MOVQi 
MOVMi 
MOVZBW 
MOVZiD 
MOVXBW 
MOVXiD 
ADDR 


INTEGER ARITHMETIC 


Format 


NNNNNNNQOPAANM A 


Operation 


_ ADDI 


ADDQi 
ADDCi 
SUBi 


_ SUBCi 


NEGi 
ABSi 

MULIi 
QUOi 
REMi 


DIVi 


MODi 
MEli 
DEli 


PACKED DECIMAL (BCD) 


Format 


6 
6 


Operation 


ADDPi 
SUBPi 


INTEGER COMPARISON 


Format 
4 
2 
7 


LOGICAL AND BOOLEAN > 


Format 


Noah pA AA 


Operation 


-CMPi 
~_ CMPQi 


CMPMi 


Operation 
ANDi 


ORi — 
BICi 


_ XORi- 


COMi 
NOTi 
Scondi 


TABLE 2-2. 


NS16032 Instruction Set Summary 


Operands _ 


gen,gen 
short,gen 


gen,gen,disp 
gen,gen — 
gen,gen 


gen,gen 
gen,gen 
gen,gen 


Operands 


gen,gen 
short,gen 
gen,gen 
gen,gen 


-gen,gen 


gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


Operands 


gen,gen 
gen,gen 


Operands 


gen,gen 
short,gen 


gen,gen,disp 


Operands 


- gen,gen 
- gen,gen 


gen,gen 
gen,gen 
gen,gen 


_gen,gen 


gen 


Description 


Move a value. 
Extend and move a 4-bit constant. — 
Move Multiple: disp bytes. 
Move with zero extension. 
Move with zero extension. 
Move with sign extension. 
Move with sign extension. - 
Move Effective Address. 


Description 


Add. 

Add 4-bit constant. 

Add with carry. 

Subtract. 

Subtract with carry (borrow). 


‘Negate (2’s complement). 


Take absolute value. 

Multiply. 

Divide, rounding toward zero. 
Remainder from QUO. 

Divide, rounding down. 
Remainder from DIV (Modulus). | 


‘Multiply to Extended Integer. 


Divide Extended Integer. 


Description 


Add Packed. 
Subtract Packed. 


Description 


Compare. 
Compare to 4-bit constant. 


- Compare Multiple: disp bytes. 


Description 


Logical AND. 

Logical OR. 

Clear selected bits. 

Logical Exclusive OR. 
Complement all bits. 

Boolean complement: LSB only. 


Save condition code (cond) as a Boolean variable of size i. 


Operands 


Format Operation Description 
6 LSHi gen,gen Logical Shift, left or right. 
6 ASHi gen,gen Arithmetic Shift, left or right. — 
6 ROTI gen,gen Rotate, left or right. 
BITS a | | 
| Format Operation Operands © Description 7 
4 TBITi gen,gen Test bit. 
— «6G SBITi gen,gen Test and set bit. _ 
6 SBITIi gen,gen Test and set bit, interlocked. 
6 CBITi gen,gen Test and clear bit. 
—6~é6 CBITIi gen,gen Test and clear bit, interlocked. 
6 IBITi gen,gen Test and invert bit. 
—«B FFSi gen,gen Find first set bit. 
BIT FIELDS" 


Bit fields are values in memory which are not aligned to byte boundaries. Examples are PACKED arrays and records used 
_ in Pascal. “Extract” instructions read and align a bit field. “Insert” instructions write a bit field from an aligned source. - 


Format Operation Operands Description 
8 EXTi reg,gen,gen,disp —__ Extract bit field(array oriented). 
8 INSi reg,gen,gen,disp _ Insert bit field (array oriented). 
ac EXTSi gen,gen,imm,imm Extract bit field (short form). 
7 ~~. INSSi- gen,gen,imm,imm Insert bit field (short form). 
68 | CVTP | reg,gen,gen Convert to Bit Field Pointer. 
ARRAYS ; 
Format _ Operation Operands | Description | 7 
68 CHECKi reg,gen,gen Index bounds check. 3 
8 INDEXi reg,gen,gen Recursive indexing step for multiple-dimensional arrays. 
STRINGS 


Options on all string instructions are: 


B (Backward): Decrement string pointers after each 
| step rather than incrementing. 
-U (Until match): End instruction if String 1 entry - 
a matches R4. 
W (While match): End instruction if String 1 entry does 
not match R4. 


String instructions assign specific functions to the Gen- 
eral Purpose Registers: _ 


R4 — Comparison Value 

R3 - Translation Table Pointer | 
R2 — String 2 Pointer 

R1 — String 1 Pointer 

RO — Limit Count 


All string instructions end when RO decrements to zero. 


Format Operation Operands Description 
5 MOVSi options Move String 1 to String 2. 
MOVST options Move string, translating bytes. 
5 ~ CMPSi options Compare String 1 to String 2. 
CMPST options Compare, translating String 1 bytes. 
5 SKPSi _ options Skip over String 1 entries. 7 
SKPST _ options Skip, translating bytes for Until/While. 


1 A A an ttn tN RR te 
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JUMPS AND LINKAGE 


Format | 


Operation 
JUMP 


BR 


Bcond 
CASEi 
ACBi 


JSR 


BSR 
CXP 
CXPD 
SVC . 
FLAG 
BPT 
ENTER 
EXIT 
RET 
RXP 


| RETT 


RETI 


Operands 
gen 


disp 

disp | 

gen 
short,gen,disp 
gen 

disp 

disp 

gen 


[reg list],disp 
(reg list] 

disp 

disp 

disp 


CPU REGISTER MANIPULATION 


Format Operation 
1 SAVE 
1 RESTORE 
2 LPRi 
2 SPRi | 
3 ADJSPi 
3 BISPSRi 
3 BICPSRi 
5 SETCFG 
FLOATING POINT 
Format Operation 
11 MOVE 
9 MOVLF 
9 MOVFL 
9 MOVif. 
9 ROUNDfi 
9 TRUNCTI 
9 FLOORTi 
11 ADDf 
11 SUBF 
11 MULE. 
11 DIVf 
11 CMPf 
11 NEGf 
11, ABSf 
9 LFSR 
9 | SFSR 
MEMORY MANAGEMENT 
Format Operation 
14 LMR | 
14 SMR 
14 RDVAL 
14 WRVAL_ 
8 MOVSUi. 
8 MOVUSi - 


Operands 


[reg list] 
[reg list] 
areg,gen 
areg,gen 
gen | 

gen 

gen 
[option list] 


Operands 


gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen | 
gen,gen 
gen,gen_ 
gen,gen 
gen,gen 
gen,gen 


— gen,gen 


gen,gen — 


gen 
gen 


Operands 


mreg,gen 
mreg,gen 
gen 
gen 


_gen,gen 


gen,gen . 


Description 
Jump. 


Branch (PC Relative). 


Conditional branch. 

Multiway branch. 

Add 4-bit constant and branch ifnon-zero. 
Jump to subroutine. 

Branch to subroutine. 

Call external procedure. 

Call external procedure using descriptor. 
Supervisor Call. 

Flag Trap. 


 Breakpoint Trap. 


Save registers and allocate stack frame (Enter Brocedine): 
Restore registers and reclaim stack frame (Exit Procedure). 
Return from subroutine. 

Return from external procedure call. 

Return from trap. (Privileged) | 

Return from interrupt. (Privileged) 


- Description 


Save General Purpose Registers. 
Restore General Purpose Registers. 
Load Dedicated Register. (Privileged if PSR or INTBASE) 


_ Store Dedicated Register. (Privileged if PSR or INTBASE) 


Adjust Stack Pointer. 

Set selected bits in PSR. (Privileged if not Byte length) 
Clear selected bits in PSR. (Privileged if not Byte length) 
Set Configuration Register. (Privileged) 


Description 


Move a Floating Point value. 
Move and shorten a Long value to Standard. 
Move and lengthen a Standard value to Long. 


Convert any integer to Standard or Long Floating. 


Convert to integer by rounding. 


- Convert to integer by truncating, toward zero. 


Convert to largest integer less than or eau to value. 


& Add. 
Subtract. 


Multiply. 
Divide. 
Compare. 


Negate. — 
Take absolute value. 


Load FSR. 
Store FSR. 


- Description. 


Load Memory Management Register. (Privileged) 
Store Memory Management Register. (Privileged) 


Validate address for reading. (Privileged) 


Validate address for writing. (Privileged) 


_ Move a value from Supervisor 


Space to User Space. (Privileged) 


- Move a value from User Space 


to Supervisor Space. (Privileged) 
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- MISCELLANEOUS» 


15.0 


Format = Operation Operands _ Description 
t NOP | No Operation. 
ad WAIT | Wait for interrupt. 7 bee od i 
| DIA Diagnose. Single-byte “Branch to Self” for hardware 
eo breakpointing. Not for use in programming. | a. 
| CUSTOM SLAVE oe 
Format | Operation Operands Description 
15.5 CCALOc — gen,gen Custom Calculate. 
15.5 CCALIic gen,gen : 
Bales) CCAL2c gen,gen 
15.5 CCAL3c — -gen,gen 
15.5 | -~CMOVOc — gen,gen | Custom Move. 
15.5 ~ CMOViIc gen,gen | 
15.5 CMOV2c ss gen,gen | 
15.5 ~.CCMPc gen,gen Custom Compare. 
15.1 CCVO0ci _gen,gen Custom Convert. 
15.1 — CCViIci gen,gen | | 
15.1 CCVe2c! gen,gen 
15.1 — CCV3ic gen,gen 
15.1 — CCV4DQ __ gen,gen 
15;1 ~CCV5QD — gen,gen 
15.1 LCSR ~ gen: Load Custom Status Register. 
15.1 SCSR gen Store Custom Status Register. 
15.0 CATSTO —s gen Custom Address/Test. (Privileged) 
15.0 CATST1 gen (Privileged) 
15.0 LCR creg,gen Load Custom Register. (Privileged) — 
SCR creg,gen Store Custom Register. (Privileged) 
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3 Functional Description | 

3.1. POWER AND GROUNDING 

The NS16032 requires a single 5-volt power supply, 
applied on pin 48 (Vcc). See DC Specification Section. 


Grounding connections are made on two pins. Logic 
Ground (GNDL, pin 24) is the common pin for on-chip 
logic, and Buffer Ground (GNDB, pin 25) is the common 
pin for the output drivers. For optimal noise immunity, it 


is recommended that GNDL be attached through a. 


single conductor directly to GNDB, and that all other 
- grounding connections be made only to GNDB, as 
shown below (Figure 3-1). - 


In addition to Ve, and Ground, the NS16032 CPU uses 
an internally-generated negative voltage. Itis necessary 
to filter this voltage externally by attaching a pair of 
capacitors (Fig. 3-1) from the BBG pin to ground. 
Recommended values for these are: 


~C,: 1 uF, Tantalum. 


C,: 1000 pF, low inductance. This should be either a — 


disc or monolithic ceramic capacitor. 


O +5V 


| Voc | 48] 


NS16032 
CPU 


OTHER GROUND 
‘CONNECTIONS 
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FIGURE 3-1. Recommended Supply Connections. 


3.2 CLOCKING 


The NS16032 inputs clocking signals from the NS 16201 
Timing Control Unit (TCU), which presents two:non- 
overlapping phases of a single clock frequency. These 
phases are called PHI1 (pin 26) and PHI2 (pin 27). Their 
relationship to each other is shown in Figure 3-2. 


Vcc 


PH! 1 





RST/ABT 


2 64 CLOCK 
CYCLES 


— 


Each positive edge of PHI1 defines a transition in the 
timing state (“T-State”) of the CPU. One T-State repre- 


sents the execution of one microinstruction within the 


CPU, and/or one step of an external bus transfer. See 
the AC Specifications (Sec. 4) for complete specifica- 


tions of PHI1 and PHI2. 


PHI1 


PHI2 





NON-OVERLAPPING 
TLC/5054-12 


FIGURE 3-2. Clock Timing Relationships. 


As the TCU presents signals with very fast transitions, it 
is recommended that the conductors carrying PHI1 and 
PHI2 be kept as short as possible, and that they not be 


~ connected anywhere except from the TCU to the CPU 


and, if present, the MMU. A TTL Clock signal (CTTL) is 
provided by the TCU for all other clocking. 


3.3 RESETTING 


The RST/ABT pin serves both as a Reset for on-chip 
logic and as the Abort input for Memory-Managed sys- 
tems. For its use as the Abort Command, see Sec. 
3.5.4. | 


The CPU may be reset at any time by pulling the RST/ 
ABT pin low for at least 64 clock cycies. Upon detecting 
a reset, the CPU terminates instruction processing, re- 
sets its internal logic, and clears the Program Counter | 
(PC) and Processor Status Register (PSR) to all zeroes. 


On application of power, RST/ABT must be held low for | 
at least 50 usec after V., is stable. This is to ensure that 
all on-chip voltages are completely stable before opera- 
tion. Whenever a Reset is applied, it must also remain 
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FIGURE 3-3. Power-on Reset Requirements. 


active for not less than 64 clock cycles. The trailing 
(positive-going) edge must occur while PHI1 is high, 


_and no later than 10 ns before the PHI1 trailing edge. 
See Figures 3- 3 and 3-4. . 


The NS16201 Timing Control Unit (TCU) provides cir- 
cuitry to meet the Reset requirements of the NS16032 


CPU. Figure 3-5a shows the recommended connections | 
_ fora non-Memory-Managed system. Figure 3-5b shows © 


the connections for a Memory-Managed system. — 








ee el 


|-—_ > 64 CLOCK —_-| 
CYCLES 
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FIGURE 3-4. General Reset Timing. 


Ve ; 
Soe NS16201 NS16032 
0. TCU CPU 
1 f 
i ele x S| ee 
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FIGURE 3-5b. Recommended Reset Connections, 
Memory-Managed System. 


3.4 BUS CYCLES 


The NS16032 CPU has a strap option which defines the 


Bus Timing Mode as either With or Without Address. 


Translation. This section describes only bus cycles under 
the No Address Translation option. For details of the use 
of the strap and of bus cycles with address translation, 
|. see Sec. 3.5. | 


The CPU will polennie a bus cycle for one of the following 


_ reasons: 
1) To write or read data, to or from memory or a peri- 


3) To acknowledge an interrupt and allow external cir- | 
_ Cuitry to provide a vector number, or to acknowledge - 
completion of an interrupt service routine. 


4) To transfer information to or froma Slave Processor. 


In terms of bus timing, cases 1 through 3 above are 
identical. For timing specifications, see Sec, 4. The 


only external difference between them is the four-bit 
code placed on the Bus Status pins (STO-ST3). Slave 


Processor cycles differ in that separate control signals | 
are applied (Sec. 3.4.6). 


_ The sequence of events. in a non-Slave bus cycle is 


-pheral interface device. Peripheral input and output | 


are memory-mapped i in the NS16000 family. 


2) To fetch instructions into the eight- byte instruction 
queue. This happens whenever the bus would other- 
wise be idle ane the queue is not already full. 


shown below in Figure 3-7 for a Read cycle and Figure 
3-8 for a Write cycle. The cases shown assume that the 
selected memory or interface device is capable of com- 
municating with the CPU at full speed. If it is not, then 
cycle extension may be requested through the RDY line 
(Sec. 3.4.1). 
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A full-speed bus cycle is performed in four cycles of the 
PHI1 clock signal, labeled T1 through T4. Clock cycles 


not associated with a bus cycle are designated Ti ea | 


“Idle”). 


During T1, the CPU applies an address on pins ADO- 


-AD15 and A16-A23. It also provides a low-going pulse 
on the ADS pin, which serves the dual purpose of inform- 
_ ing external circuitry that a bus cycle is starting and of 
providing control to an external latch for demultiplexing 
Address bits 0-15 from the ADO-AD15 pins. See Figure 





3-6. During this time also the status signals DDIN, indi-. 


cating the direction of the transfer, and HBE, indicating 


whether the high byte (AD8-AD15) is to be referenced, _ 


become valid. 


During T2 the CPU switches the Data Bus, ADO-AD15, 
to either accept or present data. Note that the signals 
A16-A23 remain valid, and need not be latched. It also 
_ starts the data strobe (DS), signalling the beginning of 

_ the data transfer. Associated signals from the NS16201 

- Timing Control Unit are also activated at this time: RD 
(Read Strobe) or WR (Write Strobe), TSO (Timing State 
Output, indicating that T2 has been reached) and DBE 
(Data Buffer Enable). 





ADO-AD15- 
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FIGURE 3-6. Bus Connections. | 





The T3 state provides for access time requirements, 


and it occurs at least once in a bus cycle. At the begin- 


ning of T3, onthe rising edge of the PHI1 clock, the RDY 
(Ready) line is sampled to determine whether the bus 
cycle will be extended (Sec. 3.4.1). 


If the CPU is performing a Read cycle, the Data Bus 


(ADO-AD15) is sampled at the falling edge of PHI2 of the. 
last T3 state. See Timing Specification, Sec. 4. Data 
must, however, be held at least until the beginning of T4.. 
DS and RD are guaranteed not to go inactive before this 
point, so the rising edge of either of them may safely be 


used to disable the device providing the input data. 


The T4 state finishes the bus cycle. At the beginning of 
T4, the DS, RD or WR, and TSO ‘SO signals go inactive, and | 
at the rising edge of PHI2, DBE goes inactive, having 


| _ provided for necessary data hold times. Addresses (and 


Data during Write cycles) remain valid from the CPU 


_ throughout T4. Note that the Bus Status lines (STO-ST3) 


change at the beginning of T4, anticipating the following 
bus cycle (if any). 
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FIGURE 3-8. Write Cycle Timing. __ 
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3.4.1 Cycle Extension | | 

To allow sufficient strobe widths and access times for 
any speed of memory or peripheral device, the NS 16032 
provides for extension of a bus cycle. Any type of bus 
" cycle except a Slave Processor cycle can be extended. 


In Figures 3-7 and 3-8, note that during T3 all bus control 


signals from the CPU and TCU are flat. Therefore, abus _ 


cycle can be cleanly extended by causing the T3 state to 
be repeated. This is the purpose of the RDY (Ready) 
pin. 

At the end of T2 on the falling edge of PHI 2, the RDY 
line is sampled by the CPU. If RDY is high, the next T- 


states will be T3 and then T4, ending the bus cycle. If it 
is sampled low, then another T3 state will be inserted | 


after the next T-state and the RDY line will again be 
- sampled on the falling edge of PHI 2. Each additional 
T3 state after the first is referred to as a “wait state’. 


NEXT 
STATE: 
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The RDY pin is driven by the NS16201 Timing Contro! 


Unit, which applies WAIT States to the CPU as i as 


on three sets of pins: 
1) CWAIT (Continuous WAIT), which holds the OPU i in 


WAIT states until removed. | 


2 2) WAITi, WAIT2, WAIT4, WAITS (Collectively WAIT WAITn), 


_which may be given a four-bit binary value requesting 
a specific number of WAIT States from 0 to 15. 


3) PER (Peripheral), which inserts five additional al WAIT 


states and causes the TCU to reshape the RD and 
WR strobes. This provides the setup and hold times _ 
required by most MOS peripheral interface devices. 


Combinations of these various WAIT requests are both 
legal and useful. For details on their use, see the 
NS16201 Data Sheet. 


Figure 3-10 illustrates a typical Read cycle, with two 
WAIT states requested through the TCU WAITn pins. 


SUT 
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FIGURE 3-9. RDY Pin Timing 


3.4.2 Bus Status 


The NS16032 CPU presents four bits of Bus Status 
information on pins STO-STS3. The various combinations 


on these pins indicate why the CPU is performing a bus. 


cycle, or, if it is idle on the bus, then why itis idle. 


Referring to Figures 3:7 and 3-8, note that Bus Status 
leads the corresponding Bus Cycle, going valid one 
clock cycle before T1, and changing to the next state at 


T4: This allows the system designer to fully decode the | 


Bus Status and, if desired, latch the decoded elatiele 
before ADS initiates the Bus Cycle. 


The Bus Status pins are interpreted as a four-bit value, 
with STO the least Significant bit. Their values decode as 
follows: | 


0000 - The bus is idle because the CPU does not eI 


need access to the bus. 
0001 — The bus is idle because the CPU is sxecuilia 
| the WAIT instruction. 
0010 — (Reserved for future use.) | 
0011 - The bus is idle because the CPU is waiting for 
_a Slave Processor to complete an instruction. 

0100 — Interrupt Acknowledge, Master. 

' The CPU is performing a Read cycle. To 
acknowledge _receipt of a Non-Maskable 
Interrupt (on NMI) it will read from address 


FFFFOO,,, but will ignore any data provided. 
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To acknowledge receipt of a Maskable 
Interrupt (on INT) it will read from address 
_FFFEOO,,, expecting a vector number to be 
‘provided from the Master NS 16202 Interrupt. 
Control Unit. If the vectoring mode selected by 
the last SETCFG instruction was Non-Vec- 
tored, then the CPU willignore the value ithas — 
read and will use a default vector instead, 
having assumed that no NS16202 is present. 
-Sée Sec. 3.4.5. 7 


0101 — Interrupt Acknowledge, Cascaded. | 
The CPU is reading a vector number from a — 
Cascaded NS16202 Interrupt Control Unit. 
The address provided is the address of the 
NS 16202 Hardware Vector register. See Sec. 
3.4.5. 


0110 - End of Interrupt, Master. 
The CPU is performing a Read cycle to indi- 
cate that it is executing a Return from Interrupt 
(RET!) instruction. See Sec. 3.4.5. 


0111 — End of Interrupt, Cascaded. 
The CPU is reading from aCascaded Interrupt 
Control Unit to indicate that it is returning © 
(through RETI) from an interrupt service rou- 
tine requested by that unit. See Sec. 3.4. 5. 
1000 —- Sequential Instruction Fetch. 
The CPU is reading the next sequential word 
from the instruction stream into the Instruction 
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Arrows on CwaltT, PER, WAITn indicate points at which the TCU samples. Arrows on ADO-AD15 and 
RDY indicate points at which the CPU samples. 
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Queue. It will do so whenever the bus would - 
otherwise be idle and the queue is not already 
full. | 


7 1001- Non- -Sequential Instruction Fetch. 


The CPU is performing the first fetch of instruc- | 


tion code after the Instruction Queue is purged. 
This will occur as a result of any jumpor branch, 
or any interrupt or trap, or execution of certain 
instructions. | | 


1010 - Data Transfer. — 
The CPU is reading ¢ or writing an operand of 
an instruction. 


1011 - Read RMW Sci . | 
The CPU is reading an operand which will 
subsequently be modified and rewritten. If 
memory protection circuitry would not allow 
the following Write cycle, it must abort this 
cycle. | 
- 1100 - Read for Effective Address Calculation. | 
The CPU is reading information from memory 
_ in order to determine the Effective Address of 
an operand. This will occur whenever an 
instruction uses the Memory Relative or 
External addressing mode. , 


1101 - Transfer Slave Processor Operand. 
The CPU is either transferring an instruction 
operand to or from a Slave Processor, or it is | 
issuing the Operation Word of a Slave Pro- 
cessor instruction. See Sec. 3.9.1. 


1110 — Read Slave Processor Status. 

The CPU is reading a Status Word from a 
Slave Processor. This occurs after the Slave 
Processor has signalled completion of an in- 
struction. The transferred word tells the CPU 

whether a trap should be taken, and in some 
instructions it presents new values for the 
CPU Processor Status poemer bits N, Z, Lor 
_ F. See Sec. 3.9.1. 


1111 -— Broadcast Slave ID. | 
The CPU is initiating the execution of a Slave 
Processor instruction. The ID Byte (first byte 
‘of the instruction) is sent to all Slave Proces- 
sors, one of which will recognize it. From this 
point the CPU is communicating with only one 

| Slave Processor. See Sec. 3.9.1. 


3.4.3 Data Access Sequences 


The 24-bit address provided by the NS16032 is a byte 
address; that is, it uniquely identifies one of up to 
16,777,216 eight-bit memory locations. An. important 
feature of the NS16032 is that the presence of a 16-bit 
data bus imposes no restrictions on data alignment; any 
data item, regardless of size, may be placed starting at 
any memory address. The NS16032 provides a special 
control signal, High Byte Enable (HBE), which facilitates 
individual byte addressing on a 16-bit bus. 
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Memory is intended to be organized as two eight-bit 
banks, each bank receiving the word address (A1-A23) 


in parallel. One bank, connected to Data Bus pins ADO- 
AD7, is enabled to respond to even byte addresses; i.e., 


when the least significant address bit (AO) is low. The 


other bank, connected to Data Bus pins AD8-AD15, is 


enabled when HBE i is low. See rau? 3-11. 
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FIGURE 3-11. Memory Interface. 


Any bus cycle falls into one of three categories: Even 
Byte Access, Odd Byte Access, and Even Word Access. 


TL/C/5054-22 


Allaccesses to any data type are made up of sequences 
of these cycles. Table 3-1 gives the states of AO and |° 
_ HBE for each category. 4 


Table 3-1. — 
Bus Cycle Categories 


Category | HBE AO 
_ Even Byte 1 0 

Odd Byte "he 0 1 

Even Word 0 0 


Accesses of operands requiring more than one bus 
cycle are performed sequentially, with no idle T-States 
separating them. The number of bus cycles required to | 
transfer an operand depends on its size and its align- | 
ment (i.e., whether it starts on an even byte address or. 
an odd byte address). Table 3-2 lists the bus cycle 
performed for each situation. For the timing of AO and 
HBE see Sec. 3.4. 


Table 3.2 | 


7 Access Sequences | _ 
Cycle Type | Address Ps HBE AOQO_— High Bus Low Bus 


A. Odd Word Access Sequence © 


| | | BYTE 
1 Odd Byte A. 0 1. Byte oO Don't Care 
Even Byte A+1 1 0 Don't Care— Byte 1 


B. Even Double-Word Access Sequence — . 

| 
1 Even Word A - 0 0 Bytet  —_—Byteo 
2 _ Even Word © A+2 | 0 0  ©Byte3.. Byte 2 


C. Odd Double-Word Access Sequence 


BYTE 3 ‘BYTE 2 BYTE 0 


Odd Byte — A 


Gh — 


0. 1  Byteo - Don't Care 
Even Word  A+1 0 0 Byte 2 Byte 1 
Even Byte A+3 | 1 .. Q Don't Care Byte 3 


D. Even Quad- Word Access Sequence ' 





1 Even Word A 0. 0. Byte 1 Byte 0 
ae -EvenWord A+2 0  -0  Byte3 Byte 2 

Other bus cycles (instruction prefetch or slave) can occur here. 

3 ~ Even Word A+4 0 0 Byte5 — Byte 4 

4 Even Word A+6 O- O Byte7 Byte 6 


E. Odd Quad-Word Access Sequence 


| BYTE 7 BYTE6 BYTE 5 BYTE 4 BYTE 3 BYTE 2 BYTE 1 BYTE 0 


1 Odd Byte A 0 1  Byteo Don’t Care © 
2 _ EvenWord- A+1 0 O Byte2 Byte 1 
3. Even Byte A+3 1 0. Don't Care ~ Byte3 
Other bus cycles (instruction prefetch or slave) can occur here. | 7 | 
4 | Odd Byte - A+4 0 1 Byie4 Don't Care 
5 | Even Word | A+5 0 O Byteé6 Byte 5— 

0 


6 _ Even Byte — At7 1 Don'tCare —_- Byte7 
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3.4.3.1 Bit Accesses 


_ The Bit Instructions perform byte accesses to the byte 
containing the designated bit. The Test and Set Bit 
instruction (SBIT), for example, reads a byte, alters it, 
and rewrites it, having changed the contents of one bit. 


3.4.3.2 Bit Field Accesses | 


An access to a Bit Field in memory always generates a 


-Double-Word transfer at the address containing the least 


significant bit of the field. The Double Word is read by an 
Extract instruction; an Insert instruction reads a Double 
Word, modifies it, and rewrites it. 


3.4.3.3 Extending Multiply Accesses 
The Extending Multiply instruction (ME!) will return a 


result which is twice the size in bytes of the operands . 


which it reads. If the multiplicand is in memory, the 
most-significant half of the result is written first (at the 
higher address), then the least-significant half. This is 
done in order to support retry if this instruction is aborted. 


3.4.4 Instruction Fetches 


Instructions for the NS16032 CPU are “prefetched”; 
that is, they are input before being needed into the next 
available entry of the eight-byte Instruction Queue. The 


CPU performs two types of Instruction Fetch cycles: 


Sequential and Non-Sequential. These can be distin- 


guished from each other by their differing status combi- — 


nations on pins ST0- ST3 See 3.4. 2). 
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~ ASequential Fetch will be performed by the CPU when- 


ever the Data Bus would otherwise be idle and the 
Instruction Queue is not currently full. Sequential Fetches 
are always Even Word Read cycles (Table 3-1). | 


A Non-Sequential Fetch occurs as a result of any break 
in the normally sequential flow of a program. Any jump 
or branch instruction, a trap or an interrupt will cause the 
next Instruction Fetch cycle to be Non-Sequential. In 
addition, certain instructions flush the instruction queue, 

causing the next instruction fetch to display Non- 
Sequential status. Only the first bus cycle after a break 
displays Non-Sequential status, and that cycle is either 
an Even Word Read or an Odd Byte Read, depending 
on whether the destination address is even or odd. 


3.4.5 


Activating the INT or NMI pin on the CPU will initiate one 
or more bus cycles whose purpose is interrupt control 
rather than the transfer of instructions or data. Execution 
of the Return from Interrupt instruction (RET!) will also 
cause Interrupt Control bus cycles. These differ from 
instruction or data transfers only in the status presented 
on pins STO-STS. All Interrupt Control cycles are single- 
byte Read cycles. 


Interrupt Control Cycles 


This section describes only the Interrupt Control se- 
quences associated with each interrupt and with the 
return from its service routine. For full details of the 
NS 16032 interrupt structure, see Sec. 3.8. 


Table 3-3 


2 0111 
| Address a O° 1* 


Interrupt Sequences 
Cycle _ Status Address  DDIN- HBE ~~ AO _ HighBus Low Bus _ 
| 7 | | A. Non-Maskable Interrupt Control Sequences. 
Interrupt Acknowledge _ | | is 7 | 
1 0100 FFFFOO, =  O 1 0 Don'tCare Don't Care 
Interrupt Return — 
None: Performed through Return from Trap (RETT) instruction. 
B. ‘Non-Vectored Interrupt Control Sequences. 
Interrupt Acknowledge a. 
1 4 0100 FFFEOO,, 0 154 0 Don't Care Don't Care. 
Interrupt Return | 
None: Performed through Return from Trap (RETT) instruction. 
C. Vectored Interrupt Sequences: Non-Cascaded. 
Interrupt Acknowledge . 
4 0100 FFFEOO,, O- 1 0 Don'tCare Vector: 
? ms Range: 0-127 
Interrupt Return 
1 0110 FFFEOO,, 0 1 0 DontCare Vector: Same as 
| in Previous Int. 
Ack. Cycle 
D. Vectored Interrupt Sequences: Cascaded. 
Interrupt Acknowledge — | | . 
1 0100 FFFEOO,,. - oO 1 0  Don'tCare Cascade Index: 
| range —16 to —1 
(The CPU here uses the Cascade Index to find the Cascade Address.) 
2 | 0101 Cascade — 0 1 or. Oor Vector, range 0-255; on appropriate 
Address 0* 1* half of Data Bus for even/odd address 
Interrupt Return - | | . 2, 
i oe 0110 FFFEOO,, 0. 1 0 Don'tCare Cascade Index: 
| | same asin 
previous Int. 
Ack. Cycle 
(The CPU here uses the Cascade Index to find the Cascade Address.) | : 
Cascade 0 Tor Oor Don'tCare Don't Care 


“If the Cascaded ICU Address is Even (AO is low), then the CPU applies HBE high and reads the vector number from bits 0-7 of the Data Bus. 
if the address is Odd (A0 is high), then the CPU applies HBE low and reads the vector number from bits 8-15 of the Data Bus. The vector number 


may be in the range 0-255. 


¢ 
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(3.4. 6 ‘Slave Processor Communication 


D(0-1 
In addition to its use _as the Address Translation strap ee) cae pueda 
(Sec. 3.5.1), the AT/SPC pin is used as the data strobe - AT/SPC 


for Slave Processor transfers. s. In this role, itis referred to | NS16032 
as Slave Processor Control (SPC). Ina Slave Processor - | crue: ta 
bus cycle, data is transferred on the Data Bus (ADO- | | 
AD15), and the least significant two bits of CPU cycle 
status (STO-ST1) are monitored by each Slave Proces- 
sor in order_to determine the type of transfer being 
performed. SPC is bidirectional, but is driven by the | 
CPU during all Slave Processor bus cycles. See Sec. 
3.9 for full protocol sequences. 


STO-ST3 


PREV. CYCLE 


T1OR Ti 








| T4or Ti 


PHI 1 


ie 

~ | 

= 
“(2 


ST0-ST3 


ADS 


oH 
= (WL 
uD? 
ft—{— 


TLIC/5054-24 


NOTE: . 
(1). CPU samples Data Bus here. 
(2) Slave Processor samples CPU Status here. 


(3) DBE and all other NS16201 TCU bus signals remain inactive because no ADS pulse is received 


from the CPU. 


FIGURE 3-13. CPU Read from Slave Processor. 
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FIGURE 3-12. Slave Processor Connections. 


3.4.6.1 Slave Processor Bus Cycles 

_A Slave Processor bus cycie always takes exactly two 
clock cycles, labelled T1 and T4 (see Figures 3-13 and 
3-14). During a Read cycle, SPC is activated at T1, data 
is sampled at T4, and SPC is removed. The Cycle 
Status pins lead the cycle by one clock period, and are 
sampled at the leading edge of SPC. Durin ing a Write 
cycle, the CPU applies data and activates SPC at T1, 
removing SPC at T4. The Slave Processor latches status 
on the leading edge of SPC and latches data on the 
trailing edge. 


- Since the CPU does not pulse the Address Strobe 


(ADS), no bus signals are generated by the NS16201 
Timing Control Unit. The direction of a transfer is deter- 


? 


PREV. CYCLE 
| T40RTi 





mined 54 the sequence (“protocol”) established by the 


_ instruction under execution; but the CPU indicates the 





direction on the DDIN pin for hardware al 
purposes. 7 


3.4.6.2 Operand Transfer Seprianea: 


A Slave Processor operandi is transferred in one or more 
Slave bus cycles. A Byte operand is transferred on the 
least-significant byte of the Data Bus (ADO-AD7), anda — 
Word operand is transferred on the entire bus. A Double 
Word is transferred in a consecutive pair of bus cycles, 
least-significant word first. A Quad Word is transferred 
in two pairs of Slave cycles, with other bus cycles poss- 
ibly occurring between them. The word order is from 
least-significant word to most-significant. 
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(1) Arrows indicate points at which the Slave Processor samples. 


(2) DBE, being provided by the NS16201 TCU, remains inactive due to the fact that no pulse is 
presented on ADS. TCU Signals RD, WR and TSO also remain inactive. 


FIGURE 3-14. CPU Write to Slave Processor. 


3. 5 ‘MEMORY MANAGEMENT OPTION 


The NS16032 CPU, in conjunction with the NS16082 

Memory Management Unit (MMU), provides full support. 
for address translation, memory protection, and memory 
~ allocation techniques up to and including Virtual Memory. | 


3.5.1 Address Translation Strap | 


| The Bus Interface Control section of the NS16032 CPU 


has two bus timing modes: With or Without Address 


Translation. The mode of operation is selected by the 
CPU by sampling the AT/SPC (Address Translation/ 


Slave Processor Control) pin on the rising edge of the 
RST (Reset) puise. If AT/SPC is sampled as high, the 


: bus timing is as previously described in Sec. 3. 4. Hit it is 


sampled as low, two changes occur: 


1) An extra clock cycle, Tmmu, is inserted into all bus ie 
cycles except Slave Processor transfers. | 


2) The DS/FLT pin | changes in function from a ‘Data | 
| Strobe output (DS) toa Float Command input (FLT). 


The NS16082 MMU will itself pull the CPU AT/SPC pin 
~ low when it is reset, but this pin may be left floating" in. 
_non-Memory-Managed systems. — 


oo Note that the Address Translation strap does not speci- 


fically declare the presence of an NS16082 MMU, but 


| TaorTi | 1 | ‘Tmmu | 72 | T3 | T4 | T1 ORTi | 
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FIGURE 3-15. Read fi with Address Translation (CPU Action). 
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only the presence of external address translation cir- 
_ Cuitry. MMU instructions will still trap as being undefined 
unless the SETCFG (Set Configuration) instruction is 
executed to declare the MMU instruction set valid. See 
Sec. 2.1 3. | 


3.5. 2 Translated Bus Timing 
Figures 3-15 and 3-16 illustrate the CPU activity during a 


Read cycle and a Write cycle in Address Translation. 


mode. The additional T-State, Tmmu, is inserted between 
T1 and T2. During this time the CPU places ADO-AD15 
and A16-A23 into the TRI-STATE® mode, allowing the 
_ MMU to assert the translated address and issue the 





DDIN 


: a5 
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Oo 
< 


| 
| 
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ae 
v 
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| physical address strobe PAV. T2 through T4 of the cycle 


are identical to their counterparts without Address Trans- 
lation, with the exception that the CPU Address lines 
A16-A23 remain in the TRI-STATE condition. This 
allows the MMU to continue asserting the translated 
address on those pins. - 


Figures 3-17 and. 3-18 show a Read cycle and a Write 
cycle as generated by the 16032/16082/16201 group. 
Note that with the CPU ADS signal going only to the 
MMU, and with the MMU PAV signal substituting for 
ADS everywhere else, Tmmu through T4. look exactly 


_ like T1 through T4 in a non-Memory-Managed system. 








For the connection diagram, see Appendix B. 
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FIGURE 3-16. Write Cycle with Address Translation (CPU Action). 
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FIGURE 3-17. Memory-Managed Read Cycle. 
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FIGURE 3-19. FLT Float Command Timing. 
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3.5.4 Aborting Bus Cycles 
The RST/ABT pin, apart from its Reset function (Sec. 





3.3), also serves as the means to “abort”, or cancel, a. 


bus cycle and the instruction, if any, which initiated it. An 
Abort request is distinguished from a Reset in that the 
RST/ABT pin is held active for only one clock cycle. 


_ If RST/ABT is pulled low during Tmmu or Tf, this signals 

that the cycle must be aborted. The CPU itself will enter 
-T2 and then Ti, thereby terminating the cycle. Since it is 
the MMU PAV signal which triggers a physical cycle, the 
_rest of the system remains unaware that a cycle was 
even started. 


— The NS16082 MMU wil abort a bus cycle for either of 
two reasons: 


1) The CPU is attempting to access a virtual address 
which is not currently resident in physical: memory. 
The referenced page must be brought into physical 


memory from mass storage to make it accessible to ~ 


the CPU. 


'2) The CPU is attempting to perform an access which is 
not allowed due to the protection level assigned to 
that page. 

When a bus cycle is aborted by the MMU, the instruction 

which caused it to occur is also aborted in such amanner 


_ that it is guaranteed re-executable later. Due to the 


NS16000 Family instruction set definition and its imple- 
mentation in the NS16032 CPU, the only information 
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3.6 BUS ACCE 


- The NS16032 CP 


which is changed irrecoverably by such partly-executed _ 


~. instructions is information which does not affect their 


re-execution. 
3.5.4.1. The Abortinterrupt 


Upon aborting an instruction, the CPU immediately per- 
forms an interrupt through the ABT vector in the Interrupt 
Table (see Sec. 3.8). The Return Address pushed on the 
Interrupt Stack is the address of the aborted instruction, 
such that a Return from Trap (RETT) instruction will 
automatically retry it. 


The one exception to this sequence occurs if the aborted 


bus cycle was an instruction prefetch. If so, it is not yet 
certain that the aborted prefetched code is to be exe- 
cuted. Instead of causing an interrupt, the CPU only 
aborts the bus cycle, and stops prefetching. If the infor- 
mation in the Instruction Queue runs out, meaning that 


access to the bus 
another CPU. Tt 
HOLD (Hold Req 
pins. By asserting 
access to the bu: 
the device may p 





| point has set the 


the instruction will actually be executed, the ABT inter- | 


rupt will occur, in effect aborting the instruction which 
was being fetched. 


3.5.4.2 Hardware Considerations 


In order to guarantee instruction retry, certain rules must 
be followed in applying an Abort to the CPU. These rules 


are followed by the ma 1e0ee Memory Management . 


Unit. 
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3. 5. 3 The FLT (Float) Pin 


| In Address Translation mode, the DS/FLT pin ist treated 
as the input command FLT (Float). Activating FLT during 
Tmmu causes the CPU to wait longer than Tmmu for | 
_ address translation and validation. This feature is used 
occasionally by the NS 16082 MMU in order to update its 
internal translation cache from page tables in memory, 
or to update certain status bits within them. 


Figure 3-19 shows the effects of FLT. Upon saaapline 
FL rg low, late in Tmmu, the CPU enters idle T-States (Tf) 
during which it: 
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FIGURE 3-19. FLT Float Command Timing. 
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1) Sets ADO-AD15, A16-A23 and D DDIN to the TRI- 


STATE condition eeeting 
2) Sets HBE low. 


3) Suspends further internal processing of the current. | 


instruction. This ensures that the current it instruction 
remains abortable with retry. (See RST/ABT descrip- | 
tion, Sec. 3.5.4.) a 


Note that the ADO-AD15 pins may be beiatty asserted 
during the first idle T-State. The above conditions remain 


in effect until FLT again goes high. See the Timing | 


Specifications, Sec. 4. 


a 
= : 
N 


TABLE (Py PHYSICAL 
ADDRESS AN. _ ADDRESS 





HYSICAL 


crs NAC os 


p 
7 ADDRESS 


TLIC/5054-30 


3.5.4. Aborting Bus Cycles 


The RST/ABT pin, apart from its Reset function (Sec. 
3.3), also serves as the means to “abort” or cancel, a 
bus cycle and the instruction, if any, which initiated it. An 


Abort request is distinguished from a Reset in that the 


RST/ABT pin is held active for only one clock cycle. 
lf RST/ABT is pulled low during Tmmu or Tf, this signals 


that the cycle must be aborted. The CPU itself willenter . 


T2 and then Ti, thereby terminating the cycle. Since it is 
the MMU PAV signal which triggers a physical cycle, the 
rest of the system remains unaware that a noe was 
even started. 


The NS16082 MMU will abort a bus cycle for either of — 


two reasons: 


1) The CPU is attempting to access a virtual address 
which is not currently resident in physical: memory. 
The referenced page must be brought into physical 


memory from mass storage to make it accessible to ~ 


the CPU. 


2) The CPUis attempting to perform an access which is 
not allowed due to the Pie level assigned to 
that page. 

When a bus cycle i is aborted by the MMU, the instruction 

which caused it to occur is also aborted in such a manner 


that it is guaranteed re-executable later. Due to the — 


NS16000 Family instruction set definition and its imple- 
mentation in the NS16032 CPU, the only information 
which is changed irrecoverably by such partly-executed 
. instructions is information which does not affect their 
re-execution. 


3.5.4.1. The Abort interrupt 


| Upon aborting an instruction, the CPU immediately per- 
forms an interrupt through the ABT vector in the Interrupt 
Table (see Sec. 3.8). The Return Address pushed on the 
Interrupt Stack is the address of the aborted instruction, 

such that a Return from Trap (RETT) instruction will 
automatically retry it. 


The one exception to this sequence occurs if the aborted 
bus cycle was an instruction prefetch. If so, it is not yet 
certain that the aborted prefetched code is to be exe- 
cuted. Instead of causing an interrupt, the CPU only 
aborts the bus cycle, and stops prefetching. If the infor- 
mation in the Instruction Queue runs out, meaning that 
the instruction will actually be executed, the ABT inter- 


2) 


3 


1) If FLT has not been applied to the CPU, the Abort 
pulse must occur during or before Tmmu. See the 
Timing Specifications, Figure 4-22. 


lf FLT has been applied to the CPU, the Abort pulse 
must be applied before the T-State in which FLT goes 
inactive. The CPU will_not actually respond to the 
Abort command until FLT is removed. See Baul 
— 4-23. : 


No bus cycle may be aborted which | is the Write half 
of a Read-Modify-Write operand access. The CPU 
guarantees that this will never be necessary for 
Memory Management functions by applying a special 
RMW status (Status Code 1011) during the Read 
half of the access. When the CPU presents RMW 
status, that cycle must be aborted if it would be illegal 
to write to any of the accessed addresses. 


lf RST/ABT is pulsed at any time other than as indi- 
cated above, it will abort either the instruction currently 
under execution or the next instruction and will act as 
a very high-priority interrupt. However, the program 
which was running at the time is not guaranteed recov- 


— 


erable, and should be terminated. 


3.6 BUS ACCESS CONTROL 


The NS 16032 CPU has the capability of relinquishing its 
access to the bus upon request from a DMA device or 
another CPU. This capability is implemented on the 
HOLD (Hold Request) and HLDA (Hold Acknowledge) 
pins. By asserting HOLD low, an external device requests 
access to the bus. On receipt of HLDA from the CPU, 
the device may perform bus cycles, as the CPU at this 


- point has set the ADO-AD15, A16-A23, ADS, DDIN and 


HBE pins to the TRI-STATE® condition. To return control 





| of the bus to the CPU, the device sets HOLD inactive, 


and the CPU acknowledges return of the bus by setting 
HLDA inactive. 


How quickly the CPU releases the bus depends on 
whether ‘it is idle on the bus at the time the HOLD 
request is made, as the CPU must always complete the 
current bus cycle. Figure 3-20 shows the timing sequence 
when the CPU is idle. In this case, the CPU grants the 








‘ bus during the immediately following clock cycle. Figure 


_ 3-21 shows the sequence if the CPU is using the bus at 


rupt will occur, in effect aborting the instruction which | 


was being fetched. 
3.5.4.2 Hardware Considerations 


_ Inorder to guarantee instruction retry, certain rules must 
be followed in applying an Abort to the CPU. These rules 


are followed by the NS16082 Memory Management . 


Unit. 


—B2. 


' the time that the HOLD request is made. If the request is 


made during or before the clock cycle shown (two clock 
cycles before T4), the CPU will release the bus during 
the clock cycle following T4. If the request occurs closer 
to T4, the CPU may already have decided to initiate 


another bus cycle. In that case it will not grant the bus 


until after the next T4 state. Note that this situation will 
also occur if the CPU is idle on the bus but has initiated a 
bus cycle internally. 


Ina Memory-Managed system, the HLDA signal is con- 


~ nected in a daisy-chain through the NS 16082, such that 


the MMU can release the bus if it is using it. 
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FIGURE 3-20. HOLD Timing, Bus Initially Idle. 
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FIGURE 3-21. HOLD Timin ng, Bu s Initia ally No ot Idie. 


3. 7 “INSTRUCTION STATUS 


In addition to the four bits of Bus Cycle status (STO-ST3), 

the NS 16032 CPU also presents Instruction Status infor- 
mation on three separate pins. These pins differ from 
STO-STS3 in that they are synchronous to the CPU’s 
internal instruction execution section rather than to its 
bus interface section. 


PFS (Program Flow Status) is pulsed low as each i in- 


struction begins execution. It is intended for debugging | 


purposes, and is used that way by the NS 16082 Memory 
Management Unit. 


U/S originates from the U bit of the Processor Status 
Register, and indicates whether the CPU is currently 
running in User or Supervisor mode. It is sampled by the 
MMU for mapping, protection and debugging purposes. 
Although it is not synchronous to bus cycles, there are 


guarantees on its validity during any given bus ayer: | 


See the Timing Specifications, Figure 4-21. 


ILO (interlocked Operation) is activated during an SBIT| 
(Set Bit, Interiocked) or CBITI (Clear Bit, Interlocked) 
instruction. It is made available to external bus arbitra- 


tion circuitry in order to allow these instructions to | 


implement the semaphore primitive operations for multi- 


processor communication and resource sharing. As with. 


the U/S pin, there are guarantees on its validity during 
_ the operand accesses performed by the instructions. 
See the Timing Specification Section, Figure 4-19. 


3.8 NS16032 INTERRUPT STRUCTURE | 


INT. on which maskable interrupts may be requested, 


NMI, on which non- -maskable interrupts may be re-- 


quested, and 
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FIGURE 3-22. Interrupt Dispatch and Cascade Tables. 


DISPATCH TABLE 7 


RST/ABT, which may be used to abort a . bus cycle 
and any associated instruction. It generates an inter- | 
rupt request if an instruction was .aborted. See 
Sec. 3.5.4. | 
In addition, there is a set of internally-generated “traps” 
which cause interrupt service to be performed as a 
result either of exceptional conditions (e.g., attempted 


— division by zero) or of specific instructions whose pur- 


pose is to cause a trap to occur (e.g., the Supervisor Call 


__ instruction). 


3.8.1 General Interrupt/Trap Sequence | 
Upon receipt of an interrupt or trap request, the CPU 


goes through four major steps: 


1) Adjustment of Registers. | 
Depending on the source of the interrupt or trap, the 
CPU may restore and/or adjust the contents of the 
Program Counter (PC), the Processor Status Regi- 
ster (PSR) and the currently-selected Stack Pointer 
(SP). A copy of the PSR is made, and the PSR is 
then set to reflect Supervisor Mode and selection of © 
the Interrupt Stack. — 


2) Saving Processor Status. 
The PSR copy is pushed onto the peer Stack as 
a 16-bit quantity. 

3) Vector Acquisition. | 
A Vector is either obtained from the Data Bus or is 
supplied by default. 


Service Call. 
The Vector is used as an 1 index into the Interrupt 
Dispatch Table, whose base address is taken from 
the CPU Interrupt Base (INTBASE) Register. See _ 
Figure 3-22. A 32-bit External Procedure Descriptor | 
is read from the table entry, and an External Proce- 
dure Call is performed using it. The MOD Register 
(16 bits) and Program Counter (32 bits) are pushed 
on the interrupt Stack. 7 
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This process is illustrated in Figure 3-23, from the view- _ Interrupt on INT or NMI pin: 


pointofthe programmer. | | | Abort Interrupt: 
| Traps (except Trace): | 


Full sequences of events in processing interrupts and 
traps may be found as follows: | 


a PSR 
| STATUS 
| ~ RETURN ADDRESS 


Trace Trap: 
MOD 
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_ MODULE 
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NEW MODULE 







MODULE TABLE ENTRY 
32 


: 


PROGRAM COUNTER 





ENTRY POINT ADDRESS 


DISPATCH 
TABLE 


DESCRIPTOR (32 BITS) 


! 


INTERRUPT 
STACK 


MODULE TABLE 


MODULE TABLE ENTRY 






Ee ND eee De ee ee ee 


ee 
















SB REGISTER 


FIGURE 3-23. Interrupt/Trap Service Routine Calling 


Sequence. 
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32 BITS 


32 BITS: 


7 NEW STATIC BASE 
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‘Sec. 3.8.71. 
Sec. 3.8.7.4. 


Sec. 3.8.7.2. 
Sec. 3.8.7.3. 


3.8.2 sirdeenucizreas Return 


_ To return contro! to an interrupted program, one of two 
instructions is used. The RETT (Return from Trap) instruc- 


tion (Figure 3-24) restores the PSR, MOD, PC and SB 


registers to their previous contents and, since traps are 
| often used deliberately as a call mechanism for Super- 
visor Mode procedures, it also discards a specified num- 


ber of bytes from the original stack as surplus parameter | 


space. RETT is used to return from any trap or interrupt 
_except the Maskable interrupt. For this, the RETI (Return 
from Interrupt) instruction is used, which also informs 


any external Interrupt Control Units that interrupt ser- 


vice has completed. Since interrupts are generally asyn- 
chronous external events, RET! does not pop para- 
meters. See Figure 3-25. | 


3.8. 3 Maskable Interrupts (The INT Pin) 
. The INT pin is a level- -sensitive input. A continuous low 
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(RESERVED) 


SB REGISTER 


STATIC BASE 














3.8.3.1 


level is allowed for generating multiple ieee re- 


quests. The input is maskable, and is therefore enabled 
to generate interrupt requests only while the Processor 
Status Register | bit is set. The | bit is automatically 
cleared during service of an INT, NMI or Abort request, 
and is restored to its Original setting upon return from the 


interrupt service routine via the RETT or RETlinstruction. 


The INT pin may be contigured via the SETCFG instruc- 


tion as either Non-Vectored (CFG Register bit | = =10) OF 


Vectored (bit | = 1). 
Non-Vectored Mode 


In the Non-Vectored mode, an interrupt request on the 
INT pin will cause an Interrupt Acknowledge bus cycle, — 
but the CPU will ignore any value read from the bus and 
use instead a default vector of zero. This mode is useful 
for small systems in which hardware interrupt prioritiza- 
tion is unnecessary. | | 
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FIGURE 3-24. Return from Trap (RETT n) Instruction Flow. 
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FIGURE 3-25. Returnfrom interrupt (RETI) Instruction Flow. 
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3.8.3.2 Vectored Mode: Non-Cascaded Case 


_ Inthe Vectored mode, the CPU uses an NS16202 Inter- 
rupt Control Unit (ICU) to prioritize up to 16 interrupt 


ees. Upon receipt of an interrupt request on the 
pin, the CPU performs an “Interrupt Acknowledge, 
_ Master” bus cycle (Sec. 3.4.2) reading a vector value 


_. from the low-order byte of the Data Bus. This vector is — 


then used as an index into the Dispatch Table in order to 


| . find the External Procedure Descriptor for the proper 


interrupt service procedure. The service procedure 
eventually returns via the Return from Interrupt (RETI) 
instruction, which performs an End of Interrupt bus cycle, 


informing the ICU that it may re-prioritize any interrupt 


_ requests still pending. The ICU provides the vector num- 
ber again, which the CPU uses to determine whether it 
needs also to inform a Cascaded ICU (see below). 


In asystem with only one ICU (16 levels of interrupt), the 
vectors provided must be in the range of 0 through 127; 
that is, they must be positive numbers in eight bits. By 
providing a negative vector number, an ICU flags the 
interrupt source as being a Cascaded ICU (see below). 


3. 8. 3.3. Vectored Mode: Cascaded Case 


In order to allow up to 256 levels of interrupt, provision is 
made both in the CPU and in the NS16202 Interrupt 
Control Unit (ICU) to transparently support cascading. 
Figure 3-27, shows a typical cascaded configuration. 
Note that the Interrupt output from a Cascaded ICU 


goes to an Interrupt Request input of the Master ICU, 


_ which is the only ICU which drives the CPU INT pin. 


In a system which uses cascading, two tasks must be — 


performed upon initialization: 


1) For each Cascaded ICU in the system, the Master 
ICU must be informed of the line number (0 to 15) on 
which it receives the cascaded reaqtest=: 


DATA 










(8) 
CONTROL 





ADDR 5 BITS 







NS16032 


DECODER 


NS 16202 


_ 2) A Cascade Table must be established in memory. 


_ The Cascade Table is located in a NEGATIVE direc- 
tion from the location indicated by the CPU Interrupt 
Base (INTBASE) Register. Its entries are 32-bit 
addresses, pointing to the Vector Registers of ae 
of up to 16 Cascaded ICUs. 


Figure 3-22 illustrates the position of the Cascade 
Table. To find the Cascade Table entry for a Cascaded 


ICU, take its Master ICU line number (0 to 15) and 


subtract 16 from it, giving an index in the range — 16 to 

—1. Multiply this value by 4, and add the resulting nega- 
tive number to the contents of the INTBASE Register 
The 32-bit entry at this address must be set to the 
address of the Hardware Vector Register of the Cas- 
caded ICU. This is referred to as the “Cascade Address: 
Upon receipt of an interrupt request from a Cascaded 
ICU, the Master ICU interrupts the CPU and provides 
the negative Cascade Table index instead of a (positive) 
vector number. The CPU, seeing the negative value, 


uses it as an index into the Cascade Table and reads the 


Cascade Address from the referenced entry. Applying 
this address, the CPU performs an “Interrupt Acknowl- 
edge, Cascaded” bus cycle (Sec. 3.4.2), reading the 
final vector value. This vector is interpreted by the CPU 
as an unsigned byte, and can therefore be in the range 
of 0 through 255. 

In returning from a Cascaded interrupt, the service pro- 
cedure executes the Return from Interrupt (RET) instruc- 
tion, as it would for any Maskable Interrupt. The CPU 
performs an “End of Interrupt, Master” bus cycle (Sec. _ | 
3.4.2), whereupon the Master ICU again provides the 
negative Cascade Table index. The CPU, seeing anega- 
tive value, uses it to find the corresponding Cascade 
Address from the Cascade Table. Applying this address, 


_ it performs an “End of Interrupt, Cascaded” bus cycle 


(Sec. 3.4.2), informing the Cascaded ICU of the comple- 
tion of the service routine. The byte read from the Cas- 
caded ICU is discarded. | 
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FIGURE 3-26. Interrupt Control Unit Connections (16 Levels). 
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FIGURE 3-27. Cascaded Interrupt Control Unit Connections. 


3.8.4 Non-Maskable Interrupt (The NMI Pin) | 


The Non-Maskable Interrupt is triggered whenever a 
falling edge is detected on the | pin. The CPU per- 
forms an “Interrupt Acknowledge, Master” bus cycle 
(Sec. 3.4.2) when processing of this interrupt actually 
begins. The Interrupt Acknowledge cycle differs from 
that provided for Maskable Interrupts in that the address 
presented is FFFFOO,.. The vector value used for the 
Non-Maskable Interrupt is taken as 1, regardless of the 


| value read from the bus. 


The service procedure returns from the Non-Maskable 
Interrupt using the Return from Trap (RETT) instruction: 
No special bus cycles occur on return. 


For the full sequence of events in processing the Non- 
| Maskable Interrupt, see Sec. 3.8.7.1. 


3.8.5 Traps 


A trap is an internally-generated interrupt request 


caused as.a direct and immediate result of the execu- 
tion of an instruction. The Return Address pushed by 


any trap except Trap (TRC) below is the address of the 
first byte of the instruction during which the trap. 


occurred. Traps do not disable interrupts, as they are | 
not associated with external events. Traps eee ane 
by NS16032 CPU are: | 


Trap (FPU): An exceptional condition was detected by 
the NS16081 Floating Point Unit or another Slave Pro- 
cessor during the execution of a Slave Instruction. This 
trap is requested via the Status Word returned as part of 
the Slave Processor Protocol (Sec. 3.9.1). 


3.8.7 


| Trap (ILL): Illegal operation. A privileged operation was 


al aa while the CPU. was in User Mode PSAP bit | | 


U=1).. 


Trap (SVC): The Supervisor Call (svo) instruction was _ 


executed. 


Trap (DVZ): An attempt was made to divide an integer 


by zero. (The FPU = is used for Floating Point division 
by zero.) 


Trap (FLG): The FLAG instruction detected at “4” in the 
CPU PSR F bit. | 


Trap (BPT): The pigene (BPT) instruction was 


executed. | 
Trap (TRC): The instruction just completed is being 


traced. See below. 
Trap (UND): AD undefined opcode w was encountered by 


the CPU. 


-Aspecial case is the Trace Trap (TRC), which is enabled 


by setting the T bit in the Processor Status Register 
(PSR). At the beginning of each instruction, the T bit is 
copied into the PSR P (Trace “Pending”) bit. If the P bit 
is set at the end of an instruction, then the Trace Trap is 


activated. If any other trap or interrupt request is made 
_during a traced instruction, its entire service procedure 


is allowed to complete before the Trace Trap occurs. 


it a String instruction was interrupted and not yet 


| pay aoe 


. Clear the Processor : Status Register P bit, 
: Set. “Return Address’’ to the address of the first 
byte of the interrupted instruction. 7 


Otherwise, set ‘Return Address”’ to the address of 
the next instruction. 


2. Copy the Processor Status Register (PSR) into a 


iompelaty register, then clear PSR bits S, U, T, P 
and I. 


3. If the interrupt is Non-Maskable: 


a. Read a byte from address FFFF00\., applying 
Status Code 0100 (Interrupt Acknowledge, Mas- 
ter: Section 3.4.2). Discard the byte read. 

-b. Set “Vector” to 1. . | 

c. Go to Step 8. 


4. If the interrupt is Non-Vectored: 


a. Read a byte from address FFFFO04,, applying 
Status Code 0100 (Interrupt Acknowledge, Mas- 
ter: Section 3.4.2). Discard the hyle read. 


b. Set “Vector” to 0. 
c. Go to Step 8. 


5. Here the interrupt is Vectored. Read “Byte” from 


Each interrupt and trap sequence handles the P bit for — 


proper tracing, guaranteeing one and only one Trace 
Trap per instruction, and guaranteeing that the Return 


Address pushed during a Trace Trap is always the ad- 


dress of the next instruction to be traced. 
3.8.6 Prioritization 


The NS16032 CPU internally prioritizes simultaneous 


interrupt and trap requests as follows: 


1) Traps other than, Trace (Highest priority) 
2) Abort. ne 
3) Non-Maskable Interrupt 

4) Maskable Interrupts | 

5) Trace Trap (Lowest priority) | 


Interrupt/Trap Sequences: Detailed Flow 

For purposes of the following detailed discussion of 
interrupt and trap service sequences, a single sequence 
called “Service” is definéd in Figure 3-28. Upon detect- 
ing any interrupt request or trap condition, the CPU first 
performs a sequence dependent upon the type of inter- 


rupt or trap. This sequence will include pushing the 


Processor Status Register and establishing a Vector 
and a Return Address. The: CPU then performs the 
Service sequence. | 

For the sequence followed in processing either Mask- 
able or Non-Maskable interrupts (on the INT or NMI 
pins, respectively), see Sec. 3.8.7.1. For Abort inter- 


- rupts, see Sec. 3.8.7.4. For the Trace Trap, see Sec. 


3.8.7.3, and for all other traps see Sec. 3.8.7.2. 
3.8.7.1 Maskable/Non-Maskable Interrupt 
Sequence — 


This sequence is performed by the CPU when the NMI 
pin receives a falling edge, or the INT pin becomes 


active with the PSR | bit set. The interrupt sequence 


begins either at the next instruction boundary or, in the 
case of the String instructions, at the next interruptible 
point during its execution. | 
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6. If “Byte” > 


address FFFEO0;g, applying Status Code 0100 
(Interrupt Acknowledge, Master: Section 3.4.2). 

0, then set “Vector” to “Byte” and go 
to Step 8. 


7. If “Byte” is in the range —16 through — 1, then the 


interrupt source is Cascaded. (More negative val- 
ues are reserved for future use.) Perform the rollowe 


ing: 


a. Read the 32-bit Cascade Address from memory. 
The address is calculated as INTBASE nae 
Byte. | 

b. Read ‘Vector,’ applying the Cascade Address. 

just read and Status Code 0101 (Interrupt 
Acknowledge, Cascaded: Section 3.4.2). 


8. Push the PSR copy (from Step 2) onto the Interrupt 


Stack as. a 16-bit value. 


9. Perform Service (Vector, Return Address), Figure 3- 


28. 


Service (Vector, Return Address): 


' 4) PushMOD Register onto the Interrupt Stack asa 16-bit value. (The PSR 


has already been pushed as a 16-bit value.) 


2) Push the Return Address onto the interrupt Stack as a 32-bit quantity. 


3) Read the 32-bit External Procedure Descriptor from the Interrupt Dis- 


patch Table: address is Vector*4 + INTBASE Register contents. 


4) Move the Module field of the Descriptor into the MOD Register. 


5) Read the new Static Base pointer from the memory address eontained 
in MOD, placing it into the SB Register. 


6) Read the Program Base pointer from memory address MOD+8, and add 
to it the Offset field from the Descriptor, piecing the result in the Program 
Counter. | 
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FIGURE 3-28. Service Selaiice! 
_ Invoked during all interrupt/trap sequences. 


3.8.7.2 Trap Sequence: Traps Other Than Trace | 


1) Restore the currently selected Stack Pointer and the 
Processor Status Register to their original values at 
the start of the trapped instruction. 


2) Set CIO: to the value corresponding to the eR 
type. - 
FPU: Vector = 3. 
ILL: Vector = 4. 
SVC: Vector = 5. 
DVZ: Vector = 6. 
FLG: Vector = 7. 
BPT: Vector = 8. 
UND: | Vector = 10. | 
3) Copy the Processor Status Register (PSR) into a 
temporary register, then clear PSR bits S, U, P and T. 
4) Push the PSR copy onto the Interrupt Stack as a 
16-bit value. 
5) Set “Return Address” to the address of the first byte 


of the trapped instruction. 


6) Perform Service NeuiOn. Return Address), Figure 
3-28. | 


3. 8. 7.3 Trace Trap Seaiiand 


1) In the Processor Status Register (PSR), clear the P 
bit 


2) Copy the PSR into a temporary register, then “gar 
PSR bits S, U and T. 


3) Push the PSR copy. onto the reeripl Stack as a 
16-bit value. 


4) Set “Vector” to 9. 


5) Set “Return Address” to the address of the next 
instruction. 


6) Perform Service (Vector, Return Address), Figure 
3-28. | 


3.8.7.4 Abort Saauends 


1) Restore the currently selected Stack Pointer to its 
original contents at ie beginning of the aborted 
instruction. 


2) Clear the PSRP bit. 


3) Copy the PSR into a temporary register, then clear 
PSR bits S, U, Tandl. 


4) Push the PSR copy onto the Interrupt Stack as a 
16-bit value. 


5). Set “Vector” to 2. 


6) Set “Return Address” to the address of the first byte | 


_of the aborted instruction. | 

7) Perform Service (Vector, Return Address), Figure 
3-28. | 

3.9 SLAVE PROCESSOR INSTRUCTIONS 


The NS16032 CPU recognizes three groups of instruc- 
tions as being executable by external Slave Processors: 


Floating Point Instruction Set 


Memory Management Instruction Set - : 
Custom Instruction Set 


Each Slave Instruction Set is validated by a bit in the 

Configuration Register (Sec. 2.1.3). Any Slave Instruc- 
tion which does not have its corresponding Configura- 
tion Register bit set will trap as undefined, without any 
Slave Processor communication attempted by the CPU. 


This allows software simulation of a non-existent Slave 


Processor. 


3.9.1 Slave Processor Protocol 


Slave Processor instructions have a three-byte Basic 
instruction field, consisting of an ID Byte followed by an 
Operation Word. The ID Byte has three functions: 


1) It identifies the instruction as being a 
Slave Processor instruction. 


2) It specifies which Slave Processor will 
execute it. 


3) It determines the format of the following 
Operation Word of the instruction. 


Upon receiving a Slave Processor instruction, the CPU 
initiates the sequence outlined in Figure 3-29. While 
applying Status Code 1111 (Broadcast ID, Sec. 3.4.2), 
the CPU transfers the ID Byte on the least-significant 


_ half of the Data Bus (ADO-AD7). All Slave Processors 


input this byte and decode it. The Slave Processor 
selected by the ID Byte is activated, and from this point 


_the CPU is communicating only with it. If any other slave 


protocol was in progress (e.g., an aborted Slave instruc- 3 
tion), this transfer cancels it. | 


The CPU next sends the Gpstetion Word while applying 
Status Code 1101 (Transfer Slave Operand, Sec. 3.4.2). 
Upon receiving it, the Slave Processor decodes it, and 
at this point both the CPU and the Slave Processor are 
aware of the number of operands to be transferred 
and their sizes. The operation Word is swapped on the 
Data Bus; that is, bits 0-7 appear on pins AD8-AD15 © 
and bits 8-15 appear on pins ADO-AD7. | 


Using the Addressing Mode fields within the Operation 
Word, the CPU starts fetching operands and issuing 
them to the Slave Processor. To do so, it references any 
Addressing Mode extensions which may be appended 
to the Slave Processor instruction. Since the CPU is 


Status Combinations: 


Send ID (ID): Code 1111 
Xfer Operand (OP): Code 1101 
Read Status (ST): Code 1110 


Step Status — 


Action 
1 iD CPU Send ID Byte. 
2 OP CPU Sends Operation Word. 
3 oP CPU Sends Required Operands. 
4 _ Slave Starts Execution. CPU Pre-fetches. 
5 Ue Slave Pulses SPC Low. _ | | 
6 ST cPu Reads Status Word. (Trap? Alter Flags?) 
7 oP CPU Reads Results (If. Any). | 


TUC {5054-40 


FIGURE 3-29. Slave Processor Protocol. 
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solely responsible for memory accesses, these exten- 


gions are not sent to the Slave processor. The Status | 


Code applied is 1101 (Transfer Slave Processor Oper- 
and, Sec. 3.4.2). 7 


After the CPU has issued the last operand, the Slave 
Processor starts the actual execution of the instruction. 
Upon completion, it will signal the CPU by pulsing SPC 
low. To allow for this, and for the Address Translation strap 





function, AT/SPC is normally held high only by an internal 


pull-up device of approximately 5K ohms. 


While the Slave Processor is executing the instruction, 
the CPU is free to prefetch instructions into its queue. If it 
fills the queue before the Slave Processor finishes, the 


CPU will wait, applying Status Code 0011 (Waiting for 


Slave, Sec. 3.4.2). 


Upon. receiving the Baise on SPC, the CPU uses SPC to 
read a Status Word from the Slave Processor, applying 
Status Code 1110 (Read Slave Status, Sec. 3.4.2). This 
word has the format shown in Figure 3-30. If the Q bit 


(“Quit” Bit 0) is set, this indicates that an error was | : 


detected by the Slave Processor. The CPU will not con- 
tinue the protocol, but will immediately trap through the 
FPU vector in the Interrupt Table. Certain Slave Proces- 


sor instructions cause CPU PSR bits to be loaded from 


the Status Word. 


| The last step in the protocol is for the CPU to read a 


result, if any, and transfer it to the destination. The Read 
cycles from the Slave Processor are performed by the 
CPU while applying Status Code 1101 (Transfer Slave 
Operand, Sec. 3.4.2). 


An exception to the protocol above is the LMR (Load . 


Memory Management Register) instruction, and a 


corresponding Custom Slave instruction (LCR: Load 
Custom Register). In executing these instructions, the 
protocol ends after the CPU has issued the last operand. 
The CPU does not wait for an acknowledgement from 
the Slave Processor, and it does not read Status. 


3.9.2 Floating Point Instructions _ 


Table 3-4 gives the protocols followed for each Float- 
ing Point instruction. The instructions are referenced by 
their mnemonics. For the bit encodings of each instruc- 


, tion, see Appendix A. 
The Operand class columns give the Recess Class for 


each general operand, defining how the addressing 
modes are interpreted (see Programmer’s Manual). 


The Operand Issued columns show the sizes of the 
operands issued to the Floating Point Unit by the CPU. 
“D” indicates a 32-bit Double Word. “i” indicates that 


the instruction specifies an integer size for the operand _ 


(B = Byte, W = Word, D = Double Word). “f’ indicates 


_ that the instruction specifies a Floating Point size for the 


operand (F = 32-bit Standard Floating, L = 64-bit eng 
Floating). 


The Returned Value Type and Destination column gives 
the size of any returned value and where the CPU 
places it. The PSR Bits Affected column indicates which 


PSR bits, if any, are updated from the Slave Processor 


Status Word (Figure 3-30). 


Table 3-4. 
Floating Point Instruction Protocols. 
Operand1 Operand 2 Operand1 Operand2 Returned Value PSR Bits 
Mnemonic Class Class issued Issued Type and Dest. Affected 
 ADDf read.f rmw.f — f f — ftoOp.2 none 
SUBf read.f rmw.f f f fto op. 2 none 
-MULf read.f rmw.f f f fto Op. 2 none 
DIVf read.f rmw.f f f fto Op. 2 none 
— MOVE read.f write. f N/A fto Op. 2 none 
ABSf read.f write.f f N/A f to Op. 2 none 
— NEGf read.f write.f f N/A ‘fto Op. 2 none 
CMPf read.f read.f fo f N/A N,Z,L 
FLOORTi read.f write. i f N/A ito op. 2 none 
TRUNCfi read.f write.i  f N/A ito Op. 2 none 
ROUNDfi read.f write. i if N/A ito Op. 2 none 
MOVFL read.F write.L F N/A L to Op. 2 none 
MOVLF read.L write.F k N/A F to Op. 2 none 
MOVif read. i write. f i N/A fto Op. 2 -_ none’ 
LFSR read.D N/A OD N/A N/A none 
SFSR N/A write.D N/A N/A DtoOp.2 | none 
NOTE: 


D = Double Word. 

i= Integer size (B,W,D) specified in mnemonic. 

c= Custom size (D:32 bits or Q:64 bits) specified in mnemonic. 
* = Privileged Instruction: will trap if CPU is in User Mode. 
N/A = Not Applicable to this instruction. 
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00000000 INZFOOLOQ]. 
_ New PSR Bit Vatue(s) ZL | 


“Quit’’: Terminate Protocol, Trap(FPU). 
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FIGURE 3-30. Slave Processor Status Word Format. 


cally on the Floating Point Unit and are therefore avail- 
able without CPU assistance. 


D = Double Word. 
* = Privileged instruction: will trap if CPU is in User Mode. 
_. N/A= Not Applicable to this instruction. 


Any operand indicated as being of type “f°” will not cause 
a transfer if the Register addressing mode is specified. 
This is because the Floating Point Registers are physi- 


In the ROVAL and WRVAL instructions, the CPU issues the ‘address as a Double Word, and performs a single-byte Read cycle from that memory 
address. For details. see the Programmer’s Manual and the NS16082 Memory Management Unit Data Sheet. 


3.9.3 Memory Management Instructions 


Table 3-5 gives the protocols for Memory Manage- | 


ment instructions. Encodings for these potuction: may 
be found in Appendix A. 


In executing the RDVAL and WRVAL instructions, the 
CPU calculates and issues the 32-bit Effective Address 
of the single operand. The CPU then performs a single- 
byte Read cycle from that address, allowing the MMU to 
safely abort the instruction if the necessary information 
is not currently in physical memory. Upon seeing the 
memory cycle complete, the MMU continues the proto- 
col, and returns the validation result in the F bit of the 
Slave Status Word. 


The size of a Memory Management operand is aiwave a 
32-bit Double Word. For futher details of the Memory 
Management Instruction set, see the Programmer’s 
Manual and the NS16082 MMU Data Sheet. 


Table 3-5. 
Memory Management instruction Protocols. 


Returned Value PSR Bits 


Operand1 Operand2 — Operand 1 Operand 2— 
Mnemonic Class Class Issued Issued Type and Dest. Affected 
RDVAL * addr N/A D N/A N/A F 
_ WRVAL”* _ addr N/A —D N/A N/A F 
LMR * read.D N/A D N/A N/A none 
 SMR* write.D N/A N/A N/A D to Op. 1 none 
NOTE: 
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3.9.4 Custom Slave Instructions 


Provided in the NS16032 is the capability of communi- 
cating with a user-defined, “Custom” Slave Processor. 
The instruction set provided for a Custom Slave 


Le rte tReet te A EN ner A Rc nei reeset isso ER 


| Table 3-6 lists the relevant information for the Custom 


Processor defines the instruction formats, the operand — 


classes and the communication protocol. Left to the 
user are the interpretations of the Op Code fields, the 
programming model of the Custom Slave and the actual 
_ types of data transferred. The protocol specifies only the 
size of an operand, not its data type. 





D = Double Word 


i= integer size (B,W,D) specified in mnemonic. 
f= Floating Point type (F,L) specified in mnemonic. 


N/A = Not Applicable to this instruction. 


Slave instruction set. The designation “c” is used to 
represent an operand which can be a 32-bit (‘‘D”) or 
64-bit (Q”) quantity in any format; the size is deter- 
mined by the suffix on the mnemonic. Similarly, an “i” 
indicates an integer size (Byte, Word, Double Word) 
selected by the corresponding mnemonic suffix. 

Any operand indicated as being of type ‘c’ will not 
cause a transfer if the register addressing mode is 
specified. It is assumed in this case that the slave proc- 
essor is already holding the operand internally. 


For the instruction encodings, see Appendix A. 


_ Table 3-6. - 
_ Custom Slave Instruction Protocols. 


PSR Bits 


. Operand 1  Operand 2 Operand1 Operand2_ Returned Value 
Mnemonic Class — Class Issued Issued Type and Dest. Affected 
CCALOc - | read.c rmw.c Cc Cc cto Op. 2 none 
CCALIc read.c rmw.c C C cto Op. 2 none 
CCAL2c read.c rmw.c € Cc cto Op. 2 none 
CCAL3c read.c rmw.c Cc Cc cto Op. 2 none 
CMOVOc read.c write.c Cc. N/A cto Op. 2 none 
CMOVic read.c write.c Cc N/A c to Op. 2 none 
CMOV2c read.c write.c Co: N/A cto Op. 2 none 
~ CCMPc read.c read.c ane co N/A NZL 
~ CCVOci read.c write. i c N/A ito Op. 2. “none 
CCV Ici read.c write. c N/A ito Op. 2 none 
CCV2ci read.c write. i Cc N/A ito Op. 2 none 
CCV3ic . read.i - write.c l N/A cto Op. 2 none 
CCV4DQ read.D write.Q D N/A Q to Op. 2 none | 
CCV5QD read.Q write.D Q N/A D to Op. 2 none 
-LCSR- “read.D N/A D- N/A N/A none 
~. SCSR N/A write.D N/A N/A D to Op. 2 _ none 
-CATSTO* addr N/A. D N/A N/A F 
CATST1 * addr N/A D- N/A N/A F 
LCR* read.D N/A D- N/A N/A none 
SCR* write.D N/A. N/A N/A D to Op. 1 none 
NOTE: | | 
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4 AC Electrical Characteristics 
4.1 Definitions 


All the timing specifications given in this section refer to _ 


50% of the leading or trailing edges of the appropriate 


clock phase and 0.8V or 2.0V on the appropriate signal _ 










PHin . 50% 7 
ge og ee ae 2.4V 
SIG1 | 
| tsiG11 ace 
0.45V 
2.4V 
tsiG2h 
2.0V 
SiG2 
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FIGURE 4-1. Timing Specification Standard 
(Signal Valid After Clock Edge) 


4.2 Timing Tables 


oe — 0.45V 


as illustrated in Figures 4-1 and 4-2, unless specifically 
stated. otherwise. 


Abbreviations: 
L.E—leading edge 
T.E.— trailing edge 


PHin 


SIG1 


SIG2 





TLIC/5054-43 


FIGURE E A-2. Timing Specification Standard 
(Signal Valid Before Clock Edge) 


4. 2.1 Output Signals: Internal Propagation Delays, NS16032- 4, NS16032-6 
~ Maximum times assume capacitive loading of 100 pF. 


Name 

tay Address bits 0-15 valid 

tath Address bits 0-15 hold 

toy Data valid (write cycle) 

toh Data hold (write cycle) 

tany Address bits 16-23 valid 

taun Address bits 16-23 hold 

tALADSs Address bits 0-15 set up to ADS T.E. 

taAHADSs Address bits 16-23 set up to ADS T.E. 

taLADSh Address bits 0-15 hold from ADS T.E. 
—tanapsh Address bits 16-23 hold from ADS T.E. 

tau Address bits 0-15 floating (no MMU) 

tame Address bits 0-15 floating (with MMU) 

taume Address bits 16-23 floating (with MMU) 

tuBey HBE signal valid 

tHBEh HBE signal hold 

tsty Status (STO-ST3) valid 

tsth Status (STO-ST3) hold 

toDiNv DDIN signal valid 

topinh - BDIN signal hold 

tapsa ADS signal active (low) 

tapsia ADS signal inactive 

tapsw ADS pulse width 

tosa S signal active (low) 


weeees 


eet 


toot. 


eee re 
WWW Wo bo 





Reference Conditions ns Unit 


after L.E., PHI1 T1 
lafter L.E., PHI1 Tmmu or T2 
after L.E., PHI1 T2 | 
after L.E., PHI1 next T1 or Ti 
after L.E., PHI1 T1 
after L.E., PHI1 next T1 or Ti 
before ADS reaches 2.0V 
before ADS reaches 2.0V 
after ADS reaches 2.0V 
| after ADS reaches 2.0V 
after L.E., PHI1 T2 
| after L.E., PHI1 Tmmu 
after L.E., PHI1 Tmmu 
after L.E., PHI1 T1 
after L.E., PHI1 next T1 or Ti 
after L.E., PHI1 T4 
(before T1, see note) 
after L.E., PHI1 T4 (after T1) 
after L.E., PHI1 T1 | 
after L.E., PHI1 next T1 or Ti 
after L.E., PHI1 T1_ 
after T.E., PHI1 T1 
at 0.8V, both edges 
after L.E., PHI1 T2 
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4.2. 1 Output Signals: interna Propagation Delays, NS16032-4, NS16032-6 (continued) 


Name Description Reference/Conditions SCONE ACTA Unit 


_tpsia. 
tact 
taHt 
taps 
tHBeEf 
topin¢ 
tHLDAa 
— tHLUDAia 
tapsr » 


tuBer 
topiNr 
taLe 
topint 
tHBEl 
topinr 


tHeer 


tspca 
tspcia 


tspcnt . 


toy 
toh 
tprsw 
tpFsa 
tpFsia 


tiLos 


tiLoh 
tiLoa 
tiLoia 
tuss 
tush 

— tnsprF 
tpeNs - 
tLxPF 


NOTE: 


Every memory cycles starts with T4, during which Cycle Status is applied. If the CPU was idling, the sequence will be: ‘ 


DS signal inactive 
ADO-AD15 floating (caused by HOL HOLD) 
-A16-A23 floating (caused by HOLD) 



























ADS floating (caused by HOLD) 


HBE floating (caused by HOLD) 
DDIN floating (caused by HOLD) 
HLDA signal active (low) 

HLDA signal inactive | 

ADS signal returns from floating 
(caused by HOLD) 

| HBE signal returns from floating 


| (caused by HOLD) 
| DDIN signal returns fram floating 








(caused by HOLD) _ 
ADO-AD15 floating (caused by FLT) 


DDIN signal returns from floating 
(caused by FLT) 
HBE signal returns from floating 
(caused by FLT) 
SPC output active (low) 
SPC output inactive © 
SPC output nonforcing 
Data valid (slave processor write) 
Data hold (slave processor write) 
PFS pulse width 
PFS pulse active (low) 

PFS pulse inactive 








ILO signal setup 





ILO signal hold 











ILO signal active (low) 
ILO signal inactive 
U/S signal setup 
U/S signal hold 
Nonsequential fetch to next 
| PFS clock cycle 
PFS clock cycle to next , 
‘nonsequential fetch 


to next PFS clock cycle 


sequence will be: “...74,11... 






DDIN signal floating (caused by FLT) 
| HBE signal low (caused by FLT) 


Last operand transfer of an instruction 


ater L.E., PHI1 T4 
after L.E., PHI1 T1 
after L.E., PHI1 T1 
after L.E., PHI1 Ti. 
after L.E., PH!1 Ti: 
after L.E., PHI1 Ti 
after L.E., PHI1 Ti 
after L.E., PHI1 Ti 


after L.E., PHI1 Ti 




























after L.E., PH!1 Ti 









after L.E., PHI1 Ti 


after L.E., PHI1 Tf 
_| after FLT reaches 0.8V 
after FLT reaches 0.8V _ 


after FLT reaches 2.0V 














after FLT reaches 2.0V 


after L.E., PHI1 T1 
after L.E., PHI1 T4 
after L.E., PHI2 T4 
after L.E., PHI1 T1 
after L.E., PHI1 next T1 or Ti 
at 0.8V, both edges 
after L.E., PHI2 | 

after L.E., PHI2 | 

before L.E., PHI1.T1 

of first interlocked 

write cycle 

after L.E., PHI1 T3 

of last interlocked — 
{read cycle — 

after L.E., PHI1 

after L.E., PHI1 

before T.E., PHI1 T4 or Ti 
after L.E., PHI1 T1 


after L.E., PHI1 T1 




























































before L.E., PHI1 T1 


_| before L.E., PHI1 T1 of 
first bus cycle of transfer 










. Ti,14,71...”. Ifthe CPU was not idling, the 


— OT 

















4.2.2 Input Signal Requirement NS16032-4, NS16032- 6 

































































tpwr Power stable to RST T.E. 4-24 
toils Data in setup (read cycle). 4-4 
tpin Data in hold (read cycle) - 4-4 
tuipa - HOLD active (low) setup time (See note) — 4R5 
tHLDia HOLD inactive setup time . 4-7 
tHLDnh HOLD hold time 4-5 
teLta FLT active (low) setup time 4-8 
tFLtia FLT inactive setup time © 4-9 
trRDYs RDY setup time 4-10, 4-11 
troynh RDY hold time 4-10, 4-11 
~ tapts ABT setup time (FLT ingetivel 4-22 
tABTs ABT setup time (FLT active) 4-23 
taBth 4-22 
trsTs 4-24, 4-25 
trstw RST pulse width 4-25 
tints INT INT setup time 4-26 
tNMlw NMI pulsewidth 4-27 
tis Data setup (Slave read cycle) 4-13 
tpth Data hold (slave read cycle) 4-13 
tspcw SPC » pulse width (from slave processor) 4-12 
tats ATISPC setup for address 4-15. 
translation strap : 
tath AT/SPC hold for address » 
translation strap © 
NOTE: 





length of the current MMU cycle. 


4.2.3 Clocking Requirements: NS16032-4 


Name 





tour PHI1, PHI2 rise time 

















tox PHI1, PHI2 fall time 
tcth PHI1, PHI2 high time 
tou PHI1, PHI2 low time 
tcp _—' |: Clock period 

_ Non-overlap time 


tovt 


42.4 Clocking Requirements: NS16032- 6. 





PHI, PHil2 rise time 












PHI1, PHI2 fall time 
PHI1, PHI2 high time 
-PHI1, PHI2 low time 
Clock period 
Non-overlap time 
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before T.E., PHI2 TX1 
before T.E., PHI2 Ti 
| after L.E., PHI1 TX2 


| before T.E., PHI2 T1 
after T.E., PHI2 T1 


after T.E:, PHI1 of 







after Vcc reaches 4.5V | 
before T.E., PHI2T3 
after T.E., PHI2 T3 


before T.E., PHI2 Tmmu 
before T.E., PHI2 T2 
before T.E., PHI2 T2 or T3 
after T.E., PHI1 T3 
before T.E., PHI2 Tmmu 
before T.E., PHI2 T2 
after L.E., PHI1 
before T.E., PHI1 — 
at 0.8V (both edges) 
before T.E., PHI1 

at 0.8V (both edges) 


at 0.8V (both edges) 
before L.E., PHI1 of 
cycle during which RST 
pulse is removed 


cycle during which RST 
pulse is removed 





to Von 


(see page 2) 
from 90-10% of Von 
(see page 2) 


at 10% of Von (see page 2) | 


to Vou | 
(seepage 2) | 

from 90-10% of Voy 
(see page 2) 

























This setup time is necessary to ensure prompt acknowledgement via HLDA and the ensuing floating of CPU off the buses. Note that the time from 
the receipt of the HOLD signal until the CPU floats is a function of the time HOLD signal goes low, the state of the RDY pu (in MMU systems), and the 





—Reference/Conditions | 


at 10% of Vox (see page 2) 





Name Reference/Conditions atari Unit 


HT 
7 


Typ. | Max. | Unit 
P oy 























pat | A 





PHI2 | 
Anos | aaa 


we2s [> a as | 
———— es ee et 
nw jo 


ie tapsw 
tHBEh 


taDSa 
FE Se 
tstv 


ee ha 
A 
| ya 


tpSia 


fd ee el 
— Se 


TLICI5054-44 


FIGURE 4-3. Write Cycle. 





a 

a pt 

Ty SAG 

ett 

Aps [ 

we [ | > ae 
PL 

a 

A 


DDIN ~~ EN al 

| tppinv «iT ——*éd ae eee __- 1 topinn 
RDY (HIGH) 
| TLIC/5054-45 .. 


FIGURE 4-4. Read Cycle. 
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| x foe | T4 | To | Ti ; Ti 








(FLOATING) 





Le oateinatiatectidniaticse imei ett Re — eee eee 


Cae Ai i ee ey ee ee ee ee ee 


(FLOATING) 
| 


TLIC/5490-46 


FIGURE 4-5. Floating by HOLD Timing (CPU Not Idle Initially). 


Note that whenever the CPU is not idling (not in Ti), the HOLD request (HOLD low) must be active tHLDa before the. trailing edge of PHI2 of the 
clock cycle that appears two clock cycles before T4 (TX1) and stay low until tHLDh after the leading edge of PHI1 of the clock cycle that precedes 
T4 (TX2) for the request to be acknowledged. . 


ce, te ee | | 7 


af “es, 










ADS, HLDA [ 

HBE, 

DDIN c | | 

: | ADS, . 
ADO-15 z (cECANINS) | HBE,| - r (HIGH) 
ee eT ee eee | DOIN | 
A16-23 I 7 _ (FLOATING) A16-23 [ 2 Bi ree Sp he cee ee nent 
| “TLIC/5490-47 AD0-15 
, | | (FLOATING) TLIC/5490-48 
FIGURE 4-6. Floating by HOLD Timing (CPU Initially Idle). FIGURE 4-7. Release from HOLD. 


Note that during Ti1 the CPU is already idling. 





100 


CPU - 


CYCLES Tt - TMMU | Tf Tf 
MMU T  -——, ~TMMU T4 —— Tt 
cvcuss | | | | | 7 | | | | | 

PHIt | | | 

PHI2 | 7 | 





Fur [  tALMt 
: teal} b= taut 
gee ADDRESS (CPU)y-———€ = )-—-_-__+—————-— 
(CPU). i } (FLOATING) (FLOATING, DRIVEN BY MMU) 


A16-23 | | 
(CPU) ADDRESS (CPU) —— = — = is Boat t 


Stee te tape 
(ePU) | | TALADSh 
tAHADSh 


me asad sameeren 
_ eed 


(FLOATING, DRIVEN BY MMU) 
Pee eel topint 
2 

| type: _ | (FORCING Low) 
_ FIGURE 4-8. FLT Initiated Float Cycle Timing. eta 

CPU . 

CYCLES — Tf T2 T3 4 
MMU 
CYCLES. | 





PHI1 [ 


(FORCING LOW) 
FIGURE 4-9. Release from FLT Timing. 


TLIC/5490-50 


Note that when FLT is deasserted the CPU restarts driving DDIN before the MMU releases it. This, however, does not cause any conflict, since 
both CPU and MMU force DDIN to the same logic level. 


T1or | T2 T3 T3 
PHI1 [ Tmmu | 





PHI2 


Apy [ . 


FIGURE 4-10. Ready Sampling (CPU Initially READY). 


TLUICI54 90-51 
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tRDYh 
| TUCIS084-52 


FIGURE 4-11. Ready Sampling (CPU Initially NOT READY). 












- VALID PB. 
DATA (FROM SLAVE) a 


STATUS VALID : NEXT STATUS | 


(HIGH) 


Wa 








‘TUCI5054-54 


 TLICI505 4-53 


FIGURE 4-12. Slave Processor Write Timing. FIGURE 4-13. Slave Processor Read Timing. 


TL/C/5054-55 


FIGURE 4-14. SPC Non-Forcing Delay. 


After transferring last operand to a Slave Processor, CPU 
turns OFF driver and holds SPC high with internal SKO pullup. 





TLIC/5054-56 


FIGURE 4-15. Reset Configuration Timing. _ 
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tCLh 





tOVL 
TUC/5054-57 


FIGURE 4-16. Clock Waveforms. 


“L111 I 


'PFSw 





tPFSia 





TLIC/5054-58 


FIGURE 4-17. Relationship of PFS to Clock Cycles. 





7 3 X CODE 1001 


TLIC/5054-59 


FIGURE 4-18a. Guaranteed Delay, PFS to Non-Sequential Fetch. 





tNSPF 


TUCI5054-60 


FIGURE 4-18b. Guaranteed Delay, Non-Sequential Fetch to PFS. 
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T3 OR Ti 








wanton | | ow | n'| 





. ; TLIC/5054-61 
FIGURE 4-19a. Relationship of ILO to First Operand Cycle 

of an Interlocked Instruction. 
TIORTi | T4ORTI 11 | T2 | T3 | 14 | 











(OFLA 





-— TLC/5054-62_ 


FIGURE 4-19b. Relationship of ILO to Last Operand Cycle 
of an Interlocked Instruction. | 


“SLIPS 
“wef 





tiLOia 


TLIC/5054-63 


FIGURE 4-20. Relationship of ILO to Any Clock Cycle. 


t 


PTO | T4ORTi, 





1 “ 12° | T3 | T4 


“(FLIPS LSS 


. VALID 





TUC/5054-64 


FIGURE 4-21. U/S Relationship to Any Bus Cycle on 
Guaranteed Valid interval. 
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TLICI5054-65 


T2 Ti 


TLIG/5054-66 





TLIC/5054-67 


FIGURE 4-24. Power-On Reset. 


~{ PLP 


Suet | 





TLIC/5054-68 


FIGURE 4-25. Non-Power-On Reset. 


405 


pun] | i | | | | 
tINTs NMI 
nt | 
TLIC/5054-69 


FIGURE 4-26. INT Interrupt Signal Detection. | FIGURE 4-27. NMI Interrupt Signal Timing. 


Violation of tINTs timing is allowed, but detection then occurs 
one Gack cycle later, 


tnMiw 


TLIC 5054-70 


NEXT 


| FIRST BUS CYCLE 
T1 or Ti 

















‘TLICIS5054-71 


FIGURE 4-28. Relationshi Beiween Last Data Transfer of 
an Instruction and Pulse of Next’ ‘Instruction. 


NOTE: 
In a transfer of a Read-Modify-Write type operand, this is the Read transfer, displaying 
' RMW Status (Code. 1011). 
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“Appendix A: Instruction Formats 


_ NOTATIONS: 


op = 


gen, gen 1, gen 2 = General Addressing Mode Field 
See Sec. 2.2 for encodings. 


reg = 


cond = 


| =~sghort = 


integer Type Field 
B = 00 (Byte) 
W = 01(Word) 
D=11 (Double Word) 


Floating Point Type Field 


F=1 (Std. Floating: 32 bits) 
L=0 (Long Floating: 64 bits) 


Custom Type Field 
D=1 (Double Word) 
Q=0 (Quad Word) 


Operation Code 


Valid encodings shown with each format. 


General Purpose Register Number — 


Condition Code Field 
0000 = EQual: Z= 1 
0001 = Not Equal: Z = 0 
0010 = Carry Set:C = 1 


‘0011 = Carry Clear:C =0 
0100 = 


Higher: L = 1 


0101 = Lower or Same: L = 0 


0110 = 


Greater Than: N = 1 


0111 = Less or Equal: N = 0 


1000 = 
1001 = 


1010 = LOwer: L = 0 and Z =0 

1011 = Higher or Same:L = 1orZ=1 
1100 = Less Than: N = 0 andZ = 0 
1101 = Greater or Equal: N = 1orZ = 1 
1110 = 
1111 = (Unconditionally False) 


Short Immediate value. May contain: 
quick: Signed 4-bit value, in MOVQ, ADDQ, 


cond: 
areg: 


Flag Set: F = 1 
Flag Clear: F = 0 


(Unconditionally True) 


CMPQ, ACB. 


Condition Code (above), in Scond... 
CPU Dedicated Register, in LPR, SPR. 


0000 = US 


0001 — 0111 = (Reserved) 


1000 = FP 

1001 = SP 

1010 = SB 

1011 = (Reserved) 
1100 = (Reserved) 
1101 = PSR 


1110 = INTBASE 


1111 =MOD 


Options: in String Instructions - 


mae 


T = Translated 

B = Backward 

U/W =00:None | 
01: While Match 


11: Until Match 
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Configuration bits, in SETCFG: 
fefu dedi | 


MMU Register number, in 1 LMR, SMR. 


mreg: 


Bcond 


BSR 

RET 

CXP 

RXP 
RETT 
RETI 
SAVE 
RESTORE 


ADDQ 


CMPQ_ 
SPR 
Scond 


15 


| B17 o | 
cae re | 


0000 = BPRO 


0001 = BPR1 


0010 = (Reserved) 
0011 = (Reserved) 
0100 = PFO - 

0101 = PF1 


0110 = (Reserved) 


0111 = (Reserved) 


oO 


© 


1000 = SC 

1001 = (Reserved) 

1010 = MSR 

1011 = BCNT | 

1100 = PTBO 

1101 = PTB1 

1110 = (Reserved) 

1111=ElA 

7 ..* 
Format 0 
(BR) 
7 
Format 1 

—0000 ENTER 
—0001 EXIT 
—0010 NOP 
—0011 WAIT 

~—0100 DIA 
—0101 FLAG 
—0110 SVC 
—0111 BPT 


Format 2 
—000 ACB 
—001 ~~ MOVQ — 
~—010 LPR 
—011 


~1000 

—1001 

—1010 
—1011 
~1100 
—1101 
~1110 
4111 


—100 
—101. 
—110 


Trap (UND) on 1XXX, 01XX 





16}15. 





Format 6 
ROT —0000 | NEG — 1000 
ASH —0001 NOT | —1001 
CBIT —0010 Trap (UND) —1010 
CBITI —0011. SUBP —1011 
Trap (UND)  —0100 | ABS —1100 
LSH  ~0101 COM ~—1101 
SBIT —0110 IBIT —1110 
SBITI —0111 ADDP —1111 


 -BI7 0 
Format 3 
CXPD ~0000 ~ADUSP. ~1010 
BICPSR —0010 JSR — 1100 
JUMP —0100 —. CASE —1110 
BISPSR —0110 
Trap (UND) on XXX1, 1000 
15 8 ; 0 
ji geont | gen2 | oe fi 
| _ Format 4 
ADD —0000 , SUB — 1000 
. CMP —0001 ADDR —1001 
BIC —0010. AND —1010 
ADDC —0100 SUBC 1100 
MOV —0101 TBIT —1101 
OR —0110 XOR —1110 
16)15 
BE SS 
‘Format 5 
MOVS ‘—0000 SETCFG —0010 
CMPS —0001 SKPS —0011 


230 ety : 


Format 7 
MOVM ~ ~0000 MUL — 1000 
CMPM —0001 ME! —1001 
INSS 0010 Trap (UND) —1010 
EXTS —0011 DEI —1011 
MOVXBW . —0100 QUO —1100 — 
MOVZBW ~—0101 REM —1101 . 
-MOVZiD —0110 MOD —1110 
MOVXiD —-0111 DIV oe he 





Format 8 
EXT —0 00 _ INDEX .* ~100 
CVTP -001 FFS —101 
INS —0 10 
CHECK —-0 11 
MOVSU —110, reg = 001 
MOVUS —110, reg =011 
23 16115 
Por el pari 
Format 9 
MOVif —000 ROUND > —100 
LFSR —001 ~ TRUNC —101 
MOVLF —010 SFSR —110 
MOVFL O11 FLOOR —111 
et ee 0 
| Format 10 
Trap (UND) Always | 
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Format 11 
ADDF === -0000~Sté«éiI —1000 
MOVE ~ —0001 — Trap(UND) -—1010 
_CMPf -—0010 Trap (UND) —1011° 
SUBf —0100 MULf —1100 
NEGf —0101 ABSf —1101. 
Trap (UND) -—0110 Trap (UND)  -—1110 
Trap (UND) —0111_ Trap (UND) —1111 
7 0 


1141414114170 


Format 12 


Trap (UND) Always 


S| 


7 


‘l4 001411410) 


Format 13 


Trap (UND) Always 


o 


: 23 . 16,15 8:7 


Format 14 
RDVAL 0000 LMR ~0010 


WRVAL —0001 SMR —0011 
Trap (UND) on 01XX, 1XXX | | 


Operation Word ID Byte 


Format 15 
(Custom Slave) _ 


nnn —. _ Operation Word Format 


23 1615 _ 8 
a gene | eet lel’ veri 


Format15.0 
CATSTO ~0000 LCR —- 0010 
CATST1 0001 SCR —-——-0011 


Trap (UND) on ail others 


23 16| 15 8 
0 sent | cena | op Je 


Format 15.1 | 
CCV3 ~000 CCVv2 ~ =100 
LCSR —001 CCV1 —101 
| CCV5. ~—010 ~ SCSR —110 
CCV4. —011 CCVO cal a 


23 16 415 8 
0 [sens | sone | | oe [ale 


Format 15.5 
CCALO —0000 CCAL3 — 1000 
CMOVO —0001 Trap (UND) —1010 
CCMP —0010 Trap (UND) —-—1011 
CCAL1 —0100 CCAL2 —1100 
CMOV2 —-0101_ CMOV1. —1101 
Trap (UND) -—0110 © Trap (UND)  -—1110 


Trap (UND) —0111. Trap (UND) —1111 
if nnn = 010, 011, 100, 110, 111 7 | 


then Trap (UND) Always 
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7 o | | ae 0 


foro ya alo] | xxx00110 





| | Format be | 3 : | | Format 19° 
Trap (UND) Always Trap (UND) Always 
eer 0 «Implied Immediate Encodings: | 
| jit or 11 4 0! 7 = | | 0 
Format 17 | 3s 2 
| Register Mask, appended to SAVE, ENTER 
Trap (UND) Always _ 5 
7 0 
7 0 r0 ri r2 3 tise r5 r6 7 


ae [rotolol y's! 1'9] Register Mask, appended to RESTORE, EXIT 


| _ | | Format 18 © | a ag : 0 


Offset/Length Modifier appended to INSS, EXTS 
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PERIPH. CYCLE 


XCTAL2 
READY 


Cc 
XCTAL1 





NS16201 
TCcu 





(ADDR. DECODED OR STRAPPED) © 





| WAIT REQUESTS 












ADDRESS 












ints{ q eee NS16032. ADDRESS _ BUS 
CPU | ~ LATCH/ | 
BUFFER (24) 
- ADDR/DATA 
(24) DDIN 
ADDR/DATA 
MULTIPLEXED 
BUS 
mae! DATA 
SPC . 
-STO-ST1 MULTIPLEXED DATA BUS 
. BUS 
Pee MEMORY/ (16) (16) 
PERIPHERALS | ene * 2 
DATA BUFFERS 
_ §TATUS 
queisose-72 : 


FIGURE B-1. System Connection Diagram. 





suonseb6ns Gujoeyia}u ‘g XIpueddy 


ORDERING INFORMATION | -NSX16 Ss Cross Software Package (VAX/VMS) 
NS16032D-6 NS16032D-4 _ _SFW-90-A010 Cross Software Package | 
NS16032N-6 NS16032N-4 (STARPLEX II™) 


| DEVELOPMENT TOOLS ORDERING INFORMATION NS-iSE-16 —_In-System Emulator (VAX/VMS) 
DB16000 Evaluation Board SPM-90-A1632 In-System Emulator (STARPLEX Il) 


= mc 


| Physical Dimensions inches (millimeters) 


24H , 
(61.82) 32)" 
a 47 46 45 4 43 «42 ay 40 39 38 37 36 36 4. R vu 30° 2 2B 27 2 8 


— — — — J — — — — — — cl — — — — — — — — — — — J 









(14.73) 73) (15.49) 
MAX MAX 








/- NO, TIDENT 


1 2 3 4 5 6 ? 8 3 10 1 12 13 14 15 16 7B 19 20 21 22 230024 








= 0.110-0.200 
| 0.670 {2.794—5.080) 
| (17.018) | 


MAX 





0.045 
——__ MAX TYP 
— (1.143), 3) 7 


0.008-—0.015 
(0.203-0.381) 


ie 0.590-0.620 see 


(14 nae xg 75) TYP 


0.030-0.060 
(0.762--1.524) 



















LEADS 
VERTICAL 


TYP, 














| om 0.100 ber 0.015-0.023 | 
SE - Le “26a ‘YP —||- owicote . SEATINGPLANE oc 
TYP ‘ 
Ceramic Dual-In-Line Package (D) am 
NS patree: D48A 








0.550 + 0.005 0.062 
(13.97+0.127) (1.574) 
RAD 





PIN NO. 1 








nN eo 2 ee 
Ly tz) (3) 14 Cs) bey Ly 18h Lay tol tap fee} [pay fash [asp [ne] faz} tas] [asl [aol faa] [aet [23} [24] 
0.060 
(1.524) 
0.030 
(0.762) 
0.600 — 0.620 MAX 0.130 + 0.005 
(15.24 15.74) . 1 | (3.302 p 127) 

















WA emis tRANATALALAAAAAAOAAICa 


0.580 (0.508) 9.050 + 0.015 __ 0.018 0.003, 0.050 
MIN ae ~~ (1.27 0.381) mas a = ar —~ (¢.457 20.076) | (a7 YP 


0.009 — 0.015 , (3.175) ay 
_ (0.229 ~ 0.381) ; MIN 


aes +O Ne | 
(15.08 +9835) _ Molded Dual-In-Line Package (N) 
: : _ NS Package N48A 








(14.73} wie 





nanny 
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National = 
Semiconductor 


NS16032-10 
High-Performance Microprocessor 


General Description Features 


The NS16032 functions as a central processing unit(CPU) 32-bit Architecture and Implementation 

in National Semiconductor's NS16000™ microprocessor 16-MByte Uniform Addressing Space 

family. It has been designed to optimally support micro-. i 

processor users who need the ability to use a large ™ Powerful InstructionSet = 

addressing space for large programs and/or large data — General 2-Address Capability 
| structures. Because large programs must realistically be — Very High Degree of Symmetry 

generated and maintained in high-level languages, the — Addressing Modes Optimized for Baa -Level 

NS16000 architecture provides for very efficient compila- Language References 

tion while remaining easy to program at the assembler | High -Speed XMOS™ an ee 

level for optimizations. NS16000 architecture provides 
| for full virtual memory capability, in conjunction with 

with the NS16082 Memory Management Unit (MMU). High ™ 48-pin Dual-in-Line Package 
| performance floating-point instructions are Be 

with the NS16081 Floating-Point Unit ee): 


Single 5V Supply 





NS16032 CPU Block Diagram 


ADD/DATA CONTROLS & STATUS 
a DATA | 
BUS INTERFACE CONTROL | 


INSTRUCTIONS | 16 | | ae: 
MICROCODE ROM 
AND 


aes 

Ss) esyte CONTROL LOGIC 
| QUEUE 
ee = 

Sees 

Bias 

ae el 

16 
INSTRUCTION 


DECODER 


CITT 


DISPLACEMENT AND 
CFG REGISTER 


IMMEDIATE EXTRACTOR 


Mi 


32-BIT INTERNAL BUS 





REGISTER SET 


INTBASE 


WORKING 
REGISTERS . 





Pt 


: TLICI5490-1 


Absolute Maximum Ratings | 


Temperature under bias ' 0°C to +70°C 
Storage Temperature —65°C to +150°C 
All input or output voltages with . 

respecttoGND | 3 -0.5V to+7V 
Power Dissipation | | 1.5 Watt 


Note: Absolute maximum ratings indicate limits beyond which 
permanent damage may occur. Continuous operation at these 
limits is not intended; operation should be limited to those condi- 
tions specified under DC Electrical Characteristics. 


DC Electrical Characteristics: 1, = 0 to +70°C, Voc = 5V +5%, GND = OV 


Symbol - Parameter 


| Conditions 


Yeu? | <Trpoteat egtng sclera - 
‘Vou | Logical1 Output Voltage =| Io = -400pA > ae 
Vo. | LogicalO Output Voltage = 
ite Vin = 0.4V, AT/SPC in input mode 


| 
OO; N 
mm}; © 


Vec—0 


3} 
ay 
2 
< 
2 
ve) 
+ 
© 
on 


4 
5 








oO 


: NO 
mn eS 


0 










0-< Vin <Voc, All inputs except 
PHI1, PHI2, AT/SPC | 





nN a" 
a) 


o 


| Input Load Current 


| lojorr)| Output Leakage Current | 0.4<Vout <Vcc - 20 


a tL 
loc © Active Supply Current lour=0, Ta=25°C E 


18 300 
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1 NS16032 Pin Descriptions | 

The following is a brief description of all NS16032 pins. 
The descriptions reference portions of the Functional 
Description, Section 3. | 

1.1 SUPPLIES. 

Power (Voc): +5V Positive Supply. Sec. 3.1. 


Logic Ground (GNDL): Ground Igigrenice for on-chip 
logic. Sec. 3.1 


Buffer Ground (GNDB): Ground reference for on-chip 
drivers connected to output pins. Sec. 3.1. 


1 3 OUTPUT SIGNALS ~ 


Address Bits 16-23 (A16-A23): Active nigh These are 


_ the most significant 8 bits of the memory address bus. 


Sec. 3.4. 


Address Strobe (ADS): Active low. Controls address 


latches; indicates start of a bus cycle. Sec. 3.4. 


Data Direction In (DDIN): Active low. Status signal 


indicating direction of data transfer aunng a bus cycle. 
Sec. 3.4. 


High Byte Enable (HBE): Active iow Status signal 


~ enabling transfer on the most-significant byte of the 


Back-Bias Generator (BBG): Output of on-chip sub- _ 


strate voltage generator. Sec. 3.1. 


4.2 INPUT SIGNALS 


CIOChS eres PHI2): Two- -phase clocking signals. Sec. 


3.2. 
Ready (RDY): Active high. While RDY is inactive, the 


CPU extends the current bus cycle to provide for a_ 


slower memory or peripheral reference. Upon detecting 
RDY active, the CPU terminates the bus ee Sec. 
3.4.1. | 


Hold Request (HOLD): Active low. Causes the CPU to 
release the bus for DMA or a purposes. 
Sec. 3.6. 


Interrupt (INT): Active low. Maskable Interrupt request. 
Sec. 3.8. 


:Non-Maskable Interrupt (NMI): Active low. Non- Mask- 
‘able Interrupt request. Sec. 3.8. 


Reset/Abort (RST/ABT): Netwe low. if held active for 
one clock cycle and released, this pin causes an Abort 
Command, Sec. 3.5.4. If held longer, it initiates a Reset, 
Sec. 3.3. | 


Connection Diagram - 


VCC 
A23 

INT 

NMI 

ILO 

STO 

ST1 

ST2 
ST3 
PFS 
DDIN 
ADS 
u/S 
AT/SPC 
RST/ABT 
DS/FLT . 
HBE 
HLDA 
HOLD 
BBG. 
RDY 
PHI2. 
PHI1 
GNDB 


OnNOnNek wn =f 


NS 16032 


CPU 





TLIG/5490-2 


Data Bus. Sec. 3.4; Sec. 3.4.3. | 
Status (STO-ST3): Active high. Bus cycle status code, 


_ STO least significant. Sec. 3.4.2. Encodings are: 


0000 — Idle: CPU Inactive on Bus. 

0001 — Idle: WAIT Instruction. 

0010 — (Reserved) 

0011 — Idle: Waiting for Slave. 

0100 — Interrupt Acknowledge, . Master. 
0101 — Interrupt Acknowledge, Cascaded. 
0110 — End of Interrupt, Master. 

0111 — End of Interrupt, Cascaded. 
1000.— Sequential Instruction Fetch. 

1001 — Non-Sequential Instruction Fetch. — 
1010 — Data Transfer. | | 

1011 — Read Read-Modify-Write Operand. | 
1100 — Read for Effective Address. 

1101 — Transfer Slave Operand. 

1110 — Read Slave Status Word. 

APs Eipaacast DiBve ID. 


Hold Acknowledge (AUDA DA): Active low. Applied by the 


CPU in response to HOLD input, indicating that the bus 
has been released for DMA or PUiprocessINg pur- 


poses. Sec. 3.6. 


User/Supervisor (u/S): User or Supervisor Mode 
status. Sec. 3.7. High state indicates User Mode, low 
indicates Supervisor Mode. Sec. 3.7. 


Interlocked Operation (ILO): Active low. Indicates that 
an interlocked instruction is being executed. Sec. 3.7. 


Program Flow Status (PFS): Active low. Pulse indi- 


cates beginning of an instruction execution. Sec. 3.7. 


1.4 INPUT-OUTPUT SIGNALS 


_ Address/Data 0-15 (ADO-AD15): Active high. Multi- 


plexed Address/Data information. Bit 0 is the least sig- 
nificant bit of each. Sec. 3.4. 


_ Address Translation / Slave Processor Control (AT/ | 


SPC): Active low. Used by the CPU as the data strobe 
output for Slave Processor transfers; used by Slave 
Processors to acknowledge completion of an instruc- 
tion. Sec. 3.4.6; Sec. 3.9. Sampled on trailing edge of 
Reset pulse as Address Translation Strap. Sec. 3.5.1. 


Data Strobe/Float (DS/FLT): Active low. Data Strobe " 
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output, Sec. 3.4, or Float Command input, Sec. 3.5.3. 
Pin function is selected on AT/SPG pin, Sec. 3.5.1. 


2. Architectural Description 
2.1. PROGRAMMING MODEL 


The NS16000 architecture includes 16 registers on the 
NS 16032 CPU. 7 
| DEDICATED 


32 





PROGRAM COUNTER | PC 


STATIC BASE | SB 


FRAME POINTER | FP 


USER STACK PTR. | SP1 


\. 


INTBASE 


INTERRUPT STACK PTR. | SPO 


INTERRUPT BASE 


4 
c 
o 
oa 
eo 
rs] 
_o@ : 


PSR 


STATUS _ MODULE 


i 
o 
o 


GENERAL 


———___ —— 2 —_——_—-———“> 


RO. 


R1 


R2 


R3 


-R4 


RS 


R6 


R7 


FIGURE 2-1. The General and Dedicated Registers. 


2.1.1 General Purpose Registers 


There are eight registers for meeting high speed general 
storage requirements, such as holding temporary vari- 
ables and addresses. The general purpose registers are 
free for any use by the programmer. They are thirty-two 
bits in length. If a general register is specified for an 
operand that is eight or sixteen bits long, only the low 
part of the register is used; the high part is not refer- 
enced or modified. — _ , | ! 


2.1.2 Dedicated Registers 


The eight dedicated registers of the NS16032 are as- 
_ signed specific functions. | 


PC: The PROGRAM COUNTER register is a pointer to 
the first byte of the instruction currently being executed. 
The PC is used to reference memory in the program 
section. (In the NS16032 the upper eight bits of this 
register are always zero.) | a 7 


SPO, SP1: The SPO register points to the lowest address 
of the last item stored on the INTERRUPT STACK. This 
stack is normally used only by the operating system. Itis 
used primarily for storing temporary data, and holding 
return information for operating system subroutines and 
interrupt and trap service routines. The SP1 register 
points to the lowest address of the last item stored on 
the USER STACK. This stack is used by normal user 
programs to hold temporary data and subroutine return 
information. : | 


In this document, reference is made to the SP register. 
The terms “SP register” or “SP” refer to either SPO or 
SP1, depending on the setting of the S bit in the PSR 
register. If the S bit in the PSR is 0 then SP refers to SPO. 
If the S bit in the PSR is 1 then SP refers to SP1. (In the 
NS16032 the upper eight bits of these registers are 
always zero). | 


Stacks in the NS16000 family grow downward in mem- 


FP: The FRAME POINTER register is used by a proce- 


_ dure to access parameters and local variables on the 


stack. The FP register is set up on procedure entry with 
the ENTER instruction and restored on procedure termi- 


nation with the EXIT instruction. 


The frame pointer holds the address in memory occu- . 
pied by the old contents of the frame pointer. (In the 
NS16032 the upper eight bits of this register are 
always zero.) | 


‘SB: The STATIC BASE register points to the global 


variables of a software module. This register is used to 
support relocatable global variables for software mod- 
ules. The SB register holds the lowest address in memory 
occupied by the global variables of a module. (In the 
tel the upper eight bits of this register are always 
zero. 


_INTBASE: The INTERRUPT BASE register holds the 


address of the dispatch table for interrupts and traps 


(Sec. 3.8). The INTBASE register holds the lowest 


address in memory occupied by the dispatch table. (In 


the NS16032 the upper eight bits of this register are 


always zero.) 


MOD: The MODULE register holds the address of the 
module descriptor of the currently executing software 
module. The MOD register is sixteen bits long, therefore 
the module table must be contained within the first 64K 
bytes of memory. 


PSR: The PROCESSOR STATUS REGISTER (PSR) 


_ holds the status codes for the NS 16032 microprocessor. 


ory. A Push operation pre-decrements the Stack Pointer © 


by the operand length. A Pop operation post-increments _ 


the Stack Pointer by the operand length. 


The PSR is sixteen bits long, divided into two eight-bit 

halves. The low order eight bits are accessible to all. 
programs, but the high order eight bits are accessible 
only to programs executing in Supervisor Mode. 


15 817 0 
XXX Pee here 
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FIGURE 2-2. Processor Status Register. | 
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C: The Cc bit indicates that a carry or. borrow 
occurred after an addition or subtraction instruc- 
tion. It can be used with the ADDC and SUBC 
instructions to perform multiple-precision integer 
arithmetic calculations. It may have a setting of 0 
(no carry or borrow) or 1 (carry or borrow). 


T: The T bit causes program tracing. If this bit is a 1, 
aTRC trap is executed after every instruction 
(Sec. 3.8.5). 


-L: The L bit is altered by comparison instructions. Ina 
comparison instruction the L bit is set to “1” if the 
second operand is less than the first operand, when 
both operands are interpreted as unsigned integers. 

- Otherwise, it is set to “O”. In Floating Point compari- 

sons, this bit i is always cleared. 


F: The F bit is ageneral condition flag, whichi is altered 
by many instructions (e.g., integer arithmetic instruc- 
tions use it to indicate overflow). 


Z: The Z bit is altered by comparison instructions. Ina 
comparison instruction the Z bit is set to “1” if the 
second operand is equal to the first operand; other- 
wise itis set to “0” 


_N: The N bit is altered by comparison instructions. Ina 
comparison instruction the N bit is set to “1” if the 


second operand is less than the first operand, when | 


both operands are interpreted as signed integers. 
Otherwise, it is set to “0” 


U: If the U bit is “1” no privileged instructions may be 
executed. If the U bit is “O” then all instructions may 
be executed. When U = 0 the NS 16032 is said to be in 
Supervisor Mode; when U = 1 the NS16032 is said to 
be in User Mode. A User Mode program is restricted 
from executing certain instructions and accessing 
certain registers which could interfere with the operat- 
ing system. For example, a User Mode program is 
prevented from changing the setting of the flag used 


to indicate its own privilege mode. A Supervisor Mode. 


program is assumed to be a trusted part of the operat- 
ing system, hence it has no such restrictions. 


S: The S bit specifies whether the SPO register or SP 1 
register is used as the stack pointer. The bit is auto- 
matically cleared on interrupts and traps. It may have 


a setting of 0 (use ne SP0 register) or 1 (use the SP1 


register). 


P: The P bit epiavenis a TRC trap from occurring more 
than once for an instruction (Sec. 3.8.5). It may have a 
setting of 0 (no trace pending) or 1 (trace pending). 


Ae LS 


enavice are not affected PY this bit. 


2.1.3 The Configuration Register (CFG) 


Within the Control section of the NS16032 CPU is the 
four-bit CFG Register, which declares the presence of 
certain external devices. It is referenced by only one 
instruction, SETCFG, which is intended to be executed 
only as part of system. initialization after reset. The for- 
mat of the CFG Register is shown in Figure 2-3. 


1, then all interrupts will be accepted (Sec. ) 
3.8). If | = 0, only the NMI interrupt is aecened: Trap. 
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FIGURE 2-3. CFG Register. 


‘The CFG I bit declares the presence of external interrupt 


vectoring circuitry (specifically, the NS16202 Interrupt 
Control Unit). If the CFG | bit is set, interrupts requested 
through the INT pin are “Vectored.” If it is clear, these 
interrupts are ‘“Non- Vectored.’ See Sec. 3.8. — 


The F, M and C bits declare the presence of the FPU, | 
MMU and Custom Slave Processors. If these bits are 
not set, the corresponding | instructions are trapped as. 
being undefined. | 


2.1.4 Memory Organization 


The main memory of the NS16032 is a unliony linear 
address space. Memory locations are numbered sequen- 
tially starting at zero and ending at 2° — 1. The number 
specifying a memory location is called an address. The 
contents.of each memory location is a byte consisting of 
eight bits. Unless otherwise noted, diagrams in this 
document show data stored in memory with the lowest 
address on the right and the highest address on the lett. 
Also, when data is shown vertically, the lowest address 
is at the top of a diagram and the highest address at the 
bottom of the diagram. When bits are numbered in a 
diagram, the least significant bit is given the number 
zero, and is shown at the right of the diagram. Bits are 
numbered in increasing significance and toward the left. 


A 
Byte at Address A 


Two contiguous bytes are called a word. Except where 
noted (Sec. 2.2.1), the least significant byte of a word is 
stored at the lower address, and the most significant 
byte of the word is stored at the next higher address. In 
memory, the address of a word is the address of its least 
significant byte, and a word may start at any address. 


15 MSB’s 87 LSB’s 0 


A+1 A 
Word at Address A. 


Two contiguous words are called a double word. Ex- 
cept where noted (Sec. 2.2.1), the least significant 
word of a double word is stored at the lowest address 
and the most significant word of the double word is 
stored at the address two greater. In memory, the 
address of a double word is the address of its least 
significant byte, and a double word may start at any 
address. | 


A+3 A+2 A+1. oA 


Double Word at Address A> 


Although memory is addressed as bytes, it is actually 
organized as words. Therefore, words and double 


words that are aligned to start at even addresses (mul- 


tiples of two) are accessed more quickly than words 
and double words that are not so aligned. 


2.1.5 Dedicated Tables 


Two of the NS16032 dedicated registers (MOD and 
INTBASE) serve as pointers to dedicated tables in 
memory. 


The INTBASE register points to the: iniettigi Dispatch 
and Cascade tables. These are described in Sec. 3.8. 


The MOD register contains a pointer into the Module 
Table, whose entries are called Module Descriptors. A 
Module Descriptor contains four pointers, three of which 
are used by the NS 16032. At any point in time, the MOD 
register contains the address of the Module Descriptor 
for the currently running module. It is automatically up- 
dated by the Call External OREO. instructions (CXP 
and CXPD). 7 


The format of a Module Descriptor is shown in Figure 
2-4. The Static Base entry contains the address of 
static data assigned to the running module. It is 
loaded into the CPU Static Base register by the CXP 
and CXPD instructions. The Program Base entry con- 
tains the address of the first byte of instruction code in 
the module. Since a module may have multiple entry 
points, the Program Base pointer serves only as a ret- 
erence to find them. 










| 31 o| 
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FIGURE 2-4. Module Descriptor Format. 


OPTIONAL 
EXTENSIONS 





_ IMPLIED 
IMMEDIATE 
OPERAND(S) | 








The Link Table Address points to the Link Table for the — 


currently running module. The Link Table provides the 


information needed for: 


1) Sharing variables between modules. Such variables 
are accessed through the ye Table via the External 
addressing mode. 


2) Transferring control from one module to another.. 
This is done via the Call External Procedure ea) 
instruction. 


The format of a Link Table is given in re 2-5. A Link 
Table Entry for an external variable contains the 32-bit 
address of that variable. An entry for an external proce- 
dure contains two 16-bit fields: Module and Offset. The 
Module field contains the new MOD register contents for 
the module being entered. The Offset field is an unsigned 
number giving the position of the entry point relative to 
the new module's Program Base pointer. 


For further details of the functions of these tables, see 
the NS16000 Programmer’s Manual. 







ENTRY (3! 
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FIGURE 2-5. A Sample Link Table. 






(VARIABLE) 
(VARIABLE) 


(PROCEDURE) 





2.2 INSTRUCTION SET 
2.2.1 General Instruction Format 


Figure 2-6 shows the general format of an NS16000 
instruction. The Basic Instruction is one to three bytes 
long and contains the Opcode and up to two 5-bit General | 


| Addressing Mode (‘Gen’) fields. Following the Basic 


Instruction field is a set of optional extensions, which 
may appear depending on the instruction and the ad- 
dressing modes selected. 


BASIC 
‘ INSTRUCTION 


OPCODE 
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FIGURE 2-6. General Instruction Format. 
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he index Bytes appear when either or both Gen fields spec- | 


ify Scaled Index. In this case, the Gen field specifies 
only the Scale Factor (1, 2, 4 or 8), and the Index Byte 


specifies which General Purpose Register to use as the _ 


index, and which addressing mode caiculation to per- 
| form before Incoxig: See rune 2-7. 


GEN. ADDR. MODE 
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FIGURE 2-7. Index Byte Format. 


“Following 
(addressing constants) or immediate values associated 


Index Bytes come any displacements j. 


with the selected addressing modes. Each Disp/Imm ~ | 


‘field may contain one. or two displacements, or one 
immediate value. The size of a Displacement field is 
encoded within the top bits of that field, as shown in 
Figure 2-8, with the remaining bits interpreted as a signed 
(two's complement) value. The size of an immediate 
value is determined from the Opcode field. Both Dis- 


placement and Immediate fields are stored most-signi- — 


ficant byte first. Note that this is backward from the usual — 


memory representation of data (Sec. 2.1.4). 


Some instructions require additional, “implied” immedi- 


~ ates and/or displacements, apart from those associated | 


with addressing modes. Any such extensions appear at 

the end of the instruction, in the order that they appear 
within the list of operands in the instruction definition 
(Sec. 2.2.3). 


2.2.2 Addressing Modes 


The NS16032 CPU generally accesses an operand by 
calculating its Effective Address based on information 


available when the operand is to be accessed. The 


| ~ method to be used in performing this calculation is spe- 
cified by the programmer as an “addressing mode” 


Addressing modes in the NS16032 are designed to 


_ optimally support high-level language accesses to vari- __ 


ables. In nearly all cases, a variable access requires 
only one addressing mode, within the instruction that 
acts upon that variable. Extraneous data movement is 
therefore minimized. 


NS16032 Addressing Modes fal into nine basic types: 


Register: The operand is available in one of the eight 
General Purpose Registers. In certain Slave Processor 


SIGNED DISPLACEMENT 








_WORD DISPLACEMENT: RANGE —8192 TO +8191 





DOUBLE WORD DISPLACEMENT: RANGE fENTIBE ADDRESSING SPACE) 
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FIGURE 2-8. Displacement Encodings. 


Memory Relative: A pointer variable is found within the 
memory space pointed toby the SP, SBorFPregister.A | 
displacement is added to that pointer to generale the — 
Effective Address of the operand. 7 7 


immediate: The operand i is encoded within the instruc- 
tion. This addressing mode is not allowed if the operand 
is to be written. 7 


Absolute: The address of the operand is specified by a 
displacement field in the instruction. | 


External: A pointer value i is read froma specified entry 


_of the current Link Table. To this pointer value is added a 


displacement, yielding the Effective Address of the 
operand. | 


Top of Stack: The currently-selected Stack Pointer 
~ (SPO or SP1) specifies the location of the operand. The 


instructions, an auxiliary set of eight legislate may be 


referenced instead. 


Register Relative: A General Burgess Register con- 
tains an address to which is added a displacement value 
from the instruction, yielding the Effective Address of 
the operand in memory. 


Memory Space: Identical to Register Relative above, 
except that the register used is one of the dedicated 
registers PC, SP, SB or FP. These registers point to data 
areas generally needed by high-level languages. | 


operand is pushed or popped, pee on whether it 
is written or read. ‘ : 


Scaled Index: Although encoded as an 1 addressing | 
mode, Scaled Indexing is an option on any addressing — 
mode except Immediate or another Scaled Index. It has 
the effect of calculating an Effective Address, then multi- 
plying any General Purpose Register by 1, 2, 4 or 8and 


~ adding it into the total, yielding the final Effective Address 
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of the operand. 


Table 2-1 is a brief summary of the addressing modes. 
For a complete description of their actions, see the 
Programmer’s Manual. 





ENCODING | 
Register 
00000 
00001 

00010 

00011 
00100 
00101 

00110 

00111 


Register Relative 
01000 
01001 
01010 
01011 
01100 
01101. 
01110 
01111 


Memory Relative 
10000 

~ 10001 
~ 10010 


Reserved 
10011 


| Immediate 
~ 10100 


Absolute 
— 10101 


External 
10110 | 


| Top of Stack 
10111 


Memory Space 
11000 

11001 

11010 | 

11011 


~ Scaled Index 
11100 | 
11101 

11110 

11111 


TABLE 2-1. 


NS.16032 Addressing Modes 


MODE 


Register 0 
Register 1 
Register 2 
Register 3 
Register 4 
Register 5 
Register 6 
Register 7 


Register 0 relative 
Register 1 relative 
Register 2 relative 
Register 3.relative 
Register 4 relative 
Register 5 relative 


Register 6 relative 


Register 7 relative 


Frame memory relative 
Stack memory relative 


Static memory relative 


_ (Reserved for Future Use) 


~ Immediate 


Absolute 


| External | 


Top of stack 


Frame memory 
Stack memory 
Static memory 
Program memory 


Index, bytes 

index, words 

Index, double words 
Index, quad words 


ASSEMBLER SYNTAX 


RO or FO 
R1 or F1 
R2 or F2 
R3orF3 
R4orF4 - 
R5orF5 
R6orF6 . 
R7 or F7 


disp(RO) 
disp(R1) | 
disp(R2) 
disp(R3) 
disp(R4) 
disp(R5). 


-disp(R6) 


disp(R7) 


- disp2(disp1(FP)) 
_ disp2(disp1(SP)) 


disp2(disp1(SB)) 


value — 


—@disp 


EXT (disp1)+disp2_ 


TOS 


disp(FP) 
disp(SP) 
disp(SB) 
* + disp, 


. mode[Rn:B] 


mode[Rn:W] 
mode[Rn:D} 
mode[Rn:Q] 
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EFFECTIVE ADDRESS 


None: Operand is in the specified 
register. 


Disp + Register. 


 Disp2 + Pointer: Pointer found at _ 
_ address Disp1 + Register. “SP” — 


is either SPO or SP1, as selected 
in PSR. 


None: Operand is input from 
instruction queue. 


Disp. 


Disp2 + Pointer; Pointer is found 
at Link Table Entry number Disp 1. 


Top of current stack, using either. 
User or Interrupt Stack Pointer, 
as selected in PSR. Automatic © 


- Push/Pop included. | 


Disp + Register; “SP” is either 
SPO or SP1, as selected in PSR. 


EA (mode) + Rn. | 
EA (mode) + 2 x Rn. 


~ EA (mode) + 4x Rn. 
_ EA (mode) + 8x Rn. 


“Mode” and “‘n” are contained 


within the Index Byte. 
EA (mode) denotes the effective 


address generated using mode. 


2. 2.3 “Instruction Set Summary 


Table 2-2 presents a brief description of the NS16032 _ 


instruction set. The Format column refers to the 
Instruction Format tables (Appendix A). The Instruc- 
tion column gives the instruction as coded in assem- 
_ bly language, and the Description column provides a 


short description of the function provided by that. 


instruction. Further details of the exact operations per- 
formed by each instruction may be found in the Pro- 
grammer’s Manual. 


Notations: 


i = Integer length suffix: B = Byte 
W = Word 
D = Double Word 


i= Floating Point length suffix: F = Standard Floating — 


L = Long Floating 


gen = General apeeoe Any ore mode can be 


specitied. 


‘short = } 
| Instruction (see Appendix A for encodings). 


A 4bit value encoded within the Basic 


imm = Implied immediate operand. An 8-bit value 


_ appended after any addressing extensions. 


disp = Displacement (addressing se 8, 16 or 32 


bits. All three lengths legal. 


reg = Any General Purpose Register: RO- RZ. 
areg = Any Dedicated/Address Register: SP, SB, FP, 


MOD, INTBASE, PSR, US (bottom 8 PSR bits). 


mreg 


Any Memory Management Status/Control 
Register. | 


-. creg = A Custom Slave Processor Register (Implemen- 
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tation Dependent). 


cond = Any condition code, encoded as a 4-bit field 
within the Basic Instruction (see Appendix A for — 
encodings). | 


MOVES . 


Format 


 PNNNNN DD 


| Operation 


MOVi 
MOVQi 
MOVMi 
MOVZBW 
MOVZiD 
MOVXBW 
MOVXiD 


_ ADDR 


INTEGER ARITHMETIC 


Format 


NNNNNNNOOA HANDY LH 


Operation 


ADDi 
ADDQi 
ADDCi 
SUBi 
SUBCi 
NEGi 
ABSi 
MULi 
QUO} 
REMi | 
DIVi 
MODi 
MEli 


- DEli 


~ PACKED DECIMAL (BCD) 


Format 


6 
6 


Operation 


ADDPi 


SUBPi 


INTEGER COMPARISON 


Format 
4 
2 
7 


Operation 
CMPi 
CMPQi 
CMPMi 


LOGICAL AND BOOLEAN 


Format 


NOOAADAAD 


Operation 


ANDi 
ORi 
BICi - 
XORi 
COMi 
NOTi 
Scondi 


TABLE 2-2. 


NS16032 Instruction Set Summary 


Operands — 


gen,gen 


short,gen 
gen,gen,disp 


gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen | 


Operands 


gen,gen 
short,gen 
gen,gen 
gen,gen — 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


Operands 
gen,gen 


“gen,gen 


Operands 


gen,gen 
short,gen 


gen,gen,disp 


Operands 
gen,gen 


-gen,gen 


gen,gen 
gen,gen » 
gen,gen 
gen,gen 
gen 


Description 


Move a value. 


Extend and move a 4- bit constant. 
Move Multiple: disp bytes. 
Move with zero extension. 
Move with zero extension. 
Move with sign extension. 


_ Move with sign extension. 


Move Effective Address. 


Description. 

Add. | 

Add 4-bit constant. 

Add with carry. 

Subtract. 

Subtract with carry (borrow). 
Negate (2’s complement). 
Take absolute value. 

Multiply. | | 

Divide, rounding toward zero. 
Remainder from QUO. 
Divide, rounding down. 
Remainder from DIV (Modulus). 
Multiply to Extended Integer. 
Divide Extended Integer. 


Description 


Add Packed. 
Subtract Packed. 


Description 


Compare. | 
Compare to 4-bit constant. 
Compare Multiple: disp bytes. 


Description 
Logical AND. 


Logical OR. 


Clear selected bits. 

Logical Exclusive OR. 

Complement all bits. 

Boolean complement: LSB only. 

Save condition code (cond) as a Boolean variable of size i. 
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Description 


Format Operation Operands 
6 LSHi. gen,gen Logical Shift, left or right. 
6 ASHi — gen,gen Arithmetic Shift, left or right. 
6 ROTi — gen,gen Rotate, left or right. 
‘BITS | | 
Format Operation Operands Description | 
4 TBITi gen,gen Test bit. | 
6 SBITi gen,gen Test and set bit. | 
6 ‘SBITIi gen,gen Test and set bit, interlocked. 
6 CBITi gen,gen Test and clear bit. _ 7 
6 CBITIi gen,gen Test and clear bit, interlocked. 
6 IBITi gen,gen Test and invert bit. | 
8 FFSi gen,gen - Find first set bit. 
BIT FIELDS | 


Bit fields are values in memory which are not aligned to byte boundaries. Examples are PACKED arrays and records used 
_ in Pascal. “Extract” instructions read and align a bit field. “Insert” instructions write a bit field from an aligned source. 


| Format 


Operation Operands Description 

8 EXTi reg,gen,gen,disp —_ Extract bit field(array oriented). 

8 INSi reg,gen,gen,disp _ Insert bit field (array oriented). 

7 EXTSi gen,gen,imm,imm Extract bit field (short form). 

7 INSSi gen,gen,imm,imm__ Insert bit field (short form). 

8 | CVTP reg,gen,gen Convert to Bit Field Pointer. 

ARRAYS | 

Format Operation Operands Description 

8 | CHECKi reg,gen,gen Index bounds check. 

8 INDEXi reg,gen,gen Recursive indexing step for multiple-dimensional arrays. 
STRINGS 


Options on all string instructions are: 

B (Backward): Decrement string pointers after each 
R4 — Comparison Value ef a Step rather than incrementing. 

R3 — Translation Table Pointer »  .U (Until match): End instruction if String 1 entry 


R2 - String 2 Pointer | matchesR4. 
R1- String 1 Pointer W (While match): End instruction if String 1 entry does 


RO — Limit Count not match R4. 


String instructions assign specific functions to the Gen- : 
eral Purpose Registers: 


All string instructions end when RO decrements to zero. 


Format Operation Operands Description 
5 MOVSi options Move String 1 to String 2. | 
| MOVST options _ Move string, translating bytes. — 
5 CMPSi_ options Compare String 1 to String 2. 
CMPST options _ Compare, translating String 1 bytes. 
5 SKPSi options Skip over String 1 entries. 
os SKPST © options 


Skip, translating bytes for Until/While. 
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JUMPS AND LINKAGE 


Format Operation Operands 
3 JUMP gen 
0 BR disp 
0 Bcond _ disp 
3 CASEI gen 
2 ACBi short,gen,disp 
3 JSR gen 
1 BSR disp 
1 CXP disp 
3 CXPD gen 
1 SVC 
1 FLAG 
1 BPT 
1 ENTER [reg list],disp 
1 EXIT [reg list] 
1 RET disp 
1 RXP disp 
1 ‘RETT disp 
1 RETI 
CPU REGISTER MANIPULATION 
Format Operation Operands 
1 SAVE {reg list] 
1 RESTORE [reg list] 
2 LPRi areg,gen 
2 SPRi areg,gen 
3 ADJSPi gen | 
3 BISPSRi gen 
3 BICPSRi gen | 
5 SETCFG foption list] 
FLOATING POINT 
Format Operation Operands 
11 MOVf gen,gen 
9 MOVLF gen,gen 
9 MOVFL gen,gen 
9 MOVif -.gen,gen 
9 ROUNDfi = gen,gen | 
9 TRUNCfTi gen,gen 
9 -FLOORTi gen,gen 
11 ADDf gen,gen 
11 SUBf -gen,gen 
11. -MULf gen,gen 
11 DIVf gen,gen 
11 CMPf gen,gen 
11 NEGf gen,gen 
11 ABSf gen,gen 
9 LFSR gen 
9 SFSR gen 
MEMORY MANAGEMENT 
Format Operation Operands. 
14 LMR mreg,gen 
614 SMR mreg,gen 
14 RDVAL gen 
14 WRVAL gen 
8 MOVSUi gen,gen 
8 MOVUSi gen,gen 


Description 


Jump. 

Branch (PC Relative). 

Conditional branch. 

Multiway branch. 

Add 4-bit constant and branch if non-zero. 

Jump to subroutine. 

Branch to subroutine. 

Call external procedure. 

Call external procedure using descriptor. 

Supervisor Call. 

Flag Trap. 

Breakpoint Trap. 

Save registers and allocate stack frame (Enter Procedure). 
Restore registers and reclaim stack frame (Exit Procedure). 
Return from subroutine. . 
Return from external procedure call. 
Return from trap. (Privileged) 
Return from interrupt. (Privileged) 


Description 


Save General Purpose Registers. 
Restore General Purpose Registers. 


‘Load Dedicated Register. (Privileged if PSR or INTBASE) 


Store Dedicated Register. (Privileged if PSR or INTBASE) 
Adjust Stack Pointer. 


Set selected bits in PSR. (Privileged if not Byte length) 


Clear selected bits in PSR. (Privileged if not Byte length) 
Set Configuration Register. (Privileged) 


Description 


Move a Floating Point value. 

Move and shorten a Long value to Standard. 
Move and lengthen a Standard value to Long. 
Convert any integer to Standard or Long Floating. 
Convert to integer by rounding. 

Convert to integer by truncating, toward zero. 
Convert to largest integer less than or equal to value. 
Add. | 

Subtract. 

Multiply. 

Divide. 

Compare. 

Negate. 

Take absolute value. 


Load FSR. 
Store FSR. 


Description 


Load Memory Management Register. (Privileged) 
Store Memory Management Register. (Privileged) 
Validate address for reading. (Privileged) 


_ Validate address for writing. (Privileged) 


Move a value from Supervisor | 
Space to User Space. (Privileged) 
Move a value from User Space 

to Supervisor Space. (Privileged) 
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MISCELLANEOUS 


Format | Operation 
1 NOP | 
1 WAIT 
1 DIA 
CUSTOM SLAVE 
Format Operation 
15.5 CCALOc 
15.5 CCAL1c 
15.5 CCAL2c 
15.5 CCAL3c 
15.5 CMOVOc 
15.5 ~CMOVi1c 
15.5 CMOV2c 
15.5 CCMPc 
615.1 CCVOci 
15.1 CCVIci - 
15.1 CCV2ci 
15.1 — CCV3ic 
15.1 CCV4DQ 
15.1 ~ CCV5QD 
15.1 LCSR 
— 15.1 _ SCSR 
15.0 CATSTO 
— 15.0 CATST1 
15.0 LCR 
15.0 


SCR 


‘Operands 


Operands 


gen,gen 


-gen,gen 


gen,gen 
gen,gen 


gen,gen 


gen,gen 


gen,gen - 


gen,gen 


gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


gen 


gen 
gen 


gen 


creg,gen 
creg,gen 


Description 


No Operation. 
Wait for interrupt. 


Diagnose. Single-byte ‘ Branch: to Self” for hardware 
breakpointing. Not for use in programming. 


Description 
Custom Calculate. 


~ Custom Move. 


Custom Compare. 


Custom Convert. 


Load Custom Status Register. 


. Store Custom Status Register. — 


Custom Address/Test. erlege?) 
(Privileged) — 


Load Custom Register. (Privileged) 


- Store Custom Register. (Privileged) 
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3 Functional Description 
3.1 POWER AND GROUNDING 


The NS16032 requires a single 5-volt power supply, 
applied on pin 48 (Vcc). See DC Specification Section. 


Grounding connections are made on two pins. Logic 


Ground (GNDL, pin 24) is the common pin for on-chip 
logic, and Buffer Ground (GNDB, pin 25) is the common 
pin for the output drivers. For optimal noise immunity, it 
is recommended that GNDL be attached through a 
single conductor directly to GNDB, and that all other 
grounding connections be made only to GNDB, as 
shown below (Figure 3-1). 


In addition to Veg and Ground, the NS16032 CPU uses 
an internally-generated negative voltage. Itis necessary 
to filter this voltage externally by attaching a pair of 


capacitors (Fig. 3-1) from the BBG pin to argane: 


Recommended values for these are: 


C,: 1 uF, Tantalum. 


C.: 1000 pF, low inductance. This should be either a 
disc or monolithic ceramic capacitor. 


OTHER GROUND 
CONNECTIONS 





TLICIS490-11 
FIGURE 3-1. Recommended Supply Connections. 


3.2 CLOCKING 
Timing Control Unit (TCU), which presents two non- 
overlapping phases of a single clock frequency. These 


phases are called PHI1 (pin 26) and PHi2 (pin 27). Their 
relationship to each other is shown in Figure 3-2. 


PHIT 





The NS 16032 inputs clocking signals from the NS16201 






Be 


=64CLOCK _ 
CYCLES 


— 250 usec 


Each positive edge of PHI1 defines a transition in the 
timing state (“T-State”) of the CPU. One T-State repre- 
sents the execution of one microinstruction within the 
CPU, and/or one step of an external bus transfer. See 
the AC Specifications (Sec. 4) for complete specifica- 


tions of PHI1 and PHI2. 


one T-STATE + 





PHI1 


PHi2 





NON-OVERLAPPING 
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FIGURE 3-2. Clock Timing Relationships. 


As the TCU presents signals with very fast transitions, it 
is recommended that the conductors carrying PHI1 and 
PHI2 be kept as short as possible, and that they not be 
connected anywhere except from the TCU to the CPU 
and, if present, the MMU. A TTL Clock signal (CTTL) is 
provided by the TCU for ali other clocking. 


3.3 RESETTING 
The RST/ABT pin serves both as a Reset for on-chip 


logic and as the Abort input for Memory-Managed sys- 


tems. For its use as the Abort Command, see Sec. 
3.5.4. 


The CPU may be reset at any time by pulling the RST/ 
ABT pin low for at least 64 clock cycles. Upon detecting 
a reset, the CPU terminates instruction processing, re- 
sets its internal logic, and clears the Program Counter 
(PC) and Processor Status Register (PSR) to all zeroes. 


On application of power, RST/ABT must be held low for 
at least 50 usec after Vcc is stable. This is to ensure that 
all on-chip voltages are completely stable before opera- 
tion. Whenever a Reset is applied, it must also remain 
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FIGURE 3-3. Power-on Reset Requirements. 





| active for not 1658 than 64 clock cycles. The trailing 


? (positive-going) edge must occur while PHI1 is high, 


and no later than 10 ns before the PHI1 trailing ecge. 
See Figures 3-3 and 3-4. 


The NS16201 Timing Control Unit (TCU) provides cir- 
 Cuitry to meet the Reset requirements of the NS16032 
CPU. Figure 3-5a shows the recommended connections 


; for anon-Memory-Managed system. Figure 3-5b shows 


_ the connections for a Memory-Managed system. 


‘Vcc 








PHI 1 


RST/ABT 






|~—— 2 64 CLOCK ——-| | 
CYCLES 





 TuCIsago14 


FIGURE 3-4. General Reset Timing. 


NS16201 NS16032 
O TCU CPU 
pese TS SeerS> 7 
1 4 | 
| Oe err ee eee x es Stat 
| RESET , > —_ — RSTi ASTO RST/ABT 
\ . 4 | o) l . 
r) | 5 | 4 | 
fe te aa te a a ee eee oe a ee oe al I : } i 
EXTERNAL RESET ee oe . | 7 
(OPTIONAL) | —— = = 50 usec. 
. a. 1 
eae Ns 
RESET SWITCH - SYSTEM RESET 
(OPTIONAL) 
i] . 
- TLACIS490-15 
FIGURE 3-5a. Recommended Reset Connections, 7 
Non-Memory-Managed System. 
Voc | 7 es 
NS16201 NS16082 - NS16032 
9 TCU MMU CPU 
paHes ee ereeee 5 “ : 
| | ' 3 : of | 
| RESET >: + — , | RSTI = ASTO RST ABT -RST/ABT 
Wace een oe ar ee a y . { | 
EXTERNAL RESET ie ee | | 
(OPTIONAL) | | =— oo a= >50 usec | 
| so 
ose 
RESET SWITCH 7 | 
TLIC/5490-16 


(OPTIONAL) 


FIGURE 3-5b. Recommended Reset Connections, 
Memory-Managed System. _ 


3.4. BUSCYCLES 
The NS16032 CPU has a strap option which defines the 


~ 3) To acknowledge an interrupt and allow external cir- 


Bus Timing Mode as either With or Without Address © 


~ Translation. This section describes only bus cycles under 


the No Address Translation option. For details of the use - 
of the strap and of bus cycles with address translation, | 


see Sec. 3.5. 


The CPU will perform a bus cycle for one of the following 
reasons: 


1) To write or read data, to or from memory or a peri- 


cuitry to provide a vector number, or to acknowledge 
completion of an interrupt service routine. 


4) To transfer information to or from a Slave Processor. 


In terms of bus timing, cases 1 through 3 above are 
identical. For timing specifications, see Sec. 4. The 
only external difference between them is the four-bit 
code placed on the Bus Status pins (STO-ST3). Slave 
Processor cycles differ in that separate control signals 


pheral interface deyice. Peripheral input and output | 


are memory- mapped in the NS16000 family. 


2) To fetch instructions into the eight-byte instruction 


queue. This happens whenever the bus would other- 
wise be idle and the queue is not already full. 


are applied (Sec. 3.4.6). 


The sequence of events in a non-Slave bus ale is 
shown below in Figure 3-7 for a Read cycle and Figure 
3-8 for a Write cycle. The cases shown assume that the 
selected memory or interface device is capable of com- 
municating with the CPU at full speed. If it is not, then 
cycle extension may be requested through the RDY line 


(Sec. 3.4.1). 
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A full- speed bus cycle is performed in four cycles of the 
PHI1 clock signal, labeled T1 through T4. Clock cycles 
not associated with a bus eycle are designated Ti (for 
“Idle”). 


During T1, the CPU applies an ere on pins ADO- 
-AD15 and, ‘Al 6-A23. It also provides a low-going pulse 


on the ADS pin, which serves the dual purpose of inform- — 


ing external circuitry that a bus cycle is starting and of 
providing control to an external latch for demultiplexing 
Address bits 0-15 from the ADO-AD15 pins. See Figure 
3-6. During this time also the status signals DDIN, indi- 
cating the direction of the transfer, and HBE, indicating 
whether the high byte (AD8- AD 15) is to be referenced, 

become valid. 


During T2 the CPU switches the Data Bus, ADO-AD15, 


to either accept or present data. Note that the signals 
A16-A23 remain valid, and need not be latched. It also 
starts the data strobe (DS), signalling the beginning of — 


the data transfer. Associated signals from the NS 16201 
Timing Control Unit are also activated at this time: RD 
(Read Strobe) or WR (Write Strobe), TSO (Timing State 
Output, indicating that T2 has been reached) and DBE 
(Data Buffer Enable). 








- ADO-AD15 


NS 16032 


A16-A23 
PHI1 PHI2. DS/FLT 


PHI1 —PHI2 ADS DDIN 


NS16201 





The T3 state provides for access time requirements, 


and it occurs at least once in a bus cycle. At the begin- 
ning of T3, on.the rising edge of the PHI1 clock, the RDY | 
(Ready) line is sampled to determine whether the bus 
cycle will be extended (Sec. 3. 4. 1). 


If the CPU is performing a Read cycle, the Data Bus © 
(ADO-AD 15) is sampled at the falling edge of PHI2 of the: 


. last T3 state. See Timing Specification, Sec. 4. Data 


must, however, be held at least until the beginning of T4. 
DS and RD are guaranteed not to go inactive before this 
point, so the rising edge of either of them may safely be 
used to disable the device providing the input data. 


The T4 state finishes the bus ites At the beginning of 
T4, the DS, RD or WR, and TSO /SO signals go inactive, and 
at the rising edge of PHI2, DBE goes inactive, having 
provided for necessary data hold times. Addresses (and 
Data during Write cycles) remain valid from the CPU 


throughout T4. Note that the Bus Status lines (STO-ST3) 


change at the beginning of T4, antici pala’ the following 


bus ee (if any). 





BUFFER 
HBE 


A0(LBE) 





TSO | 
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FIGURE 3-6. Bus Connections. 
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_ NS16032 CPU BUS SIGNALS 





FIGURE 3-8. Write Cycle Timing. 
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3. 4. 1 Cycle Extension | 


To allow sufficient strobe widths and access times for 


any speed of memory or peripheral device, the NS 16032 
_provides for extension of a bus cycle. Any type of bus 
cycle except a Slave Processor cycle can be extended. 


In Figures 3-7 and 3-8, note that during T3 all bus control 
signals from the CPU and TCU are flat. Therefore, a bus 
~ cycle canbe cleanly extended by causing the T3 state to 


The RDY pin is driven by the NS16201 Timing Control 
~ Unit, which applies WAIT States to ie ca as mequeeted 
_ onthree sets of pins: 


_ be repeated. This is the purpose of the RDY (Ready) — 


pin. 


At the end of T2 on the falling edge. of PHI 2, the RDY a 


line is sampled by the CPU. If RDY is high, the next T- 


states will be T3 and then T4, ending the bus cycle. If it 


_ is sampled low, then another T3 state will be inserted 
after the next T-state and the RDY line will again be 
sampled on the falling edge of PHI 2. Each additional 
T3 state after the first is referred to as as ‘wait state”’. 
Eee Figure 3-9. . : 


PHI 2 


RDY 


STATE: 


1) CWAIT (Continuous WAT): which holds the CPU in 
WAIT states until removed. 


2) WAIT1, WAIT2, WAIT4, WAITS (Collectively WAITn), 


which may be given a four-bit binary value requesting 
a specific number of WAIT States fromOto15. 


3) PER (Peripheral), which inserts five additional \ WAIT 
states and causes the TCU to reshape the RD and 
WR strobes. This provides the setup and hold times 


. | required by most MOS peripheral interface devices. 


Combinations of these various WAIT requests are both | 
legal and useful. For details on their use, see the 


-NS16201 Data Sheet. | 
Figure 3-10 illustrates a typical Read cycle, with two 


WAIT States requested through the TCU WAITh pins. 


STATE: 
14 
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FIGURE 3-9. RDY Pin Timing. 


3.4.2. Bus Status _ : 
The NS16032 CPU presents fate t bits of Bus Status 


information on pins STO-ST3. The various combinations 


on these pins indicate why the CPU is performing a bus 
cycle, or, if it is idle on the bus, then why itis idle. 


Referring to Figures 3-7 and 3-8, note that Bus Status 


leads the corresponding Bus Cycle, going valid one ~ 


_ clock cycle before T1, and changing to the next state at 

74. This allows the system designer to fully decode the 
Bus Status and, if desired, latch the decoded signals 
~ before ADS initiates the Bus Cycle. 


The Bus Status pins are interpreted as a four-bit value, 
with STO the least significant bit. Their values decode as 
follows: 


0000 - The bus is idle because the CPU. aces not yet . 


need access to the bus. . 


0001 — The bus is idle because the CPU is executing 
the WAIT instruction. 


0010 — (Reserved for future use.) 


0011 — The bus is idle because the CPU is waiting for 
a Slave Processor to complete an instruction. 


0100 — Interrupt Acknowledge, Master. 


The CPU is performing a Read cycle. To 


acknowledge _receipt of a Non-Maskable | 


Interrupt (on NMI) it will read from address 
| PEER s but will ignore any data provided. 
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To acknowledge receipt of a Maskable 
Interrupt (on INT) it will read from address 
FFFEOO,,, expecting a vector number to be 
provided from the Master NS16202 Interrupt 
Control Unit. If the vectoring mode selected by 
the last SETCFG instruction was Non-Vec- 
tored, then the CPU will ignore the value it has 
read and will use a default vector instead, 
having assumed that no NS 16202 is present. 
See Sec. 3.4.5. : 


0101 — Interrupt Acknowledge, Cascaded. 
The CPU is reading a vector number from a 
~Cascaded NS16202 Interrupt Control! Unit. 
The address provided is the address of the 
NS16202 Hardware Vector register. See Sec. 
3.4.5. 


0110 — End of Interrupt, Master. 
The CPU is performing a Read cycle to indi- 
cate that it is executing a Return from Interrupt 
(RETI) instruction. See Sec. 3.4.5. 


0111 - End of Interrupt, Cascaded. 
| The CPU is reading from a Cascaded Interrupt 
Control Unit to indicate that it is returning 
(through RET!) from an interrupt service rou- 
tine requested by that unit. See Sec. 3.4. 5. 


1000 - Sequential Instruction Fetch. 


The CPU is reading the next sequential word 
from the instruction stream into the Instruction 


| NS 16032 CPU BUS SIGNALS | | 
PREV. CYCLE . NEXT CYCLE 


Jtsori] tr | ore | 1s | wary | qwam | 74 idiot 
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a ne St 
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FIGURE 3-10. Extended Cycle Example. 
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NOTE: . ' 
Arrows on CWATT, PER, WAITn indicate os at which the TCU samples. Arrows on ADO-AD15 and . 
RDY indicate points at whi ch the CPU samples. 
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Queue. It will do so whenever the bus would | 


otherwise be idle and the queue is not already 
full. 


1001- Non-Sequential Instruction Fetch. 
The CPU is performing the first fetch of instruc- 
tion code after the Instruction Queue is purged. 
This will occur as a result of any jump or branch, 
or any interrupt or trap, or execution of certain 
instructions. 


1010 — Data Transfer. 
The CPU is reading or writing an sian of 
an instruction. 


1011 — Read RMW Operand. 
The CPU is reading an sue which will 
subsequently be modified and rewritten. If 
memory protection circuitry would not allow 
the following Write cycle, it must ‘abort this 
cycle. 

1100 — Read for Effective Address Calculation. 
The CPU is reading information from memory 
in order to determine the Effective Address of 
an operand. This will occur whenever an 
instruction uses the Memory Relative or 
External addressing mode. 

-1101 -— Transfer Slave Processor Operand. 
The CPU is either transferring an instruction 
operand to or from a Slave Processor, or it is 


issuing the Operation Word of a Slave Pro- 


cessor instruction. See Sec. 3.9.1. 


1110 —- Read Slave Processor Status. 

~The CPU is reading a Status Word from. a 
Slave Processor. This occurs after the Slave 
Processor has signalled completion of an in- 
struction. The transferred word tells the CPU 

__ whether a trap should be taken, and in some 
‘instructions it presents new values for the 
CPU Processor Status Register bits N, Z, L or 
F. See Sec. 3.9.1. 


1111 -Broadcast Slave ID. | 


The CPU is initiating the execution of a Slave | 


Processor instruction. The ID Byte (first byte 
of the instruction) is sent to all Slave Proces- 
sors, one of which will recognize it. From this 
point the CPU is communicating with only one 
Slave Processor. See Sec. 3.9.1. 


3.4.3 Data Access Sequences 


The 24- bit address provided by the NS16032 is a byte 


address; that is, it uniquely identifies one of up to 
16,777,216 eight-bit memory locations. An important 
- feature of the NS16032 is that the presence of a 16-bit 
data bus imposes no restrictions on data alignment; any 
data item, regardless of size, may be placed starting at 
any memory address. The NS16032 A ae a special 
control signal, High Byte Enable (HBE), which facilitates 
individual byte addressing on a 16-bit bus. 


133 


_ Memory is intended to be organized as two eight-bit 
banks, each bank receiving the word address (A1-A23) 
in parallel. One bank, connected to Data Bus pins ADO- 
AD/7, is enabled to respond to even byte addresses; i-e., 

~ when the least significant address bit (AO) is low. The 
other bank, connected to Data Bus pins AD8-AD15, is 

enabled when HBE is low. See Figure 3-11. | 


HBE -AO(LBE) 








16 BITS DATA 


TLC/§490-22 
FIGURE 3-11. Memory interface. 


Any bus cycle falls into one of three categories: Even — 
Byte Access, Odd Byte Access, and Even Word Access. 
All accesses to any data type are made up of sequences 
of these cycles. Table 3-1 gives the states of AO and 
HBE for each category. | 


Table 3-1. 


Bus Cycle Categories _ 
Category “WBE AO 
Even Byte 4 a 
Even Word oO) 0 


Accesses of operands requiring more than one bus 
cycle are performed sequentially, with no idle T-States 
separating them. The number of bus cycles required to 
transfer an operand depends on its size and its align- 
ment (i.e., whether it starts on an even byte address or 
an odd byte address). Table 3-2 lists the bus cycle 
performed for each situation. For the timing of AO and 
HBE see Sec. 3.4. 


Cycle | 


Wh — 


Type 


_ Odd Byte 


Even Byte 


Even Word 
Even Word 


Odd Byte 
Even Word 


Even Byte 





Table 3.2 


C. Odd Double-Word Access Sequence 


BYTE3 BYTE2 —BYTEO |. 


A 
A+1 
A+3 


+~ Oo 


Byte 0 
Byte 2 | 


Don't Care 


iD. Even Quad-Word Access Sequence | 


‘Access Sequences | 
Address HBE AO High Bus Low Bus 
A. Odd Word Access Sequence. = 7 7 
) 
A 0 1 Byted Don't Care 
A+1 1 0 Don't Care Byte 1 
B. Even Double-Word Access Sequence 
: 
A 0 QO . «Byte 1 Byte 0 
A+2 0 0 Byte 3 


Byte 2 


Don't Care 
Byte 1 
Byte 3 





1 Even Word A 0 

2 Even Word A+2 0 

Other bus cycles (instruction prefetch or slave) can occur here. - 
om Even Word —A+4 0 

4 Even Word A+6 0 


Byte 1 
Byte 3 
Byte 5 
Byte 7 


E. Odd Buse: Word Access Sequence 


Odd Byte A 0 
2 Even Word A+1 0 
3 Even Byte A+3 | 1 
Other bus cycles (instruction prefetch or slave) can occur here. 
4 _ QOdd Byte At+4 0 
5 Even Word A+5 07 
6 Even Byte 1 


A+7 
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oo 


Byte 0 
Byte 2 
Don’t Care 


Byte 4 
Byte 6 


Don’t Care 





Don’ t Care 
Byte 1 


Byte3 — 


Don't Care 
Byte 5 


Byte 7 


—A 


A 


<A 


—A 


3. 4. 3. 1 Bit Accesses 


The Bit Instructions perform byte accesses to the byte 
containing the designated bit. The Test and Set Bit 
instruction (SBIT), for example, reads a byte, alters it, 
and rewrites it, having li a the contents of one bit. 


3.4.3.2 Bit Field Accesses : 


An access to a Bit Field i in memory always generates a 


Double-Word transfer at the address containing the least 


significant bit of the field. The Double Word is read by an 
Extract instruction; an Insert instruction reads a Double 
Word, modifies it, and rewrites it. 


3.4.3.3 Extending Multiply Accesses 


The Extending Multiply instruction (ME!) will return a 
result which is twice the size in bytes of the operands 
which it reads. If the multiplicand is in memory, the 
. most-significant half of the result is written first (at the 


higher address), then the least-significant half. This is | 


done in order to support retry if this instruction is aborted. 


3.4.4 Instruction Fetches 
Instructions. for the NS16032 CPU are “prefetched”; 


that is, they are input before being needed into the next | 


available entry of the eight-byte Instruction Queue. The 
CPU performs two types of Instruction Fetch cycles: 
Sequential and Non-Sequential. These can be distin- 
guished from each other by their differing Status combi- 
nations on les 210; ST3 (Sec. 3.4.2). 
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3.4.5 


A Seaquenicll Fetchy will be performed by the CPU when- | 
ever the Data Bus would otherwise be idle and the 


Instruction Queue is not currently full. Sequential Fetches : 
are always Even Word Read cycles (Table 3-1). 


A Non-Sequential Fetch occurs as a result of any break 


~ in the normally sequential flow of a program. Any jump. 
_or branch instruction, a trap or an interrupt will cause the 
next Instruction Fetch cycle to be Non-Sequential. In 


addition, certain instructions flush the instruction queue, 
causing the next instruction fetch to display Non- 
Sequential status. Only the first bus cycle after a break 


displays Non-Sequential status, and that cycle is either 


an Even Word Read or an Odd Byte Read, depending 


on whether the destination address is even or odd. 


Interrupt Control Cycles 


Activating the INT or NMI pin on the CPU will initiate one 
or more bus cycles whose purpose is interrupt control 
rather than the transfer of instructions or data. Execution 
of the Return from Interrupt instruction (RETI) will also 
cause Interrupt Control bus cycles. These differ from 
instruction or data transfers only in the status presented 
on pins STO-STS3. All Interrupt Control sa are single- 
byte Read cycles. | 


This section describes only the Interrupt Control se- 
quences associated with each interrupt and with. the 
return from its service routine. For full details of the 
NP ese nen Structure, see Sec. 3.8. 


‘Table 3-3 


| Interrupt Sequences 
Cycle Status Address DDIN HBE AO High Bus Low Bus 
A. Non-Maskable Int | : 
Interrupt Acknowledge ‘ a5 able Interrupt ai mequences | 
1 0100 FFFFOO,, *e Ge oF 0 DontCare —— Don'tCare 


Interrupt Return 
None: Performed through Return from Trap (RETT) instruction. 


B. Non-Vectored Interrupt Control Sequences. © 
Interrupt Acknowledge , | | 
am - 0100 FFFEOO,, | 0 1 0  Don'tCare _ Don't Care 
Interrupt Return | | | | 
None: Performed through Return from Trap (RETT) instruction. 


C. Vectored Interrupt Sequences: Non-Cascaded. 


Interrupt Acknowledge | Oo ee 
1 | ~ 0100 - FFFEOO,, — | 0 io 0 DontCare Vector: 
| . pe 3 “s Range: 0-127 

Interrupt Return | | 
1 0110 FFFEOO,, 0 = ia 0. Don'tCare . Vector: Same as 

| | | | in Previous Int. — 

Ack. Cycle 
D. Vectored Interrupt Sequences: Cascaded. 

Interrupt Acknowledge | a 
1 0100 _ FFFEOO,, 0 1 0 Don't Care - Cascade Index: 


range —16 to —1 


(The CPU here uses the Cascade Index to find the Cascade Address.) 


2 0101 Cascade 0 1 or Oor Vector, range 0-255; on appropriate 
Address 0* 1* half of Data Bus for even/odd address 


Interrupt Return 


1 0110 FFFEOO,, 0 1 0 Don't Care Cascade Index: 
i: | same as in 
previous Int. 
Ack. Cycle 


(The CPU here uses the Cascade Index to find the Cascade Address.) 


2 0111 Cascade 0 1 or Oor Don't Care Don’t Care 
a | : Address | 0* 1* | | 


*If the Cascaded ICU Address is Even (AO is low), then the CPU applies HBE high and reads the vector number from bits 0-7 of the Data Bus. 
If the address is Odd (A0 is high), then the CPU applies HBE low and reads the vector number from bits 8-15 of the Data Bus. The vector number 
may be in the range 0-255. 
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3. 4.6 Slave Processor Communication 
In addition to its _use as | the Address Translation strap 
(Sec. 3.5.1), the AT/SPC pin is used as the data strobe 


for Slave Processor transfers. in this role, itis referred to 


as Slave Processor Control (SPC). Ina Slave Processor 
bus cycle, data is transferred on the Data Bus (ADO- 
AD15), and the least significant two bits of CPU cycle 
status (STO-ST1) are monitored by each Slave Proces- 
sor in order_to determine the type of transfer being 
performed. SPC is bidirectional, but is driven by the 


CPU during all Slave Processor bus cycles. See Sec. 


3.9 for full pee Sequences. | 
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- | T4orTi 
PHI 1 | | 
| a : 
ee 
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NOTE: 
(1) CPU samples Data Bus here. 


(2) Slave Processor samples CPU Status here. 
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FIGURE 3-12. Slave Processor Connections. 
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(3) DBE and all other NS16201 TCU bus signals remain inactive because no ADS pulse is received 


from the CPU. 


FIGURE 3-13. CPU Read from Slave Processor. 


137 





3.4.6.1 Slave Processor Bus Cycles 
A Slave Processor bus cycle always takes exactly two 


clock cycles, labelled T1 and 14 (see Figures 3-13 and ~ 
3-14). During a Read cycle, Si SPC is activated atT1, data 


is sampled at T4, and SPC is removed. The Cycle 
Status pins lead the cycle by one clock period, and are 
sampled at the leading edge of SPC. During a Write 
cycle, the CPU applies data and activates SPC at T1, 
removing SPC at T4. The Slave Processor latches status 
on the leading edge of SPC and latches data on the 
trailing edge. 


Since the CPU does not pulse the Address Strobe 
(ADS), no bus signals are generated by the NS16201 


Timing Control Unit. The direction of a transfer is deter- 


PREV. CYCLE 
| T4 ORTi 





SPC 





STO-ST3 


ADS 





DDIN 


| 
We | Lia 
7 





NOTE: 


q es 
“1 


mined by the sequence (“protoco!”) established by the 


instruction under execution; but the CPU indicates the 
direction on the DDIN pin hardware debugging 
purposes. 


3.4.6.2 Operand Transfer Sequences. 


A Slave Processor operand is transferred in one ormore 


Slave bus cycles. A Byte operand is transferred on the 
least-significant byte of the Data Bus (ADO-AD7), anda 
Word operand i is transferred on the entire bus. A Double 
Word is transferred in a consecutive pair of bus cycles, 
least- “significant word first. A Quad Word is transferred _ 
in two pairs of Slave cycles, with other bus cycles poss- 
ibly occurring between them. The word order is from 
least-significant word to most-significant. 


NEXT CYCLE 





| T4 T1 ORTi | 


NEXT STATUS 


NEXT 


NEXT 
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(1) Arrows indicate points at which the Slave. Processor samples. 


(2) DBE, being provided by the NS16201 | TCU, remains inactive due to the fact that no pulse is 
presented on ADS. TCU signals RD, WR and. TSO aise remain inactive. . 


FIGURE 3-14. CPU Write to Slave Processor. | 


| 3. 5 MEMORY MANAGEMENT OPTION. 


‘The. NS16032 CPU, in conjunction with the NS16082 
Memory Management Unit (MMU), provides full support 
for address translation, memory protection, and memory 
allocation techniques up to and including Virtual nny 


(3.5.1 Address Translation Strap 


The Bus Interface Control section of the NS16032 CPU | 


has two bus timing modes: With or Without Address 
Translation. The mode of operation is selected by the 
CPU by sampling the AT/SPC (Address Translation/ 
Slave Processor Control) pin on the rising edge of the 


RST (Reset) pulse. If AT/SPC is sampled as high, the | 


bus timing is as previously described i in Sec. 2 4. Itit is 
sampled as low, two. changes occur: 


1) An extra clock cycle, Tmmu, is inserted into all bus 
cycles except Slave Processor transfers. 


2) The DS/FLT pin changes in function from a_Data 
Strobe output (DS) to a Float Command input (FLT). 


The NS16082 MMU will itself pull the CPU AT/SPC pin 
low when it is reset, but this pin may be left HOaung tt in 
non-Memory-Managed systems. | 


Note that the Address Translation strap does note speci- 
fically declare the presence of an NS16082 MMU, but 
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FIGURE 3-15. Read Cycle with Address Translation (CPU Action). 









NEXT ADDR 


NEXT ADDR 


me 


TLIC/5490-26 


only the presence of external address translation cir- 
cuitry. MMU instructions will still trap as being undefined 
unless the SETCFG (Set Configuration) instruction is 
executed to declare the MMU instruction set valid. See 
Sec. 2.1.3. | 


3.5.2 ‘Translated Bus Timing 


Figures 3-15 and 3-16 illustrate the CPU activity during a 
Read cycle and a Write cycle in Address Translation — 
mode. The additional T-State, Tmmu, is inserted between — 


T1 and T2. During this time the CPU places ADO-AD15 


and A16-A23 into the TRI-STATE® made, allowing the © 


MMU to assert the translated address and issue the 


T4 OR Ti 


T1 | Tmmu 


sevaicalia address strobe PAV. T2 fasaee T4 of the cycle 
are identical to their counterparts without Address Trans- 


lation, with the exception that the CPU Address lines 


A16-A23 remain in the TRI-STATE condition. This 
allows the MMU to continue asserting the translated 
address on those pins. 


Figures 3-17 and 3-18 show a Read as and a Write 


cycle as generated by the_16032/16082/16201 group. 
Note that with the CPU ADS signal going only to the 
MMU, and with the MMU PAV signal substituting for 
ADS everywhere else, Tmmu through T4. look exactly 
like T1 through T4 in a non-Memory-Managed ayeien 
For ne connection diagram, see Appendix B. 
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_ FIGURE 3-16. Write Cycle with Address Translation (CPU Action). 
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FIGURE 3-17. Memory-Managed Read Cycle. 
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_ FIGURE 3-18. Memory-Managed Write Cycle. | 
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3.5.3 TheFLT(Float)Pin | | 


In Address Translation mode, the DS/FLT pinis treated _ 


as the input command FLT (Float). Activating FLT during 
_ Tmmu causes the CPU to wait longer than Tmmu for 
address translation and validation. This feature is used 
occasionally by the NS16082 MMU in order to update its 


_ internal translation cache from page tables inmemory, | 


or to update certain status bits within them. — 


Figure 3-19 shows the effects of FLT. Upon sampling. 
low, late in Tmmu, the CPU enters idle T-States (Tf) _ 


during which it: & 
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FIGURE 3-19. FLT Float Command Timing. 


1) Sets ADO-AD15, A16-A23 and DDIN to the TRI- 
__ STATE condition (“floating”). _ «ae | 


2) Sets HBE low. > : 


3) Suspends further internal processing of the current 


instruction. This ensures that the current instruction 
remains abortable with retry. (See RST/ABT descrip- 
tion, Sec.3.5.4.) gs My: © 


Note that the ADO-AD15 pins may be briefly asserted 


~ during.the first idle T-State. The above conditions remain 


in effect until FLT again goes high. See the Timing 
Specifications, Sec. 4. | oo a 
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3.5.4 Aborting Bus Cycles _ 
The RST/ABT pin, apart from its Reset function (Sec. 


3.3), also serves as the means to “abort”, or cancel, a 


bus cycle and the instruction, if any, which initiated it. An 
Abort request is distinguished from a Reset in that the 
RST/ABT pin is held active for only one clock cycle. _ 


If RST/ABT is pulled tow during Tmmu or Tf, this signals | 


that the cycle must be aborted. The CPU itself will enter — 
-T2 and then Ti, thereby terminating the cycle. Since it is — 


the MMU PAV signal which triggers a physical cycle, the 
rest of the system remains unaware that a cycle was 
even started. 


The NS16082 MMU will abort a bus evele for either of | 


two reasons: 


1) The CPU is attempting to access a virtual address © 


which is not currently resident in physical memory. 
The referenced page must be brought into physical 
memory from mass storage to make it accessible to 
the CPU. | 


2) The CPU is attempting to perform an access which is 


not allowed due to the protection level assigned to 

that page. 

_ When a bus cycle is aborted by the MMU, the instruction 
which caused it to occur is also aborted in such a manner 
that it is guaranteed re-executable later. Due to the 
NS16000 Family instruction set definition and its impie- 
mentation in the NS16032 CPU, the only information 

which is changed irrecoverably by such partly-executed 


2) 


1) if FLT has not been applied to the CPU, the Abort 


pulse must occur during or before Tmmu. See the 


Timing Specifications, Figure 4-22. 


if FLT has been applied to the CPU, the Abort pulse 
must be applied before the T-State in which FLT goes 
inactive. The CPU will_not actually respond to the 
_ Abort command until FLT is removed. See Figure 
4-23. 


No bus cycle may be aborted which is the Write half 
of a Read-Modify-Write operand access. The CPU 
- guarantees that this will never be necessary for 

Memory Management functions by applying a special 
_ RMW status (Status Code 1011) during the Read 
half of the access. When the CPU presents RMW 
status, that cycle must be aborted if it would be illegal 
to write to any of the accessed addresses. 


lf RST/ABT is pulsed at any time other than as indi- 
cated above, it will abort either the instruction currently 
under execution or the next instruction and will act as 
a very high-priority interrupt. However, the program 
which was running at the time is not guaranteed recov- 
erable, and should be terminated. 


3) 


3.6 BUS ACCESS CONTROL 


The NS16032 CPU has the capability of relinquishing its 


instructions is information which does not affect their | 


re-execution. 
3.5.4.1 The Abort Interrupt 


Upon aborting an instruction, the CPU immediately per- 


forms an interrupt through the ABT vector in the Interrupt 
Table (see Sec. 3.8). The Return Address pushed on the 
Interrupt Stack is the address of the aborted instruction, 
such that a Return from Trap (RETT) instruction will 
automatically retry it. 


The one exception to this sequence occurs if the aborted 
bus cycle was an instruction prefetch. If so, it is not yet 


certain that the aborted prefetched code is to be exe-_ 


cuted. Instead of causing an interrupt, the CPU only 
aborts the bus cycle, and stops prefetching. If the infor- 
mation in the Instruction Queue runs out, meaning that 


access to the bus upon request from a DMA device or 
another CPU. This capabili ity is implemented on the 
HOLD (Hold Request) and HLDA (Hold Acknowledge) 
pins. By asserting HOLD low, an external device requests 
access to the bus. On receipt of HLDA from the CPU, 
the device may perform bus cycles, as the CPU at this 
point has set the ADO-AD15, A16-A23, ADS, DDIN and 
HBE pins to the TRI-STATE® condition. To return control 
of the bus to the CPU, the device sets HOLD inactive, 
and the CPU acknowledges return of the bus by setting 
HLDA inactive. 


How quickly the CPU releases the bus depends on 














whether it is idle on the bus at the time the HOLD 


the instruction will actually be executed, the ABT inter- | 


rupt will occur, in effect aborting the instruction which 
was being fetched. 


| 3.5. 4. 2. Hardware Considerations 


In order to guarantee instruction retry, certain rules must 


be followed in applying an Abort to the CPU. These rules | 


request is made, as the CPU must always complete the 
current bus cycle. Figure 3-20 shows the timing sequence 
when the CPU is idle. In this case, the CPU grants the 
bus during the immediately following clock cycle. Figure 
3-21 shows the sequence if the CPU is using the bus at 
the time that the HOLD request is made. If the request is 
made during or before the clock cycle shown (two clock 
cycles before T4), the CPU will release the bus during 
the clock cycle following T4. If the request occurs closer _ 
to T4, the CPU may already have decided to initiate 
another bus cycle. In that case it will not grant the bus 


until after the next T4 state. Note that this situation will 
also occur if the CPU is idle on the bus but has initiated a 


are followed by the NS16082 Memory eager ‘ye 


Unit. 


1AA 


| bus cycle internally. 


Ina Memory- Managed system, the HILDA signal is con- 
nected in a daisy-chain through the NS16082, such that 
the MMU can release the bus if it is using it. 
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FIGURE 3-20. HOLD Timing, Bus Initially Idle. 
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NEXT ADDR 


INGURE 3-21. HOLD Timing, Bus Initially Not idle. 


3.7. INSTRUCTION STATUS 


-- In.addition to the four bits of Bus Cycle status (STO- S73), 


the NS 16032 CPU also presents Instruction Status infor- 
mation on three separate pins. These pins differ from 
STO-ST3 in that they are synchronous to the CPU’s 
internal instruction execution section rather than to its 
bus interface section. 


PFS (Program Flow Status) is aourse low as each in- 
struction begins execution. It is intended for debugging 


purposes, and is used that way by the NS16082 Memory 


Management Unit. 


~ U/S originates from the U bit of the Processor Status 
- Register, and indicates whether the CPU is currently 
running in User or Supervisor mode. It is sampled by the 
MMU for mapping, protection and debugging purposes. 

Although it is not synchronous to bus cycles, there are 


guarantees on its validity during any given bus cycle. | 


See the Timing Specifications, Figure 4-21. 


ILO (interlocked Operation) is activated during an SBITI 
(Set Bit, Interlocked) or CBITI (Clear Bit, Interlocked) 
instruction. It is made available to external bus arbitra- 
tion circuitry in order to: allow these instructions to 
implement the semaphore primitive operations for multi- 
processor communication and resource sharing. As with 
the U/S pin, there are guarantees on its validity during 
the operand accesses performed by the instructions. 
See the Timing Specicaven Section, Figure 4-19. 


3.8 NS16032 INTERRUPT STRUCTURE 


INT, on which maskable interrupts may be requested, 


‘NMI, on which non-maskable intehupt may be re- 
quested, 2 and 
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FIGURE 3-22. Interrupt Dispatch and Cascade Tables. 


DISPATCH TABLE 


~RST/ABT, which may be used to abort a bus cycle — 
and any associated instruction. It generates an inter- 

—rupt request if an instruction was aborted. See 
Sec. 3.5.4. 


_ In addition, there is a set of internally- seneiaied: ‘traps” 


which cause interrupt service to be performed as a 
result either of exceptional conditions (e.g., attempted 


_ division by zero) or of specific instructions whose pur- 


pose is to cause a trap to occur (e.g., the Supenaso: Call 
instruction). 


3.8.1 General Interrupt/Trap Sequence 
Upon receipt of an interrupt or trap request, the CPU 


goes through four major steps: 


1) Adjustment of Registers. 
Depending on the source of the interrupt or trap, the 

_ CPU may restore and/or adjust the contents of the 
Program Counter (PC), the Processor Status Regi- 
ster (PSR) and the currently-selected Stack Pointer. 
(SP). A copy of the PSR is made, and the PSR is 
then set to reflect Supervisor Mode and selection of 
the Interrupt Stack. 


2) Saving Processor Status. 
_ The PSR copy is pushed onto the interrupt Stack as 
- a 16-bit quantity. 
3) Vector Acquisition. 
A Vector is either obtained from the Data Bus or is 
supplied by default. 
Service Call. | | 
The Vector is used as an index into the Interrupt 
Dispatch Table, whose base address is taken from 
- the CPU Interrupt Base (INTBASE) Register. See 
Figure 3-22. A 32-bit External Procedure Descriptor 
is read from the table entry, and an External Proce- 
dure Call is performed using it. The MOD Register 
_ (16 bits) and Program Counter (32 bits) are Peas 
on the Interrupt Stack. 
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This process is illustrated i in Figure 3-23, from che view- Interrupt on INT or NMI pin: | Sec. 3.8.71. 
point of the programmer. | | - Abort Interrupt: Sec. 3.8.7.4. 
Traps (except Trace): : | — Sec. 3.8.7.2. 


Full sequences of events in processing interrupts and Trace Trap: | Sec. 38.73. 


traps may be found as follows: 
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FIGURE 3-23. sisi Service Routine Games | 
! Sequence. 


148 


3.8.2 “interrupe/irep Return 


| To return control to an interrupted program, one a two 
instructions is used. The RETT (Return from Trap) instruc- 
tion (Figure 3-24) restores the PSR, MOD, PC and SB 
registers to their previous contents and, since traps are 
often used deliberately as a call mechanism for Super- 
visor Mode procedures, it also discards a specified num- 


ber of bytes from the original stack as surplus parameter _ 
space. RETT is used to return from any trap or interrupt | 


except the Maskable Interrupt. For this, the RETI (Return 
from Interrupt) instruction is used, which also informs 
any external Interrupt Control Units that interrupt ser- 
vice has completed. Since interrupts are generally asyn- 
chronous external events, RETI does not pop para- 
meters. See Figure 3-25. 


3.8.3 Maskable Interrupts (The INT Pin) 


The INT pin is a level-sensitive input. A continuous low 


PROGRAM COUNTER 


-_. RETURN ADDRESS 


PSR MOD 














MODULE TABLE ENTRY 


SB REGISTER 


STATIC BASE 
















level is allowed for generating multiple interrupt re- 


quests. The input is maskable, and is therefore enabled 
to generate interrupt requests only while the Processor 
Status Register | bit is set. The | bit is automatically 
cleared during service of an INT, NMI or Abort request, 

andis restored to its original setting upon return from the 
interrupt service routine via the RETT or RETlinstruction. 


The INT pin may be configured via the SETCFG instruc- 
tion as either Non-Vectored (GS megistet bit | = 0) or 
Vectored (bit | = 1). 


3.8.3.1 Non-Vectored Mode 


In the Non-Vectored mode, an interrupt request on the 
INT pin will cause an Interrupt Acknowledge bus cycle, 


_but the CPU will ignore any value read from the bus and 


use instead a default vector of zero. This mode is useful 


~ for small systems in which hardware nee prioritiza- 


tion is UMneeES Paty: 
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FIGURE 3-24. Return from Trap (RETT n) Instruction Flow. 
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FIGURE 3-25. Return from Interrupt (RETI) Instruction Flow. 





150 


3.8.3. 2 Vectored Mode: Non-Cascaded Case 


_ Inthe Vectored mode, the CPU uses an NS 16202 inter- 
rupt Control Unit (ICU) to prioritize up to 16 interrupt 
re uests. Upon receipt of an interrupt request on the 

pin, the CPU performs an “Interrupt Acknowledge, 
_ Master” bus cycle (Sec. 3. 4.2) reading a vector value 


from the low-order byte of the Data Bus. This vector is _ 


then used as an index into the Dispatch Table in order to 


find the External Procedure Descriptor for the proper — 


interrupt service procedure. The service procedure 


eventually returns via the Return from Interrupt (RET!) — 


instruction, which performs an End of Interrupt bus cycle, 


informing the ICU that it may re-prioritize any interrupt 


requests still pending. The ICU provides the vector num- 


ber again, which the CPU uses to determine whether it. 


needs also to inform a Cascaded ICU (see below). 


Ina system with only one ICU (16 levels of interrupt), the | 
_- vectors provided must be in the range of 0 through 127; 


that is, they must be positive numbers in eight bits. By 
providing a negative vector number, an ICU flags the 
interrupt source as being a Cascaded ICU (see below). 


3.8.3.3  Vectored Mode: Cascaded Case 


In order to allow up to 256 levels of interrupt, provisionis _ 


made both in the CPU and in the NS16202 Interrupt 
Control Unit (ICU) to transparently support cascading. 
Figure 3-27, shows a typical cascaded configuration. 
Note that the Interrupt output from a Cascaded ICU 
goes to an Interrupt Request input of the Master ICU, 
which is the only ICU which drives the CPU INT pin. 


_Inasystem which uses cascading, two tasks must be 


_ performed upon initialization: 


1) For each Cascaded ICU in the system, the Master 
ICU must be informed of the line number (0 to 15) on 
which it receives the cascaded requests. 


DATA 
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CONTROL | 





ADDR 5 BITS 





NS16032 
P 


FROM 
ADDRESS 
DECODER 


NS16202 


2) A Cascade Table | must be established in memory. — 
The Cascade Table is located in a NEGATIVE direc- 
— tion from the location indicated by the CPU Interrupt 
Base (INTBASE) Register. Its entries are 32-bit 
addresses, pointing to the Vector Registers of each 

of up to 16 Cascaded ICUs. 


Figure 3-22. illustrates the position of the Cascade 
Table. To find the Cascade Table entry for a Cascaded 


ICU, take its Master ICU line number (0 to 15) and 


subtract 16 from it, giving an index in the range — 16 to 
—1. Multiply this value by 4, and add the resulting nega- 
tive number to the contents of the INTBASE Register 
The 32-bit entry at this address must be set to the 


_ address of the Hardware Vector Register of the Cas-. 


caded ICU. This is referred to as the ‘Cascade Address” 


Upon receipt of an interrupt request from a Cascaded 
ICU, the Master ICU interrupts the CPU and provides 
the negative Cascade Table index instead of a (positive) 
vector number. The CPU, seeing the negative value, 
uses it as an index into the Cascade Table and reads the 
Cascade Address from the referenced entry. Applying 
this address, the CPU performs an “Interrupt Acknowl- . 
edge, Cascaded” bus cycle (Sec. 3.4.2), reading the 
final vector value. This vector is interpreted by the CPU 
as an unsigned byte, and can therefore be in the range 
of 0 through 255. 

In returning from a Cascaded interrupt, the service pro- 
cedure executes the Return from Interrupt (RET1) instruc- 
tion, as it would for any Maskable Interrupt. The CPU 
performs an “End of Interrupt, Master” bus cycle (Sec. 
3.4.2), whereupon the Master ICU again provides the 
negative Cascade Table index. The CPU, seeing anega- 
tive value, uses it to find the corresponding Cascade 
Address from the Cascade Table. Applying this address, 


it performs an “End of Interrupt, Cascaded” bus cycle 


(Sec. 3.4.2), informing the Cascaded ICU of the comple- 
tion of the service routine. The byte read from the Cas- 
caded ICU is discarded. 






| HARDWARE 
IR7 INTERRUPTS 
| OR 
IRS CASCADED 
CONTROLLERS 
IR11 | 
R13 
R15 
GO/IRO 
G1/IR2 
G2/IR4 
INTERRUPTS, 
GS/IR6 - _ CASCADED, 
G4/IR8  BITVO 





. TLICI5490-37 


FIGURE 3-26. interrupt Control Unit Connections (16 Revere) 
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FIGURE 3-27. Cascaded Interrupt Control Unit Connections. 


3.8.4 Non-Maskable Interrupt (The NMI Pin) 


The Non-Maskable Interrupt is triggered whenever a 
falling edge is detected on the pin. The CPU per- 
forms an “Interrupt Acknowledge, Master’ bus cycle 
(Sec. 3.4.2) when processing of this interrupt actually 
begins. The Interrupt Acknowledge cycle differs from 
that provided for Maskable Interrupts in that the address 
presented is FFFFOO,,. The vector value used for the 
Non-Maskable merrupt § is taken as 1, fegaluless of the 
value read from the bus. : 


_ The service procedure returns from the Non-Maskable 
Interrupt using the Return from Trap (RETT) instruction. 
No special bus cycles occur on return. 


For the full sequence of events in processing the Non- 
Maskable Interrupt, see Sec. 3.8.7.1. 


FRO 
ADDRESS 
DECODER 


ADDR 5 BITS 


FROM 
ADDRESS 
DECODER 
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M 


_ DATA 


Int 
IR3 
IRS 
IR7 
—IR9 
IR11 
IR13 
IR15 
Go/IRO 
G1/IR2 
G2/IR4 
—G3/IR6 
Ga4/iRs 
G5IIR10 
<> G6/IR12 
= G7/IR14 


CONTROL 


HARDWARE 
INTERRUPTS 


CASCADED. 
NS16202 
“ICU 


STATUS 1 


INTERRUPTS 
OR 
BIT I/O 





iR1 

IR3 

IR5 

IR7 

IRQ 
1R11 
R13 
IR15 
GO/IRO 
G1/IR2 
G2/1R4 
G3/IR6 
G4/IR8 
G5/IR10 
G6/IR12 
G7/IR14 


MASTER 
NS 16202 
ICU 
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3.8.5 Traps 


A trap is an internally-generated interrupt request 
caused as a direct and immediate result of the execu- 
tion of an instruction. The Return Address pushed by 
any trap except Trap (TRC) below is the address of the . 
first byte of the instruction during which the trap 
occurred. Traps do not disable interrupts, as they are 
not associated with external events. Traps recognized — 
by NS16032 CPU are: 


Trap (FPU): An exceptional condition was detected by 
the NS16081 Floating Point Unit or another Slave Pro- | 
cessor during the execution of a Slave Instruction. This 
trap is requested via the Status Word returned as part of 
the Slave Processor Protocol (Sec. 3.9.1). 


Trap (ILL): INegal operation. A privileged operation was 

ap a while the CPU was in User Mode (PSR bit 
= 1). 

aad (SVC): The Supervisor Call (SVC) instruction was 

executed. 


Trap (DVZ): An attempt was made to divide an \ integer 
by zero. (The FPU uep is used for ea pom division 
by zero.) 


Trap (FLG): The FLAG instruction detected a uy” "in the 
CPU PSR F bit. 


Trap (BPT): The arpespont (BPT) instruction was 
executed. 


- Trap (TRC): The instruction just pomplcies is being 
traced. See below. 


: i a String instruction was interrupted and not yet 


completed: 


a. Clear the Processor Status Register P bit. 
b. Set “Return Address” to the address of the first 
byte of the interrupted instruction. | 


Otherwise, set “Return Address” to the address of 
the next instruction. | 


2. Copy the Processor Status Register (PSR) into a 


temporary register, then clear PSR bits S, U, T, P 
and |. 


_ 3. If the interrupt is Non-Maskable: 


| Trap (UND): An undefined opcode was encountered by 


| the CPU. . 


A special case is the Trace Trap (TRC), which is enabled 
by setting the T bit in the Processor Status Register 
(PSR). At the beginning of each instruction, the T bit is 
copied into the PSR P (Trace “Pending’’) bit. If the P bit 


is set at the end of an instruction, then the Trace Trap is — 


activated. If any other trap or interrupt request is made 
during a traced instruction, its entire service procedure 
is allowed to complete before the Trace Trap occurs. 
_ Each interrupt and trap sequence handles the P bit for 
proper tracing, guaranteeing one and only one Trace 
Trap per instruction, and guaranteeing that the Return 
Address pushed during a Trace Trap is always the ad- 
dress of the next instruction to be traced. 

3.8.6 Prioritization 


The NS16032 CPU internally prioritizes simultaneous 
interrupt and trap requests as follows: 


a. Read a byte from address FFFF00,, applying 
Status Code 0100 (Interrupt Acknowledge, Mas- 
ter: Section 3.4.2). Discard the byte read. 


b. Set “Vector” to 1. 
¢. Go to Step 8. 


4. If the interrupt is Non-Vectored: 


a. Read a byte from address FEFFO0:g, applying 
: Status Code 0100 (Interrupt Acknowledge, Mas- 
ter: Section 3.4.2). Discard the byte read. 
b. Set “Vector” to 0. 


c. Go to Step 8. 


_ 5. Here the interrupt is Vectored. Read “Byte” from 


1) Traps other than Trace (Highest priority) 
_ 2) Abort | 
_ 3) Non-Maskable Interrupt 
4) Maskable Interrupts fg 
5): Trace Trap (Lowest priority) 


3.8.7 Interrupt/Trap Sequences: Detailed Flow 

For purposes of the following detailed discussion of 
interrupt and trap service sequences, a single sequence 
called “Service” is defined in Figure 3-28. Upon detect- 
ing any interrupt request or trap condition, the CPU first 
performs a sequence dependent upon the type of inter- 
rupt or trap. This sequence will include pushing the 
Processor Status Register and establishing a Vector 


and a Return Address. The CPU then performs the 


Service sequence. 
For the sequence followed in processing either Mask- 


able or Non-Maskable interrupts (on the INT or NMI 


pins, respectively), see Sec. 3.8.7.1. For Abort inter- 


rupts, see Sec. 3.8.7.4. For the Trace Trap, see Sec. 


3.8.7.3, and for all other traps see Sec. 3.8.7.2. 


3. 8.7.1 Maskable/Non- Maskable ep 
Sequence 
This: sequence is performed by the CPU when the NMI 


| pin receives a falling edge, or the INT pin becomes. 


active with the PSR | bit set. The interrupt sequence _ 


begins either at the next instruction boundary or, in the 
case of the String instructions, at the next interruptible 
point during its execution. | 
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6. If “Byte” 


address FFFE00,.¢, applying Status Code 0100 
(Interrupt Acknowledge, Master: Section 3.4.2). 


> 0, then set “Vector” to “Byte” and go 
to Step 8. 


7. If “Byte” is in the range — 16 through — 1, then the 


interrupt source is Cascaded. (More negative val- 

ues are reserved for future use.) Perform the follow- 

ing: 

a. Read the 32-bit Cascade Address from memory. 
The address is calculated as INTBASE +4* 
Byte. 

b. Read “Vector,” applying the Cascade Address 
just read and Status Code 0101 (Interrupt 
Acknowledge, Cascaded: Section 3.4.2). 


8. Push the PSR copy (from Step 2) onto the mitenyupt : 


Stack as a 16-bit value. 


9. Perform Service (Vector, Return Address), Figure 3- 


28. 


Service (Vector, Return Address): 
1). Push MOD Register onto the Interrupt Stack as a 16-bit value. (The PSR 


___ has already been pushed as a 16-bit value.) 
'2) Push the Return Address onto the Interrupt Stack as a 32-bit quantity. 


3) Read the 32-bit External Procedure Descriptor from the Interrupt Dis- 
patch Table: address is Vector*4 + INTBASE Register contents. 


_ 4) Move the Module field of the Descriptor into the MOD Register. 


5) Read the new Static Base pointer from the memory address contained 
in MOD, placing it into the SB Register. — ; 


6) Read the Program Base pointer from memory address MOD+8, and add 


to it the Offset field from the side phn the result in the Program 


Counter. 
TL/C/5490-39 


FIGURE 3-28. Service Sequence. 
Invoked during all interrupt/trap sequences. 


3.8.7.2. Trap Sequence: Traps Other Than Trace 


1) Restore the currently selected Stack Pointer and the 
Processor Status Register to their original values at 
the start of the trapped instruction. 


= 


2) Set “Vector” to the value seers to the trap 
type. 
-FPU: Vector = 3. 
ILL: Vector = 4. 
SVC: Vector = 5. 
DVZ: Vector = 6. 
FLG: Vector = 7. 
— BPT: Vector = 8. 
UND: Vector = 10. | | 
3) Copy the Processor Status Register (PSR) into a 
temporary register, then clear PSR bits S, U, P and T. 
Push the PSR copy onto the Interrupt Stack as a 
16-bit value. 
5) Set‘ ‘Return Address” to the address of the first byte 


of the trapped instruction. 


6) Perform Service (Vector, Return Address), Figure 
3-28. 


3.8.7.3 Trace Trap Sequence 

1) In the Processor Status Register (PSR), clear the P 
bit: | 
Copy the PSR into a temporary register, then clear 


‘. PSR bits S, U and T. | 

3) Push the PSR copy onto the Interrupt Stack as a 
16-bit value. 

4) Set “Vector” to 9. 

5) Set “Return Address” to the address of the next 


instruction. 


6) Perform Service (Vector, Return Address), Figure 
3-28. 


3.8.7.4 Abort Sequence 


1) Restore the currently selected Stack Pointer to its 


original contents at the beginning of the aborted 
instruction. 


2) Clear the PSR P bit. 


3) Copy the PSR into a temporary register, then clear 
PSR bits S, U, T and |. 


4) Push the PSR copy onto the Interrupt Stack as a 
16-bit value. 


5) Set “Vector” to 2. 


6) Set “Return Address” to the address of the first byte — 


of the aborted instruction. 


7) Perform Service (Vector, Return Address), Figure 
3-28. . | | 


3.9 SLAVE PROCESSOR INSTRUCTIONS 


The NS 16032 CPU recognizes three groups of instruc- 


tions as being executable by external Slave Processors: 
Floating Point Instruction Set 
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Memory Management Instruction Set 
Custom Instruction Set 


Each Slave Instruction Set is validated by a bit in the 
Configuration Register (Sec. 2.1.3). Any Slave Instruc- 
tion which does not have its corresponding Configura- 
tion Register bit set will trap as undefined, without any 
Slave Processor communication attempted by the CPU. 
This allows software simulation of a non-existent Slave 
Processor. 


3.9.1 Slave Processor Protocol 


Slave Processor instructions have a three-byte Basic 
Instruction field, consisting of an ID Byte followed by an 
Operation Word. The ID Byte has three functions: 


1) It identifies the instruction as being a 
Slave Processor instruction. 


2) It specifies which Slave Bieceor will 
execute it. 


3) It determines the format of the following 
Operation Word of the instruction. 


Upon receiving a Slave Processor instruction, the CPU 
initiates the sequence outlined in Figure 3-29. While 
applying Status Code 1111 (Broadcast ID, Sec. 3.4.2), 
the CPU transfers the ID Byte on the least-significant 
half of the Data Bus (ADO-AD7). All Slave Processors 
input this byte and decode it. The Slave Processor 
selected by the ID Byte is activated, and from this point 
the CPU is communicating only with it. If any other slave 
protocol was in progress (e.g., an aborted Slave instruc- 
tion), this transfer cancels it. 


The CPU next sends the Operation Word while applying 
Status Code 1101 (Transfer Slave Operand, Sec. 3.4.2). 
Upon receiving it, the Slave Processor decodes it, and 
at this point both the CPU and the Slave Processor are 
aware of the number of operands to be transferred 
and their sizes. The operation Word is swapped on the 
Data Bus; that is, bits 0-7 appear on pins AD8-AD15 
and bits 8-15 appear on pins ADO-AD7. 


Using the Addressing Mode fields within the Operation 
Word, the CPU starts fetching operands and issuing 
them to the Slave Processor. To do so, it references any 
Addressing Mode extensions which may be appended 
to the Slave Processor instruction. Since the CPU is 


Status Combinations: | 


Send ID (ID): Code 1111 
Xfer Operand (OP): Code 1101 
Read Status (ST): Code 1110 


Step Status. Action 


1 ID CPU Send ID Byte. 
2 oP CPU Sends Operation Word. 
3. OP _ CPU Sends Required Operands. 
4 - Slave Starts Execution. CPU Pre-fetches. 
5 = Slave Pulses SPC Low. 
6 ST  CPUReads Status Word. (Trap? Alter Flags?) | 
7 OP. CPU Reads Results (If Any). 
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FIGURE 3-29. Slave Processor Protocol. 


solely responsible for memory. accesses, these exten- 
sions are not sent to the Slave processor. The Status 
Code applied is 1101 (Transter Slave Processor eer 
and, Sec. 3.4.2). | 


After the CPU has issued the last operand, the Slave 
Processor starts the actual execution of the instruction. 
Upon completion, it will signal the CPU by pulsing SPC 
low. To allow for this, and for the Address Translation strap 
function, AT/SPC is normally held high only by an internal 
pull-up device of approximately 5K ohms. 





While the Slave Processor is executing iia instruction, 
the CPU is free to prefetch instructions into its queue. If it 
fills the queue before the Slave Processor finishes, the 


CPU will wait, applying Status Code 0011 (Waiting for 


Slave, Sec. 3.4.2). 


| Upon receiving the pulse on SPC, the CPU uses SPC to 
read a Status Word from the Slave Processor, applying 


Status Code 1110 (Read Slave Status, Sec. 3.4.2). This 


word has the format shown in Figure 3-30. If the Q bit 


(“Quit”) Bit 0) is set, this indicates that an error was 
detected by the Slave Processor. The CPU will not con- 
tinue the protocol, but will immediately trap through the 
FPU vector in the Interrupt Table. Certain Slave Proces- 
sor instructions cause CPU PSR bits to be loaded from 
the Status Word. 


The last step in the protocol is for the CPU to read a 
result, if any, and transfer it to the destination. The Read 
cycles from the Slave Processor are performed by the 
| CPU while applying Status Code 1101 (Transfer Slave 
| Operand, Sec. 3.4.2). 


An exception to the protocol above is the LMR (Load 


Memory Management Register) instruction, and a 
corresponding Custom Slave instruction (LCR: Load 
Custom Register). In executing these instructions, the 
protocol ends after the CPU hasissued the last operand. 
The CPU does not wait for an acknowledgement from 
the Slave oe and it does not read status. 


3.9.2. Floating Point Instructions 


Table 3-4 gives the protocols followed for each Float- 
ing Point instruction. The instructions are referenced by 


their mnemonics. For the bit encodings of each instruc- 


tion, see Appendix A. 


. The Operand class columns give the Access Class for 


each general operand, defining how the addressing 
modes are interpreted (see Programmer's Manual). - 


The Operand Issued columns show the sizes of the 
operands issued to the Floating Point Unit by the CPU. 
“D” indicates a 32-bit Double Word. “i” indicates that 
the instruction specifies an integer size for the operand 
(B = Byte, W = Word, D = Double Word). “f’ indicates 
that the instruction specifies a Floating Point size for the 
operand (F = 32-bit Standard Floating, L = 64- bit Long 
Floating). 


_ The Returned Value Type and Destination column gives 
the size of any returned value and where the CPU 
places it. The PSR Bits Affected column indicates which 
PSR bits, if any, are updated from the Slave Processor 
‘Status Word (Figure 3-30). 


Table 3-4. 


Floating Point Instruction Protocols. 
| | Operand1 Operand2 Operand1 Operand2  ReturnedValue PSR Bits 

Mnemonic Class Class _ Issued Issued —s Type and Dest. Affected 
ADDf read.f rmw.f  f f fto Op. 2 none 

_ SUBF read.f rmw.f of f ftoop.2 none 
MULf read.f rmw.f f f fto Op. 2 none 
DIvf read.f rmw.f f f fto Op. 2 none 
MOVE read.f write. f f N/A fto Op. 2 none 
ABSf read.f write. f tf < N/A f to Op. 2 none 
NEGf read.f write.f i N/A f to Op. 2 none _ 

 CMPf read f read.f f f N/A NZL 
FLOORfi read.f write.i f N/A ito op. 2 none 
TRUNCfi read.f write. i f N/A ito Op. 2 none 
ROUNDS read.f write. i. f N/A ito Op. 2 none 
MOVFL read.F — write.L F N/A L to Op. 2 none 
MOVLF read.L write.F L N/A F to Op. 2 none 
MOVif read.i write.f ij N/A fto Op. 2 _ none 
LFSR read.D N/A — Dp. N/A. N/A none 
SFSR N/A write.D N/A N/A D to Op. 2 none 
NOTE: 


D = Double Word 

i= integer size (B,W,D) specified in mnemonic. 

f= Floating Point type (F,L) specified in mnemonic. 
N/A = Not Applicable to this instruction. 
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00000000 NZFOOLOQ 
New PSR Bit Value(s) LEA" 


“Quit’’: Terminate Protocol, Trap(FPU). 
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FIGURE 3-30. Slave Processor Status Word Format. 


_Any operand indicated as being of type “‘f’ will not cause 
a transfer if the Register addressing mode is specified. 
This is because the Floating Point Registers are physi- 
cally on the Floating Point Unit and are therefore avail- 
able without CPU assistance. 


3.9.3 Memory Management Instructions 


Table 3-5 gives the protocols for Memory Manage- 
ment instructions. Encodings for these instructions may 
be found i in Appendix A. 


In executing the RDVAL and WRVAL instructions, the 


CPU calculates and issues the 32-bit Effective Address 


of the single operand. The CPU then performs a single- 


byte Read cycle from that address, allowing the MMU to 
safely abort the instruction if the necessary information 
is not currently in physical memory. Upon seeing the 
memory cycle complete, the MMU continues the proto- 
col, and returns the validation result in the F bit of the 
Slave Status Word. 


The size of aMemory Management operand is always a 
32-bit Double Word. For futher details of the Memory 
Management Instruction set, see the Programmer's 
Manual and the NS16082 MMU Data Sheet. 


Table 3-5. 


Memory Management Instruction Protocols. 

Operand1 Operand2 Operand 1 Operand2 Returned Value PSR Bits 
Mnemonic Class Class issued issued Type and Dest. Affected 
RDVAL * addr N/A D N/A N/A F 
WRVAL * addr N/A D N/A N/A F 
LMR * read.D N/A D N/A N/A none 
SMR * write.D N/A N/A N/A D to Op. 1 none 
NOTE: 


In the ROVAL and WRVAL instructions, the CPU issues the address as a Double Word, and performs a single-byte Read cycle from that memory 
address. For details, see the Programmer's Manual and the NS16082 Memory Management Unit Data Sheet. 


D = Double Word. 
* = Privileged Instruction: will trap if CPU is in User Mode. 
N/A= Not Applicable to this instruction. 
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3.9.4 Custom Slave Instructions — 


Provided in the NS16032 is the capability of communi- 


cating with a user-defined, “Custom” Slave Processor. 


The instruction set provided for a Custom Slave 


Processor defines the instruction formats, the operand 
classes and the communication protocol. Left to the 


user are the interpretations of the Op Code fields, the © 


programming model of the Custom Slave and the actual 
types of data transferred. The protocol specifies only the 
size of an operand, not its data type. 


Table 3-6 lists the relevant information for the Custom 
Slave instruction set. The designation “c’’ is used to 
represent an operand which can be a 32-bit (“‘D”) or 
64-bit (“Q”) quantity in any format; the size is deter- 
mined by the suffix on the mnemonic. Similarly, an “i” 
indicates an integer size (Byte, Word, Double Word) 
selected by the corresponding mnemonic suffix. 


Any. operand indicated as being of type ‘c’ will not 


cause a transfer if the register addressing mode is 


specified. It is assumed in this case that the slave proc- 


—essor is already holding the operand internally. 


_ For the instruction encodings, see Appendix A. - 


Table 3-6. 
Custom Slave Instruction Protocols. 


Operand 1 


Operand 1 


Operand2 Returned Value 


| Operand 2 _PSR Bits 
-Mnemonic Class" Class Issued Issued Type and Dest. Affected 
CCALOc read.c rmw.c c c c to Op. 2 none 
CCALIc read.c rmw.c Cc. c cto Op. 2 none 
CCAL2c read.c rmw.c c Cc c to Op. 2 none 
CCAL3c read.c rmw.c c Cc c to Op. 2 none 
CMOVOc _ read.c write.c om N/A cto Op. 2 none 
CMOViIc read.c write.c a N/A c to Op. 2 none 
CMOV2c read.c write.c Cc N/A cto Op. 2 none 
CCMPc read.c read.c c c N/A NZL 
— CCVOci read.c write. i Cc N/A ito Op. 2 none 
CCV Ici read.c write. i c N/A ito Op. 2 none 
— CCV2ci read.c write. i Cc N/A ito Op. 2 none 
CCV3ic read.i write.c i N/A c to Op. 2 -none 
— CCV4DQ read.D write.Q D N/A Qto Op. 2 — none 
~CCV5QD read.Q write.D Q N/A D to Op. 2 none 
LCSR ~ read.D N/A D N/A N/A none 
SCSR NIA write.D N/A N/A D to Op. 2 none 
CATSTO * addr N/A D N/A N/A F 
CATST1 * addr — N/A D N/A N/A F 
LCR* read.D N/A D N/A. N/A none 
SCR* ~ write.D N/A N/A N/A Dto Op. 1. none 
NOTE: 


D = Double Word. 
i= Integer size (B,W,D) specified in mnemonic. | 

_ ¢= Custom size (D:32 bits or Q:64 bits) specified in mnemonic. 
= Privileged Instruction: will trap if CPU is in User Mode. 
N/IA=Not aaa to this instruction. 
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4 AC Electrical Characteristics 
4.1 Definitions 


All the timing specifications given in this section refer to 
50% of the leading or trailing edges of the appropriate 
clock phase and 0.8V or 2.0V on the appropriate signal 







PHin 
aca aire! 2.4V 
SIG1 
tSiG1l 
0.45V 
2.4V 
tSiG2h : 
2.0V 
SIG2 


TUC/5490-42 


FIGURE 4-1. Timing Sseciticaion Standard 
; (Signal Valid After Clock Edge) 


4.2 Timing Tables 
4.2.1 Output Signals: Internal Biseaguiien Delays 


Maximum times assume capacitive loading of 100pF. 


Name _ [ beseription | Figure Reference/Conditions fs. [pen Unit 


taLy | Address bits 0-15 valid 
tath | Address bits 0-15 hold 

toy | Data valid (write cycle) 
ton Data hold (write cycle) 
taHy Address bits 16-23 valid 

~ tAHh Address bits 16-23 hold 
tALADSs Address bits 0-15 set up to ADS T.E. 
tAHADSs Address bits 16-23 set up to ADS T.E. 
taLADSh Address bits 0-15 hold from ADS T.E. 
tAHADSh Address bits 16-23 hold from ADS T.E. 
tare Address bits 0-15 floating (no MMU) » 
taLmt Address bits 0-15 floating (with MMU) 
tami Address bits 16-23 floating (with MMU) 
tuBev . HBE signal valid 
tHBen HBE signal hold 
tsty Status (STO-ST3) valid 
tsth Status (STO-ST3) hold 
toDINv DDIN signal valid 
toDINh DDIN signal hold 
tapSa ADS signal active (low) 
tapsia ADS signal inactive 
tapsw ADS pulse width 
tosa DS signal active (low) 


as illustrated in Figures 4-1 and 4-2, unless specifically 


stated otherwise. 


Abbreviations: 
L.E— leading edge 
T.E.—trailing edge 


PHIn 


S!G1 


SIG2 
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FIGURE 4-2. Timing Specification Standard 
(Signa! Valid Before Clock Edge) © 


after L.E., PHi1 T1 

after L.E., PHI1 Tmmu or T2 
after L.E., PHI1 T2 | 
after L-E., PHI1 next T1 or Ti 
after L.E., PHI1 T1 

after L.E., PHI1 next T1 or Ti 
before ADS reaches 2.0V 
before ADS reaches 2.0V 
after ADS reaches 2.0V 
after ADS reaches 2.0V 
after L.E., PHI1 T2 

after L.E., PHI1 Tmmu 
after L.E., PHI1 Tmmu 
after L.E., PHI1 T1 

after L.E., PHI1 next T1 or Ti 
after L.E., PHI1 T4 

(before T1, see note) 

after L.E., PH1i1 T4 (after T1) 
after L.E., PHI1 T1 

after L.E., PH!1 next T1 or Ti 
after L.E., PHI1 T1 

after T.E., PHI1 T1 

at 0.8V, both edges 

after L.E., PHI1 T2 





4. sh Output Signals: Internal Propagation Delays (continued) — 


Name — Description | Reference/Conditions “i Unit 


| DS signal inactive 


tosia 
tact 
tant 
tapst 
thee 
topine 
tHLDAa 


tHLDAia 


_tapsr 


— tHeer 


| topinr 


tate 
— topine 
tHe 


-tpDINr — 


tuBer 


tspca 
tspcia 
tspcnt 
toy 
ton 
tprsw 

— tprsa 
tpFsia 


tiLos 


— tion 
tiLoa 
tiLoia 
tuss 

tush 

tnsPF 
tpens 
tLxPF 


NOTE: 


Every memory cycle starts with'Ts, during which Cycle Status is applied. Ifthe CPU was idling, the sequencewillbe: Ms Uy Ly) Woes 


| ILO signal setup 



























ADO-AD15 floating (caused b by HOLD LD) 
A16-A23 floating (caused by Ht BY HOE 
ADS floating (caused by H HOLD) 
| HBE HBE floating (caused by TOLD LD) 
‘DDIN floating (caused by HOLD) 
HLDA signal active (low) 
| HLDA signal inactive 
ADS signal returns from floating 
_ (caused by HOLD) 
HBE signal returns from floating 
(caused by HOLD) 
DDIN signal returns from floating 
(caused by HOLD) 
ADO-AD15 floating (caused by FLT) 
DDIN signal floating (caused by FLT) 
_HBE signal low (caused by FLT) 
_DDIN signal returns from floating 
(caused by FLT) 
_HBE signal returns from floating 
| (caused by FLT) 
SPC output active (low) 
SPC output inactive 
SPC output nonforcing 
Data valid (slave processor write) 
Data hold (Slave processor write) — 
PFS pulse width , 
; PFS pulse active (low) 
PFS pulse inactive 























ILO signal hold 












ILO signal active (low) 
iLO signal inactive 
U/S signal setup 

U/S signal hold 
Nonsequential fetch to next 
PFS clock cycle 

‘PFS clock cycle to next 
nonsequential fetch 


to next PFS clock cycle 


sequence will be: 74, lise 






Last operand transfer of an instruction 


after L.E., PHI1 T4 
after L.E., PHI1 T1 
after L.E., PHI1 T1 
after L.E., PHI1 Ti 
after L.E., PHI1 Ti 
after L.E., PHI1 Ti | 
after L.E., PHI1 Ti 
after L.E., PHI1 Ti 


after L.E., PHI1 Ti 






























after L.E., PHI1 Ti 








| after L.E., PHI1 Ti 


after L.E., PHI1 Tf 
| after FLT reaches 0.8V 
after FLT reaches 0.8V 


after FLT reaches 2.0V 













after FLT reaches 2.0V 


after L.E., PHI1 T1 
_| after L.E., PHI1T4 | 
| after L.E., PHI2 T4 
after L.E., PHI1 T1 
after L.E., PHI1 next T1 or Ti. 
at 0.8V, both edges 

after L.E., PHI2 — 

| after L.E., PHI2 

before L.E., PHI1 T1 

of first interlocked 

write cycle 

after L.E., PHI1 T3 

of last interlocked 
|readcycle | 

after L.E., PHI1 . 

after L.E., PHI1 

before T.E., PHI1 T4 or Ti: 
after L.E., PHI1 T1 


after L.E., PHI1 T1 























































before L.E., PHI1 T1 


before L.E., PHI1 T1 of 
first bus evelee of transfer 
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ns 
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ns 


ns 
ns 
ns 
ns 
ns 
ns 
ns 


| ns 


ns 


ns 


ns | 


ns” 
ns 
ns. 
tcp 


; top 


top 


” Ifthe CPU was notidling,the | 


4.2.2 Input Signal Requirements: 


Name Description Reference/ Conditions i Unit 








tpwr Power stable to RST T.E. after Vcc reaches 4.5V. 
tbls ‘Data in setup (read cycle) — before T.E., PHI2 T3 
toih Data in hold (read cycle) after T.E., PHI2 T3 
-tHipa HOLD active (low) setup time (See note) before T.E., PHI2 TX1 
tHLDia - HOLD inactive setup time before T.E., PHI2 Ti 
tHLDh HOLD hold time after L.E., PHI1 TX2 
teLta FLT active (low) setup time before T.E., PHI2 Tmmu 
tFLTia FLT inactive setup time before T.E., PHI2 T2 
trpys RDY setup time before T.E., PHI2 T2 or T3 
trpyn RDY hold time after T.E., PHI1 T3 
taBTs ABT setup time (FLT inactive) before T.E., PHI2 Tmmu 
tapts ABT setup time (FLT active) beforeT.E., PHI2 T2 
taBth ABT hold time after L.E., PHI 
trsts RST setup time before T.E., PHI1 
trstw RST pulse width at 0.8V (both edges) 
tiNTs INT setup time before T.E., PHI1 
tnoaiw NMI pulsewidth © at 0.8V (both edges) 
toils Data setup (slave read cycle) before T.E., PHI2 T1 
toin Data hold (slave read cycle) after T.E., PHI2 T1 
tspcw SPC + pulse width (from slave processor) at 0.8V (both edges) 
tats | AT/SPC setup for address _ before L.E., PHI1 of 
translation strap cycle during which RST 
| pulse is removed 
tath - AT/SPC hold for address after T.E., PHI1 of 
translation strap cycle during which RST 
| pulse is removed 
NOTE: 


This setup time is necessary to ensure prompt acknowledgement via HLDA eel the ensuing floating of CPU off the buses. Note that the time from 
the receipt of the HOLD signal until the CPU floats | is a function of the time HOLD signal goes low, the state of the RDY input (in MMU systems), and the 
length of the current MMU cycle. 3 








4.2.3 Clocking Requirements: 


















to Vou ns 









tour PHI1, PHI2 rise time (see page 2) 

Bes od Oo 

tout PHI1, PHI2 fall time eee of Vou ns 

tcLh PHI1, PHI2 high time tcp 

teu PHI1, PHI2 low time tcp 
Clock period ons 





Non-overlap time 









at 10% of VcH (See page 2) 
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PHI2 | 
tA tAD ot . 
nore [1 ones I [oer 
petty tT 


Ny 


ADSw 


(HIGH) 
i 
TLIC/5 490-44 


FIGURE 4-3. Write Cycle. 


Semsl. gona) |_| 
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( 

| \———i zl | 
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_ FIGURE 4-4. Read Cycle. 
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TLIC/5490-45 


| T™1 | Tx2 | om | Ti | | Ti a Ti 





(FLOATING) 
| 





TLIC/5490-46 


FIGURE 4-5. Floating by HOLD Timing (CPU Not Idle Initially). 
Note that whenever the CPU is not idling (not in Ti), the HOLD alles (HOLD low) must be active tHLDa before the trailing edge of PHI2 of the 


clock cycle that appears two clock cycles before T4 (TX1) and stay low until tHLDh after the leading edge of PHI1 of the clock cycle that precedes | 
T4 (TX2) for the meueee to be acknowledged. 


Tit Ti2 | 


tHLDh | PHI2 [ 





tHLDAa 















HLDA 
i, 
ADS, ' HLDA [ 
HBE, fare SE ae ee ee Pon ‘o 
DDIN 1 : Bee tapsr | 
Me ee ie SRM ee ADS. taoinc 
aves [ “TFN ADS r |_| leone hp 
PEA! SR EL aman a = See Oe fr Se ee eee a DDIN 
A16-23 I (FLOATING) A16-23 4 ae ce ae eee ce ee z ee cee ree ee 
TLIC/5490-47 ADO-15 | | 
| or | : | (FLOATING) TLIC/5490-48 
FIGURE 4-6. Floating by HOLD Timing (CPU Initially Idle). FIGURE 4-7. Release from HOLD. 


Note that during Ti1 the CPU is already idling, 
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CPU 
CYCLES 





ADO-15 eae a] TAL 
ADDRESS (CPU) EE fa ee ey eee ae 
(CPU) (FLOATING) " (FLOATING, DRIVEN BY MMU) 
| ave29 7 ADDRESS (CPU))~ —— eee eye Ameneereces 
( | (FLOATING, DRIVEN BY MMU) 
ae itaomt | - | | 
eet / | |taLapsn 
Lobe tAHADSh 


| toDiNnt 


| \ anaia wants 
(CPU) pilin (FLOATING, DRIVEN BY MMU) 
type! | (FORCING LOW) 


TUCI5490-49 _ 


FIGURE 4-8. FLT Initiated Float Cycle Timing. 


CPU 
CYCLES 





(FORCING LOW) 
FIGURE 4-9. Release from FLT FTiming.. 


TLIC/5490-50 


Note that when FLT is deassertad the CPU restarts auving DDIN before the MMU | releases it. This, however, does not cause any conflict, since 
both CPU and MMU force DDIN to the same logic level. 


TLIC/5490-51 


FIGURE 4-10. Ready Sampling (CPU Initially READY). 
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| 
FIGURE 4-11. Ready Sampling (CPU Initially NOT READY). 


TUC/S490-52 












DATA (FROM am 


——— VALID NEXT eran 


(HIGH) | 





TUIC/5490-53 TLIC/S490-54 


FIGURE 4-12. Slave Processor Write Timing. FIGURE 4-13. Slave Processor Read Timing. 





TL/C/5490-55 


FIGURE 4-14. SPC Non-Forcing Delay. 


After transferring last operand to a Slave Processor, CPU 
turns OFF driver and holds SPC high with internal 5KO pullup. 


[ 
RST/ABT [ 


AT/SPC 





TLIC/S5490-56 


FIGURE 4-15. Reset Configuration Timing. 
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TLIC/5490-57 


TLILS 


tPFSia tprsw 





TLIC/5490-58 


FIGURE 4-17. Relationship of PFS to Clock Cycles. 





STO-3 | ak a X CODE 1001 
- . . ‘ : TLIC/5490-59 


FIGURE 4-18a. Guaranteed Delay, PFS to Non-Sequential Fetch. 


tNSPF 
TLIC/5490-60 


FIGURE 4-18b. Guaranteed Delay, Non-Sequential Fetch to PFS. 
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| T3 ORTi T4 OR Ti 











stat et ef 


“(LILLY LS 





TL/C/5490-61 


FIGURE 4-19a. Relationship of ILO to First Operand Cycle 
of an Interlocked Instruction. 


T3 OR Ti T4ORTi 





TLUC/5490-62 


FIGURE 4-19b. Relationship of ILO to Last Operand Cycle 
of an Interlocked Instruction. 
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tiLoia 
TLIC/5490-63 


FIGURE 4-20. Relationship of ILO to Any Clock Cycle. 





pecan Bos 11 | T2 | 3. | a | 


“(FPL 


TL/C/5490-64 





FIGURE 4-21. U/S dclationship to Any Bus ore — 
Guaranteed Valid Interval. 
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| TI | Tmmu | 12 | Ti | 





cet 





ST/ABT 
| | TLIC/5490-65 
FIGURE 4-22. Abort Timing, FLT Not Applied. 
Tt | Tt Tt Tt T2 Ti 
ra] | 
PHI2 | 
DS/FLT 7 
AST/ABT Li 
; _— TLIC/5490-66 


FIGURE 4-23. Abort Timing, FLT Applied. 


vcc 





TLIC/S490-67 


FIGURE 4-24. Power-On Reset. 


~ANIL 





TUCIS490-68 


FIGURE 4-25. Non-Power-On Reset. 
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| . esha! tNMIw 
UINTs: NMI 


TLIC /5490-70 
TLIC/5490-69 


FIGURE 4-26. INT Interrupt Signal Detection. | _ FIGURE 4-27. NMI Interrupt Signal Timing. 


Violation of tINTs timing is allowed, but detection then occurs 
one clock cycle later. 


NEXT 





T1 | T2 | T3 | T4 Ti or Ti | 











TLIC/5490-71 


FIGURE 4-28. Relationship Between Last Data Transfer of 
an Instruction and Pulse of Next Instruction. 


NOTE: 


In a transfer of a Read-Modify-Write type operand, this is the Read transfer, displaying 
RMW Status (Code 1011). 
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“‘heoaudes A: Instruction Formats | 
NOTATIONS: 


Integer Type Field 

B = 00 (Byte) 

W = 01(Word) 

D = 11 (Double Word) 


Floating Point Type Field 
F=1 (Std. Floating: 32 bits) 
L=0 (Long Floating: 64 bits) 


| 


c = Custom Type Field 
D=1 (Double Word) 
Q=0 (Quad Word) 

op = Operation Code 


Valid encodings shown with each format. 


gen, gen 1 ,gen 2 = General Addressing Mode Field 
See Sec. 2.2 for encodings. 

reg = General Purpose Register Number. 

Condition Code Field 

0000 = EQual: Z= 1 

0001 = Not Equal: Z = 0 

0010 = Carry Set: C = te 

0011 = Carry Clear: C = 

0100 = Higher: L'= 1 

0101 = Lower or Same: L = 0 

0110 = Greater Than: N = 1 

0111 = Less or Equal: N =0 

1000 = Flag Set: F =1 

1001 = Flag Clear: F = 0 : 

1010 = LOwer:L = OandZ=0 

1011 = Higher or Same:L = 1orZ = 1 

1100 = Less Than: N = OandZ=0 

1101 = Greater or Equal: N = 1orZ = 1 

1110 = (Unconditionally True) 

1111 = (Unconditionally False) 


- cond = 


short = Short Immediate value. May contain: 
3 segs Signed 4-bit value, in MOVQ, ADDQ, 
| -CMPQ, ACB. | 


cond: Condition Code (above), in Scond. 


areg: 
0000 = US 
0001 — 0111 = (Reserved) © 
1000 = FP 
1001 = SP 
1010 = SB 
1011 = (Reserved) 
1100 = (Reserved) 


1101 = PSR 
1110 = INTBASE 
1111 =MOD 


Options: in String Instructions 


moge 


T = Translated 
B = Backward | 
U/W = 00: None 
01: While Match 
~11: Until Match 


CPU Dedicated Register, in LPR, SPR. 


169 


Configuration bits, in SETCFG: 
EGET 


_mreg: MMU Register number, in LMR, SMR. 


0000 = BPRO 
0001=BPR1 — 
0010 = (Reserved) 
0011 = (Reserved) 
0100 = PFO 

0101 = PF1 a 
0110 = (Reserved) 
0111 = (Reserved) | 


{000 =SC . 
1001 = (Reserved) 
1010=MSR - 
1011 = BCNT 
1100 = PTBO 
1101 = PTB1 
1110 = (Reserved) 
1111 =EIlA 
a a 0 
[cond [10 10 
| Format 0 
Bcond (BR) 
7 0 
Ta ed 
Format 1 
BSR -—0000 ENTER ~ —=1000 | 
RET —0001 EXIT —1001 
CXP —0010 NOP —1010 
RXP —0011 WAIT —=1011- 
~RETT —0100 DIA —1100. 
-RETI —0101 FLAG —1101 
SAVE ~-0110 SVC —1110 
RESTORE —0111 BPT —1111 
15 8,7 0 
ae ae ee 
Format 2 | 
~ ADDQ —000 ACB -100 
CMPQ —001 MOVQ —101 
SPR —010 LPR © —110 
Scond —011 


BIZ 3: 0 


15 | | 
Format 3 
CXPD ~0000 ADJSP ~1010 
BICPSR —0010 JSR —1100 
JUMP —0100 CASE —1110 
BISPSR —0110 
Trap (UND) on XXX1, 1000 
5S | 817 0 
Format 4 
ADD —0000 SUB — 1000 
EMP —0001 ADDR —1001 
BIC —0010 AND —1010 
ADDC —0100 SUBC —1100 
MOV —0101 TBIT —1101 
OR. —0110 XOR | ~1110 


23 | + *s ? 3 0 


Format 7 
MOVM —0000 MUL — 1000 
CMPM —0001 MEI -—1001 
INSS —0010 Trap (UND) —1010 
EXTS —0011 DEl —1011 
MOVXBW —0100 QUO —1100 
_ MOVZBW —0101 REM —1101 - 
-MOVZiD —0110 MOD —1110 
MOvxiD —0O111 —1111 





Format 5 
MOVs 0000 SETCFG 0010 
CMPS ~0001 SKPS ~0011 


Trap (UND) on 1XXX, 01XX 


23 16115 8|7 | 0 


Format 6 
ROT —Q000 NEG ~ 1000 
ASH ~0001 NOT ~1001 
CBIT —0010 Trap (UND) —1010 
CBITI —0011 SUBP —1011 
Trap (UND) —0100 ABS —~1100 
LSH —0101 COM ~1101 
SBIT —0110 IBIT © —1110 
SBITI —0111 ADDP —1111 


DIV 








Format 8 
EXT —0 00 _INDEX —100 
CVTP | —001 FFS —101 
INS —0 10 
CHECK —011 : 
MOVSU —110, reg =001 | 
MOVUS —110, reg = 011 
23° 1650 8}7 oO 
gent [gene | op [1] i foorsss rol 
Format 9 
MOVit —000 ROUND ~100 
LFSR —001 TRUNC —101 
MOVLF —010 SFSR —110 
MOVFL —011 FLOOR —111 
wot . @ 
~ Format 10 
Trap (UND) Always 
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23 rl ie 





RDVAL 
-WRVAL 


Trap (UND) on 01XX, 1XXX 


_ Format 14 
—0000° LMR- 
—0001 SMR | 


Format 11 
ADDf --0000 DIF ~1000 
MOVE —0001. Trap (UND) —1010 
CMPf ~0010 Trap (UND) —1011 
SUB ~0100 MULf ~1100 
NEGf — —0101 ABSf —1101 
Trap (UND) -—0110 Trap (UND) -—1110 
| Trap (UND) -—0111 Trap (UND) = —1111 
_ i 0 
Format 12 © 
Trap (UND) Always 
Ty 
| | - Format13 
Trap (UND) Always — 
23 165 


-0010 
~0011 


[23 1615 8/7 0 


if nnn = 010, 011, 100, 110, 111 


Operation Word ID Byte 
_ Format 15 
(Custom Slave) _ 
nnn Operation Word Format _ 
23 16415 8 
ia [gent | snoe fx] oe | 
Format 15.0 
- CATSTO —0000 LCR —0010 
-. CATST1. —0001 SCR —0011 
Trap (UND) on all others 
23 | 16| 15 | 8 
oe > TESTS 
Format 15.1 | 
CCV3 —000 CCV2 —100 
LCSR -001 ccv1 —101 
CCV5 —010 SCSR —110. 
CCV4 011 CCVO —111 
| 23 16|15 | 8 
- ee eee 
| Format 15.5 
-CCALO —0000 CCAL3. —- - 1000 
CMOVO —0001 Trap (UND) —1010 
- CCMP —0010 Trap (UND) —1011 
CCAL1 —0100 ~CCAL2 — 1100 
~ CMOV2> —0101 - CMOV1  ~—s —- 1101 
Trap (UND) —0110 Trap (UND)  —1110 
Trap (UND) —0111 Trap (UND) 


then Trap (UND) Always — 


471 


~ 
i=) 
oe 
oS 


Trap (UND) Always Trap (UND) Always 
___7 0 implied Immediate Encodings: | | 
| (7 r6 r5 r4 r3 r2 r1 Oo 
Format 17 | 
Register Mask, appended to SAVE, ENTER 
Trap (UND) Always 
7 0 
7 0 r0 ri r2 r r4 r5 ré 17 


AAAS Register Mask, appended to RESTORE, EXIT | 


Format 18 


— 3 7 - o | 


Offset/Length Modifier appended to INSS, EXTS 
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XCTAL1 NS16201 
Tcu WAIT4 





AIT REQUESTS . 
(ADDR. DECODED OR STRAPPED) 






Tacos BBY PHYSICAL 
. ADDR. 


VALID — 
STROBE - 





Mi NS16032 
} CPU 








ADDRESS 
LATCH/ 
BUFFER 






ADDR/DATA 


(24) 





DATA 


MULTIPLEXED 

BUS | 
_ MEMORY/ (16) 
PERIPHERALS — 





DATA BUFFERS 


. FIGURE B-1. System Connection Diagram. 





PERIPH. CYCLE 
‘READY 


ADDRESS 
BUS. 


| (24) 


DATA BUS 


(16) 


STATUS 


TUC/5054-72 


suonsebins Buloepejul ‘g xipueddy 


- ORDERING INFORMATION | - NSX16 —sCross Software Package (VAX/VMS) 


| NS16032D-10 SFW-90-A010 Cross Software Package 
NS16032N-10 (STARPLEX II™) 


_ DEVELOPMENT TOOLS ORDERING INFORMATION NSISE-16 —_In-System, Emulator (VAX/VMS) 
eeOOe.  - “Evaigatigicaaia SPM-90-A1632 In-System Emulator (STARPLEX I!) 


Physical Dimensions inches (millimeters) 


2434 


a MAX 
(61.82) 
48 47 46 45 a4 43 42 4 4g 39 38 27 36 35 Rh] 33 32 uv a0 29 2B aT 26 25 









i 


0.580 0.610 
(14. (14.73) (15.49) 
MAX MAX 





i PIN ND. 1 IDENT 


6 7 8 9 70 1t 12 30°~«0°«M4 15 16 =. «17 18 19 20 21 22 23 24 





0.140-0.200 





= ———-—— MAX TYP 
(1.943) 


0.670 (2.794~5.080) 
(17.018) | 3 





0.030~0.060 
(0.762-1.524) 















0.008—0.015 LE ADS 
(0.203—-0.381} VERTICAL 


| : :_o0 9.100 +0.010 0.015-0.023 | | | 0590-0 620 a TO 15° MAX 
5 ae —| —_ “250 'Y? —-||- (aze-osea 'Y? SN ag Pula (14.99-15.75) ae ee 
(3.175) 
: Ceramic Dual-In-Line Package (D)"" | ot : 
NS encnage D48A : 
2.440 sr , 


aes — - - —— MAX ——-——~- 


161.98) | 
[ae] [a7] [ae] [45] [24] [43] [a2] [ai] [a0] [59] (38) [37] [Sel [35] (34) (33) (32) fn [Go [eo] fea [on [ee] [eg 


TYP 
























0.550+0.005 0.062 . 
Ss 97+0.127) (1. (1.574) 
































RAD 
PINNO1 
IDENT 4” ae ee Ree vee 
USCSUBORGSURESOROSC RCAC RORORCR CBOE ROROROEC ROR 
0,060 , 
(1.524) 
|, 0.030 
(0.762). 
06000 620 Max 0.130 + 0.005 
|  (15:24—15.74) Oe sa 
zs i 
il 
' ¥. 
x | i | ae 
| TT B6°94° 
ee 0.020 fo y™ 
95° +5 ce 
| 0.580 ei (0.508) | | __ 0.050 + 0.095 el |. 9.100 +0.010 |. 0.018 +9.003 ve 0.050 1, 
(14.73) MIN 0125 oi 27 + 0,381) (2.54 + 6.254) (0.457 +0.076} (1.27) 
8.009- 0.015 (3.175) 
(0.229 ~ 0.381) MIN 
+0.025 F i 
0.625 _ 9.015 
+0.635 F . 
(15.8 +9585) Molded Dual-In-Line Package (N) 


NS Package N48A 
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National 
<4 Semiconductor 
NS32032-6, NS32032-4 
| High-Performance Microprocessors 
General Description — Features ee 
The NS32032 functions as a central processing unit (CPU) 92-bit Architecture and Implementation 
“in National Semiconductor’s NS16000™ microprocessor ™ 32-bit Data Bus 


wz 
family. It has been designed to optimally support micro- '% 16Mbyte Uniform or Space 
processor users who need the ability to use a large ™ Powerful Instruction Set 


_ PRELIMINARY | 


addressing space for large programs and/or large data. «General 2-Address Capability 4 
structures. Because large programs must realistically be — Very High Degree of Symmetry 7 

| generated and maintained in high-level languages, the — Addressing Modes Optimized for High Level _ 
NS16000 architecture provides for very efficient compila- Lanuguage References | 


NS16000 Slave Processor Support 
High-Speed XMOS™ Technology 
Single 5V Supply Seg 

_ 68-pin Leadiess Chip Carrier 


| tion while remaining easy to program at the assembler 
level for optimizations. NS16000 architecture provides 
| for full virtual memory capability, in conjunction with — 
the NS16082 Memory Management Unit (MMU). High per- 
| formance floating-point instructions are provided with the 
NS16081 Floating-Point Unit (FPU). The NS32032-4 and 
NS32032-6 have different timing parameters. Refer to Sec- 
tion 4 for timing specifications. 


|NS32032 CPU Block Diagram 
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REGISTERS 


v 





-] 





TUIC/5491-1 


175 


Absolute Maximum Ratings 


Temperature under bias _ 0°C to +70°C 
Storage Temperature | —65°C to +150°C 
All input or output voltages with 

respect to GND -—0.5V to +7V 
Power Dissipation ary 1.5 Watt” 


Note: Absolute maximum ratings indicate limits beyond which 
permanent damage may occur. Continuous operation at these 
limits is not intended; operation should be limited to those condi- 
tions specified under DC Electrical Characteristics. 


DC Electrical Characteristics: ns32032-4 1%) = 0 to +70°C, Voc 
NS32032-6 Ta = Oto +70°C, Voc 


Symbol 


V 


IH 
Voy | Logical 1 Clock Voltage PHI1, PHI2 pins only 
VoL Logical 0 Clock Voltage PHI1, PHI2 pins only 
Logical 0 Clock Voltage, | ; 
Vet | . Transient (ringing tolerance) eri 2 pins Only 


VoH Logical 1 Output Voltage lon = —400 pA | | 





AT/SPC Input Current (low) 

















Input Load Current 





Vin = 0.4V, AT/SPC in input mode 


0 <Vin < Voc, All inputs except 
PHI1, PHI2, AT/SPC 


Wil 









Vec70.5 


| 
© 
es) 


2.4 


0.05 


loorr)| Output Leakage Current ; 0.4 <Vout <Vcc | -20 


loc Active Supply Current lout = 0, Ta = 25°C 


Connection Diagram 


RESERVED 
ST3 
PFS 
DDIN 
RESERVED 
RESERVED 
PHI1 
PHI2 NS32032 

ADS CPU 
uU/S 
RESERVED 
RESERVED 
ATISPC 
DS/FiT 
RST/ABT 
RESERVED 
RESERVED (CONNECT TO GROUND) 





TET ELLE LLLU 
FOr inimaclo >» & a 
= EIR IBIB|S|3 5 3 8 

=z=ixz = 36 
oS 
Bottom View 
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ADTI 
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AD7 
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TL/C/S491-2 


5V +5%, GND 
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Oo O|t 
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1 NS32032 Pin Descriptions — 
The following is a brief description of all NS32032 


pins. The descriptions reference portions of the Func- 
tional Description, Section 3. 


‘Unless otherwise indicated (see pin 34) reserved pins 
should be left open. | 


1.1 SUPPLIES 
Power (Vcc): +5V Positive Supply. Sec. 3.1. 


Logic Ground (GNDL): Ground reference for on-chip 
_ logic. Sec. 3.1. 


Buffer Ground #1 (GNDB1): Ground reference for 
half of the on-chip drivers connected to output pins. 
Sec. 3.1. 


Buffer Ground #2 (GNDB2): Ground reference for 
the other haif of Ore drivers connected to output 
pins. Sec. 3.1. 


Back-Bias Ganerator (BBG): Output of on-chip sub- 
strate voltage generator. Sec. 3.1. 


1.2 INPUT SIGNALS 


Clocks (PHI1, PHI2): Two-phase clocking signals. Sec. 
Gee 3 


Ready (RDY): Active sai While RDY is inactive, the 
CPU extends the current bus cycle to provide for a 
slower memory or peripheral reference. Upon detecting 
RDY active, the oe terminates the bus ee Sec. 
3.4.1. | 


Hold Beciiesl (HOLD): Active low. Causes the CPU to 
release the bus for DMA or multiprocessing purposes. 
— Sec. 3.6. 


Interrupt (INT): Active low. Maskable Interrupt request. 
Sec.3.8. 


Non- Maskable iment (NMI): Active low. Non- Mask- 
able Interrupt request. Sec. 3.8. 


Reset/Abort (RST/ABT): Active low. If held active for 
one clock cycle and released, this pin causes an Abort 
Command, Sec. 3.5.4. If held longer, it initiates a Reset, 
Sec. 3.3. | 

Physical Address, bit 1 (PA1): Active high. This 
input is connected to address Ai. It. is used during 
MMU cycles to tell the CPU which word the MMU is 
accessing, so the appropriate byte enable control sig- 
nals.can be activated. 


1.3. OUTPUT SIGNALS 


"Byte Enable (BEO-BES): Active low. Four control sig- 


_ nals enabling data transfers on individual bus nyies | 


‘Sec. 3.4.3. 


Status (STO-ST3): Active high. Bus cycle sais 68s: 
STO least significant. Sec. 3.4.2. Encodings are: 


0000 — Idle: CPU Inactive on Bus. 
0001 — Idle: WAIT Instruction. | 
0010 — (Reserved) 
0011 — Idle: Waiting for Slave. 
0100 — Interrupt Acknowledge, Master | 
0101 — Interrupt Acknowledge, Cascaded. 
0110 — End of Interrupt, Master. 
0111 — End of interrupt, Cascaded. 
1000 —- Sequential Instruction Fetch. 
1001 — Non-Sequential Instruction Fetch. 
1010 — Data Transfer. 
1011 — Read Read-Modify-Write Operand. 
1100 — Read for Effective Address. 
1101 — Transfer Slave Operand. __ 

_ 1110 — Read Slave Status Word. — 

1111 — Broadcast Slave ID. 


Hold Acknowledge (LDA): Active ion: Applied by the 
CPU in response to HOLD input, indicating that the bus. 
has been released for DMA or muilprocsssi pur- 
poses. Sec. 3.6. 


User/Supervisor (U/S): User or Supervisor Mode 
status. Sec. 3.7. High state indicates User Mode, low 
indicates Supervisor Mode. Sec. 3.7. | 


interlocked Operation (ILO): Active low. Indicates that 


an interlocked instruction is being executed. Sec. 3. F3 
Program Flow Status (PFS): Active low. Pulse indi- 


_ cates paging et an instruction execution. Sec. 3.7. 


‘Address Strobe (ADS): Active low. Controls address" | 


latches; indicates start of a bus cycle. Sec. 3.4. 


Data Direction In (DDIN): Active low. Status signal 
indicating. direction of data penal during a bus cycle. 
Sec. 3. 4. 
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1.4 INPUT-OUTPUT SIGNALS 


Address/Data 0-23 (ADO-AD23): Active high. Multi- 
plexed Address/Data information. Bit 0 is the least sig- 
nificant bit of each. Sec. 3.4. | 


Data Bits 24-31 (D24-D31): Active oe The high 
order 8 bits of the data bus. 


Address Translation / Slave Processor Control (aT 
SPC): Active low. Used by the CPU as the data strobe ~ 
output for Slave Processor transfers; used by Slave 
Processors to acknowledge completion of an instruc- 
tion. Sec. 3.4.6; Sec. 3.9. Sampled on trailing edge of 
Reset pulse as Address Translation Strap. Sec. 3.5.1. 


Data Strobe/Float (DS/FLT): Active low. Data Strobe | 
output, Sec. 3.4, or Float Command input, Sec. 3.5.3. 
Pin function is selected on A1/SPCpin, Sec. 3.5.1. 


2 Architectural Description — 
2.1 PROGRAMMING MODEL 


The NS16000 architecture includes 16 registers on 
the NS32032 CPU. 
DEDICATED 


32 ——_________> 





PROGRAM COUNTER | PC 


STATIC BASE | SB 


FRAME POINTER | FP. 


USER STACK PTR. | SP1 


SP 
_ INTERRUPT STACK PTR. | SPO } 


‘INTBASE 


__ INTERRUPT BASE 


PSR MOD 


MODULE 


STATUS 


GENERAL 


‘ 


aoe ne ere.) 
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FIGURE 2-1. The General and Dedicated Registers. 


2.1.1 General Purpose Registers 


T here are eight registers for meeting high speed general 
_ storage requirements, such as holding temporary vari- 
ables and addresses. The general purpose registers are 


free for any use by the programmer. They are thirty-two - 
bits in length. If a general register is specified for an 
operand that is eight or sixteen bits long, only the low | 


part of the register is used; the high part is not refer- 


enced or modified. 

2.1.2 Dedicated Registers ; : 3 | 
The eight dedicated registers of the NS32032 are 
assigned specific functions. | | | 

PC: The PROGRAM COUNTER register is a pointer to 
the first byte of the instruction currently being executed. 
The PC is used to reference memory in the program 


section. (In the NS32032 the upper eight bits of this 


register are always zero.) 


SP0, SP1: The SPO register points to the lowest address 
of the last item stored on the INTERRUPT STACK. This 
stack is normally used only by the operating system. Itis 
used primarily for storing temporary data, and holding 
return information for operating system subroutines and 
interrupt and trap service routines. The SP1 register 
points to the lowest address of the last item stored on 
the USER STACK. This stack is used by normal user 
- programs to hold temporary data and subroutine return 


information. 


In this document, reference is made to the SP register. 


The terms “SP register’ or “SP” refer to either SPO or 
SP1, depending on the setting of the S bit in the PSR 
register. If the S bitinthe PSRis 0 then SP refers to SPO. 
If the S bit in the PSR is 1 then SP refers to SP1. (In the 
NS32032 the upper eight bits of these registers are 
always zero). 


Stacks in the NS16000 family grow downward in mem- 
ory. A Push operation pre-decrements the Stack Pointer 


by the operand length. A Pop operation post-increments 


the Stack Pointer by the operand length. 
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FP: The FRAME POINTER register is used by a proce- 
dure to access parameters and local variables on the 
stack. The FP register is set up on procedure entry with 
the ENTER instruction and restored on procedure termi- 
nation with the EXIT instruction. 


The frame pointer holds the address in memory occu- 
pied by the old contents of the frame pointer. (In the 
NS32032 the upper eight bits of this register are 
always zero.) 


SB: The STATIC BASE register points to the global 
variables of a software module. This register is used to 
support relocatable global variables for software mod- 
ules. The SB register holds the lowest address in memory 
occupied by the global variables of a module. (In the 
NS32032 the upper eight bits of this register are 
always zero.) | 


INTBASE: The INTERRUPT BASE register holds the 
address of the dispatch table for interrupts and traps. 
(Sec. 3.8). The INTBASE register holds the lowest 
address in memory occupied by the dispatch table. (In 
the NS32032 the upper eight bits of this register are 
always zero.) 


MOD: The MODULE register holds the address of the 
module descriptor of the currently executing software 
module. The MOD register is sixteen bits long, therefore 
the module table must be contained within the first 64K 
bytes of memory. | 


PSR: The PROCESSOR STATUS REGISTER (PSR) 
holds the status codes for the NS32032 
microprocessor. oo | 


The PSR is sixteen bits long, divided into two eight-bit 
halves. The low order eight bits are accessible to all 
programs, but the high order eight bits are accessible | 
only to programs executing in Supervisor Mode. 
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FIGURE 2-2. Processor Status Register. 


©: The C bit indicates that a. carry or borrow 
occurred after an addition or subtraction instruc- 
tion. It can be used with the ADDC and SUBC 


instructions to perform multiple-precision integer | 


arithmetic calculations. It may have a setting of O — 


(no carry or borrow) or 1 (carry or borrow). 


_T: The T bit causes program tracing. If this bit is a 1, 
a TRC trap is executed after every instruction 
(Sec. 3.8.5). 


.L: The L bit is altered by comparison instructions. Ina 
comparison instruction the L bit is set to “1” if the 


second operand is less than the first operand, when 


both operands are interpreted as unsigned integers. 


_ Otherwise, it is set to “0”. In Floating Point compari- | 


sons, this bit is always cleared. 


--F: The Fbiti is ageneral condition flag, whichis altered | 
by many instructions (e.g., integer arithmetic instruc- 


_ tions use it to indicate overflow). 


Z: The Z bit is altered by comparison instructions. Ina 

- comparison instruction the Z bit is set to “1” if the 
second operand is i to the first operand; other- 
wise it is set to “0”. 
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FIGURE 2-3. CFG Register. 


The CFG I bit declares the presence of external interrupt | 


vectoring circuitry (specifically, the NS32032 Interrupt 
Control Unit). If the CFG | bit is set, interrupts requested 
through the INT pin are “Vectored.” If it is clear, nee? 
interrupts are “Non-Vectored.” See Sec. 3.8. . 


The F, M and C bits declare the presence of the FPU, 


- MMU and Custom Slave Processors. If these bits are 


not set, the corresponding instructions are trapped as 


. being undefined. 


contents of each memory location is a byte consisting of 


_ N: TheN bitis altered by comparison instructions. Ina _ 


comparison instruction the N bit is set to “1” if the 
second operand is less than the first operand, when 
both operands are interpreted as one integers. 
Otherwise, it is set to “0”. 


_U: If the U bit is “1” no privileged instructions may be ‘. 
executed. If the U bit is “O” then all instructions may — 


be executed. When U = 0 the NS32032is said to be in 
Supervisor Mode; when U = 1 the NS32032 is said to 
be in User Mode. A User Mode program is restricted 
from executing certain instructions and accessing 


certain registers which could interfere with the operat- 
ing system. For example, a User Mode program is | 


prevented from changing the setting of the flag used 
to indicate its own privilege mode. A Supervisor Mode 
program is assumed to be a trusted part of the operat- 
ing system, hence it has no such restrictions. 


S: The S bit specifies whether the SPO register or SP1 


register is used as the stack pointer. The bit is auto- 


matically cleared on interrupts and traps. It may have 


2.1.4 Memory Organization 
The main memory of the NS32032 is a uniform linear 


_ address space. Memory locations are numbered sequen- 
tially starting at zero and ending at 2** — 1. The number 


specifying a memory location is called an address. The 


eight bits. Uniess otherwise noted, diagrams in this 
document show data stored in memory with the lowest _ 
address on the right and the highest address on the left. 
Also, when data is shown vertically, the lowest address 
is at the top of a diagram and the highest address at the 
bottom of the diagram. When bits are numbered in a 
diagram, the least significant bit is given the number 
zero, and is shown at the right of the diagram. Bits are 
numbered in increasing significance and toward the left. 


A 7 
Byte at Address A 


Two concious bytes are called a word. Except where 


noted (Sec. 2.2.1), the least significant byte of a word is 


stored at the lower address, and the most significant 


byte of the word is stored at the next higher address. In 
memory, the address of a word is the address ofits least 
significant byte, and a word may start at any address. _ 





A+1 
Word at Address A . 


Two contiguous words are called a double word. Ex- 


a setting of 0 (use the SPO baa or 1 (use the SP1 


—7 register). 


P: The P bit prevents a TRC trap from occurring more 
_ than once for an instruction (Sec. 3.8.5). It may have a 
setting of 0 (no trace pending) or 1 (trace pending). 


I: If | = 1, then all interrupts will be accepted (Sec. 
3.8). If | = 0, only the NMI interrupt is accepted. Trap 
_ enables are not affected by this bit. 


2.1.3 The Configuration Register (CFG) 


Within the Control section of the NS32032 CPU is the 
four-bit CFG Register, which declares the presence of 
certain external devices. It is referenced by only one 
instruction, SETCFG, which is intended to be executed 
only as part of system initialization after reset. The for- 
_ mat of the CFG Register is shown in Figure 2-3. 


cept where noted (Sec. 2.2.1), the least significant 
word of a double word is stored at the lowest address 
and fhe most significant word of the double word is 
Stored at the address two greater. In memory, the 
address of a double word is the address of its least 
significant byte, and a double word may start at any 


address. 


A+3 A+2 A+1 A < 


Double Word at Address A 


Although memory is addressed as bytes, iti is actually | 
organized as double-words. Note that access time to a 
word or a double-word depends upon its address, e.g. 


double-words which are aligned to start at addresses 


that are multiples. of four will be accessed more 


- quickly than those not so aligned. This also applies to 
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words that cross a double-word boundary. 


2.1.5 Dedicated Tables 


Two of the NS32032 dedicated registers (MOD and 
INTBASE) serve as pointers to dedicated tables in 
memory. 


The INTBASE register points to the Interrupt Dispatch 
_and Cascade ee These are described in Sec. 3.8. 


The MOD realeier contains a pointer into the Module 


Table, whose entries are called Module Descriptors. A. 


Module Descriptor contains four pointers, three of which 
are used by NS32032. At any point in time, the MOD 
register contains the address of the Module Descriptor 
for the currently running module. It is automatically up- 


~ dated by the Call External Procedure instructions (CXP 


. and CXPD). 


The format of a Module Descriptor is shown in Figure 
2-4. The Static Base entry contains the address of 
static data assigned to the running module. It is 
loaded into the CPU Static Base register by the CXP 
and CXPD instructions. The Program Base entry con- 
tains the address of the first byte of instruction code in 
the module. Since a module may have multiple entry 
points, the Program Base Pou serves ony as a ref- 
erence to find them. 
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FIGURE 2-4. Module Descriptor Format. 


OPTIONAL 
EXTENSIONS 


IMPLIED 
IMMEDIATE 
OPERAND(S) 





The Link Table Address points to the Link Table for the 
currently running module. The Link Table provides the 
information needed for: | 


1) Sharing variables between modules. Such variables 
are accessed through the Link Table via the External 
addressing mode. 


2) Transferring control from one module to another. 


This is done via the Call External Procedure (CXP) 
instruction. 


The format of a Link Table is given in Figure 2-5. A Link 
Table Entry for an external variable contains the 32-bit 
address of that variable. An entry for an external proce- 
dure contains two 16-bit fields: Module and Offset. The 
Module field contains the new MOD register contents for 
the module being entered. The Offset field is an unsigned 
number giving the position of the entry point relative to 
the new module’s Program Base pointer. 


For further details of the functions of these tables, see 
the NS 16000 Programmer's Manual. 






ENTRY [31 


ABSOLUTE ADDRESS 
| ABSOLUTE ADDRESS 


FIGURE 2-5. A Sample Link Table. 


(VARIABLE) 
(VARIABLE) 


(PROCEDURE) 
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2.2 INSTRUCTION SET 
2.2.1 General Instruction Format 


Figure 2-6 shows the general format of an NS16000 
instruction. The Basic Instruction is one to three bytes 
long and contains the Opcode.and up to two 5-bit General 
Addressing Mode (“Gen”) fields. Following the Basic 
Instruction field is a set of optional extensions, which 
may appear depending on.the instruction and the ad- 
dressing modes selected. 


BASIC 
INSTRUCTION 
of ee 


OPCODE 
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FIGURE 2-6. General Instruction Format. 


Index Bytes appear when either or both Gen fields spec-. 


ify Scaled Index. In this case, the Gen field specifies 
only the Scale Factor (1, 2, 4 or 8), and the Index Byte 
specifies which General Purpose Register to use as the 
index, and which addressing mode calculation to per- 
form before indexing. See Figure 2-7. — : 
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FIGURE 2-7. Index Byte Format. 


Following Index 
_ with the selected addressing modes. Each Disp/Imm 

field may contain one or two displacements, or one 
immediate value. The size of a Displacement field is 
encoded within the top bits of that field, as shown in 
Figure 2-8, with the remaining bits interpreted as a signed 
(two’s complement) value. The size of an immediate 
value is determined from the Opcode field. Both Dis- 
- placement and Immediate fields are stored most-signi- 


ficant byte first. Note that this is backward from the usual © 


memory representation of data (Sec. 2.1.4). 


Some instructions require additional, “implied” immedi- 


Bytes come any displacements 
(addressing constants) or immediate values associated 


ates and/or displacements, apart from those associated | 


_with addressing modes. Any such extensions appear at 
the end of the instruction, in the order that they appear 
within the list of operands in the instruction definition 

(Sec. 2.2.3). | 


2.2.2 Addressing Modes 


The NS32032 CPU generally accesses an operand by 
calculating its Effective Address based on information 
available when the operand is to be accessed. The 
method to be used in performing this calculation is spe- 
cified by the programmer as an “addressing mode”’ 


Addressing modes in the NS32032 are designed to 
optimally support high-level language accesses to var- 


iables. In nearly all cases, a variable access requires . 


only one addressing mode, within the instruction that 


acts upon that variable. Extraneous data movement is 


therefore minimized. 


NS32032 Addressing Modes fall into nine basic types: 
Register: The operand is available in one of the eight 


General Purpose Registers. In certain Slave Processor 


| instructions, an auxiliary set of eight egies may be 
referenced instead. 


rE Register Relative: A General Purpose Register con-. 


tains an address to which is added a displacement value 
from the instruction, yielding the Effective Address of 
the operand i in memory. 


Memory Space: Identical to Register Relative above, 
except that the register used is one of the dedicated 


registers PC, SP, SB or FP. These registers point to data 
areas generally needed by high-level languages. 





DOUBLE WORD DISPLACEMENT: RANGE (ENTIRE ADDRESSING SPACE) 
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FIGURE 2-8. Displacement Encodings. » 


Memory Relative: A pointer variable is found within the 
memory space pointed to by the SP, SB or FP register. A 


displacement is added to that pointer to generate the 


Effective Address of the operand. 


Immediate: The operand is encoded within the instruc- 
tion. This addressing mode is not allowed if the operand 
is to be written. 


Absolute: The address of the operand is spacitied bya 
displacement field in the instruction. 


_ External: A pointer value is read froma specified entry 


of the current Link Table. To this pointer value is added a _ 
displacement, yielding the Effective Address of the 
operand. 


Top of Stack: The currently-selected Stack Pointer 
(SPO or SP1) specifies the location of the operand. The 


3 operand i is pushed or popped, depending on whether it 


is: written or read. 


Scaled Index: Although anewied as an addressing | 
mode, Scaled Indexing is an option on any addressing | 


- mode except Immediate or another Scaled Index. Ithas _ 
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the effect of calculating an Effective Address, then multi- 


plying any General Purpose Register by 1, 2, 4 or 8 and 
adding it into the total, yielding the final Effective Address 
of the operand. 


Table 2-1 is a brief summary of the addressing modes. 


For a complete description of their actions, see pale 
Programmer’s Manual. 


ENCODING 


Register 
00000 
00001 
00010 
00011 
00100 
00101 © 
00110 
00111 


Register Relative 


01000 
~ 01001 
-01010 
01011. 
01100 
01101 
01110 
01111 


Memory Relative 


10000 
10001 
10010 


Reserved 
10011 


immediate 
10100 


Absolute 
10101 


External 
10110 


Top of Stack 
10111 


Memory Space 
11000 
11001 
11010 
11011, 


Scaled Index | 
11100 © 

11101 | 

11110 

11111 


NS32032 Addressing Modes 


MODE 


Register 0 
Register 1 
Register 2 
Register 3 
Register 4 
Register 5 
Register 6 
Register 7 : 


Register 0 relative 
Register 1 relative 
Register 2 relative 
Register 3 relative 
Register 4 relative | 
Register 5 relative 
Register 6 relative 
Register 7 relative 


Frame memory relative 
Stack memory relative 
Static memory relative 


(Reserved for Future Use) 


Immediate 


Absolute 


External 


Top of stack 


Frame memory 
Stack memory 
Static memory | 


Program memory 


Index, bytes 

Index, words 

Index, double words 
Index, quad words 


TABLE 2-1. 


ASSEMBLER SYNTAX 


RO or FO 
R1orF1. 
R2 or F2 
R3 or F3 
R4 or F4 


~R5orF5 
R6 or F6 


R7 or F7 


disp(RO) 
disp(R1) 
disp(R2) 
disp(R3) 
disp(R4) 
disp(R5) 
disp(R6) . 
disp(R7) 


disp2(disp1(FP)) 
disp2(disp1(SP)) 
disp2(disp1 (SB)) 


value 


@disp 


EXT (disp1) + disp2 


TOS 


disp(FP) 


—disp(SP). 


disp(SB) 
* + disp 


mode[Rn:B] 


mode[Rn:W] 


mode[Rn:D] 
mode[Rn:Q] 
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_ EFFECTIVE ADDRESS 


None: Operandis in the specified 
register. 


Disp + Register. 


Disp2 + Pointer; Pointer found at 
address Disp1 + Register. “SP” 
is either SPO or SP1, as selected 
in PSR. 


None: Operand is input from 
instruction queue. 


Disp. 


Disp2 + Pointer; Pointer is found — 
at Link Table Entry number Disp1. 


Top of current stack, using either 
User or Interrupt Stack Pointer, — 
as selectedin PSR. Automatic 
Push/Pop included. _ 


Disp + Register; “SP” is either 


SPO or SP1, as selected in PSR. 


EA (mode) + Rn. 

EA (mode) + 2 x Rn. 

EA (mode) + 4x Rn. 

EA (mode) + 8x Rn. 

‘Mode’ and ‘n’ are contained 
within the Index Byte. 


EA (mode) denotes the effective _ 


_ address generated using mode. 


2.2.3 Instruction Set Summary | 

Table 2-2 presents a brief description of the NS32032 
instruction set. The Format column refers to the 
Instruction Format tables (Appendix A). The Instruc- 


tion column gives the instruction as coded in assem- | 


bly language, and the Description column provides a 
short description of the function provided by that 
instruction. Further details of the exact operations per- 
formed by each instruction may be found in the Pro- 
grammer’s Manual. 


Notations: 


i = Integer length suffix: B = Byte 
a W = Word 
D = Double Word 


_ f = Floating Point length suffix: F = Standard Floating 
L = Long Floating 


gen = General operand. Any addressing mode can be 
specified. — 


mreg 


short = A 4-bit value encoded within the Basic 


Instruction (see Appendix A for encodings). | 


imm = Implied immediate operand. An 8- bit value 
appended after any addressing extensions. 


disp = Displacement (addressing constant): 8, 16 | or 32 
bits. All three lengths legal. 


reg = Any General Purpose Register: RO-R7. 


areg = Any Dedicated/Address Register: SP, SB, FP, 
MOD, INTBASE, PSR, US (bottom 8 PSR bits). 


Any Memory Management Status/Control 
Register. 


_ creg = A Custom Slave Processor Register (Implemen- 
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tation Dependent). 


cond = Any condition code, encoded as a 4-bit field 
within the Basic Instruction (see Appeneys A for 
encodings). | 


MOVES 
Format 


Operation 


MOVi. 
MOVQi 
MOVMi 
MOVZBW 
MOVZiD 
MOVXBW 
MOvxiD 
ADDR 


PRNNNNND SD 


INTEGER ARITHMETIC | 

Format 
ADDi 
ADDOQi 
ADDCi 
SUBi 
SUBCi 
NEGi 
ABSi_ 
MUL. 
QUOI 
REMi 

DIV 
MODi 
MEli 
DEli 


NINNNNNNOOARANDY A 


PACKED DECIMAL (BCD) | 


Format — Operation 


6 ADDPi 
6 SUBPi 


INTEGER COMPARISON 
Format Operation 


4 CMPi 
2 ~ CMPQi 
7 —— CMPMi 


LOGICAL AND BOOLEAN 


Format Operation 


ANDi 
ORi 
BICi 
XORi 

~— COMi 
NOTi 
Scondi 


MOOnrR AAA 


Operation | 








‘TABLE 2-2. 


NS32032 Instruction Set Summary 


Operands 


gen,gen 
short,gen 


gen,gen,disp 


gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


Operands 


gen,gen 
short,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


= gen,gen 


gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


Operands | 


gen,gen 
gen,gen 


Operands 
~ gen,gen 


short,gen 


gen,gen,disp 


Operands 


gen,gen 
gen,gen 
gen,gen 


~ gen,gen 


gen,gen 
gen,gen 
gen 


Description 


Move a value. | 
Extend and move a 4-bit constant. 
Move Multiple: disp bytes. 

Move with zero extension. 


_ Move with zero extension. 


Move with sign extension. 
Move with sign extension. 
Move Effective Address. 


Description 

Add. 

Add 4-bit constant. 

Add with carry. 

Subtract. | 

Subtract with carry (borrow). 
Negate (2’s complement). 
Take absolute value. 
Multiply. 

Divide, rounding toward zero. 
Remainder from QUO. 
Divide, rounding down. 
Remainder from DIV (Modulus). 
Multiply to Extended Integer. 


Divide Extended Integer. — 


Description 


Add Packed. — 
Subtract Packed. 


- Description 


Compare. 
Compare to 4-bit constant. 
Compare Multiple: disp bytes. 


Description 
Logical AND. 
Logical OR. 


Clear selected bits. 
Logical Exclusive OR. 


| Complement all bits. 


Boolean complement: LSB only. | 
Save condition code (cond) as a Boolean variable of size i. 
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‘SHIFTS: 


Operation 


_ Operands 


‘Format Description 
6 ————LSHi- gen,gen Logical Shift, left or right. 
ae _ ASHi © gen,gen Arithmetic Shift, left or right. 
6 ROTI gen,gen Rotate, left or right. 
BITS ee. — 
Format Operation Operands Description 
4 TBITi gen,gen Test bit. 
6 SBITi gen,gen Test and set bit. 
6 SBITIi gen,gen Test and set bit, interlocked. 
6 CBITi gen,gen Test and clear bit. 
6 CBITIi gen,gen Test and clear bit, interlocked. 
6 IBITi gen,gen _ Test and invert bit. 
8 OFFS gen,gen Find first set bit. 
_ BITFIELDS | 


Bit fields are values in memory which are not aligned to byte boundaries. Examples are PACKED arrays and records used 
in Pascal. “Extract” instructions read and align a bit field. “Insert” instructions write a bit field from an aligned source. 


_ Format Operation Operands Description 
8 EXTi reg,gen,gen,disp Extract bit field(array oriented). 
8 INSi reg,gen,gen,disp Insert bit field (array oriented). 
7 ; EXTSi —— gen,gen,imm,imm Extract bit field (short form). 
7 INSSi_~—gen,gen,imm,imm__ Insert bit field (short form). 
8 ; CVTP. reg,gen,gen Convert to Bit Field Pointer. 
ARRAYS | | — 
Format Operation Operands Description 
8 CHECKi _reg,gen,gen Index bounds check. | 
8 INDEXi reg,gen,gen Recursive indexing step for multiple-dimensional arrays. 
STRINGS 


Options on all string instructions are: 


B (Backward): | Decrement string pointers after each 
step rather than incrementing. _ 
End instruction if String 1 entry 


String instructions assign specific functions to the Gen- 
eral Purpose Registers: | | 


R4 — Comparison Value 


R3 — Translation Table Pointer U (Until match): 


R2 — String 2 Pointer . matches R4. | 
R1 —- String 1 Pointer W (While match): End instruction if String 1 entry does 
RO — Limit Count not match R4. 


~ All string instructions end when RO decrements to zero. 


Format 


Operation Operands Description 
>, —. MOVSi options Move String 1 to String 2. 
: _MOVST options Move string, translating bytes. 
oe —» CMPSi options Compare String 1 to String 2. 
| ~ . CMPST options _ Compare, translating String 1 Pye 
5 _ SKPSi options - Skip over String 1 entries. 
Bd SKPST options — Skip, translating gt for Until/While._ 
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JUMPS AND LINKAGE 


Format ° 


a ato ses ODO IC ONIOD OO OD 


Operation 


JUMP. 
BR 
Bcond 
CASEi 
ACBi 
JSR 
BSR 
CXP 
CXPD 
SVC 
FLAG 
BPT 
ENTER 
EXIT 
RET 
RXP 
RETT 
RETI 


Operands 


gen 
disp 


disp 


gen 


short,gen,disp 


gen 
disp 
disp 
gen 


[reg list],disp 


[reg list] 
disp 
disp 


disp 


CPU REGISTER MANIPULATION 


Format , Operation 
1 SAVE 
1 RESTORE 
2 LPRi 
2 SPRi 
3 ADJSPi 
3 BISPSRi . 
o BICPSRi 
| 5 SETCFG 
~ FLOATING POINT 
Format Operation 
11 MOVf 
9 MOVLF 
9 MOVEFL 
9° MOVit 
9 ROUNDfi 
9 TRUNCfi 
9 ~FLOORTI 
11 ADDf 
11 SUBf 
11 MULf 
11 DIVf 
11 CMPf - 
11 NEGf 
11  ABSf 
9. LFSR 
9. SFSR 
MEMORY MANAGEMENT 
~ Format Operation 
14 LMR 
14 SMR 
14 RDVAL 
14 WRVAL 
8 MOvSsUi 
8 MOVUSi 


Operands 


[reg list] 
[reg list] 
areg,gen 
areg,gen 
gen 

gen 

gen 
[option list] 


Operands 


gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen | 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 
gen,gen 


gen 
gen 


Operands 


mreg,gen 
mreg,gen 
gen 

gen 
gen,gen 


gen,gen 


Description 


Jump. 

Branch (PC Relative). 

Conditional branch. 

Multiway branch. 

Add 4-bit constant and branch if non-zero. 
Jump to subroutine. 

Branch to subroutine. 

Call external procedure. 


Call external procedure using descriptor. 


Supervisor Call. 
Flag Trap. 

Breakpoint Trap. 
Save registers and allocate stack frame (Enter Procedure). | 
Restore registers and reclaim stack frame (Exit Procedure). 


Return from subroutine. 


Return from external procedure call. 
Return from trap. (Privileged) 
Return from interrupt. (Privileged) 


Description 


Save General Purpose Registers. 

Restore General Purpose Registers. 

Load Dedicated Register. (Privileged if PSR or INTBASE) 
Store Dedicated Register. (Privileged if PSR or INTBASE) 
Adjust Stack Pointer. 

Set selected bits in PSR. (Privileged if not Byte length) 
Clear selected bits in PSR. (Privileged if not Byte length) 
Set Configuration Register. (Privileged) 


Description 


Move a Floating Point value. 

Move and shorten a Long value to Standard. 
Move and lengthen a Standard value to Long. 
Convert any integer to Standard or Long Floating. 
Convert to integer by rounding. 

Convert to integer by truncating, toward zero. 
Convert to largest integer less than or equal to value. 
Add. | 

Subtract. 

Multiply. 

Divide. — 

Compare. 

Negate. 

Take absolute value. 


Load FSR. 
Store FSR. 


Description 


Load Memory Management Register. (Privileged) © 
Store Memory Management Register. (Privileged) 
Validate address for reading. (Privileged) 

Validate address for writing. (Privileged) 

Move a value from Supervisor 

Space to User Space. (Privileged) 

Move a value from User Space 

to Supervisor Space. (Privileged) 
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MISCELLANEOUS 


‘Format. Operation 
4 NOP 
ao WAIT 
» 4 DIA 
CUSTOM SLAVE — 
Format | Operation 
15.5 CCALOc 
15.5 CCALIc 
15.5 CCAL2c 
15.5 CCAL3c 
15.5 CMOV0c 
15.5 CMOViIc 
155 - CMOV2c 
15.5 CCMPc 
15.1 —CCVOci 
15.1 CCVIci 
15.1 CCV2ci 
15.1 CCV3ic | 
15.1 CCV4DQ 
15.1 CCV5QD . 
15.1 LCSR 
15.1. SCSR 
15.0. CATSTO 
15.0 _ CATST1 
15.0 LCR 
15.0 SCR 


Operands 


Operands 


gen,gen 
gen,gen 
gen,gen 
gen,gen 


_ gen,gen 
gen,gen 


gen,gen 
gen,gen 
gen,gen 


gen,gen | 


gen,gen 


gen,gen — 


gen,gen 
gen,gen 


~. gen 


gen 
gen 
gen 


creg,gen _ 
creg,gen 


_ Store Custom Register. (Privileged) 


~ Description 


_ No Operation. © 


Wait for interrupt. — 7 ee | 
Diagnose. Single-byte “Branch to Seif” for hardware 
breakpointing. Not for use in programming. 


Description : 


Custom Calculate. 


‘Custom Move. 


Custom Compare. 
Custom Convert. 


-Load Custom Status Register. | 


Store Custom Status Register. 
Custom Address/Test. (Privileged) 


~ (Privileged) 


Load Custom Register. (Privileged) 
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3 Functional Description 
3.1 POWER AND GROUNDING 


The NS32032 requires a single 5-volt power supply, 
applied on pin 9 (Vcc). See DC Specification Section. 


Grounding connections are made on three pins. Logic. 


Ground (GNDL, pin 44) is the common pin for on-chip - 


logic, and Buffer Grounds (GNDB1, pin 43 and 
GNDB2, pin 11) are the common pins for the output 


drivers. For optimal noise immunity it is recommended — 


that GNDB1 and GNDB2 be connected together 
- through a single conductor, and GNDL be directly con- 
| nected to the middle point of this conductor. All other 

- ground connections should be made to the common 
line as shown in Figure 3-1. 


In addition to Vcc and Ground, the NS32032 CPU uses 
an internally-generated negative voltage. It is necessary 
to filter this voltage externally by attaching a pair of 
capacitors (Fig. 3-1) from the BBG pin to ground. 
Recommended values for these are: 


C,: 1F, Tantalum. 


C,: 1000 pF, low inductance. This should be either a 
disc or monolithic ceramic capacitor. 





NS32032 


OTHER GROUND 
CONNECTIONS 


TLIC/5491-11 


FIGURE 3-1. Recommended Supply Connections. 


3.2 CLOCKING 


The NS32032 inputs clocking signals from the NS16201 
Timing Control Unit (TCU), which presents two non- 
overlapping phases of a single clock frequency. These 


Vec 


PHI 


as 


RST/ABT 








a 


phases are called PHI1 (pin 26) and PHI2 (pin 27). Their 
relationship to each other is shown in Figure 3-2. \ 


Each positive edge of PHI1 defines a transition in the 
timing state (‘“T-State”) of the CPU. One T-State repre- 
sents the execution of one microinstruction within the 
CPU, and/or one step of an external bus transfer. See 
the AC Specifications (Sec. 4) for complete meee 


tions of PHI1 and PHI2. 


ONE T-STATE a 


’ PHI1 


PHI2 


NON-OVERLAPPING 


TUCI5491-12 


_ FIGURE 3-2. Clock Timing Relationships. 


As the TCU presents signals with very fast transitions, it 


_ is recommended that the conductors carrying PHI1 and 


PHI2 be kept as short as possible, and that they not be 
connected anywhere except from the TCU to the CPU 
and, if present, the MMU. A TTL Clock signal (CTTL) is 
provided by the TCU for all other clocking. 


3.3 RESETTING 


The RST/ABT pin serves both as a Reset for on-chip 
logic and as the Abort input for Memory-Managed sys- 
tems. For its use as the Abort Command, see Sec. 
3.5.4. 


The CPU may be reset at any time by pulling the RST/ 

ABT pin low for at least 64 clock cycles. Upon detecting 
a reset, the CPU terminates instruction processing, re- 
sets its internal logic, and clears the Program Counter 


_ (PC) and Processor Status Register (PSR) to all zeroes. 


On application of power, RST/ABT must be held low for 
at least 50 usec after Voc is stable. This is to ensure that 
all on-chip voltages are completely stable before opera- 
tion. Whenever a Reset is applied, it must also remain 


2 64 CLOCK 
CYCLES 
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FIGURE 3-3. Power-on Reset Requirements. 


active for not less than 64 clock cycles. The trailing 


(positive-going) edge must occur while PHI1 is high, 


and no later than 10 ns before the PHI1 trailing ee 
_ See Figures 3-3 and 3-4. 


The NS16201 Timing Control Unit (cu) Brouides cir- 


| Cuitry to meet the Reset requirements of the NS32032 


_ CPU. Figure 3-5ashows the recommended connections 


| for anon-Memory-Managed system. Figure 3-5b shows 


the connections for a Memory-Managed system. 


Voc - 








RST/ABT 






PHI 1 





| oe > 64 CLOCK ——-| 
| CYCLES _ | 
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FIGURE 3-4. General Reset Timing. 


NS32032 | © 


_NS16201__ 
Y — TCO Oo | CPU 
eS Ss eee = an | 
i. B.S ’ | 
1 . H f i. os x | RCT ART 
RESET Be . ASTI RSTO RST/ABT 
L ene ee 
| [ =e fe wepeme ap eR aw eS awe es ow oe | 1 : { . 
EXTERNAL RESET i | | 
(OPTIONAL) = = > 50 usec 
annonce 
RESET SWITCH SYSTEM RESET 
(OPTIONAL) : 
; a TLUC/5491-15 
_ FIGURE 3-5a. Recommended Reset Connections, | 
Non-Memory-Managed System. 
Vcc 
NS16201 . NS16082 NS32032 
0 teu MMU CPU 
poeccsttsc-- 7 
1 1 | | 
! RESET B- RSTI. RSTO RST ABT RST/ABT 
! i | dora. @ 
Mo a a a ae eee -s | | | 
EXTERNAL RESET l | 
(OPTIONAL) a _ = 50 usec. 
] 
eee | 
RESET SWITCH 
_ (OPTIONAL) 
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FIGURE 3-5b. Recommended Reset Connections, 
Memory-Managed all 


3.4 BUSCYCLES 


The NS32032 CPU has a strap option which defines the 


Bus Timing Mode as either With or Without Address 
Translation. This section describes only bus cycles under 
the No Address Translation option. For details of the use 
of the strap and of bus cycles with address translation, 
see Sec. 3. 5. 


The CPU will perform abus cycle for one 2 of the pfowne 
reasons: 


1) To write or read data, to or from memory or a peri- 
_pheral interface device. Peripheral input and output 
are memory-mapped in the NS16000 family. 


2) To fetch instructions into the eight- byte instruction 


queue. This happens whenever the bus would other- | 


__ wise be idle and the queue is not already full. 


3) To acknowledge an interrupt and allow external cir- 
cuitry to provide a vector number, or to acknowledge 
completion of an interrupt service routine. 


4) Totransfer information to or from a Slave Processor. 


In terms of bus timing, cases 1 through 3 above are 
identical. For timing specifications, see Sec. 4. The 
only external difference between them is the four-bit 
code placed on the Bus Status pins (STO-ST3). Slave 
Processor cycles differ in that separate control signals 
are applied (Sec. 3.4.6). 


The sequence. of events in a non-Slave bus cycle is | 
shown below in Figure 3-7 for a Read cycle and Figure 
3-8 for a Write cycle. The cases shown assume that the 
selected memory or interface device is capable of com- | 
municating with the CPU at full speed. If it is not, then. 
_ cycle extension may be requested through the RDY line 
(Sec. 3.4.1). 
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A full-speed bus cycle is performed in four cycles of the - 


PHI1 clock signal, labeled T1 through T4. Clock cycles 
not associated with a bus cycle are designated Ti (for 
“Idle”). 


During T1, the CPU applies an ates on pins 
ADO-AD23. It also provides a low-going pulse on the 


ADS pin, which serves the dual purpose of informing 


external circuitry that a bus cycle is starting and of pro- 
viding control to an external latch for demultiplexing 
Address bits 0-23 from the ADO-AD23 pins. See Fig- 
ure 3-6. During this time also the status signals DDIN, 
indicating the direction of the transfer, and BEO-BES, 
indicating which of the four bus bytes are to be refer- 
enced, become valid. 


During T2 the CPU switches the Data Bus, ADO-AD31 
to either accept or present data. It also starts the data 
strobe (DS), signalling the beginning of the data trans- 
fer. Associated signals from the NS16201 Timing Con- 
trol Unit are also activated at_this time: RD (Read 
Strobe) or WR (Write Strobe), TSO (Timing State Out- 


put, indicating that T2 has been reached) and DBE | 


(Data Buffer Enable). 






DDIN + 


D24-D31 


ADO-AD23 





NS32032 


BEO-BE3 


ADS 


PHI2 DS/FLT 





PHI1 


PHI1 = PHI2 


NS16201 








The T3 state provides for access time requirements, 


and it occurs at least once in a bus cycle. At the begin- 
ning of T3, on the rising edge of the PHI1 clock, the RDY 
(Ready) line is sampled to determine whether the bus 
cycle will be extended (Sec. 3.4.1). | 


If the GPU is performing a Read cycle, the Data Bus 
(ADO-AD31) is sampled at the falling edge of PHI2 of the 
last T3 state. See Timing Specification, Sec. 4. Data 
must, however, be held at least until the beginning of T4. 
DS and RD are guaranteed not to go inactive before this 
point, so the rising edge of either of them may safely be 


used to disable the device providing the input data. 


The T4 state finishes the bus cycle: At the beginning of 
T4, the DS, RD or WR, and TSO SO signals go inactive, and 
at the rising edge of PHI2, DBE goes inactive, having 
provided for necessary data hold times. Addresses (and 
Data during Write cycles) remain valid from the CPU 
throughout T4. Note that the Bus Status lines (STO-ST3) 
change at the beginning of T4, anticipating the following 
bus cycle (if any). 
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4 BE0-BE3 
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FIGURE 3-6. Bus Connections. 
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FIGURE 3-7. Read Cycle Timing. - 
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3.4.1 Cycle Extension — 
To allow sufficient strobe widths and access times for 
any speed of memory or peripheral device, the NS16032 


provides for extension of a bus cycle. Any type of bus © 
cycle except a Slave Processor cycle can be extended. — 


__ In Figures 3-7 and 3-8, note that during T3 all bus contro! 
signals from the CPU and TCU are flat. Therefore, a bus 
cycle can be cleanly extended by causing the T3 state to 
be repeated. This is the purpose of the RDY (Ready) 
pin. 

At the end of T2 on the falling edge of PHI2, the RDY. 


line is sampled by the CPU. If RDY is high, the next T- . 


states will be T3 and then T4, ending the bus cycle. If 
RDY is low, then another T3 state will be inserted after 
the next T-state and the RDY line will again be sam- 
pled on the falling edge of PHI2. Each additional T3 
state after the first is referred to as a “WAIT STATE”. 
- See Figure 3-9. | 


PHI 2 


 RDY 


FIGURE 3-9. RDY Pin Timing. 


3.4.2 Bus Status | 


The NS32032 CPU presents four bits of Bus Status - 


information on pins STO-ST3. The various combinations 


on these pins indicate why the CPU is performing a bus 


cycle, or, if it is idle on the bus, then why it is idle. 


Referring to Figures 3-7 and 3-8, note that Bus Status 
leads the corresponding Bus Cycle, going valid one 
clock cycle before T1, and changing to the next state at 
T4. This allows the system designer to fully decode the 
Bus Status and, if desired, latch the decoded signals 
before ADS initiates the Bus Cycle. 


The Bus Status pins are interpreted as a four-bit value, 
with STO the least significant bit. Their values decode as 
follows: 


0000 - The bus is idle because the CPU does not yet | 


need access to the bus. 


- 0001 - The bus is idle because the CPU is executing 
the WAIT instruction. 


0010 — (Reserved for future use.) | 


0011 - The bus is idle because the CPU is waiting for _ 


a Slave Processor to complete an instruction. 


0100 — Interrupt Acknowledge, Master. 
‘The CPU is performing 4 Read cycle. To 
acknowledge _receipt of a Non-Maskable 
Interrupt (on NMI) it will read from address 


FFFFO0,., but will ignore any data provided. — 


The RDY pin is driven by the NS16201 Timing ¢ Control 


Unit, which applies WAIT States to the CPU as requested 


on three sets of pins: 


1) CWAIT (Continuous WAIT), which holds the CPU in. 


_ WAIT states until removed. 


2) WAIT1, WAIT2, WAIT4, WAITS (Collectively WAT), 
which may be given a four-bit binary value peqpestng 
a specific number of WAIT States from 0 to 15. 


3) PER PER (Peripheral), which inserts five additional V Walt 


states and causes the TCU to reshape the RD and 
WR strobes. This provides the setup and hold times 
required by most MOS peripheral interface devices. 


~ Combinations of these various WAIT requests are both 
legal and useful. For details on their use, see the 


NS16201 Data Sheet. 


a 


Figure 3-10 illustrates a typical Read dais with two 


WAIT states ab through the TCU WAITh Pins: | 
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To acknowledge receipt of a Maskable 
Interrupt (on INT) it will read from address 


-FFFEOO,,, expecting a vector number to be 


provided from the Master NS16202 Interrupt 
Control Unit. If the vectoring mode selected by 
the last SETCFG instruction was Non-Vec- 


tored, then the CPU will ignore the value it has © 


read and will use a default vector instead; 
having assumed that no NS 16202 is present. 
See Sec. 3.4.5. : | 


0101 — Interrupt Acknowledge, Cascaded. 
- ’ The CPU is reading a vector number from a 
Cascaded NS16202 Interrupt Control Unit. 
The address provided is the address of the 
NS16202 Hardware Vector register. See Sec. 
(3.4.5. 


0110 -End of Interrupt, Master. 


~ The CPU is performing a Read cycle to indi- 
cate that itis executing a Return from Interrupt 
_ (RETI) instruction. See Sec. 3.4.5. 


0111 — End of Interrupt, Cascaded. 


The CPU is reading froma Cascaded Interrupt 


Control Unit to indicate that it is returning 
_ (through RET!) from an interrupt service rou- 
tine requested by that unit. See Sec. 3.4.5. 


1000 - Sequential Instruction Fetch. 
The CPU is reading the next sequential word 


from the instruction stream into the Instruction 
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FIGURE 3-10. Extended Cycle Example. 
NOTE: » 3 
Arrows on CWAIT, PER, WAITn indicate points at which the TCU Seaeipiee: Arrows on ADO-AD15 and 





___RDY indicate points at which the CPU samples. 
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Queue. It will do so whenever the bus would | 
otherwise be idle and the quan’ is not already 
full. 


1001 - Non- -Sequential Instruction Fetch. 
_ The CPU is performing the first fetch of instruc- 
‘tion code after the Instruction Queue is purged. 
This will occur as a result of any jump or branch, 
or any interrupt or trap, or execution of certain 
instructions. 


| 110 = Data Transfer. | 
The CPU is reading or writing an operand of 
_an instruction. 


- 1011 - Read RMW Operand. | 
The CPU is reading an operand which will 
subsequently be modified and rewritten. If 
memory protection circuitry would not allow 
the following Write cycle, it must abort this 
cycle. | 
1100 — Read for Effective AadiSes Calculation. 

~The CPU is reading information from memory 
in order to determine the Effective Address of 
an operand. This will occur whenever an 


instruction uses the Memory Relative. or ; 


External addressing mode. 


1101 - Transfer Slave Processor Operand. 
The CPU is either transferring an instruction 


operand to or from a Slave Processor, or itis — 


issuing the Operation Word of a Slave Pro- 
cessor instruction. See Sec. 3.9.1. 


1110 — Read Slave Processor Status. 

The CPU is reading a Status Word from a 
Slave Processor. This occurs after the Slave 
Processor has signalled completion of an in- 
struction. The transferred word tells the CPU. 
whether a trap should be taken, and in some 
instructions it presents new values for the 
CPU Processor Status Register bits N, Z, Lor 
F. See Sec. 3.9.1. 


1111 — Broadcast Slave ID. 
The CPU is initiating the execution of a Slave 
Processor instruction. The ID Byte (first byte 
of the instruction) is sent to all Slave Proces- 
_ sors, one of which will recognize it. From this 
point the CPU is communicating with only one 
Slave Processor. See Sec. 3.9.1. 


—6-3.4.3 Data Access Sequences 


The 24-bit address provided by the NS32032 is a byte 
address; that is, it uniquely identifies one of up to 


16,777,216 eight-bit memory locations. An important | 


feature of the NS32032 is that the presence of a 32-bit 
data bus imposes no restrictions on data alignment; 
any data item, regardless of size, may be placed start- 
ing at any memory address. The NS32032 provides 
special control signals, Byte Enable (BEO-BE3) which 
facilitate individual byte accessing on a 32-bit bus. 


Memory is organized as four eight-bit banks, each 
bank receiving the double-word address (A2-A23) in 
parallel. One bank, connected to Data Bus pins 
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ADO-AD7 is enabled when BEO is low. The second 
bank, connected to data bus pins AD8-AD15 is 
enabled when BE1 is low. The third and fourth banks - 
are enabled by BE2 and BES, respectively. See Figure | 
3-11. | 


BES —BBE2. BE1 BEO 
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FIGURE 3-11. Memory Interface. 


‘There are 12 combinations of operand lengths and 


address bits A1, AO, which imply 10 different types of 
bus accesses. Table 3-1 lists the bus access types, the 
least significant address bits, and the byte enable 
levels. 


TABLE 3-1. 
Bus Access Types 
Type Operand Atl, AO BES BE2 Bei BEO 
1 byte 00 coal 1 q 0 
2 byte a1 1 1 O° 1 
3 byte 10 1 0 1 ° 1 
4 byte a 0 1 1 1 
5 word 00 4 1 0 0 
6 word 01 a | 0 0 4 
7 word | 10 0 0 1 1 
8 dw 00 0 0 086202 lO 
— &@9 dw _ 01 0 0 0 i 
10 dw 00 1 0 0 0-7 


Accesses of operands requiring more than one bus 
cycle are performed sequentially, with no idle T-States 
separating them. The number of bus cycles required 
to transfer an operand depends on its size and its 
alignment. Table 3-2 lists the bus cycles performed for 


~ each situation. 


TABLE 3-2. 
Access Sequences 


Data Bus | = 
Cycle Type Address BE3 BE2 BEI BEO Byte3 Byte2 Byte1 Byteo 
A. Word at address ending with 11 | | eA 
1. 4 A 0 1 1 1 Byte 0 X xX X 
2. 14 A+1 1 1 1 0 X X X Byte 1 
. Double word at address ending with 01 | eA 
1. 9 A 0 0 0 1 Byte2 Byte1 Byted X 
2. 4 A+3 1 1 1 0 X X X Byte 3 
. Double word at address ending with 10 eA 
1, 7 A 0 oO 1 1 Byte1 Byte 0 X X 
2 &£§ A+2 1. 1 0 0 X X Byte3 Byte 2 
. Double word at address ending with 11 eA 
i; 4 A 0 1 1 1 ByteOQ xX. X X 
2. —#* 40 A+1 1 0 0 07 X Byte3 Byte2 Byte 1 
1. 8 A  O OF | 0 0  Byte3 Byte2 Byte1 Byteod 
Other bus cycles (instruction prefetch or slave) can occur here. | . | 
2. 8 A+4 0 oO oO-| 0 Byte7 Byte6 Byte5  Byte4 
1, 9 A 0 0.) 0 1 Byte2 Byte1  Byted X 
2. 1 A+3 1 a: 1 0 X X X Byte 3 
Other bus cycles (instruction prefetch or slave) can occur here. | 
3 &@g A+4 0 8360 0 1 Byte6 Byte5 Byte 4 X 
4. 1 A+7 1 1 1 0 X X- X Byte 7 
| Quad word at adress ending with 10 o 
a 7 A 0 oO . 1 1 Byte1 ByteO XX % © 
2, 5 A+2 1 1 (am 0 X x Byte3 Byte 2 
Other bus cycles (instruction prefetch or slave) can occur here. 
3. 7 A+4 0 0 1 1 Byte5 | Byte 4 X X 
cay 5 A+6 1 1 0 0 X xX Byte 7 Byte 6 
1. 4 A 0 1 1. 1 Byte 0 X: Xx xX 
2. 10 A+1 * 1 0 0 0 X Byte3 Byte2 Byte 1 
Other bus cycles (instruction prefetch or slave) can occur here. | a 
3. 4 A+4 0 1 > 1 Byte4 xX X —X 
4. 10 A+5 1 O07 0 0. X Byte7 Byte6 Byted5 
= Don’t Care | | | 
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3.4.3. 1 ‘Bit Accesses | 


_ The Bit Instructions perform byte accesses to the byte 


containing the designated bit. The Test and Set Bit 
instruction (SBIT), for example, reads a byte, alters it, 
and rewrites it, having enanged the contents of one bit. 


3. 4.3.2 Bit Field Accesses. 


- An access to a Bit Field in memory always generates a 
Double-Word transfer at the address containing the least 
significant bit of the field. The Double Word is read by an 


Extract instruction; an Insert instruction reads a Double | 


Word, modifies it, and rewrites it. 


3.4. 3. 3 Extending Multiply Accesses | 


The Extending Multiply instruction (MEI) will return a 


result which is twice the size in bytes of the operands 
which. it reads. If the multiplicand is in memory, the 
most-significant half of the result is written first (at the 
higher address), then the least-significant half. This is 
done in order to support retry if this instruction is aborted. 


3.4.4 


— Instructions for the NS32032 CPU are ‘‘prefetched”; 
that is, they are input before being needed into the next 
available entry of the eight-byte Instruction Queue. The 
CPU performs two types of Instruction Fetch cycles: 
Sequential and Non-Sequential. These can be distin- 
guished from each other by their differing status combi- 
nations on pins STO-ST3 (Sec. 3.4.2). 


Instruction Fetches 
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A Ssgucaiiale Fetch will be eee by the CPU when- 

~ ever the Data Bus would otherwise be idle and the 
Instruction Queue is not currently full. Sequential Fetches _ 
are always type 8 Read cycles (Table 3-1). 


A Non-Sequential Fetch occurs as a result of any break 


in the normally sequential flow of a program. Any jump 


or branch instruction, a trap or an interrupt will cause the 


~. next Instruction Fetch cycle to be Non-Sequential. tn 


addition, certain instructions flush the instruction queue, 


causing the next instruction fetch to display Non- 
Sequential status. Only the first bus cycle after a break 
displays Non-Sequential status, and that cycle de- 


pends on the destination address. 


3.4.5— 


Activating the INT or NMI pin on the CPU will initiate one 
or more bus cycles whose purpose is interrupt control 
rather than the transfer of instructions or data. Execution 


Interrupt Control Cycles 


~ of the Return from Interrupt instruction (RETI) will also 


cause Interrupt Control bus cycles. These differ from 
instruction or data transfers only in the status presented 
on pins STO-ST3. All Interrupt Control cycles are single- 
byte Read cycles. 


This section describes only the interrupt Control se- 
quences associated with each interrupt and with the 
return from its service routine. For full details of the 


-NS32032 interrupt structure, see Sec. 3.8. 


TABLE 3-3. 
Interrupt Sequences 


Data Bus 
. | . ‘nena / w=, 

Cycle Status Address DDIN BE3 BE2 BE1 BEO Byte3 Byte2 Byte1  Byte0 

| A. Non-Maskable Interrupt Control Sequences 
Interrupt Acknowledge | . 

1 0100 FFFF00,, 0 1 1 1 0 xX Xx X x 

Interrupt Return | | 
None: Performed through Return from Trap (RETT) instruction. 


B. Non-Vectored Interrupt Control Sequences 
Interrupt Acknowledge 


1 0100 FFFEOQ0,., O 1 1 1 0 x Xx xX X 
Interrupt Return | | 
1 0110 FFFEOOj, O 1 1 1 0 xX x X x 


| C. Vectored Interrupt Sequences: Non-Cascaded. 
Interrupt Acknowledge | 


1 0100 FFFEOQ5, O 1 #1 1 0 x x X Vector: 
| | | | : : | Range: 0-127 
Interrupt Return | 
1 0110 FFFEOQ0;, 0 1 1 1 0 xX X X Vector: Same as 
| in Previous Int. 


Ack. Cycle 


D. Vectored Interrupt Sequences: Cascaded 


Interrupt Acknowledge 


1 0100 FFFEO0i O 1 4 1 0 X 4 X Cascade Index: 
| range —16to -1 


(The CPU here uses the Cascade Index to find the Cascade Address.) | 
2 0101 Cascade 0 | See Note Vector, range 0-255; on appropriate byte of 


| Address _ data bus. 
Interrupt Return | 
1 0110 FFFEO0,, 0 1 1. 1 0 x X X Cascade Index: 
| Same as in 
previous Int. 
Ack. Cycle 
(The CPU here uses the Cascade Index to find the Cascade Address.) | 
2 0111 Cascade 0 See Note Xx X X X 
Address : 


X= Don't Care 


NOTE: 
BEO-BE3 signals will be activated according to the cascaded ICU address. The cycle type can be 1, 2, 3, or 4, when reading the interrupt vector. 
The vector value can be in the range 0-255. — 
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3.4.6. Slave Processor Communication __ 
In addition to its _use_as the Address Translation strap 


_ (Sec. 3.5.1), the AT/SPC pin is used as the data strobe _ 
| for Slave Processor transfers. In this role, itis referred to 


as Slave Processor Control (SPC). In a Slave Processor 
bus cycle, data is transferred on the Data Bus (ADO- 
~ AD15), and the least significant two bits of CPU cycle 
status (STO-ST1) are monitored by each Slave Proces- 
sor in order_to determine the type of transfer being 
performed. SPC is bidirectional, but is driven by the 
_ CPU during all Slave Processor bus cycles. See Sec. 


| 3.9 for full protocol sequences. | 





PREV. CYCLE 
| T4orTi 
PHI1 | 
paz | Py 
a 
aowanrs | ii 
STO-ST3 | ic 


NOTE: 
(1) CPU samples Data Bus here. 


(2) Stave Processor samples CPU Status. here. 


TT | 





—— AD(0-15) | 
AT/SPC 


NS32032 
CPU 


SLAVE =| 
PROCESSOR 


ST0-ST3 STO-ST3 





TUC (5491-23 


FIGURE 3-12. Slave Processor Connections. 


NEXT CYCLE 





T4 T1OR Ti 


s i | 





NEXTSTATUS | 


TLIC/5491-24 


(3) DBE and ali other NS16201 TCU bus signals remain inactive because no ADS pulse is received 


from the CPU. 


FIGURE 3-13. CPU Read from Slave Processor. 
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3.4.6.1 Slave Processor Bus Cycles 


A Slave Processor bus cycle always takes exactly two 
clock cycles, labelled T1 and T4 (see Figures 3-13 and 
3-14). During a Read cycle, SPC is activated at T1, data 
_ is sampled at T4, and SPC is removed. The Cycle 
Status pins lead the cycle by one clock period, and are 
sampled at the leading edge of SPC. Durin ing a Write 
cycle, the CPU applies data and activates SPC at T1, 
removing SPC at T4. The Slave Processor latches status 
on the leading edge of SPC and latches data on the 
trailing edge. 


Since the CPU does not pulse the Address Strobe 
(ADS), no bus signals are generated by the NS16201 
Timing Control Unit. The direction of a transfer is deter- 
mined by the sequence (‘protocol’) established by the 
instruction under execution; but the CPU indicates the 


PREV. CYCLE 
| T4 ORTI 





direction on the DDIN pin for hardware debugging 
purposes. | 


3.4.6.2 Operand Transfer Sequences 


_ ASlave Processor operand is transferred in one or more 


Slave bus cycles. A Byte operand is transferred on the 
least-significant byte of the Data Bus (ADO-AD7), anda 
Word operand is transferred on bits ADO-AD15. A 
Double Word is transferred in a consecutive pair of bus 
cycles, least-significant word first. A Quad Word is 
transferred in two pairs of Slave cycles, with other bus 
cycles possibly occurring between them. The word 
order is from least-significant word to most-significant. 


Note that the NS32032 uses only the two least signifi- 
cant bytes of the data bus for slave cycles. This is to 
maintain compatibility with existing slave processors. 


NEXT CYCLE 
T1ORTi | 





_ 


LULL 





STO-ST3 


ADS. | 

DDIN 
sae” | 
DBE 


Yi 


NS 





NOTE: 


“a 


(1) 


NEXT STATUS 


e, 


NEXT 
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(1) Arrows indicate points at which the Slave Processor samples. 


(2) DBE, being provided by the NS16201 TCU, remains inactive due to the fact that no pulse is 
presented on ADS. TCU signals RD, WR and TSO also remain inactive. 


FIGURE 3-14. CPU Write to Slave Processor. 


63.8 MEMORY MANAGEMENT OPTION 


The NS32032 CPU, in conjunction with the NS16082 7 


Memory Management Unit (MMU), provides full support 
for address translation, memory protection, and memory 
allocation techniques up to and including Virtual Memory. 


3. 5. 1 Address Translation Strap 


The Bus Interface Control section of the NS32032 CPU 
has two bus timing modes: With or Without Address 
Translation. The mode of operation is selected by the 
CPU by sampling the AT/SPC (Address Translation/ 
‘Slave Processor Control) pin on the rising edge of the 


RST (hese!) pulse. If ere is sampled as high, the — 


~ bus timing is as previously described i in Sec. 3.4. Ifitis 


sampled as low, two changes occur: 


1) An extra clock cycle, Tmmu, is inserted into all bus 
_ cycles except Slave Processor transfers. 


2) The DS/FLT pin: changes in function from a Data 
| Strobe output (DS). to a Float Command input (FLT). 


The NS16082 MMU will itself pull the CPU AT/SPC pin 
low when it is reset, but this pin may be left floating in — 


__ non-Memory-Managed systems. 


Note that the Address Translation strap does not speci- 
fically declare the presence of an NS16082 MMU, but 


| T40RTi | T1 | Tmmu | T2 | T3 | 1% | T10RTi | 





DDIN 


BEO-BE3 


R 


oO 
< 


| FIGURE 3-15. Read saa with Address Translation (CPU Action). 


NEXT ADDR 


aa 
| LEEKS" WJ 
ee 


SOME 


—— TUCIS491-26 | 


only the presence of external address translation cir- 
Cuitry. MMU instructions will still trap as being undefined 
unless the SETCFG (Set Configuration) instruction is 
executed to declare the MMU instruction set valid. See 
Sec. 2.1.3. 


| 3.5.2. Translated Bus Timing 


Figures 3-15 and 3-16 illustrate the CPU activity arn a 
Read cycle and a Write cycle in Address Translation 
mode. The additional T-State, Tmmu, is inserted between 
T1 and T2. During this time the CPU places . 
AD0~AD23 into the TRI-STATE® mode, allowing the — 
MMU to assert the translated address and issue the 
physical address strobe PAV. T2 through T4 of the 
cycle are identical to their counterparts without 


\ 





Address Translation. Note that in order for the 
NS16082 MMU to operate correctly it must be set to 
the 32032 mode by strapping A24 to ground during 


reset. 


In this mode the bus lines AD16-AD23 are floated after 
the MMU address has been latched since they are 
used by the CPU to transfer data. 


Figures 3-17 and 3-18 show a Read cycle and a Write 
cycle as generated by the 32032/16082/16201. group. 
Note that with the CPU ADS signal going only to the 
MMU, and with the MMU PAV signal substituting for 
ADS everywhere else, Tmmu through T4 look exactly 


like T1 through T4 in a non-Memory-Managed system. 


For the connection diagram, see Appendix B. | 


T2 | T3 | T4 | TIORTI | 


iene 


= ld 


NEXT STATUS 


next | 


worn | oe | me | 
on [ fUUUUUYU 
~ 
- san [ Ze 
me 
al | aa lela 
ee 
srosrs [ = |} peep ke 
eee 
ae | LULU TE 
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FIGURE 3-16. Write Cycle with Address Translation (CPU Action). 
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| tsort | 11 | Tmmu. | 72 | 13 | T4 | THORT: | 





NEXT ADDR 


mm - hoe 
ad ot 
Biiupamil in 


a= 
LY] 


ae He = 
aa i 8 








Haat 


FIGURE 3-17. Memory-Managed Read Cycle. 
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| Torti | TI | Tome | T2 | 13 | T4 | tron | 


WLLL | + WL 
=m = 
soeeee 
a a) Oo 

he 


Bon A Ld A= 
ZAC fat Ie 
HL VE ZIM WA 






FIGURE 3-18. Memory-Managed Write Cycle. 


3.5.3 The FLT (Float) and PA1 (Physical A1) Pins - 
In Address Translation mode, the DS/FLT pin is treated 
as the input command FLT (Float). Activating FLT during | 


Tmmu causes the CPU to wait longer than Tmmu for 
address translation and validation. This feature is used 


occasionally by the NS16082 MMU in order to update its — 


internal translation cache from page tables in memory, 
or to update certain status bits within them. con | 


Figure 3-19 shows the effects of FLT. Upon sampling 
low, late in Tmmu, the CPU enters idle T-States (Tf) 


~ during which it: 


PHI1 | 


AD0-AD23 


D24-D31_ 


ADS _— 


ba] 
3| 


a 


ee Rome es 


_ FIGURE 3-19. FLT Float Command Timing. 


1) Sets ADO-AD23, D24-D31 and DDIN to the TRI- 


STATE condition (“floating”). | 

2) Sets BE3-BEO according to PA1. | 

3) Suspends further internal processing of the current 
instruction. This ensures that the current instruction 
remains abortable with retry. (See RST/ABT descrip- - 
tion, Sec.3.5.4.) — ee 


| Note that the ADO-AD23 pins may be briefly asserted _ 


during the first idle T-State. The above conditions 
remain in effect until FLT again goes high. See the 
Timing Specifications, Sec. 4. | eer 






ia OpXeerees 4 
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3.5.4 Aborting Bus Cycles 

The RST/ABT pin, apart from its Reset function (Sec. 
3.3), also serves as the means to “abort”, or cancel, a 
bus cycle and the instruction, if any, which initiated it. An 


Abort request is distinguished from a Reset in that the 
RST/ABT pin is held active for only one clock cycle. 


1) If FLT has not been applied to the CPU, the Abort 


If RST/AB Tis pulled low during Tmmu or Tf, this signals 


that the cycle must be aborted. The CPU itself will enter 
T2 and then Ti, thereby terminating the cycle. Since it is 
the MMU PAV signal which triggers a physical cycle, the 
rest of the system remains unaware that a cycle was 
even started. | 


The NS16082 MMU will abort a bus cycle for either of. 


two reasons: 


1) The CPU is attempting to access a virtual address 
which is not currently resident in physical memory. 
The referenced page must be brought into physical 
memory from mass storage to make it accessible to 

the CPU. 


2) The CPUis attempting to perform an access which is 
not allowed due to the protection level Besgned to 
that page. 


pulse must occur during or before Tmmu. See the 
Timing Specifications, Figure 4-22. 


lf FLT has been applied to the CPU, the Abort pulse ~ 
must be applied before the T-State in which FLT goes 
inactive. The CPU will_not actually respond to the 
Abort command until FLT is removed. See Figure 
4-23. 


No bus cycle may be aborted which is the Write half 
of a Read-Modify-Write operand access. The CPU 
guarantees that this will never be necessary for 
Memory Management functions by applying a special 
RMW status (Status Code 1011) during the Read 
half of the access. When the CPU presents RMW 
status, that cycle must be aborted if it would be illegal 
to write to any of the accessed addresses. 


if RST/ABT is pulsed at any time other than as indi- 
cated above, it will abort either the instruction currently 
under execution or the next instruction and will act as a 
very high-priority interrupt. However, the program 


2) 


Seo 


which was running at the time is not guaranteed recov- 


_ erable, and should be terminated. 


When a bus cycle is aborted by the MMU, the instruction | 
which caused it to occur is also abortedi insucha manner 


that it is guaranteed re-executable later. Due to the 
NS16000 Family instruction set definition and its imple- 
mentation in the NS32032 CPU, the only information 
which is changed irrecoverably by such partly-executed 
instructions is information which does not affect their 
re-execution. © 


3.5.4.1 The Abort jaterrupt 


Upon aborting an instruction, the CPU immediately per- 
forms an interrupt through the ABT vector in the Interrupt 
' Table (see Sec. 3.8). The Return Address pushed on the 
Interrupt Stack is the address of the aborted instruction, 
such that a Return from Trap (RETT) instruction will 
automatically retry it. 


The one exception to this sequence occurs if the aborted 
bus cycle was an instruction prefetch. If so, it is not yet 
certain that the aborted prefetched code is to be exe- 
cuted. Instead of causing an interrupt, the CPU only 


aborts the bus cycle, and stops prefetching. If the infor- 


mation in the Instruction Queue runs out, meaning that 
the instruction will actually be executed, the ABT inter- 
rupt will occur, in effect aborting the instruction which 
was being fetched. 


3.5.4.2 Hardware Considerations 


In order to guarantee instruction retry, certain rules must 


be followed in applying an Abort to the CPU. These rules 
are followed by the NS16082 Memory Management 
Unit. 
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3.6 BUS ACCESS CONTROL 


The NS32032 CPU has the capability of relinquishing its 
access to the bus upon request from a DMA device or 
another CPU. This capability is implemented on the 
HOLD (Hold Request) and HLDA (Hold Acknowledge) 
pins. By asserting HOLD low, an external device requests 
access to the bus. On receipt of HLDA from the CPU, 








the device may perform bus cycles, as the CPU ans this 


point_has set the ADO-AD23, D24-D31, ADS, DDIN 

and BEO-BE3 pins to the TRI- STATE® condition. To 
return control of the bus to the CPU, the device sets 
HOLD inactive, and the CPU acknowledges return of 
the bus by setting HLDA inactive. 








How quickly the CPU releases the bus depends on 
whether it is idle on the bus at the time the HOLD 
request is made, as the CPU must always complete the 
current bus cycle. Figure 3-20 shows the timing sequence 
when the CPU is idle. in this case, the CPU grants the 
bus during the immediately following clock cycle. Figure 
3-21 shows the sequence if the CPU is using the bus at 
the time that the HOLD request is made. If the request is 
made during or before the clock cycle shown (two clock 
cycles before T4), the CPU will release the bus during 
the clock cycle following T4. If the request occurs closer 
to T4, the CPU may already have decided to initiate 
another bus cycle. In that case it will not grant the bus 
until after the next T4 state. Note that this situation will 
also occur if the CPU is idle on the bus but has initiated a 
bus cycle internally. 


In a Memory-Managed system, the HLDA signal is con- 
nected in a daisy-chain through the NS16082, such that 





the MMU can release the bus if it is using it. 


DDIN Saas f{ sie [eae Se ee 
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gee es 





oe 
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FIGURE 3-20. HOLD Timi ng, Bus In itia ally Idle. 
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FIGURE 3-21. HOLD Timin ng, Bus Initially Not Idle. | 


: 3.7 INSTRUCTION STATUS | | 
In addition to the four bits of Bus Cycle status (sTo- ST3), 


— the NS32032 CPU also presents Instruction Status infor- 


mation on three separate pins. These pins differ from 
STO-ST3 in that :they are synchronous to the CPU's 
internal instruction execution section rather than to its 
bus interface section. 


PFS (Program Flow Status) is pulsed low as each in- 
struction begins execution. It is intended for debugging 
- purposes, and is used that way by the NS 16082 Memory 
Management Unit. 


U/S originates from the U bit of the Processor Status 
Register, and indicates whether the CPU is currently 
running in User or Supervisor mode. It is sampled by the 


MMU for mapping, protection and debugging purposes. . 


“ Although it is not synchronous to bus cycles, there are 


guarantees on its validity during any given bus cycle. | | 


See the Timing Specifications, Figure 4-21. 


{LO (interlocked Operation) is activated during an SBITI | 
(Set Bit, Interlocked) or CBITI (Clear Bit, Interlocked) — 


instruction. It is made available to external bus arbitra- 
tion circuitry in order to allow these instructions to 
_ implement the semaphore primitive operations for multi- 
processor communication and resource sharing. Aswith 


the U/S pin, there are guarantees on its validity during 


the operand accesses performed by the instructions. 
See the timing oer Section, Figure 4-19. 


3.8 NS32032 INTERRUPT STRUCTURE 
INT, on which maskable interrupts may be requested, 


NMI, on which non-maskable ees may be re- 
quested, one 


7 _ MEMORY | 





CASCADE ADDRO 
CASCADE TABLE 


CASCADE ADDR 14 


~ CASCADE ADDR 15 


FIXED INTERRUPTS 





INTERRUPT BASE 
REGISTER 






uit 


| : INTERRUPTS ) [ 


FIGURE 3-22. Interrupt Dispatch and Cascade Tables. _ 
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AND TRAPS . pace 
VECTORED prornren 6 


~ RST/ABT, which may be used to abort a bus cycle 
and any associated instruction. It generates an inter- 
rupt request if an instruction was _ aborted. See | 

Sec. 3.5.4. : | 
In addition, there is a set of internally-generated “traps” 


which cause interrupt service to be performed as a 


result either of exceptional conditions (e.g., attempted - 
division by zero) or of specific instructions whose pur- 


pose is to cause a trap to occur (e.g., the SUpeIviCoY Call 
instruction). 


3.8.1 General Interrupt/Trap Sequence 


Upon receipt of an interrupt or trap request, the CPU 
goes through four major steps: 7 


1) Adjustment of Registers. 


_ Depending on the source of the interrupt or trap, the 
_ CPU may restore and/or adjust the contents of the 
Program Counter (PC), the Processor Status Regi- 


ster (PSR) and the currently-selected Stack Pointer _ 


_(SP)..A copy of the PSR is made, and the PSR is. 
then set to reflect Supervisor Mode and selection of 
the Interrupt Stack. | 
Saving Processor Status. 

The PSR copy is pushed onto the Interrupt Stack as 
a 16-bit quantity. 
3) Vector Acquisition. | 
A Vector is either obtained from the oete Bus or is 
supplied by default. 


2 


——_ 


4) Service Call. 


The Vector is used as an index into the inieenipt 
Dispatch Table, whose base address is taken from 
the CPU Interrupt Base (INTBASE) Register. See 
Figure 3-22. A 32-bit External Procedure Descriptor 
is read from the table entry, and an External Proce- 
dure Call is performed using it. The MOD Register 
(16 bits) and Program Counter (32 bits) are pushed | 
on the interrupt Stack. 


| NON-VECTORED INTERRUPT _ 


NON-MASKABLE INTERRUPT 


| FPUTRAP > 

ILLEGAL OPERATION TRAP. 
SUPERVISOR CALL TRAP 
DIVIDE BY ZERO TRAP 
FLAG TRAP. 
BREAKPOINT TRAP 
TRACE TRAP 


UNDEFINED INSTRUCTION TRAP 


VECTORED 
INTERRUPTS} 
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This process is illustrated in Figure 3-23, from the view- Interrupt on INT or NMI pin: . 


point of the programmer. | Abort Interrupt: 


Full sequences of events in processing interrupts and 


traps may be found as follows: | Trace Trap: 


PSR | MOD 


STATUS MODULE 
RETURN ADDRESS 


(PUSH) - 











(PUSH) 

















VECTOR 


DESCRIPTOR 






16 6 —_____> 
. OFFSET MODULE 





MOD REGISTER 





NEW MODULE 





MODULE TABLE ENTRY 
32 
! 


(RESERVED) 


PROGRAM COUNTER 


FIGURE 3-23. Interrupt/Trap Service Routine Calling 


Sequence. | 
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Traps (except Trace): 


INTERRUPT 


cots cooceo oo 
1 
| CASCADE TABLE 
| 
" \ 
INTBASE REGISTER ~~. 1 
INTERRUPT BASE | is DISPATCH 


TABLE 


DESCRIPTOR (32BITS) 


peu 










MODULE TABLE 


MODULE TABLE ENTRY 





SB REGISTER 


ENTRY POINT ADDRESS | NEW STATIC BASE 
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Sec. 3.8.7.1. 


Sec. 3.8.7.4. 


Sec. 3.8.7.2. 


Sec. 3.8.7.3. 


3.8.2 Interrupt/Trap Return — 


To return control to an interrupted program, one of two _ 
instructions is used. The RETT (Return from Trap) instruc- | 


tion (Figure 3-24) restores the PSR, MOD, PC and SB 


_ registers to their previous contents and, since traps are — 
often used deliberately as a call mechanism for Super-— 
visor Mode procedures, it also discards a specified num- 

ber of bytes from the original stack as surplus parameter | 


space. RETT is used to return from any trap or interrupt 


except the Maskable Interrupt. For this, the RETI (Return | 
from Interrupt) instruction is used, which also informs. 


‘any external Interrupt Contro! Units that interrupt ser- 
_ vice has completed. Since interrupts are generally asyn- 


_ chronous external events, RETI does not pop para- 
_meters. See Figure 3-25. | 


3.8.3. Maskable Interrupts (The INT Pin) 
The. INT pin is a level-sensitive input. A continuous low 


PROGRAM COUNTER 


MODULE TABLE ENTRY 
_ STATIC BASE POINTER © 
3 LINK BASE POINTER 


PROGRAM BASE POINTER 
| (RESERVED) . 


SB REGISTER 


STATIC BASE 



















level is allowed for generating multiple interrupt re- _ 
‘quests. The input is maskable, and is therefore enabled 
to generate interrupt requests only while the Processor 
‘Status Register | bit is set. The | bit is automatically 
cleared during service of an INT, NMI or Abort request, 


and is restored to its original setting upon return fromthe _ 
interrupt service routine via the RETT or RETlinstruction. 


The INT pin may be configured via the SETCFG instruc- | 


_ tion as either Non-Vectored (CFG oe bit | = 0) or 
‘Vectored (bit! = 1). 


3. 8. 3.1 Non-Vectored Mode 


Intl the Non-Vectored mode, an interrupt request on the 
INT pin will cause an Interrupt Acknowledge bus cycle, 


~ but the CPU will ignore any value read from the bus and 
use instead a default vector of zero. This mode is useful 


for small systems in which hardware interrupt prioritiza- 
tion is unnecessary. 
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FIGURE 3-24. Return from Trap (RETT n) Instruction Flow. 
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FIGURE 3-25. Return from Interrupt (RET!) Instruction Flow. 
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3.8.3.2. Vectored Mode: Non-Cascaded Case 


‘Inthe Vectored mode, the CPU uses an NS 16202 inter- | 


rupt Control Unit (ICU) to prioritize up to 16 interrupt es 


requests. Upon receipt of an interrupt request on the 
INT pin, the CPU performs an “Interrupt Acknowledge, 
Master” bus cycle (Sec. 3.4.2) reading a vector value 


from the low-order byte of the Data Bus. This vector is — 


then used as an index into the Dispatch Table in order to 


find the External Procedure Descriptor for the proper 


interrupt service procedure. The service procedure 


eventually returns via the Return from Interrupt (RET!) 


instruction, which performs an End of Interrupt bus cycle, 


informing the ICU that it may re-prioritize any interrupt 
‘requests still pending. The ICU provides the vector num- 
ber again, which the CPU uses to determine whether it 
needs also to inform a Cascaded ICU (see below). 


Ina system with only one ICU (16 levels of interrupt), the 


- vectors provided must be in the range of 0 through 127; 


that is, they must be positive numbers in eight bits. By 
‘providing a negative vector number, an ICU flags the 
interrupt source as being a Cascaded ICU (see below). 


- 3.8.3.3. Vectored Mode: Cascaded Case 


In order to allow up to 256 levels of interrupt, provision is _ 


made both in the CPU and in the NS16202 Interrupt 
Control Unit (ICU) to transparently support cascading. 


Figure 3-27, shows a typical cascaded configuration. — 


Note that the Interrupt output from a Cascaded ICU 


goes to an Interrupt Request input of the Master ICU, 


_ whichis the only ICU which drives the CPU INT pin. 


_ Ina system which uses cascading, two tasks must be 


performed upon initialization: 
1) For each Cascaded ICU in the system, the Master 


2) A Giseade Table must be established it in memory. 
The Cascade Table is located in a NEGATIVE direc- 
_ tion from the location indicated by the CPU Interrupt 
Base (INTBASE) Register. Its entries are 32-bit. 
addresses, pointing to the Vector Registers of each 

of up to 16 Cascaded ICUs. 


- Figure 3-22 illustrates the position of the Cascade — 


Table. To find the Cascade Table entry for a Cascaded _ 


ICU, take its Master ICU line number (0 to 15) and 


subtract 16 from it, giving an index in the range —16 to” 


-—1. Multiply this value by 4, and add the resulting nega- 
tive number to the contents of the INTBASE Register | 


The 32-bit entry at this address must be set to the 


address of the Hardware Vector Register of the Cas- 


caded ICU. This is referred toas the “Cascade Address:” 
Upon receipt of an interrupt request from a Cascaded 


ICU, the Master ICU interrupts the CPU and provides | 


the negative Cascade Table index instead of a (positive) 


~ vector number. The CPU, seeing the negative value, 


uses it as an index into the Cascade Table and reads the 

Cascade Address from the referenced entry. Applying. 
this address, the CPU performs an “Interrupt Acknowl- 

edge, Cascaded” bus cycle (Sec. 3.4.2), reading the 

final vector value. This vector is interpreted by the CPU 

as an unsigned byte, and can therefore be in the range 

of 0 through 255. 


~ In returning from a Cascaded interrupt, the service pro- 


cedure executes the Return from Interrupt (RETI) instruc- 


tion, as it would for any Maskable Interrupt. The CPU 


performs an “End of Interrupt, Master” bus cycle (Sec. 


3.4.2), whereupon the Master ICU again provides the 


negative Cascade Table index. The CPU, seeing anega- 


ICU must be informed of the line number (0 to 15) on. 


_ which it receives the cascaded requests. 
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NS32032 
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| FIGURE 3-26. alle Control UnitConnections(16Levels) 
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CONTROL 


'NS16202 


tive value, uses it to find the corresponding Cascade ~ 
Address from the Cascade Table. Applying this address, 
it performs an “End of Interrupt, Cascaded” bus cycle 
(Sec. 3.4.2), informing the Cascaded ICU of the comple- 
tion of the service routine. The byte eae: from the ae 
caded ICU is discarded. ! 
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FIGURE 3-27. Cascaded Interrupt Control Unit Connections. 


3.8.4 Non-Maskable Interrupt (The NMI Pin) 


The Non-Maskable Interrupt is triggered whenever a 
falling edge is detected on the NMI pin. The CPU per- 
forms an “Interrupt Acknowledge, Master” bus cycle 
(Sec. 3.4.2) when processing of this interrupt actually 
begins. The Interrupt Acknowledge cycle differs from 
that provided for Maskabie Interrupts in that the address 
presented is FFFF00,,. The vector value used for the 
Non-Maskable Interrupt is taken as 1, regardless of the 
value read from the bus. 


The service procedure returns from the Non-Maskable 
Interrupt using the Return from Trap (RETT) instruction. 
No special bus cycles occur on return. 


For the full sequence of events in processing the Non- 
Maskable Interrupt, see Sec. 3.8.7.1. 


3.8.5 Traps 
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A trap is an internally-generated interrupt request 
caused as a direct and immediate result of the execu- 
tion of an instruction. The Return Address pushed by 
any trap except Trap (TRC) is the address of the first 
byte of the instruction during which the trap occurred. 
Traps do not disable interrupts, as they are not associ- 
ated with external events. Traps recognized by the 
NS32032 CPU are:. 


Trap (FPU): An exceptional condition was detected by 
the NS16081 Floating Point Unit or another Slave Pro- 


cessor during the execution of a Slave Instruction. This 


trap is requested via the Status Word returned as part of 
the Slave Processor Protocol (Sec. 3.9.1). 


Ps Trap (ILL): egal operation. A privileged operation was 
attempted while the cc was in User Mode (eth bit 
U= 1). 


Trap (SVC): The Sipe eo! Call sve) instruction was 
_. executed. 


7 Trap (DVZ): An attempt was made to divide an integer 


by zero. (The FPU up is used for pioaliog Point division | 


by zero.) 
Trap (FLG): The FLAG instruction detected a“1’ in n the 


| CPU PSRE bit. 


_ Trap (BPT): The Breakpoint (BPT) instruction was 
executed. 


Trap (TRC): The instruction just competed is oe 


__ traced. See below. 


Trap (UND): An undefined opcode was encountered by 
the CPU. | 


A special case is the Trace Trap (TRC), which is enabled 


by setting the T bit in the Processor Status Register 
(PSR). At the beginning of each instruction, the T bit is 
copied into the PSR P (Trace “Pending” bit. If the P bit 
is set at the end of an instruction, then the Trace Trap is 
activated. If any other trap or interrupt request is made 
during a traced instruction, its entire service procedure 
is allowed to complete before the Trace Trap occurs. 
Each interrupt and trap sequence handles the P bit for 
proper tracing, guaranteeing one and only one Trace 
Trap per instruction, and guaranteeing that the Return 


6. lf “Byte” = 


Address pushed during a Trace Trap is always the ad- | 


- dress of the next instruction to be traced. 
3.8.6 Prioritization 


The NS16032 CPU internally prioritizes simultaneous 


interrupt and trap requests as follows: 


1) Traps other than Trace (Highest priority). 
2). Abort | 

3) Non-Maskable Interrupt 

4) Maskable Interrupts ; 

5) Trace Trap © (Lowest priority) — 


3.8.7 Interrupt/Trap Sequences: Detailed Flow — 
For purposes of the following detailed discussion of 


interrupt and trap service sequences, a single sequence 
| - called “Service” is defined in Figure 3-28. Upon detect- 


ing any interrupt request or trap condition, the CPU first - 


performs a sequence dependent upon the type of inter- 


rupt or trap. This sequence will include pushing the 


Processor Status Register and establishing a Vector 
and a Return Address. The CPU then performs the 
Service sequence. | 


_ For the sequence followed in processing either Mask- 


| able or Non-Maskable interrupts (on the INT or NMI 


pins, respectively), see Sec. 3.8.7.1. For Abort inter- 
rupts, see Sec. 3.8.7.4. For the Trace Trap, see Sec. 
3.8.7.3, and for all other traps see Sec. 3.8. 7.2. 


3.8.7.1 Maskable/Non-Maskable Interrupt 
Sequence — 


- This sequence is performed by the CPU when the Ni 

pin receives a falling edge; or the INT pin becomes 
active with the PSR | bit set. The interrupt sequence 
begins either at the next instruction boundary or, in the 
case of the String instructions, at the next interruptible 
point during its execution. 


. Ifa String instruction was interrupted and not yet 
- completed: 
a. Clear the Processor Status Register P bit. — | 
b. Set “Return Address” to the address of the first 
byte of the interrupted instruction. 


Otherwise, set “Return Address” to the address of 
the next instruction. 


2. Copy the Processor Status egicisr (PSR) into a 


temporary register, then clear PSR bits S, U, T, P 
andl. | 


3. If the interrupt is Non- Maskable: 3 


a. Read a byte from address FFFF004,, applying 
Status Code 0100 (Interrupt Acknowledge, Mas- 
ter: Section 3.4.2). Discard the byte read. 


—b. Set “Vector” to 1. i 
c. Go to Step 8. 


4. If the interrupt is Non- Vectored: 
a, Read a byte from address FFFF004,, assis 


Status Code 0100 (Interrupt Acknowledge, Mas- 
ter: Section 3.4.2). Discard the byte read. 


b. Set “Vector” to 0. 
c. Go to Step 8. 


5. Here the interrupt is Vectored. Read “Byte” from 


address FFFE00.¢, applying Status Code 0100 
(Interrupt Acknowledge, Master: Section 3.4.2). 


= 0, then set ‘Vector’ to “Byte” and go 
to Step 8. 


7. If “Byte” is in the range —- 16 through — 1, then the 


interrupt source is Cascaded. (More negative val- 
ues are reserved for future use.) Perform the follow- 
ing: : 
a. Read the 32-bit Cascade Address from memory. 
The address is calculated as INTBASE +4* 
Byte. 
b. Read ‘Vector,’ applying the Cascade Address 
just read and Status Code 0101 (Interrupt : 
Acknowledge, Cascaded: Section 3.4.2). - 


8. Push the PSR copy (from Step 2) onto the Interrupt ; 


_ Stack as a 16-bit value. 


9. Perform Service (Vector, Return Address), Figure 3- 


28. 


Service (Vector, Return Address): 


1) Push MOD Register onto the Interrupt Stack as a 16-bit value. (The PSR _ 
has already been pushed as a 16-bit value. ) 


2) Push the Return Address onto the interrupt Stack as a 32-bit quantity. 


. 3) Read the 32-bit External Procedure Descriptor from the interrupt Dis- 


patch Table: address is Vector*4 + INTBASE Register contents. 


| 4) Move the Module field of the Descriptor into the MOD Register. 


5) Read the new Static Base pointer from the memory address contained 


_ in MOD, placing it into the SB Register. 
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_ 6) Read the Program Base pointer from memory address MOD+8, and add 


to it the Offset field from the Peeemes: placing the result in the Program 
Counter. . 


FIGURE 3-28. Saving Sequence. 
Invoked during all interrupt/trap sequences. 


3.8.7.2 Trap Sequence: Traps Other Than Trace 


1) Restore the currently selected Stack Pointer and the 
Processor Status Register to their original values at 
the start of the trapped instruction. 


2) Set “Vector” to the value corresponding to the trap 
type. 
FPU: Vector = 3. 
ILL: Vector = 4. 
SVC: Vector = 5. 
DVZ: Vector = 6. 
FLG: Vector = 7. 
BPT: Vector = 8. 
UND: | Vector = 10. 
3) Copy the Processor Status Register (PSR) into a 
temporary register, then clear PSR bits S, U, P and T.. 
4) Push the PSR copy onto the Interrupt Stack as a 


16-bit value. . 


5) Set “Return Address” to the address of the first byte 
of the trapped instruction. 


6) Perform Service (Vector, Return Address), Figur 
3-28. 


3.8.7.3 Trace Trap Sequence 


1) In the Processor Status Register (PSR), clear the P 
bit. 


2) Copy the PSR into a temporary register, then clear 


PSR bits S, U and T. 


3) Push the PSR copy onto the Interrupt Stack as a 
16-bit value. 


4) Set “Vector” to 9. 


5) Set “Return Address” to the address of the next 
instruction. 


6) Perform Service (Vector, Return Address), Figure 
3-28. 


3.8.7.4 Abort Sequence 


1) Restore the currently selected Stack Pointer to its 
original contents at the beginning of the aborted 
instruction. 


2) Clear the PSR P bit. 


3) Copy the PSR into a temporary register, then clear 
PSR bits S, U, T and 1. 


4) Push the PSR copy onto the Interrupt Stack as a 
16-bit value. 


5) Set “Vector” to 2. 


6) Set “Return Address” to the address of the first Byte 
of the aborted instruction. 


7) Perform Service (Vector, Return Address), Figure 
3-28. 
3.9 SLAVE PROCESSOR INSTRUCTIONS 


The NS32032 CPU recognizes three groups of instruc- 
tions as being executable by external Slave Processors: 


Floating Point Instruction Set 


Memory Management Instruction Set 
Custom Instruction Set 


Each Slave Instruction Set is validated by a bit in the 
Configuration Register (Sec. 2.1.3). Any Slave Instruc- 
tion which does not have its corresponding Configura- 
tion Register bit set will trap as undefined, without any 
Slave Processor communication attempted by the CPU. 
This allows software simulation of a non- “existent Slave 
Processor. 


3.9.1 Slave Processor Protocol 


Slave Processor instructions have a three-byte Basic . 
Instruction field, consisting of an ID Byte followed by an. 
Operation Word. The ID Byte has three functions: 


1) It identifies the instruction as being a 
Slave Processor instruction. 


2) It specifies which Slave Processor will 
execute it. 


3) It determines the format of the following 
Operation Word of the instruction. 7 


Upon receiving a Slave Processor instruction, the CPU 
initiates the sequence outlined in Figure 3-29. While 
applying Status Code 1111 (Broadcast ID, Sec. 3.4.2), 
the CPU transfers the ID Byte on the least-significant- 
byte of the Data Bus (ADO-AD7). All Slave Processors — 


input this byte and decode it. The Slave Processor 


selected by the ID Byte is activated, and from this point 
the CPU is communicating only with it. If any other slave. 
protocol was in progress (e.g., an aborted Slave instruc- 

tion), this transfer cancels it. | 


The CPU next sends the Operation Word while applying 
Status Code 1101 (Transfer Slave Operand, Sec. 3.4.2). 
Upon receiving it, the Slave Processor decodes it, and 
at this point both the CPU and the Slave Processor are 
aware of the number of operands to be transferred 
and their sizes. The operation Word is swapped on the 
Data Bus; that is, bits 0-7 appear on pins AD8-AD15 
and bits 8-15 appear on pins ADO-AD7. 


Using the Addressing Mode fields within the Operation 
Word, the CPU starts fetching operands and issuing 
them to the Slave Processor. To do so, it references any 
Addressing Mode extensions which may be appended 
to the Slave Processor instruction. Since the CPU is 


Status Combinations: 


Send ID (ID): Code 1111 
Xfer Operand (OP): Code 1101 
Read Status (ST): Code 1110 


Step Status Action 


1 ID CPU Send ID Byte. 

2 OP CPU Sends Operation Word. 

3 OP CPU Sends Required Operands. 

4 — _ Slave Starts Execution. CPU Pre-fetches. 

5 a, Slave Pulses SPC Low. 

6 ST CPU Reads Status Word. int Alter Flags?) — 
7 OP cpu Reads Results (If Any). | 


FIGURE 3-29. Slave Processor Protocol. 


solely responsible for memory accesses, these exten- 
sions are not sent to the Slave processor. The Status 
Code applied is 1101 Uanstey Slave Processor Oper- 
and, Sec. 3.4.2). 


After the CPU has issued the last specnd the Slave 
Processor starts the actual execution of the instruction. 


Upon completion, it will signal the CPU by pulsing SPC. | 


low. To allow for this, and for the Address Translation strap 
function, AT/SPC is normally held high only by an internal 
pull- up device of approximately 5K ohms. 


While the Slave Processor is executing the instruction, 
the CPU is free to prefetch instructions into its queue. If it 
fills the queue before the Slave Processor finishes, the 


CPU will wait, applying Status Code 0011 wating for 


Slave, Sec. 3.4.2). 
Upon receiving the pulse on SPC, the CPU uses SPC to 


read a Status Word from the Slave Processor, applying | 


Status Code 1110 (Read Slave Status, Sec. 3.4.2). This 

__word has the format shown in Figure 3-30. If the Q bit 
| (“Quit’, Bit 0) is set, this indicates that an error was 
- detected by the Slave Processor. The CPU will not con- 
tinue the protocol, but will immediately trap through the 


FPU vector in the Interrupt Table. Certain Slave Proces- _ 


sor instructions cause CPU PSR bits to be loaded from 
the Status Word. 


The last step in the protocol is for the CPU to read a 
result, if any, and transfer it to the destination. The Read 
cycles from the Slave Processor are performed by the 
CPU while applying Status. Code 1101 (Transfer Slave 
Operand, Sec. 3.4.2). 


An exception to the protocol above is the LMR (Load a 


Memory Management Register) instruction, and a 
corresponding Custom Slave instruction (LCR: Load 
Custom Register). In executing these instructions, the 
protocol ends after the CPU has issued the lastoperand. 
The CPU does not wait for an acknowledgement from 
the Slave Processor, and it does not read status.. 


3. 9. 2 Floating Point Instructions: 


Table 3- 4 gives the protocols followed for each Float: 
ing Point instruction. The instructions are referenced by | 
their mnemonics. For the bit encodings of each instruc: 
tion, see Appendix A. 


The Operand class columns give the Access Class for 
each general operand, defining how the addressing 


-modes are interpreted (see Programmer’s Manual). 


The Operand Issued columns show the sizes of the 
operands issued to the Floating Point Unit by the CPU.. 
“D” indicates a 32-bit Double Word. “i” indicates that 
the instruction specifies an integer size for the operand 
(B = Byte, W = Word, D = Double Word). “f” indicates 
that the instruction specifies a Floating Point size forthe _ 
operand (F = 32-bit Standard Floating, L = 64-bit Long © 
Floating). a 


The Returned Value Type and Destination column gives 


the size of any returned value and where the CPU 


places it. The PSR Bits Affected column indicates which _ | 


PSR bits, if any, are updated from the Slave Processor 
Status Word miaee 3-30). 


Table 3-4. 


D= Double Word 


‘i= integer size (B,W,D) specified in mnemonic. 
f= Floating Point type (F,L) specified in mnemonic. 
N/A = Not Applicable to this instruction. 
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Floating Point instruction Protocols. - 
| Operand1 Operand 2 Operand1 Operand2 ReturnedValue PSRBits 
‘Mnemonic —_ Class Class. issued Issued. _— Type and Dest. Affected | 
ADDf read.f rmw.f f fo  -— fto Op. 2 none 
SUBf © read.f —ormw.f f f ftoop.2 * none 
_ MULf — read. —ormw.f es f fto Op. 2 none 
DIVf _read.f rmw.f f f fto Op. 2 ~ none 
—. MOVE read.f write.f f N/A fto Op. 2 none 
ABSf read. f write.f f N/A fto Op. 2 none 
_ NEGf read.f write. f f N/A ftoOp.2 — none 
~CMPf read.f read.f i. N/A N.Z,L 
FLOORfi read.f write. io N/A ito op. 2 none 
TRUNCfi read.f write. i f N/A ito Op. 2 none 
ROUNDfi read.f . write.i i 3 N/A ito Op. 2 none 
~MOVFL read.F write.L F N/A L to Op. 2 none 
-MOVLF read.L write. F L N/A F to. Op. 2 none 
— MOViE read.i write.f l N/A fto Op. 2 none 
LFSR read.D N/A D N/A N/A none 
SFSR N/A write.D N/A N/A D to Op. 2 none 
NOTE: 






oo000g00000 NZFOOLOQ 
New PSR Bit Value(s) 222—— 


“Quit”: Terminate Protocol, Trap(FPU). 
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FIGURE 3-30. Slave Processor Status Word Format. 


Any operand indicated as being of type “f” will not cause 
a transfer if the Register addressing mode is specified. 


3.9.3 Memory Management Instructions 


Table 3-5 gives the protocols for Memory Manage- 
ment instructions. Encodings | for these instructions may 


be found i in Appendix A. 


This is because the Floating Point Registers are physi- | 


cally on the Floating Point Unit and are therefore avail- 
able without CPU assistance. 


In executing the RDVAL and WRVAL instructions, the 
CPU calculates and issues the 32-bit Effective Address 
of the single operand. The CPU then performs a single- 
byte Read cycle from that address, allowing the MMU to ~ 
safely abort the instruction if the necessary information 
is not currently in physical memory. Upon seeing the 
memory cycle complete, the MMU continues the proto- 
col, and returns the validation result in the F bit of the 
Slave Status Word. 


The size of aMemory Management oe, is always a 
32-bit Double Word. For futher details of the Memory 
Management Instruction set, see the Programmer’ S 
Manual and the NS 16082 MMU Data Sheet. 


Table 3-5. 
Memory Management Instruction Protocols. 

| Operand 1 Operand 2. Operand1 Operand 2 Returned Value PSR Bits 
Mnemonic Class Class Issued _Issued Type and Dest. Affected 
RDVAL * addr N/A D N/A N/A F 
WRVAL * addr N/A D N/A N/A F 
LMR * read.D N/A —D N/A N/A none 
SMR * _ write.D N/A N/A N/A D to Op. 1 none 

NOTE: 


In the RDVAL and WRVAL instructions, the CPU issues the address as a Double Word, and performs a single-byte Read cycle from that memory 
address. For details, see the Programmer's Manual and the NS16082 Memory Management Unit Data Sheet. 


D = Double Word. 
* = Privileged Instruction: will trap if CPU is in User Mode. 
N/A = Not Applicable to this instruction. 
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3.9. 4 Custom Slave Instructions 


| Table 3- 6 lists the relevant information for the force “ 


| Provided i in the NS32032 is the capability of communi- 
cating with a user-defined, “Custom” Slave Proces- | 


sor. The instruction set provided for a Custom Slave 


Processor defines the instruction formats, the operand — 


classes and the communication protocol. Left to the 
user are the interpretations of the Op Code fields, the 
programming model of the Custom Slave and the actual 
types of data transferred. The protocol specifies only the 
size cu an operand, not its data type. 


Slave instruction set. The designation “c” is used to 
represent an operand which can be a 32-bit (“D”) or 
64-bit (‘Q”) quantity in any format; the size is deter- 


mined by the suffix on the mnemonic. Similarly, an “i” 
indicates an integer size (Byte, Word, Double Word) | 
selected by the corresponding mnemonic suffix. 7 


_ Any operand indicated as being of type ‘c’ will not | 


cause a transfer if the register addressing mode is 


‘Specified. It is assumed in this case that the slave proc- 


essor is already holding the operand internally. 


| Poe the instruction encodings, see ae A. 


D = Double Word. 


Operand 1 


Table: 3-6. . 


- Custom Slave instruction Protocols. 


_i= Integer size (B,W,D) specified in mnemonic. 
c= Custom size (D:32 bits or Q:64 bits) specified in mnemonic. 


Operand 1 


Returned Value 


PSR Bits 


| Operand 2 3 Operand 2 
‘Mnemonic Class Class Issued issued Type and Dest. Affected 
CCALOc read.c — rmw.c Co c cto Op.2 — none 
CCALtc read.c rmw.c C c cto Op. 2 none 
CCAL2c read.c rmw.c Cc Cc cto Op. 2 none 
CCAL3c - read.c rmw.c. 2c Cc cto Op. 2 none 
CMOVO0c read.c write.c — Cc N/A cto Op. 2 none — 
CMOVic read.c write.c Cc N/A cto Op. 2 none 
CMOV2c read.c write.c Cc N/A c to Op. 2 none 
CCMPc read.c read.c c C N/A NZL 
CCVO0ci read.c write. Cc N/A ito Op. 2 none 
CCVIci read.c write. i Cc N/A ito Op.2 none 
CCV2ci read.c write. Cc N/A ito Op. 2 none 
CCV3ic read.i write.c i N/A cto Op. 2- none 
CCV4DQ read.D write.Q | D N/A Q to Op. 2 none 
CCV5QD read.Q write.D Q N/A D to Op. 2. - none 
~LCSR read.D N/A D- N/A N/A none 
_ SCSR N/A ~ write.D N/A N/A D to Op. 2 none 
-CATSTO* addr N/A D N/A N/A F 
_CATST1 * addr N/A D N/A N/A F 
LCOR*. read.D N/A D N/A N/A | none 
SCR* write.D N/A N/A N/A D to Op. 1 none 
NOTE: | 


_ * = Privileged Instruction: will trap if CPU is in User Mode. 
N/A = Not Applicable to this instruction. 
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4 AC Electrical Characteristics | 
4.1 Definitions 


All the timing specifications given in this section refer to © 


50% of the leading or trailing edges of the appropriate 
clock phase and 0.8V or 2.0V on the appropriate signal 







PHin 
. (a ea 2.4V 
SIG1 
tsiG1] 
. 0.45V 
2.4V 
tSIG2h 
2.0V 


S!IG2 © 


TLIC/5491-45 


FIGURE 4-1. Timing Specification Standard 
(Signal Valid After Clock Edge) 


4. 2 Timing Tables 


as illustrated in Figures 4-1 and 4-2, unless specifically 
stated otherwise. 


Abbreviations: 
L.E —leading edge 
T.E.—trailing edge — 






PHIn 
SS — 2.4V 
SIG1 
tSiG1l 
0.45V 
2.4V 
S!IG2 


——— ———— — 0.45V 
TLIC/5491 -46 


FIGURE 4-2. Timing Specification Standard 
(Signal Valid Before Clock Edge) 


4.2.1 Output Signals: Internal Propagation Delays, NS32032- 4, NS32032-6 
Maximum times assume capacitive loading of 100 pF. 


Figure Reference/Conditions in Tip Mex, Unit 





Name Description 
taLy Address bits 0-23 valid 
tath Address bits 0-23 hold 
toy Data valid (write cycle) 
ton Data hold (write cycle) 
tALADSs Address bits 0-23 set up to ADS T.E. 
tALADSh Address bits 0-23 hold from ADS T.E. 
tat Address bits 0-23 floating (no MMU) 
tapt Data bits D24-D31 floating (no MMU) 
tarot Address bits 0-23 floating (with MMU) 
tapmet Data bits 21-31 floating (with MMU) 
tgev BEn signals valid 
tBen BEn signals hold 
tsty Status (STO-ST3) valid 
tsth Status (STO-ST3) hold 
topdinv DDIN signal valid 
topiNnh DDIN signal hold 
tapsa | ADS signal active (low) | 
tapSia ADS signal inactive 
tapsw ADS pulse width 
tosa DS signal active (low) 


4 
4 
4 
4 

4- 
4 
4 
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after L.E., PHI1 T1 
after L.E., PHI1 Tmmu or T2 
after L.E., PHI1 T2 . 
after L.E., PHI1 next T1 or Ti 
before ADS reaches 2.0V 
after ADS reaches 2.0V 
after L.E., PHI1 T2 
after L.E., PHI1 T2 
after L.E., PHI1 Tmmu 
after L.E., PHIT Tmmu 
after L.E., PHI2 T4 

| after L.E., PHI2 T4 or Ti 
after L.E., PHI1 T4 
(before T1, see note) 
after L.E., PHI1 T4 (after T1) 
after L.E., PHI1 T1 | 
after L.E., PHI1 next T1 or Ti 
after L.E., PHI1 T1 
after T.E., PHI1 T1 
at 0.8V, both edges 
after L.E., PHI1 T2 


424 Output Signals: intemal pronaestion: Delays, 1 NS32032-4, NS32032-6 (continued) 





Name Description Reference/Conditions SCOCICAr Unit 
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| DS signal inactive after L.E., PHI1 T4 ns 
taut -ADO-AD23 floating (caused by OLD) Vener L.E., PHI1 71 | ion {ons 
taps D24-D31 floating (caused by HC HOLD) after L.E., PHI1 T1 100 | ns 
tapst — ADS floating (caused by HOLI HOLD) after L.E., PHI Ti 100 | ns 
ter BEn floating (caused by HOLD) ~ after L.E., PHI Ti 100 | ns 
~ toping DDIN floating (caused by HOL 5) | after L.E., PHI Ti 1100 | ns 
tHLDAa HLDA signal active (low) | after L.E., PHI Ti 100 | ns 
tHLpaia HLDA signal inactive after L.E., PHI1 Ti 100 | ns 
tapsr a HOLD) from floating after L.E., PHI1T 100 | ns 
‘eer ee Rromialoatnd after L.E., PHI Ti 100 | ns 
my (caused by HOLD) oa tonite after L.E., PHI1 Ti 1100 | ns 
tae ADO-AD15 floating (caused by FLT) after L.E., PHI Tf 60 | ns 
-tooine DDIN signal floating (caused by FLT) after FLT reaches 0.8V 80 | ns 
| ADS signal floating (caused by FLT) | after FLT reaches 0.8V 80 | ns 
tee BEn signals invalid (caused by FLT) | after FLT reaches 0.8V 100 ns - 
| tpase Delay from PA1 to BEn after PA1 reaches .08V 50 | ns 
Scene or 2.0V 
tpopinr DDIN signal returns from floating after ELT reaches 2.0V 75 | ns 
(caused by FLT) 
‘eer | (caused by FLT) mom Hoaiing after FLT reaches 2.0V 90 | ns 
tspca SPC output active (low) after L.E., PHI1 T1 50 | ns 
tspcia SPC output inactive after L.E., PHI1 T4 50 | ns 
~ tspont SPC output nonforcing after L.E., PHI2 T4 40 | ns 
toy Data valid (slave processor write) after L.E., PHI1 T1 | 80. | ns 
toh | Data hold (slave processor write) after L.E., PHI1 next T1 or Ti ns 
tprsw PFS pulse width at 0.8V, both edges —} ns 
tprsa | PFS pulse active (low) after L.E., PHI2 — 70 | ns 
tpesia PFS pulse inactive after L.E., PHI2 70 | ns 
before L.E., PHI1 T1 
tiLos ILO signal setup of first interlocked ns 
| | | write cycle 
. after L.E., PHI1 T3 _ 
titon 1LO signal hold of last interlocked ns 
a | read cycle : 
tiLoa ILO signal active (low) | after L.E., PHI1 | 70 | ns 
tiLoia ILO signal inactive after L.E., PHI1 70 | ns 
— tuss — U/S signal setup before T.E., PHI1 14 or Ti | ns 
tush — U/S signal hold | after L.E., PHI1 T1 top 
'NSPF os sonen after LE, PHI T1 | top 
tpFNS PFS clock cycle to next |  before-L.E., PHI T4 ine 
a nonsequential fetch | | | 
tLXPF Last operand transfer of an instruction before L.E., PHI1 T1 of | ' 
| ' to next PFS clock ace : first ue eee of transfer “ee 
NOTE: 


Every memory cyeles starts with T4, during which Cycle Statusi is pepe Ifthe CPU was idling, the sequence will be: ‘ “Ti74,71 "tithe CPU was notidling, the 
sequence will be: “*...T 4,11... | 3 : 
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4.2.2 Input Signal Requirements: NS32032-4, NS32032-6 


Name | Description | Figure |  Reference/Conditions aes Unit 


_ tpwr Power stable to RST T.E. after Voc reaches 4.5V 
toils Data in setup (read cycle) 7 before T.E., PHI2 T3 
ton Data in hold (read cycle) after T.E., PHI2 T3 
tHLDa | HOLD active (low) setup time (See note) before T.E., PHI2 TX1 
tuLpDia HOLD inactive setup time | before T.E., PH12 Ti 
tutpn HOLD hold time after L.E., PHI1 TX2 
teLTa FLT active (low) setup time before T.E., PHI2 Tmmu 
teLtia | FLT inactive setup time before T.E., PHI2 T2 
trpys RDYsetuptime before T.E., PHI2 T2 or T3 
trpyn RDY hold time after T.E., PHI1 T3 

— tapts ABT setup time (FLT inactive) : before T.E., PHI2 Tmmu 
taBTs ABT setup time (FLT active) before T.E., PHI2 T2 
tapth | ABT hold time ; after L.E., PHI1 
trsts _| RST setup time before T.E., PHI1 
tastw RST pulse width 3 at 0.8V (both edges) | 
tints INT setup time before T.E., PHI1 
tuiw NMI pulsewidth | at 0.8V (both edges) 
tois Data setup (slave read cycle) before T.E., PH!2 T1 
toin Data hold (slave read cycle) after T.E., PHI2 T1 
tspcy _—«t|-« SPC pulse width (from slave processor) at 0.8V (both edges) 


tats ATISPC setup for address | before L.E., PHI of 
translation strap : cycle during which RST 
| | pulse is removed 
tath AT/SPC hold for address after T.E., PHI of 
translation strap - | cycle during which RST 
pulse is removed 





NOTE: 

This setup time is necessary to ensure prompt acknowledgement via HLDA Vand the ensuing floating of CPU off the buses. Note that the time from 

the receipt of the HOLD signal until the CPU floats is a function of the time HOLD signal goes low, the state of the RDY input (in MMU systems), andthe | 
length of the current MMU cycle. 





4.2.3 Clocking Requirements: NS32032-4 


Reference/Conditions Ce Unit 


to Von 























tor PHI1, PHI2 rise time isco nage) 
| ae 0 

tout PHI1, PHI2 fall time | fom oi of Ven 

tctn PHI1, PHI2 high time 

tou PHI1, PHI2 low time 










Clock period 
Non-overlap time 





at 10% of Voy (See page 2) 


4.2.4 Clocking i ball NS32032-6 | 


_Name concn —Beseripion Figure Reference/Conditions i | Unit 


torr | PHI, PHI2 rise time — | ne 
. 0 
ter | PHIM, PHI2 fall time ae ee eee 
toth PHI1, PHI2 high time ~16 | 
tc. | PHI, PHI2lowtime | i : cp 
tcp Clock period | ie 5000 
tov. Non-overlap time | : - at 10% of Vou (see page 2) 
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taornti | oT 72 | 3 | «4 





‘ AR v : , ) , ; 
a cd) o_o ; 
Sn Qe a O 
a 














DDIN | 
STO-3 ! | VALID | tsrn-=X| NEXT 
= ‘tosa | 
S u | 
tpsia 
RDY i (HIGH) 
"i TUCI5491-47 
FIGURE 4-3. Write Cycle. 
T4 ORT | 11 | en | m3. CO 14 | | 



























lL lol on 
he er 


fap 


ADO ADS: 


D24-D31 





| toDINh 


NEXT CYCLE 
ann ne = a STATUS 


a; 


(HIGH) 
| TLIC/S491-48 


FIGURE 4-4. Read Cycle. 
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| ™1 | TX2 | T4 | Ti | Ti | Ti 





Ear RENEE! a = 
Sg EN SES 
a 

| 


TL/C/5491-49 
FIGURE 4-5. Floating by HOLD Timing (CPU Not Idle Initially). 
_ Note that whenever the CPU is not idling (not in Ti), the HOLD request (HOLD low) must be active tHLDa before the trailing 


edge of PHI2 of the clock cycle that appears two clock cycles before T4 (TX1) and stay low until tHLDh after the leading edge 
of PHI1 of the clock cycle that precedes T4 (TX2) for the request to be acknowledged. | 


Ti1 Ti2 | 





| ADS, t [_——__ 
BEO-BES | ae i aime ea asi tt a ec Roe neers sepenrie ay (HIGH) 


| (FLOATING) DDIN 
os ere Sey nearer ee ee _— 'BEr 
ADO-AD23 [ ~ (FLOATING) BEO-BES [ Ee a ea nO inp ne —-| 
a a a a ne ee = ADO-AD23 [- eee eyes haere eee ae | Le Nee penn en eae 
D24-D31 I (FLOATING) D24-D31 
: FLOATING) 
TLIC/S491-50 ( TL/C/5491-51 


| ait FIGURE 4-7. Release from HOLD. 
FIGURE 4-6. Floating by HOLD Timing (CPU Initially Idle). atc a ay 


Note that during Ti1 the CPU is already idling. 
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‘CPU 
CYCLES 


T1 | TMU | . T2 | | T2 





KT 


BEO-BE3 
| 'BEI tPABE 
| FIGURE 4-8. FLT Initiated Float Cycle Timing. TCAD SS 
CPU | , | ee | | | 
CYCLES Tt Of 12 13 a 
MMU _ | | 7 | | 
CYCLE . Tmmu 


pan | | 
puta | 


FLT 
(MMU) 





Ai6-23[ 
(CPU) | ~ 


DDIN 
(CPU) [ = 


ADS : 
= 
menf>' XY] |_| 


FIGURE 4-9. Release from FLT Timing. 








TLC /5491-53 


Note that when FLT is deasserted the CPU restarts driving DDIN before the MMU releases it. This, however, does not cause any conflict, since 
both CPU and MMU force DDIN to the same logic level. | . 


| aa |__| 


T1or T2 T3 T3 
ean] | | mm | bs | | | | 





TL/C/5491-54 


FIGURE 4-10. Ready Sampling (CPU Initially READY). 
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one | T3 T3 Ta. 





| _ TUCI5491-55 


FIGURE 4-11. Ready Sampling (CPU Initially NOT READY). 


NEXT STATUS 





(HIGH) 


TLIC/5491-56 , TLIC/5 491-57 


FIGURE 4-12. Slave Processor Write Timing. FIGURE 4-13. Slave Processor Read Timing. 


PHI1 
PHI2 





TUG/5491-58 


FIGURE 4-14, SPC Non-Forcing Delay. 


After Panstenina last operand to a Slave Processor, CPU 
turns OFF driver and holds SPC high with internal 5KQ pullup. 


Pan r | | | [ | 7 | | | | | | | | | | 
RST/ABT [ 
l 


AT/SPC 





TL/C/S491-59 


FIGURE 4-15. Reset Configuration Timing. 


DOR 


tCLh 





TUC/5491-60 





TLIC/5491-61 


FIGURE 4-17. Relationship of PFS to Clock Cycles. 


T1 


CODE 1001 





 TLICI5491-62 


FIGURE 4-18a. Guaranteed Delay, PFS to Non-Sequential Fetch. 


‘NSPF - 


TLIC/5491-63 


FIGURE 4-18b. Guaranteed Delay, Non-Sequential Fetch to PFS. 


227 


T3 OR Ti T4 OR Ti 











vf lex | 


“J LILI LILILI LI 





TLIC/S5 491-64 


FIGURE 4-19a. Relationship of ILO to First Operand Cycle 
of an interlocked Instruction. 


T3 OR Ti T4 ORTi 











et et ao Te 


{APPLES 





TL/C/5491-65 


FIGURE 4-19b. Relationship of ILO to Last Operand Cycle 
of an Interlocked Instruction. 


“(FLL SSL 
to} 





tiLoa ULOia 
TL/C/54 91-66 


FIGURE 4-20. Relationship of ILO to Any Clock Cycle. 





FIGURE 4-21. U/S Relationship to Any BusCycle— —""""” 
Guaranteed Valid Interval. 


992 | 














ST/ABT 
| _ | TUCI5491-68 
FIGURE 4-22. Abort Timing, FLT Not Applied. 
wt | ote Tt tt en 
ri] | 8 | | 
PHI2 | 5 
| . 7 CP eS | | | —— TLICIS491-69 
FIGURE 4-23. Abort Timing, FLT Applied. — | 
vc 
a 
mS er | 
ieee ; 


FIGURE 4-24. Power-On Reset. 





TUC/5491-71 


FIGURE 4-25. Non-Power-On Reset. | 
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PHI1 | | | | | | | 
| tINTs NMI 
int [ 


FIGURE 4-26. INT Interrupt Signal Detection. | FIGURE 4-27. NMI Interrupt Signal Timing. 


Violation of tINTs timing is allowed, but detection then occurs 
one clock cycle later. | 


tuMiw 


TLIC/5491-72 TLIC/5491-73 


NEXT 





1 T2 a T3 | 4 “Torti | 








TUC/6491-74 


FIGURE 4-28. Relationship Between Last Data Transfer of 
an Instruction and Pulse of Next Instruction. 


NOTE: 


In a transfer cf a Read-Modify-Write type operand, this is the Read transfer, displaying 
RMW Status (Code 1011). 
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eae A: Instruction Formats 


NOTATIONS: 


ie 


Integer Type Field 


~B=00 (Byte) 
ae 01(Word) 


= 11 (Double Word) 
abet Point Type Field 


F=1 (Std. Floating: 32 bits) 
L=0O (tong Floating: 64 bits) 


Custom Type Field 
D=1 (Double Word) | 


~ Q=0. (Quad Word) 


= 


_ gen, gen 1, gen 2 = General Addressing Mode Field 
See Sec. 2. 2 for encodings. | 


reg = 
cond = 


Operation Code 


Valid encodings shown with each format. 


General Purpose Register Number 


Condition Code Field 
0000 = EQual: Z= 1 
0001 = Not Equal: Z = 0 
0010 = Carry Set: C = 1 


0011 = Carry Clear: C =.0 


0100 = 


Higher: L = 1 


0101 = Lower orSame:L = 0 


0110 = 


Greater Than: N = 1 


0111 = Lessor Equal:N =0 


1000 = 


Flag Set: F = 1 


1001 = Flag Clear: F = 0 


1010 = LOwer:L =O andZ=0 

1011 = Higher or Same: L = 10rZ = 1 
1100 = Less Than: N = OandZ =0 
1101 = Greater or Equal: N = 1 orZ = 1 
1110 = 
1111 = (Unconditionally False) 


~short = Short Immediate value. May contain: 
| quick: Signed 4-bit value, in MOVQ, ADDQ, 


cond: 
 areg: 


(Unconditionally True) 


CMPQ, ACB. 


Condition Code (above), in Scond. 


Bcond 


BSR 


CPU Dedicated Register, in LPR, SPR. ? 


0000 = US 


0001 — 0111 = (Reserved) 


1000 = FP 

1001 = SP 

1010 = SB 

1011 = (Reserved) | 
1100 = (Reserved) 
1101 =PSR | 
1110 = INTBASE | 
1111 =MOD 


| Options: in String Instructions 


uw fer 
T = Translated | 
B = Backward > 
U/W = 00: None 

01: While Match 

11: Until Match 


231, 


RET 
CXP 
RXP 


-RETT 
RET! 
SAVE 

RESTORE 


ADDQ 
CMPQ | 
SPR | 


Scond 


Configuration bits, in SETCFG: : 


Sons 


mreg: MMU Register number, in LMR, SMR. 


0000 = BPRO 
0001=BPR1 — 
0010 = (Reserved) . 
0011 = (Reserved) 


~ 0100 = PFO 


0101 = PF1 
0110 = (Reserved) 


— 0111 = (Reserved) 


o 


1000=SC 
1001 = (Reserved) 
1010 = MSR | 
1011 = BCNT © 
~ 1100 = PTBO 
1101 = PTB1 
1110 = (Reserved) 
1111 = ‘EIA 
7 
Format 0 
(BR) 
7 
Format 1 
—Q000 ENTER 
—0001 EXIT 
—0010 NOP 
—0011 WAIT 
~  —0100 DIA 
~ —0101 -' FLAG 
—0110 SVC 
—0111 BPT 


15. 


io) 


—1000 — 
— 1001 
—1010 
—1011 
— 1100 
~=1101> 
—1110° 
—1111 


ereroiast 


_ _ Format 2 
-000  $=ACB 
~ —001 MOVQ 
~010 LPR 


~011 


 =100- 
01", 
-110 


. 817 0 
igen [ioe fered 

Format 3 
CXPD —0000 ADJSP —1010 
BICPSR —0010 © JSR —1100 
JUMP —Q100 CASE —1110 

BISPSR —0110 
Trap (UND) on XXX1, 1000 

15 | 817. 0 
ji gent | ge | om Lt 

Format 4 
ADD —0000 SUB — 1000 
CMP —0001 ADDR —1001 
BIC —0010 AND —1010 
ADDC —0100 SUBC —1100 
MOV —0101 TBIT —1101 
OR —0110 | XOR —1110 





23 16)15 


short 








Format 5 

MOVS —0000 SETCFG —0010 
~ CMPS —0001 SKPS - —0011 

Trap (UND) on 1XXX, 01XX 
23 16115 817 0 
ea ee se 

Format 6 | : 
ROT ~0000 NEG ~1000 
ASH —0001 NOT — 1001 
CBIT —0010 Trap (UND) —1010 
CBITI —0011 SUBP —1011 
Trap (UND) —0100 ABS —1100 
LSH —0101 COM —1101 
SBIT. —0110 IBIT —1110 
SBITI ADDP —1111 


—0O111 


— 232 


23 = 27 Oo. 


Format 7 
MOVM —Q000 MUL — 1000 
CMPM —0001 MEI — — 1001 
INSS —0010 Trap (UND) — 1010. 
EXTS —0011 DEI —1011 
MOVXBW —0100 QUO —1100 
MOVZBW —0101 REM —1101 
MOVZiD —0110 MOD —1110 
—O111 DIV 


MOvVxiD 





Format 8 | 
EXT ~-—000 INDEX —100 
CVTP —001 FFS —101 
INS —-010 
CHECK —0O11 
MOVSU —110, reg = 001 
MOVUS —110, reg =011 
23 1615 87 0 
gent! | gen2’ | op |r] i foot arta 
Format 9 
MOVif ~-000° ROUND ~100 
LFSR —001 TRUNC —101 
MOVLF —010. SFSR —110 
MOVFL —0O11 FLOOR —111 
7 0 
Format 10 
Trap (UND) Always 


| Format 11 
ADDf 0000 DIvt ~ =1000 | 
MOVE ~—0001 Trap (UND) —-1010 
CMPf —0010 Trap (UND) —1011 | 
SUBf —0100 MULf —1100. 
NEGf ~0101 ABSf_ ~1101 
Trap (UND) -0110 Trap (UND) -—1110 
Trap (UND) = -—0111 Trap (UND) —1111 
dase 0 
Format 12 
Trap (UND) Always 
| 
Format 13 | 
_ Trap (UND) Always 


16,15 





Format 14 
~ RDVAL —0000 LMR 
WRVAL = —-0001 SMR 


Trap (UND) on 01XX, 1XXX - 





23 era | 7 817 a 0 


-0010 
—001 1 
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230 aa 7 f a ee 





nnntvo11 0] 


Operation Word 
Format 15 
_. (Custom Slave). 
nnn Operation Word Format 
23 16 |15 
ano [gent | stor fx] oe | | 
Format 15.0 | 
CATSTO. — —-0000 LCR 
CATST1 —0001 SCR 
Trap (UND) on all others 
23 | 16(15 
Format 15.1 | 
CCV3 | —0Q00 CCV2 
LCSR 001 ccvi 
CCV5 © —010 ~SCSR 
CCV4 —011 CCVO | 
23 | 16 [15 
0 [sent | sez | op |x 
| Format 15.5 
CCALO  —- 0000 CCAL3 — 
CMOVO ~0001 Trap (UND) 
CCMP ~0010 Trap (UND) 
CCAL1 —0100 CCAL2 
CMOV2 = —-0101 CMOV1 
Trap (UND) —-0110 Trap (UND) 
_ Trap(UND) = -0111 Trap. (UND) 
if nnn = 010, 011, 100, 110, 111 


_ then Trap (UND) Always 





“i 
oO 
~ 


Format 16 | Format 19 
Trap (UND) Always Trap (UND) Always 
___7 0 implied Immediate Encodings: 
: 
7 sr r5 r4 3 2 
Format 17 
Register Mask, appended to SAVE, f 
Trap (UND) Always 
7 
7 ae 0 r0 rt r2 r3 r4 5 
_[rotolots 10 Register Mask, appended to RESTOF 
Format 18 a 7 


Offset/Length Modifier appended to IN 


PERIPH. CYCLE ~ 













XCTAL2 READY 
C4 XCTAL1 . 
. . = WAIT REQUESTS 
aes ADDR. DECODED OR STRAPPED 
RESET 3. ENN) ~ vitae | Anen: Dee opeD Sn enurre? 
RSTI WA AD 
PHI : = 
PHI2 — —- 
a ae 28 iit 







‘RDY PHIt PHI2 ¢ = 


PHI 

















































NTs. | — 
nN STROBE 
N | FLT ital On ease A0-A23 
3 | =_= | _ ADDRESS 
2 Nsa2082 ao pietanas ADO-AD23_ LATCH/ 
US ay BUFFER (24) 
| ADS . > 
DDIN DDIN i : 
STO-ST3 ST0-ST3 : Re 
RST/ABT Id ae: _. DATA BUFFERS) Za 
ee oll ta ADO-AD23__D24-D31 : > D16-D31_ 
fe (24) , , .—hlrhugwX 
. ADO-AD15 | 
ADDR/DATA BUS - DDIN 
; a> 
ADO-ADI5 = 
SPC 
NS16081 = STO-ST1 DO-D31 
“FPU eee 
RST 
_CLK . (32) 
‘ =" - . . . (32) ADO-AD23 
NOT 8 ae of AND D24-D31 DATA BUFFERS 
For higher speed versions of the 32032 it is recommended to 
use an external multiplexer to handle the BEO-BE3 lines dur- sit | ae | fs | | STO-ST3 
ing MMU cycles, instead of PA1. . . 


FIGURE B-1. Single Processor System Connection Diagram. ee 


-suoysebing busepeyuj ‘g xipueddy 


Physical DimensiONsS inches (millimeters) 


46 SPACES AT 0.050 
27 


ou 


0.985/0.995 
(25.019/25.273) 
SQUARE 


0.945/0.955 











(23.114/23.672) MAX Baia 
050 = 0.800 SQUARE (24.003/24.257) 
= 20.32 CONTACT SQUARE 
DIMENSION 


0.330 OIA NOM 
(8.382) PEDESTAL 


NOTE: STANDARD LEAD FINISH: 
200 .INCHES MINIMUM SOLDER 
THICKNESS ON COPPER: 

Plastic Chip Carrier 

NS Package Number V68 














+ 0.015 
0.950" O10 
+0.381 
(e413 304) 
$a 
0.624 + 6.008 0.050 0.036 + 0.003 0.084 
———— —| —> —___— —_—— —— 
(15.85 + 0.203) 0.040 (1.270) | (0.194 + 0.076) (2.134) 
so (015) Ny TYP TYP | MAX 
oes x 45° TYP wil 0 eae 
I 
0.050+ 0.008 
(1.270 + 0.203) 
TYP 
0.085 + 0.010 
(2.159 + 0.254) 
| 
Ngise 0.850 + 0.009 0.008 0.075+ 0.010 
(21.59 + 0.229) (0.203) (1.905 + 0.254) 
TYP RAD PLC’S TYP ED6BB (REV A) 
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NS Package Number ED68B 


a|oca 


V68 (REV D) 
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NS16081-6 Floating-Point Unit 


General Description 


The NS16081 Floating-Point Unit functions as a slave proc- . 


essor in National Semiconductor's NS16000™ microcom- 
| puter family. It provides a high-speed floating-point 
| instruction set for any NS16000 family CPU, while remain- 
| ing architecturally consistent with. the full two-address 
architecture and powerful addressing modes of the 
NS16000 microprocessor family. 


PRELIMINARY | 


Features 


@ Eight on-chip data registers 2 oo 
@ Standard (32-bit) and long (64-bit) operations 


@ Supports proposed IEEE standard for binary floating- 
point arithmetic 7 


ll Directly compatible with NS16032, NS16008 and 


NS32032 CPUs | 
@ High-speed XMOS™ technology. 


’ lf Single 5V supply 


@ 24-pin dual-in-line package © 





Block Diagram 












. | 
MICRO ENTRY 
POINT | 
| acl GENERATOR | I 
| Initiate ( 
. Sequence 
= = ora ~~ execunion UNiT™ 






PROCESSOR 


| 
i 
Lo 






I condition and ; 


EXPONENT a FRACTION | FRACTION | 
PROCESSOR SEQUENCER 


INTERFACE ano’ 
STORAGE UNIT 


| 
| 
l 
| DataBus 16 [ 
; 


Contro! Bus — 4. 


TLICI5234-1 


239° 


_ Absolute Maximum Ratings | 7 | : 


Temperature Under Bias O°Cto + 70°C 

| Storage Temperature — 65°Cto + 150°C 
All input or Output Voltages 

with Respect to GND —0.5V to +7.0V 

Power Dissipation | 1.5W 


Note: Absolute maximum ratings indicate limits beyond 

which permanent damage may occur. Continuous opera- 

tion at these limits is not intended; operation should be 

limited to those conditions specified under DC Electrical 
Characteristics. | 


DC Electrical Characteristics 1, =0°c to 70°C, Voc =5V +5%, GND =0V 


Vi Logical 1 Input Voltage | | 2 
Vit Logical OInput Voltage | |S 


__|__Input Leakage Current _ 
loore) | Output Leakage Current | 0.45<Vin<2.4V - 20.0 
loc Active Supply Current | lour=90, Ta =O0°C fe 24 
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System Connections | Connection Diagram 


Dual-In-Line Package 


16-BIT 










A/D 0-15 






nsi6g00 «STO 
FAMILY —ST1 


CPU SPC 







NS16081 
PU 


NS16081 
FPU 


RST CTTL 
NS16201 
TCU 


TLIC/5234-2 





TOP VIEW 


~ -TLIC/§234-3 


AN 
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1. NS16081 FPU Pin Descriptions 


_ The following are brief descriptions of all NS16081 FPU 


pins. The descriptions reference the relevant Portions of 


the euncional ee eee Section 3. 


1. 1. ‘SUPPLIES 
| Power (Veo): +5V positive supply. Section 3.1. 


Logic Ground (GNDL): Ground reference for on- chip logic. 


Section 3.1. 


Buffer Ground (GNDB): Ground reference for on-chip. 


drivers connected to output pins. Section 3.1. 
1.2. INPUT SIGNALS 


Clock (CLK): TTL-level clock signal. 
Reset (RST): Active low. Initiates a Reset, Section 3.3. 


Status (STO, ST1): Active high. Input from CPU, Section » 


3.4. STO is the least significant bit. The status codes are: 


—00—(Reserved) 

-01—Transferring Operation Word or Operand 
-10—Transferring Status Word 
11—Broadcasting Slave ID 


1.3. INPUT/OUTPUT SIGNALS 


Slave Processor Control (SPC): Active low. Driven by the 


CPU as the data strobe for bus transfers to and from the 
NS16081 FPU, Section 3.4. Driven by the FPU to signal 
completion of an operation, Section 3.5.1. 


_ Data Bus (D0-D15): Active high. 16-bit bus for data 
transfer. DOis the least significant bit. Section 3.4. 


2 Architectural Description 
24. OPERAND FORMATS | 


The NS16081 FPU operates on two floating- point a 
types—single precision (32 bits) and double precision | 


_ (64bits). Floating-point instruction mnemonics use the suffix 


F (Floating) to select the single precision data type, and the . 
suffix L (Long Floating) to select the double precision data | 


type. 


A floating-point number is divided into three fields, as shown | 


in Figure 2-1. 


- The F field is the fractional portion of the represented 


number. In Normalized numbers (Section 2.1.1), the binary 
point is assumed to be immediately to the left of the most 
significant bit of the F field, with an implied 1 bit to the left 


of the binary point. Thus, the F field represents values 


 F Field 


from 1.0 (inclusive) to 2.0 (exclusive) as shown in Table 2-1. 


TABLE 2-1. SAMPLE F FIELDS 


Decimal Value 


pmaly oles. 
000...0 1.000...0 1.000...0 
010...0 1.010...0 1.250...0 
100...0 1.100...0 1.500...0 
110...0 1.110...0 1.750...0 
_ Implied Bit 


The E field is an unsigned number which gives the binary 


ponent. The bias value is 011.. 


exponent of the represented number. The value in the E 
field is biased; that is, a constant bias value must be sub- 
tracted from the E field value in order to obtain the true ex- 
.11, which is either the 
value 127 (single precision) or 1023 (double precision). 


_ Thus, the true exponent can be either positive or negative, 


31 30 


 E Field © 


as shown in Table 2-2. 


TABLE 2-2. SAMPLE E FIELDS 


| F Field Represented Value 
011...110 100.:.0 | 1.5x271=0.75 
014...117 100...0 1.5x 2° = 1.50 — 
100...000 _ 1.5x 2'=3.00 


100...0 


Two forms of the E field represent special values, and are 
not available for use as exponents. 11...11 represents a 
value which is a reserved operand (Section 2.1.3). 00...00 
represents the number zero if the F field is also all zeroes, 
otherwise the represented value is a reserved operand. 


The S bit indicates the sign of the operand—0 for positive 
and 1 for negative. Floating-point numbers are in sign- 


Magnitude form, such that only the S bit is complemented 


in order to change the sign of the represented number. 


Single Precision P 
23 22 2 oO 


7 


8 | 23 


Double Precision 


63 62 52.51 


i | ae os 52 : 


FIGURE 2-1. Floating-Point Operand Formats 


oc 
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2.1.1. Normalized Numbers 


Normalized numbers are numbers which can be ex- 
pressed as floating-point operands, as described above, 
where the E field is neither all zeroes nor all ones. 


The value of a Normalized nunoet can be derived by the 
formula: 
(—1)8 x 265189) x 1.F 


The range of Normalized numbers is given in Table 2-3. 
2.1.2. Zero | 


There are two representations for zero— positive and neg- 
ative. Positive zero has all-zero F and E fields, and the S$ bit 
is zero. Negative zero also has all-zero F and E fields, but 
its S bit is one. 


2.1.3. Reserved Operands 


The proposed IEEE Standard for Binary Floating-Point 
Arithmetic (Task P754) provides for certain exceptional 
forms of floating-point operands. The NS16081 FPU treats 
these forms as reserved operands. The reserved operands 
are: . . 

¢ Positive and negative infinity 

¢ Not-a-Number (NaN) values 

¢ Denormalized numbers 


Both Infinity and NaN values have all ones in their E fields. 
Denormalized numbers have all zeroes in their E fields and 
non-zero values in their F fields. 


‘The NS16081 FPU causes an Invalid Operation trap (Sec- 
tion 2.2.2.2) if it receives a reserved operand, unless the 
- operation is simply a move (without conversion). The FPU 
does not generate reserved operands as results. 


2.1.4. Integers 


In addition to performing floating-point arithmetic, the 
NS16081 FPU performs conversions between integer and 
floating-point datatypes. Integers are accepted and gener- 
ated by the FPU as two’s complement values of byte (8 bits), 
word (16 bits) or double word (32 bits) length. 


2.1.5. Memory Representations 


~The NS16081 FPU does not directly access memory. 
However, it is cooperatively involved in the execution of a 
set of two-address instructions with its NS16000 Family 
CPU. The CPU determines the representation of operands 
in memory. 


“In the NS16000 family of CPUs, operands are stored in 
‘memory with the least significant byte at the lowest byte. 


address. The only exception to this rule is the Immediate 


_addressing mode, where the operand is held (within the in- 


struction format) with the most significant byte at the 
lowest address. 


2.2. PROGRAMMING MODEL 


The NS16000 architecture includes nine registers which 
are implemented on the NS16081 Floating-Point Unit 
(FPU). 


DEDICATED DATA 


32 ae 2 — 


FO 
| Sara 
, Seer I 
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FIGURE 2-2. Register Set 


2.2.1. Floating-Point Registers 


There are eight registers (FO-F7) on the NS16081 FPU for 
providing high-speed access to floating-point operands. 
Each is 32 bits long. A floating-point register is referenced 
whenever a floating-point instruction uses the Register 
addressing mode (Section 2.3.2) for a floating-point 
operand. All other Register mode usages (i.e., integer 
operands) refer to the General Purpose Registers (RO-R7) 
on the CPU. When the Register addressing mode is speci- - 
fied for a double precision (64-bit) operand, a pair of regis- 
ters holds the operand. The programmer must specify the 
even register of the pair. The even register contains the 
least significant half of the operand and the next con- 
secutive register contains the most significant half. 


TABLE 2-3. NORMALIZED NUMBER RANGES 


Single Precision 


Most Positive 2127 x (2 —2- 23) 

= 3.4028235 x 10° 
Least Positive’ 27126 

= 1.1754943 x 10-8 


Least Negative (2 126) 


Most Negative =o! Sip 9-F4 
= — 3.4028235 x 10°38 
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= — 1,1754943 x 10738 


Double Precision 


91023 x Qe Q- 2) 
= 1.797693134862316 x 108 

o> 1022 

= 2.225073858507201 x 10 ~ 398 

por (2 - 1022) 

= —2.225073858507201 x 10 ~ 9° 

21023 , (2-9 52) 

= — 1,797693134862316 x 10° 


2.2.2. Floating-Point Status Register (FSR) 
The Floating- Point Status Register (FSR) selects operat- 


ing modes and records any exceptional conditions en- 
countered during execution of a floating- point operation: | 


| Figure 2-3 shows the format of the FSR. 


9 8 7 6 5 4 
eee 
Cee Le Pe) 
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FIGURE 23. The Floating-Point Status Register 


2.2.2.1. FSR Mode Control Fields | 


The FSR mode control fields select FPU operation modes. 
Fhe meanings of the FSR mode control bits are given 
below. 


Rounding Mode (RM): Bits 7 and 8. This field selects the 
rounding method. Floating-point results are rounded 
whenever they cannot be exactly ere The round- 
ing modes are: 


00 Round to nearest value. The value which is nearest to 

the exact result is returned. If the result is exactly 
halfway between the two nearest values une even 
value (LSB =0) is returned. 


_ 01 Round toward zero. The nearest value which ae 
to zero or equal to the exact result is returned. 


10 Round toward positive infinity. The nearest value 
_ which is greater than or equal to the exact result is 
_ returned. 


11. Round toward negative infinity. The nearest value | 


which is less than or equal to the exact result is 
returned. 


Undertlow Trap Enable (UEN): Bit 3. If this bit is set, the : 


FPU requests a trap whenever a result is too small in abso- 
lute value to be represented as a Normalized number. If it 
is not set, any underflow condition returns a result of ex- 
actly zero. 


Inexact Result Trap Enable (IEN): Bits. If this bit is set, the 
FPU requests a trap whenever the result of an operation 
cannot be represented exactly in the operand format. of 
the destination. If itis not set, the result is rounded accord- 
ing to the selected rounding mode. — 


2.2.2.2. FSR Status Fields 


The FSR Status Fields record exceptional conditions en- 
countered during floating-point data processing. The 
meanings of the FSR status bits are given below: 


Trap Type (TT): Bits 0-2. This 3-bit field indicates the 
reason for any trap requested by the FPU. It is cleared by 
writing zeroes into it with the Load FSR instruction or by a 
hardware reset. 


000 Notrap requested. 


i 


; - 001 Underflow. Ifthe UEN bit is set, ‘nieisoucoura wasn: 
| ever aresuit is too close to zero to be represented as 
a Normalized number. — 


010 Overflow. This trap occurs whenever a result is too 
large in absolute value to be represented. 


O11, Divide by zero. An attempt was made to divide anon- 
zero value by zero. 


100 Illegal instruction. An undefined Floating- -Point in- 
| struction was passed to the FPU. 


101 Invalid operation. This trap occurs if either: 
_1. A Reserved operand is used as a floating-point 
operand by any instruction except MOVE (move 
. without conversion), or | , 
2. Both operands of the DiIVf (Divide) instruction are 
zero. 


110 Inexact Result. If the IEN bit is set, this trap occurs 


whenever the result of an operation cannot be repre- 
sented exactly in the operand format of the destina- 
tion. it occurs only if no other error has occurred. 


Underflow Flag (UF): Bit 4. This bit is set by the FPU 
whenever a result is too small in absolute value to be 
represented as a Normalized number. Its function is not af- 
fected by the state of the UEN bit. The UF bit is cleared 
only by writing a zero into it with the Load FSR metueron 
or by a hardware reset. 


Inexact Result Flag (IF): Bit 6. This bit is set t by the FPU 
whenever the result of an operation must be rounded to fit 
within the destination format. This situation applies both 
to floating-point and integer destinations. The IF bit is set 
only if no other error has occurred. It is cleared only by 
writing a zero into it with the Load FSR instruction or re a 
hardware reset. 


2.2.2.3. FSR Software Field (SWF) 


Bits 9-15 of the FSR hold and display any information 


written to them (using the LFSR and SFSR instructions), 
but are not otherwise used by FPU hardware. They are 
reserved for use with NSC floating-point extension. 
software. 


| 2.3. INSTRUCTION SET 


2. 3.1. General Instruction Format 


Figure 2-4 shows the general format of an NS16000 ‘in- 
struction. The Basic Instruction is one to three bytes long 
and contains the opcode and up to two 5-bit General Ad- 
dressing Mode (Gen) fields. Following the Basic Instruc- 
tion field is a set of optional extensions, which may appear 
depending on the instruction and the adares=ing modes | 
selected. 


The only form of extension issued to the NS16081 FPU 

is an Immediate operand. Other extensions are used only ' 
by the CPU to reference memory operands needed by 

the FPU. 


OPTIONAL BASIC 
EXTENSIONS ' INSTRUCTION » 


INDEX INDEX 
ite hi 






















GEN 
ADDR J 
MODE § 


GEN 


appr § 


IMPLIED 
MODE ’ OPCODE 


OPERAND(S) 
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FIGURE 2-4, General Instruction Format 


Index Bytes appear when either or both Gen fields specify 
Scaled Index. In this case, the Gen field specifies only the 
Scale Factor (1, 2, 4 or 8), and the Index Byte specifies 
which General Purpose Register to use as the index, and 
which addressing mode calculation to perform before in- 
dexing. See Figure 2-5. 


Following Index Bytes come any displacements (address- 
ing constants) or immediate values associated with the 
selected addressing modes. Each Disp/Imm field may 
contain one or two displacements, or one immediate 
value. The size of a Displacement field is encoded within 
the top bits of that field, as shown in Figure 2-6, with the re- 
maining bits interpreted as a signed (two’s complement) 
value. The size of an immediate value is determined from 


the Opcode field. Both Displacement and Immediate 


fields are stored most significant byte first. 


Some non-FPU instructions require additional, “implied” 
immediates and/or displacements, apart from those asso- 
ciated with addressing modes. Any such extensions ap- 
pear at the end of the instruction, in the order that they 
appear within the list of operands in the instruction 
definition. 


2.3.2. Addressing Modes 


The NS16000 Family CPUs generally access an operand 
by calculating its Effective Address based on information 
available when the operand is to be accessed. The method 
to be used in performing this calculation. is specified by 
the programmer as an “addressing mode.” 


Addressing modes in the NS16000 family are designed to 
optimally support high-level language accesses to vari- 
ables. in nearly all cases, a variable access requires only 
one addressing mode within the instruction which acts 
upon that variable. Extraneous. data movement is there- 
fore minimized. | 


NS16000 Addressing Modes fall into nine basic types: 


Register: In floating-point instructions, these addressing 
modes refer to a Floating-Point Register (FO-F7) if the 
operand is of a floating-point type. Otherwise, a CPU Gen- 
eral Purpose Register (RO-R7) is referenced. See Section 
2.2.1. _— | 


7 3 {2 0 


4 GEN. ADDR. MODE } REG. NO. 
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FIGURE 2-5. Index Byte Format 
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Register Relative: A CPU General Purpose Register con- © 
tains an address to which is added a displacement value 
from the instruction, yielding the Effective Address of the 
operand in memory. _ 


Memory Space: Identical to Register Relative above, ex- 
cept that the register used is one of the dedicated CPU 


‘registers PC, SP, SB or FP. These registers point to data | 


areas generally needed by high-level languages. 


Memory Relative: A pointer variable is found within the 
memory space pointed to by the CPU SP, SBor FP register. 
A displacement is added to that pointer to generate the 
Effective Address of the operand. 


immediate: The operand is encoded within the instruc- 
tion. This addressing mode is not allowed if the operandis 
to be written. Floating-point operands as well as integer 
operands may be specified using Immediate mode. 


Absolute: The address of the operand is specified by a 
Displacement field in the instruction. 


External: A pointer value is read from a specified entry of 
the current Link Table. To this pointer value is added a dis- 
placement, yielding the Effective Address of the operand. 


- Top of Stack: The currently-selected CPU Stack Pointer 


(SPO or SP1) specifies the location of the operand. The 
operand is pushed or popped, depending on whether it is 
written or read. ; 


Scaled Index: Although encoded as an addressing mode, 
Scaled Indexing is an option on any addressing mode ex- 


_ cept Immediate or another Scaled Index. It has the effect 


of calculating an Effective Address, then multiplying any 
General Purpose Register by 1, 2, 4 or 8 and adding it into 
the total, yielding the final Effective Address of the 
operand. 


The following table, Table 2-4, is a brief summary of the 
addressing modes. For acomplete description of their ac- 
tions, see the NS16000 Family Programmer’s Reference 
Manual. | | | 


7 0 


G SIGNED DISPLACEMENT | 


Byte Displacement: range —64 to +63 





Double Word Displacement: range (entire addressing space) 
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FIGURE 2-6. Displacement Encodings 


TABLE 2-4. NS16000 FAMILY ADDRESSING MODES 


ENCODING MODE == == ~—«sCASSEMBLER SYNTAX _. EFFECTIVE ADDRESS 
Register oo | _ | | | _ | 7 3 _ 3 | 
00000 | Register 0 a ~ ROorFO ‘None: Operand is in the specified _ 
00001 Register1 | RlorF1 a register. - sy os 
00010 Register 2 ~ R2 or F2 | | 
00011 Register3 ts R3 or F3 
00100” Register 4 — R4orF4- 

00101 Register 5 R5 or F5 
00110 Register 6 . R6 or F6 — 
00111. = ~~ Register7 — ; R7 or F7 © 
| Register Relative a | . , | 
01000 — -_ Register 0 relative disp(RO) _ Disp + Register. 
01001 Register 1 relative — disp(R1) | 
01010 Register 2 relative disp(R2) 
01011 Register 3 relative disp(R3) 
01100 Register 4 relative disp(R4) 
01101 Register 5 relative disp(R5) 
01110 Register 6 relative disp(R6) 
01411 Register 7 relative disp(R7) 
Memory Space | | | 7 
11000 Frame memory disp(FP) Disp + Register; “SP” is either 
11001 Stack memory disp(SP) | SPO or SP1, as selected in PSR. 
11010 | : Static memory disp(SB) _ | a 
11011 Program memory *+disp 

- Memory Relative | 
10000 Frame memory relative disp2(disp1(FP)) | Disp2 + Pointer; Pointer found at 
10001 — Stack memory relative disp2(disp1(SP)) | _ address Disp1 + Register. “SP” is — 
10010 | _ Static memory relative disp2(disp1(SB)) ohn SRV Or SP 1 as eelected.in.. 
Immediate _ - 

10100 | Immediate value None: Operand is issued from 

a 5 CPU instruction queue. 

_ Absolute | 7 | 
10101 | Absolute | @disp | Disp. 

External | | "a : | 7 | 
10110 External EXT (disp1) + disp2 Disp2 + Pointer; Pointer is found. | 
| : | . a at Link Table Entry number Disp1. 
Top of Stack | | _ | | 7 
10111 Top of stack TOS 7 Top of current stack, using either 


User or Interrupt Stack Pointer, © 
as selected in PSR. Automatic 
Push/Pop included. | 
Scaled Index | | . | | 
11100 © i: Index, bytes ~ mode[Rn:B] Mode + Rn. 


11101 = s Index, words mode[Rn:W] Mode +2x Rn. 
11110: Index, double words mode[Rn:D] _ Mode+4xRn. 


11111 | Index, quad words mode[Rn:Q] Mode+8xRn. . 

| : | | | “Mode” and ‘“‘n” are contained 
| within the Index Byte. | 

10011 3 (Reserved for Future Use) 
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2.3.3. Floating-Point Instruction Set . 


The NS16081 FPU instructions occupy formats 9 and 11 of 
the NS16000 Family instruction set (Figure 2-7). A list of all 
NS16000 family instruction formats is found in the appli- 
cable CPU data sheet. 


Certain notations in the following instruction description 
tables serve to relate the assembly language form of each 
instruction to its binary format in Figure 2-7. 


Format 9 
23 16/15 8|7 0 
OPERATION WORD ID BYTE 
, TLIC/5234-10 
Format 11 


23 16/15 8/7 0 


ee ee ee ee 
\ ec eeneecmnennsmeee \ ences sesso! 


OPERATION WORD 1D BYTE 
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_ FIGURE 2-7. Floating-Point Instruction Formats 


The Format column indicates which of the two formats in 
Figure 2-7 represents each instruction. | 


The Op column indicates the binary pattern for the field 
called “op” in the applicable format. — 


The Instruction column gives the form of each instruction 
as it appears in assembly language. The form consists of 
an instruction mnemonic in upper case, with one or more 
_ suffixes (i or f) indicating data types, followed by a list of 
operands (gent, gen2). 


An i suffix on an instruction mnemonic indicates achoice © 


of integer data types. This choice affects the binary pat- 
tern in the i field of the corresponding instruction format 
(Figure 2-7) as follows: 


— “Suffixi Data Type i Field 
BO Byte 00 
WwW Word 01 
D Double Word 11 


An f suffix on an instruction mnemonic indicates a choice 


of floating-point data types. This choice affects the setting 
of the f bit of the corresponding instruction format (Fig- 
_ ure 2-7) as follows: | 


{ Bit 


Suffix f Data Type 
F Single Precision 1 
L ——_—._ Double Precision (Long) 0 


An operand designation (gen1, gen2) indicates a choice of 
addressing mode expressions. This choice affects the 
binary pattern in the corresponding gen1 or gen2 field of 
the instruction format (Figure 2-7). Refer to Table 2-4 for the 
options available and their patterns. | 


Further details of the exact operations performed by each 


instruction are foundin the NS16000 Family Programmer's. 


Reference Manual. 
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Movement and Conversion 


The following instructions move the gen1 operand to the 
gen2 operand, leaving the gen1 operand intact. 


Instruction. 
MOVf = gent, gen2 


Format Op 
11-0001 


Description 


Move without 
conversion. 


Move, converting 
from double 
precision to 
single precision. | 
Move, converting 
from single 
precision to 
double — 
Precision. — 
Move, converting 
from any integer 
type to any 
floating-point 
type. - 

Move, converting 
from floating- 
point to the 
nearest integer. 
Move, converting 
from floating- 
point to the 
nearest integer 
closer to zero. 


Move, converting 
from floating- 
point to the 
largest integer 
less than or 
equal to its 
value. 


9 010 MOVLF gent,gen2 


9 011 MOVFL gent,gen2 


9 000 MOVif gent,gen2 


ROUNDfi gen1, gen2 


9 101 TRUNCfi geni,gen2 


‘FLOORfi gent, gen2 


Note: The MOVLF instruction f bit must be 1 and the ij field must be 10. 
The MOVEL instruction f bit must be 0 and thei field must be 11. | 


Arithmetic Operations 


The following instructions perform floating-point 
arithmetic operations on the gen1 and gen2 operands, 
leaving the result in the gen2 operand. 


Format Op Instruction Description. 
11 0000 ADDf geni,gen2 Add gent to gen2. 
11 0100 SUBf gen1l,gen2 Subtract gent 

= from gen2. — 
11 1100. MULf . gent,gen2 Multiply gen2 by 
: | gen. 
11 1000 DIVf geni,gen2 Divide gen2 by 
: | gent. 
11 0101 NEGf gent,gen2 Move negative of - 
| gent to gen2. 
11 1101 ABSf geni,gen2 Move absolute 


value of gen1 to 
gen2. f 


Comparison 


The Compare instruction compares two floating-point 


values, sending the result to the CPU PSR Z and N bits for 


use as condition codes. The Z bit is set if the gen1 and 
gen2 operands are equal; it is cleared otherwise. The N bit 
is set if the gen1 operand is greater than the gen2 operand; 
_it is cleared otherwise. The CPU PSR L bit is uncondition- 
ally cleared. Positive and negative zero are considered 
equal. 


Instruction ~ Description 


CMPf 


Format | Op 


11 0010 -gent,gen2 Compare gent 


to gen2. 


Floating-Point Status Register Access 


The following instructions load and store the FSR as a 
32-bit integer. 


Instruction 


Format Op | Description 
9 001 LFSR — gent Load FSR 
9 110 SFSR gen2 Store FSR 
& 
2.4. TRAPS 


Upon detecting an exceptional condition in executing a 
floating-point instruction, the NS16081 FPU requests a 
trap by setting the Q bit of the status word transferred dur- 
ing the slave protocol (Section 3.5). The CPU responds by 


performing atrap using a default vector value of 3. See the 


Programmer's Reference Manual and the applicable CPU 
data sheet for trap service details. 7 


A trapped floating-point instruction returns no result, and 
does not affect the CPU Processor Status Register (PSR). 


The FPU displays the reason for the trap in the Trap Type 


(TT) field of the FSR (Section 2.2.2.2). 


3. Functional Description 


3.1. POWER AND GROUNDING 


The NS16081 requires a single 5V power supply, applied on | 


pin 24 (Vcc). See DC Electrical Characteristics table. 


Grounding connections are made on two pins. Logic 


Ground (GNDL, pin 12) is the common pin for on-chip logic, 
~ and Buffer Ground (GNDB, pin 13) is the common pin for 
the output drivers. For optimal noise immunity, it is recom- 
mended that GNDL be attached through a single conduc- 
tor directly to GNDB, and that all other grounding connec: 
tions be made only to GNDB, as shown below (Figure 3-1). 


+5V 


CONNECTIONS 
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FIGURE 3-1. Recommended Supply Connections 





- 3.2. CLOCKING 


The NS16081 FPU requires a single-phase TTL clock input 
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on its CLK pin (pin 14). The CLK signal is asynchronous to 
_ bus transfers and can come from any source, but the CTTL 


signal, provided by the NS16201 Timing Control Unit, can 


be used for this purpose. 


3.3. RESETTING 


The RST pin serves as a reset for on-chip logic. The FPU 
may be reset at any time by pulling the RST pin low for at 
least 64 clock cycles. Upon detecting a reset, the FPU ter- 
minates instruction processing, resets its tein! logic, 
and clears the FSR to all zeroes. 


-On application of power, RST must be held low for at least 


50 ws after Voc is stable. This ensures that all on-chip 


voltages are completely stable before operation. See 


Figures 3-2 and 3-8. 
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FIGURE 3-2. Power-On Reset Requirements 


=64 i 
| CYCLES 
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FIGURE 3-3. General Reset Timing 


3.4. BUS OPERATION 


Instructions and operands are passed to the NS16081 FPU 


with slave processor bus cycles. Each bus cycle transfers 
either one byte (8 bits) or one word (16 bits) to or from the 
FPU. During all bus cycles, the SPC line is driven by the 
CPU as an active low data strobe, and the FPU monitors 
pins STO and ST1 to keep track of the sequence (protocol) 
established for the instruction being executed. This is 
especially necessary in a virtual memory environment, 
allowing the FPU to retry an aborted instruction. 


3.4.1. Bus Cycles 


A bus cycle is initiated by the CPU, which asserts the 
proper status on STO and ST1 and pulses SPC low. STO and 
ST1 are sampled by the FPU on the leading (falling) edge of 
the SPC pulse. If the transfer is from the FPU (a slave proc- 


essor read cycle), the FPU asserts data on the data bus for — 
the duration of the SPC pulse. If the transfer is to the FPU - 


(a slave processor write cycle), the FPU latches data from 
the data bus on the trailing (rising) edge of the SPC pulse. 
Figures 3-4 and 3-5 illustrate these sequences. 


The direction of the transfer and the role of the bidirec- 
tional SPC line are determined by the instruction protocol 
being performed. SPC is always driven by the CPU during 
slave processor bus cycles. Protocol sequences for each 
instruction are given in Section 3.5. 


3.4.2. Operand Transfer Sequences 


An operand is transferred in one or more bus cycles. A 
1-byte operand is transferred on the least significant byte 
of the data bus (DO-D7). A 2-byte operand is transferred on 
the entire bus. A 4-byte or 8-byte operand is transferred in 
consecutive bus cycles, least significant word first. 


3.5. INSTRUCTION PROTOCOLS 


3.5.1. General Protocol Sequence 


Slave Processor instructions have a three-byte Basic In- 
struction field, consisting of an ID Byte followed by an 
Operation Word. See Figure 2-7 for FPU instruction en- 
codings. The ID Byte has three functions: 


1) It identifies the instruction to the CPU as being a Slave 
Processor instruction. 


EL 


$170, ST1 


SS 








_ 2) It specifies which Slave Processor will execute it. 


3) It determines the format of the following Operation 
Word of the instruction. 


’ Upon receiving a Slave Processor instruction, the CPU ini- 


tiates the sequence outlined in Table 3-2. While applying 
Status Code 11 (Broadcast ID, Table 3-1), the CPU trans- 
fers the ID Byte on the least significant half of the Data 
Bus (D0-D7). All Slave Processors input this byte and 
decode it. The Slave Processor selected by the ID Byte is 
activated, and from this point the CPU is communicating 
only with it. If any other slave protocol was in progress 
(e.g., an aborted Slave instruction), this transfer cancels it. 


The CPU next sends the Operation Word while applying 
Status Code 01 (Transfer Slave Operand, Table 3-1). Upon 
receiving it, the Slave Processor decodes it, and at this 
point both the CPU and the Slave Processor are aware of 
the number of operands to be transferred and their sizes. 
The Operation Word is swapped on the Data Bus; that is, 
bits 0-7 appear on pins D8-D15 respectively, and bits 8-15 
appear on pins DO-D7 respectively. 


Using the Addressing Mode fields within the Operation 
Word, the CPU starts fetching operands and issuing them 
to the Slave Processor. To do so, it references any Ad- 
dressing Mode extensions which may be appended to the 
Slave Processor instruction. Since the CPU is solely 
responsible for memory accesses, these extensions are 
not sent to the Slave Processor. The Status Code applied 
is O1 (Transfer Slave Processor Operand, Table 3-1). 


After the CPU has issued the last operand, the Slave Proc: 
essor starts the actual execution of the instruction. Upon | 
completion, it will signal the CPU by pulsing SPC low. To 
allow for this, SPC is normally held high only by a pull- up 
device of approximately 5 kQ inside the CPU. 


CTT 






Note 1: FPU samples CPU status here. 


TLIG/5234-15 


FIGURE 3-4. Slave Processor Read Cycle 


(NOTE 1) 


wn 
7 
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(NOTE 2) 


(DO-D15 se ome enews ome ee | VALID FROM CPU em 


Note 1: FPU samples CPU status here. 
Note 2: FPU samples data bus here. 


FIGURE 3-5. Slave Processor Write cycle 
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TLIC/5234-16 


Upon receiving the pulse on SPC, the CPU uses SPC to — 


read a Status Word from the Slave. Processor, applying 
Status Code 10 (Read Slave Status, Table 3-1). This word 
has the format shown in Figure 3-6. If the Q bit (“Quit”, 

Bit 0) is set, this indicates that an error has been detected 
by the Slave Processor. The CPU will not continue the pro- 
tocol, but will immediately trap through the FPU vector in 
the Interrupt Table. If the instruction being performed is 
CMPf (Section 2.3.3) and the Q bit is not set, the CPU loads 
Processor Status Register (PSR) bits N, Z and L from the 
corresponding bits in the Status Word. The NS16081 FPU 
always sets the L bit to zero. 





{OOD DOOOOINZO00LOQ 


NEW PSR BIT VALUE(S) 
“QUIT: TERMINATE PROTOCOL, TRAP (FPU). 


TLIC/5234-17 


FIGURE 3-6. FP Protocol Status Word Format 


‘The last step in the protocol is for the CPU to read a result, 
if any, and transfer it to the destination. The Read cycles 
from the Slave Processor are performed by the CPU while 
applying Status Code 01 (Transfer Slave Operand, 
Table 3-1). | | 


‘TABLE 3-1. BUS STATUS COMBINATIONS 


ST1 


TABLE 3-2. GENERAL INSTRUCTION PROTOCOL | 


Step Status Action 
1 1 CPU sends ID Byte. | 
2 01 CPUsends Operation Word. 
3 01 CPU sends required operands. 
4 XX FPU starts execution. . 
5 XX FPU pulses SPC low. 
6 10 CPU reads Status Word. 
7 01 CPU reads result (if any). 


3.5.2. Floating-Point Protocols 


Table 3-3 gives the protocols followed for each floating- 


- point instruction. The instructions are referenced by their 


mnemonics. For the bit encodings ofeach instruction, see 
Section 2.3.3. 


The Operand Class columns give the Access Classes for 
each general operand, defining how the addressing 
modes are interpreted by the CPU (see NS16000 Family 
Programmer's Reference Manual). 


The Operand Issued columns show the sizes of the 
operands issued to the Floating-Point Unit by the CPU. 
“D” indicates a 32-bit Double Word. “i” indicates that the 
instruction specifies an integer size for the operand 
(B = Byte, W = Word, D = Double Word). “‘f” indicates that 
the instruction specifies a floating-point size for the 
operand (F =32-bit Standard Floating, L=64-bit Beng 
Floating). 


The Returned Value Type and Destination column gives | 


the size of any returned value and where the CPU places it. 
The PSR Bits Affected column indicates which PSR bits, if 


any, are updated from the Slave Processor slats Word 
(Figure 3-6). | 


Any operand indicated as being of type “f” willnot causea 
transfer if the Register addressing mode is specified. This 


_is because the Floating-Point Registers are physically on 


the Floating-Point Unit and are therefore available without 
GPU assistance. 


TABLE 3-3. FLOATING POINT INSTRUCTION PROTOCOLS 


D = Double word 

i = Integer size (B,W,D) specified in mnemonic. 

f = Floating-Point type (F,L) specified in mnemonic. 
N/A = Not Applicable to this instruction. . 


STO CPU Function 
0 0 (Reserved) 
0 1 Transferring Operation — 
Word or Operand 
1 0 _ Reading Status Word 
1 1 Broadcasting ID Byte 
ee Operand 1 Operand 2 Operand 1 
prnemonie ‘Claas Class iesded 
ADDf read.f rmw.f f 
SUBf read.f rmw. f f 
MULf read.f rmw.f f 
DIVf read.f rmw.f f 
MOVf read.f | write.f f 
ABSf read.f write. f f 
NEGf read.f write.f f 
CMPf read.f read.f f 
FLOORTfi read.f write.i f 
TRUNCTi read.f write.i f 
ROUNDfi read.f write.i f 
| MOVFL read.F write.L F 
MOVLF read.L write.F L° 
MOVif read.i write.f 
_LFSR read.D N/A D 

SFSR N/A write.D N/A 
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Operand 2 Returned Value PSR Bits 
Issued Type and Dest. Affected 
f f to Op. 2 none — 
f f to Op. 2 none 
f f to Op. 2 none 
f f to Op. 2 none 
N/A | f to Op. 2 none 
N/A f to Op. 2 none 
N/A f to Op. 2 none 
_f N/A N,Z,L 
N/A ito Op. 2 none 
N/A i to Op. 2 none 
N/A ito Op. 2 none 
N/A L to Op. 2 none 
N/A F to Op. 2 none 
N/A f to Op. 2 none 
N/A N/A none 
N/A D to Op. 2 none 





4. AC Electrical Characteristics | 


4.1. OUTPUT SIGNAL PROPAGATION DELAYS 
Maximum times assume capacitive loading of 100 pF. 





Name | Figure Description | Min’ | Typ | Max | Units 
toy | 45 | SPClowtoDatavaiid =| o | | 6 | _ as 
4.2. INPUT SIGNAL REQUIREMENTS 

tops | 44 Data Set-Up to SPC High _ i ae Se ea 
toh Data Hold from SPC High 100. | es 
4.3. CLOCKING REQUIREMENTS | 

Name. Description | Min Typ | Max | Units . 


Vec 





TL/C/5234-18 TLIC/5234-19 


FIGURE 4-1. Clock Timing . FIGURE 4-2. Power-On Reset 


250 








FIGURE 4-3. Non-Power-On Reset 
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TLIC/5234-21 


FIGURE 4-4. Write Cycle to FPU 


ss} ——tsh ; oS 





wap aaa - 
| TL/IC/5234-22 | 
_ FIGURE 4-5. Read Cycle from FPU 


a tsPCFi ima aad = tsPcFh 
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TL/C/5234-23 


FIGURE 4-6. SPC Pulse from FPU > 





Physical Dimensions inches (millimeters) 
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TYP 7 SQUARE MAX 
—i— 0.020-0.060 
{ { (0.508-1.524) 
aerial —— 
0.008-0.015 (0.127) " 
(0.203—0.381) MIN 
9.005 | 
0.590-0.620 | (0127) <—— 0.100 +0.010 Z zi a 0.015—0.023 0.150 
(14.99-15.75) ‘MIN (2.540 +0.254) (0.381—0.584) (810) 
TYP 
saa —— (0.100/(2.540) 0.125-0.200 
BSC TYP REL (3.175—5.080) 
MAX TYP TO LEADS 1 AND 24) 


Ceramic Dual-in-Line Package (D) 
Order Number NS16081D-6 
NS Package Number D24C 


1.270 





(32.258) ~~ 
MAX 
SUBCRUEOOeOR Oe 


0.540 +0.005 
13.716 -0.127) 





DOTTED OUTLINES 
REFLECT ALTERNATE 4 


0.580, MOLDED BODY CONFIGURATION 





(1473) | 0.03 
MIN (G. aan 0.075 
0.040 0.160 .0.005 
0600-0620 |, MAX 1.508) (1.016) (4.064 0.127) 
| TYP wees 





0.069-0.015 





0.625 (0729-0381) - 
Faas 35 | ae aT aa ae La sama waar ae ast 07 ous an 
ee (2.540 +0.254) MIN 
Molded Dual-in-Line Package (N) 
Order Number NS16081N-6 
NS Package Number N24A 
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National eo 
Semiconductor — 


Ns16082 Memory a 
| Management Unit ee 


General Description 


The NS16082 Memory Management Unit (MMU) provides 
hardware support for demand-paged virtual memory man- 
agement. Its specific capabilities include fast dynamic 
address translation, protection on individual 512-byte 
pages, and detailed status to assist an operating system 
in efficiently managing up to 16MB of physical memory. 
Support for virtual machine implementations is provided, 


along with comprehensive software debugging features. © 


High-speed address translation is performed on-chip 
through a 32-entry associative cache, which maintains 
itself from tables in memory with no software interven- 
tion. Protection violations and page faults (references 
to nonresident pages) are automatically detected by the 
MMU, invoking the instruction abort with retry feature of 
the CPU. This fault handling mechanism provides the 
necessary hooks for virtual memory and _ virtual 
machines. 


Additional features for program debugging include two 
hardware breakpoint registers and a program flow 
traceback facility, which provide the programmer with 
powerful stand-alone debugging capability even with- 
out expensive test equipment. 


NS16082 MMU Block Diagram 


, 1/0 
purFens 
“LaToHes 


ADDRESS AND 
CONTROL LINES 





PRELIMINARY 


Features 


a Dynamic address translation . 


™ 32-entry on-chip translation cache, updated 
automatically from page tables in memory © 


@ Full hardware support for virtual memory and 


virtual machines 


| Security mechanisms implemented via access lave! 
checking and dual-space mapping 


-™@ Program debugging support: | 


— Two breakpoint registers 
— “Break on Branch” mode. 
— Program flow traceback 


™ High-speed XMOS technology 
m@ 48-pin dual-in-line package ~ 
@ Single 5V supply 


REGISTER | 


TRANSLATION | 
_ BUFFER 


BLOCK 
(CACHE) 


CONTROL 
BLOCK 
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Absolute Maximum Ratings 


Temperature Under Bias 0°C to 70°C Note: Absolute maximum ratings are those values 
Storage Temperature —65°C to 150°C beyond which the safety of the device cannot be guar- 
All Input or Output Voltages . anteed. Continuous operation at these limits is not 
with respect to GND ~0.5V to +7.0V intended. Therefore, operation should be limited to 
cos Ree | those conditions specified under DC Electrical 

Power Dissipation —1.5Watt | 


Characteristics (see below). 


DC Electrical Characteristics v,,=5v+5% 












Input Low Voltage 
Input High Voltage 


















VoL Output Low Voltage lol =2.0MA V 

Vou Output High Voltage lon = — 400uA V 

loc Power Supply Current =0°C mA 
Input Leakage Current 0< Vin < Veco 





Output Leakage Current 


NS16082 MMU Bit Maps" 


et ESET = eee =] 


Memory hianapenicnt Statiis Register woe 


0.45<Vo< Voc 





23 0 


31 24 


Error/Invalidate Address Register (EIA) 
Program Flow Registers (PFO, PF1) 


[as Tw] ve [on few ]ee XD) ie eS 
31 24 | 23 0 


Breakpoint Registers (BPRO, BPR1) 


Breakpoint Counter Register (BCNT) 


31 
Sequential Count Register (SC) 


(ese Fage Fame Rune : wesered) | wT re 
5 | 4 0 


1 24 | 23 | 9 | 8 
Page Table Entry (PTE) In Memory 


w 


- 


23 Operation Word 8 7 ID Code 0 
| Slave Instruction Format 


Virtual Address Format. 
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1 Pin Descriptions 


NS16082 


MMU 





Pin Configuration 


1 Pin Descriptions 
The following is a brief description of all NS16082 pins. 


_ The descriptions reference portions of the functional 


descriptions, Section 3. 


ef 1 Supplies 
Power (Voc): + 4.75 to 5.25 V DC sions (Sec. 3. 1) 


Logical Ground (GNDL): Internal Logic Common Ground. 
(Sec. 3.1) | 


Buffer Ground (GNDB): Signal Ground and Power Supply 


return. (Sec. 3.1) | 


4 


1.2 Input Signals 


Clock (PHI1, PHI2): Two-phase clocking signals from 0.5 
to 10 MHz MOS Level clocks from NS16201 clock gen- 
erator. See NS16032. 


Ready (RDY): Used by slow memories to extend the 
memory cycle for more than four clock periods. It is syn- 
chronized externally and sampled at the beginning of T3. 


Hold Request (HOLD), (HLDAI), (HLDAO): Hold/Hold Ac- 
knowledge Input/Hold Acknowledge Output — three pins 
for active low signals used in DMA transfers. A DMA de- 
vice requests the bus pulling the HOLD line low. HLDAI is 
connected to the HLDA output line of the CPU and HLDAO 
is output to the DMA device. 








Reset (RST): System reset, active low. 


Status Lines (STO-3): Status lines output by the CPU. 
Active from. T4 of previous bus transfer through T3 of 
present bus transfer. See NS16032 Data Sheet for 
assignments. 


Program Flow Status (PFS): Active low pulse issued by 


the CPU at the beginning of each instruction. 
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scr Gupetvisak Modes (U/S): This. signal is. provided by 


- the CPU, from its U-bit in Program Status Register (PSR). 


It is used by the MMU for memory protection and for se- 
lection of the Address Space (in Bual Space mode only). 


Address Strobe Input (ADS): Active low pulse received 
from the CPU during T1. Used as'a strobe to latch the 
virtual address from the multiplexed bus. 


1 3 Output Signals 


Reset Output or Abort (RSTIABT): Active low pulse 
accepted by the CPU during TMMU or T2. When active, 


the CPU is interrupted. The MMU status register (MSR) 


holds the information about the cause of the abort. 


‘When heid longer than one clock cycle it is interpreted — 


by the CPU as a reset signal. Upon receiving the RST 


signal or on its own pin, the MMU will activate the 


RST/ABT pin to reset the CPU. 


Interrupt Output (INT): Active low pulse used by the 
debug functions to inform the CPU (when connected to 
its NMI input) or external hardware that a break 
condition has occurred. The MMU status register (MSR) 
holds the information about the cause of the interrupt. 


Float Output (FLT): An active low signal that floats the 
CPU from the bus, when the MMU has to get Page Table > 
Entries from memory. It is sampled by the CPU during 
TMMU. It is held high during reset. 


Physical Address Valid (PAV): Active low pulse gener- 
ated during TMMU. Used as astrobe pulse by the memory 
address latches. It floats during HOLD ACKNOWL- 
EDGE and it is also pulsed when FLT i is active to access 
page tables. 


Most significant bit of Physical Address (A24): Valid 
from TMMU to 14. 


Hold Acknowledge Output (ALDAO): See Hold Request. 
(Sec. 1.2) 


1.4 Input-Output Signals 


Multiplexed Address/Data Bus (ADO-AD15): During 

clock period T1, contains the Virtual Address (output by 

the CPU). During period TMMU contains the Physical 

Address (output by the MMU). During periods T2-T4 con- 
tains Data (output by the CPU, memory or MMU). - 


Virtual/Physical Address Multiplexed Bus (A16-A23): 
High-order bits of address. During T1, the bus contains: 
the. Virtual Address (output by the CPU). During TMMU- 
T4 it contains the Physical Address (output by the 
MMU). . | 


Data Direction In (DDIN): As an input indicates to the 


‘MMU the type of memory cycle: Low for Read and high 
for Write. When the CPU tri-states this line, the line is 


driven by the MMU allowing it to read/write in the 
memory pages independently of the CPU. | 


Address Translation or Slave Processor Control (AT/SPC): 
A bidirectional control line used in slave instructions. For 
a description of the characteristics of this line refer to 
the NS16032 CPU Data Sheet. During reset it is held low 


‘by the MMU to set the CPU for the Address Translation | 


mode. 


_2 General Description 

For purposes of address translation, memory is divided 
into 512-byte pages. A virtual address for the MMU is 
composed of two fields: a virtual page frame number and 
a 9-bit offset. The offset is unchanged by the translation 
algorithm. The MMU translates the virtual page number 
to a physical page number, according to page tables 
stored in memory. | 


The Operating System and MMU exchange information 
on the status of the memory pages through a Page Table 
in physical memory. The entries track both the presence 
of apage in the physical memory and the protection level 
of that page. 


By manipulating the page tables, an Operating System 
dynamically controls the mapping of virtual to physical 
addresses. In particular, the Operating System may 
specify that references to certain pages should generate 
translation error aborts. This mechanism implements 
virtual memory management and protection. 


~The virtual address output from the NS16032 CPU is 24 
bits wide while the physical address output from the 
MMU is 25 bits wide. The extra bit (bit 25) can partition 
memory, making it especially useful in an In-System 
Emulation (ISE™) environment. - 


The MMU has an internal cache memory which contains 
direct virtual-to-physical address mappings of the 32 
most recently used pages. Thus, most address transla- 
tions take only one additional clock cycle. The “hit rate” 
of the cache memory is usually better than 98%, so that 
the time overhead involved in dynamic translation is 
minimal. . 


The MMU is also capable of debugging support. The 
MMU’s ability to perform program flow tracing and 
address breakpoints aids debugging. 


Program flow tracing allows software to reconstruct the 
sequence of instructions executed prior to an exception 
or a breakpoint. The address of a nonsequential instruc- 
tion is stored and a count is kept of the number of in- 
structions following until the next nonsequential 
instruction is reached. The MMU enables retracing of 
two such branchings with no effect on execution time. 
By enabling a special “Break on Nonsequential Fetch” 
feature, a table of arbitrary length can be maintained. 


Up to two breakpoint addresses, virtual or physical, may 


be activated in the MMU. A counter may be attached 


to one of these, enabling “break on N occurances” 
Capability. : 


2.1 Internal Organization 


Internal organization of the NS16032 MMU consists of 
five functional blocks and their respective addressable 


registers. These are shown in Figure 2-7. Both internal 
and external MMU connections are shown in the block 
diagram. Detailed block and register operation is des- 
cribed in the following subsections. 


2.1.1 Hardware Debug Block 


This block contains the registers, counters, and logic 
which allow the execution of program breakpoints. The 
circuits also permit program flow tracing, which, in turn, 
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enables the software to reconstruct the sequence of in- 
structions executed before breakpoint. 


Program flow tracing information is recorded in the two 
24-bit Program Flow registers (PFO and PF1). The 32-bit 
Sequential Counter (SC) contains the number of se- 
quentially executed instructions following the last two 
program flow changes. The PF registers store the virtual 
addresses of the last two nonsequentially executed in- 
structions. If such an address is obtained, it is entered 
into PFO. The old PFO contents are shifted into PF1; the 
previous contents of PF1 are lost. The corresponding 
counts in the halves of SC are transferred similarly. For 
the user these are read-only registers read by means of 
the Store Memory Management Register (SMR) slave in- 


~ struction. A Load Memory Management Register (LMR) 


instruction addressing any of the PF registers will reset 
the PF and SC registers. 


The debug block includes the following registers. Each 
is described below. Particular emphasis is placed on 
the the MMU Status Register (MSR). 


¢ MMU Status Register (MSR) 

* Program Flow Registers (PFO and PF1) 
¢ Sequential Counter (SC) 

¢ Breakpoint Registers (BPRO and BPR1) 
¢ Breakpoint Counter Register (BCNT) 


Memory Management Status Register . 


The Memory Management Status Register (MSR) speci- 
fies the operational mode and current processing status. 
of the MMU. The register permits user control of address | 
translation, breakpoints, and program tracing. The MMU 
Status Register is 32 bits in length. The MSR format is 
shown on page 2. 


Bits 0 to 25 are the various control bits and flags of the 
MMU. Bits 26 to 31 are not used. The following des- 
cribes the control bits and flags: 


ERC is the Error Class flag. The 3-bit flag specifies the 
cause of the current MMU exception. 


Bit 0 is set to 1 on an address translation error. 
Bit 1 is not used. 


Bit 2 is set to 1 on a break and set to 0on anon- 
sequential trace interrupt. 


TET is the Translation Error Trace flag. The 3-bit flag 
specifies the cause of the current address trans- 


lation error. 
Bit 3 is set to 1 on a protection level error. 


' Bit 4is set to 1 on an invalid Level 1 Page Table 
Entry. 


Bit 5 is set to 1 on an invalid Level 2 Page Table 
Entry. | 


BN is the Breakpoint Number bit. BN is set to 
indicate the breakpoint address of the current 
break. If BN is 1, the breakpoint address is con- 
tained in BPR1. If BNis 0, the breakpoint address 


is in BPRO. 


is the error Data Direction bit. If ED is 1, a read 
operation or the first part of a read-modify-write 
operation caused an address translation error. If 


ED 


BD 


EST 


BST 


TU 


TS 


DS 


AO. 


BEN 


ED is 0, a write or the last part of a read-modify- 


write operation caused the error. 


is the Breakpoint Direction bit. If BD is 1, a read 
operation or the first part of a read-modify-write 
operation caused the current break. If BD is 0, a 
write operation on the last part of a read-modify- 
write operation caused the break. | 


is the Error Status flag. The 3-bit flag is set on an 
address translation error to the low order three 
bits of the system status bus. =e oe Hard- 
ware Specs.) 


is the Breakpoint Status flag. The 3-bit flag is set 
on a break to the low order three bits of the 
system status bus. (See CPU Hardware Specs.) 


is the Translate User bit. If TU is 1, the MMU 
translates all adddresses specified in the User 
mode. If TU is 0, the MMU interprets addresses 
specified in the User mode as physical address. 


is the Translate ‘Supervisor bit. If TS is 1, the 
MMU translates all addresses specified in the 


Supervisor mode. lf TS is 0, the MMU interprets 
addresses specified in the Supervisor mode as 


physical addresses. 


is the Dual Space bit. If DS is 1, the PTB1 register 
contains the Level 1 Page Table Base address of 
all addresses specified in the User mode. If DS is 
0, the PTBO register contains the Level 1 Page 


_ Table Base address of all addresses specified in 


both User and Supervisor modes. 


is the Access Override bit. If AO is 1, the MMU 
overrides the protection level of all addresses. 
This permits a program to access memory which 


‘is normally accessible only to the supervisor 


while the system is in the User mode. If AO is 0, 
the MMU does not override protection level. 


‘is the Breakpoint Enable bit. If BEN is 1, the 


MMU enables the BPRO and BPR! registers and 


GNDB ay i ‘ RST 


SYSTEM 
BUS 


1/0 
BUFFERS 
“AND 
LATCHES 


| 





UB 


Al 
FT 


UT 


NT 


breaks program execution whenever a breakpoint 
is encountered. If BEN is 0, the MMU disables the 
BPRO and BPR1 registers. 


is the User Break bit. If UB is 1, the MMU enables 
the BPRO and BPR1 registers for User mode. . 
operation only. If UB is 0, the MMU enables the 
registers for both User and Supervisor mode. The 
UB bit is ignored if breakpoints are disabled 
(BE = 0). 


is the Abort or Interrupt bit. 


is the Flow Trace bit. If FT is 1, the MMU enables 
the PFO, PF1, SCO, and SC1 registers and traces 
program execution. If FT is 0, the MMU disables 
the registers. 


is the User Trace bit. IF UT is 1, the MMU enables 
the PFO, PF1, SCO, and SC1 registers for User 
mode operation only. IF UT is 0, the MMU en- 
ables the registers for both User and Supervisor 
mode. The UT bit is ignored if flow trace is dis- 


_abled (FT =0). 


is the Nonsequential Trace bit. If NT is 1, the 
MMU enables the Nonsequential Trace interrupt. 


_ The MMU stops execution of any branch, jump, 


call, or return instruction and sends a non- 
maskable interrupt to the system CPU. If NT is 0, 
the MMU disables the interrupt. 


The MSR control bits and flags may be read or modified 
by executing the SMR and LMR instructions. The NT, 
FT, TS, TU bits and the ERC flag are set to 0 whenever 
the system is reset. The NT, FT, and BEN bits are set to 
O whenever the MMU generates a break on a breakpoint, 
a flow trace interrupt, or an InSTMENON abort on an 
address translation error. 


After writing to the MSR, the MMU ainomatiesiiy:4 sup- 
presses the generation of breaks and flow tracing until 
a branch, jump, call, or return instruction has been 
executeg, aus permits a routine to set the MSR and 





[32 BIT) sa 
[Cae siT_] PF 
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Carat sey 
(32 BIT] BPRo 
(32 BT] arr 
BCNT 


CONTROL 
BLOCK 
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f INTERNAL 1/0 CONTROL BUS 


REGISTERS 
FILE BLOCK 


WORKING 
REGISTERS 
(C375 Jear 


25 BIT _|PTBo 
25 BIT |PTBy 


TRANSLATION 
BUFFER 


BLOCK 
(CACHE) 


Figure 2-1. MMU Block Diagram 
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then pass execution to the program being debugged | 


without generating a premature break. The Error 


Memory Cycle Type (EMCT) is the combination of the 


BST, EST, BD and ED fields. 
Program Flow Registers 


The Program Flow registers PFO and PF1 record the 
addresses of the two most recently executed nonse- 


quential instructions. Nonsequential instructions are — 


instructions to which execution control is passed by a 
program exception or.a branch, jump, call, or return 
instruction. 


The PFO and PF1 registers are each 24 bits in length. 
PFO contains the address of the last nonsequential 
instruction to be executed, and PF1 contains the 
address of the next to last nonsequential instruction to 
_ be executed. 


The MMU records program flow by copying the address 


of the current nonsequential instruction to PFO. and © 


copying the previous contents of PFO to PF1. The MMU 
copies new addresses to the PFO and PF1 registers 
each time a nonsequential instruction is executed by 
the system. 


The FT bit in the MSR enables/disables the registers. If 
FT is 1, the registers record the program flow. If FT is 0, 
the registers are disabled. 


The contents of the PFO and PF1 registers may be read 


by executing the SMR instruction and cleared by 
executing the LMR instruction to any of the program 
flow registers. 


Sequential Count Registers 
The Sequential Count Registers SCO and SC1 record the 


number of sequential instructions the system executes © 


after each of the two most recent non-sequential in- 
structions. The SCO and SC1 registers occupy one 32-bit 
register and have the format shown on page 2. 


SCO contains the number of sequential instructions 


executed after the most recent nonsequential instruc- | 


tion. SC1 specifies the number of sequential instruc- 
tions executed between the nonsequential instruction 
specified by PF1 and the instruction specified by PFO. 


The MMU records the sequential count by incrementing 
by 1 the SCO register for each sequential instruction 
executed. On execution of a nonsequential instruction, 


the MMU copies the contents of SCO to SC1 and clears” 


SCO to 0 to begin a new count. The MMU continues to 
increment SCO until another nonsequential instruction 
is executed or until SCO is incremented to 65535. SCO 
count cannot exceed 65535. 


The FT bit in the MSR enables/disables the SCO and SC1 
registers. If FT is 1, the registers record the sequential 
instruction count. If FT is 0, the registers are disabled. 


The contents of the SCO and SC1 registers may be read 
by executing the SMR instructions and cleared by exe- 
cuting the LMR instruction to any of the program flow 
registers. The instructions treat the registers as a single 
32-bit register with SCO at the low order word, SC1 at the 
high order word. 
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CE 


Breakpoint Registers 


The Breakpoint Registers BPRO and BPR1 provide the 
breakpoint addresses and breakpoint conditions for 
system breaks. The registers are each 32 bits in length 
and have the format shown on page 2. 


Bits 0 to 23 specify the breakpoint address. The MMU 
compares the breakpoint address with addresses refer- 
red to by the program. If a match is found and breakpoint 
conditions are met, the MMU sends a Nonmaskable inter- 
rupt to the system CPU and breaks program execution. 


Bits 26 to 31 specify the breakpoint conditions (bits 24 
and 25 are not used). Breakpoint conditions define how 
the MMU compares the breakpoint address and which 
conditions permit the MMU to generate breaks. 


AS _ is the Address Space bit. If AS is 0, the MMU 
compares the breakpoint address with virtual ad- 
dresses whose Level 1 Page Table is specified by 
the PTBO register. If AS is 1, the MMU compares 
the breakpoint address with virtual addresses 
whose Level 1 Page Tableis specified by the PTB1 
register. If the VP bit is 1,the MMU takes the AS bit 

_as bit 24 of the physical address. 


is the Virtual/Physical bit. If VP is 0, the MMU | 
compares the breakpoint address with virtual 
addresses only. If VP is 1, the MMU compares the 
breakpoint address with translated virtual ad- 
dresses (i.e., final physical aumresees) et physical 
addresses only. 


VP 


BE is the Breakpoint Execution bit. If BE is 1, the 
MMU breaks program execution when the instruc- 
tion at the breakpoint address is executed. The 
instruction must start at the breakpoint address 


for the break to occur. If BE is 0, no break occurs. 


is the Breakpoint Read bit. If BR is 1, the MMU 
breaks execution when data is read from the 
breakpoint address. If BRis 0, no break occurs. 


is the Breakpoint Write bit. If BW is 1, the MMU 
breaks execution when data is written to the 
breakpoint address or when data is read from the 
breakpoint address in the first part of a read- 
modify-write operation. If BW is 0, no break 
occurs. . 


is the Counter Enable bit (BPRO only). If CE is 1, 
the Breakpoint Count register is enabled. If CE is. 
0, the register is disabled. The Breakpoint Count 
register is described in the next section. 


BR 


BW 


Breakpoint Count Register 


‘The Breakpoint Count Register (BCNT) controls the 
generation of the MMU interrupt signal to the CPU. It 


permits the user to specify the number of breakpoints 
the MMU should ignore before generating a break. The 
BCNT register is 24 bits in length. 


The BCNT register affects system breaks only when it is 
enabled. The CE bit in the BPRO register enables/disables 
the register. When the MMU encounters a breakpoint, it 
chécks the CE bit in the register containing the break- . 
point address. If CE is 1, the MMU decrements the con- 

tents of BCNT by 1, compares the new contents with 


zero. If the new contents are not equal to zero, the MMU 


ignores the breakpoint, i.e., it permits program execution. 
to continue. If the contents are zero, the MMU breaks 


execution. If CE is 0, the MMU ignores the BCNT bata | 


and breaks program execution. 


The user may set the register to any jalua within the 
range 0 to 224-1 by executing an LMR instruction. If the 
register is not given a new value after a break, the next 
breakpoint decrements the register contents by 1. 


2.1.2 Register File Block 


This block contains a number of working registers, with 
no external access, used to execute the address transla- 
tion algorithm. In addition, it has three addressable 
registers (PTBp, PTB;, and EAI) used in performing dy- 
namic address transiations. 


| Page Table Base Registers : 


The Page Table Base registers PTBO and PTB1 specify 
the base addresses of the Level 1 Page Tables used in 
address translation. The PTBO and PTB1 registers are 
each 32 bits in length and have the format shown on page 2. 


Bits 0 to 23 specify the Page Table Base address. When a 


‘virtual address is translated, the MMU reads the base 
address from the register and accesses the specified 
Page Table. Bits 0 to 9 must be zeroes. Bits 24 to 30 are 
not used. Bit 31is the Memory Space bit. It is intended to 
be used in system emulation. 


The MMU accesses only one Page Table Base register for — 


any given address transiation. The current mode of 
system operation (User or Supervisor) and the Dual 
Space bit (DS) in the MSR specify which register is read. 
If the DS bit is 0, the MMU reads the base address from 
the PTBO register when in either User or Supervisor 


| mode. If the DS bit is 1, the MMU reads the base address 
_ from PTB1 when in User mode and reads the base. 


address from PTBO when in Supervisor mode. 


The contents of the registers may be read or modified at 


any time by executing an SMR and LMR instruction. 


Error/invalidate Address Register 


The Error/invalidate Address register (EIA) is a dual 


purpose register that (1) holds a virtual address that has 


generated an MMU exception, and (2) when written to, 


removes page table entries from the MMU’s Translation 
Buffer. The EIA is 32 bits in length. 


The EIA permits examination of the virtual address that 
caused the current MMU exception: On an exception (such 
as a protection level error), the MMU copies the virtual 


address that generated the error to the EIA. The MMU sets 


bit 31 in the EIA to 1 if the address’s Level 1 Page Table is 
specified by PTB1 and to 0 if the Level 1 Page Table is 
specified by PTBO. The error address may be read by 


| executing an SMR instruction. The cause of the error is 


9 specified by the ERC and TET flags in the MSR. » 


The EIA also permits jenicval of. invalid Page Table 


Entries from the MMU’s Translation Buffer. The Trans- — 


lation Buffer contains a copy of the Level 2 Page Table 
Entries of recently accessed virtual addresses. Avirtual 
address written to the EIA causes the MMU to remove 
the Page Table Entries of that virtual address from the | 
Translation Buffer. Bit 31 of the EIA must be set to 1 if 
the address’ Level 1 Page Tabie is specified by PTB1 
and set to 0 if the Level 1 Page Table is specified by 
PTBO. Page Table Entries must be removed whenever 


the user modifies the corresponding entries in the page — 


tables. The user may write to the EIA register using an 
LMR instruction. 


2.1.3 Translation Buffer Block 


The Translation Buffer is the cache memory of the chip. _ 
It provides direct virtual to physical address mapping © 
for the most recently used pages in memory. Entries in 
the Translation Buffer are allocated and replaced by the 
MMU; the programmer is not involved in the process. 


The Translation Buffer is a content-addressable mem- 
ory. The virtual page frame number (the 15 high order 
bits of the virtual address) and the address space bit are 
compared to the entries in the buffer. If the virtual page 
frame number is present in the buffer, the mapped 

physical address is output immediately. If not, a control _ 
line is set, indicating to the Control Block that the 
memory page tables should be referenced. When this 
occurs, the MMU gets the corresponding mapping from 
memory and replaces the least recently used entry in 
the Translation Buffer with the new mapping. 


Each entry in the Translation Buffer has, besides the 
virtual and physical page frame numbers and the 
address space bit, a copy of the protection level field 
(PL) and the modified bit (M) of the corresponding Page 
Table Entry. These bits are used by the MMU to imple- 
ment the translation and error handling algorithms 


described in the Functional Description. The protection 
level field contains the most restrictive combination of | 
_ the Level 1 and Level 2 PTE’s. 


2.1.4 Control Block 


This block is made up of state machines and combina- 


~ torial logic. Each machine controls the sequence of oper- 


ations taking place during the different MMU operations. 
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A State Bus carries the operation code; the different 
blocks decode appropriate signals from the State Bus. 


2.1.5 Input/Output Block | 
The Input/Output block consists of I/O buffers and 


internal buffers. 


The |/O buffers provide the communication between the 
MMU and the outside system bus. The internal buffers 


between the I/O buses which transfer the address offset — 
and the complete address in no-translation mode are 


also part of this block. 


2.2 Memory Management Instructions 


Format Instruction Description 
14 LMR mreg,gen Load Memory Management 
. ‘Register. (Privileged) 
14 SMR mreg,gen Store Memory Management 


Register. (Privileged) 
Validate address for reading. 
(Privileged) 
Validate address for writing. 
(Privileged) 
8 MOVSUi gen,gen Move a value from Supervisor 
Space to User Space. (Priv.) 
8 MOVUSi gen,gen Move a value from User Space 
to Supervisor Space. (Priv.) 


14. RDVAL gen 


14. WRVAL gen 


The MOVSUi and MOVUSi instructions are intended for 


memory management. Instruction format detail can be 
found in the NS16032 Data Sheet, Appendix A. 


3 Functional Description 
3.1 Power and Grounding 


The NS16082 requires a single 5V power supply applied 
to pin 48 (Voc). See DC Electrical Characteristics. 


Grounding connections are made on pins 24 and 25, 
Logic Ground Pin (GNDL) and Buffer Ground Pin 
(GNDB), respectively. GNDL is the common pin for on- 
chip logic, and GNDB is the common pin for the output 
drivers. As shown in Figure 3-7, GNDL is. directly 
connected to GNDB with a single conductor. 


All other grounding connections should be made only to 
GNDB (pin 25) to ensure optimum noise immunity. | 
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ADDR/DATA 
MULTIPLEXED BUS 





RDY PHI2 PHI1 DDIN RST 
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3.2 MMU Operation 


The MMU operation incorporates the following: 


1. Bus Operation —related to Address Translation, 
DMA Transfers, Breakpoints on merers Address, 
and Slave Operation 

. Slave Instruction Execution 

. Address Translation 

. Hardware Debugging 

: Error Handling 


om WN 


NS16082 
MMU 







GNDB 


OTHER GROUND 
CONNECTIONS 


Figure 3-1. Grounding Connections 
3.2.1 Bus Operation 


Address Translation (see Figures 3-2 to 3-5): The MMU 
time-shares the address/data bus with the CPU. During 
a memory access cycle, the MMU reads the virtual 
address, performs the virtual to physical translation, 


_ and places the physical address on the bus. A typical 


memory cycle has five clock periods: T1, TMMU (time of 
physical address on the bus), T2, T3, and T4. The 16 A/D 
bus drivers of the MMU are in high impedance state at 
all times except during TMMU or when the FLT signal is 
active. The bus drivers of lines A16 to A24 drive the bus 
from TMMU through T4. 


HLDAO 


NS16082 
MMU 






ADDR/ 
DATA A24 


ADDRESS 
Lig} BUS 


(25 BITS) 


Figure 3-2. CPU, MMU Interconnections 


To ™MU = (iTS TA 





Figure 3-3. Bus Operation Timing: Virtual Address in Translation Buffer 


11 bro 1 | READ CYCLE 1 | READ CYCLE 2 | ~ READ CYCLE 3 | READ CYCLE 4 | Tf | 7 | 3 | 14 | 
PHIt ww | al | , 
BUS ~{V.AD}— (AD 4) {AD 2) (AD. 3} (10 4)— ‘GED DATA ) 





Figure 3-4. Bus Operation: Read Cycle When Virtual Address Is Not In Translation Buffer 


11 bray Tt | READ CYCLE 1 | READ CYCLE 2 | READ CYCLE 3 | READ CYCLE 4 | Tt | 12 | 3 | 14 | 


PHI1 
BUS {VAD} LAD 4 —{ DATA 1 {AD 2) (DATA 2) AD 3) (DATA 3)-(Ap 4)—{oata ap—{PH AX para) | 
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During period T1, the CPU places on the bus the virtual 
address to be translated; this address is strobed into the 


MMU with the ADS puise. During period TMMU, the CPU 


places the bus in high impedance and the MMU does one 
of two things. If the address to be translated is in the 
Translation Buffer, the MMU sends the physical address 
on the bus with a PAV timing pulse; if not, it takes the bus 
from the CPU with the FLT signal and executes four 
memory read cycles, to get the two double words needed 
to perform the translation algorithm. When necessary, 
the MMU executes two memory write cycles to update 
the referenced and modified bits in the Page Table Entry. 
It then releases control of the bus and sends the physical 
address on the bus. The memory cycle initiated by the 
CPU is resumed from the point it was stopped. 


Between periods T2 and T4, there is data on the 
ADO-AD15 bus lines, output either by the CPU or 
memory. Bus lines A16 to A24 continue to hold the 
physical address. 


DMA Transfers: The Hold and Hold Acknowledge lines 
are connected as shown in Figure 3-6. 


The DMA device pulls the HOLD line low to request the 


bus; this line is input to both the CPU and the MMU. If 
the MMU is not floating the CPU (through the FLT line), 
the MMU transfers the HLDA CPU output directly to the 
HLDAO MMU output. If the MMU (when accessing the 
Memory Page Tables) is floating the CPU, the CPU can- 











not respond to HOLD request, HLDAI remains high, and — 


the MMU grants the bus by pulling low HLDAO at the 
end of the present memory cycle. When the DMA device 
releases HOLD, the MMU releases HLDAO and regains 
contro! of the bus. 








Breakpoint on Physical Address: During debug, if a 
breakpoint is specified to occur on a physical address 
(VP is set in any BPR), an additional clock period is 
needed in the bus cycle. The additional clock period is 


required to make the address comparison after getting © 


the physical address from the cache or page table. In 
_ this case the MMU floats the CPU for one clock period. 
This gives the memory cycles six periods: T1, TMMU, Tf, 
T2, T3, and T4. The corresponding waveforms are 
illustrated in the Timing Characteristics, Figure 3-7. 


Slave Instruction Bus Operation: For slave instructions, 
the bus operation follows a different protocol. The bus 
cycle has only two periods (T1 and T4) and the timing is 
done by a one-clock-wide pulse on the Slave Processor 
Control (SPC) bidirectional line. All bus transfers are 
illustrated in Timing Diagrams, Figures 3-8 and 3-9. 


3.2.2 Slave Instructions 
Introduction to Slave Instructions 


The MMU Slave Instructions serve two purposes. First, 
slave instructions set up the different registers and 
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check their contents (LMR and SMR instructions) in 
order to control the MMU mode of operation. Second, a _ 
slave instruction can request the MMU to return a flag 
indicating whether a specified access to a given address - 
would generate a protection fault in user mode. 


The general format for slave instructions appears in the 
NS16032 Microprocessor Data Sheet. The formats for 
the MMU slave instructions are described below. 


Note: All MMU instructions are privileged. While in the 
User Mode, the CPU will trap on any MMU instruction. 


MMU Slave Instruction Format 


The 3-byte format of the MMU slave instruction is 
shown on page 2. 


The format corresponds to the instructions as they are 
stored in memory; the CPU sends the operation word to 
the MMU with its bytes swapped, i.e., high byte in low 
bus byte and vice versa. 


The short code assignments for the registers are shown 
below: 


_Code Value_ Register 
0000 BPRO 
0001 BPR1 
0100 PFO 
0101 PF1 
1000 SC 
1010 | MSR 
1011 BCNT 
1100 PTBO 
1101 PTB1 


1111 EAI/INVALIDATE 
Note: All other short codes are illegal. 
Address Translation Validation Instructions 


The two instructions used to validate an address are: 
RDVAL address and WRVAL address. Both instructions 


consist of mnemonics and address type operands. 


Upon receipt of a RDVAL or WRVAL instruction, the 
MMU checks if the address operand can be translated 
without protection violations in user mode (user space). 
If the address can be translated without violations, the 
MMU sends status word zero. If not, the MMU sends 
status word 32. 


A trap is generated with error class 1 and error transla- 
tion type 2 if the first Page Table Entry is invalid. No trap 
is generated if the second PTE is invalid or if protection 
violation errors occur. -_ 


A Validate instruction generates a status word which 
sets or resets a flag bit (F) in the CPU PSR register. This 
flag is positioned in bit 5. The remaining bits are all 
zero. Slave Instruction operation is shown in the follow- 
ing charts. 


_ RDVAL/WRVAL Instruction (Validate Read/Write Address) _ 


: CPU Secu __ _ MMU | 
| Execution Unit => Bus Interface Unit | Status Pins Action — | 


Sends ID Code in low byte Sends ID Code with SPC timing _ Recognizes ID Code 
pulse - 


| Sends Opcode in two Sends Opcode with SPC timing 




























Latches Opcode 
bytes pulse 
Sends Address to be vali © Sends Address in two Write Slave 
dated in two words (bits cycles with SPC timing poe | 
24-31 set to zero) | 
Generates Dummy Read Starts a Read cycle with address Performs validation 
with address to be to be validated 
validated © 







Detects MMU completion | 0011 Signals completion 
| SPC pulse 


Sends status word 










| Reads MMU status Reads MMU status word with SPC 
: ; strobe 


LMR Instruction (Load MMU Register) 
LMR short, read.d (See NS16000 Programmers Reference Manual, Document No. 420306565-001.) 
The MMU register specified by first operand is loaded with the contents of the second operand: The instruction 


executes as follows: 


CPU MMU 


Execution Unit Bus Interface Unit Status Pins Action 


Sends ID Code in low byte Sends ID Code with SPC timing Recognizes ID Code 
pulse 7 


| Sends Opcode in two Sends Opcode with SPC timing | . Latches Opcode 
bytes pulse 


Sends low word of Sends low word of operand with nc Stores operand in low 
operand SPC timing pulse word of addressed 
register 
Sends high word of Sends high word of operand with Stores operand in high 
operand SPC timing pulse , word of addressed 
| register 





SMR Instruction (Store MMU Register) 
‘SMR short, write.d 


The MMU register specified by first operand is stored in the second operand. The instruction executes as follows: 


CPU ha | 7 MMU 


Execution Unit Bus Interface Unit Status Pins ~ Action 


Sends ID Code in low byte Sends ID Code with SPC timing 1111 Recognizes ID Code 






































pulse | | 
Sends Opcode in two Sends Opcode with SPC timing 1101 Latches Opcode 
bytes — pulse (See Note 1) a _ 
| Detects MMU completion 0011 Signals completion 
| with SPC pulse 
Reads status with SPC strobe 1110 Sends zero status 
Strobes operand with the SPC 1101 Sends low word of 
pulse addressed register 
Strobes opera with SPC 1101 Sends high word of 





pulse addressed register 


Notes: 

1. The CPU may prefetch more code patore this step. 

2. After CPU reads the operand, the contents are stored in second operand according to the second operand addressing mode. 
3. If addressed register is less than 32 bits, then the high order bits are reset to zero. 
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Figure 3-7. Bus Operation in Breakpoints on Physical Address 
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(HIGH) 


DBE 


STATUS STATUS VALID X INVALID 


Figure 3-8, Slave Instruction Timing: Get ID/Opcode/ Data from CPU 
1 | i ; | 1%] 
ea SJ \ Sf WS 


STATUS STATUS VALID | X INVALID . 


Figure 3-9. Slave Instruction Timing: MMU Sends Status/Data to CPU 
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3.2.3 Address Translations 
Page Table Entry (PTE) Format 


Address translation is controlled by page tables con- 
tained in memory. A page table is a linear array of Page 
Table Entries. Each PTE defines the access characteris- 
tics of one page (512 bytes) of virtual storage. The PTE 
bit format is shown on page 2. 


BS 
PFN 


Bank select; most significant bit of PFN field. 


Page Frame Number; when the V bit is set, the 
PFN low field, together with the BS bit, contains 
the high order 16 bits of a physical page address 
which is used by the address translation algorithm. 


-M___ Modified; used only in index 2 (bits 9 to 15 of vir- 


tual address) PTE’s and set when page mapped is — 


modified. 


R Referenced; set when page mapped by PTE is 
referenced. | 


_ Protection Level; Index 1 PTE and Index 2 PTE’s 
control access to pages mapped by the PTE. The 
table below shows the relationship between 
User, Supervisor and protection level bit: 


PL 


PSR Protection Level Bits 
bits 00 01 10 11 


User 1 no no read’ full 
access access only access 


full full full 
access access access 


Mode 


read 
only 


Supervisor 0 


V Valid bit; when set indicates that the correspond- 


ing page is resident in physical memory. When _ 


cleared, any attempted reference to the page will 
cause the MMU to abort the reference. If the V-bit 
is cleared, the PTE may be used by the Operating 
System for any desired function. 


Note: Bits 7 and 8 are reserved for the user and are not 


affected by the MMU. 


Address Translation Algorithm 


The MMU translates the 24-bit virtual address generated 

by the CPU to either a 25-bit physical address or a trans- 
lation error. This process is described below. See Figure 

3-10. | 

The virtual address is divided into three components as 

shown on page 2. 


The access level of a reference is a two-bit number 
whose logical expressions are: 
bit 1=U and AO 
where AO = Access Override bit in MSR 


bit O0=1 for write, read/modify/write, (RMW) 
bit O=0 for read 


The detailed description of the translation algorithm 
follows. (Gee NS16000 Programmers Reference Manual 
420306565-001.) 


‘If TU=0 and U =1 or TS=0 and U=O, then PA = virtual 
address, else 
1. Select first PTE: 


If DS (in MSR) =1 and U (in PSR) =1, then PTEP = 
PTB1 or Index 1 * 4 | 
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else 

PTEP = PTBO or Index 1*4 
end. | 
Validate PTE: 


If access level is greater than (PTEP).PL or if 
(PTEP).V =0, then abort CPU 


else 
Set (PTEP).R =1 


| 2. Select Second PTE: 


PTEP =(PTEP).PFN * 512 or Index 2 * 4 


Validate PTE: 


lf access level is greater than (PTEP).PL or if 
(PTEP).V = 0, then abort CPU 


else 
Set (PTEP).R=1 
If writing, then set (PTEP).M =1 
3. Generate physical address: 
PA =(PTEP).PFN * 512 or Offset 


Legend: 

PA - Physical Address 

TU, DS, TS - MSR bits 

U - Program Status Register bit 
(sent to MMU via the U/S pin) 

PTEP - PTE pointer 

(PTEP).PL - represents protection level in 
Page Table Entry 

(PTEP).V  - represents valid bit in Page Table 

| Entry 
(PTEP).M - represents modified bit in Page 
—_ Table Entry 
PFN - Page Frame Number 


The MMU marks bits R and M of the PTE for subsequent 
use by the operating system. If a physical page is written 
upon, it is assumed that the user intends for this modifi- 
cation to be permanent in his storage system. The M bit 
indicates whether a page needs to be written to mass 
storage when it is deallocated from physical memory. 
The R bit is tested and cleared periodically by the operat- 
ing system in order to compile statistics of the frequency 
of references to each page currently in memory. It will 
use this information to deallocate the least frequently 
used pages when new pages must be called in. 


Page tables that refer to physical pages are themselves 


referenced by two page tables of double length. Selec- 
tion of the PTBO or PTB1 register depends on the Dual 
Space (DS) and User/Supervisor (U/S) modes as shown 
below: 


DS 





VIRTUAL oe _ 
16 15 


“INDEX 1 PAGE TABLE 
pea 


| : 10.9 21 7 
a SELECT 1ST PTE 
| IF HEN 


LSE te 
X=1 FOR USER MODE 
-X=0 FOR SUPV MODE 


virtua,  2S=0 


_ PHYSICAL 








rs SELECT OND “PTE 


SUPV. 
(SPACE 1) 





INDEX 2 PAGE TABLE 





INDEX 2) PTE. 


Ga CORO 





PHYSICAL ADDRESS [ir [oe - 


i) CENERATE PHYSICAL 
DDRESS 


Figure 3-10. Virtual to Physical Address Translation 


Page Table Base (PTB) Registers 


PTBO and PTB1 registers are specified as double words. | 
_ The BS bit is used by the MMU to produce the 25th bit of - 
the physical addresses pointing to the entries in the | 


- first translation table. Their format is given on page 2. 


3.2.4 Hardware Debugging 


The MS16082 MMU incorporates two special debugging 
facilities: program flow tracing and breakpointing. 


Program Flow Tracing: Program Flow Tracing allows the 
software to reconstruct the sequence of exception exe- 
cuted prior to a certain instruction or breakpoint. Regis- 
ters PFO, PF1 and SC are used to record program flow 
information. The SC register is divided into two 16-bit 
fields (SCO and SC1). SCO is also a 16-bit counter. For 
the user, these are read-only registers which can be 
read via an SMR slave instruction. An LMR instruction 
addressing any of the PF registers resets all of them. 


| “When a sequential instruction is executed, a PFS pulse 


_is received form the CPU for acknowledgement. This 
pulse is also used to increment the SCO counter. 


When a nonsequential instruction is fetched, the con- 
tent of register PFO is copied into PF1 and that of SCO 


into SC1; then the virtual address of this instruction is — 


stored in PFO and the SCO counter is reset. This 
happens only if before the fetch the SCO content was 
not zero (to prevent eee tracing for instructions 





267 


which cause more than one queue flush, e.g., ACBI), and 


— bits FT and UT in the MSR register were set. 


Note: When the SCO counter reaches oon minus 1, it | 


stops counting. 


Entry To and Exit From a Bebiaged Program: When the. 


MSR is written to, debugging traps are disabled. At the 
end of the second nonsequential fetch cycle they are 
enabled. This feature enables entry to a debugged pro- 
gram from a monitor or debugger after the flushing of the 
queue and a nonsequential fetch. This will occur normally . 
without getting an immediate trap if bit NT is set. 


After a debugging trap, the MSR bits which enable this 
trap (NT, BEN) are cleared, thus inhibiting further debug 


_ traps until the MSR is rewritten by the monitor or debug- 
ger program. Bit FT in the MSR is also cleared thus freez- 


ing the program tracing. This last feature inhibits the 


tracing of useless information (like the program flow in- 
_ side the monitor or debugger), until the program tracing 


registers are read. . 


Breakpoints: A breakpoint generates an abort or inter- 
rupt pulse when a software specified address is refer- 
enced under software controlled conditions. It also 
updates the ERC and BN fields in MSR. Breakpoints are 
controlled by the BEN and UB bits (in MSR) and the BPR 
registers which have the format shown on page 2. 


Breakpoint on Execution Fetch mechanism: When a Se- 
quential instruction is fetched by the CPU, the instruc- 
tion is placed in the queue. Unless the queue is empty, 
aborts on queue fetches are not received and so a 


breakpoint could be missed. The proper operation of | 


breakpoint execution requires muene the queue, as 
described below. 


When the BE bit is set and the location specified in the 
BPR is accessed in a nonsequential fetch, an Abort or 
INT -pulse is generated. 


When the BE bit id set and the location specified in the 
breakpoint register is accessed in a sequential fetch 


(or in a nonsequential fetch from an even-numbered 


address (2n) and the location specified in BPR is (2n + 1), 
the MMU returns a DIA instruction instead of the mem- 
ory byte at the breakpoint location. This is preceded by 
a read cycle in order to return the other original byte 
. from memory. This causes the CPU to flush the queue 
and to fetch the instruction a second time, now witha 
nonsequential fetch status. 


The BPR bit functions are tabulated below: 


AS Address Space; virtual address when VP=0O, 


bank select bit of physical address when VP = 1. 


VP Virtual or Physical address; if VP is set, address 
field is matched against physical address. If VP 
is reset, address field is matched against virtual 


address. 


Breakpoint on Execution; if BEis set, abreakpoint 
occurs when the location specified in ADDRESS 
field is referenced in an instruction fetch cycle 
(instruction execution detailed below). 


BE 


BR Breakpoint on Read operand; if BR is set, a 
breakpoint occurs when the location specified in 
ADDRESS field referenced in a read operand 


cycle. 


Breakpoint on Write operands; if BW is set, a 
breakpoint occurs when the location specified in 
ADDRESS field is referenced in a write or RMW 
operand cycle. 


Counter Enable (BPRO only); the 24-bit BCNT 
counter decrements when Counter Enable bit 
(CE) is set and the conditions for a breakpoint in 
register BPRO are obtained. When this counter 
reaches zero, an ‘‘abort” or INT pulse is gener- 
ated by the MMU. 


Note: An erroneous count will result if both the CE and 
BW bits are set. : 


BW 


CE 


3.2.5 Error Handling 


Traps are serviced according to class and type (c, are 
follows: 


In the MSR register, the appropriate bit in the ERC field is 
set due tothe fact that RMW accesses are counted twice. 
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For Address Translation Error, the following bits are set 


_ in the TET field: 


If access level is greater than (PTEP).PL 


bit 0 set 
If (PTEP).V =0 in Index 1 PTE bit 1 set 
if (PTEP). V =O in Index 2 PTE bit 2 set 


In the EMCT field set the CPU status and DDIN bits. 


In the EAI register, set AS bit to designate the address 
space PTBO/PTB1 of virtual address being translated 


and set the address field to the value of the virtual 
address being translated, as shown in the register 
format shown on page 2.. 


For Breakpoint Error, the following bits are set in the 


| MSR register: 


BN field — the number of the appropriate 
breakpoint register 


EMCT field— CPU status and DDIN bits 


4 AC Electrical Characteristics 
4.1 Definitions 


All the timing specifications given in this chapter refer 
to 50% of the leading or trailing edges of the appro- 
priate clock phase and 0.8V or 2.0V on the appropriate 
signal as illustrated in Figures 4-1 and 4-2, unless 


specifically stated otherwise. 
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Figure 4-2. Timing Specification Standard (Signal Valid 
After Edge) 


1e Figure 4-3 through 4-170.) 


0°C to 70°C © 
5V +5% 
100pF max. 
Description | . Duration (ns) Timing 
high pulse width Note 3 _ tRDYh 
low pulse width Note 3 | 
fall time 5 max. ~—tSPCa 
rise time 5 max. tSPCia 
d ~ 100 min./ tDvSPCia 
2000 max. tDV 
iress valid 5O max. tDiv 
iress float 25 max. tDs 
/ active (35 max. 
/ inactive 95 max. — Dh 
7 40 min. | 
| up time before tFLTa 
: 20 min. tFLTia 
Id time after PAV TE 10 min. tFLTw 
IN active 50 max. tABTa 
IN inactive ~ 50 max. tABTia 
ip time before TE of tABTw 
30 min. tHLDd 
(inst PHI are relative to PHI leading 
d. 
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i to 0.35 x tCp. 
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Figure 4-3. Write Cycle 
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-PHI1 to SPC active 


PHI1 to SPC inactive 
Data hold time after SPC TE 
PHI1 to Data valid 


PHI to Data invalid 


Data set-up time before TE of 


PHI2 (T4) 


Data hold time after LE of 
PHI1 (T4) 
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PHI1 to FLT inactive 

FLT width 

PHI1 to ABT active 


PHI to ABT inactive 


ABT width 


_ delay from HLDAI to HLDAO 
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0 min. 
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25 max. 
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Figure 4-4. Read Cycle 
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Figure 4-6. Release from FLT Timing 
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Figure 4-7. Ready Sampling (MMU Initially Ready) 
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Figure 4-9. Write Slave Processor Timing 


Physical Dimensions inches (millimeters) 


2.700 
(68.58) 
[ 48 4 38 3 36 


MAX 


iets —>| 


DATA 
(FROM SLAVE) 


6 VO Uf 
Sa eee 
sinus DX serene rs 


STATUS VALID NEXT CYCLE STATUS 


(HIGH) 


Bae (HIGH) 


Figure 4-10. Read Slave Processor Timing 
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1 National 
Semiconductor 


DP8350 Series CRT Controllers 


General Description 

The DP8350 Series of CRT Controllers are single-chip 
bipolar (l2L technology) circuits in a 40-pin package. They 
are designed to be dedicated CRT display refresh cir- 
cuits. Three standard products are available, designated 
DP8350, DP8352, DP8353. Custom devices, however, are 
available in a broad range of mask programmable options. 


The CRT Controller (CRTC) provides an internal dot rate 
crystal controlled oscillator for ease of system design. 
For systems where a dot rate clock is already provided, 


an external clock may be inputted to the CRTC. In either _ 


case system synchronization is made possible with the 
use of the buffered Dot Rate Clock Output. 


The DP8350 Series has 11 character generation related 
timing outputs. These outputs are compatible for sys- 
tems with or without line buffers, using character ROMs, 
| or DM86S64-type latch/ROM/shift register circuits. 


12 bits (4k) of bidirectional TRI-STATE® character mem- 
ory addresses are provided by the CRTC for direct inter- 
face to character memory. 


Three on-chip registers provide for external loading of the 
row Starting address, cursor address, and ec page 
address. 


Acomplete set of video outputs is available including 
cursor enable, vertical blanking, horizontal een and 
| vertical sync. 


The DP8350 Series CRTC provides for a wide range of 
programmablility using internal mask programmable 
ROMs: | 


Connection Diagram 
| REGISTER SELECT B 
VERTICAL BLANKING — 
REFRESH CONTROL 
VERTICAL SYNC 
FULL/HALF 
LC3 
LINE } LC2 
COUNTER 
OUTPUTS } LC} 
LCQ 
CLEAR LINE COUNTER 


DP 8350 


Character Field (both number of dots/character and 
number of scan lines/character) 


e Characters per Row 


e Character Rows per Video Frame 


© Format of Video Outputs 


The CRTC also provides system sync and program inputs 
including Refresh Control, Reset, and Address Mode. 


Features 


Internal crystal controlled dot rate oscillator 
External dot rate clock input 

Buffered dot rate clock output | 

Timing pulses for character generation 

Character memory address outputs (12 er 
Internal cursor address register 

Internal row starting address register 

Internal top-of-page address register (for scrolling) 
Programmable horizontal and vertical sync outputs 
Programmable cursor enable output 
Programmable vertical blanking output. 

2 programmable refresh rates, pin selectable 
Programmable characters/row (128 max.) 
Progammable character field size (up to 16 dots x 16 
scan line field size) — 

Programmable scan lines/frame (512 max.) 
Programmable character rows/frame - 

Single +5V power supply 

Inputs and outputs TTL compatible 

Direct interface with DM86S64 character generator 
Ease of system design/application 


Vcc (+5 ¥) 

REGISTER SELECT A 
REGISTER LOAD 

RAM ADDRESS ENABLE 


RAM eee 


DP 8352 


ADDRESS MODE 

' LINE BUFFER 
RECIRCULATE ENABLE 
LINE RATE CLOCK 
HORIZONTAL SYNC 
RESET 


LINE BUFFER CLOCK 


EXTERNAL CHAR/ 
oa LINE CLOCK 
TOAD VIDEO SHIFT REGISTER 


CURSOR ENABLE 
GND 
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DP 8353 


INPUTS 


11 
LATCH CHARACTER 
GENERATOR ADDRESS 


DOT RATE CLOCK 
x1 CRYSTAL 


OSCILLATOR 
X2 J INPUTS 





Block Diagram 


12-BIT RAM ADORESS OUTPUTS AND 
REGISTER ADDRESS INPUTS 


QUTPUT { 
ENABLE 
TRI-STATE BUFFERS 







CURSOR ADORESS 
REGISTER 


: 






CURSOR ADDRESS REGISTER 


COMPARATOR 


3-T0-1 LINE MUX 
12B81TS) 


TIMING AND CONTROL LOGIC 







ADDRESS 
COUNTER 
12 BITS 


ROW START 
ADDRESS REGISTER 


LOAD LOGIC 










LINE BUFFER 
RECIRCULATE 
ENABLE 


CLEAR LINE 
COUNTER 


LINE RATE 
CLOCK 


LINE BUFFER 
CLOCK . 







LATCH CHARACTER 
GENERATOR ADD. 


LOAD VIDEO 
SHIFT REGISTER 






DOT RATE 
CLOCK 





CHARACTER FRAME LINE 





CRYSTAL COUNTER COUNTER 
OSCILLATOR 7 BITS 9 BITS 
EXTERNAL 
L ] i CHAR/LINE 
CLOCK 


CRYSTAL 


LINE COUNTER OUTPUTS 
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TOP-OF-PAGE 
ADDRESS REGISTER 





REGISTER 
LOAD 


REGISTER 
SELECTA 


REGISTER 
SELECT B 


HORIZONTAL 
SYNC 
VERTICAL 
SYNC 
VERTICAL 
BLANKING 
CURSOR 


ENABLE 


RESET 


ADDRESS MODE 


REFRESH 
CONTROL 


_ The Video Display _ 

Discussion of the CRT Controller necessitates an under- 
standing of the video display as presented by a raster 
scan monitor. The resolution of the data displayed on the 
monitor screen is a function of the dot size. As shown in 
Figure 1, the dot size is determined by the frequency of 
the system dot clock. The visible size of the dot can be 
modified to less than 100% by external gating of the 
serial video data. The CRT Controller organizes the dots 


into cell groupings that define video rows. These cells 
are accessed by a specific horizontal address output 


_ (4096. maximum) and are resolved by a row scan-line- 


counter output (16 maximum) as shown in Figure 2. The 
relation of the video portion of a frame to the horizontal 


blanking and vertical blanking intervals is shown in 


Figure 3 in a two-dimensional format. 


— — DOT INTERVAL | 
SYSTEM 
DOT CLOCK : 


SERIAL VIDEO DATA | 
INPUTED TO MONITOR | | 


pene INTENSIFIED DOT 


GATED DOT PROVIDES SPACE 
BETWEEN CONSECUTIVE DOTS 


VIDEO 


Figure 1. Dot Definition 


SCAN LINE (ELECTRON BEAM TRACE) 
| ADDRESS HHH 


RW = 
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DOT INTERVAL 


Figure 2. Character Cell Definition 
(Example Shown is a 7 x 10 Character Cell) 
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BEGINNING/ | =!™ 
OF ROWS END OF 
l 
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TYPICAL POSITION 
OF HORIZONTAL 
RETRACE 


Figure 3. Frame Format Definition 





Character Generation/Timing Outputs 


The CRT controller provides 11 interface timing outputs 
for line buffers, character generator ROMs, DM86S64- 
type latch/ROM/shift register combination character 
generators, and system status timing. All outputs are 
buffered to provide TTL compatible direct interface to 
popular system circuits such as: 


e DM86S64 Series Character Generators 
e MM52116 Series Character ROMs 
¢ DM74166 Dot Shift Register 


e MM5034, MM5035 Octal 80-Bit Shift Registers (Line 
Buffers) 


Dot Rate Clock: This output is provided for use in 
system synchronization and interface to the dot shift 
register used in character generation. This output is 
non-inverting with respect to an external clock applied 
to the X1 oscillator input (see Figure 6). The dot rate 
clock output exhibits a 50% duty cycle. All CRTC output 
_ logic transitions are synchronous with the rising edge of 
the Dot Rate Clock output. 


Latch Character Generator Address (Character Rate 
Clock): This output provides an active clock pulse at 
character rate frequency which is active at all times. 
The rising edge of this pulse is synchronous with the 
beginning of each character cell. This output is in- 
tended for direct interface to character/video genera- 
tion data latch registers. | 


Line Rate Clock: This output provides an active clock 
pulse at scan-line rate frequency (horizontal frequency), 
which is active at all times. The falling edge of this pulse 
is synchronous with the beginning of horizontal blanking. 


This output is intended for direct interface to character | 


generation scan line counters. 


Load Video Shift Register: This output provides a char- 


acter rate signal intended for direct interface to the video 
dot shift register used in character generation. Active low 
pulses are outputted only during video time. As a result 
of the inactive time, horizontal and vertical video blank- 
ing can be derived from this output signal. 


Clear Line Counter: This output signal is active only 
during the first scan line of all rows. It exhibits an active 
low pulse identical and synchronous to the Line Rate 
Clock and is provided for direct interface to character 
generation scan line counters. 


Line Counter Outputs (LCy to LC,): These outputs clock 


at line rate frequency, synchronous with the falling edge _ 


of the line rate clock, and provide a consecutive binary 
count for each scan line within a row. These outputs are 
provided for system designs that require decoded infor- 
mation indicating the present scan line position within a 
row. These outputs are always active, however, the next 
to the last row during vertical blanking will exhibit an in- 
valid line count as a function of internal frame synchro- 
nization. 


Line Buffer Clock: This output directly interfaces to data 
shift registers when they are incorporated as line buffers 
_in asystem design (see Figure 16). This signal is active at 
character rate frequency and is intended for shift regis- 
ters that shift on a falling edge clock. This output is inac- 
tive during all horizontal blanking intervals yielding the 
number of active clocks per scan line equal to the number 
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of video characters per row. For custom requirements, 
the duty cycle of this output is mask programmable. 


Line Buffer Recirculate Enable: This output is provided 
to control the input loading mode of the data shift regis- 
ter (line buffer) when used in a system design. The format 
of this output is intended for shift registers that load ex- 
ternal data into the input with the mode control in the 
low state, and load output data into the input (recircu- 
late) with the mode control in the high state. This output 
will transition to the low state, synchronous with the line 
rate clock falling edge, for one complete scan line of each 
row. The position of this scan line will either be the first 
scan line of the addressed row, or the last scan line of 
the previous row depending upon the logic level of the 
address mode input (pin 11), tabulated in Table 3. 


Memory Address Outputs/Inputs and Registers 


Address Outputs (Ag-Aj;,): These 12 address bits (4k) 
are bi-directional TRI-STATE® outputs that directly inter- 
face to the system RAM memory address bus. 


In the output mode (enabled), these outputs will exhibit 


a specific 12-bit address for each video character cell to 

be displayed on the CRT screen. This 12-bit address 

increments sequentially at character rate frequency 

and is valid at the address bus 2 character times prior to 

the addressed character appearing as video on the CRT 

screen. This pipelining by 2 characters is provided to 

allow sufficient time for first, accessing the RAM mem- 

ory, and second, accessing the character generation 

memory with the RAM memory data. Since a character 
cell is comprised of several scan lines of the CRT beam, 

the sequential address output string for a given video 

row is identically repeated for each scan line within the 

row. The starting address for each video scan line is 

stored within an internal 12-bit register called the Row 

Start Register. At the beginning of each video scan line, 

the internal address counter logic is preset with the 

contents of the Row Start Register (see Figure 4). To 

accomplish row by row sequential addressing, internal 

logic updates the Row Start Register at the beginning of 

the first scan line of a video row with the last address + 1 

of the last scan line of the previous video row. Since the 

number of address locations on the video screen display — 
is typically much less than the 4k dimension of the 12-bit 
address bus, an internal 12-bit register called the Top Of - 
Page Register, contains the starting address of the first 
video row. Internal logic loads the contents of this top 
of page register into the Row Start Register at the begin- 
ning of the first scan line of the first video row. The Top 
Of Page Register is loaded with address zero whenever 
the Reset input is pulsed to the logic “O” state. 


In the input mode (disabled), external addresses can be 
loaded into the internal 12-bit registers by external con- 
trol of the register select A, register select B, and register 


_load inputs (see Table 1). As a result of specific external 


loading of the contents of the Row Start Register, Top 
Of Page Register, and the Cursor Register, row by row 
page scrolling, non-sequential row control, and cursor 
location control, can easily be accomplished. 


During the non-video intervals, the address output oper- 
ation is modified. During all horizontal blanking intervals, 
the incrementing of the address counter is inhibited and 
the address count is held constant at the last video ad- 
dress + 1. For example, if a video row has an 80 character 
cell format and addressing for the video portion of a 
given scan line starts at address 1, the address counter 


| will increment up through address 81. Address 81 is 


held constant during the horizontal blanking interval 


until 3 character times before the next video scan line. =~ 


At this point, the address counter is internally loaded 
_with the contents of the Row Start Register which may 
~ contain address 1 or 81 as a function of internal control, 

or anew address that was loaded from the external bus. 

During vertical blanking, however, this loading of the. 
internal address counter with the contents of the Row 
Start Register is inhibited providing scan line by scan 
line sequential address incrementing. This allows mini- 


| mum access time to the CRTC when the address counter 


outputs are being used for dynamic RAM refresh. 


RAM Address Enable Input: At all times the status of 
the bi-directional address outputs is controlled exter- 
nally by the logic level of the enable input. A ‘low’ logic 
level at this input places the address outputs in the TRI- 
STATE® (disabled) input mode. A ‘high’ logic level at 
this input places the address outputs in the active (en- 
abled) output mode. 


Register Load/Select Inputs: When the Register Load 
input is pulsed to the logic ‘low’ state, the Top Of Page, 
Row Start, or Cursor Register will be loaded with a 12-bit 
address which originates from either the internal address 
counter or the external address bus (refer to discussion 
on register loading constraints). The destination register 
is selected prior to the load pulse by setting the register 
select inputs to the appropriate state as defined in 
Table 1. 


Table 1. Register Load Truth Table 


Register Register Loading 
Load Input Destination 
| (Pin 38) 


No Select 
Top-of-Page 
Row-Start* 
Cursor 

. No Load 


*During the vertical blanking interval, a load to this regis- 
ter is internally routed to the Top-Of-Page register. 












Register | 
Select A 
(Pin 39) 


Register 
Select B 
(Pin 1) 














Internal Registers and Loading Constraints: There are 3 
internal 12-bit registers that facilitate video screen 
management with respect to row-by-row page scrolling, 
non-sequential row contro! and cursor location. These 

‘registers can be loaded with addresses from the exter- 
nal address bus while the address outputs are disabled 
(RAM address enable inut in the low state), by control- 
ling the register select and load inputs within the con- 
Straints of each ede 


279 


The Row-Start Register (RSR) holds the starting address 


for each scan line of the video portion of a frame. The | 


video addressing format is completely determined by the 
contents of this register. With no external loading, the 
RSR is automatically loaded by internal contro! such 
that row-by-row sequential addressing is achieved. Re- 
ferring to Figure 4, the RSR is loaded automatically once 
for each video row during the first addressed scan line. 
The source of the loaded address is internally controlled 
such that the RSR load for the first video row comes from 
the Top-Of-Page Register. The RSR load for all subse- - 
quent video rows comes from the address counter which 
holds the last displayed address + 1. If non-sequential 
row formatting is desired, the RSR can be loaded exter- 


nally with a 12-bit address. However, this external load 
must be made prior to the internal automatic load. Gen- 


erally speaking, the external load to the RSR should be 
made during the video domain of the last addressed scan 
line of the previous row. Figure 4 indicates the internal 
automatic loading intervals which must be avoided, if the 
load must be made during the horizontal blanking inter- 
val. Once an external address has been loaded to the 
RSR, the next occurring internal automatic RSR load will 
be inhibited by internal detection logic. If an external 
load is made to the RSR during the vertical blanking 


interval, the 12-bit address is loaded into the Top-Of- 


Page Register instead of the RSR as a result of internal 
control. This internal function is performed due to the 
fact that the address loaded into the RSR for the first 
video row can only come from the Top-Of-Page Register. 


The Top-Of-Page register (TOPR) holds the address of the 
first character of the first video row. As a function of 
internal control the contents of this register are loaded 
into the RSR at the beginning of the first addressed 
scan line of the first video row (see Figure 4). This 
loading operation is strictly ‘a function of internal 
control and cannot be overridden by an external load to 
the RSR. For this reason, any external load to the RSR 
during the vertical blanking interval is interpreted 
internally as a TOPR load. When the Reset input is © 
pulsed to the logic “0” state, the TOPR register is 
loaded with address zero by internal control. This yields 
a video page display with the first row of sequential 
addressing beginning at zero. Page scrolling can be 
accomplished by externally loading a new address into | 
the TOPR. This loading operation can be performed at | 
any time during the frame prior to the interval where the | 
TOPR is loaded automatically into the RSR (see Figure: 
4). Once the TOPR has been loaded, it does not have to 
be accessed again until the contents are to be modified. 


The Cursor Register (CR) holds the present address of 
the cursor location. A true comparison of the address 
counter outputs and the contents of the CR results in a 
Cursor Enable output signal delayed by two character | 
times. When the Reset input is pulsed to the logic “0” 
state, the contents of the CR are set to address zero by 
internal control. Modifying the contents of the CR is 
accomplished by external loading at any time during 


this frame. Typically, loading is performed only during 
intervals.when the address outputs are not actively 


controlling the video display. Once the CR has been 
loaded, it does not have to be accessed again until the 
contents are to be modified. , 
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Note 1: Dimensions are in character nie intervals. 


Note 2: 


preset with the contents of the Row Start Register. 


Llddda____\s\_ IAACCAAACZZZ. 


“A” denotes the interval that the address counter is 


Note 3: “‘RSR” denotes the interval that the Row Start Register 
- ts internally loaded with either the contents of the Top- -Of-Page 
Register (1st video row) or the last mee address + 1 from the 


address counter. 


Figure 4. Automatic Internal Loading Intervals 


Video-Related Outputs 


Horizontal Sync: This output provides the necessary 
scan line rate sync signal for direct interface to either 
three-terminal or composite sync monitors. The pulse 
_width, position, and logic polarity are mask program- 
mable, in character time increments, for custom require- 
ments. This output may also be mask programmed to 
have RS-170 compatible serration pulses during the verti- 
cal sync interval (refer to DP8352 format and Figure 15). 


Vertical Sync: This output provides the necessary frame 
rate sync signal for direct interface to either three-terminal 
or composite sync monitors. The pulse width, position, 


-and logic polarity are mask programmable, in scan line 


increments, for custom requirements. 


Cursor Enable: This output provides a signal that is in- 
tended to be combined with the video signal to display a 
cursor attribute which serves as a visual pointer for video 
RAM location. Internally, the 12-bit address count is 
continuously being compared with the 12-bit address 
stored in the Cursor Register. When a true compare is 
detected, an active high level signal will be present at 
the Cursor Enable output, delayed by 2 character times 
after the corresponding address bus output. The signal 


280 


is delayed by 2 character times so that it will be coinci- 
dent with the video information resulting from the cor- 
responding address. Mask programmability allows the 
cursor enable output signal to be formatted such that a 
signal will be outputted for all addressed scan lines of a 
video character cell or any single scan line of that cell. 
The cursor enable output signal is inhibited during the 
horizontal and vertical blanking intervals so that video 
blanking is maintained. When the addressing is ad- 
vanced by setting the address mode input (pin 11) in the 
logic ‘‘O” state, the cursor enable signal will also be — 
shifted with respect to the scan line count. Specifically, 
for a character cell with the cursor output active on all 


addressed scan lines of the cell, the first scan line of 


the cursor signal will occur at the last scan line count of 
the previous video row, and the last scan line count of 
the addressed character cell will have no cursor output 
signal. This mode of operation gives rise to a unique 
situation for the first video row where the first addressed 
scan line of a character cell has no cursor output signal — 
since its advanced scan line position is inhibited by the 
vertical blanking interval. 


CRT System Control Functions 


Refresh Control Input: This input provides a logic level 
selectable CRT system refresh rate. Typically, this input 
will select either a 60 Hz or 50 Hz refresh rate to provide 


geographical marketing flexibility. However, mask pro- 


grammability provides the capability of a wide range of 
frequencies for custom requirements. For definition of 
the input logic truth table and the refresh rate format, 


_ refer to Table 2 and the standard device type format. 


tables. 


‘Table 2. Refresh Rate Select Truth Table 


enw Control _ Frame Refresh Rate 

(Pin 3) 7 

| Logic Level | Symbol | DP8350 | DP8352 | DP8353 
ae sara SL 






Vertical Blanking Output: This output provides a signal 
that transitions at the end of the last video scan line of 
the last video row and indicates the beginning of the 
vertical blanking interval. This signal transitions back to 
the inactive state during the row of scan lines just prior 
to the first video row. The transition position within this 
last row of vertical blanking, as well as the active logic 
polarity, is a function of the particular device format 
(item 21 of the format tables) or is mask programmable 
for custom requirements. 7 


Address Mode: When a system utilizes a line buffer shift 
register, the first scan line of addressing for a row is used 
to load the shift register. As a result of this loading 
operation, addressing for a particular row will not begin 
accessing the video RAM until the second scan line of 
addressing for the row. It also follows that the first scan 
line of arow can only exhibit addressed data for the pre- 
vious video row that is in the shift register. This offset in 
addressing becomes a problem for character generation 
designs that output video on the first scan line of a row 
(with respect to the line counter outputs). The result is 
invalid data being displayed for the first scan line. One 
solution would be to utilize a character generation de- 
sign that began outputting video on the second scan line 
of a row. However, since most single chip character 
generators begin video on the first scan line, the DP8350 
series CRT controller provides’a pin selectable advanced 
addressing mode which will compensate for addressing 
shifts resulting from shift register loading. Referring to 
Table 3, a high logic level at this input will cause address- 
ing to be coincident with the scan line counter positions 
of a row, and a low logic level at this input will cause 


addressing to start on the last scan line counter position . 


of the previous row. This shifted alignment of the ad- 
dressing, with respect to the designated scan lines of a 
row, is diagrammed in Figure 5. Characteristically, it fol- 
lows that, when addressing is advanced by one scan line, 
the Line Buffer Recirculate Enable output and the Cursor 
Enable output are also advanced by one scan line. This 
advanced position of the Cursor Enable output may 
deserve special consideration depending upon the sys- 
tem design. : 


FOR VIDEO ROW 
ARE COINCIDENT 


LINE COUNTER | —-6+- 6-6-6 > 
POSITION | —S—4-4+-4+6+6+4—-—> 


Table 3. Address Mode Truth Table 
| Address Mode! New Row Addressing At Address 


Input (Pin 11) | Outputs and Line Buffer Recirculate 
| Enable Logic Low Level | 


(Scan Line Position) 


| Last scan line of previous row 
First scan line of row _ 


Full/Half Row Control: This contro! input is provided 
for applications that require the option of half-page ad- 











(Logic Level) 





dressing. As an example, if the normal video page format |. 


is 80 characters/row by 24 rows, setting this input to the 
logic “QO” state will cause the video format to become 


evenly spaced at 80 characters/row by 12 rows. Specifi- 


cally, when this input is in the logic “0” state, row ad- 
dressing is repeated for every other row. This yields suc- 
cessive groups of two rows of identical addressing. The 
second row of addressing, however, has the Load Video 
Shift Register output and the Cursor Enable output inter- 
nally inhibited to provide the necessary video blanking. 
Setting this input to the logic “1” state yields normal. 
frame addressing. 


External Character/Line Rate Clock: This input is in- 
tended to aid testing of the CRTC and is not meant to be 
used as an active input in a CRT system. When this 


- input is left open, it is guaranteed not to interfere with 


normal operation. 


Reset Input: This input is provided for power-up syn- 
chronization. When brought to the logic “0” state, device 
operation is halted. Internal logic is set at the beginning 


of vertical blanking, and the Top-Of-Page Register and 
‘the Cursor Register are loaded with address zero. When 
_ this input returns to the logic 1” state, device operation 


resumes at the vertical blanking interval followed by 
video addressing which begins at zero. This input has 
hysteresis and may be connected through a resistor to 
Voc and through a capacitor to ground to accomplish a 
power-up Reset. The logic “OQ” state should be main- 
tained for a minimum of 250ns. | 


ADDRESS MODE INPUT = “1” 


LINE COUNTER 


‘ADDRESSED 
_ SCAN LINES 


WITH LINE 
COUNTER 
POSITION 





LINE COUNTER 
y OUTPUT COUNT 


ADDRESSED eococereo 
SCAN LINES =o oo ee oo 


FOR VIDEO ROW | a6} 
ARE ADVANCED } —ig 5} -S}~-}-E}- —> ROW 
BY 1 SCAN | R 

‘LINEWITH ) o-oo eo 


RESPECT TO | —-C} 44 


i el Fa a 


Figure 5. Address Mode Functionality 


Crystal Inputs X1 and X2: The ‘“Pierce’’-type oscillator 
is controlled by an external crystal providing parallel 
resonant operation. Connection of external bias compo- 
nents is made to pin 22 (X1) and pin 21 (X2) as shown in 
Figure 6. It is important that the crystal be mounted in 
close proximity to the X1 and X2 pins to ensure that 
printed circuit trace lengths are kept to an absolute mini- 
mum. Typical:specifications for the crystal are shown in 
Table 4 for each of the standard products, DP8350, 
DP8352, and DP8353. When customer mask options re- 
quire higher frequencies, it may be necessary to change 
the crystal specifications and biasing components. If 
the CRTC is to be clocked by an external system dot 
clock, pin 22 (X1) should be driven directly by Schottky 
family logic while pin 21 (X2) is left open. The typical 
threshold for pin 22 (X1) is Voc/2. 








Table 4. Typical Crystal Specifications 


Stability 
Resonance 


Maximum Series 
Resistance — 

Load i 7 
Capacitance 


TO INTERNAL 
1 





DOT RATE 
CLOCK 
OUTPUT 


Figure 6. Dot Clock Oscillator Configuration with 
Typical External Bias Circuitry Shown 


‘Custom Order Mask Programmability: The DP8350 
Series CRT controller is available in three standard op- 
tions designated DP8350, DP8352, and DP8353. The 
functional format of these devices was selected to meet 
the typical needs of CRT terminal designs. In order to 
accommodate specific customer formats, the DP8350 
series CRT controller is. mask programmable with a 
diverse range of options available. The items listed in 
_ the program table worksheet indicate the available 
options, while Table 5 tabulates the programming con- 
straints. | 
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| Item 3 |Dots per Character Field 
| Width | | | 
| 


Table 5. Mask Programming Limitations 


Desig- Min. 
nation Parameter Value Value 


Dot Rate Frequency _ DC 30MHz 
Character Rate Frequency | DC 2.5MHz 


Line Buffer Clock Logic ‘“Q” 
200ns 


Width (Item 20 x Item 24) 










Max. 






4 
2 
Item 12}Scan Lines per Frame _ 512 
Item 14|Character Times . Video| 5 122 
per Row Blanking 6 = 123 
Item 11|Scan Lines per Vertical (Iter 4) 
Blanking : . +2 


If the cursor enable output, Item 22, is active on only one 
line of a character row, then Item 21 value must be either 
“4” or “0” or equivalent to the line selected for the 
cursor enable output. 









16 
tem 4 |Scan Lines per Character 7 
Field 16 










| | DP8350 Series Custom Order Format Table 
This table is provided as a worksheet to aid in determining the programmed configuration for custom mask options. Refer 
to Table 5 for a list of programming limitations. | | | | | me 


Item | en | 
Parameter _ Value 


Dots per Character (Width) . a 


Sean Lines per Character (Height) 


| = | Dots per Character (Width) = 
Character Field Block Size : : 4+— 
| Scan Line per Character (Height) | 3 







Character Font Size 
(Reference Only) 






“5 | Number of Video Characters per Row | gi 
6 | Number of Video Character Rows per Frame a Z 


Number of Video Scan Lines (Item 4x Item 6) 









Frame Refresh Rate (Hz) (two pin selectable frequencies allowed) (Item 13+ Item 12). 


9 | Delay after Vertical Blank start to start of Vertical Sync (Number of Scan Lines) 


10 | Vertical Sync Width (Number of Scan Lines) : 7 
41 | Interval between Vertical Blank start and start of Video — , | | 
(Number of Scan Lines of Video Blanking) s i | 


12 | Total Scan Lines per Frame (Item 7 + Item 11) 





13 | Horizontal Scan Frequency (Line Rate) (kHz) (Item 8 x Item 12) 
14 | Number of Character Times per Scan Line 
45 | Character Clock Rate (MHz) (Item 13 x Item 14) 


16 | Character Time (ns) (1 + Item 15) 





17 | Delay after Horizontal Blank start to Horizontal Syne start (Character Times) 








Horizontal Sync Width (Character Times) 







19 Dot Frequency (MHz) (Item 3x Item 15) | | 


20 | Dot Time (ns) (1+ item 19) | 
214 Vertical Blanking Output Stop before start of Video (Number of Scan Lines) 


(Range = Item 4-1 line to 0 lines) 


Cursor Enable on all Scan Lines of a Row? (Yes or No) If not, which Line? 


23 | Does the Horizontal Sync Pulse have Serrations during Vertical Sync? (Yes or No) 


| 94 Width of Line Buffer Clock logic “0” state within a Character Time 
" | (Number of Dot Time increments) (Typically Y2 Item 3 rounded up) 


25 | Serration Pulse Width, if used (Character Times) (See Figure 13) 


26 | Horizontal Sync Pulse Active state logic level (1 or 0) | 
27 =| Vertical Sync Pulse Active state logic level (1 or 0) 






28 | Vertical Blanking Pulse Active state logic level (1 or 0) 


Video Monitor: Manufacturer and Model No. (For Engineering Reference) 
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Absolute Maximum Ratings (note 1) Operating Conditions (note 6) 


Supply Voltage, Voc | | 7.0V Min. Max. Units 
Input Voltage 9.5V Voc, Supply Voltage 475 525 Vv 
Output Voltage | 5.5V Ta, Ambient Temperature 0 +70 °C 
Storage Temperature Range —-65°C to+150°C | | | 

Lead Temperature (soldering, 10 seconds) | 300°C 


Electrical Characteristics voc =5v+5%, Ty=0°C to +70°C (Notes 2, 3, and 5) 


- Parameter a | Conditions | Min. | Typ. | Max. | Units 


Logic “1” Input Voltage | 2.0 V 
All Inputs Except X1, X2 RESET 2.6 Vv. 
RESET , | | 
Vit Logic “0” Input Voltage 
All Inputs Except X1, X2 | V 


Velamp Input Clamp Voltage | | 
All Inputs Except X1, X2 lin =—-12mMA S12. Ms V 
hy ~ Logic ‘1” Input Current | 7 
Ao-Ai14 Enable Input = OV, 
Voc = 5.25V, Vin = 5.25V 10 100 uA 





Vin 

























All Other Inputs Except X1, X2__| Voc =5.25V, Vin =5.25V a uA 


hie Logic ‘‘0” Input Current 
Ao-A44 Enable Input = OV, 


Voc = 5.25V, Vin =0.5V uA 


[Ail Giherinputs Except X7,X2 | Voo=525V, Vn=osv |__| 20 | —100_| A 
a 
25 
ane 





Vou Logic “1” Output Voltage 3.2 
VoL Logic “0” Output Voltage 


Note 1: “Absolute Maximum Ratings” are those values beyond which the safety of the device cannot be guaranteed. They are not 
“meant to imply that the device should be operated at these limits. The table of ‘‘Electrical Characteristics” provides conditions for 
actual device operation. , 


Note 2: Unless otherwise specified, min./max. limits apply across the 0°C to +70°C temperature range and the 4.75V to 5.25V power 
supply range. All typical values are for Ta = 25°C and Voc = 5.0V and are intended for reference only. . 


Note 3: All currents into device pins are shown as positive; all currents out of device pins are shown as negative; all voltages are refer- 
enced to ground, unless otherwise specified. All values shown as max. or min. are so classified on absolute value basis. 


Note 4: Only one output at a time should be shorted. 
Note 5: Electrical specifications do not apply to pin 17, external char/line clock, as this pin is used for production testing only. 
_Note 6: Functional operation of device is not guaranteed when operated beyond specified operating condition limits. 


Switching Characteristics vo =5.0v+5%, Ty =25°C (Note 7) 


| | Load area 
symmetry | Dot Rate Clock Output High 
Symmetry With Crystal Control 1 50% -4 | 50%-2 | 50%+1 | ns 
toat XI Input to Dot Rate Clock | | | | i 
_ | Output Positive Edge ; ee 17> 22 ns 
todo XI input to Dot Rate Clock f ‘A 
Output Negative Edge 1 21 26 ns 
tos Dot Clock to Load Video Shift | | 
_- | Register Negative Edge — 1 10 | ns 
too Dot Clock to Load Video Shift | | | 
Register Positive Edge | 1 11 15 ns 
tos Dot Clock to Latch Character . | 
Generator Positive Edge 1 13 ns 
. 1 4 


to4 Dot Clock to Latch Character 
: 6.0 ~ 10 ns 





Generator Negative Edge 


| Switching Characteristics (Cont'd. ) Veg = 5.0V + 5%, Ty =25°C C (Note 7) 


Load 


_ Parameter _Gircult 


— Typ. 






| Latch Character Generator Positive 
Edge to Load Video Shift Reet 
Positive Edge 


tps Dot Clock to Line Buffer Clock 
| Negative Edge 


| ew | Line Buffer Clock Pulse Width 


Dot Clock to Cursor Enable outpat, 
Transition 


= | - Dot Clock to Valid Address Output | 


Latch Character Generator to Line 
Rate Clock Neg. Transition 
Latch Character Generatorto —_ 
Line Rate Clock Pos. Transition — 


tog, Latch Character Generator to 
. Clear Line Counter Neg. Transition © 
too, Latch Character Generator to 
Clear Line Counter Pos. Transition 
tps,-tp9, | Clear Line Counter Pos. Transition 
to Line Rate Clock Pos. Transition 
tp10 Line Rate Clock to Line Counter 
Output Transition 
tpo14 Line Rate Clock to Line Buffer 
| Recirculate Enable Transition 
to12 Line Rate Clock to Vertical 
Blanking Transition 
to13 Line Rate cor to Vertical ae 
_ Transition 
to14 Latch Character Generator to 
Horizontal Sync Transition 
ts1 Register Select Set-up Before 
| Register Load Negative Edge 
tH4 Register Select Hold After Register 
Load Positive Edge i 
tso Valid Address Input Set-Up Before 
- Register Load Positive Edge | 


tHe Valid Address Hold Time After 
Register Load Positive Edge 


tpwe2 Register Load Required Pulse Width 


tiz, tuz | Delay from Enable Input to Address 

| Output High Impedance State from 

Logic “0” and Logic ‘‘1” | 

tz., tzH Delay from Enable Input to Logic | 

| “Q” and Logic ‘‘1” from Address | 
Output High Impedance State 


Note 7: Typical values are for Voc = 5.0V and Ta, = 25°C and are meant for reference only. 
Note 8: ‘DT’ denotes dot rate clock period time, item 20 from option format table. — 
Note 9: ‘‘N” denotes value of item 24 from option format table. 

Note 10: Revised since last issue. 


tp2-tp3 





ie) 


N(DT) | N(DT)+8 | N(DT)+ i 2 


i) 
aD 


— oy nN Ino S 
oO on oO on} wD 


1 _425 +DT | 500+ DT 


4 ,o 






tbe, 


8,10 | 300 +DT | 400+DT 


1 


oO 


525+DT | 700+ DT 


y 


|2 | 
|o B | 


= 
o 


1 290 + DT 400 +DT 


120 


= 
sce) 


300 
300 
300 


150 


— 
m® 


+ 
~“ 


250 


<b 
oa 






15 


ie) 


ie) 
=) 


0 


Switching Load Circuits BR ns 7 vec 










TO OUTPUT TO OUTPUT 


UNDER TEST UNDER TEST 


CL =50pF . Ce = 15 pF 
(SEE “| (SEE | 


—_ mg ponmery - me — — 
- -— — 


Load Circuit 1 o% Load Circuit 2 
Note: C, includes probe and jig capacitance. All diodes are 1N914 or equivalent. 
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Units 


ns 


ns 





Switching Waveforms | | | | tant | | 


_ X2 (PIN 21) = OPEN 


SYMMETRY = it x 100% 


<_—_—___ Ip-—___> 


an 





DOT RATE CLOCK 





DOT RATE CLOCK 1.5V 1.5V 
Figure 7. Dot Rate Clock Output Waveform Symmetry Figure 8. X1 Input to Dot Rate Clock Output 
with Crystal Control ss Propagation Delay 


___ CHARACTER _ CHARACTER | CHARACTER 
X-1 Xx 7 ian <2 ae 
DOT COUNT MAX 1 | 2 | 3 | 4 | 5 | MAX -1 | MAX | 1 | 2 


t ‘ a 
- D1 J-t2 7 
LOAD VIDEO ; : | , 
SHIFT REGISTER | 


‘ LATCH CHARACTER 
GENERATOR ADD. 





~ LINE BUFFER CLOCK 


CURSOR 
ENABLE OUTPUT 


ADDRESS 
COUNTER O UTPUTS 





Note 1: All measurement points are 1.5V 
Figure 9. Dot/Character Rate Timing 


$$ _____—__—__—— LINnt x ——___ LINE X +1 -——_—__» 


VIDEO 


HORIZONTAL ____ HORIZONTAL 
| } <a 





LATCH CHARACTER 
GENERATOR ADDRESS 





LINE RATE 
CLOCK 


CLEAR LINE 
COUNTER 


é 





LINE COUNTER 
OUTPUTS LCg —LC3 


LINE BUFFER 
RECIRCULATE ENABLE 


VERTICAL 
BLANKING 


VERTICAL SYNC 


HORIZONTAL SYNC 


Note 1: Actual polarity and position of the Horeentsl sync start and stop points is a function of the particular aovige format. 
Note 2: All measurement points are 1.5V. 


Figure 10. Character/Line Rate Timing 


oan 


| Switching Waveforms cont'd) 


3V : 3V. 














REGISTER: ENABLE 
LOAD INPUT 
ov — | OW —— : | 
[+ ts1-»|-+——+[= thr] . =12-| j<—r} 12. 
3V ; | 0.5V 
REGISTER ‘s 
SELECT ; 
A AND B | VOL | 
OV ‘as <—>| 17H 
[<ts2>l<tn2=| 3 VOH meen 
| 3V es fosv 
ADDRESS | - 
BUS on fr 9sv 
tuz->| | 
OV 
Note 1: All measurement points are 1.5V. 
Note 2: t,=t; < 10ns. 
Note 3: Address enable (pin 37) =O0V. | | 
Figure 11. Register Select and Load Waveforms s 5 Figure 12. Address Output Enable/Disable 
| Waveforms 
Timing Diagrams 
FRAME : | FRAME 
ie X+} 


LINE RATE 
CLOCK 


VERTICAL : VIDEO VERTICAL ; 
| sre play TIME pie pe 


son RHEE ———— a [alae eel 
ost <— a oer oe : 
BLANKING DUTPOT — | (NOTE 3) = | 


| af (NOTE 4) . ean ae 
VERTICAL Cs Ee a 6 Ce eS 
SYNC OUTPUT scfemeages reer aay a S eee 
Note 1: One full row before start of video the line counter is set to zero state — this provides line counter synchronization in cases 
where the number of lines in vertical blanking are not even multiples of the number-of lines per row. 


Note 2: The position of the line buffer recirculate enable logic low level is a function of the logic level of the address mode neat (see 
Table 3). 


Note.3: The stop point of the vertical blanking output active signal is a function of device type or custom option, and will always be 
within one row prior to video. 


Note 4: The transition start and stop points of the vertical sync Gute signal are a function of device type or custom option. 
Figure 14. Line/Frame Rate Functional Diagram 


<«~—_— Pp ~——_ <-—— P ————»-| 











—} 4 


—+| $ 








lpeeenccrmeen 
HORIZONTAL 
SYNC | | 
OUTPUT — SERRATION PULSE ENVELOPE —> 
|=-t1-=|12;-— —>+| 11 j+t2>| 
VERTICAL (NOTE 1) | (NOTE 2) | | (NOTE 2) | 
SYNC ———_—— --—= 
OUTPUT 


P= HORIZONTAL SCAN TIME PERIOD (ITEM 14 FROM PROGRAM TABLE) 
H = HORIZONTAL SYNC WIDTH (ITEM 18 FROM PROGRAM TABLE) 

- S = SERRATION PULSE WIDTH (ITEM 25 FROM PROGRAM TABLE) 

2 T1.=P-H (MAX): 

T2=H-1 CHARACTER TIME (MAX) 


Note 1: The vertical sync transition point is always coincident with the beginning of horizontal blanking. 


Note 2: T1 and T2 intervals represent the range of alignment offset between the vertical sync pulse and the. serration pulse anavelane 
and is a function of the horizontal sync poRttion with respect to the beginning of horizontal blanking. 


Figure 15. Serration Pulse Format 
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Timing Diagrams oni’d) 
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HORIZONTAL 


HORIZONTAL . 
BLANKING —— po ae, 


————— BLANKING 


“s 


ViDEQ-—————_______» 





POSITION 
. : a 3 ren MAX {MAX yy {MAX [MAX [MAX |MAX |M 
fs fs fs fe fe fe fe fp fame fine fun fone ne fing faze fag fag | 


LATCH CHARACTER , 
GENERATOR ADDRESS SLL nn, 


LINE BUFFER 7 
CLOCK | | 


(NOTE 1) ; 
HORIZONTAL oe aye mee meg me meg Sg ge ny me ee me ye me oe leslie solealen onto etalon soleeie ote - 
SYNC ! ! — a on 


LOAD VIDEO recreate tee 
SHIFT REGISTER 


(LOGIC Hi) | 
LINE BUFFER | | ) 
CLOCK | | | = | 
aa ty sa aie se hens ates eet ae ao ies — | 


SHIFT REGISTER | 





LINE COUNTER : Se ya esl a aes as acne 
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(NOTE 3 3) 


(LOGIC HI) es hs 
is 


| 
{= 
| 
| 


| he | (NOTE 2) 


ENABLE OUTPUT | 
CURSOR OUTPUT |. J get ene 


de 


| 





OUTPUTS 


COUNTER 7 


POINT A (NOTE 2) 


















: e . 
ADDRESS OUTPUTS eee zy piniate ieciaonaireee mires 
| | | (NOTE 2) | e 
ENABLE OUTPUT 


CURSOR OUTPUT | | l 22 | 


Line COUNTER De 
| 


COUNTER 
@ POINT B (NOTE 2) 


ADDRESS OUTPUTS See ee te ee 
! ] 


RECIRCULATE : arn 


(LOGIC LOW) : 


Note 1: The horizontal sync output start and stop point positions are a function of device type or custom option. 


Note 2: The position of the recirculate enable output logic “0” level is dependent on the state of the address mode input. When address. 
mode = “0”, recirculate enable occurs on the max. line of a character row (solid line) and the address counter outputs roll over to the new 


row address at point A. When address mode = “1”, recirculate enable occurs on the first line of a character row (dashed line) and the 

_ address counter outputs roll over to the new row address at point B. 
Note 3: The address counter outputs clock to the address of the last character of a video row plus © 1. This address is then held during 
the horizontal blanking interval until video minus three character times. At this point the outputs are modified to the contents of the 
Row Start nea (RSR). | 


Figure 13. Character/Line Rate Functional Diagram 
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Applications — 








~ OPTIONAL 
SYSTEM. | eo s | VIDEO 
INTERFACE | . : INTERFACE 
Pa DATA BUS | ; 80x8 TO ATTRIBUTE 
| SHIFT REGISTER | DECODE LOGIC 
| | 
| 
| LATCH 
| | 
| | 
[ ; | 
‘CHARACTER EQUIVALENT TO 
thai 
l CPU CONTROL | 
BUS | | 
=> a 
ADDRESS BUS , 
| VIDEO | 
l 
| CURSOR | 
| 
, CRT CONTROLLER now eal! | TO MONITOR 
VERT SYNC | INPUTS 
| { 
| 
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Figure 16. General System Block Diagram. 
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Figure 17. Dot-By-Dot Graphics Block Diagram 
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-DP8350 CRT Controller 


Table 6. Characteristic Format 


1 Character Font as | 6) 
9 (Reference Only) Scan Lines per Character (Height) - 7 | 


9 | Delay after Vertical Blank start to start of Vertical Sync (Number of Scan Lines) 30 


10 | Vertical Sync Width (Number of Scan Lines) | | 10 








Character Field Celi Size 









41 | Interval between Vertical Blank start and start of Video 72 
(Number of Scan Lines of Video Blanking) / 


12 | Total Scan Lines per Frame (Item 7+ Item 11) 


312 


1 


22 | Cursor Enable on all Scan Lines of a Row? (Yes or No) Yes 
23 | Does the Horizontal Sync Pulse have Serrations during Vertical Sync? (Yes or No) _No 


Width of Line Buffer Clock logic ‘‘O” state within a Character Time 4 
(Number of Dot Time increments) ) ; 


25 | Serration Pulse Width, if used (Character Times) : —_ 
.26 | Horizontal Sync Pulse Active state logic level (1 or 0) : 1 


18 i ster Ti | 43 


Horizontal Sync Width (Character Times) . | | 






27 | Vertical Sync Pulse Active state logic level (1 or 0) 0 






28 | Vertical Blanking Pulse Active state logic level (1 or 0) 





Video Monitor Format: Ball Brothers TV-12, TV-120 or Equivalent. 
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VIDEO 
_ CHARACTER 
FORMAT 


DOT 
CLOCK 


LOAD VIDEO 
SHIFT 
REGISTER 
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NOTE: DASHED LINES IN WAVEFORMS DENOTE INACTIVE STATE LOGIC LEVELS. 


Figure 18. DP8350 Video Character Signals 
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_ Figure 19. DP8350 Scan Line Signals 
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Figure 20. DP8350 60 Hz Refresh Rate Frame Signals 
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Figure 21. DP8350 50 Hz Refresh Rate Frame Signals 
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Item | 


| : (Reference Only) 


| Vertical Sync Width (Number of Scan Lines) 


i) Vertical Blanking Output Stop before start of Video (Number of Scan Lines) i 


| Serration Pulse Width, if used (Character Times) | 


_ DP8352 CRT Controller. 


| Table 7. Characteristic Format 





Parameter 












Character Font Size 


Scan Lines per Character (Height) 
Dots per Character (Width) | 
| Scan Line per Character (Height) | 


Number of Video Characters per Row 


Character Field Cell Size 











| Number of Video Character Rows per Frame 


Number of Video Scan Lines (Item 4 x Item 6) 7 | 


Frame Refresh Rate (Hz) 


| Delay after Vertical Blank start to start of Vertical Sync (Number of Scan Lines) 
















Interval between Vertical Blank start and start of Video 
(Number of Scan Lines of Video Blanking) 


Total Scan Lines per Frame (Item 7 + Item 11) 
| Horizontal Scan Frequency (Line Rate) (Item 8 x Item 12) _ 

Number of Character Times per Scan Line 

Character Clock Rate (Item 13 x Item 14) | - 


Character Time (1 = !tem 15) a 7 | 


Delay after Horizontal Blank start to Horizontal Sync start (Character Times) 7 
Horizontal Sync Width (Character Times) 
Dot Frequency (Item 3.x Item 15) | 


Dot Time (1 = Item 19) | 










Cursor Enable on all Scan Lines of a Row? (Yes or No) 


Does the Horizontal sync Pulse have Serrations during Vertical Sync? (Yes or No) 


| Width of Line Buffer Clock logic “O” state wit 
{ 





hin a Character Time 
Number of Dot Time increments) _ , 





Horizontal Sync Pulse Active state logic level (1 or 0) 







Vertical Sync Pulse Active state logic level (1 or 0). 


Vertical Blanking Pulse Active state logic level (1 or 0) 


Video Monitor Format: RS-170-Compatible (Standard American TV). 
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| Dots per Character (Width) i 


: 


12 
32 
16. 


192, 


 #1=60 | f0=50 


53. 


15.6 kHz 
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NOTE: DASHED LINES IN WAVEFORMS DENOTE INACTIVE STATE LOGIC LEVELS. 


Figure 22. DP8352 Video Character Signals 
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Figure 23. DP8352 Scan Line Signals 
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Figure 24. DP8352 60Hz Refresh Rate Frame Signals 
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Figure 25. DP8352 50Hz Refresh Rate Frame Signals. 









i of 3 LINES 
VERTICAL 
SYNC 





4 CHAR 
_ TYP 






aa ts |-2 char | 


, 4 , | _ : ~~ 
+-cHAR |+— 50 CHAR—=|=— 50 CHAR—=}~— 50 CHAR: 
TYP | a nw 


| | 6 CHAR” 
HORIZONTAL | 
i SYNC 





| 


—=— 50 CHAR—»|— 50 CHAR-> 


Figure 26. DP8352 Serration Pulse Format _ 
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DP8353 CRT Controller 


Table 8. Characteristic Format 
















Item I | | 
No. Parameter | | Value 
4 | Character Font Size 2 Dots per Character (Width) | (7) 
2 (Reference Only) Scan Lines per Character (Height) (9) 
3 . | Dots per Character (Width) 9 
Character Field Cell Size 3 7 
4 Scan Line per Character (Height) | 12 
5 | Number of Video Characters per Row | 80 


6 | Number of Video Character Rows per Frame 25 













7 | Number of Video Scan Lines (Item 4 x Item 6) it 300 

8 | Frame Refresh Rate (Hz) es | 11=60 | fo=50 

9 | Delay after Vertical Blank start to start of Vertical Sync (Number of Scan Lines) pO | 32 
10 | Vertical Sync Width (Number of Scan Lines) : ys a 3 
11 Interval between Vertical Blank start and start of Video 84 

(Number of Scan Lines of Video Blanking) | 7: ' 

12 | Total Scan Lines per Frame (Item 7 + Item 11) | | | ; | 384 
13. | Horizontal Scan Frequency (Line Rate) (Item 8 xitem.12). at 19.20 kHz 





"Number of Character Times per Scan Line 102 


19 | Dot Frequency (Item 3x Item 15) 17.6256 MHz 


20 | Dot Time (1+ Item 19) 56.7ns 










21 | Vertical Blanking Output Stop before start of Video (Number of Scan Lines) 1 


22 | Cursor Enable on all Scan Lines of a Row? (Yes or No) Yes 
23 | Does the Horizontal Sync Pulse have Serrations during Vertical Sync? (Yes or No) No 


Width of Line Buffer Clock logic “0” state within a Character Time 5 
(Number of Dot Time increments) | | 





25. | Serration Pulse Width, if used (Character Times) a 


Horizontal Sync Pulse Active state logic level (1 or 0) | 


27 | Vertical Sync Pulse Active state logic level q or 0) : 1 


Vertical Blanking Pulse Active state logic level (1 or 0) 










Video Monitor Format: Motorola M3003 or Equivalent. 
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NOTE: DASHED LINES IN WAVEFORMS DENOTE INACTIVE STATE LOGIC LEVELS. 


Figure 27. DP8353 Video Character Signals 
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Figure 28. DP8353 Scan Line Signals 
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Figure 29. DP8353 60 Hz Refresh Rate Frame Signals 
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Figure 30. DP8353 50Hz Refresh Rate Frame Signals 
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/DP8400— E2C? Expandable Error Checker and Corrector 


General Description 


The DP8400 Expandable Error Checker and Corrector 
(EC?) aids system reliability and integrity by detecting er- 
rors in memory data and correcting single or double-bit er- 
rors. The E*C* data /O port sits across the processor- 
| memory data bus as shown, and the check bit I/O port con- 

nects to the memory check bits. Error flags are provided, 
| and a syndrome /O port is available. Fabricated using 
high speed Schottky technology in a 48-pin dual-in-line 
package, the DP8400 has been designed such that its in- 
ternal delay times are minimal, maintaining maximum 
memory performance. 


16/32/48/64 


DATA BUS 









| SYSTEM | 
CONTROL 
PROCESSOR | = 6/7/8/8 | memory 
BIS: CHECK BIT , 
BUS | 
SYNDROME 


BUS: 
ERROR FLAGS 


For a 16-bit word, the DP8400 monitors data between the 
processor and memory, with its 16-bit bidirectional data 
bus connected to the memory data bus. The DP8400 uses 
an encoding matrix to generate 6 check bits from the 16 


oe bits of data. In a WRITE cycle, the data word and the cor- 


responding check bits are written into memory. When the 
same location of memory is subsequently read, the E*C? 
| generates 6 new check bits from the memory data and 
compares them with the 6 check bits read from memory to 
create 6 syndrome bits. If there is a difference (causing 
some syndrome bits to go high), then that memory loca- 
tion contains an error and the DP8400 indicates the type of 
error with 3 error flags. If the error is a single-bit error, the 
DP8400 will automatically correct it. 


The DP8400 is easily expandable to other data configura- 


_ | tions. Fora 32-bit data bus with 7 check bits, two DP8400s | 
| can be used in cascade with no other ICs. Three DP8400s 


| can be used for 48 bits, and four DP8400s for 64 data bits, 


| both with 8 check bits. In all these configurations, single | 


and double-error detection and single-e error correction are 
easy to implement. 


When the memory is more unreliable, or better system in- | 


_teagrity is preferred, then in any of these configurations, 
| double-error correction can be performed. One approach 
requires a further memory WRITE-READ cycle using com- 
plemented data and check bits from the DP8400. If at least 
one of the two errors is a hard error, the DP8400 will correct 
| both errors. This implementation requires no more 
memory check bits or DP8400s than the single-error cor- 
| rect eOnngeranoue: = 


The DP8400 has a separate syndrome I/O bus which can | 
be used for error logging or error management. In addition, 
the DP8400 can be used in BYTE-WRITE applications (for 
up to 72 data bits) because it has separate byte controls 
for the data buffers. In 16 or 32-bit systems, the DP8400 will 
generate and check system byte parity, if required, for in- 
tegrity of the data supplied from or to the processor. There | 
are three latch controls to enable latching of data in vari- 
ous modes and configurations. 


Operational Features 


m@ Fast single and double-error detection 


-™ Fast single-error correction 


@ Double-error correction after catastrophic failure with 
no additional ICs or check bits 


@ Functionally expandable to 100% double- -error correct 
capability 


a Functionally expandable to triple-error detect 

™@ Directly expandable to 32 bits using. 2 DP8400s only 
™@ Directly expandable to 48 bits using 3 DP8400s only © 
@ Directly expandable to 64 bits using 4 DP8400s only 
a 


Expandable to and peyene 64 bits in fast configuration 
with extra ICs 


@ 3 error flags for complete error recording 
@ 3 latch enable inputs for versatile control 
@ Byte parity generating and checking . 

a 


Separate byte controls for reso data in BYTE. 
WRITE operation 


@ Separate syndrome 1/O port accessible for error logging 
and management 


@ On-chip input and output latches for data bus, check bit | 
bus and syndrome bus | | 


@ Diagnostic capability for simulating aisck bits : 


™ Memory check bit bus, syndrome bus, error flags and in- 
ternally generated syndromes available on the data bus 


M@ Self-test of EC? on the nen card under processor 
— control | 


@ Full diagnostic check of memory with: the E202 
@ Complete memory failure detectable 


-™@ Power-on clears data and syndrome input latches 


Timing Features 


16-BIT CONFIGURATION 


WRITE Time: 35 ns from data-in to check bits valid | 
DETECT Time: 35 ns from data-in to Any Error (AE) flag set 
CORRECT Time: 70 ns from data- in to correct data out 
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| Timing Features (continued) 


_ 32-BIT CONFIGURATION 


WRITE Time: 65 ns from data-in to check bits valid 
DETECT Time: 60 ns from data-in to Any Error (AE) flag set 
CORRECT Time: 125 ns from data-in to correct data out 


DP8400 Connection Diagram 


Dual-In-Line Package 


pP8400 | 





TOP VIEW 


Order Number DP8400N-4 or DP8400D-4 
See NS Package N48A or D48A 


Pin Definitions see Figure 7 for abbreviations 


Vec, GND, GND: 5.0V + 5%. The 3 supply pins have been 
assigned to the center of the package to reduce voltage 
drops, both DC and AC. Also there are two ground pins to 
reduce the low-level noise. The second ground pin is lo- 
cated two pins from Vcc, so that decoupling capacitors 
can be inserted directly next to these pins. It is important 
to adequately decouple this device, due to the high switch- 
ing currents that will occur when all 16 data bits change in 
the same direction simultaneously. A recommended soiu- 
tion would be a 1 pF multilayer ceramic capacitor in 
parallel with a low-voltage tantalum capacitor, both con- 
nected close to pins 36 and 38 to reduce lead inductance. 


DQ0-DQ15: Data I/O port. 16-bit bidirectional data bus 
which is connected to the input of DILO and DIL1 and the 
output of DOBO and DOB1, with DQ8-DQ15 also to CIL. 


CO-Cé: Check-bit I/O port. 7-bit bidirectional bus which is 
connected to the input of the CIL and the output of the 
COB. COB is enabled whenever M2 is low. 


300 


S0-S6: Syndrome I/O port. 7-bit bidirectional bus whichis 
connected to the input of the SIL and the output of the 
SOB. 


DLE: Input data latch enable. When high, DILO and DIL1 
outputs follow the input data bus. When low, DILO and 
DIL1 latch the input data. 


CSLE: Input check bit and syndrome latch enable When 
high, CIL and SIL follow the input check.and syndrome 
bits. When low, CiL and SIL latch the input check and syn- 
drome bits. If OES is low, SIL remains latched. 


OLE: Output latch enable. OLE enables the internally 
generated data to DOLO, and DOL1, COL and SOL when 
low, and latches when high. 


XP:. Multi-expansion, which feeds into a three-level com- 
parator. With XP at OV, only 6 or 7 check bits are available 
for expansion up to 40 bits, allowing byte parity capability. | 
With XP open or at Voc, expansion beyond 40 bits is possi- 
ble, but byte parity capability is no longer available. When 
XP is at Voc, CG6 and CG, the internally generated upper 
two check bits, are set low. When XP is open, CG6 and CG7 


are set to word parity. 


BPO (C7): When XP is at OV, this pin is byte-0 parity I/O. In 
the Normal WRITE mode, BPO receives system byte-0 pari- 
ty, and in the Normal READ mode outputs system byte-0 
parity. When XP is open or at Vcc, this pin becomes C7 /O, 
the eighth check bit for the memory check bits, for 48-bit 
expansion and beyond. 


BP1 (S7): When XP is at OV, this pin is byte-1 parity I/O. In 
the Normal WRITE mode, BP1 receives system byte-1 pari- 
ty, and in the Normal READ mode outputs system byte-i 
parity. When XP is open or at Vcc, this pin becomes S7 I/O, 
the eighth syndrome bit for 48-bit expansion and beyond. 


AE: Any error. in the Normal READ mode, when low, AE in- 
dicates no error and when high, indicates that an error has 
occurred. In any WRITE mode, AE is permanently low. 


EO: In the Normal READ mode, E0 is high fora single-data 
error, and low for other conditions. In the Normal WRITE 
mode, E0 becomes PEO and is low if a parity error exists in 
byte-0 as transmitted from the processor. 


E1: In the Normal READ mode, £1 is high for a single-data 
error or a single check bit error, and low for no error and 
double-error. In the Normal WRITE mode, E1 becomes PE1 
and is low if a parity error exists in meer as transmitted 
from the processor. 


OBO, OB1: Output byte-0 and output byte-1 enables. 
These inputs, when low, enable DOLO and DOL1 through 


_ DOBO and DOB1 onto the data bus pins DQ0-DQ7 and 


DQ8-DQ15. When OBO and OB1 are nigh the DOBO, DOB1 
outputs are TRI-STATE®. 


OES: Output enable syndromes. I/O control of the syn- 
drome latches. When high, SOB is TRI-STATED and exter- 
nal syndromes pass through the syndrome input latch 
with CSLE high. When OES is low, SOB is enabled and the 
generated syndromes appear on the syndrome bus, also 


_ CSLE is inhibited internally to SIL. 


MO, Mi, M2: Mode control inputs. These three controls 
define the eight major operational modes of the DP8400. 
Table Ill depicts the modes. 
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FIGURE 1. DP8400 Block Diagram — 


SYSTEM WRITE (Figure 2a) 


The Normal WRITE mode is mode 0 of Table Ill. Referring 
to the block diagram in Figure 9a and the timing diagram 
of Figure 9b, the 16 bits of data from the processor are ena- 
bled into the data input latches, DILO and DIL1, when the 
input data latch enable (DLE) is high. When this goes low, 


the input data is latched. The check bit generator (CG) 


then produces 6 parity bits, called check bits. Each parity 
bit monitors different combinations of the input data-bits. 
In the 16-bit configuration, assuming no syndrome bits are 


being fed in from the syndrome bus into the syndrome in-| 


put latch, the 6 check bits enter the check bit output latch 
(COL), when the output latch enable OLE is low, and are 
latched in when OLE goes high. Whenever M2 (READ/ 
WRITE) is low, the check bit output buffer COB always 
enables the COL contents onto the external check bit bus. 
Also the data error decoder (DED) is inhibited during 
WRITE so no correction can take place. Data output 








latches DOLO and DOLi, when enabied with OLE, will 


therefore see the contents of DILO and DIL1. If valid 
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system data is still on the data bus, a memory WRITE will 
write to memory the data on the data bus and the check 
bits output from COB. If the system has vacated the data 
bus, Output enables (OBO and OB1) must be set low so that 
the original data word with its 6 check bits can be written 
to memory. 


SYSTEM READ 


There are two methods of reading data: the error monitor- 


ing method (Figure 2b), and the always correct method 
(Figure 2c). Both require fast error detection, and the sec- 
ond, fast correction. With the first method, the memory 
data is only monitored by the E2C2 and is assumed to be 
correct. If there is an error, the Any Error flag (AE) goes 
high, requiring further action from the system to correct 
the data. With the always correct method, the memory 
data is assumed to be possibly in error. Memory data is 
removed and the corrected, or already correct, data is out- 
put from the EC? by enabling OB1 and OBO. To detect an 
error (referring to Figures 10a and 10b) first DLE and CSLE 
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FIGURE 2c. Normal READ Mode, Always Correct Method with E2C? 


go high to paler data bits and check bits fiom memory into 


DILO, DOL1 and CIL. The6 check bits generated inCG from _ 


DILO and DOL1 are then compared with CIL to generate 
syndromes on the internal syndrome bus (SG). Any bit or 


bits of SG that go high indicate an error to the error en- _ 


coder (EE). 


if data correction is euuired’ OBO and OB1 must be set low | 


(after memory data has been disabled) to enable data out- 
put buffers DOBO and DOB1. The location of any data bit 
error is determined by the data error decoder (DED), from 
the syndrome bits. The bit in error is complemented in the 
DOL for correction. The other 15 bits from DED pass the 
DIL contents directly to the DOL, so that DOL now con- 
“tains corrected data. 


ERROR DETERMINATION 


The three error flags, for a 16-bit example, are decoded 
from. the internally generated syndromes as shown in 
Figure 3. First, if any error has occurred, the generated 
check bits will be different from the memory check bits, 
causing some of the syndrome bits to go high. By OR-ing 
the syndrome bits, the output will be an indication of any 
error. 


if there isa single- data error, then ian the matrix in 
_ Table IV) it can be seen that any data error causes either 3 
or5 syndrome bits to go high. 16 AND gates decode which 
bit is in error and the bit in error is XOR-ed with the cor- 
responding bit of the DIL to correct it, whereas the other 15 


decoder outputs are low, causing the corresponding 15 | 


4 or6 of the syndrome bits will be high. The syndromes for 
two errors (including one or two check bit errors) are the 
two sets of syndromes for each individual error bit, 5 
- XOR-ed together. By performing a parity check on the syn- 


drome bits, flag E1 will indicate €ven/odd parity. If there is 


— still an error, but it is not one of these errors, then itis a 
detectable triple-bit error. Some triple-bit errors are not 


detectable as such and may be interpreted as single-bit er- 


rors and falsely corrected as single-data errors. This is | 
true for all standard ECC circuits using a Modified | 
~ Hamming-code matrix. The DP8400 is capable, with its 


Rotational Syndrome Word Generator matrix, of determin- 
ing all triple-bit errors using twice as many DP8400s and 
twice as many check bits. 


ERROR FLAGS 


Three error flags are provided to allow full error determina-— 
tion. Table | shows the error flag outputs for the different 
error types in Normal READ mode. If there is an error, then 
ANY ERROR will go high, at a time tpey (Figure 10b) after 


data and check bits are presented to the DP8400. The 


other two error flags EO and £1 become valid tDeo and 


bits in DIL to transfer to DOL directly. DOL now contains 


corrected data. The 16 AND gate outputs are OR-ed to- 
gether causing E0 to go high, so that EQ is the single-data- 


error indication. If the error is a double-error, men either 20 
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FIGURE 3. Error Encoder 
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toes later. 


_ The error flags differentiate between no error single check | | 


bit error, single data-bit error, double-bit error. Because the 
DP8400 can correct double errors, it is important to know » 
that two errors have occurred, and not just a multiple-error 
indication. The error flags will remain valid as long as DLE. 
and CSLE are low, or if DLE is high, and data and check 
bits remain valid. 


BYTE PARITY SUPPORT 


Some systems require extra integrity for transmission of 
data between the different cards. To achieve this, individ- 
ual byte parity bits are transmitted with the data bits in 
both directions. The DP8400 offers byte parity support for 


_ up to 40 data bits. If the processor generates byte parity 


when transferring information to the memory, during the 
WRITE cycle, then each byte parity bitcanbeconnectedto | 
the corresponding byte parity I/O pin on the DP8400, either — 

BPO or BP1. The DP8400 develops its own internal byte 
parity bits from the two bytes of data from the processor, 
and compares them with BPO and BP1 using an exclusive- 


_ OR for both parities. The output of each exclusive-OR is 
fed to the error flags EO and E1 as PEO and PE1, so that a 


byte parity error forces its respective error flag low, as in 
Table Il. These flags are only valid for the Normal WRITE 
(mode 0) and XP at OV. The DP8400 checks and generates 
even byte parity. | 


When transferring information from the memory to the 
processor, the DP8400 receives the memory data, and out- 
puts the corresponding byte parity bits on BPO and BP1 to 
the processor. The processor block can then check data 
integrity with its own byte parity generator. If in fact 
memory data was in error, the DP8400 derives BPO and 
BP1 from the memory input data, and not the corrected 
data, so when corrected data is output from the DP8400, 


the processor will detect a byte parity error. 


If correct byte parity is required, transfer of corrected out- 


put data in the DOL to DIL will resuit in correct byte parity 
at BPO and BP7. This can be part of a normal memory re- 
WRITE cycle once an error has counted: 





TABLE I. ERROR FLAGS AFTER 7 es TABLE II. ERROR FLAGS AFTER 
NORMAL READ ODE 4) NORMAL ieee (MOPE 0) 


Error ane Error Type | 


one oe oe No parity error 
Single checkbiteror| [0 | 1 | 0 | Parity error byte 0 
Boe a a ae 







E1 ( 


Single-data error Parity error, byte1 = | - 
Double-bit error Parity error, bytes 0, 1 





Normal WRITE 
DIL— DOL, GG—- COL— COB 
Complement WRITE 

DIL— DOL, CIL— COL— COB 
Diagnostic WRITE, DLE inhibited - 
DQ8-DQ15 e CG— SOL— SOB 
DQ8-DQ15— CIL— COL— COB 
Complement data-only WRITE 
DIL— DOL, : : 
(CGO, 1, 4, 5, CG2, CG3) - COL—- COB 
Normal READ 
DIL e DE— DOL, CIL— COL 
Complement READ 
DIL e DE— DOL, CIL— COL 


READ generated syndromes, check bit 
bus, error flags, SGO-SG6— DQ0-DQ6, 
CILO-CIL6— DQ8-DQ14, E1—DQ/7, 
EQ—DQ15 

READ syndrome bus, check bit bus, error 
flags, SILO-SIL6-—~ DQ0-DQ6, 

CILO-CIL6 — DQ8-DQ14, E1 — DQ7, 

EO — DQ15 


Generated syndromes replace with zero 
0— SIL— SG, CIL— COL, 

DIL ® DE— DOL 

Generated syndromes replace | 

SIL— SG, CIL— COL, DIL ® DE— DOL 





TABLE IV. DATA-IN TO CHECK BIT GENERATE, OR DATA BIT ERROR TO SYNDROME-GENERATE 
MATRIX (16-BIT CONFIGURATION) 


0 12 3 4 567 8 9 0 12 3 4 
GENERATE CHECK BITS 


1 | 
| DQO-1 
1) vcore 





as 
1 | 
GENERATED 2 ee 
SYNDROMES : is 
5 





HEXADECIMAL EQUIVALENT 
' OF SYNDROME BITS 


* C2, C3 generate odd parity 


Ana 


MODES OF OPERATION 


There are three mode-control pins, M2, M1 and MO, offer- 
ing 8 major modes of operation, according to Table Ill. 


M2 is the READ/WRITE control. In normal operation, mode 
0 is Normal WRITE and mode 4 is Normal READ. By clamp- 
ing MO and M1 low, and setting M2 low during WRITE and 
high during READ, the DP8400 is very easy to use for nor- 
mal operation. The other modes will be covered in later 
sections. | ; | | 


16-Bit Configuration 


The first two rows on top of the check bit generate matrix 
(Table IV) indicate the data position of DQ0 to DQ15. The 
left side of the matrix, listed 0 to 5, corresponds to syn- 


_dromes SO to S5. SO is the least significant syndrome bit. 
| There are two rows of hexadecimal numbers below the 
” matrix. They are the hex equivalent of the syndrome pat- | 


terns. For example, syndrome pattern in the first column 

of the matrix is 001011. Its least significant four bits (0010) 

equal hexadecimal 4, and the remaining two bits (11) equal 
hexadecimal 3. | 


Check bit generation is done by selecting different com- 
binations of data bits and generating parities from them. 
Each row of the check bit generate matrix corresponds to 
the generation of a check bit numbered on the right hand 


side of the matrix, and the ones in that row indicate the | 


selection of data bits. 


The following are the check bit generate equations for 
16-bit wide data words: 


CGO = DQ2 e DQ3 @ DQ4 & DQ5 e DQG » DQ7 e DAVe 
DQ10 e DQ11 @ DQ13 e DQ14 » DQI5 
CG1=DQ3 @ DQ6 e DOB e DAI e DAN @ DAI13 @ 

, DQ14 @ DQI5 

*CG2=DQ0 @ DQ3 @ DQ4 @ DQ8 @ DQ10 @ DQ12 e 
—  - DQ1I3. e DQ14 @ DQIS @ 1 
-*CG3=DQ1 @ DQ2 @ DQ7 @ DAS @ DQY @ DQ10 e DQ12 
@ DQ14 @ DQ15 e@ 1 : 


CG4=DQ0 « DQ1 @ DOS e DQ7 e DQ8 eDQ11 eDQ13 


®@ DQ15 

CG5 = DQ0 e DQ1 @ DQ2 @ D4 @e DOS @ DQ6 @ DQ8 e 
DQ12 e DQ13 @ DQ14 

*“CG2 and CG3 are odd parities. 


The following error map (Table V) depicts the relationship 
- between all possible error conditions and their associated 
syndrome patterns. For example, if a syndrome pattern is 
$0 —5= 111101, data bit 14 is in error. 


Figure 4 shows how to connect one DP8400 ina 16-bit con- 


figuration, in order to detect and correct single or double- 





— SO 0 0 0. 
Syndrome S1 | 
$2 


NE = no error 


: Cn=check bit n in error 
_ Number = single data bit in error D = two bits in error 


bit. errors. For a Normal. WRITE, processor data is 


presented to the DP8400, where it.is fed through DILO and 


DIL1 to the check bit generator. This generates 6 parity bits 
from different combinations of data bits, according to | 
Table !V. The numbers in the row below the table are the | 


hexadecimal! equivalent of the column bits (with bits 6, 7 


low). A ‘1’ in any row indicates that the data bit in that col- 
umn is connected to the parity generator for that row. For 
example, check bit 1 generates parity from data bits 3,6, 8, 
9, 11, 13, 14, and 15. | | - 


Check bits 0, 1, 4, 5 and 6 generate even parity, and check 


-bits 2 and 3 generate odd parity. This is done to insure that 


a total memory failure is detected. If all check bits were 
even parity, then all zeros in the data word would generate 
all check bits zero and a total memory failure would not be 
detected when a memory READ was performed. Now all- 
zero-data bits produce C2 and C3 high and a total memory 
failure will be detected. When reading back from the same 
location, the memory data bits (possibly in error) are fed to 
the same check bit generator, where they are compared to 
the memory check bits (also possibly in error) using 6 
exclusive-OR gates. The outputs of the XORs are the syn- 
drome bits, and these can be determined according to 
Table IV for one data bit error. For example, an error in bit 2 
will produce the syndrome word 101001 (for S5 to SO 
respectively). The syndrome word is decoded by the error 
encoder to the error flags, and the data-error decoder to 


~ correct a single data bit error. Assuming the memory data 


has been latched in the DIL, by making DLE go low, 


_. memory data can be disabled. Then by setting OBO and 


OB1 low, corrected data will appear on the data bus. The 
syndromes are available as outputs on pins SO-5 when 
OES is low. It is also possible to feed in syndromes to SIL 
when OES is high and CSLE goes high. This can be useful 
when using the Error Management Unit shown in Figure 4. 
C6 and S6 are not used for 16 bits. it is safe therefore to 
make C6 appear low, through a 2.7 kQ resistor to ground. 


_ The same applies for S6 if syndromes are input to the 


DP8400. if OES is permanently low, S6 may be left open. 
Any 16-bit memory correct system. using the DP8400 


- without syndrome inputs must keep the OES pin 


grounded, then all the syndrome I/O pins may be left 
open. The reason for this is that the DP8400 resets the | 


syndrome input latch at power up. If the OES pin is 


grounded, the syndrome input latch will remain reset for | 
normal operations. — “3g . 


The parameter tywr\ (see Figure 10b), new mode recog- 
nized time, is measured from M2 (changing from READ 


_ to WRITE) to the valid check bits appearing on the check 
bit bus, provided the OLE was held low. 


TABLE V. SYNDROME DECODE TO BIT IN ERROR FOR 16-BIT DATA WORD 


T= three errors detected _ 
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_ (IF REQUIRED) 
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LL. . a _ Necessary only when incorporating 
| . = | | | _ double complement correct. Otherwise 
* Necessary when inputting | | _ | ok connect C6 to GND through R. 
syndromes, otherwise leave open. | . [_ 74L$32 J 


TReter to discussion in “Other Modes of 


Operation” under Clearing SIL. RROR | | 
connie | pins : CONTROL 


FIGURE 4. 16-Bit Configuration Using One DP8400 
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DP8400 







EXPANDED 
LOWER WORD (L) 
DP8400 C0-6 






7 CHECK 
Y) BIT BUS 
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me Gas Lae | 
FLAGS 7 Se Oh A RR CE DN LN . 
| pA Ay +--+ + + +— . z ; 
Billi a UE Ennnnanammsssmasmameed -_tReter to discussion in ‘Other Modes of 


MODE CONTROLS tee , 
ERROR MANAGEMENT UNIT : Operation” under Clearing SIL. 
(IF REQUIRED) . ** Connection sequence must be done 
a according to Table VIII. 
FIGURE 5. 32-Bit Error Detection and Correction | 


ane 


ro 


The parameter — (see Figure 10b), mode change rec- 


ognized time, is measured from M2 (changing from — 


WRITE to READ) when both E1 and E2 become invalid. 
This is required: when a memory correcting system 
employs the DP8400 with byte parity checking. The E1 
_ and E2 pins flag the byte parity error in a memory WRITE 
cycle. When the DP8400 switches toa subsequent mem- 
ory READ cycle, it requires tycr for E1 and E2 to be 
switched to flag any READ error(s). : 


EXPANDED OPERATION 
32-Bit Configuration 


Figure 5 shows how to connect two DP8400s in cascade to 
‘detect single and double-bit errors, and to correct single- 
data errors. The same circuit will also correct double-bit 
érrors once a double-error has been detected, provided at 
least one error is a hard error. The lower chip Lis in effecta 
slave to the higher chip H, which controls the memory 


check bits and error reporting. The check bit bus of Lis re- 


ordered and connected to the syndrome bus of H, as 
shown in Figure 5. 


Ina Normal WRITE mode, referring to Figures 13a, 13b,and — 


13c, the 6 check bits generated from the lower 16 bits (CGL) — 


are transferred via the COL to the COB of L, provided OLE is 

high and M2 (R/W) of Lis low. These partial check bits from 

Lthen appear at SIL of H, so that with CSLE high, they com- 

bine with the 6 check bits generated in H with an overlap of 

one bit, to produce 7 check bits. With M2 (R/W) of H low, 
_ these 7 check bits are output from COB to memory. 


A READ cycle may consist of DETECT ONLY or DETECT 


THEN CORRECT, depending on the system approach. In 
_ both approaches, L writes its partial check bits, CGL, toH 
as in WRITE mode. H develops the syndrome bits from 
CGL, CGH and the 7 check bits read from memory inCIL. H 
then outputs from its error encoder (EE) if there is anerror. If 
corrected data is required, H already knows if it has a 
single-data error from its syndrome bits, but if not, it must 
transfer partial syndromes back to L. These partial syn- 


dromes PSH, (CGH XOR-ed with CIL), are stored in SOLof | 


H. L must therefore change modes from WRITE to READ, 
_ while H outputs the partial syndromes from its SOB by set- 
ting OES low. The partial syndromes are fed into CIL of L 
and XOR-ed with CGL to produce syndrome bits at SGL. 
The data error decoder, DED, then corrects the error in L. 
The DED of H will already have corrected an error in the 
higher 16 bits. Only one error in 32 bits can becorrectedasa 
 single-data error, the chip with no error does not change the 
contents of its DIL when it is enabled in DOL. Table VI 
shows the 3 error flags of H, which become valid during the 
DETECT cycle. E0 of L becomes valid during the CORRECT 


cycle, so that the 4 flags provide eompete error reporting. . 





TABLE VII. 
|j-_—--—- 1 - 
| 3 Se ra 
012345678901234 
0oj70o011111101%11011 
1]000100101101011 
te OOF 0200 1 0: 0 
SYNDROMES | *31/0 1100001111010 1 
441410001011001010 
5/11101110100011°'1 
6/o00000000000000 
489-76 12 OE Bos Cee F 
3.3.20 2952 468-0, 01-25 2 
* G2, CG3 generate odd parity . . 
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TABLE VI. ERROR FLAGS AFTER NORMAL READ 
(32-BIT CONFIGURATION) 


L)* Error Type — 
Single- -check bit error 


Single-data bit error a 


Single-data bit error ( 
Double-bit error 


Invalid conditions 


















3 All Others © 





Re EO (L) is valid after transfer of partial syndromes from higher to lower 


Equations for 32-bit expansion: 


tpca32=tpcBiet+ tscBis — 
tpeva2 = tocsie + tsevie 
feiss (High Chip) = tocgie + tscp16 
tocps2 (Low Chip) = tocai16 + tar* + tecp16 


“tgp: Bus reversing time (25 ns) 


32-Bit Matrix 


_ Table Vil shows a 32-bit matrix using two DP8400s in cas- 


cade as in Figure 5. This is one of 12 matrices that work for 
32 bits. The matrix for bits 0 to 15 (lower chip) is the matrix 
of Table IV for 16-bit configuration, with row 6 always ‘0’. 
The matrix for bits 16 to 31 (higher chip) uses the same row 
combinations but interchanged, for example, the 3rd row 


(row 2) of L matrix is the same as the 6th row (row 5) of the 


~H matrix. This means row 5 of H is in fact check bit 2 of H. 


Thus, the 6th row (row 5) combines generated check bit 5 
(CG5) of L and generated check bit 2 of H. Check bit 5 of L 


_ therefore connects to the syndrome bit 2 (CG2) of H, and 


the composite generated check bit is written to check bit 2 
of memory. Thus C2 performs a parity check on bits 0, 1, 2, 
4,5, 6, 8, 12, 13, 14, of L, and bits 16, 19, 20, 24, 26, 28, 29, 30, 
31, of H. CG2 and CG3 generate odd parity, so that CG5 of 
L generates even parity which combines, with CG2 of H 


| generating odd parity. CG3. of L. and CG3 of H. both e 





generate odd parity causing C3 to memory to represent — 
even parity. Only 6 check bits are generated in each chip, 
the 7th (CG6) is always zero with XP grounded. Thus CG6 


of L combines with CGO of H so that CO to memory is the 


parity of bits 18, 19, 20, 21, 22, 23, 25, 26, 27, 29, 30, 31. 
Similarly C6 to memory is only cGa2 of L. The 7 composite 
generated check bits of H can now be written to memory. 


When reading data and check bits from memory, CG6- 
CGO of L are combined with CG6-CGO of H in the same 
combination as WRITE. Memory check bits are fed into 
C6-CO0 of H and compared with the 7 combined party bits 


DATA BIT ERROR TO SYNDROME-GENERATE MATRIX (32- BIT CONFIGURATION) 


| 





i A BO 9n BB ora: 
789012345678901. — 
O00 1.0°0 1.0.1 40.404 1 et. 
oO, Ai As DOr 5 Ot a TAOS: 
0000000000000 0016 
5 O00 Ft 4: 4 Ot Se, 
P0010 8 OO Oe 1 
0011000101011 441742 
O04 th Tit 20“) A. TO Ce eH 
AA12238B8981A3B9 0 HEX 
1466545346527671~— 





TABLE Vill. CHECK BIT PORT TO SYNDROME PORT 
INTERCONNECTIONS FOR EXPANSION TO 32 BITS 


Syndrome 1/0 
to 
Management 


SO 
S1 
$2 
$3 


$4 


Syndrome 
Bits 


$6 S5 


oie St ek OS OQ OS 
uaa OO33A30 0 
x Oouo-n8 Oo 6 


Cn=check bit nin error. 
D = two bits in error 


NE = no error 
Number = single data bit in error 


in H, to produce 7 syndrome bits S6-SO. H can now deter- 
mine if there is any error, and if it has a single-data error, it 
can locate it and correct it without transferring partial syn- 
dromes to L. As an example of a DETECT cycle, CG5 of L 
combines with CG2 of H and is compared in H with mem- 
ory check bit 2. 


If Lis now set to mode 4, Normal READ, and OES of His 
set low, the partial syndromes of H (CG6-CGO of H XOR-ed 
with C6-CO of H) are transferred and shifted to L. L 
receives these partial syndromes (S6-S0 of H) as check bit 
inputs C2, C1, C4, C3, C5, CO, C6 respectively, and com- 
pares them with CG6-CG0O respectively, to produce syn- 
drome bits S6-SO0. L now decodes these syndromes to cor- 
rect any single-data error in data bits 0 to 15. For example, 
partial syndrome bit 2 of H combines with generated 
check bit 5 of Lto produce syndrome bit 5in L. An error in 
data bit 10 will create syndrome bits in L as 0001101 from 
$6~-S0, and these will appear on S6-SO of L with OES low. 
_ Anerror in H will appear as per the H matrix. For example, 
an error in bit 16 will cause S6-SO of L to be 0110010. 


If OES of Lis set low, this syndrome combination appears 
on pins S6 to SO. For errors in bits 0 to 15, the syndrome 
outputs will be according to Table Vil. For errors in bits 16 
to 31, the syndrome outputs from L will still be according 
_ to Table Vil due to the shifting of partial syndrome bits 
from H to L. The syndrome outputs from L are unique for 
each of the possible 32 bits in error. 


If there is a check bit error, only one syndrome bit will be 
high. For example, if C5 is in error, then S1 of L will be high. 
For double-errors, an even number of syndrome bits will be 
high, derived from XOR-ing the two single-bit error syn- 
dromes. As mentioned previously, this is only one of the 12 
approaches to connecting two chips for 32 bits, 6 of which 
are mirror images. | | 


ONAOO a 





Check Bit 1/0. 
to 
-Memory 


T = three errors detected 


anRr 


Table VIII depicts the exact connection for 32-bit expan- 
sion. LS equals syndrome bits of L. LC equals check bits of 
L. HS equals syndrome bits of H. HC equals check bits of 


H. Syndrome bits SO to S6 of L are connected to system 


syndrome bits SO to S6. LC and HS columns are lined 
together showing the check bit port of L connected to the 
syndrome port of H in the exact sequence as shown in 
Table Vill. For example, check bit CO of L is connected to 
the syndrome bit S1 of H, and check bit C6 of L is con- 
nected to the syndrome bit SO of H. Check bits of H are 
connected to the system check bits in the order shown. 
Check bit C1 of H is connected to the system check bit CO. 


Expansion for Data Words Requiring 8 Check Bits 


For 16-bit and 32-bit configurations, XP is set permanently 
low. In 48-bit or 64-bit configurations, XP is either set per- 
manently to Vcc or left open, according to Table X, to pro- 
vide 8 check bits and syndrome bits. 


TABLE X. XP: EXPANSION STATUS 


| Status | ata Bus 
BPO and BP1 are byte parity !/O < 40 Bits 
CG6=0 
No byte parity I/O, 
CG6 and CG7 = word parity 







= 


Open 





Vec No byte parity I/O 2 40 Bits 
CG6 and CG7=0 


48-Bit Expansion 


Three DP8400s are required for 48 bits, with the higher 
chip using all 8 of its check bits to the memory. No byte 
parity is available for 48 or 64 bits. XP of all three chips 


must be at Voc. The three chips are connected in cascade 


TABLE XI. CHECK BIT PORT TO SYNDROME PORT 
INTERCONNECTIONS FOR EXPANSION TO 48 BITS 






Syndrome 1/O 
to 
Management 


NOOBhWh 4 
NOOR Wh a 


Le] TLR LA] {eR He} THE] 
“Si  peTs |: --e1s Cc} 
0 | 0 Oo | 1 1/6 6 














1 1 | — 

: : Check Bit 1/0 
| to. 

ae 2 Memory 

3 3 

5 5 

0 0 


For example: SO of LL is connected to system syndrome SO. CO of LL is connected to $1 of 
LH. C1 of LH is connected to S6 of HL. C6 of HL is connected to system check bit CO. 





So 


Syndrome St1 
Bits | $2 
a $3 
S7 S6 S5 S4_. 
0.000 | _NE|CO|Cr 
000% | celp [Do 
0010 | eSpopo. 
oo117 {| DIS |16 
0100 | chlo ]Dd] 
o1o1 [pfear 
0110 [prepa 
o141 [eto po 
1000 [ofp D" 
10 0°1.-[: DT {35 | 
1o10 [ppt far 
4014 [p@popot 
1100 [opr [ae] 
1140. [3 fo poy 
NE = no error | : - Gn= check bit n in error» 


| Number = single data bit in error — _ D=two bits in error 


| as in Figure 6, but with the HH chip removed. The error 
_ flags are as Table XV, but with AE (HH) and E1 (HH) be- 
~ coming AE (HL) and E1 (HL), and E0 (HH) removed. 


48-Bit Matrix 


_ The matrix for 48 bits is that for64 bits shown (in Table XVI) _ 


- but only using bits 0 to 47. This is one of many matrices for 
_ 48-bit expansion using the basic 16-bit matrix. The matrix 
_ shown uses 2 zeroes for CG6 and CG, for all three chips, 


T 


TABLE XI. SYNDROME DECODE TO BITIN ERROR FOR 48-BIT DATA WORD 


three errors detected 


7 check bit bus and syndrome bus for each of the chip pairs 


with XP set to Veg. Other matrices may use CG6 and CG7 © 


_as word parity with XP open. 
64-Bit Expansion . 


There are two basic methods of expansion to 64 bits, both 
requiring 8 check bits to memory, and four DP8400s. One 
is the cascade method of Figure 6, requiring no extra 
ICs. With this method partial check bits have to be 


transferred through three chips in the WRITE or DETECT 


mode, and partial syndrome bits transferred back through 
three chips in CORRECT mode. This method is similar to 


| Figure 5, 32-bit approach. The connections between the 7 


are shown in Table Xlll. ‘ 


The error flags of HH are valid during the DETECT cycle as 


in Table XV, and the other error flags are valid during the | 


CORRECT cycle. | | | 


A faster method of 64-bit expansion shown in Figure 7 re- 
quires a few extra ICs, but can WRITE in 57 ns, DETECT in 


_57ns or DETECT THEN CORRECT in 116ns. In the WRITE 


~ mode, all four sets of check bits are combined externally | 


in the 8 748280 parity generators. These generate 8 com- | 
posite check bits from the system data, which are then’ 

enabled to memory. In the DETECT mode, again 8 com- 
posite check bits are generated, from the memory data 
this time, and compared with the memory check bits to’ 
produce 8 external syndrome bits. These syndrome bits _ 
may be OR-ed to determine if there is any error. By making — 


the 748280 outputs SYNDROMES, then any bit low 


causes the 74S30 NAND gate to go high, giving any error 
indication. To correct the error, these syndrome bits are 
fed re-ordered into SIL of each DP8400 now set to mode 


7B. This enables the syndromes directly to SG and then — | 7 | 
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DED of each chip. One chip will output corrected data, 
while the other three output non-modified data (but still 
correct). | 


Equations for fast 64-bit expansion: | 


tpcees = tocaie+ tod (74S280) + tog (74S240) 

tpevea = tocpiet tod (74S280) + tod (74S30) 

tpcpe4= tocsiet+ tpa (74S280) + tog (74ALS533) 
+ tscp16 


64-Bit Matrix 
With the 64-bit matrix shown in Table XVI, it is necessary 


to set at least one chip with CG6, CG7 non-zero. The 
highest chip, connected to data bits 48 to 63, has XP set 


Open, so that its CG6 and CG7 are word parity. The syn- 
_ drome word of the highest chip will now have either 5 or 7 


syndrome bits high, but inside the chip CG6 and CG7 
remove two of these in a READ so that the chip sees the 
normal 3 or 5 syndrome bits. : 


TABLE Xlil. CHECK BIT PORT TO SYNDROME PORT 
INTERCONNECTIONS FOR EXPANSION TO 64 BITS 









Syndrome 1I/O 
to 
Management 





NOMARWNH = 
NONMARWOOM 


tt} | LL} LH LH | HL 

Ss cis cis 

0 o | 4 116 
1 


For example: SO of LL is connected to system syndrome SO. CO of LL is connected to $1 of LH. C1 of LH is 


OOWNN FF 








0 

; Check Bit I/O. 
— to. 

- Memory 

4 

5 

6 


connected to S6 of HL. C6 of HL is connected to S7 of HH. C7 of HH is connected to system check bit CO. 





Syndrome $1 








Cn=check bit n in error 
D = two bits in error 


NE =no error 
Number = single data bit In error 


TABLE XIV. SYNDROME DECODE TO BIT IN ERROR FOR 64-BIT DATA WORD 


7 S6 | | 7 
0000 | NE|colcr| pd |c2}o/ od] 3/c3}0 |o} 9] o/w[T1{o | 
0001 SE OED PEO TET TT OL OTT Ot Te te tis 
(0.010 | cloloi/é6i/o|]4/tio}o}2 |e} o{iwzio iol. 
oo14 | Di] 5 }#] d/o fo}o/3/1]}]o/o{alo{t{sa]o | 
0100 | co}o|o/2/o{T/tT{o{olaslwio}|t{[oiolT | 
0101 | Diazia}oi}32}o}o|t}aiojo}|t}olt{t{o | 
0110 | bd] 19} 20/0/33|d|o/T/al}o{o|3/o]}T]T] 0 | 
01417 | 44/o{[o{alo{t{a{o}o}ja{riol{t{ololt | 
1000 | c7|o/o}|T]ol]T}]43}o}ojr]Tt}]o{ tT] o] ois 
10014 {| o] t}as{o{t{o}]o}s7{t]ololss}o{r{T{o | 
‘1040 | Di T/4[d{39{o] od] 5} T{/o;o[tT}|o[T{TI{ od | 
10114 | 42} 0] 0/55) o{T]4a7|/o}]o{ Tt] tT] o|t]o{ oie 
1100 | D/T{38| od] a7{o{ o{s4|t{o}]o{s2}o{t [To | 
1101 | 36/0] dD} 50|/ 0/7] 45/ D| D{ eo] tT] ol] T | Dd] od I 62_ 
1110 | 34] o/ od] 53} o0}T] Tt] o] oO} 48] tT] oO] T/ oO] ofa | 
paay | ofa} a} o{ tio; ott] ty oo] Tt] oj sei To | 






















T = three errors detected 


TABLE XV. ERROR FLAGS AFTER NORMAL READ (ANY 64-BIT CONFIGURATION) 
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Single-data bit errorin HL | 
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tRefer to discussion in “Other Modes of. 


Operation” under Clearing SIL. 





FIGURE 6. Cascade Expansion Using No Extra ICs (64-Bit Configuration) 


TABLE XVI. DATA BIT ERROR TO SYNDROME-GENERATE MATRIX (64-BIT CONFIGURATION) 
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FIGURE 7. Parallel Expansion (Fast 64-Bit Configuration) 


OTHER MODES OF OPERATION 


Double Error Correction, using the Double-Complement 
Approach 


The DP8400 can be made to correct two errors, using no 


| extra ICs or check bits, if at least one of the two errors 


| detected is a hard error. This does require an extra memory 

_ WRITE and READ. Nevertheless, if a permanent failure ex- 
ists, and an additional error occurs (creating two errors), 
both errors can be corrected, thereby saving a system 
crash. 


Once a double error has been detected, the system puts 
the DP8400 in COMPLEMENT mode by setting MO high. 
First a WRITE cycle is required and M2 is set low, putting 

the chip in mode 1, Table Ill, (COMPLEMENT WRITE), so 
_ that the contents of DIL are complemented into DOL, and 

the contents of CiL complemented into COL. OBO and 
OB1 are set low so that complemented data and check 
bits can be written back to the same location of memory. 
Writing back complemented data to a location with a hard 


HARD ERRORS 
ORIGINAL DATA/CBs WRITTEN © 
T0 MEMORY 
2 vin ERRORS 


_ INSERTED 


~ -DATA/CBs READ 
FROM MEMORY 


ee 








error forces the error to repeat itself, For Sxample: if cell N 


_ of a particular location is jammed permanently high, and 


alow is written to it, a high will be read. However, when the 
datais complemented alow is again written, sothata high. 
is read back for the second time. After a second 


_- READ (this second READ is aCOMPLEMENT READ) of the 
- location, data and check bits from the memory are re- 


complemented, so that bit N now contains a low. In other 
words, the error in bit N has corrected itself, while the 
other bits are true again. If there are two hard errors ina 
location, both are automatically corrected and the DP8400 
detects no erroron COMPLEMENT READ, as in Figure 8a. 
Figure 8b also shows that if one error is soft, the hard error 
will disappear on the second READ and the DP8400 cor- 


rects the soft error as a single-error. Therefore, in both — | 


cases, the DOL contains corrected data, ready to be en- 


_ abled by OBO and OB1. A WRITE to memory at this stage 


removes the complemented data written at the start of the 


_ sequence. 


| GENERATED CBs | MEMORY CBs MODE 
| | 
7 ae 0 
| No CHECK BIT 
| ERRORS” 
—|— [aq 4 . 
| 


2 ERRORS DETECTED 


\” 
| 
| 
| 
| 
| 
| 
“ 
a 
al 
i 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 





= 
COMPLEMENT DATA/CBs IN | | CGW | 
DP8400 INPUT LATCHES, : | - 
_ WRITE BACK TO SAME i... 
LOCATION IN MEMORY | ne 
. SAME 2 | NO CHECK BIT 
DATA ERRORS | ERRORS 
READ BACK FROM SAME | 
LOCATION IN MEMORY | — 
“SAME AS ORIGINAL | : 
| DATA, SO SAME =| 
CBs GENERATED | | 
COMPLEMENT DATA/CBs TCE fos sea | 
IN DP8400 INPUT LATCHES ——— - ass ' 
AND COMPARE CBs | | | 
SAME CHECK BITS, 
—NO ERROR DETECTED — 
INDICATING BOTH HARD ERRORS 
HAVE BEEN REMOVED 
NUMBER OF 2 BY DP8400 2 BY DP8400 
COMPLEMENTS 2 BY MEMORY 0 BY MEMORY | | 
EVEN NUMBER OF COMPLEMENTS ~ 


EVEN | EVEN 


CREATES SAME DATA AS ORIGINAL 


| FIGURE 8a. Double Error Correct Complement Hard Error Method — 2 Hard Errors in Data Bits 
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CORRECT SINGLE ERROR 0101 
USING NORMAL DP8400 
PROCEDURE OF XOR-ING 


Di WITH DE 


MEMORY CBs | MODE 


DATA 1/0 GENERATED CBs_ | | 
HARD ERROR | | 
ORIGINAL DATA/CBs [o101]—++-[_cow ]—+—-[_ cow | 0 
WRITTEN TO MEMORY | | | 
HARD | |SOFT | NocHEcK | 
ERROR| |ERROR | BITERRORS | 
DATA/CBs READ 1001j—+—-[ cor] | [cw] !| 4 
FROM MEMORY ik i Pa | 
2ERRORS DETECTED 
ae rare Serre Se eee eee Sean argent leakage Ce 
COMPLEMENT DATA/CBs o1io] | | Coco] | 1 
IN DP8400 INPUT LATCHES, 
WRITE BACK TO SAME | | | 
LOCATION IN MEMORY | | | 
SAME HARD | | NOCHECK BIT | 
ERROR | | ERRORS 
READ BACK FROM | § | 
SAME LOCATION | e~ - | <a | 
COMPLEMENT DATA/CBs [oooij_+-[ coc] | [cow] | 
IN DP8400 INPUT LATCHES, — yp | | | 
AND COMPARE CBs | a Ne 
DIFFERENT CHECK BITS, =| 
SINGLE ERROR DETECTED ! 
[0 1 0 O| DATA ERROR WORD 
_ to | 
| 
| 
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FIGURE 8b. Double Error Correct Complement Hard Error Method — 1 Hard Error, 1 Soft Error In Data Bits 


The examples shown in Figures 8a and 8b are for 4 data 
bits. This approach will work for any number of data bits, 
but for simplicity these examples show how complement- 
ing twice corrects two errors in the data bits. The double 
COMPLEMENT approach also works for any two errors 
providing at least one is hard. In other words, one data-bit 
error and one check bit error, or two check bit errors are 
also corrected if one or both are hard. At the end of the 
COMPLEMENT READ cycle, the error flags indicate wheth- 
er the data was correctable or not, as shown in Table XVII. 
If both the errors were soft, then the data was not correct- 
able and the error flags indicate this. 


This approach is ideal where double errors are rare but 
may occur. To avoid a system crash, a double-error detect 
now causes the system to enter a subroutine to set the 
DP8400 in COMPLEMENT mode. This method is also use- 
ful in bulk-memory applications, where RAMs are used 
with. known cell failures, and is applicable in 16, 32, 48 or 
64-bit configurations. In the 16-bit configuration, modes 1 
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and 5 of Table II] are used. In the 32-bit expanded con-— 
figuration, modes 1, 5 and 5 are used for the highest chip, 
and modes 3, 3 and 4 for the lower chip for WRITE, 
DETECT, and CORRECT. With the lower chip it jis 
necessary to wrap around DOL (after latching its contents 


-in mode 3), back to DIL and perform a Normal READ in 
_mode 4 in the lower chip. 


TABLE XVII. ERROR FLAGS AFTER COMPLEMENT 
READ (MODE 5) | 


ae[ ee] trove Sid 


|0 | Twoharderors 
| 0 | One hard error, one soft check bit error 









Double- Error Correct with Error Logging 


Figures 4 and 5 show the E2C2 syndrome port connected 
to an-error management unit (EMU). This scheme stores 
syndromes and the address of locations that fail, thereby 
logging the errors. Subsequent errors in a memory loca- 


tion that has already stored syndromes in the EMU, can | 


then be removed by injecting the stored syndromes of the 


first error. To save the addresses and syndromes when | 


power to the EMU is removed, it is necessary to be able to 


transfer information via the E2C2 syndrome port to the 


processor data bus. This is also useful for logging the er- 


rors in the processor. Transfer in the Bppesite etecnon is | 


also necessary. 


' Data Bus to Syndrome Bus Transter 


This is necessary when transferring syndrome informa- 
tion to the error management unit, which is connected to 


the external syndrome bus. First, data to make CG =0(all 


data bits high) must be latched in DIL. Then in mode 2, 


data is fed to CIL, XOR-ed with 0, and output via SOL with © 


OES low to the syndrome bus. Data is therefore fed direct- 
ly from the system to the syndrome bus, and this cycle 


may be repeated as long as DLE is kept low, forcing CG to. 


remain zero. 


Syndrome Bus to Data Bus Transfer 


This is important when information in the error logger or ~ 


error management unit has to be read. The DP8400 is set 


to mode 6B with OES high, and with OBO, OB1 and OLE | 


low. If CSLE is high, the syndrome bus and check bit bus 
data appear on the lower and upper bytes of the data bus 
to be read by the system. Also E1 and EO values that were 


_ valid when mode 6 was entered, appear on DQ7 and DQ15. | 


| Full II Diagnostic Check of Memory 


Using mode 2, it is: possible to transfer the upper bye of 


the data bus directly to the CIL, with CSLE high, without | 


affecting DIL. These simulated check bits then appear on 
the check bit bus with OLE low, which also causes the 


previously lat latched contents of DIL to transfer to DOL. By - 


enabling OBO and OB1 datacan be written to memory with 
_ the simulated check bits. A Normal READ cycle can then 
aid the system in determining that the memory bits are 


functioning correctly, since the processor knows the 


check bits and data it sent to the E°C2. Another solution is 
to put the E°C? in mode 6 and read the memory check bits 
directly back to the processor. 


| Self-Test of the E2c2 On-Card | 


Again using mode 2, data written from the processor data 
bus upper byte to CIL may be stored in CIL, by taking CSLE 


ow. Data can now be fed into DIL from the processor, with 
DLE set high, as in a Normal READ mode (mode 4). Pro- 


viding CSLE is kept low, the DP8400 will use the simulated 
check bits in CIL to performa diagnostic READ, with valid 


error reporting and correcting. This may be repeated with 


new data provided CSLE is kept low. In this way memory is 
_ not used, thus by reading corrected data in mode 4, and by 


reading the generated syndromes, and error flags EO and | 


E1, the DP8400 can be tested completely on-card without 
involving memory. 
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PBUF1. The buffer control signal, 


cniearaG Generated d Syndromes sae 


and Memory | Check Bits 


Mode 6A enables SG0-SG6 onto 0 DQ0-DQ6, and C CILo- | 
CIL6 onto DQ8-DQ14, provided OLE, OBO and OB1 are 
low. Also the two error flags, E1 and EO (latched from the 
previous READ mode), appear on DQ7 and DQ15. This may 
be used for checking the internal syndromes, for reading | 
the memory check bits, or for diagnostics by checking the. 

latched error flags. 


- Clearing SIL 


In the 16-bit ani cent guration: -or the lower chip of ex- 


_ panded configurations, and in various modes of operation — 


in the higher expanded chips, it is required that SIL be | 
maintained at zero. At power-up_ initialization, both SIL 
and DIL are reset to all low. If OES is kept low, SIL will re- 

main reset because (¢ CSLE is inhibited to SIL. Another 
method is to keep OLE always high and the syndrome bus. 
externally set low, or set low whenever CSLE can be used 


 toclear SIL. . 


| Mode 7A sigs forces the SIL to Be cleared whenever CSLE 
‘occurs, and also these zero syndromes go to the internal 


syndrome bus SG. This puts. the DP8400 in a PASS- 
THROUGH mode where the DIL contents pass toDOL and 
CIL contents to COL, if OLE is low. 


Power-Up Initialization of Memory 


Both SIL and DIL are reset low at power-up initialization. 


_ This facilitates writing all zeroes to the memory data bits © 


to set up the memory. The check bits corresponding to all- 
zero data will appear on the check bit bus if the DP8400 is 
set to mode.0 and OLE is is ‘set low. w. Ajl-zero data appears on 
the data bus when OBO and OB? are also set low. The 
system can now write zero-data and corresponding check | 
bits to every memory location. 


Byte Writing 


Figure 14a shows the block diagram of a 16-bit memory 


correction system consisting of a DP8400 error correc- | 


tion chip and a DP8409 DRAM controller chip. There are 
12 control signals associated with the interface. Six of 


the signals are standard DP8400 input signals, three are | 


standard DP8409 input signals, and three are buffer 
control signals. The buffer control signals, PBUFO and 
PBUF1, control when data words or bytes from the 





- DP8400/memory data bus are gated to the processor 


bus and when data words or bytes from the processor 


- are gated to the ‘DP8400/memory data bus. 


When the processor is reading or writing bytes to mem- | 


“ory, words will always be read or written by the DP8400 
~ and DP8409 error correction and DRAM controller sec- — 


tion. The High Byte Enable and Address Data Bit Zero 
signals from the processor should control_the byte 
transfers via the ocal bus transceiver signals PBUFO and 
DOUTB, controls 
when data from memory is gated onto the DP8400/ — 





_ memory data bus. — 


Figure 14b shows the timing rlationehive of the 12 con- 
_ trol signals, along with the DP8400/memory data bus 


and some of the DRAM contro! signals (RAS and CAS). 
RGCK is the RAS generator clock of the DP8409 which. 
is used in Mode 1 (Auto Refresh mode), along with being 


the tem clock. 


Having two separate byte enable pins, OBO and OB}, it 
is fairly easy to implement byte writing using the 
DP8400. First it is necessary to read from the location to 
which the byte is to be written. To do this the DP8400 is 
put in normal Read mode (Mode 4), which will detect and 
correct a single bit error. WIN is kept high and RASIN is 
pulled low, causing the DP8409, now in Mode 5 (Auto Ac- 
cess mode), to start a read memory cycie. The data word 
and check bits from memory are then enabled onto the 
DP8400/memory data bus by pulling DOUTB low. The 
data and check bits are valid on the bus after the RASIN 
to CAS time (trac) plus the column access time (tcac) of 
the particular memories used. DLE,CSLE can then be 
pulled low in order to latch the memory data into the in- 
put latches of the DP8400. Next OLE can be pulled low 
to enable the corrected memory word, or the original 
memory word if mo error was present, into the data out- 
put latches. The corrected memory word will be 
available at the data output latches “tpcpig” after the 
memory word was available at the data input latches. 
Once the corrected data is available at the output 
latches OLE can be pulled high to latch the corrected 
data. After this DLE,CSLE can be pulled high in order to 
enable the input data latches again and DOUTB can be 
pulled high to disable the memory data from the 
DP8400/memory data bus. 


There is no reason to use the data or check bit input 
latches (DLE,CSLE) of the DP8400 during the read cycle 
time period if the memory data and checkbits are valid 
throughout the cycle. : 








Now the DP8400 can be put into a write cycle (Mode 0=_ 


M2 = Low). At this time the byte to be written to memory 
and the other byte from memory can be enabled onto 





the DP8400/memory data bus (OBO, PBUF1 or OB1, 





PBUFO go low). DLE,CSLE can now transition low to 
latch the new memory word into the data input latch. 
Next OLE is pulled low to enable the output latches. 
When the new checkbits are valid, tpcpig after the data 
word is valid on the DP8400/memory data bus, OLE and 
DLE can be pulled high to latch the new memory word 
into the output latches, and then WIN can be pulled low 
to write the data into memory. RASIN should be held low 
long enough to cause the new data and check bits to be 
stored into memory (WIN data hold time). 
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| DLE,CSLE and OLE could transition high and low simul- 


taneously instead of being sequenced as was done in 
this example. 


Also a READ-MODIFY-WRITE cycle was performed, tak- 
ing approximately 30% longer than a normal memory 


-WRITE cycle. A READ and then a WRITE memory cycle 


could have been used in the above example but it would 
have taken longer. 


Because data from the processor was valid at the same 
time as data from memory, memory buffers were used 


Senger ane eel 


(PBUFO,PBUF1,DOUTB). 


A byte READ from memory is no different from a normal > 





_ READ. This approach may be used for a 16-bit processor 


using byte writing, or an 8-bit processor using a 16-bit 
memory to reduce the memory percentage of check bits, 


or with memory word sizes greater than two bytes. 


Beyond Single-Error Correct 


With the advent of larger semiconductor memories, the 
frequency of the soft errors will increase. Also some 
memory system designers may prefer to buy less expen- 


“sive memories with known cell, row or column failures, 


thus, more hard errors. All this means that double-error 
correct, triple-error detect capability, and beyond will 
become increasingly important. The DP8400 can correct 
two errors, provided one or both are hard errors, with no ex- 
tra components, using the double complement approach. 
There are two other approaches to enhance reliability and 
integrity. One is to use the error management unit to log er- 
rors using the syndrome bus, and then to output these syn- 
dromes, when required, back to the DP8400. 


Double Syndrome Decoding 


The other approach takes advantage of the Rotational 
Syndrome Word Generator matrix. This matrix is an 
improvement of the Modified Hamming-code, so that if, on 
a second DP8400, the data bus is shifted or rotated by one 
bit, and 2 errors occur, the syndromes for this second chip 
will be different from the first for-any 2 bits in error. Both 
chips together output a unique set of syndromes for any 2 
bits in error. This can be decoded to correct any 2-bit error. 
This is not possible with other Modified Hamming-code 
matrices. 


Absolute Maximum Ratings (ote) ~~ Operating Conditions . 


Storage Temperature Range © — =—65°C to + 150°C | | : Min Max — 
Supply Voltage, Voc | | NV Neg, SupplyVoltage (ss 5.25 
Input Voltage - | SOV T,,Ambient Temperature § 0. 70. 
Output Sink Current - |  5OMA eos we < > 

Maximum Power Dissipation” at 25°C | | 

Molded Package : 3269mW 


_Lead Temperature (Soldering, 10 seconds) 300°C 


*Derate molded package 26.2mW/°C above 25°C. 


Electrical Characteristics (Note 2) Vog =5V +5%, Ta= 0°C to 70°C unless otherwise noted 


Syb 
" 


Ina XP) 
SP 
11, (BPOIC7) Voo= Max, Viy=0.5V 0 
I, (BP1/S7) Voc = Max, Viy =0.5V_ 
hy (CSLE) 
ror 






lL = ~—-—s«|:sInput Low Current Voc = Max, Vin =0.5V 
| | Vin = 5.5V (Except XP Pin) 












| Max | 
08 
can 
5 
160 
[= 500 
[= 500 
750 
[=000 
ae; 






Input High Current (Max) 


VoL - Output Low Voltage lol =8 mA (Except BPO, BP1) _ | 
| | a ~ lop = 4 MA (BPO, BP1 Only) 
VoH | Output High Voltage | lon= —100 pA | | 
, 7 lon = —1 mA 


los - | Output Short Current —| 
1 (Note3) | 


loo” Supply Current 7 


Cyny (VO) Input Capacitance All Note 4 ~ 
: Bidirectional Pins | | —— 
— Gin | 7 









Input Capacitance All 
Unidirectional Input Pins | 





| Note 1: “Absolute Maximum Ratings” are the values beyond which the safety of the device cannot be guaranteed. They are not meant to imply that the device 


should be operated at these limits. The table of “Electrical Characteristics” provides conditions for actual device operation. _ 
Note 2: All typical values are for Ta = 25°C and Voc = 5.0V. | 7 i 
Note 3: Only one output at a time should be shorted. . ae: se z 

Note 4: input capacitance is guaranteed by periodic testing. F test = 10 kHz at 300 mV, Ta = 25°C. 
Note 5: All switching parameters measured from 1.5V of input to 1.5V of output. Input pulse amplitude OV to 3V, tr=tp=2.5 ns. 
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Unit 





DP8400-4 Switching Characteristics (note 5) 
Voc = 5.0V + 5%, Ty =0°C to 70°C, C, = 50 pF, unless otherwise noted. 







































Symbol | __—Parameter_ = |_—— Conditions, =| Min_ =| Typ | Max | Units 
tcaci Data Input Valid to - Figure 9b 35 65 ns 
Check Bit Valid . | | 
toevis Data Input to Any Figures 10b, 11b 35 45 ns 
Error Valid | | 
toep16 Data Input Valid to Figure 10b, OBO, OB1 Low 70 85 ns 
Corrected Data Valid 
tos) Data Input Set-Up Time Figures 10b, 13d ; — 40 — 10 ns 
Before DLE, CSLE H to L 
toni Data Input Hold Time Figures 10b, 13d 16 10 ns 
After DLE, CSLE H toL 
tpso Data Input Set-Up Time Figure 10b 12 ns 
| Before OLE L to H ae 
tpHo | ~— Data Input Hold Time Figure 10b | | 20 12 ns 
| After OLE L toH | : 
toeo EO Valid After AE Valid Figures 9b, 10b, 13d a 
toe E1 Valid After AE Valid Figures 9b, 106,139 =| tti‘iLtt | 80s 
tey _ DLE, CSLE High to Any Figure 10b ns 
Error Flag Valid (Input oO 
3 Data Previously Valid) | 
tex DLE, CSLE High to Any _ Figures 9b, 10b “97 ns 
Error Flag invalid | | | | 
ite DLE,CSLE High Widthto | Figures 10b,13¢ | DLE | 2 | | | os 
Guarantee Valid Data | ~CSLE > ns 
Latched 
toLe OLE Low Width to Figure 13d | 25 ns 
Guarantee Valid Data : | | 
Latched a 7 
toy High Impedance to Logic Figures 9b, 10b _ 32 50 ns 
1 from OBO, OB1, OES a | | 
[[Mentot Figure 13d eC 
tyz LogicitoHigh Figures 9b, 10b, 13d, 25 ns 
‘Impedance from OBO, | GO, =15 pF | 
| OBi, OES, M2 L to H | 
tz High Impedance to Logic. | Figures 9b,10b 30 45 ns 
0 from OBO, OB1, OES | 
M2 H to L Figure 1d a 
tiz Logic 0 to High Figures 9b, 10b, 13d 25 |. 40 ns 
Impedance from OBO, C.=15 pF 
_ OB1, OES, M2H toL _ 
tppe Byte Parity Input Valid Figure 9b 55 ns 
. _ to Parity Error Flags Valid | 
tope Data In Valid to Parity Figures 9b, 13d 75 ns 
| Error Flags Valid | | 
tose Data in Valid to Byte Figure9b~ 36 50 ns 
Parity Output Valid — | 7 
_ tucr Mode Change Recognize Figures 9b, 10b 60 100 ns 
Time | | 
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DP8400-4 Switching ‘Characteristics (Continued) (Note 5 




































































Voc =5.0V + 5%, T,=0°C to 70°C, C, =50 pF, unless otherwise noted. = 4 _ | 
tum” New Mode Recognize | Figure 10b BEN OE 100. ‘ ns 
7 Time | * a4 tad 
tepv Mode Valid to | Figure 11b 72 ons 
| ‘Complement Data Valid _ ae | 
tecv Mode Valid to Figure 11b «72 ns 
Complement Check Bit — | | 
Valid - | i. | 
| tsce Syndrome Input Valid to Figure 13d. 41 ns 
a Check Bit Valid oe 
— tsev Syndrome Input Valid Figure 13d | | 25 | 39 ns 
bie (CGL) to Any Error Valid eae | | | | 
tscp Syndrome Inputs Valid to Figure 130° 7 75 ns 
a Corrected Data Valid Ss bays | | 
tosa «| __- Data Input Valid to | Figure 13d, OES Low | 45 58 | ns 
| Syndrome Bus Valid i 
toss Check Bit Inputs Valid Figure 13d, OES Low | | 40 51 ns 
- to Syndrome Bus Valid ae; | _ a | | 
ee Check Bit Inputs Valid | Figure 13d 35 45 | ns 
(PSH) to Any Error Valid - : ; K° . 
teen Check Bit Input Valid Figure 13d | | ns. 
3 (PSH) to Corrected Data © are | | 
~ Valid: | ae | 
tocp32 Data Input Valid to Check | Figure 13d 63 | =n 
| Bit Valid ee . 
tpev32 Data Input Valid to Any | | Figure 13d es ns 
. Error Valid — | | : | 
~ tocps2 Data Input Valid to Figure 13d, OB0, OB1 Low | 125 157. ns 
a Corrected Data Out = 3 FS oy _ 


| Note 1: “Absolute Maximum Ratings” are the values beyond which the safety of the device cannot be guaranteed. They are not meant to imply that the device 
should be operated at these limits. The table of “Electrical Characteristics” provides conditions for actual device operation. : ‘= 
Note 2: Ail typical values are for Ta = 25°C and Voc =5.0V. | | 

_ Note 3: Only one output at a time should be shorted. 

Note 4: Input capacitance is guaranteed by periodic testing. F test = 10 kHz at 300 mV, Ta = 25°C. 


| Note 5: All’ switching parameters measured from 1.5V of input to 1.5V of output. Input pulse amplitude OV to 3V, t, = tp =2.5 ns. 
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FIGURE 9b. DP8400 16-Bit Configuration, Normal WRITE and Normal READ Timing Diagram 
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Note 1: If rewriting correct data and CBs to same location and single data error was detected. : 
Note 2: if rewriting correct data and CBs to same location and single check bit error was detected. 


FIGURE 10b. DP8400 16-Bit Configuration, DETECT THEN CORRECT Timing Diagram — 
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FIGURE 11b. DP8400 16-Bit Configuration, Detect 2 Errors, COMPLEMENT WRITE, COMPLEMENT READ, Output Corrected 
Data Timing Diagram 
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FIGURE 11c. DP8400 16-Bit Configuration, COMPLEMENT READ and Output Corrected if One or Two Hard Errors (---) 
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FIGURE 12a. DP8400 16-Bit Configuration, Diagnostic WRITE, READ. Data Bus to Check Bit Bus or Syndrome Bus (Providing 
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FIGURE 12b. DP8400 16-Bit Configuration, Monitor on Data Bus — Memory Check Bits 
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FIGURE 13d. DP8400 32-Bit Configuration, WRITE, DETECT and CORRECT Timing Diagram 
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FIGURE 14a. DP8400/8409 System Interface Block Diagram (See Figure 14b for Byte Write Control Timing) 
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FIGURE 14b. DP8400 16-Bit Configuration, Byte Write Timing 


330 


Physical Dimensions inches (millimeters) 


2 440 MAX 








0.500.005 _ 0.062 
, (13.97 +0.127) a (1.574) 
RAD 





PIN ND. 1 
IDENT: 








Hee | ae | | ter 
| OATES 
mt HE a |. aroroow _ || o.01+0003 1, 7 Lud Uy 


a 











gs? 5° 
a 







0.580 
(14.73) ae 








(1.27 0.381) (2.54 + 0.254) {0,457 + 0.076) . (1.27) 





0.009-0.015 (3.175) 
(0.229 ~0. a) MIN 


+0.025 _ NARA (REV C) 


0.625 _ 9.015 


(80 Osa) 





Molded Dual-in-Line e Package (N) | 
Order Number D 
NS Package Number N48A 


334 





National _ 
Semiconductor 





DP8408 Dynamic RAM Controller! Driver 


| General Description 


Dynamic memory system designs, which formerly re- 
quired several support chips to drive the memory,array, 
can now be implemented with a single IC. . .the DP8408 
Dynamic RAM Controller/Driver. The DP8408 is capable 
of driving all 16k and 64k Dynamic RAMs (DRAMs). 
Since the DP8408 is a one-chip solution (including 
capacitive-load drivers), it minimizes propagation delay 
skews, the major performance disadvantage of multiple- 
chip memory drive and control. . 


The DP8408’s 6 modes of operation offer a wide selection 
of DRAM control capabilities. Memory access may be 
controlled externally or on-chip automatically; an on- 
chip refresh counter makes refreshing less complicated. 


The DP8408 is a 48-pin DRAM Controller/Driver with 8 
multiplexed address outputs and control signals. It 
consists of two 8-bit address latches, an 8-bit refresh 
counter, and control logic. All output drivers are capable 
of driving 500 pF loads with propagation delays of 25ns. 
The DP8408 timing parameters are specified driving the 
typical load capacitance of 88 DRAMs, including trace 
capacitance. 


The DP8408 has 3 mode-control pins: M2, M1, and MO, 
where M2 is in general REFRESH. These 3 pins select 6 
‘modes of operation. Inputs B1 and BO in the memory 
access modes (M2=1), are select inputs which select 
one of four RAS outputs. During normal access, the 8 
address outputs can be selected from the Row Address 
Latch or the Column Address Latch. During refresh, the 
8-bit on-chip refresh counter is enabled onto the address 
bus and in this mode all RAS outputs are selected, while 
CAS is inhibited. 


The DP8408 can drive up to 4 banks of DRAMs, with 
each bank comprised of 16k’s, or 64k’s. Control signal 
outputs RAS, CAS, and WE are provided with the same 
drive capability. Each RAS output drives one bank of 
DRAMs so that the four RAS outputs are used to select 
the banks, while CAS, WE, and the multiplexed addresses 
can be connected to all of the banks of DRAMs. This 
leaves the non-selected banks in the standby mode (less 
than one tenth of the operating power) with the data out- 
puts in TRI-STATE®. Only the bank with its associated 
RAS low will be written to or read from. 





Operational Features 
@ All DRAM drive functions on one chip — minimizes 
skew on outputs,.maximizes AC performance 


@ On-chip capacitive-load drives (specified to drive up 
to 88 DRAMs) 


Drives directly all 16k and 64k DRAMs 
Capable of addressing 64k and 256k words 
Propagation delays of 25ns typical at 500pF load 


CAS goes low automatically after column addresses 

are valid if desired 

™ Auto Access mode provides RAS, Row to Column, 
select, then CAS automatically and fast 

@ WE follows WIN unconditionally—offering READ, 
WRITE or READ-MODIFY-WRITE cycles | 

® On-chip 8-bit refresh counter with selectable End-of- 

Count (127 or 255) 


@ End-of-Count indicated by RF I/O pin going low at 
127 or 255 


@ Low input on RF I/O resets 8-bit refresh counter 


= CAS inhibited during refresh cycle | 

@ Fall-through latches on address inputs controlled by 
ADS 

@ TRI-STATE outputs allow multi-controller addressing 
of memory 

@ Control output signals go high-impedance logic “1” 
when disabled for memory sharing 


@ Power-up: counter reset, contro! signals high, address 


outputs TRI-STATE, and End-of-Count set to 127 
Mode Features 


= 6 modes of operation: 3 access, 1 refresh, and 2 set-up 


@ 2 externally controlled modes: 1 access (Mode 4) and 
1 refresh (Modes 0, 1, 2) 

™@ 2 auto-access modes RAS > R/C > CAS automatic, 
with tray = 20 or 30ns minimum (Modes 5, 6) 

w@ Externally controlled All-RAS Access modes for 
memory initialization (Mode 3) 


@ End-of-Count value of Refresh Counter set by B1 and 
BO (Mode 7) 
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Table 1. DP8408 Mode Select Options 


| Mode [ST = l= | Mode of Upeeaten Conditions 


Externally Controlled Refresh RF VO = E IC 


aes Externally Controlled All-RAS Write All-RAS Active | 
fo 4 | co | oO Externally Controlled Access Active RAS defined by Table 2 | 
ne Auto Access, Slow tran - Active RAS defined by Table 2 
| 4 | 4 | 0 |. Auto Access, Fast trad |_Active RAS defined by Table 2 
2 ‘Set. End of Count See Table 3 for Mode 7 | | 


r) 





N]@] a} a) wy) rm] 


333 


Pin Definitions 
» Veco, GND, GND — Voc = 5V + 5%. The three supply pins 
have been assigned to the center of the package to 


reduce voltage drops, both DC and AC. There are also 
two ground pins to reduce the low level noise. The 


second ground pin is located two pins from Vcc, so that . 


decoupling capacitors can be inserted directly next to 
these pins. It is important to adequately decouple this 
device, due to the high switching currents that will 
occur when all 8 address bits change in the same direc- 
tion simultaneously. A recommended solution would be 
a 1pnF multilayer ceramic capacitor in parallel with a low- 
voltage tantalum capacitor, both connected as close as 
_ possible to pins 36 and 38 to reduce lead inductance. 
See Figure below. 


; | * MULTILAYER 


*TANTALUM 
CERAMIC 


GND (PINS 38, 13) 


*Capacitor values should be chosen depending on the 
particular application. 


- RO-R7: Row Address Inputs. 
C0-C7: Column Address Inputs. 


Q0-Q7: Multiplexed Address Outputs — Selected from — 


the Row Address Input Latch, the Column Address Input 
Latch, or.the Refresh Counter.* 


RASIN: Row Address Strobe Input — Enables selected 
RAS, output when M2 (RFSH) is high, or all RAS, outputs 
when RFSH is low. 


R/C: Row/Column Select Input — Selects either the row 
or column address input latch onto the output bus. 


CASIN: Column Address Strobe Input — Inhibits CAS 
output when high in Modes 4 and 3. In Mode 6 it can be 
used to prolong CAS output. 


ADS: Address (Latch) Strobe Input — Row Address, Col- 
umn Address, and Bank Select Latches are fall-through 
with ADS high; Latches on high-to-low transition. 








CS: Chip Select Input — TRI-STATE’s the Address Out- 
puts and puts the control signal into a high-impedance 
logic “1” state when high (except in Mode 0); enables all 
outputs when low. 


MO, M1, M2: Mode Control Inputs — These 3 control pins 
determine the 6 major modes of operation of the DP8408 
as depicted in Table 1. 


RF W/O — The I/O pin functions as a Reset Counter Input 
when set low from an external open-collector gate, or as 
a flag output. The flag goes active-low when M2=0 and 
the End-of-Count output is at 127 or 255 (see Table 3). 
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IN: Write Enable Input. 
WE: Write Enable Output — Buffered output from WIN. : 


CAS: Column Address Strobe Output — In Modes 5 and 
6, CAS goes low following valid column address. In 
Modes 3 and 4, it transitions low after R/C goes low, 
or follows CASIN going low if R/C is eee low. CAS is 
high during refresh.* 


RAS 0-3: Row Address Strobe Outputs — Selects a 
memory bank decoded from B1 and BO (see Table 2), if 
RFSH is ‘high. lf RFSH is low, all banks are selected.* 


BO, B1: Bank Select Inputs — Strobed by ADS. Decoded 
to enable one of the RAS outputs when RASIN goes low. 
Also used to define End-of-Count in Mode 7 (Table 3). 





*These outputs may need damping resistors to prevent overshoot, 
undershoot. See AN-305 ‘Precautions to Take When Driving 
Memories.” 


Table 2. Memory Bank Decode 


Bank Select 
(Strobed by ADS) 


Enabled RAS, 





Connection Diagram 





NC =NO CONNECTION 


Conditions for all Modes — 
Input Addressing 


The address block consists of a row- ‘address latch, 2 


column-address latch, and a resettable refresh counter. 
The address latches are fall-through when ADS is high 
| ~ and latch when ADS goes low. If the address bus con- 


tains valid addresses until after the valid address time, __ 


_ ADS can be permanently high. Otherwise ADS must go 
low. while the addresses are still valid. 


In normal memory access operation, RASIN and R/C are 


_ initially high. When the address inputs are enabled into © 
| _ the address latches, the row addresses appear onthe Q 
outputs. The address strobe also inputs the bank-select — 
| address, (BO and B1). If CS is low, all outputs are en- 


abled. When CS is transitioned high, the address out- 
puts go TRI-STATE and the control outputs first go high 
through a low impedance, and then are held by an on- 
chip high impedance. This allows output paralleling 
_ with other DP8408s for multi-addressing. All outputs go 
‘active about SOns after the chip is selected again. If CS 
is high, and a refresh cycle begins, all the outputs 
become active until the end of the refresh ayeS: 


Drive Capability 


The DP8408 has timing parameters that are specified 
_ with up to 600 pF loads. In a typical memory system this 


is equivalent to about 88, 5V-only DRAMs, with trace 
lengths kept to a minimum. Therefore, the chip can drive 


four banks each of 16 or 22 bits, or two banks of 32 or 39. 


bits, or one bank of 64 or 72 bits. 


_ Less loading will slightly reduce the timing parameters, 
and more loading will increase the timing parameters, 


according to the graph of Figure 6. The AC performance | 


parameters are specified with the typical load capaci- 


tance of 88 DRAMs. This graph can be used to extrapo- 


| | late the variations expected with other loading. 


Because of distributed trace capacitance and induc- 
_ tance and DRAM input capacitance, current spikes can 
_ be created, causing overshoots and undershoots at the 
DRAM inputs that can change the contents of the 
DRAMs or even destroy them. To remove these spikes, a 
damping resistor (low inductance, carbon) can be in- 
serted between the DP8408 driver outputs and the 


_DRAMs, as close as possible to the DP8408. The values 
of the damping resistors may differ between the dif- 


ferent control outputs; RAS’s CAS, Q’s and WE. The 


damping resistors should be determined by the first. 


prototypes (not wire-wrapped due to larger distributed 
- Capacitance and inductance). The best values for the 


damping resistors are the critical values giving a 
critically damped transition on the control outputs. | 
Typical values for the damping resistors will be between 


152 and 1000, the lower the loading the higher the value. 
(For more information, see AN-305 “Precautions to Take 
When Driving Memories. ”/ 
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DP8408 Driving any 16k or 64k DRAMs 
The DP8408 can drive any 16k or 64k DRAMs. All 16k 
DRAMs are basically the same configuration, including 


- the newer 5V-only version. Hence, in most applications, 


different manufacturers’ DRAMs are interchangeable 
(for the same supply-rail chips), and the DP8408 can 


drive all 16k DRAMs (see Figure 1a). 


There are three basic configurations for the 5V-only 64k 
DRAMs: a 128-row by 512: column array with an.on-RAM 
refresh counter, a 128-row by 512-column array with no 
on-RAM refresh counter, and a 256-row by 256- column 
array with-no on-RAM refresh counter. The DP8408 can. 
drive all three configurations, and at the same time 
allows them all to be. interchangeable (as shown in 
Figures 1b and 1c), providing maximum flexibility in the 
choice of DRAMs. Since the 8-bit on-chip refresh counter 
can be used as a 7-bit refresh counter for the 128-row 
configuration, or as an 8-bit refresh counter for the 
256-row configuration, the on-RAM refresh counter (if 
present) is never used. As long as 128 rows are 
refreshed every. 2ms (i.e. 256 rows in 4ms) all DRAM 
types are correctly refreshed. 


When the DP8408 is in a refresh mode, the RF 1/0 pin 
indicates that the on-chip refresh counter has reached 


its end-of-count. This end-of-count is selectable as 127 


or 255 to accommodate 16k or 64k DRAMs, respectively. _ 
Although the end-of-count may be chosen to be either of» 
these values, the counter is not reset and always counts 
to 255 before rolling over to zero. | | 


Read, Write, and Read-Modify-Write Cycles 


The output signal, WE, determines what type of memory 
access cycle the memory will perform. If WE is kept high 


while CAS goes low, a read cycle occurs. If WE goes low 
before CAS goes low, a write cycle occurs and data at 


_ DI (DRAM input data) is written into the DRAM as CAS 


goes low. If WE goes low later than tcwp after CAS goes 
low, first a read occurs and DO (DRAM output data) 


_ becomes valid; then data DI is written into the same 


address in the DRAM when WE goes low. In this read- 
modify-write case, DI and DO cannot be linked d together. 
The type of cycle is therefore controlled by WE, which 


follows WIN. 


Power-Up Initialize 


When Vcc is first applied to the DP8408, an initialize 


pulse clears the refresh counter, the internal control 


flip-flops, and sets the End-of-Count of the refresh. 


counter to 127 (which may be changed via Mode 7). As 
Voc increases to about 2.3 volts, it holds the output 
control signals at a level of one Schottky diode-drop 


below Vec, and the output address to TRI-STATE. As Voc 
increases above 2.3 volts, control of these outputs: is 
granted to the system. | 





DP8408 Driving any 16k or 64k Dynamic RAMs 
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FIGURE 1a. DP8408 with any 16k DRAMS 
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FIGURE 1c. DP8408 with 256 x 256 Column 64k DRAM 
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DP8408 Functional Mode 
Descriptions 


‘Note: All delay parameters stated in text refer to the DP8408. Substitute 
the respective delay numbers for the DP8408-2 or DP8408-3 when using 
. these. devices. 


Modes 0, 1 2 Exterialty Controlled Refresh 


| In this mode, the input address latches are disabled from 
_ the address outputs and the refresh counter is enabled. 
When RAS occurs, the enabled row in the DRAM is re- 
- freshed. In the Externally Controlled Refresh mode, all 
RAS outputs are enabled following RASIN, and CAS is 
inhibited. This refreshes the same row in all four banks. 
The refresh counter increments when either RASIN or 


RFSH goes low-to-high after a refresh. RF /O goes low 
when the count is 127 or 255, as set by End-of-Count 
(see Table 3), with RASIN and RFSH low. To reset the © 








counter to all zeroes, RF I/O is set low through an exter- 
nal open- -collector driver. 


During refresh, RASIN and RFSH must be skewed tran- 


‘sitioning low such that the refresh address is valid on 
the address outputs of the controller before the RAS 
outputs go low. The amount of time that RFSH should 


—— 






CASIN AND R/C 


“OUTPUTS. 
~ RAS 0 


‘REFRESH CTR REFRESH COUNT n 


|-—| tRELCT 


REI 


+ tRLEOC 


END OF COUNT 
LOW IF n=127, 255 


_ FIGURE 2. External Control Refresh Cycle (MODES 0,1,2) 


(eee eReader See 


«—______—__— tRASINL ————____> 


[TET 


go low before RASIN does depends on the capaelive a 
loading of the address and RAS lines. For the load. 
specified in the switching characteristics of this data 
sheet, 10ns is sufficient. Refer to Figure 2. | 


To perform externally controlled burst refresh, RASIN is 
toggled while RFSH is held low. The refresh counter in- 
crements with RASIN going low to high, ‘so that the 
DRAM rows are refreshed in succession by RASIN go- 
ing high to low. 





Mode 3 — Externally Controlled All-RAS Write 


This mode is useful at system initialization. The mem-: 
ory address is provided by the processor, which also 
performs the incrementing. All four RAS outputs follow 
RASIN (supplied by the processor), strobing the row ad- 

dress into the DRAMs. R/C C can now go low, while CASIN 
may be used to control CAS (as in the Externally Con- — 
trolled Access mode), so that CAS Strobes the column 
address contents into the DRAMs. At this time WE should _. 
be low, causing the data to be written into all four banks 





of DRAMs. At the end of the write cycle, the input ad- — 
dress is incremented and latched by the DP8408 for the 
‘next write cycle. | 
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Mode 4 — Externally Controlled Access 


This mode facilitates externally controlling all access- 
timing parameters associated with the DRAMs. The 
application of modes 0 and 4 are shown in Figure 3. 


Output Address Selection 


Refer to Figure 4a. With M2 (RFSH) and RIC high, the 
row address latch contents are transferred to the multi- 
plexed address bus output Q0-Q7, provided CS is set 
low. The column address latch contents are output after 
‘RIC goes low. RASIN can go low after the row address- 
es have been set up on Q0-(Q7. This selects one of the 
RAS outputs, strobing the row address on the Q outputs 
_into the desired bank of memory. After the row-address 
hold-time of the DRAMs, R/C can go low so that about 
40ns later column addresses appear on the Q outputs. 





Automatic CAS Generation 


In a normal memory access cycle CAS can be derived 





from inputs CASIN or RIC. If CASIN is high, then R/C 


“Resistors required noc 
on DRAM load. 


DRAMs MAYBE 16k, 64k 


FOR 4 BANKS, CAN DRIVE 16 DATA BITS 
+6 CHECK BITS FOR ECC. 
FOR 2 BANKS, CAN DRIVE 32 DATA BITS 
+7 CHECK BITS FOR ECC. 
FOR 1 BANK, CAN ORIVE 64 DATA BITS 
+8 CHECK BITS FOR ECC. 


INPUT CAS 


ALE ; 


DP8408 | 


INPUT RAS ‘= 
ROW/COLUMN SEL rn 
WHITE -————> 

REFRESH oe 










going low switches the address output drivers from 
rows to columns. CASIN then going low causes CAS to 
go low approximately 40 ns later, allowing CAS to occur 
at a predictable time (see Figure 4b). If CASIN is low 
when RIC goes low, CAS will be automatically gener- 
ated, following the row to column transition by about 20 
ns (see Figure 4a). Most DRAMs have a column address 
set-up time before CAS (tasc) of Ons or — 10 ns. In other 
words, a tasc greater than 0 ns is safe. This feature re- 
duces timing-skew problems, thereby improving access 
time of the system. 





Fast Memory Access 
AC parameters tpjF1, tpip2 May be used to determine the 





minimum delays required between RASIN, RIC, and 
CASIN (see Application Brief 9; “Fastest DRAM Access 
Mode’’. 
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FIGURE 3. Typical Application of DP8408 Using Externally Controlled Access and Refresh in Modes 0 and 4 
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FIGURE 4b. Write Cycle Timing (Mode 4) 
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Mode 5 — Automatic Access 


The Auto Access mode has two advantages over the 
Externally Controlled Access mode, due to the fact that 
all outputs except WE are initiated from RASIN. First, 
inputs R/C and CASIN are unnecessary. Secondly, 
because the output control signals are derived internally 
from one input signal (RASIN), timing-skew problems are 
reduced, thereby reducing memory access time substan- 
tially or allowing use of slower DRAMs. The automatic 
access features of Mode 5 (and Mode 6) of the DP8408 
make DRAM accessing appear essentially ‘‘static”’. 





Automatic Access Control 


The major disadvantage of DRAMs compared to static 
RAMs is the complex timing involved. First, a RAS must 
occur with the row address previously set up on the 
multiplexed address bus. After the row address has been 


held for tray, (the Row-Address hold-time of the DRAM), 
the column address is set up and then CAS occurs. This 
is all performed automatically by the DP8408 in this 
mode. . 


Provided the input address is valid as ADS goes low, 
RASIN can go low any time after ADS. This is because 
the selected RAS occurs typically 27ns later, by which 
time the row address is already valid on the address 
output of the DP8408. The Address Set-Up time (tasp), is 
Ons on most DRAMs. The DP8408 in this mode (with ADS 
and RASIN edges simultaneously applied) produces a 
minimum tase of Ons. This is true provided the input ad- 


_ dress was valid tasa before ADS went low (see Figure 5a). 


Next, the row address is disabled after taay (30ns mini- 
mum); in most DRAMS, tray Minimum is less than 30ns. 


The column address is then set up and tagc later, CAS 


<— taps —>|+_—___ trie, ———_-——> 
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FIGURE Sa. Modes 5, 6 Timing (CASIN High in Mode 6 
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occurs. The only other contro! | input required is WIN. 


When a write cycle is required, WIN must go low at least | 


30ns before CAS i is output low. 


This gives a total typical delay from: input address valid 





to RASIN (15 ns); to RAS: (27ns ns); to rows held (50ns); to 


columns valid id (25ns); to CAS (23ns)=140ns (that is, 


~ 125ns from RASIN). All of these typical figures are for 


heavy capacitive loading, of approximately 88 DRAMs. 


This mode is therefore extremely fast. The external timing 


is greatly simplified for the memory system designer: 





the only system signal required is RASIN. 


Mode 6 — Fast Automatic Access 


The Fast Access mode is similar to Mode 5, but has a_ 
faster tray Of 20ns, minimum. It therefore can only be 


| : used with fast 16k or 64k DRAMs (which have a than of 


10ns to 15ns)in applications requiring fast access times; . 
RASIN to CAS is typically 105ns. 


In this mode, the R/C pin is not used, but CASIN is used 


to allow. an extended CAS after RAS has already 


terminated. Refer to Figure 5b. This is desirable with 
fast cycle-times where RAS has to be terminated as. 


soon as possible before the next RAS begins (to meet : 


the precharge time, or tap, requirements of the DRAM). 





_._ CAS may then be held low by CASIN to extend the data 
- output valid time from the DRAM to allow the system to 
read the data. CASIN N subsequently going high ends 


CAS. If this extended CAS is not pedultee CASIN should 


be set high in Mode 6. 
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_ FIGURE 5b. Mode 6 Timing, Extended CAS 


Mode 7 — Set End-of-Count 


The End-of-Count can be externally selected in Mode 7, 
using ADS to strobe in the respective value of B1 and BO 
(see Table 3). With B1 and BO the same EOC is 127; with 
B1=0 and BO=1, EOC is 255; and with B1=1 and 
BO =0, EOC is 127. This selected value of EOC will be 
~ used until the next Mode 7 selection. At power-up the 
EOC is automatically set to 127 (B1 and BO set to 11). 


Table 3. Mode 7 


Bank Select 
(Strobed by ADS) 






End of Count 


Selected 








FIGURE 6. Change in Propagation Delay vs. Loading epee 
Relative to a 500pF Load 
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Absolute Maximum Ratings: (Note 1) 


Supply Voltage, Vek -7.0V 
Storage Temperature Range ~65°C to +150°C 
Input Voltage 5.5V 
Output Current 150mA 
Lead. Temperature (Soldering, 10 veckends) 300°C 


*Derate cavity package 23.6mW/°C above 25°C; derate molded 
package 22.7MWI°C above 25°C. 


- Maximum Power Dissipation* at 25°C | 
Cavity Package © 
Molded Package. 


Operating Conditions. 


| ke Supply Voltage 
TA Ambient Temperature 


3542mW 


2833mW . 
Min | Max Units 
— 475 5.25 V 
0 +70 


°C 


| Electrical Characteristics ens 5.0V 5%, 0°C < Ta < 70°C unless sieiwise noted (Notes 2, 6) 












*Except RF I/O Output. 












Vc | Input Clamp Voltage | | Voo=Min. lc=-t2mA || 08 | 12 | Ve 
tiga. Input High Current for ADS, R/C only uA | 
2 | Input High Current for All Other Inputs* a uA 
| dial Output Load Current for RF vO a ee mA 
vi “Apu Low Threshold ane Ao oe 
Vou2 | Output High Voltage for RF I/O AP Arie | 2.4 ea V 
lop Output Low Drive Current* ae or ee mA 
loz aes outputs eee : roa eee isi HA 
lee: Supply Current Voc = Max. ct 210 | 285 mA 


Switching Characteristics: DP8408) DP8408-3 Voc = 5.0V + 5%, 0°C < Ty < 70°C unless other- 
wise noted (Notes 2, 4, 5). The output load capacitance is typical for 4 banks of 22 DRAMs each or 88 DRAMs includ- 
ing trace capacitance. These values are: QO-Q7, C, = 500pF; RASO-RASS3, C, = 150 pF; WE, C, = 500pF; CAS, 

C_ =600pF, unless otherwise noted. See Figure 7 for test load. Switches St and S2 are closed unless otherwise noted, 
and R1 and R2 are 4.7kQ unless otherwise noted. Maximum propagation delays are specified with all outputs ewitching: 
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a Symbol | | Access Parameter seenelons Spe rester sel Units 
i teicn | RASIN ae S Output Delay er : Figures 5a . : Erato et al ale 
| trick | RASIN to CAS Output Delay (Mode 6) 6a, 5b 63 ns 
| taco. | RAS to CAS Output Delay (Mode 5) Sethe ns” 
| taco. | RAS to CAS Output Delay (Mode 6) _ 3 : } | 78] 105] =| 78] 120 | ns 
| tacoH | RAS to CAS Output Delay (Mode 5) = |_—“ Figure 5a | | 27} 40] | 27] 40] ns 
trcon_| RAS to CAS Output Delay (Mode 6) : Figure ba || 40] 65] | 40} 65} ns 
] taaH Row Address Hold Time (Mode 5) - +p — eS ns 
Row Aacress Hola Time (ode 6) | Figures 6a s>——| 0) || 0} | | ms 

| tasc | Column Address Setup Time (Mode 5). ee at ns 
ce Column Address Setup Time (Mode 6) Figures 5a, 5b ; 6| . | oe ns 

| troy | iene Column Address Valid Figure Sa g0| 140 | ns 








Switching Characteristics (Cont'd) 
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Symbol | Access Parameter 


_ 
“< 
uo] 


trcv | RASIN to Column Address Valid (Mode 6) 
treo. RASIN to RAS Delay 
trepH | RASIN to RAS Delay 


= 
© 
Oo 
— 
NO 
oO 


Figures 5a, 5b | Ed 
Figures 4a, 4b, 5a, 5b | 20, 
Figures 4a, 4b, 5a, 5b - 
Figures 4a, 4b, 5a,5b | 
Figures 4a, 4b, 5a, 5b as 
Figures 4a, 4b | ae 
Figures 4a, 4b <= 
Figures 4a, 4b, 5a, 5 
Figures 4a, 4b, 5a, 5 
Figures 4a, 4b, 5a, 5b 
Figure 4b 


tappo. Address Input to Output Low Delay 

tAPDH Address Input to Output High Delay | 
tsppL Address Strobe to Address Output Low 
tsppH Address Strobe to Address Output High 
tasa Address Setup Time to ADS 

taHa. Address Hold Time from ADS | 
taps Address Strobe Pulse Width — : 


> NM} MLM, MIN 
| or; Or; GIN] ao 
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ao, ay;y a; a 
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Ni NX 


tweoL 
tweoy | WIN to WE Output Delay 


tors CASIN Setup Time to RASIN High (Mode 6) 
tcpp. | CASIN to CAS Delay (R/C low in Mode 4) 
tcppy _| CASIN to CAS Delay 

trcc Column Select to Column Address Valid 


Figure 4b 


Figure 5b — 
Figure 4b 


Figure 4b 
Figure 4a 
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trcrn __| Row Select to Row Address Valid | Figures 4a, 4b 
trHa Row Address Held from Column Select —s | Figure 4a | 


tccas _| R/C Low to CAS Low (Mode 4 Auto CAS) 


Figure 7a 


toir1 Maximum (teppt — trHa) | | See Mode 4 
description 


See Mode 4 
description 


toiF2 Maximum (tacc—tcppi) . 


: — 
~ | © Oj: 
So oO; ao © 


Refresh Parameter 


treo Refresh Cycle Period Figure 2 
tRASINL,H| Pulse Width of RASIN during Refresh 
traeppL | RASIN to RAS Delay during Refresh 
tarpoy | RASIN to RAS Delay during Refresh 
trrict | RFSH Low to Counter Address Valid 
trrHrv | RFSH High to Row Address Valid | 
—trounc | RAS High to New Count Valid | 
tricoc | RASIN Low to End-of-Count Low 
trHeoc | RASIN High to.End-of-Count High 
trast | Counter Reset Pulse Width 
‘tcr. | RF 1/O Low to Counter Outputs All Low 
TRI-STATE Parameter 


— | P _ | Figure 8 | | 
tzH CS Low to Address Output High from Hi-Z R1=3.5k, R2=1.5k 


CS High to Address Output Hi-Z from High 


Figure 2 
_ |Figure 2 
Figure 2 
CS =X, Figure 2 
Figure2 — 

Figure 2 

C, = 50pF, Figure 2 
C, = 50pF, Figure 2 
Figure2 
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NS wi Qa Oo 
co) oO;] on oO 


Figure2 — 


[ee] 
oO 


: w > 








—tHz 


NO ee) GQ) pb] & 


_ -& | @ = on 


R2= 1k, S1 open 


, nc. ; : - Figure 8 
tzi CS Low to Address Output Low from Hi-Z 1R1=3.5k, R2=1.5k 


—_—h 
2 on 
ra nn 


No 

als 
tb 
© 


" 
‘|C, =15pF, | 
25 | 50 25] 50 


tiz . |CS High to Address Output Hi-Z from Low | Figure 8, 
o> e i R1=1k, S2 open 
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Switching Characteristics (con's) 












Conditions. 











Symbol } 






































_ TRESTATE Parameter : 

: | CS Low to Control Output High from | - Figure 8 a 
nee . |HEZ High 3 R2 = 7502, S1 open 
fae * CS High to Control Output Hi-Z High : anes 
| {OTD Pg al R2= 7502, S1 open 
ice | CS Low to Control Output Low from — Figure 8 | 
HZL Hi-Z High the nes $1, S2 open 

aes Pr eee Be east AS neta aoadt C, = 15pF, 

ee CS High to Control Output Hi-Z High Figure 8, 


from Low -R2= 7509, $1 open 


Switching Characteristics: DP8408-2 \v,, =5.0v+5%, 0°C < Ty < 70°C unless otherwise noted | 
(Notes 2, 4, 5, 7). The output load capacitance is typical for 4 banks of 22 DRAMs each or 88 DRAMs including trace | 
capacitance. These values are: QO0-Q7, C, = 500pF; RASO-RAS3, C, = 150 pF; WE, C, = 500pF; CAS, C, = 600pF, unless. 

- otherwise noted. See Figure 7 for test load. Switches S1 and S2 are closed unless otherwise noted, and R1 and R2 are © 
4.7kQ unless otherwise noted. Maximum propagation delays are specified with all outputs switching. | 





incr [RESIN GAS Output Day Woes) Fiwets | 75 [voor] | | | ne 
[ince [RAGIN to CRS Output Delay Mode [Figures 58,8 | es | of vs| | || ne 
inex [RAGIN to CAS Output Delay Mode 9 |Figwe Sa _———~| «0 | «| 60} | || ms 
inch [RABIN to CAS Output Delay Mode 6) |Fwes 8, | 50 | 69 00] | | | ns. 
ings [RAS to GAS Output Delay Modes) [Flwese |_| 75/00 | | | ns 
ingot [RAS to CAS Output Delay ode 6) ——(Figwes 6a, 5> | | es es] | | | ms 
‘acon |RASt0 CAS Outout Delay Woge 8) __—(Fguesa_————~| + a7 | | | | ne 
“tncon FAS to GAS Output Delay Wade 6” _——Figuresa——~| —+| «0| | | | | ms 
[econ ERSWto GRS Output Delay ode 6) __[Figwes» | «0 | «| 70} | | | ns 
“tran [Row Address Hold Time (Mode 5) (Note 7) |Figure5a = sss] 20 |) || T ln 
ian [Row Adress Hold Time Mode 6) (Note) [Figures 5a.8 | | | || | | ne 
inc [Column Address Setup Te ode 6) [Figures 5s, | 3| |_| | | [ne 
lacy [ASIN to Column Adcress Vali Mode 8) Figure S| | 60 | 05] | |_| re 
inv | RAV 0 Column Adres Vaid Moge 6) [Figures 63,5 | | 70] | | | ne 
sa mart || [ns 
“Teron |RASIN to FAS Delay ——=SSS—*uen a, a 5,60 | v5 | 25 2] | | | ne 
“rox [Aderess Input to Output Low Delay [Figures 4a, a, 58.56] | a5] «| | | | re 
ion [Adeess Input to Outut High Delay [Figures 4, , 8,50 | | a5| «0 | | | 
iro. [Adress Stobe to Aderess Output Low [Figwes t=, «> | | 40| eo| | || ms 
iron” | Adress Strobe to Adress Output High [Figures >| | «| 60] | | | re 
tasa [AES Setup Time toADS___—_—~iigure 4, wf | Bl | || || ve 
tua [Aderess Hold Time from ADS_—‘(gwes 4s b,5a,50 | 15] | | | || 
tsas [Adress Strobe Pulse With ‘Figures aaa, 50,50 | 30| | | | || ne 
iwron [WIN 0 WE Output Oey ‘(igure a> | x5 | ao| oo) | | | me 
ions [ASIN Setup Time to RASIN High (ode 6 [Figwe > | os} | ||| | 
ior [CASI to CAS Deay(RICTow in Mode «) [Figure a> —+| sa] | ee] | | | ne 
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Switching Characteristics (cont'd) 


Symbol 


tcPDH 
trcc 
tror 
tRHA 
tccas 
toiF1 


| tpir2 


tro 
TRASINL.H 
tREPDL 
tRFPDH 
trRFLCT 
tRFHRV 
tROHNG 
tRLEOC 
tRHEOC 
trst 
teTL 


Access Parameter 


CASIN to CAS Delay (R/C low in Mode 4) 
Column Select to Column Address Valid 
Row Select to Row Address Valid 

Row Address Held from Column Select 
R/C Low to CAS Low (Mode 4 Auto CAS) 


Maximum (tappi — trHa) | 


Maximum (tracc — tcppt) 


Refresh Parameter | 

Refresh Cycle Period : 
Pulse Width of RASIN during Refresh 
RASIN to RAS Delay during Refresh 
RASIN to RAS Delay during Refresh 
RFSH Low to Counter Address Valid 
RFSH High to Row Address Valid — 
RAS High to New Count Valid 
RASIN Low to End-of-Count Low 
RASIN High to End-of-Count High 
Counter Reset Pulse Width | 
RF !/O Low to Counter Outputs All Low 

TRI-STATE Parameter 


Conditions 


Figure 4b 

Figure 4a 

Figures 4a, 4b 
Figure 4a 
Figure 7a 

See Mode 4 
description 


See Mode 4 
description 


Figure 2 
Figure 2 
Figure 2 
Figure 2 
CS =X, Figure 2 
Figure 2 


Figure 2 

C_=50pF, Figure 2 
C, = 50pF, Figure 2 
Figure 2. 


Figure 2 | 


law dit : Figures 9, 12 
tzu CS Low to Address Output High from Hi-Z R1=3.5k, R2=1.5k 


tuz 





GS High to Address Output Hi-Z from High 


i GS Low to Address Output Low from Hi-Z 


| tiz 

~ tHzH 
tuHz 
tuze 


tLyz 













CS High to Address Output Hi-Z from Low 


CS Low to Control Output High from 
Hi-Z High 


CS High to Control Output Hi-Z High 
from High 


CS Low to Control Output Low from 
Hi-Z High | 


CS High to Control Output Hi-Z High 
from Low ’ 








C_=15pF, 

Figures 9, 12 

R2 = 1k, S1 open 
Figures 9, 12 
R1=3.5k, R2 = 1.5k 
Cc. = 15pF, 
Figures 9, 12 

Ri =1k, S2 open 


Figures 9,12 . 
R2 = 7502, Si open 


C, =15pF, 
Figures 9, 12 
R2 = 7502, S1 open 









Figure 12, 
$1, S2 open - 


C. =15pF, 
Figure 12, 
R2 = 7502, S1 open 
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_Input Capachanse:: Ta = 25°C (Notes 2, 6) 







| | Parameter 
Input Capacitance ADS, = 
Input Capacitance All Other Inputs | 





Note 1: “Absolute Maximum Ratings” are the values beyond which the safety of the device cannot be guaranteed. They are not meant 


to imply that the device should be operated at these limits. The table of ‘Electrical Characteristics” provides conditions for actual 
_ device operation. 


Note-2:, Ail typical values are for ae 25°C and Voc = 5.0V. 


| _ Note 3: This test is provided as a monitor of Driver output source and sink current capability. Gatition should be exercised in tasting. : 


this parameter. In testing these parameters, a 15Q resistor should be placed in series with each output under test. One output should | 
be tested at a time and test time should not exceed 1 second. 


Note 4: Input pulse OV to 3.0V, ta=tp=2.5ns, f=2.5MHz, tpw= 200ns. Input reference point on AC measurements is 1. BV. Output 
reference points are 2.7V for High and 0.8V for Low. 


Note 5: The load capacitance on RF I/O should not exceed 50pF.. 
_ Note 6: Applies to all DP8408 versions unless otherwise specified. | 
Note 7: The DP8408-2 device can only be used with memory devices that meet the tray Specification indicated. 






Ri 





OUTPUT Rp 
UNDER 


TEST POINT 
TEST 


FIGURE 7. Output Load Circuit 
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OV 





FIGURE 8. Waveform 
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Applications 


lf external control is preferred, the DP8408 may be used 
in Modes 0 or 4, as in Figure 3. . 


If basic auto access and refresh are required, then in 
cases where the user requires the minimum of external 
complexity, Modes 0 and 5 are ideal, as shown in Figure 
9a. The DP843X2 is used to provide proper arbitration be- 
tween memory access and refresh. This chip supplies all 
the necessary control signals to the processor as well as 


the DP8408. Furthermore, two separate CAS outputs are 
also included for systems using byte-writing. The refresh 
clock RFCK may be divided down from either RGCK using 
an IC counter such as the DM74LS393 or better still, the 
DP84300 Programmable Refresh Timer. The DP84300 can 
provide RFCK periods ranging from 15.4us to 15.6 us based 
on the input clock of 2 to 10 MHz. Figure 9b shows the gen- 
eral timing diagram for interfacing the DP8408 to different. 
microprocessors using the interface controller DP843X2. 


16-BIT MICROPROCESSOR DATA BUS 


















R/W 
UPPER BYTE 
LOWER BYTE 


PROCESSORS 





CAS U SELECT UPPER BYTE 


NECESSARY (IF INSTRUCTIONS INCLUDE ERS SEE LOWEN BYTE 
BYTE-WRITING, OTHERWISE USE CAS DIRECTLY 
FROM THE DP8408 TO THE RAMS. 


RASIN 


DP8408 


RF I/O M2 M1 MO 


NECESSARY IF MORE THAN ONE BANK 





DOM 


Ne cae 
J A 
| 748244 ey 





FIGURE 9a. Connecting the DP8408 Between the 16-Bit Microprocessor 


and Memory 
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DP8408 OUTPUTS 


RAS OUTPUTS 





CAS 


FORCED 
REFRESH 


|— 


|_—memony CYCLE >| MEMORY CYCLE ——+| 


OP84300 MINIMIZES LOW TIME TO 
20 CLOCKS MAXIMIZING CHANCE OF 
HIDDEN REFRESH 





wai | | | ee | | | | 


*T 1S MICROPROCESSOR'S CLOCK PERIOD 


FIGURE 9b. DP8408 Auto Refresh 
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Physical Dimensions (inches, millimeters) 
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-DP8409 Multi-Mode Dynamic RAM Controller/Driver 


General Description 


Dynamic memory system designs, which formerly re- 
quired several support chips to drive the memory array, 
_ can now be implemented with a single IC. . .the DP8409 
“Multi-Mode Dynamic RAM Controller/Driver. The DP8409 
is capable of driving all 16k and 64k Dynamic RAMs 


(DRAMsS) as well as 256k DRAMs. Since the DP8409 is a | 


one-chip solution (including capacitive-load drivers), it 
minimizes propagation delay skews, the major perform- 
ance disadvantage of multiple-chip memory drive and 
control. | 


The DP8409’s 8 modes of operation offer a wide selection 
of DRAM control capabilities. Memory access may be 
controlled externally or on-chip automatically; an on- 
chip refresh counter makes refreshing (either externally 
or automatically controlled) less complicated; and auto- 
matic memory initialization is both simple and fast. 


The DP8409 is a 48-pin DRAM Controller/Driver with 9 
multiplexed address outputs and 6 control signals. It 
consists of two 9-bit address latches, a 9-bit refresh 
counter, and control logic. Ail output drivers are capable 
of driving 500pF loads with propagation delays of 25ns. 
The DP8409 timing parameters are specified driving the 


typical load capacitance of 88 DRAMs, including trace . 


| Capacitance. 


The DP8409 has 3 mode-control pins: M2, M1, and MO, 


where M2 is in general REFRESH. These 3 pins select 8 
modes of operation. Inputs B1 and BO in the memory 
access modes (M2=1), are select inputs which select 
one of four RAS outputs. During normal access, the 9 
address outputs can be selected from the Row Address 
Latch or the Column Address Latch. During refresh, the 
9-bit on-chip refresh counter is enabled onto the address 
bus and in this mode all RAS outputs are selected, while 
CAS is inhibited. 


The DP8409 can drive up to 4 banks of DRAMs, with 
each bank comprised of 16k’s, 64k’s, or 256k’s. Control 


signal outputs RAS, CAS, and WE are provided with the 


same drive capability. Each RAS output drives one bank 
of DRAMs so that the four RAS outputs are used to select 
the banks, while CAS, WE, and the multiplexed addresses 
can be connected to all of the banks of DRAMs. This 
leaves the non-selected banks in the standby mode (less 
| than one tenth of the operating power) with the data out- 

puts in TRI-STATE®. Only the bank with its associated 
RAS low will be written to or read from. 





Operational Features 


@ All DRAM drive functions on one chip — minimizes 
skew on outputs, maximizes AC performance 

@ On-chip capacitive-load drives specified to drive up 

to 88 DRAMs) 

Drives directly all 16k, 64k, and 256k DRAMs 

Capable of addressing 64k, 256k, or 1M words 

Propagation delays of 25ns typical at 500pF load 

CAS goes low automatically after column addresses 

are valid if desired | 

@ Auto Access mode provides RAS, row to column 
select, then CAS automatically and fast 

= WE follows WIN unconditionally—offering READ, 
WRITE or READ-MODIFY-WRITE cycles 

@ On-chip 9-bit refresh counter with selectable End-of- 
Count (127, 255, or 511) 


@ End-of-Count indicated by RF I/O pin going low at 


127, 255, or 511 
™ Low input on RF I/O resets 9-bit refresh counter 
® CAS inhibited during refresh cycle 


‘™ Fail-through latches on address inputs controlled by 


ADS 

@ TRI-STATE outputs allow multi-controller addressing 
of memory | 

@ Control output signals go high-impedance logic ‘1” 
when disabled for memory sharing 

@ Power-up: counter reset, controi signals high, address 
outputs TRI-STATE, and End-of-Count set to 127 


Mode Features 


@ 8 modes of operation: 3 access, 3 refresh, and 2 set-up 


-@ 2 externally controlled modes: 1 access and 1 refresh 


(Modes 0, 4) 

® 2 auto-access modes RAS > R/C > CAS automatic, 
with tray = 20 or 30ns minimum (Modes 5, 6) 

™ Auto-access mode allows Hidden Refreshing (Mode 5) 

™ Forced Refresh requested on RF //O if no Hidden 

~ Refresh (Mode 5) 

® Forced Refresh performed after system acknowledge 
of request (Mode 1) 

® Automatic Burst Refresh mode stops at End-of-Count 
of 127, 255, or 511 (Mode 2) 

™ 2 All-RAS Access modes externally or automatically 
controlled for memory initialization (Modes 3a, 3b) 

™ Automatic All-RAS mode with external 8-bit counter 
frees system for other set-up routines (Mode 3a) 


@ End-of-Count value of Refresh Counter set aa Bi and 





BO (Mode 7) 
SYSTEM aia 
CONTROL CONTROL 
DP840g : 
DYNAMIC RAM 
ersiey CONTROLLER/ | 0COPF DRIVE | MEMORY 
20 DRIVER | 
16k, 64k, OR - 
SYSTEM a 256k DYNAMIC 
ADDRESS aopress BANKS 
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ey | ROW ADDRESS | 
RO-5 ma! INPUT LATCH 





ADS 


ae COLUMN ADDR. 
C0-8 INPUT LATCH 


9-BIT 
REFRESH 
COUNTER 





BANK i 
INPUT LATCH 





R/C (RFCK) ———>|_ 
CASIN (RGCK) —————->-} 


WN. 


RF I/O © M2(RFSH) 









CONTROL LOGIC 


M1 


HIGH CAPACITIVE DRIVE — 
CAPABILITY OUTPUTS 
WHEN ENABLED 


Pp 00-8 ; 


_ *INDICATES THAT THERE 
IS A 3kQ PULL-UP 
RESISTOR ON THESE 
QUTPUTS WHEN THEY 
ARE DISABLED 


OUTPUT 
‘Y ENABLE 


_ DP8409 Functional Block Diagram 


Pin Definitions 


Voc, GND, GND — Vec = 5V+5%. The three supply pins 
have been assigned to the center of the package to 
reduce voltage drops, both DC and AC. There are also 


two ground pins to reduce the low level noise. The 


second ground pin is located two pins from Vcc, so that 
decoupling capacitors can be inserted directly next to 


' these pins. It is important to adequately decouple this 


_ device, due to the high switching currents that will 
occur when all 9 address bits change in the same 


_ direction simultaneously. A recommended solution 
| would be a 1yF multilayer ceramic capacitor in parallel 


with a low-voltage tantalum capacitor, both connected 


as close as possible to pins 36 and 38 to reduce lead in- — 
| ductance. See Figure below. | 


. — *MULTILAYER : 


“TANTALUM 


| _ CERAMIC : 
GND (PINS 38, 13) ne Lae | 7 


*Capacitor values should be. chosen depending on the particular — 
application. . 


RO- R8: Row Address inputs. 
| co-cs: Column Address Inputs. 


Qo- as: Multiplexed Address Outputs — Selected from 
the Row Address Input Latch, the Column Address Input 
Latch, or the Refresh Counter.* 
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RASIN: Row Address Strobe aes — Enables selected 
RAS, output when M2 (RFSH) is high, or all RAS, outputs 





when RFSH is low. 


RIC (RFCK) — In Auto- Refresh Mode this pin is the ex: 
ternal Refresh Clock Input: one refresh cycle has to be 


performed each clock period. In all other modes it is 


- Row/Column Select Input: selects either the row or col- 


umn address input latch onto the output bus. 


CASIN (RGCK) — In Auto-Refresh Mode, Auto Burst 

Mode, and All-RAS Auto-Write Mode, this pin is the RAS 
Generator Clock input. In all other modes it is CASIN 
(Column Address Strobe Input), which inhibits CAS out- 
put when high in Modes 4 and 3b. In Mode 6 it can be | 
used to prolong CAS output. 


ADS: Address (Latch) Strobe Input — Row Address, Col- 
umn Address, and Bank Select Latches are fall-through 
with ADS high; Latches on high-to-low transition. 





CS: Chip Select Input — TRI-STATE’s the Address Out- 


puts and puts the control signal into a high-impedance 
logic “1” state when high (unless refreshing in one of 
the Refresh Modes). Enables all outputs when low. 


MO, M1, M2: Mode Control Inputs — These 3 control pins. 
determine the 8 major modes of operation of the prema 
as depicted in Table 1. 


Table 1. DP8409 Mode Select Options 


Mode Larr mode of Oneiaden 





Conditions 


= 


ee Oe ST 
ort ces, So tn Hon sk 
[0 [ Auto Access, Fast tna 
cs es sc 


CELE 


NO] oy] > 
—_— 


ook 


RF t/O — The I/O pin functions as a Reset Counter Input 
when set low from an external open-collector gate, or as 
a flag output. The flag goes active-low in Modes 0 and 2 
when the End-of-Count output is at 127, 255, or 511 (see 
Table 3). in Auto-Refresh Mode it is the Refresh uecuest 
output. 


WIN: Write Enable Input. 


WE: Write Enable Output — Buffered output from WIN. * 


CAS: Column Address Strobe Output — In Modes 3a, 5, 
and 6, CAS transitions low following valid column ad- 
dress. In Modes 3b and 4, it goes low after RIC goes low, 





or follows CASIN going low if RIC is ayeauy low. CAS is 


_ high during refresh.* 


RAS 0-3: Row Address Strobe Outputs — Selects a 
memory bank decoded from B1 and BO (see Table 2), if 
RFSH is high. If RFSH is low, all banks are selected. * 


BO, B1: Bank Select Inputs — Strobed by ADS. Decoded 
to enable one of the RAS outputs when RASIN goes low. 
Also used to define End-of-Count in Mode 7 (Table 3). 








R/C(RFCK) 
CASIN (RGCK) 





C2 DP8409 





Pin Configuration 
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Active RAS defined by Table 2 
Active RAS defined by Table 2 
Active RAS defined by Table 2 
See Table 3 for Mode 7 


Conditions for all Modes 


Input Addressing 


The address block consists of a row-address latch, a 
column-address latch, and a resettable refresh counter. 
The address latches are fall-through when ADS is high 
and latch when ADS goes low. If the address bus con- 
tains valid addresses until after the valid address time, 
ADS can be permanently high. Otherwise ADS must go 
low while the addresses are still valid. 


In normal memory access operation, RASIN and R/C are 
initially high. When the address inputs are enabled into 
the address latches, the row addresses appear onthe Q © 
outputs. The address strobe also inputs the bank-select 
address, (BO and B1). If CS is low, all outputs are en- 
abled. When CS is transitioned high, the address out- 
puts go TRI-STATE and the control outputs first go high 
through a low impedance, and then are held by an on- 
chip high impedance. This allows output paralleling 
with other DP8409s for multi-addressing. All outputs go 
active about 50ns after the chip is selected again. If CS | 
is high, and a refresh cycle begins, all the outputs 
become active until the end of the refresh cycle. 


Drive Capability 


The DP8409 has timing parameters that are specified 
with up to 600 pF loads. In a typical memory system this 
is equivalent to about 88, 5V-only DRAMs, with trace 
lengths kept to a minimum. Therefore, the chip can drive 
four banks each of 16 or 22 bits, or two banks of 32 or 39 
bits, or one bank of 64 or 72 bits. 


Less Joading will slightly reduce the timing parameters, » 


and more loading will increase the timing parameters, 
according to the graph of Figure 10. The AC performance 
parameters are specified with the typical load capaci- 
tance of 88 DRAMs. This graph can be used to extrapo- 
late the variations expected with other loading. 


Because of distributed trace capacitance and induc- 
tance and DRAM input capacitance, current spikes can 
be created, causing overshoots and undershoots at the 
DRAM inputs that can change the contents of the 
DRAMSs or even destroy them. To remove these spikes, a 
damping resistor (low inductance, carbon) can be in- 
serted between the DP8409 driver outputs and the 
DRAMs, as close as possible to the DP8409. The values 


ets the damping resistors rs_may differ between the dif. 
ferent control outputs; RAS’s, CAS, Q’s, and WE. The 
damping resistors should be determined by the first 
prototypes. (not wire-wrapped due to the larger 
distributed capacitance and inductance). The best 
values for the damping resistors are the critical values 


giving a critically damped transition on the control out- 
puts. Typical values for the damping resistors will be. 


between 150 and 1000, the lower the loading the higher 
the value. (For more information, see AN-305 “Precau- 
tions to Take wien Driving Memories. 7 


DP8409 Driving any 16k or 64k DRAMs 


The DP8409 can drive any 16k or 64k DRAMs. All 16k. 
‘DRAMS are basically the same configuration, including. 


the newer 5V-only version. Hence, in most applications, 


different manufacturers’ DRAMs are interchangeable 


“(for the same supply-rail chips), and the DP8409 can 


drive all 16k DRAMs (see Figure ta)... 


‘There are three basic configurations. for the 5V- -only 64k. 


DRAMs: a 128-row by 512-column array with an on-RAM 
refresh counter, a 128-row by 512-column array with no _ 
on-RAM refresh counter, and a-256-row by 256-column 

array with no on-RAM refresh counter. The DP8409 can 
drive all three configurations, and at the same time 
allows them all to be interchangeable (as shown in 
Figures 1b and 1c), providing maximum flexibility in the 


-. choice of DRAMs. Since the 9-bit on-chip refresh counter - 


can be used as a 7-bit refresh counter for the 128-row 
configuration, or as an 8-bit refresh counter for the 
256-row configuration, the on-RAM refresh counter (if 
present) is never used. As long as 128 rows are 


refreshed every 2ms (i.e. 256 rows in 4ms) all DRAM 
| types are correctly reeshied:. | 


DP8409 Interface Between spate & DRAM Banks 


ADDRESS 
DRIVERS — 
— BUS 





., REFRESH 


128 ROWS __. 
IN2MS > | P COUNTER 


pps409 


“COL. DECODE |e 


+12V or +5V 16K DYNAMIC RAMS — 


FIGURE 1a. DP8409 with any 16k DRAMS 


RAS LATCHES 7 ROW+1 COLUMN ADDRESS 


ADDRESS 
DRIVERS 


128 ROWS uy 
IN 2MS 


— DP8409 | 


CAS LATCHES 8 COLUMN ADDRESSES 





COL DECODE 


912 


64K ARRAY 


IF, ON-CHIP REFRESH COUNTER, NOT USED 
+5V 64K DYNAMIC RAMS | 


ONLY LS 7 BITS OF REFRESH COUNTER USED FOR THE 7 ROW ADDRESSES. 


MSB NOT USED BUT CAN TOGGLE 


FIGURE 1b. DP8409 with 128 Row x 512 Column 64k DRAM 


ADDRESS 
DRIVERS 
128 ROWS 
IN 2MS , , REFRESH 
(OR 256 ROWS COUNTER 
IN 4M8) 


~ DP8409 
ALL 8 BITS OF REFRESH COUNTER USED 


Bene 1c. DP8409 with 256 x 256 Column 64k DRAM 
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+5V 64K — 
DYNAMIC 
RAMS 
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When the DP8409 is in a refresh mode, the RF I/O pin 
indicates that the on-chip refresh counter has reached 
its end-of-count. This end-of-count is selectable as 127, 
255 or 512 to accommodate 16k, 64k, or 256k DRAMs. 
Although the end-of-count may be chosen to be any of 
these, the counter aaye counts to 511 before rolling 
over to zero. 


Read, Write, and Read-Modify-Write Cycles 


The output signal, WE, determines what type of memory 
access cycle the memory will perform. If WE is kept high 
while CAS goes low, a read cycle occurs. If WE goes low 
before CAS goes low, a write cycle occurs and data at 
DI (DRAM input data) is written into the DRAM as CAS 
goes low. If WE goes low later than tcwp after CAS goes 
low, first a read occurs and DO (DRAM output data) 
becomes valid; then data Di! is written into the same 
address in the DRAM when WE goes low. In this read- 
modify-write case, DI and DO cannot be linked together. 
The type of cycle is therefore controlled by WE, which 
follows WIN. 


Power-Up Initialize 
When Vec is first applied to the DP8409, an initialize 


pulse clears the refresh counter, the internal control 


flip-flops, and sets the End-of-Count of the refresh 


counter to 127 (which may be changed via Mode 7). As 


Vcc increases to about 2.3 volts, it holds the output 
control signals at a level of one Schottky diode-drop 
below Vcc, and the output address to TRI-STATE. As Voc 
increases above 2.3 volts, control of these outputs is 
granted to the system. 
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Dp8409 Functional Mode 
Descriptions 


Note: All delay parameters stated in text refer to the DP8409. Substitute 
the respective delay numbers for the DP8409-2 or DP8&409-3 when using 
these devices. 


Mode 0 — Externally Controlled Refresh 


Figure 2 is the Externally Controlled Refresh Timing. In 
this mode, the input address latches are disabled fromthe 
address outputs and the refresh counter is enabled. 
When RAS occurs, the enabled row in the DRAM is re- 


_ freshed. In the Externally Controlled Refresh mode, all 





RAS outputs are enabled following RASIN, and CAS is 
inhibited. This refreshes the same row in all four banks. 
The refresh counter increments when either RASIN or 
RFSH goes low-to-high after a refresh. RF I/O goes low 
when the count is 127, 255, or 511, as set by End-of- 
Count (see Table 3), with RASIN and RFSH low. To reset 
the counter to all zeroes, RF I/O is set low through an ex- 
ternal open-collector driver. | 


During refresh, RASIN and RFSH must be skewed tran- 
sitioning low such that the refresh address is valid on 
the address outputs of the controller before the RAS 
Outputs go low. The amount of time that RFSH should 
go low before RASIN does depends on the capacitive 
loading of the address and RAS lines. For the load 
specified in the switching characteristics of this data 
sheet, 10ns is sufficient. Refer to Figure 2. 














To perform externally controlled burst refresh, RASIN is 
toggled while RFSH is held low. The refresh counter in- 
crements with. RASIN going low to high, so that the . 
DRAM rows are refreshed in succession by RASIN go- 
ing high to low. 








RASIN <—— tRASINL -—____+ 


|—tnasin—> 
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+ tRFpdH 
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—l| tROHNC 


RAS 1, 2, 3 — = | ra 





REFRESH CTR REFRESH COUNT n 


COUNTER RESET 


00-8 OLD COLUMNS REFRESH COUNT n “yam Xo 


— tRFLCT | 


| Per |. (CTL / 







RF 1/0 ’ 
Le ess Yeo caves ace 
+ tRLEOC 
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LOW IF n=127, 255, 511 


* INDICATES DYNAMIC RAM PARAMETERS 


- . 
—| | tnneoc 


COUNTER RESET 


_ INPUT FROM 
OPEN COLLECTOR 


FIGURE 2. External Control Refresh Cycle (Mode 0) 


Mode 1 — Automatic Forced Refresh 

‘In Mode 1, the RIC C (RFCK) pin becomes RFCK (refresh. 
cycle clock), instead of R/C, and CAS remains high. If 
RFCK is kept permanently high, then whenever M2 (RFSH) 
goes low, an externally controlled refresh will occur and 
_ all RAS outputs will follow RASIN, strobing the refresh 
counter contents to the DRAMs. The RF I/O pin will 
always output high, but when set low externally through 
an open-collector driver, the refresh counter resets as 
| normal. This externally controlled method may be pre- 
_ ferred when operating in the Automatic Access mode 
(Mode 5), where hidden or forced refreshing is undesir- 
able, but refreshing is still necessary. 





if RFCK is an input clock signal, one (and aly one) 


refresh cycle must take place every RFCK cycle. Refer 
to Figure 9. If a hidden refresh does not occur while 
__ RFCK is high, in Mode 5, then RF I/O (Refresh Request) 


goes low immediately after RFCK goes low, indicating to 
the system that a forced refresh is requested. The © 


system must allow a forced refresh to take place while 
RFCK is low (refer to Figure 3). The Refresh Request 
signal on RF I/O may be connected to a Hold or Bus 
Request input to the system. The system acknowledges 
the Hold or Bus Request when ready, and outputs Hold 
Acknowledge or Bus Request Acknowledge. If this is 
connected to the M2 (RFSH) pin, a forced-refresh cycle 
will be initiated by the DP8409, and RAS will be 
internally generated on all four RAS outputs, to strobe 
‘the refresh counter contents on the address outputs 


into all the DRAMs. An external RAS Generator Clock 


oe TCO ph ext yee f 
RASIN _ __ | PROGRESSES 


RGCK 


8086/16032 ACKNOWLEDGES HOLD \ | | 


M2 (RFSH) 6a000 GRANTS BUS (MODE 5) 


RF 1/0 (RFR) 







RAS 0, 1, 2,3. 
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- (RGCK) is required for this function: It is fed to the 


CASIN (RGCK) pin, and may be up to 10 MHz. Whenever — 


| M2 goes low (inducing a forced refresh), RAS remains. 
_ high for one to two periods of RGCK, depending on 


when M2 goes low relative to the high-to-low triggering _ 


edge of RGCK; RAS then. goes low for two periods, 


performing a refresh on all banks. In order to obtain the 


-minimum delay from M2 going low to RAS going low, M2 


should go low tprsprg before the next falling edge of | 


_- RGCK. The Refresh Request on RF I/O is terminated as 


RAS begins, so that by the time the system has acknowl- 
edged the removal of the request and disabled its — 


_ Acknowledge, (i.e., M2 goes high), Refresh RAS will have 
_ ended, and normal operations can begin again in the | 
_. Automatic Access mode (Mode 5). If it is desired that 


Refresh RAS end in less than 2 periods of RGCK from 


_. the time RAS went low, then M2 may be high earlier than | 
~ traurr after RGCK goes lo\ low and RAS will ill go high trrRy 


after M2, if CS is low. If CS is high, the RAS will go high 


__ impedance high after 25ns after M2 goes high. 


To allow the forced refresh, the system will have been 


inactive for about 4 periods of RGCK, which can be as 
fast as 400ns every RFCK cycle. To guarantee arefresh | 


_ Of 128 rows every 2ms, a period of up to 16s is required 


for RFCK. In other words, the system may be down for 


as little as 400ns every 16ys, or 2.5% of the time. Al- 


though this is not excessive, it may be preferable to per- 


forma Hidden Refresh each RFCK cycle, which is allowed 
__while still in the Auto-Access mode, (Mode 5). | 
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(5) FORCED REFRESH RAS STARTS AFTER >T (>trp) 
(® FORCED REFRESH RAS ENDS RFRO | 

@ uP REMOVES REFRESH ACKNOWLEDGE 


FIGURE 3. DP8409 Performing a Forced Refresh (Mode 5-15) 
with Various Microprocessors 
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FIGURE 4. Auto-Burst Mode, Mode 2 


Mode 2 — Automatic Burst Refresh 


This mode is normally used before and/or after a DMA 
operation to ensure that all rows remain refreshed, pro- 
vided the DMA transfer takes less than 2 ms (See Figure 4). 
When the DP8409 enters this mode, CASIN (RGCK) be- 
comes the RAS Generator Clock (RGCK), and RASIN is 
disabled. CAS remains high, and RF I/O goes low when 
the refresh counter has reached the selected End-of- 
Count and the last RAS has ended. RF I/O then remains 
low until the Auto-Burst Refresh mode is terminated. RF 
1/O can therefore be used as an interrupt to indicate the 
End-of-Burst condition. 








The signal on all four RAS outputs is just a divide-by-four 
of RGCK; in other words, if RGCK has a 100ns period, 
RAS is high and low for 200ns each cycle. The refresh 
counter increments at the end of each RAS, starting 


from the count it contained when the mode was entered. | 


If this was zero, then fora RGCK with a 100 ns period with 
End-of Count set to 127, RF !/O will go low after 
128 x 0.4 us, or 51.2us. During this time, the system. may 


be performing operations that do not involve DRAM. If» 


all rows need to be burst refreshed, the refresh counter 


may be cleared by setting RF I/O low externally before | 


the burst begins. 


Burst-mode refreshing is also useful when powering 
down systems for. long periods of time, but with data 
retention still required while the DRAMs are in standby. 
To maintain valid refreshing, power can be applied to 
the DP8409 (set to Mode 2), causing it to perform a com- 


plete burst refresh. When end-of-burst occurs (after 26 us), 


power can then be removed from the DP8409 for 2ms, 
consuming an average power of 1.3% of normal operating 
power. No control signal glitches occur when switching 
power to the DP8409. 
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Mode 3a — All-RAS Automatic Write 


‘Mode 3a is useful at system initialization, when the 


memory is being cleared (i.e., with all-zeroes in the data 
field and the corresponding check bits for error detection 
and correction). This requires writing the same data to 
each location of memory (every row of each column of 
each bank). All RAS } outputs are activated, as in refresh, 
and so are CAS and WE. To write to all four banks simulta- 
neously, every row is strobed in each column, in se-— 
quence, until data has been written to all locations. 


To select this mode, B1 and BO must have previously 
been set to 00, 01, or 10 in Mode 7, depending on the 
DRAM size. For example, for 16k DRAMs, B1 and BO are 
00. For 64k DRAMs, B1 and BO are 01, so that for the 
configuration of Figure 1b, the 8 refresh counter bits are 
strobed by RAS into the 7 row addresses and the ninth 
column address. After this Automatic-Write process, B1 
and BO must be set again in Mode 7 to 00 to set End-of- 
Count to 127. For the configuration of Figure 1c, B1 and 
BO set to 01 will work for Automatic-Write and End-of- 
Count equals 255. | 


In this mode, R/C is disabled, WE is permanently en- 
abled low, and CASIN (RGCK) becomes RGCK. RF I/O 
goes low whenever the refresh counter is 127, 255, or 511 
(as set by End-of-Count in Mode 7), and the RAS outputs 
are active. 





Referring to Figure 5a, an external 8-bit counter (for 64k 
DRAMs) with TRI-STATE outputs is required and must 
be connected to the column address inputs. It is 
enabled only during this mode, and is clocked from RF 
/O. The DP8409 refresh counter is used to address the 
rows, and the column address is supplied by the 
external counter. Every row for each column address is 
written to in all four banks. At the End-of-Count RF I/O 
goes low, which clocks the external counter. 


Therefore, for each column address, the refresh counter 
first outputs row-0 to the address bus and all four RAS 
outputs strobe this row address into the ie DRAMs (see 
Figure 5b). A minimum of 30ns after RAS goes low 
"(tray =30ns), the refresh counter is disabled and the 


column address input latch is enabled onto the address | 


bus. About 14ns after the column address is valid, CAS 
goes low, (tasc =+14ns), strobing the column address 
into the DRAMs. When RAS and CAS go high the refresh 
counter increments to the next row and the cycle repeats. 


Since WE i is kept low in this mode, the data at DI (input: 


data) of the DRAMs is written into each row of the latched 


| column. During each cycle RAS is high for two periods of 
RGCK and low for two periods, giving a total write-cycle . 


time of 400ns minimum, which is adequate for most 16k 
_ and 64k DRAMs. On the last row of a column, RF \/O incre- 
ments the external counter to the next column address. 






\ - REQUIRED IF INTERRUPT : 
| ; SYSTEM STI | 


OPERATING - 
WHILE DP8409 
IN MODE 3A 
PROCESSOR 
ADDRESS 
BUS 





RASIN 
WRITE 


PROCESSOR ADS 


At the end of the last column address, an interrupt is — 


generated from the external counter to let the system 


know that initialization has been completed. During the 


entire initialization time, the system can be performing | 
other initialization functions. This approach to memory — 
initialization is both automatic and fast. For instance, if 
four banks of 64k DRAMs are used, and RGCK is 100ns, 
awrite cycle to the same location in all four banks takes 
400 ns, so the total time taken in initializing the 64k © 


_DRAMs is 65k x 400ns or 26ms. When the system re- 


ceives the interrupt, the external counter must be per- 
manently disabled. ADS and CS are interfaced by the 
system, and the DP8409 mode.is changed. The paola 


must then be disabled. 
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FIGURE 5b. DP8409 All-RAS Auto Write Mode, Mode 3a, Timing Waveform 
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Mode 3b — Externally Controlled All-RAS Write 


To select this mode, B1 and BO must first have been set 
to 11 in Mode 7. This mode is useful at system initializa- 
tion, but under processor control. The memory address 
is provided by the processor, which also performs the 
incrementing. All four RAS outputs follow RASIN (sup- 
plied by the processor), strobing the row address into 
the DRAMs. R/C can now go low, while CASIN may be 
used to contro! CAS (as in the Externally Controlled — 
Access mode), so that CAS strobes the column address 
contents into the DRAMs. At this time WE should be 
low, causing the data to be written into all four banks of 
DRAMs. At the end of the write cycle, the input address is 
incremented and latched by the DP8409 for the next write 
cycle. This method is slower than Mode 3a since the 
processor must perform the incrementing and accessing. 
Thus the processor is occupied during RAM initialization, 
and is not free for other initialization operations. How- 
ever, initialization sequence timing is under system 
contro], which may provide some system advantage. 





*Resistors required depends 
on DRAM load. 


DRAMs MAYBE 16k, 64k OR 256k 

FOR 4 BANKS, CAN DRIVE 16 DATA BITS 
+6 CHECK BITS FOR ECC. 

FOR 2 BANKS, CAN DRIVE 32 DATA BITS 
+7 CHECK BITS FOR ECC. 

FOR 1 BANK, CAN DRIVE 64 DATA BITS 
+8 CHECK BITS FOR ECC. 
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Mode 4 = Externally Controlled Access 


This mode facilitates externally controlling all access- 
timing parameters associated with the DRAMs. The 
application of modes 0 and 4 are shown in Figure 6. 


- Output Address Selection 





ve 


Refer to Figure 7a. With M2 (RFSH) and R/C high, the 
row address latch contents are transferred to the multi- 
plexed address bus output Q0-Q8, provided CS is set 
low. The column address latch contents are output after 
R/C goes low. RASIN can go low after the row address- 
es have been set up on Q0-Q8. This selects one of the 
RAS outputs, strobing the row address on the Q outputs 
into the desired bank of memory. After the row-address 
hold-time of the DRAMs, R/C can go low so that about 
40 ns later column addresses appear on the Q outputs. 
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FIGURE 6. Typical Application of DP8409 Using External Control Access and Refresh in Modes 0 and 4 
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FIGURE 7b. Write Cycle Timing (Mode 4) 
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Automatic CAS Generation 


In a normal memory access.cycle CAS can be derived 
from inputs CASIN or RIC. If CASIN is high, then R/C go- 
ing low switches the address output drivers from rows 
to columns. CASIN then going low causes CAS to go 
low approximately 40 ns later, allowing CAS to occur at 
a predictable time (see Figure 7b). If CASIN is low when 
R/C goes low, CAS will be automatically generated, 
following the row to column transition by about 20 ns 
(see Figure 7a). Most DRAMs have a column address 
set-up time before CAS (tasc) of Ons or — 10 ns. In other 
words, a tasc greater than 0 ns is safe. 





Fast Memory Access 


AC parameters tpiF1, tp1r2 May be used to determine the 
minimum delays required between RASIN, R/C, and 
CASIN (see Application Brief 9; “Fastest DRAM Access 
Mode”). 








Mode 5 — Automatic Access with Hidden Refresh 


The Auto Access with Hidden Refresh mode has two 
advantages over the Externally Controlled Access mode, 
due to the fact that all outputs except WE are initiated 
from RASIN. First, inputs R/C and CASIN are unneces- 
sary and can be used for other functions (see Refreshing, 
below). Secondly, because the output control signals 
are derived internally from one input signal (RASIN), 
timing-skew problems are reduced, thereby reducing 











memory access time substantially or allowing use of. 


slower DRAMs. The automatic access features of Mode 5 


(and Mode 6) of the DP8409 make DRAM SESessing | 


appear essentially “static”. os 


Automatic Access Control 


The major disadvantage of DRAMs compared to static 
RAMs is the complex timing involved. First, a RAS must 
occur with the row address previously set up on the multi- 
plexed address bus. After the row address has been held 
for tran, (the Row-Address hold-time_of the DRAM), the 
column address is set up and then CAS occurs. This is 
all performed automatically by the DP8409 in this mode. 


Provided the input address is valid as ADS goes low, 
RASIN can go low any time after ADS. This is because 
the selected RAS occurs typically 27ns later, by which 
time the row address is already valid on the address 
output of the DP8409. The Address Set-Up time (tasp), is 
Ons on most DRAMs. The DP8409 in this mode (with ADS 
and RASIN edges simultaneously applied) produces a 
minimum taspr of Ons. This is true provided the input ad- 
dress was valid tas, before ADS went low (see Figure 8a). 





Next, the-row address is disabled after taay (30ns mini- 
mum); in most DRAMS, tran minimum is less than 30ns. 


The column address is then set up and tasc later, CAS 


occurs. The only other control input required is WIN. 
When a write cycle is required, WIN must go low at least 
30ns before CAS is output low. 


This gives a total typical delay from: input address valid 
to RASIN (15ns); to RAS (27ns); to rows held (50ns); to 
columns valid (25ns); to CAS (23ns)=140ns (that is, 
125ns from RASIN). All of these typical figures are for 
heavy capacitive loading, of approximately 88 DRAMs. 
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This mode is therefore extremely fast. The external timing | 
is greatly simplified for the memory system designer: 
the only system signal required is RASIN 





Refreshing 


Because R/C and CASIN are not used in this mode, R/C 
becomes RFCK (refresh clock) and CASIN becomes 
RGCK (RAS generator clock). With these two signals it 
is possible to perform refreshing without extra ICs, and 
without holding up the processor. 





One refresh cycle must occur during each refresh clock 


_ period and then the refresh address must be incremented 


to the next refresh cycle. As long as 128 rows are re- 
freshed every 2ms (one row every 16s), all 16k and 64k © 
DRAMs will be correctly refreshed. The cycle time of 
RFCK must, therefore, be less than 16us. RFCK going 
high sets an internal refresh-request flip-flop. First the 
DP8409 will attempt to perform a hidden refresh so that 
the system throughput will not be affected. If, during the 
time RFCK is high, CS on the DP8409 goes high and 
RASIN occurs, a hidden refresh will occur. In this case, 
RASIN should be considered a common read/write strobe. 
In other words, if the processor is accessing elsewhere 





(other than the DRAMs) while RFCK is high, the DP8409 


will perform a refresh. The refresh counter is enabled to 
the address outputs whenever CS goes high with RFCK 
high, and all RAS outputs follow RASIN. If a hidden 
refresh is taking place as RFCK goes low, the refresh 
continues. At the start of the hidden refresh, the refresh- 
request flip-flop is reset so no further refresh can occur 
until the next RFCK period starts with the Roe re 
edge of RFCK. Refer to Figure 9. 





To determine the probability of a Hidden Refresh occur- 
ring, assume each system cycle takes 400ns and RFCK 
is high for 8us, then the system has 20 chances to not 
select the DP8409. If during this time a hidden refresh 
did not occur, then the DP8409 forces a refresh while 
RFCK is low, but the system chooses when the refresh 
takes place. After RFCK goes low, (and the internal- 
request flip-flop has not been reset), RF I/O goes low 
indicating that a refresh is requested to the system. 
Only when the system acknowledges this request by 
setting M2 (RFSH) low does the DP8409 initiate a forced. 
refresh (which is performed automatically). Refer to 


_ Mode 1, and Figure 3. The internal refresh request flip- 


flop is then reset. 


Figure 9 illustrates the refresh alternatives in Mode 5. If 
a hidden refresh has occurred and CS again goes high 
before RFCK goes low, the chip is deselected. All the 
control signals go high-impedance high (logic ‘‘1”) and 


_ the address outputs go TRI-STATE until CS again goes 


low. This mode (combined with Mode 1) allows very fast 
access, and automatic refreshing (possibly not even 
slowing down the system), with no extra ICs. Careful 
system design can, and should, provide a higher prob- 
ability of hidden refresh occurring. The duty cycle of 
RFCK need not be 50-percent; in fact, the low-time 
should be designed to be a minimum. This is 


determined by the worst-case time (required by the 
_ system) to respond to the DP8409’s forced-refresh 


request. 
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‘Table 2. Memory Bank Decode 


_. Bank Select _ 
(Strobed by ADS) | 


Note that RASIN going low earlier than tcsr. after CS 


goes low may result in the DP8409 interpreting the 
1 RASIN as a hidden refresh RASIN if no hidden refresh 
_ has occurred in the current RFCK cycle. In this case, all 
| RAS outputs would go low for a short time. Thus, it is 
- suggested that when using Mode 5, RASIN should be 
held high until tcegr_ after CS goes low if a refresh is not 








_ intended. Similarly, CS should be held low for a mini-. 
mum of tcsr. after RASIN returns high when ending the | 





access in Mode 5. ae : 


Mode 6 — Fast Automatic Access 


The Fast Access mode is similar to Mode 5, but has a | 
faster tray of 20ns, minimum. It therefore can only be | 
used with fast 16k or 64k DRAMs (which have a tray Of | 
10ns to 15ns) in applications requiring fast access times; | 


RASIN to CAS is typically 105ns. 
In this mode, the R/C (RFCK) pin is not used, but CASIN 





_ (RGCK) is used as CASIN to allow an extended CAS | 


after RAS has already terminated. Refer to Figure 8b. 


This is desirable with fast cycle-times where RAShasto | 


be terminated as soon as possible before the next RAS 





_ EOC is automatically set to 127 (B1 and BO set to 11).. 


__ Bank Select 
(Strobed by ADS) 
| 


begins (to meet the precharge time, or tap, requirements 


of the DRAM). GAS may then be held low by CASIN to 


extend the data output valid time_from the DRAM to 


allow the system to read the data. CASIN subsequently 


going high ends CAS. If this extended CAS is not re- 
quired, CASIN should be set high in Mode 6. __ 
There is no internal refresh-request flip-flop in this mode, 


so any refreshing required must be done by entering - 
Mode 0 or Mode 2. a  . : | 


"Mode 7 — Set End-of-Count _ 


_ The End-of-Count can be externally selected in Mode 7, 
using ADS to strobe in the respective value of B1 and BO. 

_ (see Table 3). With B1 and BO the same EOC is 127; with — 
~B1=0 and BO=1, EOC is 255; and with B1=1 and — 


BO=0, EOC is 511. This selected value of EOC will be 
used until the next Mode 7 selection. At power-up the — 


Table 3. Mode 7 





End of Count 









Selected 
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ee 









FIGURE 10. Change in Propagation Delay vs. Loading Capacitance 


Relative to a 500pF Load 
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Absolute Maximum Ratings (note 1) _ Maximum Bawen Dissipation? at25°C 


Cavity Package 3542mW 
Supply Voltage, Voc | 7.0V Molded Package 2833mW 
Storage Temperature Range —65°C to +150°C 
Input Voltage — . 5.5V 
Output Current 150mA Operating Conditions | 
Lead Temperature (Soldering, 10 seconds) 300°C | Min Max Units 
; é . V Supply Voltage 4.75 5.25 V 
Derate cavity package 23.6mWI°C above 25° C; derate molded CC ‘ 5 
package 22.7mW/°C above 25°C. Ta Ambient Temperature 0 +70 C 


Electrical Characteristics \v,,=5.0v +5%, 0°C < Ts < 70°C unless otherwise noted _— 2, a 


| ST [ Output Load Curent for AFG |_Vw=08V, Output High | [15 | -25 | ma 

co | Gut Law ve Curent | Waa etsy [ao || 

loz TRI-STATE Output Current 0.4V< oy Ca ESES 7 
(Address Outputs) CS =2.0V, Mode 4 


*Except RF I/O Output. 


Switching Characteristics: DP8409/DP8409-3 \.,=5.0v+5%, 0°C < Ts < 70°C unless other- 
wise noted (Notes 2, 4, 5). The output load capacitance is typical for 4 banks of 22 DRAMs each or 88 DRAMs includ- 
ing trace capacitance. These values are: QO-Q8, C, = 500pF; RASO-RAS3, C, = 150 pF; WE, C, = 500pF; CAS, 

C, =600pF, unless otherwise noted. See Figure 11 for test load. Switches S1 and S2 are closed unless otherwise noted, — 
and R1 and R2 are 4.7kQ unless otherwise noted. Maximum propagation delays are specified with all outputs switching. 


. | egog | 8409-3 


isa AB ERS Spt Dye [Rue ta] fo os P| 
iuce_| RASIN to GAS Output Delay (Mode 6) | Figures a, & | @0 | 108) 140 | @0 | 105 | 760 | 
ion | RABIN to GAS Output Delay ode 8) | Figue a | «0 | 48) 60 | «0 | «6| 70| re 
ion | BASIN to GAS Output Delay Mode 6) | Figures 6 | 50 | 63] 00 | 50 | 63] 95 | ne 
iscor_| RAS to GAS Output Delay Modes) | _Figue sa |_| 96/725| | 08 | 148 | ra 
incor | RAS to GAS Output Delay Mode 6) | Figures da, 6 |_| 78] 105] | 78] 120] me 
incon | RAS to GAS Output Delay Mode 5) | Figue@a |_| @7| 0] | 7| 40] rs 
incon | AS to GAS Output Delay Mode 6) | Figue@a | | 0] @5| | 40/ 65| rs 
icoon | GASIN to GAS Output Delay (ode 6) | Figue a> (| 0 | s4| 70| a0 | 4) 80) rs 
isan_| Row Adcress Hold Tine Mode 8) | Fue ta [| | [a0] | | ms 
isan_| Row Adcross Hold Tine (Mode) | Figures dae || ||| | | me 
ingo__| Column Adaress Setup Tine (Mode 8) | Figue@a | 8} | | 8| | | ms 
tac | Coun Aree Set Tine ese [Paws enee fe Ls [Tr 


tracy RASIN to Column Address ee 
(Mode 5) Figure 8a | 90; 120 90} 140] ns 
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Switching Characteristics (Cont'd) ao 
| | 840 
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‘tera. | RFCK Low to Forced RFRQ Low C, =50pF, Figure 3 
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Symbol Access Parameter | Conditions | Min Typ Typ [Max | 
tacv _| RASIN to Column Address Valid (Mode 6) |Figures8a,8b = | —s| 75 | 105 | | 75 | 120 | ns 
taep. _| RASIN to RAS Delay | Figures 7a, 7b, 8a, 8b 35 ns 
| trepy — | RASIN to RAS Delay — ! | Figures 7a, 7b, 8a, 8b | 15 | 23 : ns 
| tapp. | Address Input to Output Low Delay Figures 7a, 7b, 8a, 8b | | 25 | 40] | 25 | 46 | ns 
| tappH — | Address Input to Output High Delay [Figures 7a, 7b,8a,8 | | 25| 40] | 25 | 46] ns 
Fiero. [Adress Strobe to Adress Output ow |rgues7a,7» | | «| 60 | «0 | 70] ne 
| [iseon [Adres Strobe to Address Output High [Figues 7a, 70 | | «0 | eo) | 401] 70] ns 
[tasa [Adress Setup Timeto ADS ___——( Figures 7a, 7,68, | 78] | |) |_| 
| tanya [Address Hold Time from ADS ‘|Figures 7a, 7b,8a,8 | 15] | |15| |. | ns 
| tans | Address Strobe Pulse Width Figures 7a, 7b,8a,8 | 30] | {|30] | | ns 
irom |WIN WE Output Delay ___———~(Figwer™ | 6 | 30] eo] 6 | 20 | 70, 
tcrs | CASIN Set-up Time to RASIN High (Mode 6) |Figuesb == | 35] | fs |] ns 
ton _ | GASIN to CAS Delay (UClow in Mode) |Figue T+} 26 | w0 | so [25 | a0 | €0| ne 
i _|lurn Select o Column Adsress Valo |Fgue Ta |_| 40] sa] | «0 | e7] ne 
tc | Row Select Row Address Vaid —__—|Figues Ta To | | a0] se] | «0 | @7| ns 
tain | Row Adress Het om Column Select [Fowe?a | | | |v] | - [ne 
iccas | FWC Low to ORS Low Move Auto ORS) |rigueta ‘|__| [0] || [re 
ene eee | fe 
: i description | | 
ae description — | 
| Refresh Parameter | et : : | : 
isc [Retesh Gye Perio ——=SSS*dgwe? ——~—S<d | | “[O] [fm 
iasnn Pulse Wiath of BASIN during Rees [Fowe2 | so| | [so | | | rs 
[inreor_|RASIN to FAS Delay during Retrean [Figures 29 | a5 | 60| 70 [95 | 60 | 80] ns 
inerow | RASIN 0 RAS Delay during Refesh [Figures 2.0 | 90 | 40| 85/90 | «0 | 65] ns 
Taricr | AFSA Low to Counter Adoress Vaid ——|GS=X Figwesa4 | | 47| c0| | «7 | 70] ne 
“tenny”[ FSH High to Row Adsress Valid [Figures 2,9 || «5| 0 | | «6 | 70) ne 
towne [FAS High New Count Valls | Figwesz.¢ | [90] 86 | | 20 | 65) ns 
iazoc | RASIN Low to End-otGount Low —*|G.=80eF, gues] | | eo] || a0) ns 
trHeoc | RASIN High to End-of-Count High | |CL=50pF, Figue2 | | | 80} | | 80] ns 
ingsoe [ROCK Low to EndotGuret Low —*(G=8DpF, Fgue a || | 968, | | 65 ms 
iuccos [Mode Change to Endotouret Woh —~(G.=80eF, Fgue «||| 78| | | 75 ms 
sr [Counter Reset Pulse with _———~S«digwre?@ | ||] |i ae 
Tort | RF IO Low to Counter Outputs Alow | Figue2 |__| [100] | [100] ms 
“nromn| Minimum Pulse Wisi of RFCK ————(Figwes +f ww} | [mo] [ns 
cae aoe ee rte 
iscou_|Minimum Pulse With Low of RGGK [Figures | os |_| [40 | | | ms 
“ious | Minimum Pulse Wish High of RACK [Figue sos |) oP 
[RFOK Low to Forced AFRG Low |G.=80eF, Howes |_| | 90] | | 90) ms 





- Switching Characteristics (cont'd) 


ymbo . eres arameter onaitions | Min | Typ | Min | nits 
| | - yp Typ 
terqH | RGCK Low to Forced RFRQ High C, =50pF, Figure 3 | | 50 | 
traure | RFSH Hold Time from RFSH RQST (RF I/O) 
tarry | RFSH High to RAS High (ending forced RFSH) | See Mode 1 Descrip. | 55 | 
| 


_tresra | RFSH Low Set-up to RGCK Low (Mode 1) See Mode 1 Descrip 3 


tcsct | CS High to RFSH Counter Valid | 
tcsn. | CS Low to Access RASIN Low _ See Mode 5 Descrip. 1 ae 


| TRI-STATE Parameter 


= Baxenem omnes BEE [T=] [= 


C._ =15pF, 


ns 


= 


Ss 


















8) 
oO 
> 







tyz CS High to Address Output Hi-Z from High | Figures 9, 12 s 
_ |R2=1k, S1 open 
Figures 9, 12 | , 
: ttm | [s[o| || of 
| CL =15pF, 
tLz Figures 9, 12, s 


Ri = 1k, S2 open 





= 


S 


> 











C, = 15 pF, 
Figures 9, 12 
‘| R2=7502, S1 open 







- | GS High to Control Output Hi-Z High 


from High Ss 


~J 
ry 
=) 











CS Low to Control! Output Low from ae 


on 
oe 

w 

No 

Oo — 

Tm PR 

/ D> 

J 

~l 
r 

ae | ~~ 
a 2 
= . 










'HZL | Hi-Z High 
= = F 
t CS High to Control Output Hi-Z Hig ee 
Ee from Low | = 7509 nS: 
| R2 = 7502, S1 open | 


Switching Characteristics: DP8409-2 v,,=5.0v+5%, 0°C < T, < 70°G unless otherwise noted 
(Notes 2, 4, 5). The output load capacitance is typical for 4 banks of 22 DRAMs each or 88 DRAMs including trace 
capacitance. These values are: Q0-Q8, C, = 500pF; RASO-RAS3, C, = 150pF; WE, C, = 500pF; CAS, C, =600pF, unless 
otherwise noted. See Figure 11 for test load. Switches S1 and S2 are closed unless otherwise noted, and R1 and R2 are 
4.7kQ unless otherwise noted. Maximum propagation delays are specified with all outputs switching. 
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Symbol Access Parameter Conditions Min | Typ | Max | Min | Typ | Max. Units | 
inci _| FASIN to CAS Ouiput Delay Mode __[Fawete + 7 froofwoy | | [rs 
inc. | FASIN CAS Output Delay Wode 6) | Figwes 6a, + es | 0] 5 | | | re 
tricy | RASIN to CAS Output Delay (Mode 5) 








trich | RASIN to GAS Output Delay (Mode 6) eae 
incou | RAS to OAS Output Daley (Mode 5) | Figureba | 
ico. | RAS to CAS Outpt Oolay ode 6) | Figures 6,8 |_| 65; 
tacpy | RAS to CAS Output Delay (Mode 5) Figuresa | 
incon | RAS to GAS Output Delay Mode 6 | Figurese i 
icon _| CABIN to CAS Output Dey Mode [Figures ~~ 
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Switching Characteristics (cont) 


| Symbol 
| tRAH 
| tasc 
tasc 
_trev 
trev 

| trepi 
| tReDH 
taPDL 
tAPDH. 
tsppL 


tsPDH | 


tasa 
| tana — 
taps 
twep- 
twebH 
tors 
| topor 
tcPDH 


troc 
| tror 


tRHA 


_tocas 


| tore | Maximum (tappL—trHa) | 


tora 


tro 


_|Column Address Setup Time (Mode 6) 


Access Parameter | 







Column Address Setup Time (Mode 5) 


















Row Address Hold Time (Mode 6) (Note 7) 


| ae a4soo-2, | 

| _ cantons Tan Typ [Max |Min | Typ | Max | 
[Figures8a,sb | 12) | TT | 
fFigures8a,8o | 3] | | 









Figures 7a, 7b 


eee ee ee 
ro, | | 


RASIN to Column Address Valid (Mode 6) 
RASIN to RAS Delay - 
RASIN to RAS Delay 


[Figureséa,ab | | 70| 90] 

~ [Figures a, 0,88, @@ | 20] a7] 38) | | | 
- Figures fe, 7,66, | 16] 23/ @| | |_| 

| 

Figures 7a, 7b, 8a, 8b 


_| Address Input to Output High Delay | 
_|Address Strobe to Address Output Low 


ic 










ow Select to Row Address Valid ——~([Figues 7a 7 |__| #0] 58] | | | 
ae a 


Row Address Held from Column Select 





RIC Low to CAS Low (Mode 4 Auto GAS) 


Maximum (trcc — tcppi) 


Refresh Parameter 






Figure 7a 


See Mode 4 
description 


See Mode 4 
description 


Refresh Cycle Period Figure 2 






pot [T Tt tT 


tras.) Pulse Width of RASIN during Refresh | Figure | 80| | || 


RASIN to RAS Delay during Refresh 


tREPDL 

—tREPDH 
tRFLCT 

tRFHRV 
tROHNC 
tRLEOC 
-tRHEOC 
_tRGEOB 
tuceoB 
trsT 

toTL 





| RFSH Low to Counter Address Valid — 


[RFSH High to Row Address Valid —~(Figuesas | =| «| | | |i 
Fowese4 | 





ed 


| RAS High to New Count Valid 


RASIN Low to End-of-Count Low 





Mode Change to End-of-Burst High 
Counter Reset Pulse Width 
RF I/O Low to Counter Outputs All Low 








Figures 2,9 


5 
{3s{ sof vo} | 


feS=KFiguesz34 | | 7] of | | 


0) 55)" 
80) . 


a 
sae (Se a os 
FFAS High to EndotCount High =| C.=800F. Fgwre? | || ao) 

[RGCK Low to Endot Burst Low ——=«(G=80eF.Figues | | | 95) | 


Figure 2 
Figure 2 
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Switching Characteristics (cont’a) 


| 8 
Symbol Access Parameter . Conditions 
: __Aecoes parameter | canttone Fagin Typ 


1 Period of RAS Generator Clock | Figure 3 


Period of BAS Generator Clock ——~( Figures —~—S=* S00 | 
iacon_| Minimum Pulse Wish Low of RGGK | Figwe3 =|: «| 
incoet | Minimum Pulse With High of REGK [Figures ———S=d | 
io [RFCK Low'to Forced FFRG Low —*(C=80pF Figured | 
isaay[RGOK Low to Forced FFAG High | G.=50pF, Figures | | 50] 75. 
inom [RGCK Low toFASLow ——SS*d Fg 

ison [RGCK tow to RASHigh ——S~*~d ges *d 
tran | RFSH Hold Time from RFSH RQST (RF VO) | Figue3 ss |_ 2T| 
tarry | RESH High to RAS High (ending forced RFSH)| See Mode 1 Descrip. | 55] 80] 410 
irona_|AFSH Low Setup to AGOK Low Wode ) | See Mode 1Deserip. | 35] 
ica OSHigh to FSH Counter Valid‘ Figue——S=|SC*t: «| 
tcsraL | CS Low to Access RASIN Low |See Mode 5Descrip. | 10; | | 


| | | — .. | Figures 9, 12 : 
tzu | CS Low to Address Output High from Hi-Z R1= 3.5k, R2=1.5k 


C. = 15pF, | 


Figures 9, 12 
R2= 1k, S1 open 


Figures 9, 12 
R1 =3.5k, R2 = 1.5k 


C. = 15pF, 


> 
=) 
© 
1 
LS) 


~ 
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Units | 
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CS High to Address Output Hi-Z from High 







ns 










| 


Figures 9, 12 Ss 


R1=1k, S2 open 










a) 


Ss 








C, =15pF, 
Figures 9, 12 


|CS High to Control Output Hi-Z High 
— R2 = 7502, $1 open 


from High 








a) 


Ss 







s 





CS Low to Control Output Low from 


Hi-Z High | 


| 


| CL =15pF, 
Figure 12, 
R2 = 750, S1 open 


_|CS High to Control Output Hi-Z High 
from Low 






4 


S 


a | 





Input Capacitance 1, =25°c (Notes 2, 6) 


Input Capacitance All Other Inputs oe 


Note 1: “Absolute Maximum Ratings” are the values beyond which the safety of the device cannot be guaranteed. They are not meant 
to imply that the device should be operated at these limits. The table of “Electrical Characteristics” provides conditions for actual 
device operation. | | . | 
Note 2: All typical values are for Ta = 25°C and Voc = 5.0V. | | 
Note 3: This test is provided as a monitor of Driver output source and sink current capability. Caution should be exercised in testing 
this parameter. In testing these parameters, a 15Q resistor should be placed in series with each output under test. One output should 
be tested at a time and test time should not exceed 1 second. © ar: | ceo 
Note 4: Input pulse OV to 3.0V, tr=tr=2.5ns, f=2.5MHz, tpw =200ns. Input reference point on AC measurements is 1.5V. Output 
reference points are 2.7V for High and 0.8V for Low. . ee | 
Note 5: The load capacitance on RF I/O should not exceed 50 pF. 
Note 6: Applies to ail DP8409 versions unless otherwise specified. 
Note 7: The DP8409-2 device can only be used with memory devices that meet the tray specification indicated. 
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| Applications 


if external control is preferred, the DP8409 may /be used | 


in Mode 0 or 4, as in Figure 6. 


If basic auto access and refresh are required, ‘hen in 
cases where the user requires the minimum of external 
complexity, Modes 1 and 5 are ideal, as shown in Figure 
13a. The DP843X2 is used to provide proper arbitration be- 

tween memory access and refresh. This chip supplies all 
- the necessary control signals to the processor as well as 
the DP8409. Furthermore, two separate CAS outputs are 
also included for systems using byte-writing. The refresh 
clock RFCK may be divided down from either RGCK using 
an.IC counter such as the DM74LS393 or better still, the 


DP84300 Programmable Refresh Timer. The DP84300 can | 


provide RFCK periods ranging from 15.4us to 15.6us based 
on the input clock of 2 to 10MHz. Figure 13b shows the 


: general timing diagram for interfacing the DP8409 to dif- 


ferent microprocessors uSing the interface controller 
DP843xX2. | 


$1 

- ouTpuT AD ' 
UNDER TEST POINT 

TEST 15Q 


FIGURE 11. Output Load Circuit 


If the system is complex, requiring automatic access and 
refresh, burst refresh, and all-banks auto-write, then 


_more circuitry is required to select the mode. This may be 
accomplished by utilizing a PAL. The PAL has two func- 
tions. One as an address comparator, so that when the 


desired port address occurs (programmed in the PAL), 


the comparator gates the data into a latch, where it is 


connected to the mode pins of the DP8409. Hence the 


_mode of the DP8409 can be changed as desired withone | 


PAL chip merely by addressing the PAL location, and 
then outputting data to the mode-control pins. In this © 


_ manner, all the automatic modes. may be selected, 
assigning R/C as RFCK always, and CASIN as RGCK 


always. The output from RF I/O may be used as End-of- 
Count to an interrupt, or Refresh Request to HOLD or | 





BUS REQUEST. A complex system may use Modes 5.and 
-1 for automatic access and refresh, Modes 3a and 7 for 


system initialization, and Mode 2 (auto- burst refresh) 


_ before and after DMA. 


~ QUTPUT 


VOL 





FIGURE 12. Waveform 


16-B/T MICROPROCESSOR DATA BUS: 










MICROPROCESSOR ADDRESS BUS 


ADORESS 
DECODER 







RAMS MAY BE 16k, 64k, 
or 256k 


RA 
ops409 













RGCK 
WIN 







UPPER BYTE 
LOWER BYTE 


. SS ‘ : 
WAIT - DP843x2 


TTHE SELECT WAIT INPUT 
TO THE DP843X2 CHIP 
INSERTS A WAIT STATE 
‘DURING ACCESSING. 
THIS {§ NECESSARY 


"FOR VERY FAST MICRO- 
PROCESSORS CASU SELECT UPPER BYTE 
"| CASL SELECT LOWER BYTE 
NECESSARY IF INSTRUCTIONS INCLU 


LUDE 
BYTE-WRITING, OTHERWISE mack cee DIRECTLY 
FROM THE DP8409 TO THE R NECESSARY IF MORE THAN ONE BANK—» 








RASIN » WE 
RF 1/0 M2 M1 MO 








FIGURE 13a. Connecting the DP8409 Between the 16-bit 
| Microprocessor and Memory | 
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RFCK 


RASIN 


RFSH 


_ DP8409 OUTPUTS 
AFRO 


RAS OUTPUTS 


Q0-8 


HIDDEN — 


FORCED 
| REFRESH REFRESH] . 


| | MEMORY CYCLE | MEMORY cvcue—| | 
DP84300 MINIMIZES LOW TIME TO 


20 CLOCKS MAXIMIZING CHANCE OF 
HIDDEN REFRESH 


ACCESS 
|+memony CYCLE -|— ELSEWHERE 
CYCLE 


(®) 


cs - SELECTING “ 
| ELSEWHERE | ~ 
Fo eanemnaaen & 


TY = 





! 
——————— 
(DD 
\ 
? v2 \ I » 
en 
@ SED ALL SELD’D ALL @. SEL’D 
| |—z1—| 
TY 
= X= Xe Xe Xe Xm XK 
\ NX 
ery 


we Me gt LL. 


*T 1S MICROPROCESSOR’S CLOCK PERIOD 


FIGURE 13b. DP8409 Auto Refresh 
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| Physical Dimensions (inchesimillimeters) - 


2.420 








MAX 





| a (61.47) 







0.550+0.005. 0.062 


(13.97+0.127) (1.574) 
yo, RAD 








(1.524) 
0.030 
= (0.762) ie 
0:600 0.620 0.130 +0.005 
(15.24 ~15.74 © (3.302 +0.127) 
agi } | | | | 
F tobi 




















0.580 











Hod al. i TTP : = 86°94° 

“PL agecons | [_awmesgn || ontssoe we 

(0.508) “9.050 +0.015 0.100+0.010° 0.018 +0.003 . 9.050 q 
MIN 9 195 (1.270.381) © (2.5440.254) (0.457+0.076) fan e 


(14.73) (1.27) 
0.009 —0.015 (3.175) : 
(0.229 ~0.381) MIN 
“0,625 + 0.928 | . . 
(5.0 +9 Sa) 7 r 7 
48-Lead Molded Dual-in-Line Package (N) 
Order Number DP8409N 
or Order Number DP8409N-3 » 
NS Package N48A 


2.708 


——— MAX —AAAAvNNN 
| (68.58) . . | 
48 47 46 46 a4 43 .. 42 4 40 39 38 37 36—C 35 





om 














0.600 
(szay MAX 

U, PIN NO. 1 IDENT 

e t 

1 2 3 4 5 6 ? B 9 10 11 12 13 14 15 16 v7 18 19 20 a 22 23 24 

0.150-0.200 O88 MAX TYP 
Sania MAX ~ | (3.81—5.08) : (1.143) 
(17.018) a 0.040--0.060 


(1.016 1.524) 
t 








0.008-0.015 





LEADS 





| | (0.203-0.381) VERTICAL 
0.050 0.100 +0.010 6.015-0.023 if 0.600: TO 18° MAX 
tian 'Y — — sa2sa ‘YP ~~ | omen ny ig abe ae 0125 aN isa reales 
. (3,975) 
48-Lead Dual-In-Line Package (D) 
_ Order Number DP8409D 
NS Package D48A 
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National 
Semiconductor 


| DP8460 Data Separator 


General Description 


The DP8460 Data Separator is designed for application in 
disk drive memory systems, and depending on system re- 
quirements, may be located either in the drive or in the con- 
troller. It receives digital pulses from a pulse detector circuit 
_ (such as the DP8464 Disk Pulse Detector), if the DP8460 is 
situated in the drive, or from the Floppy Extension Interface 
if it is situated in the controller. After locking on to the fre- 
} quency of these input pulses, it separates them into syn- 
chronized data and clock signals. If the input pulses are 
- MFM encoded data, the data is made available as decoded 
NRZ data to be deserialized directly by a controller (such as 
the DP8466 Disk Data Controller). If a run-length-limited 
code is used, the synchronized data output is available to 
allow external circuitry to perform the data decoding func- 
tion. All of the digital input and output signals are TTL com- 
- patible and only a single +5V supply is required. The chip is 
housed in a standard narrow 24-pin dual-in-line package 
(DIP) and is fabricated using Advanced Schottky bipolar an- 
alog and digital circuitry. This high speed.1.C. process allows 
the chip to work with data rates up to 25Mbit/sec. There are 
_ three versions of the chip, each having a different decode 
window error specification. All three versions (-2, -3, —4) 





will operate from 2 to 25Mbit/sec, with respectively increas- — 


ing window errors, as specified in the Electrical Characteris- 
tics Table. 


The DP8460 features a phase-lock-loop (PLL) consisting of 
a pulse gate, phase comparator, charge pump, buffering 
amplifier, and voltage-controlled-oscillator (VCO). Pins are 
provided for the user to select the values of the external 
filtering components required for the pulse gate and amplifi- 
er, the frequency setting components required for the VCO, 
and two current setting resistors for the charge pump. The 


| DP8460 Simplified 
Block Diagram 


ENCODED 


PRELIMINARY 


DP8460 has been designed to lock on to the incoming pre- 
amble data pattern within the first two bytes, using a high 
rate of charge pump current. Once lock-on has been 


~ achieved, the charge pump switches to a lower rate (both 
_ rates being determined by the external resistors) to maintain 


stability for the remainder of the read operation. At this time 
the READ CLOCK output switches, without glitching, from 
half the 2f-CLOCK frequency to half the VCO CLOCK fre- 
quency. After lock-on, with soft sectored disks, the MISS- 
ING CLOCK DETECTED output indicates when a missing 
clock in an address mark field occurs so the controller can 


- align byte boundaries to begin deserialization of the incom- 


ing data. 


Features 


@ Operates at data rates up to 25Mbit/sec 

m™ Separates MFM data into read clock and serial NRZ 
data 

w 4 byte preamble-lock indication capability 

@ Preamble recognition of MFM encoded “0’’s or “1"s 

m User-determined PLL loop filter network 

m PLL charge pump has two user-determined tracking 
rates : 

m@ External control of track rate switchover 

B® No glitch on READ CLOCK at switchover 

m Synchronized data provided as an output (for RLL 
codes) 

m ORed phase comparator outputs for monitoring bit-shift 

Missing clock detected for soft sectored disks 

@ Less than 14W power consumption 


™@ Standard narrow 24-pin DIP 


w Single +5V supply 


EXTERNAL COMPONENTS 


PHASE COMPARATOR 
TEST 


vco 
CLOCK 


PHASE-LOCKED-LOOP 


21-CLOCK 


READ ENABLE/ 
LOCK DETECT 
CONTROLS 


DELAY ZEROES / 
DISABLE ONES 
PREAMBLE 








SET PLL LOCK 


READ 
CLOCK 


MFM DATA 


NRZ READ 
SEPARATOR/ DATA 


MISSING 
DETECTOR. CLOCK 
: DETECTED 


SYNCHRONIZED 
DATA 


LOCK 
DETECTED 


TL/F/5182-1 
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PHASE COMP TEST 
ZEROES/ONES PREAMBLE . 
MISSING CLOCK DETECTED — 


GND 


PIN DEFINITIONS: 
Power Supply 
24 Vcc +5V +5% 

12 Ground 


TTL Level Logic Inputs 


16 READ GATE: This is an active high input signal that sets _ 


the DP8460 Data Separator into the Read Mode. 


17 DELAY DISABLE: This input determines the delay from — 


READ GATE going high to the time the DP8460 enters the 


Read Mode. If DELAY DISABLE is set high, this delay is ~ 
within one cycle of the 2f-CLOCK signal. If DELAY DISABLE 
is set low, the delay is thirty two cycles of the 2f-CLOCK, as. 


shown in Figure 7. 


18 SET PLL LOCK: This input allows the user to determine _ 
when the. on-chip PLL. will go into the low track rate. A high — 


level at this input results in the PLL being in the high track 


rate. If this input is connected to the LOCK DETECTED out- 


put, the PLL will go into the low track rate mode immediately 
after lock is detected. | 


10 ZEROES/ONES PREAMBLE: A high level on this input 





enables the circuit to recognize an All Zeros data preamble. 


A low level results in the recognition of an All Ones data 
preamble. 


20 ENCODED DATA: This input is connected to the output 
of the head amplifier/pulse-detecting network located in the 
disk drive. Each positive edge of the ENCODED DATA 
waveform identifies a change of flux on the disk. In the case 
of MFM encoded data, the input will be raw MFM. 

21 2f-CLOCK: This is a system clock input, which is either a 
signal generated from the servo track (for systems utilizing 
servo tracks), or a signal buffered from a crystal. 


TTL Level Logic Outputs 

8 VCO CLOCK: This is the output of the on-chip VCO, 
transmitted from an Advanced Schottky-TTL buffer. It is 
synchronized to the MFM data output and, if needed, it can 
be used as the 2f-CLOCK for encoding MFM when avaung to 
the disk. 

15 LOCK DETECTED: This output goes active low only af- 
ter both PLL Lock has occurred and the preamble pattern 


has been recognized. It remains low until READ GATE. goes 


inactive. 





TOP VIEW 
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21-CLOCK 
ENCODED DATA 
READ CLOCK 
SET PLL LOCK 
DELAY DISABLE 
READ GATE 
LOCK DETECTED 
NRZ READ DATA 


SYNCHRONIZED DATA 


TL/F/5182-2 


14 NRZ READ DATA: This is the NRZ decoded data output, 
whose leading edges coincide with the are edge of 


‘READ CLOCK. 


13 SYNCHRONIZED DATA: This output is the same encod- 


ed data that is input to the chip, but is synchronous with the 


negative edge of the VCO CLOCK. 


11 MISSING CLOCK DETECTED: When a missing clock is 


detected, this output will be. a single pulse (of width equal to 
one cycle of READ CLOCK) occurring as shown in Figure 2. 


49 READ CLOCK: This is half VCO CLOCK frequency dur- 


ing read mode after PLL Lock; it is half 2f-CLOCK frequency 


at all other times. A deglitcher is utilized to ensure that no 


short clock periods occur during either switchover. 


9 PHASE COMP TEST: This output is the logical “OR” of 


the Phase Comparator outputs, and may be used io the 


testing of the disk media. 


Analog Signals 


23, 22, PG1, PG3: The external capacitors and resistor of | 
the Pulse Gate filter are connected to these pins. 


1 PG2: This is the Pulse Gate current supply. 


3 IRSET: The current into the rate set pin (Vge/Rprate) is 
half the charge pump output current for the slow tracking 
rate. | 
2 IBSET: The current into the boost set pin Vee! RBoost) is 

half the amount by which the charge pump current is in- | 
creased for the high tracking rate. (HIRATE ° = IRATE Set + 
IBoost Set). 

4 CPOUT: CHARGE PUMP OUT/BUFFER AMP IN is avail- 
able for connection of external filter components, for the 


_ phase-lock-loop. In addition to being the charge pump out- 


put node, this pin is also the noninverting input to the op- 

amp of.the Buffer Amplifier. 

7 RVCO: The current into this pin determines the operating © 
currents within the VCO. 

5, 6 VCO C1, C2: An external capacitor connected across 

these pins sets the nominal VCO frequency. 


Absolute Maximum Ratings 


Supply Voltage | | 7V 
TTL Inputs | | 7V 
Output Voltages 7V 
Input Current (CPOUT, IRSET, IBSET, RVCO) 2mA 

- Storage Temperature -65°C to 150°C 


Operating Conditions 


[Parameter | Conditions| min | typ | Max 


























Voc Supply Voltage V 
Ta _ Ambient Temperature | °C 
Ion High Logic Level Output Current Vco Clock uA 
| | Others 
loL Low Logic Level Output Current Vco Clock si 
| _ Others 
foATA Input Data Rate Mbit/sec 
twoK Width of 2f-CLOCK, High or Low “ns 
twpp Width of ENCODED DATA Pulse, ns 






High or Low (Note 2) 
High Logic Level Input Voltage . 
Low Logic Level Input Voltage 







DC Electrical Characteristics over Recommended Operating Temperature Range 


Symbol | Parameter. =| __—sCondiitions, =| = Min’ =| ~~ Typ | Max_| Units 
Vic___| InputClamp Voltage | Voc=Min,=-tamA_ | | S| tS | 
Von __| High Level OutputVottage | Voc=Min.lon=Max. | Voo-2V | Voc-tev_ | | 
Vor___| LowLevelOutput Voltage | Voc=Minvlon-Max | | | |TV 
in _| HighLevelinput Current | Voc=Max.viz27v_ | | SCT 
In___| LowLevelinput Current | Voo=Max.vi-oav | | S| 200 | 
lo___| OutputDriveCurrent_ | Voc=Max.Vo-2iz5vi | -30 | | -110_-| ma 
lcc___| SupplyCurrent | Voc=Mex | TCTs «Ts 
| IaseT = VBe/Reoost -10% 2x(IRSET+|BseT) | +10% 


1. This value has been chosen to produce a current that closely approximates one-half of the true short-circuit output current, log. 
2. t is defined as the period of the encoded data oe 
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(All Parts unless stated otherwise) (ta = te = 2.0ns, Vin = 3.0V, Vit = OV) — 


AC Electrical Characteristics Over Recommended Vcc and Operating Temperature Range. 








































Symbol : - Parameter | | | min | Typ | Max | Units: 
ee | Positive READ CLOCK transitions from READ GATE set active | ee oe 
seed until PLL Lock sequence begins (DELAY DISABLE low) 

” | Positive READ CLOCK transitions from READ GATE set active 
jpantis until PLL Lock sequence begins (DELAY DISABLE high) 
Eee |. Number of READ CLOCK cycles required to output | 
NDECODENAZ | each decoded MFM data bitt ; 
ree | Positive READ CLOCK transitions required to transmit 
TRANSMIT MEM | input MFM to output See 8. 
Saennoee Number of READ CLOCK cycles after READ GATE 
Gene heer set low to read operation abort | 2 
| 7 _— ke | | DP8460-2 2+0.6%r 
tWINDOW Variance of center of decode window from nominal? DP8460-3 3+0.8%r 
- eee DP8460-4 
LINEARITY Phase range for charge pump output linearity2 











. | VBE | 
Ky ' Phase Comparator — Charge. Pump gain constant§ | ae Amps/rad 
3 7R 


VCONTROL Charge pump output voltage swing from nominal , | | too | mV 


1.40¢ 







Kyco (=A Koa) 





VCO gain constant (wyco = VCO center frequency in rad/s)6 | rad/sec. V 


VBE 






4 


fyco. VCO center frequency variation over temperature and Voc 


et eet Se 
fuaxveo __|VOOmaximumfrequency ||| 


| Time READ CLOCK is held low during changeover | 
t | 11 T-clock 
HOLD after lock detection has occurred? 


tmEMSKEW Output skew between VCO clock and Synchronized Data in ae ae ns 
t Output skew between READ CLOCK, NRZ READ | ie 
Rn DATA and MISSING CLOCK DETECTED ; 


@OUT _ 0.4 wo 2.0@¢ (rad/sec) 


. Asample calculation of frequency variation vs. control voltage: Viy = +0.2V; Kyco = Vv 0 2v V (volt) 
: . IN 


nh 





-a to +7 with respect to 2f VCO CLOCK | 

. T-clock is defined as the time required for one period of the READ CLOCK to occur. 
. This number remains fixed after PLL Lock occurs. | 

. With respect to VCO CLOCK; Ipump out = 2 'seT 


apn ON 


RSet | 
Although specified as the VCO gain constant, this is the gain from the Buffer Amplifier input to the VCO output. 
. T is defined as the period of the incoming data stream cane 


- J a ™ 
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External Component Selection (aii Parts) 


Symbol 
Rvco 
Cyco 
RLF 
CLF 
Cire 
RRATE 
RBOOsT 
RpG2 
Rpai 
Cpa 
Cpg2 
CR 
Ca 


Component 
_ VCO Frequency Setting Resistor 
VCO Frequency Setting Capacitor 
Loop Filter Resistor 
Loop Filter Capacitor 1 
Loop Filter Capacitor 2 
Charge Pump Irate Set Resistor 


_ Charge Pump (High Rate) Ipoost Resistor 
Delay Time Setting Resistor 
Pulse Gate Resistor 
Pulse Gate Capacitor C1 
_ Pulse Gate Capacitor C2 
IRaTE Bypass Capacitor 
lBoost Bypass Capacitor 
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bi pectively. . 8 
L = Number of 2f-clock cycles required for VCO to lock (typically = 20 2f-clock cycles), but determined by external component values Re ; 
At 32 + L, VCO has just locked. | . | 
At 64 + L, circuit has confirmed lock (has been in lock for 16 MFM clock bits). This sequence shows the MFM preamble pattern. - 


FIGURE 1. Lock-on Sequence Waveform Diagram | 
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* READ CLOCK and NRZ READ DATA may be delayed by one VCO clock period depending on the phase of the internal clock at activation of READ GATE input. 
@® MISSING CLOCK DETECTED is one READ CLOCK period ahead of the chip issuing D8 on the NAZ READ DATA output when READ CLOCK is delayed by one VCO clock period 


® MISSING CLOCK DETECTED /s synchronous with the chip issuing D8 on the NRZ READ DATA Output when READ CLOCK Is not delayed 


_ FIGURE 2. Missing Clock Detection Waveform Diagram 





6LE 











; EQUIVALENT 
WEXADECIMAL OATA 


ee es 
3 03 ca De 


¢1 01 c2 02 










Cs BS |; Cc D6 cr o7 ca D8 















c1 o1 cz oz 





” ENCODED DATA 
INPUT (MFM) 





























2CLOCK 


VCO CLOCK 


-TL/F/5182-5 ~ 


* READ CLOCK and NRZ READ DATA may be delayed by one VCO clock period with respect to Synchronized Data depending on the phase of the internal clock at activation of READ GATE input. 


FIGURE 3. Locked-on Waveform Diagram 


Ose 


; vCO CLOCK ( 





BBCWQWQQWQ 





Yy 











——— 


| 
a 


‘ { 


F TL/F/5182-6 
* L indicates the number of cycles required for the VCO to lock to the 2f-CLOCK 
NOTE 1: READ GATE going low will always result in NRZ READ DATA going low regardless of the state of the last bit 


FIGURE 4. Lock-Ending Sequence Waveform Diagram 
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CIRCUIT OPERATION 


When the READ GATE input goes high, the DP8460 Data 
Separator enters the read mode after a period determined 
by the state of the DELAY DISABLE pin. This may be either 
one or thirty two 2f-CLOCK cycles. Referring to Figure 7, 
once in the read mode, the phase-locked-loop reference 
signal is switched from 2f-CLOCK input to the ENCODED 
DATA input. The PLL, initially in the high-tracking rate mode, 
then attempts to lock onto the incoming encoded data 
stream. By careful selection of the loop filter components, 
this can be within 2 bytes. Preamble pattern recognition 
then can begin. As soon as two bytes of the selected pre- 
amble are detected, (the selection is determined by the ZE- 
ROES/ONES PREAMBLE pin) the LOCK DETECTED out- 
put goes low. In a typical MFM disk drive application, the 
LOCK DETECTED output is directly connected to the 
SET PLL LOCK input. With this connection, track rate se- 
lection, clock output switchover, and data output enabling 
will occur after four consecutive preamble bytes have been 
fed into the chip, from the time the read mode began. 


A low level on the SET PLL LOCK causes the PLL Charge 





Pump to switch from the high to low tracking rate. At the 


same time the source of the READ CLOCK signal is 
switched from half the frequency of the 2f-CLOCK to half 
the VCO clock. The MFM decoder also becomes enabled 
and begins to output decoded NRZ data. If the preamble is 
being decoded, and it is a zeroes data preamble, the NRZ 
READ DATA output will remain low until the end of the pre- 
amble. It will then output NRZ data some 2f-CLOCK periods 
after the preamble field has ended, as shown in Figures 2 
and 3. 3 


Figure 4 shows the sequence when READ GATE goes low, 
signifying the end of a read operation. The PLL reference 
signal is switched back to half the 2f-CLOCK and the 
LOCK DETECTED output (and therefore the 
SET PLL LOCK input) goes high. The PLL then returns to 
the high tracking rate, and the oe signals return to their 
initial conditions. 


CIRCUIT DESCRIPTION 


1. Read Enable and Delay: If the DELAY DISABLE input is 
connected low, then thirty two 2f-CLOCK cycles after READ 
GATE goes active, the DP8460 will go into the read mode. If 
the DELAY DISABLE input is connected high, the chip will 
go into the read mode one 2f-CLOCK cycle after READ 
GATE goes active. This feature allows the user to choose 
the time at which the PLL Lock Sequence begins and thus 
accommodates systems with short preambles. 


2. Pulse Gate, including Input Multiplexer and Data Synchro- 
nizer: The Input Multiplexer selects the input to the phase- 
lock-loop. While the chip is in the bypassed mode, the PLL 
is locked on half the 2f-CLOCK frequency, but in the read 
mode, the Input Multiplexer switches to the ENCODED 
DATA signal. The VCO CLOCK then begins to synchronize 
with the ENCODED DATA signal. The Pulse Gate allows a 
reference signal from the VCO into the Phase Comparator 
only when a ENCODED DATA bit is valid. The Pulse Gate 
utilizes a scheme which delays the incoming data by one- 
half the period of the 2f-CLOCK. This optimizes the position 
of the decode window and allows input jitter up to + half the 
2ft-CLOCK period, assuming no error in the decode window 
position. The decode window error can be determined from 
the specification in the Electrical Characteristics Table. 


3. Phase Comparator: The Phase Comparator receives its 
inputs from the Pulse Gate, and is edge-triggered from 
these inputs to provide charge-up and charge-down out- 
puts. 


4. Charge Pump: The high speed charge pump consists of a 
switchable constant current source and sink. The charge 
pump constant current is set by connecting external resis- 
tors to Vcc from the charge current rate set (IRSET) and 
current boost set (IBSET) pins. Before lock is indicated, the 
PLL is in the fast tracking rate and both resistors determine 
the current. In the slow tracking rate after lock-on, only the 
IRSET resistor determines the charge pump current. The 
output of the charge pump feeds into external filter compo- 
nents and the Buffer Amplifier. 


5. Buffer Amplifier: The input of the Buffer Amplifier is inter- 
nally connected to the charge pump’s constant current 
source/sink output as well as the external Loop Filter com- 
ponents. The Buffer Amplifier is configured as a high input 
impedance amplifier which allows for the connection of ex- 
ternal PLL filter components to the Charge Pump output pin 
CPOUT. The output of the Buffer Amplifier i is internally con- 
nected to the VCO control input. 


6. VCO: The Voltage-Controlled-Oscillator requires a resis- 
tor from the RVCO pin to ground and a capacitor between 


- pins C1 and C2, to set the center frequency. The VCO fre- 


aad 


quency can be varied from nominal by approximately 
+20%, as determined by its control input voltage. 


7. PLL Lock-on/Preamble Pattern Detector: To recognize 


preamble, the preamble pattern from the disk must consist 


exclusively of either data bit zeroes (encoded into ..10.. 


_ MFM clock pulses) when the ZEROES/ONES PREAMBLE 


pin is set high, or data bit ones (encoded into ..01.. MFM 
clock pulses) when set low. The preamble pattern must be 
long enough to allow the PLL to lock, and subsequently for 
the Preamble Pattern Detector circuit to detect two com- 
plete bytes. 


Once the chip is in the read mode, the VCO proceeds to 
lock on to the incoming data stream. The Preamble Pattern 
Detector then searches for a continuous pattern of 
10101010101010101010101010101010 (16 consecutive pul- 
ses at the data rate) to indicate lock has been achieved. 
The LOCK DETECTED output then goes low. 


Any deviation from the above-mentioned one-zero pattern 
at any time before PLL Lock is detected will reset the PLL 
Lock Detector. The lock detection procedure will then start 
again. 

8. MFM Decoder: The MFM Decoder receives synchronized 
MFM data from the Pulse Gate and converts it to NRZ 
READ DATA. For run-length-limited codes the MFM Decod- 
er and Missing Clock Detector will not be used. 


9. Missing Clack Detector: This block is only required for 
soft-sectored drives, and is used to detect a missing clock 
violation of the MFM pattern. The missing clock is inserted 
when writing to soft-sectored disks to indicate the location 
of the Address Mark in both the ID and the Data fields of | 
each sector. Once PLL Lock has been indicated, the Miss- 
ing Clock Detector circuit is enabled. MISSING CLOCK DE- 
TECTED will go active only if the incoming data pattern con- 
tains one suppressed clock bit framed by two adjacent 
clock bits. The output signal goes high for one cycle of 


~ READ CLOCK. 


10. Clock Multiplexer and Deglitcher: When 
SET PLL LOCK input changes state this circuit switches 
the source of the READ CLOCK signal between the half 2f- 
CLOCK frequency and the half VCO CLOCK frequency. A 
deglitcher circuit is utilized to ensure that no short clock 
peoe occur during either switchover. 


| BIT-JITTER TOLERANCE 


The three options of the DP8460, the —4, -3 and —2 offer 
decreasing window errors (respectively) so that the parts 
may be selected for different data rates (up to 25Mbit/sec). 
The —4 part will be used in most low data rate applications. 
As an example, at the 5Mbit/sec data rate of most 51/, inch 
_ drives, T = 200ns so that from the Electrical Characteristics 
Table, ‘twiNDOW | = (4 + (1% of 200ns)) or 6ns. The chip 
therefore contributes up to 6ns of window error, out of the 
total allowable error of 50ns (half the 2f-clock period of 
100ns). This allows the disk drive to have a margin of 44ns 


of jitter on the transition position before an error will occur. — 


| SELECTED __y, 
| INPUT 


the 


ANALOG CONNECTIONS TO THE DP8460__ 

External passive components are required for the Pulse. 
Gate, Charge Pump, Loop Filter and VCO as shown in Fig- 
ure 5. The information provided here is for guidelines only. 

The user should select values according to his own system 


_ requirements. Phase-Locked Loops are complex circuits 


that require detailed knowledge of the specific system. Fac- 
tors such as loop gain, stability, response to change of sig- 
nal, lock-on time, etc are all determined by the external 
components. In many disk systems these factors are crit- 
ical, and National Semiconductor recommends the designer 
be knowledgeable of phase-locked-loops, or seek the ad- 


_ vice of an expert. Inaccurate design will probably result in 
_ excessive disk error rates. The phase-locked-loop in the 





DP8460 has many advantages over all but the most sophis- 
ticated discrete designs, and if the component values are 
selected correctly, it will offer significant performance ad- 
vantages. This should result in a reduction of disk. | error 
rates over equivalent discrete designs. 


Cyco 


> Ryco 
C1 C2 RVCO 
VOLTAGE VCO CLOCK 

CONTROLLED 

OSCILLATOR 

— Vee 7 0.42 
K1= aR Ra A=4 K2 = Vac 
VREF (INT) | 
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FIGURE 5. Phase-Locked-Loop Section 
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Pulse Gate 


There are four external components connected to the Pulse 
Gate as shown in Figure 6 with the associated internal com- 
ponents. The values of Rpg, Rpge, Cpgqi, and Cpgo are 
dependent on the data rate. Rpg, is proportional to the data 
rate, while Regs, Cpq; and Cpga are inversely proportional. 
Table | shows component values for the data rates given. 
For other data rates, use the equations Rpg; = (TBD x 
fyco) kQ, Rpge = ((TDB / fyco) — 0.89) kO, Cpg, = (TBD / 
fyco) pF and Cpge = (TBD / fyco) pF, where fyco is the 
VCO frequency in MHz. As an example, at 5Mbits/sec data 
rate, fyco = 10 MHz. This produces Rpq = ... kN, Rpge = 
.. kA, Cpg, = ... pF and Cpgo = ... pF. Components with 
5% tolerance will suffice. 





TABLE |. Pulse Gate Component Selection Chart 





FIGURE 6. Pulse Gate Controls 
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Charge Pump 


Resistors Rraate and Rgoost determine the charge pump 
current. The Charge Pump bidirectional output current is ap- 
proximately (within +10%) twice the input current. In the 
high tracking rate with SET PLL LOCK high, the input cur- 
rent is IgseT + IRseEt, ie, the sum of the currents through 
Rgoost and Rrate from Vcc. In the low tracking rate, with 
SET PLL LOCK low, this input current is IRsET only. 


A recommended approach would be to select Rrarte first. 
The External Component Limits table allows Rrate to be 
1.2k. to 6.5kQ, so for simplicity select Rrate = 3.3kN. A 
typical loop gain change of 4:1 for high to low tracking rate 
would require Rgoost = Rrate /3 or 1.1kQ. Referring to 
Figure 7 the input current is effectively Vge / Rrate in the 
low tracking rate, where Vee is an internal voltage. This 
means that the current into or out of the loop filter is approx- 
imately 2 Vee / Rrate, or in this example approximately 
0.4mA. Note that although it would seem the overall gain is 
dependent on Veg, this is not the case. The loop gain is 
altered internally by an amount inversely proportional to 
Vee: as detailed in the section on the Loop Filter. This 
means that as Vee varies with temperature or device 
spread, the gain will remain constant for a particular fixed 
values of Rrate and Reoost. This alleviates the need for 
potentiometers to select values for each device. The toler- 
ance required for these two resistors will depend on the 
total loop gain tolerance allowed, but 5% would be typical. 
Also Vcc by-pass capacitors are required for these two re- 
sistors. A value of 1000pF is suitable for each. 





TL/F/5182~10 
FIGURE 7. IRate Set and Igoosrt Set 


vco—‘“ NS | | 
The value of Ryco is fixed at 1 kO +1% in the External 


Component Limits table. This requires a resistor more accu- | 


rate than 1% to allow for temperature variations. Figure 8 
shows how Ryco is connected to the internal components 


of the chip. This value was fixed at 1kM to set the VCO 


operating current such that optimum performance of the 
VCO is obtained for production device spreads. This means 
fixed value components will be adequate to set the VCO 
center frequency for production runs. The value of Cyco 
can therefore be determined from the VCO frequency fyco, 


using the equation: Cyco= 1 / (Rvco) (fyco) where fyco is. 


twice the input data rate. As an example, for a 5Mbit/sec 


data rate, fycq = 10Mhz, requiring that Cyco = 100pF. The © 
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FIGURE 8. VCO Current Setting Resistor 


capacitor tolerance also should be better than 1%. The ca-— 
pacitor is connected to internal | ree of the chip as | 
shown in Figure 9.. 


This equation does not cover the whole range of. data rates. 
As the data rate increases and Cyco gets smaller, the ef- 
fects of unwanted parasitic capacitances influence the fre- 
quency. As a guide the graph of Figure 10 shows appioN 
mately the value of Cyco for a given data rate. 


The center frequency may be checked by applying pulses at. 


the ENCODED DATA input with READ GATE set high. The 


input frequency should be varied above and below the cho-- 


_ sen center frequency until the VCO stops tracking. Typically 
__ this will be 20% either side of the center frequency. | 
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FIGURE 9. VCO Capacitor 





FIGURE 10. VCO Capacitor Value for Disk Data Rates. 
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- Loop Filter 


The input current into the Buffer Amplifier is offset by a 
matched current out of the Charge Pump, and even so is 
much less than the switching current in or out of the Charge 
Pump. It can therefore be assumed that all the Charge 
Pump switching current goes into the Loop Filter compo- 
nents R,_-; and C, ry and C_es. The tolerance of these com- 
ponents should be the same as Rrate and Rgoost, and 
will determine the overall loop gain variation. The three 
components connected to the Charge Pump output are 
shown in Figure 17. Note the return current goes to analog 
GND, which should be electrically very close to the GND pin 
itself. 


The value of capacitor C.F; basically determines loop sta- 
bility-the larger the value the longer the loop takes to re- 
spond to an input change. If CLF; is too small, the loop will 
track any jitter on the ENCODED DATA input and the VCO 
output will follow this jitter, which is undesirable. The value 
of C.F; should therefore be large enough so that the PLL is 
fairly immune to phase jitter but not large enough that the 
loop won't respond to longer term data rate changes that 
occur on the disk drive. 


The damping resistor Ri 1 is required to damp any esciie: 


tion on the VCO input that would otherwise occur due to | 


step function changes on the input. A value of Rif; that 
would give a phase margin of around 45 eogces would be a 
reasonable starting point. 


The main function of the capacitor C.ro is to integrate the 


effects of the VCO frequency on the VCO input voltage. 


Typically its value will be about one tenth of Cry. 
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FIGURE 11. Charge Pump Out 
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FIGURE 12. Loop Response Components 


Figure 12 shows the relevant phase-locked-loop blocks that 
determine system response, namely the Phase Detector, 
Filter/Buffer Amplifier, and VCO. The Phase Detector 
(Phase Comparator and Charge Pump) produces an aggre- 
gate output current i which is proportional to the phase dif- 
ference between the input signal and the VCO signal. The 
constant (Kj) is Vge/aR amps per radian. R is either Rrate 
or Rrate || Raoost- This aggregate current feeds into or 
out of the filter impedance (Z), producing a voltage to the 
VCO that regulates the VCO frequency. The VCO gain con- 
stant is 0.4 wyco/VeeE radians per second per volt. Under 
steady state conditions, i will be zero and there will be no 
phase difference between the input signa! and the VCO. 
Any change of input signal will produce a change in VCO 
frequency that is determined by the loop gain equation. This 
equation is determined from the gain constants Kj, A and 
Ko and the filter v/i response. 


The impedance Z of the filter is: 
1 1 1 + sCyR 
sCo sC; 
Cy 


If Co < Cy then the impedance Z approximates to: | 


1 + sO4R, 
sC; (1 + SCoR4) 


sC,(1 + + $CoR4) 


KyAKo 1+ SC ,R, 


The overall loop gain is then G(s)= —_— *SC1(1 + SCaRy) 


~The desired Bode plot of gain and phase is shown in Figure 


13, with ~20d0B/decade oe at wo for stability at unity 
gain. 
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FIGURE 13. Bode Plot of Loop Response 


If the point of inflexion of the phase curve is at wo, (the loop 


natural frequency and therefore the closed loop bandwidth), 


then it can be shown that for a phase margin 4, 





| 1 — sin > 
C a rnemane 
afi @O COSh 
C4Ry = sec 
vl  @o2CaRy 
| Ki AK 1+ C4R 
Yer 1 + woCaRy 


As an example, if we want the PLL to lock-on within two 
bytes of preamble in the high tracking rate mode, and the 
disk data rate is SMbits/sec, or one bit every 200ns. 

(Thus fyco = 10MHz) 


time to lock = 16 x 0.2ys = 3.2us 


Closed loop panawou fo> (0.3/3.2) MHz or about 


100kHz 


(the factor 0.3 is a rule of thumb guideline derived from the 
product of rise time and bandwidth). 


and C4R, = 
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kK; : 


_ SO Ky = 


Select a bandwidth fo= 200kHz sO that WO = 2m x 200kHz | 


(giving a ratio of fyco./ fo = 50) | 


| Select a phase margin @ between 30° and 70° for sabi. 


Choose os 45° for optimum response 


| _ (1 — sin 45°) | | 
ume CoR; : Bar x 200 x 108 x cos 45° 0.33 x 10 sec 
+ 


7A BAACHATIOCA BA AALE ¥10-6 sac 
BrxD0OTO9PROSEO™ 6 = 1.92x10- sec 


To determine C1, we need to know Ky, A and s Ko, 


VBE 


aR | - 
In the high tracking rate, R = 1.1k || 3.3k = 8259 for our 
example from the Charge Pump calculations | 


amps per radian | 


VBE 
wr X 825 


the Buffer Amplifier gain A is internally set to 4.0 


amps/ radian 


0.4 . | 
Ko = ee radians per sec per volt 
VBE 
04x 247x107. | | 
Ko = ———-———— radians per sec per volt 
VBE 
VBE 0.4 x 2a x 107 
onc x 4, Xero 
soC1 = Tr g05 < 4° * Vaex (em x 200 x 1032 * 


1+ (29 x 200 x 103 x 1.92 x 10-6) 
1 + (22 x 200 x 103 x 0.33 x 10-6) 
The Veg in the K; equation cancels with the Vee in the Ko 


“equation provided good matching is maintained on the 


DP8460. 
Thus C; = 5.923 x 10-8F. Select C; to be 0.056uF 
Ry - 182 X 1078 a = 34.280. Select Ry = 330 
TN BEOOO KK AOTIS Oe 
; | 
; 0.33 x 10-6 
.Co = ————— F = 10-8F = 0.01pF. Select Co = 0.01pF 
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5 : 
The calculated values are only a guide, the user should then 


empirically test the loop and determine stability, lock-on 


time, jitter tolerance, etc. 


Note that capacitor Co affects the amount by which the 
Charge Pump switching current affects the filter voltage. 
Obviously as Cz is increased in value ripple will decrease, 
but the closer the —40dB/decade slope gets to w, on the 
Bode plot the more unstable the loop will be. Thus if C2 is 
_ made too large the loop will oscillate. 


Resistor R; determines where the low-frequency end 
-40dB/decade slope changes into the -—20dB/decade 
slope. The wider the —-20dB/decade slope is around unity 
gain, the more stable the loop becomes. If Ry is too large it 
will reduce the impact of C,, while too small a value will 
increase instability. The capacitor C, strongly effects the re- 
sponse of the loop. Too high a value will slow down the 
response time, but make it less prone to jitter or frequency 
shift whereas too low a value will improve response time 
while tending to react to jitter. 


Other filter combinations may be used, other than RF; in 
series with C.F, all in parallel with Ciro. For example the 
" filter shown in Figure 74 will also perform similarly, and in 
fact for some systems it will yield superior peloonanee: 


DIGITAL CONNECTIONS TO THE DP8460 


Figure 17 shows a connection diagram for the DP8460 in a 
typical application. All logic inputs and outputs are TTL com- 
patible as shown in Figures 15 and 16. The VCO CLOCK | 
output is 74AS compatible and can therefore drive up to 40 
74AS (or 74F) inputs, or 10 74S inputs, or 100 74ALS inputs, 
or 50 of 74LS inputs. All other outputs are 74ALS compati- 
ble and so will drive up to 16 74AS inputs, or 4 74S inputs, or 
40 74ALS inputs or 20 74LS inputs. All inputs are 74ALS 
compatible and therefore can be driven easily from any 74 
series devices. The raw MFM from the pulse detector in the 
drive is connected to the ENCODED DATA input. The DE- 
LAY DISABLE input determines whether attempting lock-on 


_ will begin immediately after READ GATE is set or after 2 
bytes. Typically in a hard-sectored drive, READ GATE is set 


active as the sector pulse appears, meaning a new sector is 
about to pass under the head. Normally the preamble pat- 
tern does not begin immediately, because gap bytes from 
the preceding sector usually extend just beyond the sector 
pulse. Allowing 2 bytes to pass after the sector pulse helps 
ensure that the PLL will begin locking on to preamble, and 
will not be chasing non-symmetrical gap bits. Attempting to 
lock-on to a fixed ....1010.... preamble pattern speeds up 
lock-on, and after another two bytes the PLL will nominally 
have locked-on. Thus DELAY DISABLE should be set low 


for this kind of disk drive. 


rT, COO 


oH 


FIGURE 14. Alternate Loop Filter a 
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GNO 
TL/F/5182-18 


" FIGURE 15. Logic Inputs 
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TL/F/5182-17 





GND 
TL/F/5182-19 
FIGURE 16. Logic Outputs | 
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TBD 0.056 uF 
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Vec 
4.7k> TBD 0.01 pF 1k+1% 
TBD ae 1 
100 pF 
PG2 PGI . 
RAW - ENCODED . NRZ READ DATA 
MFM DATA - 
CRYSTAL i. . READ CLOCK 
_ DERIVED - mS DP8&460 MISSING CLOCK 
OR SERVO Pg “CLOCK DATA SEPARATOR DETECTED 
CLOCK 


DISK 
DATA 





READ GATE LOCK DETECTED 
ZEROES /ONES 


| CONTROLLER 
DELAY DISABLE PREAMBLE SET PLL LOCK 


READ GATE 





TL/F/5182-20 
FIGURE 17. Typical Connection to DP8460 for: 


1) MFM Data Input, 5Mbit/sec Data Rate 
2) 32 Bit Delay to Enable oe 
3) All Zeroes (NRZ) Preamble 


For soft sectored drives, the controller normally will not wait 
for the index pulse before it attempts lock-on, so that READ 
GATE may go active at any time. Chances are the head will 
not be over a preamble field and therefore there is no need 
to wait 2 bytes before attempting lock-on. DELAY DISABLE 
can therefore be set high. If a non-preamble field is passing 
by as READ GATE goes active, the DP8460 will not indicate 
lock, and no data decoding will occur nor will MISSING 
CLOCK DETECTED go active. Normally, if lock-on has not 
been achieved after a certain time limit, the controller will 
de-activate READ GATE and then try again. 


» For MFM encoded disk drives, the LOCK DETECTED out- 
put will be connected back to the SET PLL LOCK input. As 
the PLL achieves lock-on, the DP8460 will automatically 
switch to the slower tracking rate and decoded data will 
appear at the NRZ READ DATA output. Also the READ 
CLOCK output will switch from half the 2f-clock frequency to 
the disk data rate frequency. If a delay is required before the 
changeover occurs, a time delay may be inserted between 
the two pins. 


RLL WRITE DATA ware RLL 
ENCODED DATA eENpEc 


Some drives have an all-ONES data preamble instead of all- 
ZEROES and the DP8460 must be set to the type being 
used before it can properly decode data. The ZEROES/ 





- ONES PREAMBLE input selects which preamble type the 


- 





MISSING CLOCK DETECTED 
WRITE GATE 
NRZ WRITE DATA 
WRITE CLOCK 
WRITE MISSING CLOCK 


chip is to lock-on to. | 


If the drive uses a run-length-limited (RLL) code such as 
’2, 7’, instead of MFM, the phase-locked-loop function of 
the DP8460 may still be used. Figure 18 shows how the 
DP8460 may be connected to a RLL ENDEC circuit. The 
RLL ENDEC performs encoding of NRZ data to RLL encod- 
ed data, and RLL encoded data back to NRZ data. The RLL 
ENDEC can use the SYNCHRONIZED DATA output of the - 
DP8460 along with VCO CLOCK to lock-on to the preamble 


and then decode data. Once lock-on has been detected, 


the RLL ENDEC can set the SET PLL LOCK input of the 


DP8460 low so that the tracking rate can be changed. 


READ GATE 


CONTROLLER 
(SUCH AS 0P8466) 


MISSING CLOCK DETECTED 





WRITE GATE 





WRITE DATA 







WRITE CLOCK 
WRITE MISSING CLOCK 
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FIGURE 18. DP8460 with Run-Length-Limited (RLL) Codes 
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| APPLICATIONS OF THE DP8460 DATA SEPARATOR __ 
The DP8460 is the first integrated circuit to place on one 


chip a PLL with features that offer the improved speed and 


‘reliability required by the disk industry. Not only does the 


_ Chip simplify disk system design, but also provides fast lock- 
on to the incoming preamble. Once locked on, the loop is. 


set into a more stable mode. This inherent loop stability 


allows for a sizeable amount of jitter on the data stream, . 


such as is encountered in many disk systems. Once in the 


stable tracking rate, the SYNCHRONIZED DATA output rep- 


resents the incoming ENCODED DATA and is synchronous 


with VCO CLOCK. If the disk is MFM encoded, then the chip 


can decode the synchronized data into NRZ READ DATA 


and READ CLOCK. These are available as outputs from the 
chip allowing the NRZ READ DATA to be deserialized using 


the READ CLOCK. 


The DP8460 is capable of operating at up to 25Mbits/sec 
data rates and so is compatible with a wide assortment of 


disk drives. The faster data rates of the 8-inch and 14-inch | 


disk drives will mandate the selection of either the 






DATA 


READ 
GATE 


aaa aaa 


FIGURE 19. DP8460 in the Controller 


PASSIVE COMPONENTS 


2-CLOCK 


ppe460 
ENCODED DATA SEPARATOR. 





~DP8460~3 or —2 parts with their narrower window margins 


on the incoming data stream. This will also be the case 
when 51/-inch drives achieve higher data rates. Some 8- |. 
inch and 14-inch disk drives incorporate the functions of the | 
DP8460, but use many discrete ICs. in these cases, replac- 
ing these components with the DP8460 will offer reduced 
P.C. board area, lower cost, and eee pevfonnente 
while simplifying: circuit testing. 

Most 51/-inch and many 8-inch and 14-inch disk drives z 
manufactured at present do not incorporate any of the func- | 
tions of the DP8460. This is so primarily because the PLL 
function is difficult to design and implement, and requires | 


circuitry which covers a large area of the printed circuit card. | 


This is undesirable both from the drive size aspect and from | 
the cost aspect (the cost includes soldering, testing, and | 
adjusting the components). Consequently, most smaller 


disk drives output MFM encoded data so that the phase- | : 


locked-loop and data separation have to be performed by | 
the controller. The DP8460 will therefore replace these | 
functions in controller designs, as shown in Figure 19. 





READ CLOCK 


MISSING CLOCK 
DETECTED 
















DISK. 
DATA 

— CONTROLLER | 

(SUCH AS 0P8466) 






K TED 


Fee pe aera et ye 


TL/F/5182~22° 
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System design criteria may now change because the 
DP8460 is a one-chip solution, requiring only a few external 
passive components with fixed values. It operates from a 


+5V supply, consumes about 0.5W, and is housed in a nar- . 
row 24-pin package. The circuitry has been designed so that 


the external resistors and capacitors need not be adijusta- 


ble; the user chooses the values according to the disk drive - 


‘requirements. Once selected, they will be fixed for that par- 
ticular drive type. These features make it possible to trans- 
fer these functions to the disk drive, as shown in Figure 20. 
Apart from a slight increase in board area, the advantages 
outweigh the disadvantages. First, the components select- 
ed are fixed for each type of drive and this facilitates the 
problem of interchangeability of drives. At present, control- 
lers are adjusted to function with each specific drive; with 
the DP8460 in the drive, component adjustment will no long- 
er be required. Second there is often a problem of reliability 
of data transfer. Because the MFM data is clock encoded, 
this signal is susceptible to noise, bit shift, etc. Soft errors 
will sometimes occur when the incoming disk data bit posi- 


DISK DRIVE | 


2¢-CLOCK 


DP8460 
DATA SEPARATOR 


ENCODED 
"1 DATA 


READ GATE 
SET PLU LOCK 


PASSIVE COMPONENTS 


LOCK DETECTED 





tion is outside the Pulse Gate window as it is being synchro- 
nized to the VCO clock in the phase-locked-loop. Obviously, 
the nearer the PLL is to the MFM source, the less chance 
there is that errors will occur. Thus placing the DP8460 in 
the drive will increase the reliability of data transfer within 
the sysem. 


A third advantage is data rate upgrading. Most 514-inch 
drives have 5Mbit/sec data rate because the early drives 
were made with this data rate. This meant the controllers 
had to be designed with PLLs which operate at this data 
rate. It is therefore difficult for drive manufacturers to intro- 
duce new drives that are not compatible with existing con- 
trollers. Since no new standard data rate has emerged, they 
must continue to produce drives at this data rate to be com- 
patible with the controllers on the market. With the DP8460 
in the drive, and its associated components: set for the 
drive’s data rate, it no longer becomes a problem to in- 


crease the data rate, assuming the controllers digital circuit- 


ry can accommodate the change. This will allow the manu- 
facturers to increase the bit density and therefore the ca- 
pacity of their drives. | | 


~] PART OF 
ANSIX3T9/1260 
| OR 
SMD INTERFACE 


nn | 


NRZ READ DATA 


READ CLOCK pent 
MISSING CLOCK re 


| 
| 
| 
| 
| 
| 
DETECTED | 
| 
| 
| 
| 
| 
| 


eae eye ee 
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FIGURE 20. DP8460 in the Disk Drive 
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Physical Dimensions (Continued) inches (millimeters) 


| 0.092 : (32.258) 
(2.337) _ MAX ; 
AN fo 
t 1 


0.260 +.0.005 
‘(6.604 £0.127) 













PIN NO. 1 IDENT EJECTOR PINS 


0.300 — 0.320 OPTIONAL 


' (7.62 —8,128) 0.040 0.130 + 0.005 


(3.302 £0.127) 





0,020 
(0.508) 


(0.229 — 0.381) 


+0.025 EIT . 9.018 + 0.003 
0.325 0.075+0.015 | i x eee ee it Ls 
—0.015 0.075 +0.015 
MIN REET _ (0.45740 076) 
ess tam) 0.100+0:010 
~ a _ (2.54+0.254) 
TYP 


86° 94° TYP 


N24C (REV C} 


Molded Dual-In-Line Package (N) 
Order Number DP8&460N 
NS Package Number N24C 
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National 
Semiconductor 





PRELIMINARY 


DP84300 Programmable Refresh Timer 


General Description 


The DP84300 programmable refresh timer is a logic device 


which produces the desired refresh clock required = all 


dynamic memory systems. 


Additional circuitry has been included in the device to | 


minimize logic required by memory systems to perform 
refresh control. 


Connection Diagram 


Dual-In-Line Package 


DP84300 


REFRESH 





TOP VIEW 
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INPUTS A-H mana, 


| Features 


@ One chip solution to produce RFCK timing for the 
DP8408 and DP8409 dynamic RAM controllers 

™@ Programmable refresh clock timer allows for a maxi- 
mum refresh period with most system clocks | 

w Timing is completely synchronous with the input 
clock, preventing race conditions present in some 
memory controllers 

m Includes a refresh request output, simplifying the 
design of refresh logic in discrete controllers 


Block Diagram 










PROGRAMMABLE 
COUNTER 


OUTPUTS 
OA-OH 





FORCED 
REFRESH 
REQUEST 
LOGIC 


RFRO 


RFCK 


FIGURE 1 


- Recommended Operating 


- Conditions (commercial) 


Min Typ Max 


| Units 
Voc, Supply Voltage | 4.75 5.00 5.25 V 
lou, High Level Output Current | —~3.2 mA 
~-lo,, Low Level Output Current 16 mA 
Ta, Operating Free Air cot | ie 
Temperature | 0 75 °C 


Electrical Characteristics over recommended operating temperature range - 


Symbol | 


Vin 
Vin. 


DP84300-3 Switching Characteristics over recommended ranges of temperature and Voc 


Symbol 


tpzx 
tpxz 
tpzx 
texz 


tw 


tsu 


ite 


Low Level Input Voltage 


Off-State Output Current 
High Level Voltage Applied 

| Off-State Output.Current 
Low Level Voltage Applied 

— | Input Current at | 

| Maximum Input Voltage | 
High Level Input Current 

| Low Level Input Current 


| Short Circuit Output Current 
| Supply Current 













Parameter 


tpp -«|~— Clock to Output | , | | 
ae : P = C, = 45 pF 
Pin 13 to Output Enable ! 


Vec= Min, |}= —18 mA 





Vec= Min, Vin = 2V, Vit= 0.8V, loH = Max 
Vec= Min, Vin = 2V, Vip= 0.8V, loL= Max 










| Typ 


2 


rh 


> 


Voc = Max, Vin = 2V, Vo = 2. 4V, Vie = 0.8V 100 

Voo= Max, Vin =2V, Vo=0.4V, Vi, =0.8V 

Voc = Max, V,= 5.5V 

Voc = Max, V=2.4V 

Voc = Max, V; =0.4V 

Voo=Max - 30 
_ Voc = Max — 150 | 180 






Ta 
v 


Conditions 
; Ry = 6670 


Commercial 
=0°C to + 75°C 
cc= 5.0V + 5% . 


| _Pin 13 to Output Disable Gaser | | tT 
Input to Output Enable — C.=45 pF leks dl 
Input to Output Disable | CL =5 pF Po 


Width of Clock 
ee eee eee 


SetUp Time a ae ae ee 


Hold Time 


25 
35 


0 
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| 
on) — 
on on 







Mnemonic Description 


INPUT SIGNALS 


CLOCK Provides a time base for the programmable 
divider. 

Program inputs A through H. These inputs 
select the number of clock cycles that will 
produce one refresh period. These inputs 
are binary encoded, with input A the LSB, 


and H the MSB. Additionally, all zeros pro- 


A-H 


duce the maximum count of 256, and an - 


input of one will reset the counter to one. 


This input is used to reset the refresh request 
output (RFRQ). 

Output enable. Places the outputs in 
TRI-STATE®. 

Counter enable. This input, when low, 
enables the timer clock and, when high, 
stalis the timer. 


REFRESH 





fal mal 


OUTPUT SIGNALS. 
QA-QH Refresh timer outputs QA through QH. Timer 
starts at programmed input and counts 
down to one. 

Refresh request. This output goes low on the 
rising edge of the refresh clock (RFCK). The 
first input clock edge after the REFRESH in- 
put is set low clears this output. 


Refresh clock. The period of the clock is 


RFRQ 


RFCK 


determined by setting conditions on input. 


pins_A through H. This output is low for 20 
clocks, and high for the remainder of the 
period. 


Functional Description 


The DP84300 block diagram is shown in Figure 7. This cir- 
cuit is basically an 8-bit programmable counter. The user 
selects the number of input clock cycles required per 
refresh period and sets the binary equivalent on inputs A 
through H. A signal of that period is produced at the 
refresh clock (RFCK) output. This output stays low for 20 
clock cycies, and goes high for the balance of the period. 






DM74S74 
DP84300 





) CLOCK 


Period of RFCK = 2x program input 


FIGURE 2a. Expansion of Clock Divisor by 2x 


PROGRAM 1 
> RFCK 


CLOCK | 


When used with the DP8409 dynamic RAM controller, this — 
duty cycle allows the DP8409 the maximum probability to. 
perform a hidden refresh, while still allowing ample time 
for the DP8409 to perform a forced refresh when needed. 


An additional output is provided to ease the design of 
systems that don’t use the DP8409. This output is called 
refresh request (RFRQ). Refresh request becomes true at 
the rising edge of refresh clock, and becomes false on the 
first rising edge of the input clock after a refresh. 


In systems where a divisor of more than 256 is needed, an 
expansion input (CE) has been provided. When this input 
is high, all counter-related timing is suspended. This ex- 
cludes actions due to the REFRESH input. The circuits in 
Figures 2a and 2b show how to expand the range of the 
timer by 2x or by up to 4096 clock cycles. Figures 3a and 3b 
show two typical applications using the DP84300. 


By using the clock enable input, it is also possible to 
change the duty cycle of the refresh clock. The circuits in 
Figures 4a and 4b show how this may be done. 


To reset the counter to a known state, select an input 
divisor of one. On the next clock edge the counter will 
reset to one. On the next clock edge whatever input 


_ divisor that is present on input A-H will be loaded into 


the counters. 


TABLE |. DIVIDER CONSTANTS FOR GENERATION OF A 
15.5 ws CLOCK 


CPU Clock | Divisor ‘Actual Period) % Chance of | 
Ereauency np of Output | Hidden Refresh 












PROGRAM 2 DP84300 RFCK . 


Period of RFCK 2 = program A x program B | 
RFCK is low for 20x program 1 clocks 
Maximum period of RFCK is 4096 clocks 


FIGURE 2b. Typical Expansion for the DP84300 
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| Functional Description (continued) _ 


DATA 


ADDRESS» 


MEMORY 


CONTROLLER MEMORY 


DP84300 





CLOCK 


FIGURE 3a. Dynamic Memory System Using DP84300 


DATA 






ADDRESS 







DP84332 - ppa4o8 MEMORY 


cLock > 


pps4300 DPB4300 


CLOCK 





FIGURE 4a. Circuit for Extending RFCK Low to 40 Clocks | FIGURE 4b. Circuit for Extending RFCK High by 2x ? 
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Timing Diagrams" 


Refresh Timer Outputs 


UL on. 


REFRESH REQUEST (RFRQ) Output Timing 


RFCK | | | | 
FRO | : ) REFRESH RESETS AFRO | \ 
| : 
RFSH / | 
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_ Physical Dimensions inches (mitiimeters) 









— 0.260+0.005 
(6.60440.127) 


PIN NO. 1 
IDENT 


OPTION 2 





EJECTOR PINS 
0.300-0.320 (1.575) OPTIONAL 7 | | 
E 0.040 /0.180-+0,005 





0.009 —0.015 
(0.229 — 0.381) 0.065 
(1.651) 


+0025 | | : | : | 

gaa 0.075:£0.05 Z _ cowsnons | 

40635) (1.905 + 0.381) (0.4574 76) , , a 

(25s han) | —, 9.100+0,010 g6° 94° TYP 
(2.54 0.254) 

TYP 





N24C REV & 


Molded Dual-In-Line Package (N) 
| Order Number DP84300N-3 
on te | ? | NS Package Number N24A 
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National 
semiconductor 





PRELIMINARY 


DP84312 Dynamic RAM Controller Interface Circuit 


for the NS16032 CPU 


| General Description | 
The DP84312 dynamic RAM controller interface is a Pro- 


grammable Array Logic (PAL)* device which allows for | 


easy interface between the DP8409 dynamic RAM Con- 
troller and the NS16032 microprocessor. 


Using timing signals from the NS16201 timing and control 
unit and the NS16032, the DP84312 supplies all control 
signals needed to perform memory read, write, byte write, 
and refresh. 


Connection Diagram 


Features 


@ Low parts count memory system 

® Allows the DP8409 to perform hidden refresh 

@ Allows for the insertion of wait states for slow dynamic 
RAMs . | 

™ Supplies independent CASs for byte writing - 

® Possibility of operation at 8MHz with no wait states 

@ 20-pin 0.3 inch wide package 

m Standard National Semiconductor PAL part 
(DMPAL16R6) 


@ PAL logic equations can be modified by the user for 
his specific application and programmed into any of 
the PALs in the National Semiconductor PAL family, 
including the new high speed PALs. 


Dual-In-Line Package 





WAIT1 





TOP ViEW 


Ann . 


Recommended Operating 
| Conditions (Commercial) 


Voc, Supply Voltage 
~ lon, High Level Output Current | 
lo., Low Level Output Current 


Ta, Operating Free Air 
Temperature | 0. 


Min Typ Max Units 
4.75 5.00 525 V 


—3.2 | mA 
24 mA 
(Note2) 
75 °C 


Electrical Characteristics over recommended operating temperature range 





Symbol 

Vin | High Level Input Voltage 

Vit 

Vic - 

Vou High Level Output Voltage — 

Vou 

lozH | Off-State Output Current 
High Level Voltage Applied 

loz Off-State Output Current 
Low Level Voltage Applied 

ll Input Currentat => 
Maximum Input Voitage 

NH 

Me 

los__| Short Circuit Output Current | 

loc 


[tow Level inputVoltage | 


Input Clamp Voltage Voc = Min, |; = — 18 mA 





High Level Input Current. | Voc = Max, V;=2.4V | 
| Low Level Input Current | Voc= Max, V,;=0.4V i 


_Short Circuit Output Current 


Supply Current 











Veo = Min, Vi4=2V, Vi = 0.8V, low = Max 
Vcc = Min, Vin = 2V, ViL= 0.8V, loL= Max 
Voc = Max, Vin = 2V, Vo = 2.4V, Vin = 0.8V 







Voc = Max, Viy=2V, Vo=0.4V, Vi, =0.8V 


Voc = Max, V;=5.5V © 


Voc = Max 


2 


— 30 


I 
sd 
on 


100 


NO 
oa 


=k. 
— ° 


— 250 
- 130 


3 al 
(>) wo 


ae 
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DP84312-3 Switching Characteristics over recommended ranges of temperature and Voc 










- Width of Clock 






Commercial 





Conditions 


Ta =0°C to + 75°C 


* 


Sympel parameter R, = 6670 Voc = 5.0V + 5% 
= a 
oe WAITIN to WAIT Delay c=45pF | | 2 | 4 | 
tpp Clock to Output  C,_=45 pF ae Te ae 25 
Se 


ae aa a 
Set-Up Time aed 


Note 1: icc = max at minimum temperature. 
Note 2: One output at a time; otherwise 16 mA. | 


Hold Time 


25 
40 
0 
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—15 


= 
on 


— 100 


— 


mA 


mA » 


Units 


ns 
ns 
ns 
ns 


NS 
Ns 


ns 


ns 


System Block Diagram 



















ADO-AD15 
ADO-AD15 
\/ 
0) hy 
DM74L$373 sista 
PERIP 
G A,B, G 
: | ROM pP8409 MM5295-12 
NS16032_ MM4164-12 


DP84300 


A16-A23 
RDY PHi2_ PHII 


RDY PHIt  PHI2 


ADS 
CTTL 


= 
ag ore ee 
ind ae 
NS16201 
ee = 


*Note: For more than 16 RAM chips, 
add buffers. 


DP84312 











PERE @ These outputs may need resistors. FIGURE 1 | | | 
Mnemonic Description cs Chip select. This input is used to determine if 
7 | a memory cycle or a hidden refresh cycle is 
INPUT SIGNALS to be Ree et: 7 
CLK Clock input. This clock comes from the FCLK wea eel oe ed Stake ne ape eens wie 
output of the NS16201 timing and control ae ae Ree? NTN a nICTeDOcess0! | 
unit, and supplies timing for the internal using a fast clock by inserting a wait state in 
logic. a selected memory cycles. 
RASIN RAS input. This input is connected.to the Veo, GND 5.0V2 5%, 
NTSO pin of the NS16201. This signal marks OUTPUT SIGNALS | 
the start of a memory cycle. | RFSH Refresh. This output switches the DP8409 to 
RFRQ Refresh request. The DP8409 requests a a refresh mode. 
22 forced Ferreshwith this input. CASH, CAS outputs. CASH is for controlling the 
HBE, AO Address select inputs. These inputs select CASL - high bank of dynamic RAMs, while CASL 
the type of write during a write cycle, and controls the CAS line of the lower bank of 
select their respective CAS outputs. These | RAMs. If only eight RAMs are used in each 
inputs must remain stable throughout the bank, the CAS outputs will directly drive the 
: memory cycle. | memories. For larger arrays, these outputs 
WAITIN This wait input allows other devices to use should be buffered with a high current driver, 
the NCWAIT line of the NS16201 clock chip. such as the DP84244 MOSdriver 
CTTL System clock input. This clock is used to syn- WAIT This output controls the insertion of wait 
chronize the memory system to the micro- states. This output is ORed with WAITIN to 


processor clock. allow other devices to insert wait states. 
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Functional Description 


|. The DP84312 detects the start of a memory ‘eyele when 


| NTSO from the NS16032 timing and control unit (TCU) 
| goes low. The NTSO signal is also used to supply RASIN to 





the DP8409 dynamic RAM controller. After the DP8409 has - 


latched the row address and supplied the column address 


| to the DRAMs, the DP84312 latches the column address. 


- The DP84312 supplies two CAS outputs, one for the high 
byte of memory, and the other for the low byte. The ability 
- tocontrol the upper and lower bytes of memory separately 
is important during a memory write cycle where one oie 
of memory is to be written (byte write). 


By connecting WAIT1 of the pP84312- to atotnd. all 


| selected memory cycles will have one wait state inserted. 
| This allows an NS16032 operating at high CPU clock fre- 
| quencies to use slower dynamic RAMs. 


“Memory refresh may be achieved in one of two ways: hid- 
den or forced. Hidden refresh is accomplished whenever a 
refresh is requested (internal to the DP8409) and an unse- 


lected memory cycle occurs. With a hidden refresh, the © 


DP84312 does nothing while the DP8409 performs the 
_refresh. If no refresh has occurred before the trailing edge 
of refresh clock, the DP8409 will request a forced refresh. 


The DP84312 detects this request, and allows the current 


memory cycle to finish. It then outputs wait states to the 


CPU, which will hold the CPU if it requests a memory: 


cycle. During this time the DP84312 has switched the 
dynamic RAM controller to the auto refresh mode, allow- 


| ing it to peregn a refresh. At the end of the refresh cycle, | 


| Timing Doone 


the DP8409 is switched pack to the auto access 5 mode, and 


the wait is removed after a sufficient RAS precharge time. 


The total forced refresh takes four CPU clock cycles; of | 


which some, none or all may be actual wait states. If the 
CPU does not request a memory cycle during this refresh 


cycle,.the refresh will not impact the CPU’s performance. 


The DP84312 can possibly be operated at 8 MHz with no 
wait states (WAIT1 =‘‘1”) given the following conditions: 
T2+73=250 ns © 
NTSO generation = 15 ns. max. | 
RASIN to CAS delay DP8409-2 = 130 ns max.. 
External. CASH,L generation using 74S02 and 
748240 
7.5 ns (74802) + 10ns (745240) — 
on 8409 CAS line) = 10:ns max. 
_ Transceiver delay = 12 ns max. 
_ NS16032 data setup = 20 ns max. 
~. Minimum tcac= 63 ns .. 
= 250-15- 130 — 10- 12-20 
Minimum tras = 250 ns . 
Minimum tap = 250 ns 
Minimum tRaH = 20 ns 


7.5ns (less load 


The DP84312 is astandard National Semiconductor PAL 
part (DMPAL16R6). The user can modify the PAL equa- | 
tions to support his particular application. The DP84312 

logic equations, function table (functional test), and 
logic diagram can be seen at the end of this Data Sheet. 


seen OR ee ee a >} ——_> |) 0R tl——> 


FCLK 





NTSO ee | | 4 
CASH, L | | | . 


DATA FROM RAM 
(READ) 


DATA FROM CPU 
(WRITE) ™ 


ADDRESS 





READ DATA 


DATA TO BE WRITTEN | 


FIGURE 2a. Read, Write, or Hidden Refresh Memory Cycle for the NS16032-DP8409 Interface - 
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Timing Diagrams (Continued) 


CPU STATE |~——t4 OR t; ——>|«—_— t1—__+|+--— 12——> | —_—- tw» | 9 +4 1a——>| __ tort 


NTSO | | . | . 
- WAIT | | | | 


DATA FROM RAM , , VALID 
DATA FROM CPU ADDRESS : DATA TO BE WRITTEN TO MEMORY 


FIGURE 2b. Read or Write Memory Cycle with One Wait 


CPU STATE [<——t) OR t¢——>|-+—— t) OR t. ——>|«— i, t1 OR ty —>|+— tj, t1 OR tr —>}+—t, 11 OR ty—>]o-—t, 11. OR tH—>| t,t OR 12 


- 


NTSO 0 
= «4D Le aw on ame 


NC WAIT | | | 





FIGURE 2c. Forced Refresh Cycle 


404 


PALI6R6 — 

DP84312 te | 

Interface Circuit for the NS16032/DP8409 

‘Memory System 

_ CK NTSO /RFRQ /HBE AO /WAITIN CTTL ICS ISLOW 
GND /OE WAIT ID IC /B 1A ICASL /CASH /RFSH VEC 


CASH: = Ae/Be/C* D *HBE® CS+ 


/Ae/BeD* HBE« CS 


— CASL:=A¢/Be/C* De /A0* CS+ 
lAeIBeDIAO*CS ~ 


A :=/A*/Be/C¢/D* /NTSO © CS © SLOW+ 
BelCe/D+ | 
Ae/Ce/D+. 
AeB 


B 1=/A¢1B¢/C */D * NTSO* RFRQ* CTTL+ 
IAe B+ 7 
AeBe/C+ 
BeCe#D 


C :=/A*/Be/Ce/D* NTSO ® RFRQ® CTTL+ 
IAe/Be D+ 
AeBeD+ 
BeCe/D+ 
IA /BeC*/D*/NTSO 


D :=/A*e/Be/C*/D* /NTSO « CS « /SLOW+ 
| IA* /B*/C*/D* /NTSO ¢ /CS+_ 
Ae/lC+ 
IBe iC e D+ 
Ae BeC | oe + 
IF (VCC) WAIT =/B * /C * /D ® INTSO * CS * SLOW+ 
| —IAe Be D+ | 
Be/iC*/D+ 
AeB+ 
AeCe/D+ 
ICS ¢ WAITIN 
IF (VCC)RFSH =/Ae B+ 
Be/C*/D+ 
A*eBe/C+ 
AeBeC 
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Function Table 


x 
w 
LL. 
ra 
= 
< 
S 


CASL A B C OD 


mes 


er 


AO WAITIN CTTL CS SLOW OE CASH 





RFRQ HBE 


CK NTSO 


XHTTrTAAAT TOAST TASH IsTT4ssrTr4asw Is TITIAN 
KMRjAHTTHA+AAATITAATTHATTAH Hass TIT THIATrTIrIIrmTI4nN 
KxoHaodd dtodd intttitntittsTTITIrTrTrITrIToTIsgandisiitstan 


Moo TT od ol od I dd od A I oo LN 


ee ee ae ee ee ee ee Rs me ee ee ee ee ee ee ee ee ee ee ee es ee ee ee ee ee ee ee ee 
ee ee ee ee ee ee ee ee ee ee ee ee ee ee eee ee ee ee ee gee ee eee ee eee ee ee ee ee 
EEGTrTrIrTsssssnrK KKK KKK KKK KK KOK KKK KT 


EFrHHHttH dds sd T TTC KK KKK KKK KCC TIT ItSt 


LTR KKK KKK KKK KK KK DCAD HDC HTH KK KKK KT 


LTEITirrirririrrrT4srirrririrrirrrrirsis+sirior 


‘ 


bal Pah ae ee hh SS Se Re SS SRR RSE OR SE 


oaodttdtdn ttt add sds KK mK OK KK OK OK OK OK OK KKK 


Lr mw mK KK KR RRR RR KKK KAYAK CTT rrr rt rixKxeL 


gs ee an He! Fr ah aes Safe Bo rg gs a > ee mg hs wigs eds CAEN Ee er a 


OR OR OBOE OROE OE OROCRORORCROEOHOCR ORCC RORORORORORORCRORSECRCEOCEOES 
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DP84312 Logic Diagram PAL16R6 
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Physical Dimensions inches (millimeters) 













0.032 +0.005 


(0.813 +0.127) 
RAD 


0.092 
(2.337) 
bia wom) 









0.260 +0.005 
(6.604 +0.127) PIN NO. 1 IDENT—~__ } 
-“e 









ee OPTION 1 
(7.112) 
MIN 
0.300—0.320 = OPTION 2 
(7.620-8.128) ani 
MAX (0.065 0.130 +0,005 
(3.302 +0.127) 
[ 0.009--0.010! 
(0.229-0.254) 0.020 
0,325 70.025 ae 0.100 +0.010 a ibe 0425 (0-808) 508) i 
7 -0.015 0.060 0.005 (2.540 20.254) 0.018 »0.003 Bis 18) 
+0.635 (1.524 +0.127) (0.457 +0.076) 
255.9 381 


N204 (REV D) 


_ Molded Dual- In-Line Packa age (N) 
Order Number DP84312 
NS Package Number N20A 
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| National 
Semiconductor 


PRELIMINARY | 


INS8250A Asynchronous Communications Element 


General Description 


The INS8250A is the enhanced version of the program- 
mable Asynchronous Communications Element (ACE) 
chip — the 8250. It provides an on- -board programmable 
baud generator, and is contained in a standard 40-pin 
dual-in-line package. The new ACE is fabricated using 
National Semiconductor’s advanced, scaled N-channel 
silicon-gate MOS process, XMOS. It functions as a serial 
data input/output interface in a microcomputer system. 


The functional configuration of the INS8250A is pro- . 
3 grammed by the system software via a TRI-STATE® 8-bit 


: bidirectional data bus. 


The INS8250A performs serial-to-parallel conversion on 


data characters received from a peripheral device or a 


MODEM, and parallel-to-serial conversion on data charac- 
ters received from the CPU. The CPU can read the com- 
plete status of the INS8250A at any time during the 
functional operation. Status information reported in- 
cludes the type and condition of the transfer operations 
being performed by the INS8250A, as well as any error con- 
ditions (parity, overrun, framing, or break interrupt). 


The INS8250A includes a programmable baud generator 


that is capable of dividing the timing reference clock input 


by divisors of 1 to (2'—1), and producing a 16 x clock for 
driving the internal transmitter logic. Provisions are also 
included to use this 16 x clock to drive the receiver logic. 
Also included in the INS8250A is a complete MODEM- 
control capability, and a processor-interrupt system that 
may be software tailored to the user’s requirements to 


_ | minimize the computing time required to handle the com- 


munications link. 


Features 


@ Easily interfaces to most popular microprocessors. 


m Adds or deletes standard asynchronous communi- 
cation bits (start, stop, and parity) to or from serial 
data stream. 


Microbus Configuration 


INSB250A | 


MEMR or I/OR. 
MEMW or 1/OW 


Full double buffering eliminates need for precise 
synchronization. | 


Independently controlled transmit, receive, line 
status, and data set interrupts. a 


Programmable baud generator allows division of 
any input clock by 1 to (2° —1) and generates the 
internal 16 x clock. 


independent receiver clock input. 


a MODEM control functions CTs: RTS, DSR, DTR, RI, 
and DCD). 


Fully programmable serial- interlace characteristics: 
— 5-, 6-, 7-, or 8-bit characters 


— Even, odd, or no- parity bit generation and — 
detection 


— 1-,1%-, or 2-stop bit generation 
— Baud generation (DC to 56k baud). 


False start bit detection. 


| Complete status reporting capabilities. 
@ TRI-STATE TTL drive capabilities for bidirectional 


data bus and control bus. 


Line break generation and detection. 


Internal diagnostic capabilities: 


— Loopback controls for communications link fault 
isolation ’ 
— Break, parity, overrun, framing error simulation. 


Full prioritized interrupt system controls. 


Microbus™ compatible. 


oo BNA . TO RS-232_— 


DRIVERS INTERFACE © 





O-C-1685-1 


Absolute Maximum Ratings 


Temperature Under Bias O°Cto +70°C 
Storage Temperature (—65°Cto +150°C 
All Input or Output Voltages 

with Respect to Vss _ -—0.5Vto +7.0V 
Power Dissipation — -700mw 


Note: Maximum ratings indicate limits beyond which 
permanent damage may occur. Continuous operation at 
these limits is not intended and should be limited to those 
conditions specified under DC electrical characteristics. 


DC Electrical Characteristics Ta = 0°C to +70°C, Voc = +5V + 5%, Ves = OV, unless otherwise specified. 


Symbol | ___ Parameter | Conditions ‘| win | Tp | Mex | Unis 


Vi 


-05 | | 8 
20 || Moo 
-05 | | 08 
p20 | | oo 


Vo. —_ | Output Low Voltage lo. =1.6mA on all a ae 
Vou Output High Voltage © lon= —1.0MA | a ee a eae 


Voc = 5.25V, Ta = 25°C © 






No Loads on output 
Avg. Power Supply Current (Vcc) SIN, DSR, RLSD, 

CTS, RI=2.0V | 
All other inputs =0.8V — 


Voc = 5.25V, Vss = OV 
_ All other pins floating. 
Vin = OV, 5.25V 


Voc = 5.25V Vsg = OV 
Vout = OV, 5.25V 
1) Chip deselected 
2) WRITE mode, 
_chip selected 


loc(AV) 


hie Input Leakage 
Iou Clock Leakage 


| TRI-STATE Leakage 






























loz 


Vima | MR Schmitt Vip 
Vinmr = | MR Schmitt Vin 


Capacitance 1, = 25°C,Voc = Veg = OV 


Cxout | Clock Output Capacitance — fo=1MHz Ff 20 | 80 


= Unm r i 
Cin Input Capacitance fatiitnedite — res ee es ae 
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< 


<;<j;/</<i/< 


Units 


_ AC Electrical Characteristics 1, =0°c to +70°C, Voc = +5V+5%. 


























Symbol | = =  =—~—s Parameter es a Conditions | ‘Units 
ine [Acero Suobewaaty 
__tas _|AddressSetupTime | iT ts 
ing [Read Gye Delsy to 
RC. Read Cycle =tar* + tow + tac if ee eae 755 rae ns 
top DISTR/DISTR to Driver Disable Delay | =@100pFloading =| ‘| 75 | ns 
tppp | Delay from DISTR/DISTRto Data. 175 | ns 
tuz _| DISTR/DISTR to Floating Data Delay | | =@100pFloading = |. 1000 | ns 
wo | rte Gyle= tay" Hoow tte [me 
ian” _[DETRVDISTR Delay fom GhipSeeet ft ao 
twcs* | Chip Select Hold Time from : | 
in| Master Reset Fuse Wath J | 
Baud Generator | 7 ; 

N__[eeud Die 
iy | Baud Ouput Down Tine | x= ANH, =, 09F Load | 05 z 


Receiver 


Delay from RCLK to Sample Time | 


Delay from Stop to Set Interrupt a | ee 
Delay from DISTR/DISTR (RD RBR/RDLSR) . 
to Reset Interrupt — WOpFload 


* Applicable only when ADS is low. 












2 
{ 
1 





411 


AC Electrical Characteristics (Continued) | 


Tranemitter 
Delay from DOSTR/DOSTR (WR THR) 
to Reset Interrupt TOOpF Load TT 
+ Delay from Initial INTR Reset to Transmit BAUDOUT | 
IRS Start ee 


BAUDOUT 
| Delay from PiSTRIPISTe (RD HR) to Reset 


Modem Control 


_{| Delay from DOSTR/DOSTR (WR MCR) to 
or rs 


Delay to Set Interrupt from MODEM Input 100pF Load eee 


_ | Delay to Reset Interrupt from DISTR/DISTR 


Timing Waveforms | 












trim us 





ras 





. XTALI 





bere aa 


External Clock Input (3.1 MHz Max.) | AC Test Points 


O-C-1685-2 O-C-1685-3 


+1 


re | 


BAUD OUT 
(=1) 


eaayee 
—>| <—tBLb sii 7 ee 


BAUD OUT — | | | | | | 
(+2) : . 


—>| tein —>| Oe }«-tHw-»|-<——tLw—» | 


sa 


—>| —t6L0 —>| —teHo | ae ee 2) XTALI CYCLES © 


BAUD OUT | | L a i 
(=N, N > 3) 


+» n= 2 XTAL1 CYCLES 
0-C-1685~-4 


BAUDOUT Timing — 
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Timing Waveforms (continued) 










‘DOSTA/DOSTR ACTIVE 


ch . ; | 
| | X ACTIVE 


_OISTR/DISTR 


--t0s >| — tOH —_—_ 


DATA Poa 
aa , VALIO DATA | 


*APPLICABLE ONLY WHEN ADS IS LOW. 0-C-1685-5 


Write Cycle 


CS2, CS1, CSo 


CSOUT 


DISTR/DISTR ACTIVE 


BOSTR/DOsTR | ACTIVE 


po1s 


“he 7 topo ssl a tHZ 
DATA 


“APPLICABLE ONLY WHEN ADS IS LOW. | ; 0-C-1685-6 


Read Cycle 
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Timing Waveforms (Continued) 


2) es 


fg ace as is | }—*seo 





SAMPLE CLK 


SIN’ | . : 
eetE START DATA BITS (5-8) (rani STOP | 
DATA) : 
SAMPLE 
: { [ [ _ 
. —>| pita 
INTERRUPT 
(DATAREADYOR 
_-RCVR ERR) : | | 
tRINT . 
DISTR/DISTA@ 
(READ REC ACTIVE 
DATA BUFFER 
OR RDLSR) 


0-C-1685~7 
Receiver Timing: 


SERIAL 
oti Do ey 
~ = sn 

INTERRUPT 

. (THRE) 
; tHA | \ ‘ae a | : 
etal | 
DOSTAR/DOSTR @ 
(WR THR) 


ne 
aT / ‘ 


: ; 0-C-1685-8 


Transmitter Timing 


DOSTR/DOSTR ® | 
(WR MCR) 


— >| ™DO |~— < tmo00 > 








INTERRUPT : / \ / \ j 
- tRIM hs [ss pot ae 
DISTR/DISTR @ 7 | 
(RD MSR) / \ / \ : | 


Q-C-1685-9 








isin» 


Note 1: See Write Cycle Timing - MODEM Controls Timing 


Note 2: See Read Cycie Timing . | ’ 


Ada 


| Block Diagram | | 
7 ye OH a4 bier 


(1-8) paTA [a 
D7-D ; age 
fe BUFFER 




















RECEIVER 
_ BUFFER | 
REGISTER | 


= | RECEIVER | (4p) 
SHIFT. F SIN 
REGISTER | 























RECEIVER 

















CONTROL TARY Oe RELK 
REGISTER | coMTaaL : 
DIVISOR 
LATCH (LS) ~ ‘ash 
BAUD BAUD 
niviaon GENERATOR | es 
LATCH (MS) 
SELECT ; TRANSIWTTER 
~ CONTROL cree Nee. 
EnGIC: REGISTER CONTROL 
TRANSMITTER TRANSMITTER |. (11) 
HOLDING SHIFT SOUT 
REGISTER REGISTER | 
MODEM G2) ATS 
CONTROL (G8) ars 
REGISTER (33) arn 
(40) : (37) SR 
POWER {ta +5V (38) cp 
US t 
. REGISTER | Oy, otT 
(31) | cur2 | 
INTERRUPT 1 -auwenai 
REGISTER "CONTROL. OO inTReT 
Note: Applicable pinout LOGIC 
numbers are included within 
parentheses. INTERRUPT 
1D 
REGISTER 
O-C-1685-10 


Functional Pin Description 


The following describes the function of all INS8250A 
input/output pins. Some of these descriptions reference 
_ internal circuits. 


a 
Note: In the following a :scriptions, a low represents a logic 0 (OV nomin- 
al) and a high represents a logic 1 (+2.4V nominal). 


input Signals 


Chip Select (CSO, CS1, CS2), Pins 12-14: When CSO and 
CS1 are high and CS2is low, the chip is selected. Chip se- 
lection is complete when the decoded chip select signal 
is latched with an active (low) Address Strobe (ADS) 
input. This enables communication between the 
INS8250A and the CPU. 


Data Input Strobe (DISTR, DISTR), Pins 22 and 21: When 
DISTR is high or DISTR is low while the chip is selected, 
allows the CPU to read status information or data from a 
selected register of the INS8250A. | 





Note: Only an active DISTR or DISTR input is required to transfer data 
‘from the INS8250A during a read operation. Therefore, tie either the 
DISTR input permanently low or the DISTR input permanently high, if not 
used. . 
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Data Output Strobe (DOSTR, DOSTR), Pins 19 and 18: 
When DOSTR is high or DOSTR is low while the chip is se- 
lected, allows the CPU to write data or control words into 
a selected register of the INS8250A. 

Note: Only an active DOSTR or DOSTR input is required to transfer datato 


the INS8250A during a write operation. Therefore, tie either the DOSTR 
input permanently low or the DOSTR input permanently high, if not used. 


Address Strobe (ADS), Pin 25: When low, provides latch- 
ing for the Register Select (AO, A1, A2) and Chip Select 





(CSO, CS1, CS2) signals. 


Note: An active ADS input is required when the Register Select (AO, A1, 
A2) signals are not stable for the duration of a read or write operation. If 


not required, tie the ADS input permanently low. . a 


Register Select (AO, A1, A2), Pins 26-28: These three in- 
puts are used during aread or write operation to select an 
INS8250A register to read from or write into as indicated 
in the table below. Note that the state of the Divisor Latch 
Access Bit (DLAB), which is the most significant bit of 
the Line Control Register, affects the selection of certain 
INS8250A registers. The DLAB must be set high by the 
system software to access the Baud Generator Divisor 


Latches. | 


f 


- Functional Pin Description (continues 


Dian | Ae{ As | Aa __Peetoe_ 


iReceiver Buffer (read), Trans- 
mitter Holding Register (write) 


_{Interrupt Enable 
Interrupt Identification (read 












MODEM Control 
Line Status 
MODEM Status 
Scratch 

Divisor Latch 
(least significant byte) 
Divisor Latch 

(most significant byte) 











Master Reset (MR), Pin 35: This input is buffered with a 
TTL-compatible Schmitt Trigger with 0.5V typical hys- 
teresis. When high, it clears all the registers (except the 
_ Receiver Buffer, Transmitter Holding, and Divisor Latches), 

and the control logic of the INS8250A. Also, the state of 
various output signals (SOUT, INTRPT, OUT 1, OUT 2, RTS, 





_ DTR) are affected by an active MR input. (Refer to Table 1.) 
Receiver Clock (RCLK), Pin 9: This input is the 16x baud » 


rate clock for the receiver section of the chip. 


Serial Input (SIN), Pin 10: Serial data input from the com- 
munications link (peripheral device, MODEM, or data Set). 


Clear. to Send (CTS), Pin 36: The CTS signal is a MODEM 
contro! function input whose conditions can be tested by 


the CPU by reading bit 4 (CTS) of the MODEM Status — 


Register. Bit 0 (DCTS) of the MODEM Status Register indi- 
cates whether the CTS input has changed state since the 
previous reading of the MODEM Status Register. CTS has 
no effect on the Transmitter. 


Note: Whenever the CTS bit of the MODEM Status Register changes state, 
an interrupt is generated if the MODEM Status Interrupt is enabled. 


Data Set Ready (DSR), Pin 37: When low, this indicates 
that the MODEM or data set is ready to establish the com- 
munications link and transfer data with the INS8250A. The 
DSR signal is a MODEM-control function input whose con- 
dition can be tested by the CPU by reading bit 5 (DSR) of 
the MODEM Status Register. Bit 1 (DDSR) of the MODEM 
Status Register indicates whether the DSR input has 
changed state since the Berens reading of the MODEM 
Status Register. | 


Note: Whenever the DSR bit of the MODEM Status Register changes state, 
an interrupt is generated if the MODEM Status Interrupt is enabled. 


Data Carrier Detect (DCD), Pin 38: When low, indicates that . 


the data carrier has been detected by the MODEM or data 
set. The DCD signal is a MODEM-control function input 
whose condition can be tested by the CPU by reading bit 7 
(DCD) of the MODEM Status Register. Bit 3 (DDCD) of the 
MODEM Status Register indicates whether the DCD input 
has changed state since the previous reading of the 
MODEM Status Register. DCD has no effect on the 
receiver. 


Note: Whenever the DCD bit of the MODEM Status Register changes state, 
an interrupt is generated if the MODEM Status interrupt is enabled. 
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Ring Indicator (Ri), Pin 39: When low, indicates that a tele- 
phone ringing signal has been received by the MODEM or 


data set. The RI signal is a MODEM-control function input 


whose condition can be tested by the CPU by reading bit 6 
(Rl) of the MODEM Status Register. Bit 2 (TERI) of the 
MODEM Status Register indicates whether the RI input 
has changed from a low to.a high state since the previous 
reading of the MODEM Status Register. | 

Note: Whenever the RI bit of the MODEM Status Register changes from a 


high to a low state, an interrupt is generated if the MODEM Status Register 
is enabled. 


Vec; Pin 40: +5V supply. 
Vss, Pin 20: Ground (OV) reference. 


Output Signals 


Data Terminal Ready (DTR), Pin 33: When low, informs 
the MODEM or data set that the INS8250A is ready to 
communicate. The DTR output signal can be set to an 
active low by programming bit 0 (DTR) of the MODEM 
Control Register to a high level. The DTR | signal is set 
high upon a Master Reset operation. The DTR signal is 
forced to its inactive state (high) during loop mode 


operation. 
' Request to Send (ATS), Pin 32: When low, Informs the 


MODEM or data set that the INS8250A is ready to trans- 
mit data. The RTS output signal can be set to an active 
low by programming bit 1 (RTS) of the MODEM Control 
Register. The RTS TS signal is set high upon a Master Reset 
operation. The RTS signal is forced to its inactive state 
(high) during loop mode operation. 


Output 1 (OUT 1), Pin 34: User-designated output that can 
be set to an active low by programming bit 2(OUT 1) of the 
MODEM Control Register to a high level. The OUT 1 sig- 
nal is set high upon a Master Reset Operation. The OUT 1 
signal is forced to its inactive state (high) during loop 
mode operation. 


Output 2 (OUT 2), Pin 31: User-designated output that can 
be set to an active low by programming bit 3 (OUT 2) of the 
MODEM Control Register to a high level. The OUT 2 sig- 
nal is set high upon a Master Reset Operation. The OUT 2 
signal is forced to its inactive state (high) during loop 
mode operation. 


Chip Select Out (CSOUT), Pin 24: When high, indicates 
that the chip has been selected by active, CSO, CS1, and 
CS2 inputs. No data transfer can be initiated until the 
CSOUT signal is a logic 1. 


Driver Disable (DDIS), Pin 23: Goes low whenever the CPU 
is reading data from the INS8250A. A high-level DDIS 
output can be used to disable an external transceiver (if 








used between the CPU and INS8250A on the D7-Dp Data 


Bus) at all times, except when the CPU is reading data. 


Functional Pin Description (continued) 
. Baud Out (BAUDOUT), Pin 15: 16 x clock signal for the 
transmitter section of the INS8250A. The clock rate is 
equal to the main reference oscillator frequency divided 
by the specified divisor in the Baud Generator Divisor 
Latches. The BAUDOUT may also be used for the receiver 
section by tying this output to the RCLK input of the chip. 


hes Interrupt (INTRPT), Pin 30: Goes high whenever any one 


of the following interrupt types has an active high con- 
dition and is enabled via the IER: Receiver Error Flag; 
Received Data Available; Transmitter Holding Register 
Empty; and MODEM Status. The INTRPT signal is reset 


~ Connection Diagram : 


low upon the appropriate interrupt service or a Master 


Reset operation. 


| Serial Output (SOUT), Pin 11: Composite serial data out- 
put to the communications link (peripheral, MODEM or 


‘data set). The SOUT signal is set to the Marking (logic 1) 


state upon a Master Reset operation. 


| Input/Output Signals 


Data (D7-Do) Bus, Pins 1-8: This bus comprises eight TRI- 
STATE input/output lines. The bus provides bidirectional 

communications between the INS8250A and the CPU. 
_ Data, control words, and status information are trans- 
ferred via the D7-Dp Data Bus. 


External Clock Input/Output (XTAL 1, XTAL 2) Pins 16 and | 


_ 17: These two pins connect the main timing reference 
(crystal or signal clock) to the INS8250A. 


Table 1. ACE Reset Functions 


eset Control 


Register/Signal R 


Interrupt Enable Register | Master Reset 





Interrupt Identification Register | | Master Reset 


Line Control Register | Master Reset 
MODEM Control Register Master Reset 
Line Status Register Master Reset 
MODEM Status Register _ Master Reset 
SOUT © | | Master Reset 
INTRPT (RCVR Errs) Read LSR/MR 
INTRPT (RCVR Data Ready) ae. Read RBR/MR 
INTRPT (THRE) Read IIR/Write THR/MR 
INTRPT (Modem Status Changes) Read MSR/MR 
OUT2 — | a Master Reset 
RTS | : Master Reset - 
DTR | | Master Reset 


OUT 1 | | Master Reset 
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INS8250A 


Reset State 


All Bits Low 


(0-3 forced and 4-7 


permanent) | 


Bit 0 is High, Bits 1 and 2 Low 
Bits 3-7 are Permanently Low 


All Bits Low 
All Bits Low | 


~All Bits Low, — 


Except Bits 5 and 6 are High | 


Bits 0-3 Low 
Bits 4-7 — Input Signal 


High 
Low 
Low 
Low 
Low 
High 
High 
High — 
High 


Accessible Registers 


The system programmer may access or control any of the 
INS8250A registers summarized in Table 2 via the CPU. 
These registers are used to control INS8250A operations 
and to transmit and receive data. 


Line Control Register 


The system programmer specifies the format of the asyn- 
chronous data communications exchange via the Line 
Control Register. In addition to controlling the format, 

- the programmer may retrieve the contents of the Line 
Control Register for inspection. This feature simplifies 
system programming and eliminates the need for separ- 
ate storage in system memory of the line characteristics. 
The contents of the Line Control Register are indicatedin 
Table 2 and are described below. | 


Bits 0 and 1: These two bits specify the number of bits in 
each transmitted or received serial character. The 
encoding of bits 0 and 1 is as follows: 


| Bitt | Bito_| Word Length 





Bit 2: This bit specifies the number of Stop bits in each 


transmitted character. If bit 2 is a logic 0, one Stop bit is — 
generated in the transmitted data. If bit 2. is a logic 1 
when a 5-bit word length is selected via bits 0 and 1, one 


Table 2. Surnimery of INS8250A Accessible Registers 


pous=o[oous=dioan=d 2 Ta fs Te Ts 0 DLAB = 



























































Receiver hal, interrupt 
Buffer Holding | Interrupt Ident. MODEM Line MODEM 
Register Register | Enable Register Control Status | Status — Latch 
Bit No. = —— Sosil Register (Read Only) Register | Register | Register | Register (MS) 
~DLM 
Data Bit 0* | Data Bit 0 “OQ” if ‘Bit 8 
Received | Interrupt 
Data Pending 
Available 
Interrupt 
(ERBFI) 
1 Data Bit 1 | Data Bit1]} Enable | Interrupt Delta Data Bit 9 
ransmitte Set Ready 
Holding | (DDSR) 
Register 
Empty 
Interrupt 
2 Data Bit 2 | Data Bit2| Enable | Interrupt | Number of Trailing Bit 10 
Receiver Stop Bits Edge Ring 
| ._jLine Status | Indicator 
Interrupt (TERI) 
(ELS}) 
3 | Data Bit3 | Data Bit3| Enable Delta Data Bit 3 Bit 3 Bit 11 
MODEM Carrier 
Status Detect 
| | Interrupt (DDCD) | 
4 Data Bit 4 | Data Bit 4 Clear to Bit 4 Bit 12 
| | Send 
5 Data Bit 5 | Data Bit 5 ity i jo Bit 13 
| Holding | 
. | Register 
6 | Data Bit6 | Data Bit 6 Transmitter Bit 14 
Empty Indicator 
7 Data Bit 7 | Data Bit 7 Divisor Data | Bit 15 
| Latch Carrier | 
Access Bit Detect 
(DCD) 





*Bit 0 is the least significant bit. It is the first bit serially transmitted or received. 





Register Address 
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| Accessible Registers (continued) 
and a half Stop bits are generated. If bit 2 is a logic 1 


| when either a 6-, 7-, or 8-bit word. length is selected, two 


Stop bits are generated. The Receiver checks the first 
Stop-bit only, coal: of the number of Stop bits 
selected. 


Bit 3: This bit is the Parity Enablet bit. When bit 3isa logic 


-1,.a Parity bit is generated (transmit data) or checked 
(receive data ) between the last data word bit and Stop bit 
of the serial data. (The Parity bit is used to produce an 

even or odd number of 1s when the data word bits and the 
_ Parity bit are summed.) 


Bit 4: This bit is the Even Parity Select bit. When bit 3is a 


logic 1 and bit 4 is.a logic. 0, an odd number of logic 1s is 


|. transmitted or checked in the data word bits and Parity 


bit. When bit 3 is a logic 1 and bit 4 is a logic 1, an even 
number of logic 1s is transmitted or checked. 


Bit 5: This bit is the Stick Parity bit. When bit 3is a logic 1 
and bit 5 is a logic 1, the Parity bit is transmitted and 
checked by the receiver as a logic 0 if bit 4 is a logic 1 or 
as a logic 1 if bit 4 is a logic 0. 


Bit 6: This bit is the Break Control bit. When itis set to a 
logic 1, the serial output (SOUT) is forced to the Spacing 
(logic 0) state. The break is disabled by setting bit 6 toa 
logic 0. The Break Control bit acts only on SOUT and has 
no effect on the transmitter logic. | 

| Note: This feature enables the CPU to alert a terminal in a computer 
communications system. If the following sequence is followed, no erron- 
_' eous.or extraneous characters will be transmitted because of the break. 
1. Load an all Os pad character in response to TH RE. 

2. Set break in response to. the next THRE. 


3. Wait for the transmitter to be idle, (TEMT = 1), and clear break when 


normal transmission has to. be restored. 


During the break, the Transmitter can be used asa character timer to ac- 
curately establish the break duration. 


«Bit 7: This bit is the Divisor Latch Access Bit (DLAB). It 
must be set high (logic 1)to access the Divisor Latches of 
_ the Baud Generator during a Read or Write operation. It 
must be set low (logic 0) to access the Receiver Buffer, 


- the Transmitter Holding Register, or the menrupt Enable. 


Register. 
Table 3. Baud Rates Using 1.8432MHz Crystal 


Divisor Used 
to Generate 
16x Clock 


Percent Error 
Difference Between 
Desired and Actual 


Desired 
Baud Rate 





_ Note: 1.8432MHz is the standard 8080 frequency divided by 10. 
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Typical Clock Circuits — 










INS8250A 


DRIVER 
EXTERNAL _. 
CLOCK 





OSC, CLOCK TO 
BAUD GEN LOGIC] |. 


_ OPTIONAL 
CLOCK 
OUTPUT 


O-C-1685- 12 


_ INS8250A | 


OSC, CLOCK TO 
BAUD GEN LOGIC 





=: % ~~ | | 7 9.61688-13. 





Typical Crystal Oscillator Network — 


Table 4. Baud Rates Using 3.072MHz Crystal 


Divisor Used 
to Generate 
16 x Clock 


Percent Error 
Difference Between) 
Desired and Actual 


Desired 
Baud Rate 





Programmable Baud Generator | 


-The INS8250A contains a programmabie Baud Generator 
that is capable of taking any clock input (DC to 3.1MHz) 
and dividing it by any divisor from 1 to 216-1). The output 
frequency of the Baud Generator is 16x the Baud 
[divisor # = (frequency input) + (baud rate x 16)]. Two 8-bit 
latches store the divisor in a 16-bit binary format. These 
Divisor Latches must be loaded during initialization in 
order to ensure desired operation of the Baud Generator. 
Upon loading either of the Divisor Latches, a 16-bit Baud 
counter is immediately loaded. This prevents long 
counts on initial load. — 


Tables 3 and 4 illustrate the use of the Baud Generator 
with crystal frequencies of 1.8432MHz and 3.072MHz 
respectively. For baud rates of 38400 and below, the error 
obtained is minimal. The accuracy of the desired baud 
rate is dependent on the crystal frequency chosen. 


Note: The maximum operating frequency of the Baud Generator is 


-3.1MHz. However, when using divisors of 3 and below, the maximum. 


frequency is equal to the divisor in MHz. For example, if the divisor is 1, 
then the maximum frequency is 1MHz. In no case should the data rate be 
greater than 56k Baud. 


Line Status Register 


This 8-bit register provides status information to the CPU 
- concerning the data transfer. The contents of the Line 
Status Register are indieated in Table 2 and are 
described below. 


Bit 0: This bit is the receiver Data Ready (DR) indicator. 
Bit 0 is set to a logic 1 whenever a complete incoming 
character has been received and transferred into the 
Receiver Buffer Register. Bit 0 is reset to a logic 0 by 
reading the data in the Receiver Buffer Register. 


Bit 1: This bit is the Overrun Error (OE) indicator. Bit 1 
indicates that data in the Receiver Buffer Register was 
not read by the CPU before the next character was trans- 
ferred into the Receiver Buffer Register, thereby destroy- 
ing the previous character. The OE indicator is reset 
whenever the CPU reads the contents of the Line Status 
Register. 


Bit 2: This bit is the Parity Error (PE) indicator. Bit 2 
indicates that the received data character does not have 
the correct even or odd parity, as selected by the even- 
parity-select bit. The PE bit is set to a logic 1 upon detec- 
tion of a parity error and is reset to a logic 0 whenever the 
CPU reads the contents of the Line Status Register. 


Bit 3: This bit is the Framing Error (FE) indicator. Bit 3 
indicates that the received character did not have a valid 
Stop bit. Bit 3 is set to a logic 1 whenever the Stop bit fol- 
lowing the last data bit or parity bit is detected as a zero 
bit (Spacing level). The FE indicator is reset whenever the 
CPU reads the contents of the Line Status indicator. 


Bit 4: This bit is the Break Interrupt (Bl) indicator. Bit 4 is 
set to a logic 1 whenever the received data input is heldin 
the Spacing (logic 0) state for longer than a full word 
transmission time (that. is, the total time of Start 


bit + data bits + Parity + Stop bits). The BI indicator is 


reset whenever the CPU reads the contents of the Line 
Status indicator. | | 
Note: Bits 1 through 4 are the error conditions that produce a Receiver 


Line Status interrupt whenever any of the corresponding conditions are 
detected. 


Bit 5: This bit is the Transmitter Holding Register Empty 
(THRE) indicator. Bit 5 indicates that the INS8250A is 
ready to accept a new character for transmission. In 
addition, this bit causes the INS8250A to issue an inter- 
rupt to the CPU when the Transmit Holding Register 
Empty Interrupt enable is set high. The THRE bit is set to 
a logic 1 when a character is transferred from the Trans- 
mitter Holding Register into the Transmitter Shift Regis- 
ter. The bit is reset to logic 0 concurrently with the load- 
ing of the Transmitter Holding Register by the CPU. 


Bit 6: This bit is the Transmitter Empty (TEMT) indicator. 
Bit 6 is set to a logic 1 whenever the Transmitter Holding 
Register (THR) and the Transmitter Shift Register (TSR) 
are both empty. It is reset to logic 0 whenever either the 
THR or TSR contains a data character. 


Bit 7: This bit is permanently set to logic 0. 


Note: The Line Status Register is intended for read operations only. Writing 
to this register is not recommended as this operation is used for factory 


— testing. — 


Table 5. Interrupt Control Functions 


interrupt Identification 
Register 


oO 


| Ge _ 


om, 


Interrupt Set and Reset Functions 


Bit 2 cao P ae Interrupt Type i Source Interrupt Reset Control 


Receiver Line Status 





0 Third Transmitter Holding 
Register Empty 
0 | _ Fourth MODEM Status _ 
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aoe Error or 
Parity Error or Framing 


Reading the Line Status 
Register 


Error or Break Interrupt 


eat ye: Received Data Available | Receiver Data Available 


Transmitter Holding 
Register Empty 


Reading the Receiver 
Buffer Register 


Reading the IIR Register 
(if source of interrupt) or 
Writing into the Trans- 
mitter Holding Register 


Reading the MODEM 
Status Register 


Clear to Send or 

Data Set Ready or 
Ring Indicator or Data 
Carrier Detect 


| intariuipt Identification Register 
The INS8250A has an on-chip interrupt. sanabniy that 


_ allows for complete flexibility in interfacing to all the 
popular microprocessors presently available. In orderto — 


provide minimum software overhead during data charac- 
ter transfers, the INS8250A prioritizes interrupts into four 


levels. The four levels of interrupt conditions are as fol- . 


lows: Receiver Line Status (priority 1); Received Data 


Ready (priority 2); Transmitter Holding Register Emene 


| _ (priority 3); and MODEM Status (priority 4). 


Information indicating that a prioritized interrupt is 


pending and the type of that interrupt are stored in the ~ 
Interrupt Identification Register (IIR). When addressed © 
during chip-select time, the IIR freezes the highest 
priority interrupt pending and no other interrupts are - 


acknowledged until the particular interrupt is serviced by 


the CPU. The contents of the IIR are indicated in Table 2. 


and are described below. 


Bit 0: This bit can be used in either a hardwired priori- 

tized or polled environment to indicate whether an inter- 
-rupt is pending. When bit 0 is a logic 0, an interrupt is 
pending and the IIR contents may be used as a pointer to 


the appropriate interrupt service routine. When bit Dis a 


logic 1, no interrupt is pending and polling (if used) © 


continues: 


Bits 1 and 2: These two bits of the IR are used to identity 


the highest priority interrupt pending as indicated in. 


Table 5. 


Bits 3 through 7: These five bits of the IR are always | 


logic 0. 


Interrupt Enable ees 


This 8-bit register enables the four types of interrupts of 


the INS8250A to separately activate the chip Interrupt 
(INTRPT) output signal. It is possible to totally disable 
the interrupt system by resetting bits 0 through 3 of the 


_ Interrupt Enable Register. Similarly, by setting the appro- 


priate bits of this register to a logic 1, selected interrupts 


can be enabled. Disabling the interrupt system inhibits 


the Interrupt Identification Register and the active (high) 
INTRPT output from the chip. All other system functions 
operate in their normal manner, including the setting of 
the Line Status and MODEM Status Registers. The con- 
tents of the Interrupt Enable Register are indicated in 
Table 2 and are described below. 


Modem Control Register 


This 8-bit register controls the intertaee with the 
MODEM or data set (or a peripheral device emulating a 
MODEM). The contents of the MODEM Control Register 
are indicated in Table 2 and are described below. 


Bit 0: This bit controls the Data Terminal | Ready (DTR) 
output. When bit 0 is set toa logic 1, the DTR output is 
forced to a logic 0. When bit 0 is reset to a logic 0, ie 


DTR output is forced to a logic 1. : 
‘Note: The DTR output of the INS8250A may be applied to an ElA inverting 


line driver (such as the DS1488) to obtain the Proper polarity inpure at the 


‘succeeding MODEM or data set. 


Bit 1: This bit controls the Request to Send (ATS) output. 


_. Bit 1 affects the RTS output in a manner identical to that 


| described above for bit 0. 


Bit 0: This bit enables the Received Data Available — 


interrupt when set to logic 1. 


Bit 1: This bit enables the Transmitter Holding Register 


Empty Interrupt when set to logic 1. 


Bit 2: This bit enables the Receiver Line Status Interrupt | 


when set to logic 1. 


Bit 3: This bit enables the MODEM Status Interrupt when 
set to logic 1. 


Bits 4 through 7: These four bits are always logic 0. 
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~ Bit 2: This bit controls the Output 1 (OuTT 1) signal, which 
is an auxiliary user-designated output. Bit 2 affects the 





OUT 1 output in a manner identical to that described 
above for bitO. | | 


Bit 3: This bit controls the Output 2(OUT 2 2) signal, which 
is an auxiliary user-designated output. Bit 3 affects the 
OUT 2 output in a manner identical to that described 
above for bit 0. 


Bit 4: This bit Srovides a local loopback feature for diag- 


~ nostic testing of the INS8250A. When bit 4 is set to logic 


1, the following occur: the transmitter Serial Output 
(SOUT) is set to the Marking (logic 1) state; the receiver 
Serial Input (SIN) is disconnected; the output of the 
Transmitter Shift Register is “looped back” into the 
Receiver Shift Register input; the four MODEM Control 
inputs (CTS, DSR, DCD, and RI) are disconnected; and 
the four MODEM Control outputs (DTR, RTS, OUT 1, and 
OUT 2) are internally connected to the four MODEM Con- 
trol inputs, and the MODEM Control output pins are 
forced to their inactive state (high). In the diagnostic 
mode, data that is transmitted is immediately received. 

This feature allows the processor to verify the transmit: 

and receive- data paths of the INS8250A. | 


In the diagnostic ‘mode, the receiver and transmitter 
interrupts are fully operational. The MODEM Control 
Interrupts are also operational, but the interrupts’ 
sources are now the lower four bits of the MODEM Con- 
trol Register instead of the four MODEM Control inputs. 
The interrupts are still controlled by the Interrupt enable 





| Register. 


Bits 5 through 7: These bits are permanently set to logic 0. 


Modem Status Register 
This 8-bit register provides the current state of the control 


lines from the MODEM (or peripheral device) to the CPU. 


In addition to this current-state information, four bits of 
the MODEM Status Register provide change information. 
These bits are set to a logic 1 whenever a control input 
from the MODEM changes state. They are reset to logic 0 
whenever the CPU reads the MODEM Status Register. 


The contents of the MODEM Status Register are indicat- 
ed in Table 2 and are described below. 


Bit 0: This bit is the Delta Clear to Send (DCTS) indicator. 
Bit 0 indicates that the CTS input to the chip has changed 
state since the last time it was read by the CPU. 


Bit 1: This bit is the Delta Data Set Ready (DDSR) indica- 
tor. Bit 1 indicates that the DSR input to the chip has 
_ changed state since the last time it was read by the CPU. 


Bit 2: This bit is the Trailing Edge of Ring Indicator (TERI) 
detector. Bit 2 indicates that the RI input to the chip has 
changed from an On (logic 1) to an Off (logic 0) condition. 


Bit 3: This bit is the Delta Data Carrier Detect (DDCD) 
indicator. Bit 3 indicates that the DCD input to the chip 
has changed state. 


Note: Whenever bit 0, 1, 2, or 3is set to logic 1,a MODEM Status interrupt i is 
generated. 


Typical Applications 


Bit 4: This bit is the complement of the Clear to Send (CTS) 
input. If bit 4 (loop) of the MCR is set to a 1, this bit is 
equivalent to RTS in the MCR. 


Bit 5: This bit is the complement of the Data Set Ready 
(DSR) input. If bit 4 of the MCR is set to a 1, this bit is 
equivalent of DTR in the MCR. 


Bit 6: This bit is the complement of the Ring Indicator (RI) 
input. If bit 4 of the MCR is set to a 1, this bit is equivalent 
to OUT 1in the MCR. 


Bit 7: This bit is the complement of the Data Carrier Detect 
(BCD) input. If bit 4 of the MCR is set to a 1, this bit is 


| equivalent to OUT 2 of the MCR. 


Scratchpad Register: This 8-bit Read/Write Register does 
not contro! the ACE in any way. It is intended as a scratch- 
pad register to be used by the programmer to hold data 
temporarily. 


Figures 1 and 2 show how to.use the INS8250A chip in an INS8080A system andina raleroeoraplltak system with a high- 


capacity data bus. 
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FIGURE 1. Typical INS8080A/INS8250 RS232 Terminal Interface 


422 


| Typical Applications (Continued) 
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FIGURE 2. Typical Interface for a High-Capacity 
| | DataBus | | 
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SUPPLY CURRENT 





0 re ese 
AMBIENT TEMPERATURE (°C) 
| . . _ 0-C-1685-16 
FIGURE 3. Typical Supply Current vs. Temperature, 
| ‘Normalized : 


Physical Dimensions inches (millimeters) 


0. s0-082 622 
(14: 986-1 5. em 


, 0.008-0.012 
(0.203-0.305) 


. 0.685 + 0.025 0.025 
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0.025 
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Order Number INS8250AN 
NS Package Number N40X 
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National - 
‘Semiconductor 


NS16201- 6 Timing Control Unit 


| Features 


General Description 


The NS16201 Timing Control Unit (TCU) is a 24-pin device 
fabricated on a Schottky bipolar process. It provides the 
2 phase MOS clock drivers, system control logic (read, 


write, and data buffer enable) and cycle extension logic _ 


for the NS16000 family. 


A crystal or external signal may be used as the 2x fre- 
quency source. Besides the 2 phase MPU clock outputs 
(PHI1 and PHI2), there are two other clock outputs (TTL- 


compatible) available for system timing use. One of — 
these is a fast clock (FCLK), at twice the MPU clock E 
frequency (i.e, at the crystal frequency). The other is a 


TTL version of PHI1 (CTTL). 


The cycle extension features include: | 
Digitally programmable wait state inputs (WAITn) 
Peripheral (slow) cycle to accommodate slower 


MOS peripheral interface ICs (where just adding 
wait states is not adequate) 


Cycle Hold between the first (T1) and second (T2) 
timing states to allow additional time for arbitration 
prior to generating control signals. 


~ PRELIMINARY 


#2 phase full Voc swing high capacitance clock drivers: 


@ 4-bit input (WAITn) allowing precise specification of 
from 0 to 15 wait states 


@ Cycle Hold for system arbitration and/or memory 
refresh 


—@ System timing (CTTL and FCLK) and control ®, 


WR, and DBE) outputs © 


a General purpose Timing State Output (TSO SO) that 
identifies internal states | 


® Support of slow MOS peripheral interface ICs (2. 9. 4j 
8080 series) 


® Provides “ready” (RDY) output for NS16000 MPUs 


_ Synchronous system reget generation from Schmitt - 
trigger input 


Single 5V power supply 
-24-pin dual-in-line package 


NS16201 TCU Connection and Block Diagrams 
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NS16201 Functional Pin Descriptions 
Supplies | 


Vec (24): +5V Power Input 
GND (12): OV Power Return 


A 0.1nF ceramic decoupling capacitor must be con- | 
nected across Vcc and GND as close to the device as _ | 


possible (i.e., with least amount of lead and trace resis- 
tance). This is not only good layout practice, but neces- 
sary due to high current transients delivered by the PHI1 
| and PHi2 outputs. 


Clock Pins 


XIN (13): Crystal or External Frequency Source Input. The 
desired MPU clock (PHI1 and PHI2) frequency will be half 
that of the crystal or external source. A Schottky series 
gate (VoH(min)=2.7V) is recommended to drive XIN 
(Vihreshoid = 2-5 V) as the external frequency source. 


XOUT (14): Crystal Feedback Output. This output is used 
in crystal operation only. It must be left open when driv- 
ing XIN with an external frequency source. 


Crystal Oscillator Characteristics 


The NS16201 has a ‘‘Pierce’’-type oscillator that requires 
a parallel resonant crystal. Connections of the crystal 
and bias components to XIN and XOUT are shown below. 
It is important that the crystal be mounted in close prox- 
imity to the XIN and XOUT pins to keep printed circuit 
trace lengths to an absolute minimum. 


Typical Crystal Specifications: 


TV00 Wien hae eee tart eras 2 palaces ... At-Cut: 
TOIGIANGO S owrosca cine wake Saaneaw ene 0.005% at 25°C 
Stapiilty cae sins wee wee eee A 0.01% from Oto 70°C - 
RESONANCE wi nsae es taeda es Fundamental (parallel) 
WADACILONCE : dex ccs ae Sener ieee ae neees 20pF 
Maximum Series Resistance...........0eeeeeeee 502 


Crystal Connection Diagram 


FCLK (15): Fast Clock Output. This is a TTL-level clock 


output at the same frequency as the crystal or external 


frequency source. Consequently its vequeney is twice — 


that of the MPU clocks. 


PHIi(11) and PHI2(10): MPU Clock Outputs. These out- 
puts provide the NS16000 series MPUs with 2-phase non- 
overlapping MOS (full Voc swing, high capacitive drive) 


clock signals. Their frequency will be a that of the | 


crystal or external source. 


CTTL (16): TTL System Clock. This is a TTL output 
version of PHI1. Therefore, it operates at the MPU clock 
frequency. 
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Control Pins — 


RSTI (7) and RSTO (8): Reset Input and Reset Output. 
RSTI is a Schmitt trigger input that will generate the syn- 





_chronous system reset signal, RSTO. RSTO’s rising edge - 


is synchronized to PHI1 to satisfy the MPU’s require- 
ments. RSTI going tow will cause RSTO to go low, signal- 
ing a system reset. When the slow ramping rising edge 
(via external RC combination) of RST reaches the Schmitt 
trigger threshold, RSTO will go high on the next rising 
edge of PHI1. _ 


ADS (6): Address Strobe Input from MPU/MMU. This 
input (going low) identifies the first timing state (T1) of a 








-bus cycle for the TCU (see Note (1)). 


DDIN (5): Data Direction Input. This signal determines 
whether a Write (when high) or a Read (when low) cycle 
will be performed. It is connected to the MPU’s DDIN out- 
put pin in a normal configuration. | 


RD (3): Read Output Strobe (TRI-STATE®). This is an ac- 
tive low signal that identifies a Read cycle. It is decoded 
from DDIN and tri-stated by RWEN. 





WR (4): Write Output Strobe (TRI-STATE). This is an active 


low signal that identifies a Write cycle. It is decoded 
from DDIN and tri-stated by RWEN. 


RD and WR are mutually exclusive (active iow) in any | 








~ cycle. 


RWEN EN (2): Read/Write Enable Input. This input tri-states 
the RD and WR outputs when high and enables them 
when low. 


NOTE: For compatibility with future revisions of the TCU, this pin should 
be held low while reset is active. 


DBE (1): Data Buffer Enable Output. This signal is used to 
enable or tri-state buffers on the data lines of an 
NS16000 system. It is low when the buffers are to be en- 
abled. 


TSO (17): Timing State Output. The falling edge of TSO 
signals the start of the second T-state (T2) for the TCU 
(see Note 1)). The rising edge identifies the start of the 
last T-state (14) of a cycle. 


TSO isa general purpose signal that may be used by 
external logic for synchronizing to a bus cycle. One pos- 
sible application is to use TSO to generate a RAS signal 
for dynamic RAMs. Another is to gate CWAIT for selec- 
tion of the Cycle Hold or Wait State functions (see CWAIT 
description). 








PER (23): Peripheral Cycle Input. This input causes the © 
TCU to insert five wait states into a normal bus cycle and 
reshape the RD and WR signals. This satisfies the RD 
and WR setup and hold times required by many slower 
MOS peripheral interface chips. This 9-state Peripheral 
Cycle will be referred to as a Slow Cycle throughout this 
data sheet. The normal 4-state bus cycle will be referred 
to as a Fast Cycle. 


The TCU will perform a Slow Cycle when PER is low and 
a Fast Cycle when high. Figures 7 and 2 contrast the 
difference in timing between the Fast and Slow Cycles. 


Tae 


ye 


“i 





the input. 


FIGURE 1. st Cycle 





TE 
Tye 


| FIGURE 2. Slow w Cycle | 


Cycle Extension Pins 


RDY (9): Ready Output. This signal will go low as long as 
_ wait states are to be inserted in a bus cycle. It is normal- 
ly connected to the RDY input of the MPU. 


There are three basic cycle extension modes provided by 
the TCU. These are: 


1. Slow Cycle. This mode is also known as the Peripher- 
al Cycle and is used to generated appropriate RD and 
WR signals for slow peripheral ICs. It inherently adds 
five wait states identified as TDO-TD4 by the TCU (see 
PER pin description). 

NOTE: The Siow Cycle will be changed in future revisions of the TCU. 
The leading edge of both the Read and Write strobes will occur one 
clock cycle earlier, while the trailing edge of the Write strobe will be 
delayed by one clock cycle. Thus, the resulting Read and Write 


strobes will be five and four clock cycles wide, respectively. The 
Address/Data setup and hoid times will also change accordingly. 


2. Cycle Hold. This mode is entered when CWAIT is low 
at the end of T1. It prevents the TCU from entering T2 
as long as CWAIT is kept low. TSO, DBE, RD, and WR 
are held high (inactive) until T2 is entered (see Figures 


Sand 4). 


3. Wait States. This is the normal wait state insertion 
mode. It is initiated by either the CWAIT (continuous 








wait states) or the WAIT1-WAITS (digitally preset wait 


_ gtates) inputs. 


Any combination of these three modes of cycle exten- 
sion may be used together. 


CWAIT (22): Continuous Wait Input. This input is used to 
initiate the Cycle Hold (sampled at the end of T1) or (con- 
tinuous) Wait State (sampled in the middle of T2 (TCU) 
for a Fast Cycle, or in the middle of TD2 (TCV) for a Slow 
Cycle) modes. In the Wait State mode, it will also cause 
the WAITn (WAIT1-WAITS8) inputs to be sampled and to 
possibly be overridden (see Overriding a Waitn Cycle). 














_ WAIT1, WAIT2, WAIT4 and WAITS (21, 20, 19 and 18): 4-Bit 


Wait State Inputs. These inputs (collectively called 


_ WAITn) allow from 0 to 15 wait states to be specified. 


They are binarily weighted (as their names imply), thus if 
WAIT4 and WAIT1 are low (active), then five (01015) wait 
states will be inserted. 


The WAITn inputs are sampled in the middle of T2 (TCU) 

for a Fast Cycle, in the middle of TD2 (TCU) for a Slow 
Cycle, or in the middle of a wait state (not Cycle Hold) 
when CWAIT is sampled low. 











Cycle Hold Mode: Figures 3 and 4 show a Cycle Hold 


with Fast and Slow Cycles, respectively. Note that the | 


MPU views Cycle Hold as normal wait state insertions, 
whereas the TCU and any device using TSO, RD, and WR, 
or DBE view it as delaying the T2 (TCU) state. Also note 
that since the PER and DDIN inputs are sampled at the 
beginning of T2, the Cycle Hold allows additional time to 
set up these signals. 
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Basic CWAIT and WAITn Wait State Cycles: Figures 5 
and 6 show the basic wait state (Fast) cycles using 
CWAIT and WAITn inputs, respectively. Note that the 
WAITn inputs may be held low throughout the cycle 
since they are only sampled once in the cycle. If in all 
cycles the number of wait states inserted are the same, 

the desired WAITn input combination may be Permanent 
ly fixed (hardwired). ’ 











CWAIT and WAITn Sampling: Figure 7 shows a combina- 
tion of CWAIT and WAITn inputs to illustrate when each 
are sampled. The rules for sampling are as follows: 


1. In a Fast Cycle, CWAIT and WAITn inputs are always 
sampled in the middle of T2 (TCU). 


2. In a Slow Cycle, they are always sampled in the mid- 
dle of TD2 (TCU). 








3. CWAIT is additionally always sampled in the middle 


of a wait state (TCW or TWn, not TH). 


4. WAITn inputs are also sampled when CWAIT is 
sampled low during the middle of a wait state. 


Note that any number of sequences of CWAIT and WAITn 
inputs may be exerted to extend a cycle indefinitely. 


Overriding a WAITn Wait State Cycle: Figure 8 shows 
how to end a WAIT11 cycle prematurely using the CWAIT 
input. This is accomplished by resampling a WAIT (all 
WAITn inputs high) when CWAIT is sampled low in TW3. 
Since the last wait state (TCW) is unavoidable, at least . 
one wait state will be inserted using this technique. 











_ Cycle Hold with Wait States: Figure 9 shows a Cycle 
Hold with three wait states inserted using either CWAIT 
_ or WAITn inputs. Any combination of CWAIT and WAITn 





inputs may also be used. 


Slow Cycle with Walt States: Figure 10 shows a Slow 
Cycle with six wait states (one CWAIT and WAITS) added. 
Note that wait states in a Slow Cycle are handled in 
exactly the same fashion as in a Fast Cycle with TD2 and 
TD3 replacing T2 and T3. 


PU STATES. TH RTT 73 14 
—  OUSTATES TH THs eee TH 12 13 1 


= 
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anne 
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7 FIGURE 4. Cycle cle Hold of aSlow Cycle 
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FIGURE 5. Wait State Insertion Using CWAIT Input | 
(Fast Cycle) 
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FIGURE 6. Wait State Insertion Using WAITn Inputs (Fast Cycle) 
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MPU STATES 


TCU STATES 


PHIL 


~t 
«a 
© 


cwATT | 


WAIT1 


WAIT4 


WAITS 


WAIThn 
value 
sampled 


RDY 





FIGURE 7. Sampling of CWAIT and WAITn 
Inputs (Fast Read Cycle) 
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MPU STATES 11 12 73 13 13 73 T3 T4 


TCU STATES . 71 T2 TW1 TWw2sTTW33 TCW T3 4 


PHI1 


WAIT. 


WAIT2 
WAIT4 


- WAITS 


WAIThn 
value 
sampled 





RDY 


FIGURE 8. Overriding a WAIT11 Cycle Using CWAIT 
(Fast Write Cycle) 


Ann 


 MPUSTATES = T1_—s«éaTR 13 13 3 3 3 3 TA 
i <TeW> <TCW> <TCW> 


TCU STATES wi w2 , ™W3 3 T4 





“PHIY 





_ CWAIT 


WAIT1 


WAIT4 


WAITS 
WAlin 
value 
sampled 
RDY 


FIGURE 9. Cycle Hold with Three Wait States — : 
_ (either WAIT3 or CWAIT) (Fast Read Cycle) 
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MPU STATES T2 13 13 13 13 owes: T3 13 13 ‘3 


TCU STATES | T2 TDO TD1 To2 = Tcw TW1,..,... TW5 TD3 ™4 OT 
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FIGURE 10. Slow Cycle with Six Wait States: 
(1 CWAIT and WAITS) (Write Cycle) 
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p Absolute. Maximum Ratings (Note 1) Recommended Operating Conditions © | 
Supply Voltage | ke TV Vee Supply Voltage 2 | — AT5Vt05.25V" 


Input Voltages | ee - —1to +5.5V Ta Ambient Temperature | | Oto 70°C 
Output Voltages Oo —=1tot5.5V ee | 
Storage Temperature | ~ —65°C to +150°C © 

Lead Temperature (Soldering, 10 sec. yee 300°C 


Power Dissipation . | 1.5W | 


DC Electrical Characteristics: NS16201-6 (Notes 2, 3) 


; 7 ‘Input Low Voltage - All Inputs Except RST! & XIN a oe V 









































Input High Voltage | All Inputs Except RSTI & XIN ee oes Ee Vv 
a | RSTI Rising Threshold | oo 
RO | Vv 
me, Voltage | a 
7 ue XIN Input Threshold 1.2* | . 
IK Voltage 7 oO Typ. 
hu ‘[iazasveeeom | -500 | uA 
A 50 fA 
Voi Output Low Voltage “All Other Outputs Except Vv 
XOUT | |=20mA _ 
| PHI1 & PHI2 ; 
a Output oe voltage” | All Other Outputs Een | ov 
-XOUT — fs-tmA ee 
eae ‘input Clamp Voltage lin = —18mA Except XIN V 





lec | Supply Current: All Outputs High FF 200 280 mA 


Notes: 
1. ‘Absolute Maximum Ratings” are those values beyond which the safety of the device cannot be guaranteed. They are not meant to imply that the 
device should be operated at these limits. The table of ‘‘Recommended Operating Conditions” provides the conditions for actual device aperation, 
2. All currents into device pins are positive. All voltages are referenced to ground unless otherwise specified. 
3. Unless otherwise specified, minimum/maximum limits apply across the supply and temperature range listed in the table of “Recommended 
Operating Conditions.” All typical values are for Vec = 5V and Ta = 25°C. 


AC Load Circuits (otes 1, 2, 3) 










Vcc Vcc 
4.7k 2802 1k 
TO OUTPUT | TO OUTPUT TO OUTPUT 
UNDER TEST 4.7k UNDER TEST UNDER TEST 
200 pF 
| LOAD 1 _ LOAD2 — . LOAD 3 
Notes: . : | 
1. Unless otherwise specified, the AC measurements are taken wlth the output pins in the following conditions (see AC Load Circuits) 
Load 1 PHI1 and PHI2 


-Load2 CL= SOpF all TTL output except CTTL 
CL=100pF only CTTL 
Load 3 RD and WR for TRI-STATE measurements only. 
. Load Capacitance includes probe. and jig eepacitance: 
. All diodes are 1N914 or =aueene 


G NO 
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AC Electrical Characteristics: ns16201-6 (Notes 1,2) 4 


Symbol Parameter Definitions | Min. | Typ. | Max. | Units 


Clock (XIN, FCLK, PHI1 and PHI2) Timing | 








tor 90% PHI1 re to 90% PHIt fe ee -_ eo 
CTTL Timing (CL=50pF) | 7 









CTTL Rise Time | , O8VCTTLreto2vCTTLre | 2 | 3 | 


CTTL Fall Time — | 2V CTTL f_ to 0.8V CTTL fe 







CTTL High Time | 1.5V CTTL re to 1.5V CTTL fe ae 0.5tcp 


CTTL Timing (CL = 100pF) 
PHIi1 to CTTL re Delay 





CTTL High Time 1.5VCTTLreto 15VCTTLte | Op toe | O?top 
O8VCTTLreto2vCTTLre | 3 | 
2VCTTLfetoO8VCTTLfe | 3 | 


50% PHI1 re to 1.5V CTTL re 


CTTL Rise Time | 
CTTL Fall Time we 
CTTL Timing (CL = 150pF) | 


_ PHI1 to CTTL re Delay 50% PHI1 re to 1.5V CTTL re 


CTTL High Time 1.5 CTTL rg to 1.5V CTTL fe pecs ri 0.5tcp 
CTTL Rise Time 0.8V CTTL re to 2V CTTL re 
CTTL Fall Time 2V CTTL f- to 0.8V CTTL fe 


Control Inputs (RST!, RSTO, A 









oO 


S, DDIN and PER) Timing 


Cs 
<a 


Notes: 
1. Unless otherwise specified, minimum/maximum limits apply across the supply and temperature range listed in the table of ‘‘Recommended | 
Operating Conditions.” All typical values are for Voc = 5V and Ta = 25°C. 
2. Unless otherwise specified, the AC measurements are taken with the output pins in the following conditions (see AC Load Circuits): 
Load 1 | PHI1 and PHI2 | 
Load 2 CL= 50pF ail TTL output except CTTL 
CL=100pF only CTTL | . 
Load 3 RD and WR for TRI-STATE measurements only. 
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Timing Diagrams 





| | 11 i T2 | 
PHI1 50% | - | - 
RSTI | = | 
«— tRSTr ! 


RSTO . 1.5V 





| Control Inputs Timing Diagram 
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Timing Diagrams (continued) 


PHIt 
PHI2 


TSO 








tDBI(W) 


Control Outputs Timing Diagram (Slow Cycle) 
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| AC Electrical Characteristics: ns16201-6 (continued) _ : 
| Definitions | Min. | Typ. | Max. | Units 
Control Outputs (TSO, RD, WR, DBE and RWEN) Timing : a Ps 
trx | TSO fe Delay | 50% PHI re to 1.5V TSO fe a a aaa 
tt; | TSO re Delay 50% PHI re to 1.5V TSO re | | 6 | 12 | 20 | ns 


— trwir) | RD/WR fe Delay (Fast Cycle) aD Wate ee = | 8 | 7 
am aie | 50% PHI re to 1.5V 
10 


| Senor mE 
trwr | IWR re Delay RG. WR re . bs ae 


| topnw) | DBE fe Delay (Write Cycle) 50% PHitreto15VDBEfe | | 25 | 35 | ns 
_tpprp) | DBE fe Delay (Read Cycle) 50% PHI2reto15VDBEfe | | 25 | 35 | as 
topr DBE re Delay 50% PHI2 re to 1.5V DBE re } 10 | 20 | 30 | Ae 


8 
: aa 
= [aoeow eee [T= Ls 


Wait State and Cycle Hold (CWAIT, WAITn and RDY) Timing or 
‘ASVCWAITto15VCTTLre | 35 | | | ns 


CWAIT Setup Time (Cycle Hold) | 
town) | CWAIT Hold Time (Cycle Hold) -4.5V CTTL re to 1.5V CWAIT = ee ee ns 


tows(w) | CWAIT Setup Time (Wait State) | 15VCWAITto15VCTTLfe | 10 | ae 
townw) | CWAIT Hold Time (Wait State) 1.5V CTTL fe to 1.5V CWAIT. =e 









a 









tows(H) | 





ee 


le WAITn Setup Time 1.5V WAITn to 50% PHI fe 


wl 
Ce ae eee 
twn | WAITn Hold Time — | 50% PHifeto1svwalm | 2 | | | ns 


Timing Diagrams (Continueq) 





Control Outputs Timing Diagram (TRI-STATE Timing) 


~ 
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Timing Diagrams (continued) 





11 TH1 (FIRST) THn (LAST) T2 
CTTL 
tcwh(H) 
ares SUBSEQUENT WAIT 
CWAIT CYCLE HOLD mina 
PHI2 
RDY 
RDY REMAINS LOW 
FOR SUBSEQUENT WAIT 
Cycle Hold Timing Diagram 
TCW or 
TWn T3 
CTTL 
CWAIT 
WaAiTn 
PHI1 
PHI2 
enna <— {Rd 
RDY 





Wait State Timing Diagram (Fast Cycle) 
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| Timing Diagrams (continued) 


CTTL 
CWAIT 
WAITn 


PHIY 


PHI2 


RDY 


Tt 


po * 
TD1 TD2 


\ YT bas : 
tewscw = a tCwh(w) a 


1.5V 





Wait State Timing Diagram (Slow Cycle) 
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Physical Dimensions fnches (millimeters) 


1.290 


ieee aetna lng erence 
25} 23} 22) tanh 20} fro) tet 7 fe] fas] fia) 13] 











0.530 0.550 
(13.462) (13.97) , 































MAX MAX 
PIN NO. 1 
IDENT 
0.200 
(5.080) | 
~~". aeaagMaX | mae 0.050 +0.010 
iia (1.270 0.264) 
0.008—0.012 
(0.203—-0.305) 
———-- a 0.125 
+0.635 
ee “2835 : oa +0.010 0. 2 +0.010- aa +0.002. (3.175) 
(1.778 20.254) (2.540 +0.254) (0.457:0.051) IN 
- 24-Lead Cavity Dual-In-Line Ceramic Package (D) 
~ Order Number NS16201D-6 
NS Package D24A 
1.270 
oes (32.258) =e 
MAX | 
0.062 
(1.575) 
RAD 0.540 +0.005 
(93.716 +0.127) 
PIN No.1 IDENT 
DOTTED OUTLINES 
REFLECT ALTERNATE 
0.580 MOLDED BODY CONFIGURATION 
| (14.73) 0.030 
MIN — 
{0.762) 6.075 
0.600~-0.620 MAX (1.905) 0.040 0.160 +0.005 
(15.24—15.748) { { Lae tia (4.064 +0.127) 
95° 45° 0.009-0.015 6°94" | 
0.625 +0.025 -(0.229—0.381) ue 0.015 
89 9.015 | 0.075 +6.015 | el ae Oe 0.018 0.125 (0-381) 
LT ara (1905 +0381) ) | — "MIN 
(15.875 bit (1.905 +0.381) ale 0.100 +0.010 (0.457 0.076) 457 + i (3.175) 
(2.540 +0.254) MIN 


24-Lead Dual-In-Line Molded Package (N) 
Order Number NS16201N-6 
NS Package N24A 
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National | 
‘Semiconductor 





PRELIMINARY | 


|NS1 6202 Interrupt Control Unit | 


General Description 


| The NS16202 Interrupt Control Unit (ICU) is the interrupt 
controller for the NS16000 microprocessor family. It is a 


. support circuit that minimizes the software and real-time . 


overhead required to handle multi-level, prioritized inter- 
rupts. A single NS16202 manages up to 16 interrupt sources, 


Features 


. @ 16 maskable interrupt sources, cascadable to 256 
_-@ Programmable 8- or 16-bit data bus mode 


_ resolves interrupt priorities, and sueoes a sl tart a inter- | 


rupt vector to the CPU. 


The NS16202 can operate in either of two data =e modes: 
8-bit and 16-bit. In the 8-bit mode, up to 16 hardware inter- 
rupts with programmable priorities can be handled. In the 
16-bit mode, 8 hardware and 8 software interrupts are possi- 
ble. In either mode, up to 16 additional ICUs may be cascad- 
ed to handle a maximum of 256 interrupts. 

Two 16-bit counters, which may be concatenated under pro- 
gram control into a single 32-bit counter, are also available 
for real time applications. 





NS16202 Basic System Configuration 
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_ ™@ Edge or level triggering for each hardware interrupt with 


individually selectable polarities 
@ 8 software interrupts 
= Fixed or rotating priority modes ‘ 
m Two 16-bit, DC to 10MHz counters, that may: be « concat: | 
enated into a single 32-bit counter 
m Optional 8-bit 1/O port available in 8-bit data bus mode | 
m High-speed XMOS technology - 
@ Single, +5V supply 
@ 40-pin, dual in-line package 


| NON-CASCADED — 
INTERRUPT SOURCES 


CASCADED 
NS16202 
cu 









Posomd f 


CASCADED 
INTERRRUPT 
SOURCES 


INT 


CASCADED 
NS16202 
cu 


Tet} 


TL/C/5117-1 


Absolute Maximum Ratings 


NOTE: Absolute maximum ratings indicate limits beyond which permanent 
damage may occur. Continuous operation at these limits is not 


Temperature Under Bias | 0°C to +70°C intended; operation should be limited to those’ conditions specified 
. under DC Electrical Characteristics. . 

Storage Temperature —65°C to + 150°C | | | 

All Input or Output Voltages with respect 

toGND —0.5V to +7.0V 

Power Dissipation 1.5 Watt 


DC Electrical Characteristics 
Ta = 0° to 70°C, Voc = +5V + 5%, GND = OV : 


Symbol | Parameter | Typ 
Vil Input Low Voltage Ry we 
Vin Input High Voltage ee 
Vol Output Low Voltage 
~ Output High Voltage 


lo | _ Output Leakage Current 
li Input Load Current 


lec Power Supply Current lout = 0, 
| : T=0°C - 


lo = 
hi Input Leakage Current 
Vin = 


< 
a 2 


GND Vcc AST ST). INT IRD) «IRS «IRS «IRT) «IRS «IRM R13 IR15 






1/0 BUFFERS 
GO/IRO<+—>} = AND 


07 +> LATCHES 


D3  READ/ WRITE LOGIC 
02 +» AND DECODERS 


SL_| TITItiT 


RO 8 WR BE AZ AA 


FIGURE 2-1. NS16202 ICU Block Diagram 
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+10 


H- 
— 
oO 


+10 


Units 


TL/C/5117-3 


Connection A piagiarh 
Dual In-Line Package 


aowvraqo«®me:wnN ~7~X 


NS16202 
ICU 





TOP VIEW TUG 5117-2 


1 NS16202 Pin aa ca 


1.1 Power Supply 

Power (Vec): +5V DC Supply © 

Ground (GND): Power Supply Return 

1.2 Input Sic Signals : 

Reset (RST): Active low. This signal initializes the ICU. ob he 
ICU initializes to the 8-bit bus mode.) 

Chip Select (CS): Active low. This signal enables the Icu to 
respond to address, data, and control signals from the CPU. 


ae. each pin may be indivicually assigned one of the 


~ following functions: 


pins GO/IRO,. 


_ © Additional Hardware Interrupt pet (IRO threban IR14) 
© General Purpose Data Input — 
e General Purpose Data Output 


_ ® Clock Output from H-Counter cn GO/ IRO rough 
_ G93/IR6 only) 
It should be noted that, for maximum flexibility { in assigning 


interrupt soa the interrupt peaone corresponding to 
.,G7/IR14 and IR1,...,1R15 are inter- 


_ leaved. 


Counter or Oscillator Output/Sampling Clock Input | 
(COUT/SCIN): As an output, this pin provides either a clock 
signal generated by the ICU internal oscillator, or a zero 


: detect signal from one or both of the ICU counters. As an 


input, it is used for an external clock, to override the internal 


oscillator used for interrupt seer: This is done only for 


- testing purposes. 


2 Architectural Description 


The NS16202 ICU functions as an overall manager in an 


interrupt-oriented system environment. Its many features 


and options ails the design of Popmeteatee piterurt sys- 
tems. 

Figure 2-1 shows the internal organization of the NS16202. 
As shown, the NS16202 is divided into five functional 
blocks. These are described in the following or 


2.1 1/0 Buffers And Latches 


The 1/0 Buffers and Latches is the interface with the sys- 


tem data bus. It contains bidirectional buffers for the data 


I/O pins. It also contains registers and logic circuits that 


control the operation of pins GO/IRO, .. . ,G7/IR14 when the 


~ {CU is in the 8-bit bus mode. 


Addresses (AO through A4): Address lines used to select _ 


the ICU internal registers for read/write operations. 
_ High Byte Enable (HBE): Active low. Enables data trans- 


fers on the most-significant byte of the Data Bus. If the ICU | 


is in the 8-bit Bus Mode, this signal is not used and should 
be connected to either GND or Voc. 

Read (RD): Active low. Enables data to be read fei the 
ICU’s internal registers. 

Write (WR): Active low. Enables data to be written into the 
ICU’s internal registers. 

Status (ST1): Status signal from the CPU. When the Hard- 
ware Vector Register is read, this signal differentiates an 


INTA cycle from an RETI cycle. If ST1=0 the ICU initiates an 


INTA cycle. If ST1=1 an RETI cycle will result. 

interrupt Requests (IR1, IR3, ...,1R15); This eight inputs 
are used for hardware interrupts. Each may be individually 
triggered in one of four modes: Rising Edge, Falling Edge, 
Low Level, or High Level. 

Counter Clock (CKL): External clock signal to dive the ICU 
internal counters. 

1.3 Output Signals 


Interrupt Output (INT): Active low. This signal indicates — 


_ that an interrupt is pending. 

1.4 Input/Output Signals) 

Data Bus 0-7 (DO through D7): Eight low-order data bus 
lines used in both 8-bit and 16-bit bus modes. 

General Purpose I/O Lines (GO/IRO, G1/IR2,...,G7/ 
_ 1R14): These pins are the high-order data bits when the ICU 
is in the 16-bit bus mode. When the ICU is in the 8-bit bus 
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2.2 Read/Write Logic and Decoders. 


The Read/Write Logic and Decoders manage all internal 
and external data transfers for the ICU. These include Data, 


- Control, and Status Word Transfers. This circuit accepts in- 


puts from the CPU address and contro! buses. In turn, it 
issues commands to access the internal registers of the 
ICU. 

2.3 Timing and Control 


The Timing and Control Block contains status elements that 
select the ICU operating mode. It also contains state ma- 
chines that generate all the necessary sequencing and con- | 
trol signals. 


2.4 Priority Control 


The Priority Control Block contains 16 units, one for each 
interrupt position. These units provide the following func- 


_ tions. 


¢ Sensing the various forms of hardware interrupt 
signals e.g. level (high/low) or edge (rising/falling) 


e Resolving priorities and generating an interrupt 
request to the CPU | 


* Handling cascaded arrangements 
¢ Enabling software interrupts 
* Providing for an automatic return from interrupt 


e Enabling the assignment of any interrupt een to 
the internal counters 


¢ Providing for rearrangement of priorities by assigning 
the first priority to any interrupt position 


¢ Enabling automatic rotation of priorities. 


2.5 Counters 

This block contains two 16-bit counters, called the H-coun- 
ter and the L-counter. These are down counters that count 
from an initial value to zero. Both counters have a 16-bit 


register (designated HCSV and LCSV) for loading their re- 


starting values. They also have registers containing the cur- 
rent count values (HCCV and LCCV). Both sets of registers 
are fully described in Chapter 5. 


The counters are under program control and can be used to | 


generate interrupts. When the count reaches zero, either 
counter can generate an interrupt request to any of the 16 
interrupt positions. The counter then reloads the start value 
from the appropriate registers and resumes counting. Figure 
2-2 shows typical counter output signals available from the 
NS16202. 


~ The maximum input ack frequency is 2.5MHz. 


A divide-by-four prescaler is also provided. When the pre- 
scaler is used, the input clock frequency can be up to 
10MHz. 

When intervals longer than those provided by a 16-bit coun- 
ter are needed, the L- and H-counters can be concatenated 
to form a 32-bit counter. In this case, both counters are 
controlled by the H-counter control bits. Refer to the discus- 
sion of the Counter Control Register in Chapter 5 for addi- 
tional information. Figure 2-3 summarizes counter read/ 
write operations. 


3 Functional Description 


3.1 Reset 


The {CU is reset when a logic low signal is present on the 
RST pin. An external reset signal is always required be- 
cause the ICU does not have internal, power-up reset cir- 


cuitry. At reset, most internal ICU registers are affected, and 
the ICU becomes inactive. 


3.2 Initialization 


After reset, the CPU must initialize the NS16202 to establish 
its configuration. Proper initialization requires knowledge of 
the ICU register’s formats. Therefore, a flowchart of a rec- 
ommended initialization sequence is shown in Chapter 5 
(Figure 5-2) after the discussion of the ICU registers. 


The operation sequence shown in Figure 5—2 ensures that 
all counter output pins remain inactive until the counters are 
completely initialized. 


3.3 Vectored Interrupt Handling 


For details on the operation of the vectored interrupt mode 
for a particular NS16000 CPU, refer to the data sheet for 
that CPU. In this discussion, it is assumed that the NS16202 
is working with a CPU in the vectored interrupt mode. Sever- 
al ICU applications are discussed, including non-cascaded 
and cascaded operation. Figures 3-1, 3-2, and 3-3 show 
typical configurations of the ICU used with the NS16032 
CPU. 


A peripheral device issues an interrupt request by sending 
the proper signal to one of the NS16202 interrupt inputs. If 
the interrupt input is not masked, the ICU activates its Inter- 
rupt Output (INT) pin and generates an interrupt vector byte. 
The interrupt vector byte identifies the interrupt source in its . 
four least significant bits. When the CPU detects a low level 
on its Interrupt Input pin, it performs one or two interrupt 
acknowledge. cycles depending on whether the interrupt re- 
quest is from the master ICU or a cascaded ICU. Figure 3-4 
shows a flowchart of a typical CPU Interrupt Acknowledge 
sequence. 


(INIT. VALUE =2) 


OUTPUT IN = 
PULSED FORM 
OUTPUT IN | 
SQUARE WAVEFORM . 


(INIT. VALUE = 1) 


OUTPUT IN | | 
PULSED FORM | | | 


(INIT. VALUE=0) 


OUTPUT IN | | 
_ PULSED FORM . 
OUTPUT IN | | | | | 
Se | TL/C/5117-4 


FIGURE 2-2. Counter Output Signals in Pulsed Form and Square Waveform for Three Different Initial Values. 





STARTING VALUE 7; 
LCSV/HCSV 











ZERO DETECT 


FREEZE COUNTER READINGS 


CURRENT VALUE 
~ LOCV/HCCY 





INTERNAL DATA BUS (IDB) 





| 7 - TL/C/5117-5 
BASIC OPERATIONS: : 


WRITING TO LCSV/HCSV 
READING LCSV/HCSV 
WRITING TO LCCV/HCCV_ ®—D 
(only possible when counters are halted) 
READING LCCV/HCCV | : 


(recommended only while counter 
readings are frozen) . 


COUNTER COUNTS AND READINGS ARE 


NOT FROZEN 


COUNTER RELOADS STARTING VALUE 


(occurs on the clock cycle following 
the one where it reaches zero) 


FIGURE 2-3. Counter Configuration and Basic Operations. 
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00-07 & 
GO/1R0-G7/IR14 





RD 
WR 


DO-D15 


TL/C/5117-6 
FIGURE 3-1. Interrupt Control Unit Connections in 16-Bit Bus Mode. | 





DO-015 


NOTE: in the 8-Bit Bus Mode the Master ICU Registers appear at even 
addresses (AO =0) since the ICU communicates with the least 
significant byte of the CPU data bus. 


FIGURE 3-2. Interrupt Control Unit Connections in 8-Bit Bus Mode. 


TL/C/5117-7 | 
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G7/1R14 
68 /1R12 F-¢- 
@5/1R10 

— G4/1R8 
G3/1R6 Fe 





A0-A23 


ELT _AI-A5 





| D0-D15 TL/C/5117-8 
FIGURE 3-3. Cascaded Interrupt Control Unit Connections in 8-Bit Bus Mode. — 
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* Cond. A is true if current instruction is terminated 
YES or an interruptibie point in a string instruction is 
reached. 












YES 
SUSPEND 
INSTRUCTION EXECUTION 

DISABLE INTERRUPTS 


EXECUTE MASTER INTA 
CYCLE AND READ VECTOR 
FROM ADORESS FFFEO016 





OBTAIN CASCADED ICU ADDRESS 
FROM CASCADE TABLE . 


EXECUTE CASCADED (NTA 
CYCLE AND READ VECTOR 
FROM CASCADED ICU 









OBTAIN EXTERNAL PROCEDURE 
DESCRIPTOR FROM 
INTERRUPT DISPATCH TABLE 


INTERRUPT STACK 


RESUME INSTRUCTION 
EXECUTION AT SERVICE 
ROUTINE ENTRY POINT 


_ TL/C/5117-9 
FIGURE 3-4. CPU Interrupt Acknowledge Sequence. 
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In general, vectored interrupts are serviced by interrupt rou- — 


_ tines stored in system memory. The Dispatch Table stores 
up to 256 external procedure descriptors for the various 
service procedures. The CPU INTBASE register points to 


| the top of the Dispatch Table. Figure 3-5 shows the layout 
_ of the Dispatch Table. This figure also shows the layout of. 
_ the Cascade fable; which | is discussed with. ICU covacet 


operation. 


Non-Cascaded Operation. Whenever an interrupt request. 
from a peripheral device is issued directly to the master. ICU, 
a non-cascaded interrupt request to the CPU results. In a_ 


system using a single NS16202, up to 16 interrupt requests 
can be prioritized. Upon receipt of an interrupt request on 
the INT. pin, the CPU performs a Master Interrupt-Acknowl- 

edge bus cycle, reading a vector byte from address 


- FFFE00j¢. This vector is then used as an index into the __ 
dispatch table in order to find the External Procedure De- 


scriptor for the proper interrupt service procedure. The serv- 


ice. procedure eventually returns via the Return-from-inter- | 
rupt (RET!) instruction, which performs a Return-from-inter- | 


rupt bus cycle, informing the ICU that it may re-prioritize any 
interrupt requests still pending. Figure 3-6 shows a typical 


CPU RETI sequence. In a system with only one ICU, the 


-. vectors provided must be in the range of 0 through 127; that 


is, they must be positive numbers in eight bits. By providing 


a negative vector value, the master ICU flags the inners 
source as a cascaded ICU (see below). 


MEMORY — 






(INTBASE-64) ————> 


INTERRUPT / 
DISPATCH TABLE 







(ADDRESS FFFEOO:s ) ————____> 


* Table entries 1 to 15 suid not be used by the ICU since they contain NMI and Trap Descriptors 
or are reserved for future use. (For more details refer to NS1 6032 data sheet. ) 


_ CASCADED ICU ADDRESS 0 


CASCADED ICU ADDRESS 14 


CASCADED ICU. ADDRESS 15 
NVI DESCRIPTOR 


- NMI AND TRAP: 


| DESCRIPTORS * 


_ RESERVED* 





INT. DESCRIPTOR N 


INT. DESCRIPTOR 255 


_ MASTER ICU'S 
_ AVCT REGISTER 


-Cascaded Operation. In cascaded operation, one or more 
of the interrupt inputs of the master ICU are connected to | 
the interrupt Output pin of one or more cascaded ICUs. Up 
to 16 cascaded ICUs may be used, giving a system total of 
256 interrupts. | 


NOTE: The number of cascaded Icus is practically limited to 15 because 
"the Dispatch Table for the NS16032 CPU is constructed with en- 
_ tries 1 through 15 either used for NMI and Trap. descriptors, or 
reserved for future use. Interrupt position 0 of the- master ICU — 
should not be cascaded, so it can be vectored through Dispatch — 
-_ Table entry 0, reserved for non-vectored interrupts. In this case, 
the non-vectored interrupt entry (entry 0) is also available for vec- 
 tored interrupt operation, since the CPU is operating in the vec- 
tored interrupt mode. 


The address of the master ICU should be FFFE004¢. (*) 
_Cascaded ICUs can be located at any system address. A list 
of cascaded ICU addresses is maintained in the Cascade 
Table as a series of sixteen 32-bit entries. 


(*)NOTE: The CPU status corresponding to both, master interrupt ac- 
. knowledge and return from interrupt bus cycles, as well. as ad- 
dress bit A8, could be used.to generate the chip select (CS) 
signal for accessing the master ICU during one of the above 
cycles. In this case the master ICU can reside at any system 
address: The only limitation is that the least significant 5 or 6 
address bits (6 in the 8-bit bus mode) must be zero. The ad- 
dress bit A8 must be decoded to prevent an NMI bus cycle from 
reading the hardware vector register of the ICU. This could hap- _ 

pen, since the NS16032 CPU performs a dummy read cycle 
from address FFFF00 4g, with the same status as a master INTA 

cycle, when a non-maskabie-interrupt is acknowledged. 


THESE ADDRESSES ARE 

/ USED BY THE CPU DURING 
THE SECOND CYCLE OF 

AN INTA OR RET! 

SEQUENCE TO GET THE 

INTERRUPT VECTOR FROM 

A CASCADED ICU. 









i OE | EE 0 nie 6 GU SR 


(INTBASE—4* {CASCADE TABLE INDEX |) 


— es —— i ——— a oom 8 | 











(INTBASE +4* VECTOR) 


_ WNT. DESCRIPTOR 16 


——— = inoin OGD SUED 


cpu READS THIS LOCATION DURING 

_ FIRST CYCLE OF INTA OR RETI 
‘SEQUENCE TO GET EITHER 

"THE INTERRUPT VECTOR OR 

A CASCADE TABLE INDEX FROM 


THE MASTER teu. ~ -TL/C/5117-10 © 


FIGURE 3—5. Interrupt Dipatch and Cascade Tables. 
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EXECUTE MASTER RETI CYCLE 


OBTAIN CASCADED ICU 
ADDRESS FROM CASCADE 
TABLE 


_ EXECUTE CASCADED 

ICU CYCLE AND READ 
VECTOR FROM 
CASCADED ICU 


RESTORE CPU STATUS, 
MODREGISTERAND = 
RETURN ADDRESS FROM . 
INTERRUPT STACK 


RESUME INSTRUCTION 
"EXECUTION AT 
RESTORED ADDRESS 





} | TL/C/5117-11 
FIGURE 3-6. CPU Return from Interrupt Sequence. 


The master ICU maintains a list (in the CSRC register pair) 
of its interrupt positions that are cascaded. When a cascad- 
ed interrupt input is active, the master ICU activates its inter- 
rupt output and the CPU responds with a Master Interrupt 
Acknowledge Cycle. However, instead of generating a posi- 
tive interrupt vector, the master ICU generates a negative 
Cascade Table index. 


The CPU interprets the negative number returned from the 
master ICU as an index into the Cascade Table. The Cas- 
cade Table is located in a negative direction from the Dis- 
patch Table, and it contains the virtual addresses of the 
hardware vector registers for any cascaded NS16202s in 
the system. Thus, the Cascade Table index supplied by the 
master ICU identifies the cascaded ICU that requested the 
interrupt. 


Once the cascaded ICU is identified, the CPU performs a 
Cascaded Interrupt Acknowledge cycle. During this cycle, 
the CPU reads the final vector value directly from the cas- 
caded ICU, and uses it to access the Dispatch Table. Each 
cascaded ICU, of course, has its own set of 16 unique inter- 
rupt vectors, one vector for each of its 16 interrupt positions. 


The CPU interprets the vector value read during a Cascad- 


ed Interrupt Acknowledge cycle as an unsigned number. 
Thus, this vector can be in the range O through 255. 


‘When a cascaded interrupt service routine completes its _ 


task, it must return control to the main program with the 


_ same RET! instruction used in non-cascaded interrupt serv- 


ice routines. However, when the CPU performs a Master 
Return From Interrupt cycle, the CPU accesses the master 
ICU and reads the negative Cascade Table index identifying 
the cascaded ICU that originally received the interrupt re- 
quest. Using the cascaded ICU address, the CPU now per- 
forms a Cascaded Return From Interrupt cycle, informing 
the cascaded ICU that the service routine is over. The byte. 


_ Provided by the cascaded ICU during this cycle is aes 


3.4 Internal ICU Operating Sequence 


The NS16202 ICU accepts two interrupt types, software and 
hardware. ! 


Software interrupts are initiated when the CPU sets the 


proper bit in the Interrupt Pending (IPND) registers (R6, R7), 


located in the ICU. Bits are set and reset by writing the 
proper byte to either R6 or R7. Software interrupts can be 
masked, by setting the proper bit in the mask registers a. , 
R11). 


Hardware interrupts can is either internal or external to the 
ICU. Internal ICU hardware interrupts are initiated by the on- 


_ chip counter outputs. External hardware interrupts are initia- 


ted by devices extenal to the ICU, that are connected to any 


of the ICU interrupt input pins. 


Hardware interrupts can be masked by setting the proper bit 


__ in the mask registers (R10, R11). If the Freeze bit (FRZ), 


located in the Mode Control Register (MCTL), is set, all in- 
coming hardware interrupts are inhibited from setting their 
corresponding bits in the IPND registers. This prevents the 
ICU from recognizing any hardware interrupts. 


Once the ICU is initialized, it is enabled to accept interrupts. 


If an active interrupt is not masked, and has a higher priority 
than any interrupt currently being serviced, the ICU acti-. 
vates its Interrupt Output (INT). Figure 3-7 is a flowchart 
showing the ICU interrupt acknowledge sequence. 


The CPU responds to the active INT line by performing an 
Interrupt Acknowledge bus cycle. During this cycle, the ICU 
clears the IPND bit corresponding to the active interrupt po- 
sition and sets the corresponding bit in the Interrupt In-Serv- 
ice Registers (ISRV). The ISRV bit remains set until the CPU 
performs a RETI bus cycle triggered by the completion of 
the interrupt service routine for the active interrupt position. 
Figure 3-8 is a flowchart showing ICU operation during a 
RETI bus cycle. 


When the ISRV bit is set, the INT output is disabled. This 
output remains inactive until a higher priority interrupt posi- 
tion becomes active, or the ISRV bit is cleared. 


4 Interrupt Priority Modes 


_ The NS16202 ICU can operate in one of four interrupt priori- 


ty modes: Fixed Priority; Auto-Rotate; Special Mask; and 
Polling. Each.mode is described below. 


4.1 Fixed Priority Mode 


In the Fixed Priority Mode (also called Fully Nested Mode), 
each interrupt position is ranked in priority from 0 to 15, with 
0 being the highest priority. In this mode, the processing of 
lower priority interrupts is nested with higher priority inter- 
rupts. That is, while an interrupt is being serviced, any other 
interrupts of the same or lower priority are inhibited. The ICU 
does, however, recognize higher priority interrupt requests. 
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is o™| 
ANY UNMASKED 

INTERRUPT REQUEST 
_ PENDING? 


NO | 











YES 


MF IS 
yp” AUTOROTATE © 
MODE: 

_ SELECTED? 






NO 





i YES 


SET INT ACTIVE 

















Is 
{NTA 
CYCLE 
EXECUTED? 


NO 





~ ACKNOWLEDGE 
HIGHEST PRIORITY 
REQUEST 


SET ISRV BIT 










SET INT INACTIVE 





is “ 
INTERRUPT 
REQUEST 
FROM A 
_CASCADED 

ICU? 












OUTPUT INTERRUPT 
VECTOR (BBBBVVVV) 
ON DATA BUS 
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a INITIALIZATION 7 


RESET IPNDBIT =f 












IS ANY 
INTERRUPT 
BEING 
SERVICED? 


SET INT ACTIVE 


‘SS 
NTA 
CYCLE 

EXECUTED? 








YES 


ACKNOWLEDGE 


HIGHEST PRIORITY 
| REQUEST 








ASSIGN FIRST PRIORITY 
TO CORRESPONDING 
INTERRUPT POSITION 






* Cond. B is true if no interrupt is being serviced, or 
if there is a pending unmasked interrupt whose 

- priority is higher than that of the interrupt being 
serviced. 


OUTPUT CASCADE TABLE 
INDEX (11417 1VV¥¥) 
ON DATA BUS 


_ FIGURE 3-7. ICU Interrupt Acknowledge Sequence. 
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When the interrupt service routine executes its RET! instruc- 
tion, the corresponding ISRV bit is cleared. This allows any 
lower priority interrupt request to be serviced by the CPU. 


At reset, the default priority assignment gives interrupt IRO 

priority 0 (highest priority), interrupt IR1 priority 1, and so 

forth. Interrupt IR15 is, of course, assigned priority 15, the 
lowest priority. The default priority assignment can be al- 

tered by writing an appropriate value into Eogistel FPRT (L) 

as explained in Section 5.9.. 

NOTE: When the ICU generates an interrupt request to the CPU for a 
higher priority interrupt while a lower priority interrupt is still being 
serviced by the CPU, the CPU responds to the interrupt request 
only if its internal interrupt enable flag is set. Normally, this flag is 
reset at the beginning of an interrupt acknowledge cycle and set 
during the RETI cycle. If the CPU is to respond to higher priority 
interrupts during any interrupt service routine, the service routine 
must set the internal CPU interrupt enable flag, as soon during the 
service routine as desired. 


4.2 Auto-Rotate Mode © 


The Auto Rotate mode is selected when the NTAR bit is set 
to 0, and is automatically entered after Reset. In this mode 
an interrupt source position is automatically assigned lowest 
priority after a request at that position has been serviced. 
Highest priority then passes to the next lower priority posi- 
tion. For example, when servicing of the interrupt request at 
position 3 is completed (ISRV bit 3 is cleared), interrupt po- 
sition 3 is assigned lowest priority and position 4 assumes 
highest priority. The nesting of interrupts is inhibited, since 
the interrupt being serviced always has the highest priority. 


This mode is used when the interrupting devices have to be 


assigned equal priority. A device requesting an interrupt, will 


have to wait, in the worst case, until each of the 15 other 


devices has been serviced at most once. 
4.3 Special Mask Mode 
The special mask mode is used when it is necessary to 


4 dynamically alter the ICU priority structure while an interrupt 


is being serviced. For example, it may be desired in a partic- 
ular interrupt service routine to enable lower priority inter- 
rupts during a part of the routine. To do so, the ICU must be 
programmed in fixed priority mode and the interrupt service 
routine must control its own in- service bit in the ISRV regis- 
ters. 


The bits of the ISRV registers are changed with either the 
Set Bit Interlocked or Clear Bit Interlocked instructions (SBI- 
TIW or CBITIW). The in-service bit is cleared to enable low- 
er priority interrupts and set to disable them. 


NOTE: . For proper operation of the ICU, an interrupt service routine must 
set its ISRV bit before executing the RET! instruction. This prevents. 
the RETI cycle from clearing. the wrong ISRV bit. 


4.4 Polling Mode 


The polling mode gives complete control of interrupt priority 
to the system software. Either some or all of the interrupt 
positions can be assigned to the polling mode. To assign all 
interrupt positions to the polling mode, the CPU interrupt 
enable flag is reset. To assign only some of the interrupt 
positions to the polling mode, the desired interrupt positions 
are masked in the Interrupt Mask registers (IMSK). In either 
case, the polling operation consists of reading the Interrupt 
Pending (IPND) registers. 














RET! 
_ CYCLE 
EXECUTED? 












IS 
INTERRUPT 
BEING SERVICED 
FROMA | 
CASCADED 
ICU? 















OUTPUT 
CASCADE TABLE 
INDEX * 












OUTPUT 
INTERRUPT 
VECTOR 














1S 
AUTOROTATE — 
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RESET 


INTERRUPT POSITION 


SELECTED? 


INTERRUPT ISRV BIT RESET 
AND ASSIGN FIRST INTERRUPT 
PRIORITY TO NEXT ISRV BIT 
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FIGURE 3-8. ICU Return from Interrupt Sequence. 





If necessary, the IPND read can be synchronized by setting 
‘the Freeze (FRZ) bit in the Mode Control register (MCTL). 
This prevents any change in the IPND registers during the 
read. The FRZ bit must be reset after the polling operation 
so the IPND contents can be updated. If an edge-triggered 
_ interrupt occurs while the IPND registers are frozen, the in- 
terrupt request is latched, and tranferred to the IPND regis- 
ters as soon as FRZ is reset. 


The polling mode is useful when a single routine is used to 
service several interrupt levels. _ 
5 Register Functions 
The NS16202 has thirty-two 8- bit registers that can be ac- 


cessed either individually or in pairs. In 16-bit data bus . 


mode, register pairs can be accessed with the CPU word or 
double-word reference instructions. Figure 5-1 shows the 
_ICU internal registers. This figure summarizes the name, 
function, and offset address for each register. 


- Because some registers hold similar data, they are grouped 


into functional pairs and assigned a single name. However, 
if a single register in a pair is referenced, either an L or an H 
is appended to the register name. The letters are placed in 
parentheses and stand for the low order 8 bits (L) and the 
high order 8 bits (H). For example, register R6, part of the 
Interrupt Pending (IPND) register pair, is referred to individu- 
ally as IPND(L). 


The following paragraphs give detailed descriptions of the 
registers shown in Figure 5-1. 

_ 5.1 HVCT — Hardware Vector Register (RO) | 

The HVCT register is a single register that contains the in- 
terrupt vector byte supplied to the CPU during an Interrupt 
Acknowledge (INTA) or Return From Interrupt (RETI) cycle. 
The HVCT bit map is shown below; 


7 6 5 4 #3 2 1 Oo. 
ERE VES EER 


The BBBB field is the bias which is programmed by writing 
BBBBO0000> to the SVCT register (R1). The VVVV field iden- 


| — tifies one of the 16 interrupt positions. The contents of the 


' HVCT register provide various information to the CPU, as 
shown below: 


NOTE: ‘The ICU always interprets a read of the HVCT register as either an 


INTA or RETI cycle. Since these cycles cause internal changes to 
the ICU, normal programs must never read the ICU HVCT register. 


5. 2 SVCT. Software Vector Register (R1) 


The SVCT register is a copy of the HVCT register. It allows 
the programmer to read the contents of the HVCT register 
without initiating a INTA or RETI cycle in the ICU. It also 
allows a programmer to change the BBBB field of the HVCT 


register. The bit map of the Syvcr register i is the same as for. | 


the HVCT register. 


During a write to SVCT, the four least significant | bits are 


unaffected while the four most significant bits are written | 


into both SVCT and HVCT (R1 and RO). 


The SVCT register is updated dynamically by the ICU. The 
four least significant bits always contain the vector value 
that would be returned to the CPU if a INTA or RETI cycle 
were executed. Therefore, when reading the SVCT register, 
the state of the CPU ST1 pin is used to select either pending 
interrupt data or in-service interrupt data. For example, if the 
SVCT register is read with ST1 = 0 (as for an INTA cycle), 
the VVVV field contains the encoded value of the highest 
priority pending interrupt, On the other hand, if the SVCT 
register is read with ST1 = 1, the VVVV field contains the 
encoded value of the highest priority in-service interrupt. 
NOTE: If the CPU ST1 output is connected directly to the ICU ST1 input, 
the vector read from SVCT is always the RETI vector. if both the 
INTA and RETI vectors are desired, additional logic must be added 
to drive the ICU ST1 input.-A typical circuit is shown below. In this 


circuit, the state of the ICU ST1 input is controlled by both the CPU 
ST1 output and the selected address bit. 
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HVCT Register Data Coding 


le a, INTA CYCLE (ST1=0) 


Highest priority pending interrupt is from: 


cascaded ICU 
BBBB 


| encoded value of the highest 
VVVV 


priority pending interrupt 


* The Programmed bias for the master ICU must range from 0000 to 011 15 
because the CPU interprets a one in the most significant bit position as a 
Cascade Table Index indicator for a cascaded ICU. 


any other source 
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RET! CYCLE (ST1=1) 
Highest priority in-service interrupt was from: 
cascaded ICU 


2 1111 programmed bias* 4914 


any other source 
programmed bias* 


encoded value of the highest 
priority in-service interrupt 


REG. NUMBER AND REG. REG. FUNCTION 
ADDRESS IN HEX. NAME 


RO (0046) HVCT— | HARDWARE VECTOR 


Rt (0146) SVCT— | SOFTWARE VECTOR 


| RS (0346) ELTG— EDGE/LEVEL TRIGGERING 


R5 (0546) R4 (0446) TPL — TRIGGERING POLARITY 


R7 (0746) R6 (0646) | IPND— INTERRUPTS PENDING 


R9 (0946) R8 (084g) |. ISRV— INTERRUPTS IN-SERVICE 


R11 (0Big) | R10 (0Aig) | IMSK— — INTERRUPT MASK 


R13 (0D1¢) | R12 (OC4¢) CSRC—  CASCADED SOURCE 


R15 (0Fye) | R14 (0Eie) | FPRT— FIRST PRIORITY 


R16 (10;¢)_| MCTL— | MODE CONTROL 

R17 (1146) OCASN— OUTPUT CLOCK ASSIGNMENT 
R18 (1246) CIPTR — COUNTER INTERRUPT POINTER 
R19 (1346) PDAT— | PORTDATA 

R20 (1416) IPS — INTERRUPT/PORT SELECT 

R21 (1546) PDIR— ‘PORT DIRECTION 

R22 (16i6) | CCTL— | COUNTERCONTROL 


R23 (1746) | CICTL— COUNTER INTERRUPT CONTROL 


R25 (1946) | R24 (1816) LCSV— —_L-COUNTER STARTING VALUE. 


| R27 (1By6) R26 (1A%6) HCSV — H-COUNTER STARTING VALUE 


R29 (1Die) | R28(1Cig) | LCCV— — L-COUNTER CURRENT VALUE 


R31 (1F 46) R30 (1Eig) | HCCV— H-COUNTER CURRENT VALUE 


FIGURE 5-1. ICU Internal Registers. 
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5.3 ELTG — Edge/Level Triggering Registers (R2, R3) 


| . The ELTG registers determine the input trigger mode for 


each of the 16 interrupt inputs. Each input is assigned a bit 


in this register pair. An interrupt input is level-triggered if its 
bit in ELTG is set to 1. The input is edge-triggered if its bit is 


cleared. At reset, all bits in ELTG are set to 1. 


Software interrupt positions are not affected by the state of 


their ELTG bits. _ 
5.4 TPL — Triggering Polarity Registers (R4, R5) 


The TPL registers determine the polarity of either the active 
level or the active edge for each of the 16 interrupt inputs. 


As. with the ELTG registers, each input is assigned a bit. 
Possible triggering modes for the various combinations of 


ELTG and TPL bits are shown below. 


ELTGBIT  TPLBIT TRIGGERING MODE | 
0 0 Falling Edge 
0 : 1 Rising Edge |. 
1 0. LowLevel 
1 1 _ High Level — 


| Software interrupt positions are not affected by their TPL 

bits. At reset, all TPL bits are set to 0. ; 

NOTE: Hardware interrupt inputs connected to cascaded ICUs must have 
their TPL bits set to 0. 

_ 5.5 IPND — Interrupt Pending Registers (R6, R7) 


_ The IPND registers track interrupt requests that are pending 
but not yet serviced. Each interrupt position is assigned a bit 
in IPND. When an interrupt is pending, the Corresponding bit 
_ in IPND is set. The IPND data are used by the ICU to gener- 
ate interrupts to the CPU. These data are also used | in poll- 


7 ing operations. 


_ The IPND registers are also ie for requesting software 
— interrupts. This is done by writing specially formatted data 
bytes to either IPND(L) or IPND(H). The formats differ for 
registers R6 and R7. These formats are shown below: 
-IPND(L) (R6) — SOO00PPP | 
IPND(H) (R7) — SO001PPP 
Where: S= Set (S = 1) or Clear (S = 0) 
PPP = isa binary number identifying one of 
- eight bits 
‘NOTE: The data read from either R6 or R7 are different from that written 
to the register because the ICU returns the register contents, rath- 
er than the formatted byte used to set the register bits, 
The ICU automatically clears a set IPND bit when the pend- 
ing interrupt request is serviced. All pending interrupts in a 


register can be cleared by writing the pattern ‘X1XXXXXX’ to 
don’t care). To avoid conflicts with asynchronous 


it (X = 
hardware interrupt requests, the IPND registers should be 
frozen before pending interrupts are cleared. Refer to the 
Mode Control Register description for details on oe 
the IPND registers. 


At reset, all IPND bits are set to 0. 


NOTE: The edge sensing mechanism used for hardware interrupts | in the 
NS16202 ICU is a latching device that can be cleared only by 
acknowledging the interrupt or by changing the trigger mode to 
level sensing. Therefore, before clearing pending interrupts in the 
IPND registers, any edge-triggered interrupt inputs must first be 


switched to the level-triggered mode. This clears the edge-trig- | 
gered interrupts; the remaining interrupts can then be cleared in. 


the manner described above. This applies to clearing the interrupts 
only. Edge-triggered pre lsupte can be set without changing the trig- 
ger mode. 





5.6 ISRV — Interrupt In-Service Registers (Rs, R9) | 


| . The ISRV registers track interrupt requests that are current- 


ly. being serviced. Each interrupt position is assigned a bit in 


_ISRV. When an interrupt request is serviced by the ICU, its. 


corresponding bit is set in the ISRV registers. Before gener- 


_ating an interrupt to the CPU, the ICU checks the ISRV reg- 


isters to ensure that no higher priority interrupt is ey 
being serviced. | 


Each time the CPU executes an RETI instruction, the ICU | 
clears the ISRV bit corresponding to. the highest priority in- 


terrupt in service. The ISRV registers can also be written 
into by the CPU. This is done to implement the P special mask 
priority mode. . 


At reset, the ISRV registers are set to 0. 
5.7 IMSK — interrupt Mask Registers (R10, R11) 


‘Each NS16202 interrupt position can be individually 


masked. A masked interrupt source is not acknowledged by 


the ICU. The IMSK registers store a mask bit for each of the 


ICU interrupt positions. If an interrupt position’ s IMSK. bit is is 
set to 1, the position is masked. | 


_ The IMSK registers are controlled by the eyiem software. 


At reset, all IMSK bits are set to 1, disabling all interrupts. - 


5.8 CSRC — Cascaded Source Registers (R12, R13) 


The CSRC registers track any cascaded interrupt positions. 

Each interrupt position is assigned a bit in the CSRC regis- 

ters. If an interrupt position’s CSRC bit is set, that position is 

connected to the INT output of another NS16202 ICU, i.e. it 

is a cascaded interrupt. 

At reset, the CSRC registers are. set to 0. , 

NOTE: Only the Master ICU should have any CSRC bits set. lf CSRC bits 
_ are set in a cascaded ICU, incorrect operation results. 

5. 9 FPRT — First Priority Registers (R14, R1 5) 

The FPRT registers track the ICU interrupt position that cur- 

rently holds first priority. Only one bit of the FPRT registers 

is set at one time. The set bit indicates the interrupt position 

with first (highest) priority. 

The FPRT registers are automatically updated | when the {CU 


is in the auto-rotate mode. The first priority interrupt can be 
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determined by reading the FPRT registers. This operation 
returns a 16-bit word with only one bit set. An interrupt posi- 
tion can be assigned first priority by writing a formatted data 
byte to the FPRT(L) register. The format is shown below: 


7 6 5&5 4 8 2.1 0 


Where: XXXX = Don’t Care 
FFFF = Abinary number from 0 to 15 
indicating the interrupt position 
- assigned first priority. 


NOTE: The byte above is written only to the FPRT(L) register. Any data 
’ written to FPRT(H) is ignored. 


At reset the FFFF field is set to 0, thus giving interrupt posi- 


tion 0 first priority. 
5.10 MCTL — Mode Control Register (R16) 


_ The contents of the MCTL set the operating mode of the 


NS16202 ICU. The MCTL bit map is shown below. 


5 4 2 
~Zlansoa]uraniens 








Determines whether or not the NS16202 | 
counter readings are frozen. When frozen, the 
counters continue counting but the LCCV and 
HCCV registers are not updated. Reading of 
the true value of LCCV and HCCV is possible 
only while they are frozen. 

CFRZ = 0 => LCCV and HCCV Not Frozen 
CFRZ = 1 => LCCV and HCCV Frozen 
Determines whether the COUT/SCIN pin is an 
input or an output. COUT/SCIN should be used 
as an input only for testing purposes. In this: 

- case an external sampling clock must be 
provided otherwise hardware interrupts will not 
be recognized. 

COUTD = 0 => COUT/SCINi is Output 
COUTD = 1 => COUT/SCIN is Input 

When the COUT/SCIN pin is programmed as 
an output (COUTD=0), this bit determines 
whether the output signal is in pulsed form or in 
square wave form. 

COUTM = 0 => Square Wave Form 

- COUTM = 1 => Pulsed Form 
Used only in the 8-bit Bus Mode. This bit 
controls the clock wave form on any of the pins 
GO/IRO, ... ,G3/IR6 programmed as counter 
output. 
CLKM = 0 => Square Wave Form 
CLKM = 1 => Pulsed Form 

Freeze Bit. In order to allow a synchronous 
reading of the interrupt pending registers 
(IPND), their status may be frozen, causing the 
ICU to ignore incoming requests. This is of 
special importance if a polling method is used. 
FRZ = 0 => IPND Not Fozen 
FRZ = 1 => IPND Frozen 
Determines whether the ICU is in the AUTO- 
ROTATE or FIXED Priority Mode. In AUTO- 

_ ROTATE mode, the interrupt source at the 
highest priority position, after being serviced, is 
assigned automatically lowest priority. In this 
mode, the interrupt in service always has 

_ highest priority and nesting of interrupts is 
therefore inhibited. | 
NTAR = 0'=> Auto-Rotate Mode _ 

_NTAR = 1 => Fixed Mode 
Controls the data bus mode of operation. 
TI6N8 = 0 => 8-Bit Bus Mode 
T16N8 = 1 => 16-Bit Bus Mode 

At reset, all MCTL bits except COUTD, are reset to 0. 

COUTD is set to 1. 


5.11 OCASN — — Output Clock Assignment Register (R17) 
Used only in the 8-bit Bus Mode. The four least significant 
bits of this register control the output clock assignments on 
pins GO/IRO, ... ,G3/IR6. If any of these bits is set to 1, the 
clock generated by either the H-Counter or the H+L-Coun- 


CFRZ 


COUTD 


COUTM 


CLKM 


_-FRZ 


NTAR 


TI6N8 


ter will be output to the corresponding pin. The four most 


significant bits of OCASN are not used. At Reset the four 
least significant bits are set to 0. 
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_CFNPS 


5.12 CIPTR — Counter interrupt Pointer Register (R18) 


The CIPTR register tracks the assignment of counter out- 
puts to interrupt positions. Abit map of this register is shown 
below. 


7 6 5 4. 8 2° 1 0 
pH ia tH tate te fede 


Where: HHHH = A 4-bit binary number identifying the 
. interrupt position assigned to the H- 
Counter (or the H+L-counter if the 
counters are concatenated). 
LLLL= A 4-bit binary number identifying the 


interrupt position eeSaned to the L- 

counter. 

NOTE: Assignment of a counter output to an interrupt position also re- 
quires control bits to be set in the CICTL register. If a counter 
output is assigned to an interrupt position, external hardware inter- 
rupts at that position. are ignored. 

At reset, all bits in the CIPTR are set to 1. cri his means both 

counters are assigned to interrupt position 15.) 


5.13 PDAT — Port Data Register (R19) 


Used only in the 8-bit Bus Mode. This register is used to 
input or output data through any of the pins G0O/ 
IRO,...,G7/IR14 programmed as I/O ports by the IPS reg- 
ister. Any pin programmed as an output delivers the data 
written into PDAT. The input pins ignore it. Reading PDAT 
provides the logical value of all 1/O pins, INPUT and OUT- 
PUT. 


5.14 IPS — Interrupt/Port Select Register (R20) 


Used only in the 8-bit Bus Mode. This register controls the 
function of the pins GO/IRO, ...,G7/IR14. Each of these 
pins is individually programmed as an |/O port, if the corre- 


sponding bit of IPS is 0; as an interrupt source, if the corre- 


sponding bit is 1. The assignment of the H-Counter output to 
GO/IRO, .. .,.G3/IR6 by means of reg. OCASN overrides the 
assignment to these pins as I/O ports or interrupt inputs. 
At Reset, all the IPS bits are set to 1. 

5.15 PDIR — Port Direction Register (R21) 

Used only in the 8-bit Bus Mode. This register determines 
the direction of any of the pins GO/IRO,... ,G7/IR14 pro- 
grammed as I/O ports by the IPS register. A logic 1 indi- 
cates an input, while a logic 0 indicates an output. 

At Reset, all the PDIR bits are set to 1. 

5.16 CCTL — Counter Control Register (R22) 

The CCTL register controls the operating modes of the 
counters. A bit map of CCTL is shown below. 


CCON couTt | COUTO} CRUNH | CRUNL CDCRL 


CCON Determines whether the counters are 
independent or concatenated to form a single 
32-bit counter (H+L-Counter). If a 32-bit 
counter is selected, the bits corresponding to 
the H-Counter will control the H+L-Counter, 
while the bits corresponding to the L-Counter 
are not used. 

CCON = 0 => Two 16-bit Counters 
’ CCON =1 => One 32-bit Counter | 


Determines whether the external clock is 
prescaled or not. 


CFNPS = 0 => Clock Prescaled (divided by 4) 
CFNPS = 1 => Clock Not Prescaled. 


COUTI & > 4 _ 
COUTO These bits are effective only when the COUT/ 

i SCIN pin is programmed as an OUTPUT 
(COUTD bit in reg. MCTL is 0). Their logic | 
levels are decoded to provide different outputs 
for COUT/ SCIN, as detailed in the table below: 


couT1 | COUTO COUT/ SCIN Output Signal 


internal Sampling Oscillator 
Zero Detect Of L-Counter 
Zero Detect Of H-Counter 
Zero Detect Of H+L-Counter* 
*if the H- and L-Counters are not concatenated and 
COUT1/COUTO are both 1, the COUT/SCIN pin is active 
when either counter reaches zero. 
Determines the state of either the H- Counter or 
the H+L-Counter, depending upon the status 
of CCON. 


CRUNH = 0 => OUNte or H+ L-Counter 
Halted 
CRUNH = 1 => H-Counter or H+ +LCounter 
Running . 
Effective only when CCON = 0. This bit _ 
determines whether the L-Counter i is running or 
halted. 
CRUNL = 0 => L-Counter Halted 
CRUNL = 1 => L-counter Running | 
Effective only when CRUNH =0 (Counter _ 
Halted). This bit is the single cycle decrement 
signal for either the H-Counter or the H+L- 
Counter. | 

-CDCRH = 0 => No Effect 


CDCRH = 1 => Decrement H- Counter or H+L- 
Counter 


CDCRL Effective only when CRUNL = 0.and d CCON = 
0. This bit is the single cycle decrement signal 
for the L-Counter. 


CDCRL = 0 => No Effect 


CDCRL = 1 => Decrement L-Counter 


NOTE: The bits COCRL and CDCRH are set when a logic 1 is written into 

. them, but, they are automatically cleared after the end of the write 

operation. This is needed to accomplish the decrement operation. 
Therefore, these bits always contain 0 when read. 


_ Reset does not affect the CCTL bits. 
_ §.17 CICTL — Counter Interrupt Control Register (R23) 


The CICTL register controls the counter interrupts and rec- 
ords counter interrupt status. Interrupts can be generated 
from either of the 16-bit counters. When the counters are 
concatenated, the interrupt control is through the H-Counter 
control bits. In this case the CIEL bit should be set to zero to 
avoid spurious interrupts from the L-Counter. A bit map of 
the CICTL register is shown below. 


4 6 5 4 3 2 1 0 


CERH _H-Counter Error Flag. This bit is set (1) when a 

| second interrupt request from the H-Counter. 
(or H+L-Counter) occurs before the first _ 
request is acknowledged. | 










CRUNH 


-CRUNL 


-CDCRH 


= CIRH He Counter Interrupt Request. It is set (1) when 


an interrupt is pending from the H-Counter (or 
H+L-Counter). It is automatically reset when _ 
| the interrupt is acknowledged. 
CIEH H-Counter Interrupt Enable. When it is set, the 
: _ H-Counter (or H+L- Counter) interrupt i is 
enabled. 


WENH __H-Counter Control Write Enable. When WEHN 


is set (1), bits CERH, CIRH, and CIEH can be 
written. 


CERL: ~~ L-Counter Error Flag. This bit is set (1) whena 


second interrupt request from the L-Counter 
occurs before the first request is 
acknowledged. | 


CIRL | L-Counter Interrupt Request. Itis set (1) when 


an interrupt is pending from the L-Counter. It is 
automatically reset when the interrupt is 
acknowledged. 


CIEL L-Counter Interrupt Enable. When it is set (1), 


the L-Counter interrupt is enabled. 


WENL L-Counter Control Write Enable. When WENL 


is set (1), bits CERL, CIRL, and CIEL can be 
written. 


NOTE: Setting the write enable bits (WENH or WENL) and writing any of 
the other CICTL bits are concurrent operations. That is, the ICU will 
ignore any attempt to alter CICTL bits if the proper write enable bit 

‘is not set in the data byte. 


At reset, all CICTL bits are set to 0. 


5.18 LCSV/HCSV — L-Counter Starting Value/ H-Coun- 
ter Starting Value Registers (R24, R25, R26, and R27) 


The LCSV and HCSV registers store the start values for the 


_ L-Counter and H-Counter, respectively. Each time a counter 


reaches zero, the start value is automatically reloaded from 
either LCSV or HCSV, one clock cycle after zero count is 
reached. Loading LCSV or HCSV from the CPU must be 
synchronized to avoid writing the registers while the reload- 


‘ing of the counters is occurring. One method is to halt the 


counters while the registers are loaded. \ 

When the 16-bit counters are concatenated, the LOSV and 
HCSV registers hold the 32-bit start count, with the least 
significant byte in R24 and the most significant byte in R27. 


5.19 LCCV/HCCV — L-Counter Current Value/H-Coun- 


ter Current Value Registers (R28, R29, R30, and R31) 


The LCCV and HCCV registers hold the current value of the 
counters. If the CFRZ bit in the MCTL register is reset (0), 
these registers are updated on each clock cycle with the 
current value of the counters. LCCV and HCCV can be read 
only when the counter readings are frozen (CFRZ bit in the 
MCTL register is 1). They can be written only when the 
counters are halted (CRUNL and/or CRUNH bits in the 
CCTL register are 0). This last feature allows new initial 
count values to be loaded immediately into the counters, 
and can be used during iniialization to avoid long initial 
counts. 


When the 16-bit counters are concatenated, the LCCV and 
HCCV registers hold the 32-bit current value, with the least 
significant byte.in R28 and the most significant byte in R31. 
5.20 Register Initialization 

Figure 5-2 shows a recommended initialization procedure 
for the ICU that sets up all the ICU registers for proper oper- 


. ation. 














INITIALIZE MCTL 
LEAVING COUTD 
BIT AT LOGIC 1 


HALT COUNTERS 


COUNTERS 
USED? 

















INITIALIZE 
LCSV, HCSV 
AND CIPTR 


WRITE COUNTER’S 
STARTING VALUES 
INTO-LCCV AND 






8-BIT 
BUS MODE 
SELECTED? 






INITIALIZE 
IPS, PDIR, OCASN, 
PDAT 


BY CLEARING ANY 
BITS CRUNL AND CASCADED 
CRUNH IN | ICU 

REG. CCTL PRESENT? 


HCCV TO AVOID 
LONG INITIAL RESET COUTD BIT 
COUNTS IN MCTL TO 

PROGRAM Cour /SGin 

PIN AS AN OUTPUT 

AND ENABLE THE 
INITIALIZE INTERNAL INTERRUPT 

— CICTL SAMPLING CLOCK 






MASTER. 















INITIALIZE CSRC 
INITIALIZE SVCT, 7. 
ELTG, TPL, FPRT 





COUNTERS 
USED? 
| YES 


START COUNTERS 
BY SETTING BITS 


CRUNL AND/OR 
CRUNH IN REG. CCTL 





| TL/C/5117-15 
FIGURE 5-2. Recommended ICU’s Initialization Sequence. 
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6 AC Electrical Characteristics — Parameters are valid under the following conditions: . 

















ns | 












































The timing parameters given in this section are defined in pablent Temperature - odcens ie 
Table 6-1. All timing specifications refer to 50% of the rising - __—«- Output CapacitiveLoad = 100 pF max. — 
or falling edge of the appropriate clock waveform and to . Timing specifications for the NS16202 ICU are shown in Fig- 
0.8V or 2.0V on the appropriate signal as shown in Figure = ures 6-2 through 6-7. a pe Sg” gnats 
6-1. | 7 | : — 
TABLE 6-1. Timing Parameter Definitions - 
Symbol Parameter a | min =| Max | Units 
READ CYCLE | | | <n 
tAhRDia Address Hold Time after RD Inactive | oe 1s, As. 
tAsRDa Address Setup Time before RD Active |os2 of oT 
tCShRDia -  GSHold Time after AD Inactive - ng 
tCSsRDa | CS Setup Time before RD Active - ons 
tDhRDia_ | Data Hold Time after RD Inactive - ons. 
tRDaDv Delay from Read Active to Data Valid aS es ns 
tRDw Read Strobe Width a 
tShRDa | STiSetupTimebeforeADActve | cs 
tSsADia | STiHoldTimeatterADinactve | so | Ts 
WRITE CYCLE | | lg | 
tAhWRia Address Hold Time after WR Inactive ns 
tAsWRa | Address Setup Time beforeWAActve | 52 | | 
~ tCShWRia | CS Hold Time after WR Inactive | ee aa ns 
(CSsWRa | CSsetupTimebetorewWAAcive, = | | ts 
DhwRia ss _sDatta Hold Time after WR Inactive _ ; | ns 
tDsWRia | DataSetupTimebeforeWR inactive | 50 | 
tWRiaPt [Delay tromWR inactive (torg. PDIR) toPortFioating |_| 200 | 
tWRiaPy | DelayfromWR inactive toPortOutputVaid | S| 200 | 
tWRw |_WriteStrobewidth too | 
OTHER TIMINGS | a 
=a em PS SR 
(COUT! | External Sampling Clock LowPulsewith | 25 | ns 
tCOUTp ___ External Sampling Clock Period’ | | | 425 fl ns: 
tCh | External Clock High Time (Without Prescale) | too, | | 
tChp | External Clock High Time (With Prescaler) | 50 | 
101 | External Clock Low Time (without Prescaler) | 00, || 
(Cip | External Clock Low Time (with Prescaler) | 50 | S| 
{CtCOUTt Delay from F.E. of CLK to COUT/SCIN transition _ FL p00] os 
(CIGt Delay from F.E of CLK to GO/IRO,...,G3/IR6 Transitions | | 200 | ns 
tCy Extenal Clock Period (Without Prescaler) — | 400 | ns 
{Cyp External Clock Period (With Prescaler) | wo | ns 
tiRd | Interruptignal Duration inLevel Trsser | 400 || 
tiRi Interval Between Requests in Edge Trisser _ | | goo df ns 
tIRid Interrupt Request to INT out Delay -_ a a ns 
tIRw Interrupt Request Pulse Width in Edge Trisser ae ns 
(PID | Delay from Port input Transition toDataTransiton |_| 200 | 
tRSTW | ResetPusewidth | go] 
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= TEST POINTS TEST POINTS eu 
0.8 0.8 


TL/C/5117-16 


FIGURE 6-1. Timing Specification Standard. — 


a aimee tora 


tSnR0a +> ; 


taskta——>|_ 
re +— tcsskDa—> [+ tanadia—>|_ 
. +——— tssana———_———> -___—___—_—_—_ trw -————————— — tcsnR0e——> 





ia + 
( DATA VALID ) 


FIGURE 6-2. READ/INTA Cycle. 


DATA BUS 





TL/G/5117-17 





DATA BUS | | (a DATA VALID P| | 


=aDRePDeane GER aD ewe emp eee 6 ou 
ne tWRiaPy >" 


_ OUTPUT PORT 
DATA 





TL/C/5117-18 


FIGURE 6-3. Write Cycle. 
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RD (INTA) | \ | / ee 
| _ TL/C/5117-19 
FIGURE 6-4. Interrupt Timing in Edge Triggering Mode. — 





RO (INTA) | \ / : 


FIGURE 6-5. Interrupt Timing in Level Triggering Mode. 


TL/C/5117-20 





TL/C/5117-21 


FIGURE 6-6. External Clock Waveform to be Provided at Pin CLK. 


SCLK 





| TL/C/5117-22 
FIGURE 6-7. External Interrupt-Sampling-Clock Waveform to be Provided at Pin COUT/SCIN when in Test Mode. 


463 





Physical Dimensions 
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Z National Semiconductor 


-BLX-281A, BLX-2818—t*” 
Speech Synthesis Expansion Modules : 


i Reet ee ar Ree a ee em at 


BLX bus-compatible 1/0 expansion 


ia 

m Speech synthesis based on 

- DIGITALKER™ — 

@ Large vocabulary adequate for most 
applications 

‘@ On-board filter and half-watt amplifier 

@ Two versions _ | 


e BLX-281A, factory sinpes with installed 
Maxi-ROMs, contains speech data 

® BLX-281B, factory shipped without ROM/ | 
PROMs installed to allow user to implement. 
a custom vocabulary 








Simple operation for user 
e VO write with word/sound address | 
e Interrupt asserted when complete 


BLX bus on-board expansion elimates 
Multibus™ system bus latency and 
increases system throughput 

Upward compatible with BLX-281 
Speech Synthesis Module 





Product Overview 


The BLX-281A and BLX-281B Speech Synthesis 


Expansion Modules are members of the growing 
line of BLX bus-compatible expansion module 
- products from National Semiconductor Corpora- 
tion. The BLX-281A and BLX-281B are two different 
configurations of the same module. The BLX-281A 
is factory shipped with installed Maxi-ROMs 
(MM52164-SSR1 and SSR2). The BLX-281B is fac- 
tory shipped with no ROMs or PROMS installed, 
allowing the user to install any one of a variety of 
compatible ROM/PROM devices programmed by 
the user for a custom vocabulary. Typically, the 


BLX-281A will be used to experiment with speech 


containing the BLX-281A (programmed PROM too 


' on the BLX-281B), many users can do away with 


CRTs, printers, rows of LEDs, or other communica- 


tions devices. This will lower the cost of most 


systems, and has the added benefit of removing 
messages which are potentially ambiguous and 


_hard-to-understand for untrained users. The BLX- 


281A/B has a total capacity of 288 words, sounds, 
tones, and durations of silence (depending on 
ROM/PROM devices used), each of which has a 


unique address. A table of addresses (desired 


synthesis while the rt is purchased for 


production by the OEM. 


The BLX-281A(B) plugs directly into any BLX bus- 
compatible host board offering low cost incre- 
mental on-board expansion. As a result, any BLX 
bus-compatible host board may be given the ability 
to “speak.” By simply adding a speaker to asystem 
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words/sounds) is built, and passed to the BLX- _ 
281A/B. An on-board filter and amplifier provide the 
actual speech signal to a standard miniature phone 
jack. The BLX module is closely coupled to the 
host board through the BLX bus, and as such, 
offers maximum on-board performance, and frees: 
Multibus system traffic for other system resources. 


Incremental power dissipation is minimal, requir- 


ing only 3.7 watts on the BLX-281A. | 


Functional Description 


The BLX-281A/B Speech Synthesis Expansion 
Module uses the MM54104 Speech Processor Chip 
from National Semiconductor Corporation. The 
digitized and compressed speech data for the 
BLX-281A are contained in an MM52164-SSR1 and 
SSR2 Maxi-ROM and provide a 144-word vocabu- 
lary. The ROM/PROM devices compatible with the 
~BLX-281B are: : | 


ROM PROM 4 
Super Maxi-ROM MM2716 (2k UV EPROM) 
(MM42128) MM2732 (4k UV EPROM) 


Maxi-ROM 
(MM52164-SSR1, SSR2) 


The system software communicates with the 
BLX-281 across the BLX bus using I/O read/write 
| commands. a 


MM2764 (8k UV EPROM) 


Vocabulary 


The standard vocabulary set offered on the 
BLX-281 is shown in Table |, along with the 
assigned addresses for each item. By combining 
the appropriate words, sounds, tones, and silence 
durations, speech can be generated to satisfy 
many applications. | | 


Words required, but not found in the table, can fre- 
quently be built. Examples of this. are: combine 
“RE” with “SET” for ‘RESET’, or combine 
“DEGREE” with “SS” for “DEGREES”. | 


In normal human speech, the brain puts durations of 
silence between the words to make the sentence 
flow smoothly. This is provided for in the BLX-281A 
(see Table |). A suggestion for improved phrase 
quality is to insert 80ms of silence prior to words to 





fi 
ap 


Ss 


words beginning with the letters K, T, P, B, D, and G, 
and to add 40ms of silence after words ending in 
those same letters. | 


The “voice” output of the BLX-281A/B is a highly 
intelligible, male voice. If another voice is required, 
or the application is non-English, or involves unus- 
ual terminology, any voice can be processed for use 
on the BLX-281A/B by the factory. | 


Host Interface 


The BLX bus-compatible host board merely passes 
the address of the desired word/sound to the 
BLX-281A/B Speech Synthesis Expansion Module 


_ via an I/O write. When the operation is complete, an 


‘ 


interrupt is generated. This informs the host of the 
end of the speech sequence, and allows for cascad- 
ing of addresses for true, human-quality sentences. 


Interrupt Requests 


There is one interrupt line from the Speech Proces- 
sor Chip that generates an interrupt request to the 


host CPU. It is active on completion of each speech 


sequence. It is cleared by an W/O read to the 
BLX-281A/B. | 


Installation 


The BLX-281A/B module plugs directly into either of 
the female BLX connectors on the host board. The 
module is then secured at one additional point with 
nylon hardware to insure the mechanical security of 
the assembly (see Figures 1 and 2). 


BLX-281A/B 
~—__-—— EXPANSION 
: MODULE 


HOST BOARD 


EEO BLX EXPANSION 
MODULE 


~~~ CONNECTORS 


Figure 1. Installation of the BLX-281A/B Module on a Host Board 
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THIS IS DIGITALKER 


- THIRTEEN 
- FOURTEEN 
FIFTEEN 
SIXTEEN 
SEVENTEEN 
EIGHTEEN | 

_ NINETEEN 
TWENTY 
THIRTY 
FORTY 
FIFTY 
SIXTY 
SEVENTY. 
EIGHTY 
NINETY 
HUNDRED 
- THOUSAND 
_ MILLION 
ZERO 

A 


VOZZrAXC-TAMMOOD 


_ 8-Bit Binary 


Address 
Bit7  BitO 


00000000 
00000001 
00000010 
00000011 


00000100. 


00000101 
00000110 
00000111 
00001000 
00001001 
00001010 


00001011 
00001100. 


00001101 
00001110 
00001111 
00010000 
00010001 


00010010. 


00010011 
00010100 


On nAoonmanwocoH8H= 


00100010 
00100011 
00100100 
00100101 
00100110 
00100111 


Table |. Master Word List (BLX-281A) 


N<xsS<CHMHDO 


400 Hz TONE 
80 Hz TONE 


| 20ms SILENCE 


40ms SILENCE 


80ms SILENCE 


160ms SILENCE. 
320ms SILENCE 


| CENTI . 
CHECK 


COMMA © 
CONTROL 


~ DANGER 


DEGREE 
DOLLAR 
DOWN 
EQUAL 


| INCHES 


qQoeooocoooooooc*ceooooo°°o 
oooocoooocoooocoo0o°ceocd 


—8-Bit Binary | 


Address 


- Bit7 ~—-BitO- 


1 
1 
1 
1 
4 
1 
1 
1 
1 
1 
1 


01000000 
01000001 


01000010 


01000011 


01000100; 


01000101 
01000110 
01000111 


—~ {+A OO a + 0 000+ +20 000 4 — 


—~=-O00 400 —- — 
-_-OoO-O0O-0 0-0 


PARENTHESIS 
PERCENT 
PLEASE 


WEIGHT 


 8-Bit Binary. 


_ Address 


—=BiIt7 ~—sBit 


1100000 


So 
—_— 
—_ — © 
— OO —4 


Oe On CA Oso ooo 4 OO ao Oa Oo =: 


1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 

11 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 


ao ooo OOOO OO OTIC Coo oO 


Aa AHA HABAOOOCDCOOOAHHAA AHA 


SDA OO BBD OM HO OB MOO MAH OAH OO. 


10000000 


10000001 
10000010 
10000011 
10000100 


10000101 


10000110 


10000111 


10001000 
10001001 
10001010 
10001011 
10001100 
10001101 


10001110 | 





10001111 


Note: Address BF iy is the last legal address in this word list. Excecdilig address 8Fy, will produce pieces: of unintelligible, 


invalid speech. data. 
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TT EB 


0.40 (max.) 


SOCKET 


0.80 (max.) 





| | 
(Ae BY 0.50 vn 


SOCKET 


1.13 (max.) 






| 
4 


Figure 2. BLX-281A/B Expansion Module Mounting Clearances (inches) 


Specifications 

Word Size | Physical Height: 2.85 in. (7.24cm) 
| | Width: 3.70 in. (9.40cm) 

Data — 8 bits Depth: 

VO Addressing | BLX-281A/B Module 


0.80 in. (2.04cm) 
BLX-281A/B Module + | 
Host Board 

1.13 in. (2.86 cm) 

Weight: 1.7 oz. (48gm) 






Type of | BLX Connector 
Operation| Port Address | 
Data Transfer Write. X0-XF . 
Interrupt Clear Read X0-XF 


Note: The port addresses are determined on | 
the host BLC microcomputer. Refer to the | 0 
Hardware Reference Manual for your host Electrical +5Vpc +5% @ 385mA 


BLC microcomputer to determine the first +12Vpc +5% @ 150MA . 
digit (X) of the connector port address. 





Vocabulary — See Table! — | Environmental Operating Temperature: 0°C to 55°C 
eleaat : Onatint i patcenaor. | Relative Humidity: 0% to 90%, 
nterrupts — Ine interrupt request at end o non-condensing 7 

speech sequence | . 
Interfaces BLX Bus — All signals TTL Order Information 

compatible | BLX-281A S ; 
a - peech Synthesis Expansion 
ee ara care arenes Module with Maxi-ROMs 


BLX-281B Speech Synthesis Expansion 


_ Speaker Port Module without ROM/PROM 
Connector Standard miniature phone-jack | | 


Documentation 
BLX-281AM BLX-281A Speech Synthesis. 
7 Expansion Module User’s Manual 


BLX-281BM BLX-281B Speech Synthesis 
Expansion Module User’s Manual 
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7 National Semiconductor 


- BLX-350 
Parallel VO Expansion Module — 





= BLX bus compatible I/O expansion 


= 24 programmable I/O lines with 
sockets for interchangeable line 
drivers and terminators 


= Three jumper selectable interrupt 
request sources 


Product Overview 
The BLX-350 Parallel I/O Expansion Module is amem- 


ber of the new line of BLX bus compatible expansion — 


modules from National Semiconductor Corporation. 
The BLX-350 plugs directly into any BLX bus com- 
patible host board offering incremental on-board 
expansion, The BLX-350 module provides 24 pro- 
grammable I/O lines with sockets for interchange- 
able line drivers and terminators. The BLX board is 
closely coupled to the host board through the BLX 
bus, and as such, offers maximum on-board perform- 
ance and frees Multibus system traffic for other 
system resources. In addition, incremental power 
_ dissipation is minimal, requiring only 1.6 watts (not 
including optional driver/terminators). 
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Accessed as I/O port locations 
Single +5V lower power requirement 
BLX bus on-board expansion eliminates 


Multibus™ system bus latency and 
increases system throughput 


Functional Description 


Programmable Interface 


The BLX-350 module uses an 8255A-5 Program- 
mable Peripheral Interface (PPI) providing 24 parallel 
I/O lines. The base-board system software is used to 
configure the I/O lines in any combination of unj- 
directional input/output and bidirectional ports indi- 
cated in Table |. Therefore, the I/O interface may be 
customized to meet specific peripheral requirements. 
In order to take full advantage of the large number of 
possible I/O configurations, sockets are provided for | 
interchangeable I/O line drivers and terminators. 
Hence, the flexibility of the VO interface is further 


enhanced by the capability of selecting the appro- 
priate combination of optional line drivers and 
terminators to provide the required sink current, 


polarity, and driver/termination characteristics for. 


each application. In addition, inverting bidirectional 
bus. drivers (8226) are provided on sockets to allow 
convenient optional replacement to non-inverting 
drivers (8216). The 24 programmable I/O lines, signal 


ground, and +5 volt power (jumper configurable) are ~ 
brought to a 50-pin edge connector that mates with 


flat, woven, or round cable. 
Interrupt Request Generation 
Interrupt requests may originate from three jumper 


selectable sources. Two interrupt requests can be © 








USERVO 
CONNECTOR™._. | 






automatically generated by the PPI when a byte of 
information is ready to be transferred to the base | 
board CPU (i.e., input buffer is full) or a byte of infor- © 
mation has been transferred to a peripheral device 
(i.e., output buffer is empty). A third interrupt source 
may originate directly from the user I/O interface (J1 
connector). 


installation 


The BLX-350 module plugs directly into either of the 
female BLX connectors on the host board. The 
module is then secured at one additional point with 
nylon hardware to insure the mechanical security of 
the assembly (see Figure 1 and Figure 2). | 


BLX-350 
~~ EXPANSION 
MODULE 


HOST BOARD 





oe apa 





BLX EXPANSION 
MODULE 
CONNECTORS 





Figure 1. Installation of BLX-350 Module on a Host Board 





0.40(MAX.) 


0.80 (MAX.) 


4.13 (MAX,) 





Figure 2. BLX-350 Expansion Module Mounting C Clearances (inches) 


~~ Table |. inpunloutpyt Port Modes of Operation | 


Control | 





Note 1. Part of port C must be used as a control port wher either: port A or port B are used as a latched and strobed input or a 
latched and strobed output port, or port Ais used as a bidirectional port. 







| Specifications 
Word Size |  * &e Interrupts Interrupt requests may originate 
| ; : = | from the programmable peripheral 
Data - | 6 Bits interface (2) or the user specified . 
/O Addressing | ro ; HON) 
) | Interfaces 
8255A-5 Ports BLX-350 Address | note 
sang Sey BLX Bus — All signals TTL compatible 
or or : eee 
Port B X41 or X5 Parallel //O — All signals TTL compatible 
Port C X2 or X6 Parallel i/O | te a 
Control X3 or X7_ _ Connectors All 25 Palie?e pins on al centers 
Reserved X8 to XF - . | 
| : Connector | ~ Vendor 
Note: The first digit of each port I/O : beg 
address is listed as “X” since it will . Type rar ne: 
change dependent upon the type of host 3415-0000 
BLC microcomputer used. Refer to the , with ears 
Hardware Reference Manual for your 
host BLC microcomputer to determine ij 3415-0000 
the first digit of the port address. with ears 
| 88083-1 
1/0 Capacity 24 programmable lines | 
| (see Table 1) | 
; | Female, |. 2-583485-6 
Access Time Read: 250 ns max. Soldered iki 38VH25/1JV5 
| Write: 300 ns max. - | | H312125 
Note: Actual transfer speed is dependent | 7 | .- @ H311125 
upon the cycle time of the host - ikin: 3VH15/1JND5 


microcomputer. 





ITT Cannon | EC4A050A1A 
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Line Drivers and Terminators 


/O Drivers — 


VO 
Terminators — 


220 2/330 2 (BLCO-901) 


2202 
+5V 
3302 





The following line drivers and 
terminators are all compatible 
with the 1/O driver aecnets on the 
BLX-350. 


Characteristic | 





Sink Current 


Note: | =Inverting, NI = Non-inverting, 
OC = Opén Collector 


Port 1 has 25mA totem pole 
drivers and 1k terminators. 


2202/3302 divider or 1kQ pull-up. 


1KQ (BLC-902) 


1k 
+5V —“~/\A-— 
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Width: 2.85 in. (7.24cm) 
Length: 3.70 in. (9.40cm) 
Height:* | 
BLX-350 Board 
0.80 in. (2.04cm) 
BLX-350 Board plus Host 
1.13 in. (2.86 cm) 
Weight: 1.79 oz. (61gm) 


*See Figure 2 


Physical 


Electrical Characteristics 


DC Power Requirements 
+5V @ 320mA 
Sockets XU3, XU4, XU5, and 
XU6 empty (as shipped). 
+5V @ 500mA | 
Sockets XU3, XU4, XU5, and 
XU6 contain 7438 buffers. 
+5V @ 620MmA 
Sockets XU3, XU4, XU5, and 
XU6 contain BLC-901 
termination devices 
Environmental Operating Temperature: 
—0°C to 55°C | 
Relative Humidity: 0% to 90% 
non-condensing 


Ordering Information 


BLX-350 Parallel I/O Expansion Module 


Documentation 


420306332-001 BLX-350 Parallel I/O Expansion 


Module User’s Manual 


2 National Semiconductor 


‘BLX-351 
"Serial V0 Expansion Module = 


= BLX bus compatible /O expansion 


7 Programmable synchronous/ 
asynchronous communications channel 
with RS232C or RS449/442 interface 


= Software programmable baud rate — 
generator 


= Two programmable 16-bit BCD or binary 
rosreevont counters 


Product Overview 


The BLX-351 Serial I/O Expansion Module is a 
member of the new line of BLX bus compatible 
-— expansion module products from National Semi- 
conductor Corporation. The BLX-351 plugs directly 
into any BLX bus compatible host board offering 
incremental on-board I/O expansion. The BLX-351 
module provides one RS232C or RS449/442 pro- 
grammable synchronous/asynchronous communi- 
cations channel with software selectable baud 
rates. Two general purpose programmable 16-bit 
BCD or binary timers/event counters are available 
to the host board to generate accurate time inter- 
_ vals under software control. The BLX board is 





closely coupled to the host board through the BLX | 


_ bus, and as such, offers maximum on-board per- 
formance and frees Multibus system traffic for 
other system resources. In addition, incremental 
power dissipation is minimal, requiring only 3.3 

' watts (assumes RS232C interface). 
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= Four jumper selectable interrupt request 


sources 
= Accessed as i/O port locations 
= Low power requirements 


= Single +5V when configured for 
RS449/442 interface 


= BLX bus on-board expansion eliminates 
Multibus™ system bus latency and 
increases system throughput 


Functional Description 
Communications Interface 


The BLX-351 module uses the 8251A Universal Syn- 
chronous / Asynchronous Receiver / Transmitter | 
(USART) providing one programmable communica- 
tions channel. The USART can be programmed by 
the system software to individually select the 
desired asynchronous or synchronous serial data 
transmission technique (including IBM Bi-Sync). 
The mode of operation (i.e. synchronous or asyn-_ 
chronous), data format, control character format, 
parity, and baud rate are all under program control. 
The 8251A provides full duplex, double buffered 
transmit and receive capability. Parity, overrun, and 
framing error detection are all incorporated in the 
USART. The command lines, serial data lines, and . 
signal ground lines are brought out to a double 
edge connector configurable for either an RS232C 


or RS449/442 interface (see Figure 3). In addition, 
the BLX-351 module is jumper configurable for either 
point-to-point or multidrop network connection. 
16-Bit Interval Timers | 

- The BLX-351 module uses an 8253 Programmable 


interrupt Request Lines | 


- Interrupt requests may originate from four sources. 


Interval Timer (PIT) providing 3 fully programmable _ 


and independent BCD and binary 16-bit interval 
timers. One timer is available to the system 
designer to generate baud rates for the USART 


Two interrupt requests can be automatically 
generated by the USART when a character is ready 
to be transferred to the host board (i.e. receive 


buffer is full) or a character has been transmitted 
(i.e. transmit buffer is empty). In addition, two 


jumper selectable requests can be generated by 


- the programmable timers. 


under software control. Routing for the outputs © 
from the other two counters is jumper selectable to 


the host board. In utilizing the BLX-351 module, the 
systems designer simply configures, via software, 
-each timer independently to meet system require- 
ments. Whenever a given baud rate or time delay is 
needed, software commmands the programmable 
timers to select the desired function. The functions 
of the timers are shown in Table 1. The contents of 
each counter may be read at any time during sys- 
tem operation. 










QQ 


“| 


, installation | 


- The BLX-351 module plugs directly into either of 


the female BLX connectors on the host board. The 


| module is then secured at one additional point with 
_ nylon hardware to insure the mechanical security. 
_of the assembly (see Figures 1 and 2). | 





ge ae 
Q MODULE 


BLX-351 
~<———— EXPANSION 
MODULE 


HOST BOARD 


BLX EXPANSION 
CONNECTORS 









Figure 1. Installation of BLX-351 Module on a Host Board 
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Table 1. Programmable Timer Functions 


Operation 









When terminal count is reached, 
an interrupt request is generated. 


interrupt on 
terminal count 


ration of real-time clocks. — 


Programmable | Output goes low upon receipt of 

one-shot an external trigger edge and 

, | returns high when terminal count 

| is. reached. This function is 
retriggerable. 


Rate generator - Divide by N counter. The output 
will go low for one input clock 
cycle, and the period from one 


low going pulse to the next is N 


times the input clock period. 


Output will remain high until one- 
half the count has been com- 
pleted, and go low for the other 
half of the count. 


Square-wave 
rate generator 


Software Output remains high until soft- 

triggered strobe | ware loads count (N). N counts 

: 7, * after count is loaded, output goes 
_low for one input clock period. 


Hardware ‘| Output goes low for one clock 

triggered strobe | period N counts after rising edge 
pe _ |. counter trigger input. The coun- 
ter is retriggerable. - 


Event counter On a jumper selectable basis, 


the clock input becomes an | 


input from the external system. 
CPU may read the number of 
events occurring after the count- 
ing “window” has been enabled 


4 


or an interrupt may be generated | 


after N events occur in the 
system. | 








_ Word Size © 


This function is useful for gene- 


| x4, X3, X5 
or X7 
| xgor XC 


| XAor XE 


BLX-351 EXPANSION MODULE BOARD _ 


(MALE) 





7 HOST MICROCOMPU 


Specifications 


Data — 8 bits 


WO Addressing 


Function 






Write: Data” 
Read: Data 


WO. | Chip 
_ Address _ Select 
X0, X2, X4 | 

or X6 | 


Write: Mode or Command 
Read: Status 
Write: CounterO — 
Load Count +N) 
Read: Counter 0 


Write: Counter 1_ | 
(Load Count+N) | 
Read: Counter 1 _ 


Write: Counter 2 
(Load Count + N) 
Read: Counter 2 


Write: Control | 


NOTE: The first digit of each port I/O address is listed as ‘‘X’’ 

since it will change depending on the type of host BLC 
microcomputer used. Refer to the Hardware Reference 
Manual for your host microcomputer to determine the 
first digit of the I/O address. : 


X9 or XD 


3 
3 


Access Time 


Read — 250 ns max. 


Write — 300ns max. 


Note: Actual transfer speed is dependent upon the cycle | 
time of the host microcomputer. | 7 | 
» y . 


fe RY 


SOCKET 









TER BOARD | 


Figure 2. BLX-351 Expansion Module Mounting Clearance (Inches) 


- Serial Communications 


Synchronous — 5-8-bit characters; internal char- 
| acter synchronization; automatic 
sync insertion; even, odd or no 
parity generation/detection. 


Asynchronous — 5-8-bit characters; break charac- 
ter generation and detection; 1, 
1%, or 2 stop bits; false start bit 
detection; even, odd or no parity 
generation/detection. 


Interrupts 


Interrupt requests may originate from the USART 


(2) or the programmable timer (2). 


Interfaces | t | 
BLX bus — all signals TTL compatible 
Serial — configurable for EIA Standards 


RS232C or RS449/422 
EIA Standard RS232C signals provided and 


supported: 


Clear to Send (CTS) 

Data Set Ready (DSR) 
Data Terminal Ready (DTR) 
Request to Send (RTS) 
Receive Clock (RXC) 
Receive Data (RXD) 
Transmit Clock (DTE TXC) 
Transmit Data (TXD) 


EIA Standard RS449/422 signals provided 
and supported: 


Clear to Send (CS) 
Data Mode (DM) 
Terminal Ready (TR) 
Request to Send (RS) 
Receive Timing (RT) 
Receive Data (RD) 
Terminal Timing (TT) 
Send Data (SD) 


Sample Baud Rate: 





| 8251A USART 
8253 PIT Frequency’ Baud Rate (Hz)? 


Selectable) 













Note 1: Frequency selected by I/O writes of appropriate 
16-bit frequency factor to Baud Rate Register. 

Note 2: Baud.rates shown here are only a sample subset 
of possible software-programmable rates available. Any 
frequency from 18.75Hz to 614.4KHz may be generated 
utilizing on-board crystal oscillator and 16-bit Programma- 
ble Interval Timer (used here as frequency divider). 


Width: 2.85 in. (7.24cm.) 
Length: 3.70in. (9.40cm) 


Height*: BLX-351 Board 
0.80in. (2.04cm.) 


BLX-351 Board and Host Board 
1.13in. (2.86cm) 


Weight: 1.790z. (51gm.) 


Physical 
interval Timer and Baud Rate Generator 


Input Frequency (selectable): 


1.23 MHz + 0.1% (.813 us period nominal) 
153.6 KHZ + 0.1% (6.5us period nominal) : 


Real-Time Interrupt 
(Interval) 


614.4Hz 


Output Frequency: 
*(See Figure 2) 


Rate Generator 
(Frequency) 





Single 
Timer 
Single 
Timer 
Dual 
Timers 
(Counters 
O and 1 
in series) 


Dual 
Timer‘ 
(Counters 
O and 1 

in series) 


18.75 Hz. 


2.34 Hz 76.8 KHz 


0.000286 Hz | 307.2KHz| 3.26yus | 58.25 min. 


| 0.0000358 Hz | 38.4KHz | 26.0us | 7.77 hrs. 


Note 1: Assuming 1.23 MHz clock input. 

Note 2: Assuming 153.6 KHz clock input. 

Note 3: Assuming Counter 0 has 1.23 MHz clock input. 
Note 4: Assuming Counter 0 has 153.6 KHz clock input. 
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RS232C CABLING 





HOLOSNNOO If 


CONNECTOR PIN 1~__ 


~ BLX-351 - RS449/422 CABLING | 


YOLOSNNOO If 


_ CONNECTOR PIN 1, 2) 
| | CONNECTORPIN1 | 
CONNECTOR PIN 1 


Figure 3. Cable Construction and Installation for RS232C and RS449/422 Interface 


Serial Interface Connectors 


RS232C | - 26-pin5, 3M- 3642-0001 3M3- 3349/25 25-pin’, 3M-3482-1000 


RS232C ; - 26-pin®, 3M-3642-0001 3M3-3349/25 25-pin’, 3M-3483-1000 
RS449 © | 40-pin6, 3M-3464-0001 3M4-3349/37 37-pin!, 3M-3502-1000 

~ RS449 - | —  - 40-pins, 3M-3464-0001 3M4-3349/37 | 37-pin'!, 3M-3503-1000 | 
Note 1: Cable housing 3M-3845-4000 may be used with the connector. 
Note 2: OTE — Data Terminal mode (male connector), DCE — Data Set mode encle connector). 
Note 3: Cable is tapered at one end to fit the 3M-3462 connector. 

_ Note 4: Cable is tapered to fit 3M-3464 connector. 
Note 5: Pin 26 of the edge connector is not connected to the flat cable. 
Note 6: Pins 37, 39, and 40 of the edge connector are not connected to the flat cable. 
Note 7: May ‘be used with cable housing 3M-3485-1000. 





Electrical Characteristics | Ordering Information 


BLX-351 — Serial I/O Expansion Module 
DC Power Requirements | | 


ie > ae Amps 
RS232C — +5V+0.25V 
| 7 +12V +0.6V 
-12V+0.6V 


+5V +0.25V 


Documentation 


420306333-001 — BLX-351 Serial I/O Exoundion | 
Module User’s Manual 










-RS449/422 





Environmental 


Temperature — Oto 55°C 
Humidity — 0% to 90%, noncondensing 
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ZA National Semiconductor 


BLX-391 
Prototyping a Module 





BLX bus-compatible expansion 


Permits easier user construction of 
custom circuitry for BLX/BLC systems 


Capacity for up to fourteen 16-pin 
equivalent integrated circuits 


_ Product Overview 


The BLX-391 Prototyping exvgansion Module is a 
member of the new line of BLX bus-compatible 
expansion module products from National Semi- 
conductor Corporation. The BLX-391 plugs directly 
into any BLX bus-compatible host board offering low 
cost incremental on-board expansion capabilities. 
As a result, any BLX bus-compatible host board may 
be expanded to perform any function that a user can 
incorporate onto a single-size (2.85” x 3.70”) board. 
The BLX-391 can accomodate up to fourteen 16-pin 
equivalent integrated circuits, which can either be 
soldered or socketed. Wire-wrapping is accomplished 
on the component side of the board with individual 
wire-wrap pins or with wire-wrap strips. Card edge 
connectors are application-dependent, so provision 
is made to accomodate right angle connectors up to 
120 pins. The BLX expansion module is closely cou- 
pled to the host board through the BLX bus, and as 
such, offers maximum on-board performance and 
frees Multibus system traffic for other system re- 
sources. The BLX-391 comes in kit form, providing 
the bare printed circuit board, a male BLX connector, 
and nylon mounting hardware. , 


= Components can be socketed or flow 
soldered 





Provisions for right-angle card edge 
connectors can accommodate up to 
120 pins for user-defined I/O 


BLX bus on-board expansion eliminates 
Multibus™ system bus latency and 
increases system throughput 


Functional Description 


- The BLX-391 Prototyping Expansion “Module is a 


general purpose prototyping printed circuit board, of 
traditional design, which meets the BLX single-size 
(2.85” x 3.70”) form factor. A male BLX connector is 
included to allow connection to a BLX bus-compatible, 
Series/80 host board consistent with the design cri- 
teria followed on the entire family of BLX expansion 
module products. 


BLX Bus 


The BLX bus interface provided on BLX bus-com- 
patible Series/80 host boards conforms to those sig- 
nals listed in Table 1. With the exception of several 
signals (such as MPST/— Module Present), all signals 
are merely extensions of the microprocessor bus, 
and, as such, meet the specifications for that micro- 
processor. The custom circuitry must.be designed 
to be compatible with the actual BLX bus interface 
on the BLX bus-compatible Series/80 host board 
being used. (Any questions concerning the BLX bus 
should be addressed to your local Field Applications 
Engineer.) 


Wire-Wrap _ 


| : All wire-wrapping is accomplished on the component- 


side of the BLX-391 in order to remain within the 
envelope defined for the BLX expansion module 


family (see Figure 3). This necessitates the use of: | 


wire-wrap pins or strips. Recommended sizes and 


suitable vendors are provided in the specifications. 


WO Connector | 
Since the card edge I/O connector will differ with 


each application, only provision for a user-specified 


connector is offered. To remain within the envelope _ 










defined for the BLX expansion module family, the 
appropriate right angle connectors are suggested 
for all designs. Recommended sizes and suitable 


vendors are provided in the specifications. | 


Installation 


The BLX-391 module plugs directly into either of the - 
female BLX connectors on the host board. The 


module is then secured at one additional point with 
nylon hardware to insure the mechanical security of 
the assembly (see Figure 1 and Figure 2). 


— BLX-391 
«<—_- EXPANSION 
, ~ MODULE 


HOST BOARD 


—____ BLX EXPANSION 
7 MODULE 
CONNECTORS 





Figure 1. Installation of BLX-391 Module on a Host Board 
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Table |. BLX Bus Signal Pin Assignments 























Fin 
28 [ort | Options 
ee 
[20 [wes | -MonipSetectt 
a0 [| *dCResened — 
[| wrest | Module Present 
pe | wciK [Glock 
a [ev 8 ons 





M Address 2 
Signal Ground 


All undefined pins are reserved for future use. 





“eR 


SOCKET 








= ~—_ COMPONENT-SIDE 
7 WIRE WRAPS 









(MALE) 
| BLX _ 
_ {CONNECTOR 
(FEMALE) 





Figure 2. BLX-391 Expansion Module Mounting Clearances (inches) 
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Specifications 


~ Wire-Wrap | 
_ Hardware — 


Connectors — 


Sockets: Dual- -in- ‘line, low profile, 
on 0.10” centers. Use the 
following (or equivalent): 


Wire-Wrap Strips: Strips with 


-. Environmental. 


pins on 0.10” centers, with height | 


above the board not to exceed | 

0.40”. Use the following (or 

equivalent): 

— Circuit Assembly Corp. 
CA-536SP 100-230-430 | 


Wire-Wrap Pins: 0.40” length — 
max. Use the following (or 
equivalent): 


Berg Electronics 65474- 004 


Right- angle connector on 0.10” 
centers (board side). Use the. 
following (or equivalent): 

Circuit Assembly oor 
Plugs | 
26-pin: CA-D26RSP100-230- 090 
50-pin: CA-D50RSP100-230-090 
Sockets 
26-pin: CA-26-IDS 
90-pin: CA-50-IDS 
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Physical 


Operating Temperature: 0°C to 55°C 

Relative Humidity: 0% to -90%, 
noncondensing 

Height: 2.85 i in. (7. 24cm) 

Width: 3.70 in. (9. 40cm) 


Depth: 


BLX-391 with circuitry installed | 
0.80 in. (2.04cm) . . 

‘BLX-391 with. circuitry +host 

‘board > 

4.13 in. (2. a6em) 


Weight: 102. ail piptiae 


Order Information 


BLX-391 


Prototyping Expansion Module ~ 
with BLX connector, nylon 
mounting hardware, and design 
aids. 


74 National Semiconductor 
- DB16000 
Development Board 


PRELIMINARY 





@ NS16032 microprocessor 
&@ 128Kbytes RAM 


™ 8Kbytes PROM (expandable to 16K 
bytes) 


m™ Sockets for NS16082 MMU, NS16081 
FPU, NS16202 ICU 


24 programmable parallel I/O lines 
™@ Stand-alone development capability 


Product Overview 


_ The DB16000 Development Board is a complete 
microcomputer system using the National Semicon- 
ductor NS16000 family of advanced microprocessors. 
The board includes a CPU, support chips, on-board 
memory, and a wide range of both standard and op- 
tional I/O interface devices. TDS development firm- 
ware, residing in on- -board PROM, completes the 
system.. 


The DB16000 is specifically designed for the develop- 
ment and evaluation of both hardware and software 
for the NS16032 CPU, related slave processors and 
support chips. With the DB16000, users can examine 
the architecture, instruction set, and bus interface of 
the NS16032. — | . 


Asa development tool, the DB 16000 is a powerful hard- 
ware and software debugging aid for the NS16032 
CPU. TDS firmware provides edit, assembly and 


@ Cross software development using 
NSX16™ — 


@ Bus interface 


™ RS232 port for communication to host 
system and user applications 


@ 2 BLX™ expansion module connectors 
for additional I/O capability 


= TDS firmware provides edit, assembly | 
and debug capabilities in a stand-alone 
configuration 


debug capabilities in a stand-alone configuration. 
Cross-development software packages allow the 
DB16000 to be used with the STARPLEX II™ develop- 
ment system or the VAX™ series running under the 
VMS™ operating system. The NSX16 cross-support 


package allows programmers to compile or assemble 


NS16032 programs, then download them to the 
DB16000 (via a serial data link) to be executed. High- 
level symbolic debugging is then possible through the 
DBG16 source-level symbolic debugger which is part 
of the NSX16. 


Shipped fully assembled, the DB16000 requires only 
suitable +5Vpc and +12Vpc power sources and a 
data terminal for operation. The DB16000 provides a 
complete pin-out of the CPU address, data and con- 
trol functions. This permits custom interfacing to a 
wide range of computer systems. 


The standard I/O interface includes an RS232 com- 
patible serial port and 24 parallel data lines. Also — 
_ privided on the DB16000 are two connectors that | 
allow BLX papaceen modules to be used with the 


- DB16000. 


Sockets are provided for mounting optional additional 
members of the NS16000 family. These include the 


NS16081 Floating-Point Unit, the NS16082 Memory 
_ Management Unit, and the NS16202 Interrupt Control. 


Unit. All sockets are fully ee into the DB16000’s 
printed wiring. 


Functional atcha 
Central Processor 


_ The TDS firmware allows the user to create programs 


~ The NS16032 is the central processor for the DB16000. 


It features a 32- bit internal/16-bit external structure 
with a very powerful instruction set and programming 
model designed for high-level language support. Sup- 
port for full virtual memory and high-speed IEEE pro- 
posed standard floating-point operations is available. 


Memory 
128 Kbytes of dynamic RAM are @ provided. 


Four EPROM sockets are provided, which will accept 
_ 2716 or 2732 EPROMsS. In the configuration previces: 
TDS- 16 firmware occupies these sockets. 


Input/Output 


- Parallel ey 

24 parallel I/O lines are provided via an 8255A Pro- 
grammable Peripheral Interface. These may be divid- 
ed into two 8-bit ports and two 4-bit ports. Additional 
lO may be obtained by using the BLX expansion con- 
nectors. 


Serial /O 

The RS232 serial link is provided via an 8251A Univer- 
sal Synchronous/Asynchronous Receiver/Transmitter 
(USART). This link provides for communication with 
terminals or other computers. The data transmission 
clocks are generated by the ICU counter/timer if pre- 
sent, making the baud rate programmable. With only 
the ICU emulator installed, it is set at 9600 baud. Addi- 
tional I/O may be obtained by using the BLX expan- 
sion connectors. 


Timers | 

With the NS16202 Interrupt Control Unit installed 
there is one 16-bit timer available to the user and one 
dedicated to the USART. As shipped, a hardware 
prescaler for the USART occupies the ICU socket. 


485 


Connectors 
There are six connectors available: 
1 bus interface (P1) 7 | 
1 local bus expansion (for custom boards) (P2) 
1 RS232 port(J2) 
24 Parallel I/O.lines (J1) | | 
2 BLX sockets for I/O expansion (J3, J4) 


Tiny Development System (T DS) 


by entering source via the editor. This source is then 
assembled to produce executable code suitable for 
debugging. These functions have the perowing | 
features: 


Assembler: | | 

— Subset of existing NS16000 assembler 

— Supports FPU (user installed on the board) by 
providing long and short format real number data 
initialization 

— Generates listings to either a printer at. the | 
parallel port, or any RS232 device connected to a 
port via a BLX-351 expansion module | 


7 ores definition of static base or PC segment 


Debugger: _-). 

— Numerical arguments to cami can = in four | 
bases: decimal, hex, long and short real - 

— Program flow visually traced by displaying source - 
line at all breakpoints or step stops 

— Memory/register print or change commands | 

— Step-thru program commands: step ‘‘n’ instruc- 
tions, step while variable in range, step until 
variable reached 


Editor: 

— Command to insert, replace, delete, type lines 

— Automatic line number maintenance 

— Save and retrieve source from audio cassette 
recorder 

— Debug data displayed by type command after 
assembly 


User Program Run Time Support: 

— Accessed via a Supervisor call instruction | 

— Routines to do terminal I/O 

— Printer driver access to parallel port 

— Routine to convert binary value to ASCII string — 

— Routine to convert ASCII string to binary value 

— Conversion in four bases: decimal, hex, long and 
short real | 


Modes of Operation | 


There are three main modes of operation; stand- 
alone, stand-aside and transparent. In the first mode, 
editor, assembler and debugging facilities are provid- 
ed by resident TDS firmware, while in the other two 
modes an assembler, debugger, linker, librarian and 
_ Pascal compiler resident on the host system give the 
user a more efficient means of developing programs. 


In addition, the bus interface will support single bus 
master applications. 


a yaaa Required for Use of Board 
in Various Modes | 


A cable 26-pin female edge connector to 25-pin 

RS232 male is required in all modes (National part 
numbers DB16CABLE-1 or DB16CABLE-2). This is for 
the serial I/O. 


In addition, the following equipment is recommended 
for each mode: 


1. Stand-alone — . 
| — RS232 terminal 


NOTE: REFER TO TERMINAL 
DOCUMENTATION FOR LOCATION 
OF RS232C CONNECTOR. | 





RS232-COMPATIBLE 
TERMINAL. 


DL-07-0 


Connections for DB16000 Stand-Alone Operation 


NOTE: REFER TO HOST SYSTEM 
DOCUMENTATION FOR LOCATION 
OF RS232C CONNECTOR. 





Connections for DB16000 Stand-Aside Mode of Operation 


(Host Computer Mode) 


ARA 


2. Stand-aside 
— Host computer (STARPLEX II or VAX) 
— NSX16 Cross Software Package (STARPLEX II 
or VAX (VMS) version) | 
— RS232 terminal (only needed if not resident in 
| host system) 
3. Transparent 
— Host computer (VAX) | 
— NSX16 Cross Software Package (VAX (VMS) 
version) | 
— RS232 terminal | 
— RS232-compatible serial data port expansion © 
module (suggested: National Semiconductor 
model BLX-351 Serial I/O Expansion Module) 
— 2nd RS232 cable 


Operating Environment 


Two environments are possible: | 
1. Bench power supply, BLC-604 chassis (only in 
mode 2), and BLC-957 power supply cable. 
2. RMC-660 (8 slot) or RMC655 (4 slot) chassis with 
_ integral power supply. 


RS232 COMPATIBLE TERMINAL 






’ RMC-660 ENCLOSURE 





“DB16000 
TERMINAL CABLE DEVELOPMENT . 
BOARD 





ADDITIONAL SERIES/80 
BOARDS - 

DL-09-0 
DB16000 Shown in RMC-660 Enclosure | 






HOST SYSTEM 


DL-11-0 





+5V, + 12V paiewe 
POWER SUPPLY 


Connections for DB16000 Transparent Mode 
of Operation 


24 VO LINES 


16 INTERRUPT INPUTS 


8255A TWO BLX. , 
PROGRAMMABLE | EXPANSION MODULE. -NS16202 
COMMUNICATIONS 


INTERFACE _———e CLOCK 


'  . LOCAL BUS 


16K BYTE | 28K BYTE] |. NS 16082 NS16032 


MEMORY SECTION | | Pye NS16081 
FPU 


BUS | NS16201 
INTERFACE Tou 


TO/FROM BUS - 
INTERFACE BACKPLANE 


TDS-16 | 
1 EPROMS ny J2 


128K BYTES 
RAM 





Bus & 
ARBITER 


P1 ICU TCU CPU 


Note: 4 EPROMs should be installed. 
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CONNECTORS ICU ~~ BAUD RATE 


RS232C SERIAL 
DATA LINK 


8251 
PROGRAMMABLE 
PERIPHERAL 
INTERFACE 





FULL PIN-OUT OF 
LOCAL BUS FOR SYSTEM 
EXPANSION 


P1 Bus Interface 

P2 Local Bus Expansion 
J1 Parallel 1/0 

J2 RS232 Port 

J3 BLX Expansion 

J4 BLX Expansion 


Specifications | | _ Ordering Information 


Connectors | DB16000 Development board 
Local bus Documentation ) | 
expansion (P2)— = CDC VPBOIBS0A00A2 420306573-002 DB16000 Development Board 
i AMP PES-14559 Users Manual (Included with 
| | TIH311130 | board) 
Parallel VO (J1)— 3M 3415-001 ~ 420306440-001 TDS reference manual 
AMP 2-86792-3 (Included with board) 
- Serial 0 (J2) — 3M 3462-0001 flat —420306565-001 Programmers’ Reference 
AMP 1-583715-1 round Manual (Order separately) 
Bus Interface (P1)— SAE FUPH7212-86MTNE 4203066 19-002 Assembler reference manual 
| | (Order separately) 
_ Power +5V@6A 
+12V@20mA 
—12V@20mA 
Physical Height — 6.75in. (17.15cm) 


Width — 12in. (80.48cm) 
Depth — 0.50in. (1.27cm) 
Weight — 140z. (396.9g) 
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2 National Semiconductor 


_ GENIX™ Cross Support Software 


\ COMPILER 


SOURCE ite 
(PASCAL) COMPILER 
eH 
(ASSEMBLY) 
NS16000™ advanced software 


development package for VAX™/UNIX™ 
environment 





of Berkeley 4.1 bsd UNIX for the 
NS1 6032 7 


. c compiler | 


Product Overview | 


~The GENIX cross software package supports an ad- 
vanced software development environment for the 
-NS16000 family. It is designed to run on DEC’s VAX11 
series with the Berkeley 4.1bsd UNIX operating sys- 
tem. The language tools comprise the same package 
as is available on the SYS16™ development system. — 


Included are a C compiler, an optional Pascal com- 
-piler, NS16000 assembler, linker, libraries, utilities, 


and an interactive debugger. The GENIX cross sup- 


port software package provides a full complement of 
‘tools to make the generation of NS16000 code an 
easy task. Programs thus developed can be down- 
loaded via serial port to the DB16000 development 
board or the ISE/16™ In-System Emulator for execu- 
tion and debugging. (ISE™ software will be available 
‘separately as part of an ISE/16 package.) 


Components | 
nmcc—C Compiler 


Compatible with the portable C compiler (pcc) of the 
Berkeley 4.1bsd UNIX system. The © compiler ac- 
cepts C source and generates NS16000 assembly 
language code. 


ASSEMBLY pines? 
SOURCE ASSEMBLER 


Derived from GENIX, an iiccienieniaiin oI 


"PRELIMINARY 


NMELD 
(a 
(a 


a) 
a) 


EXECUTABLE ASSEMBLER 
“daha DEBUGGER 


er TO 
er TARGET 
FILES SYSTEM 


Oc1894-1 
Optional | Pascal complier for ever 
programming 


Powerful assembler supporting the full 
NS16000 architecture | 

Interactive debugger with efficient com: — 
mand interface 3 


Runs on DEC® VAX11 with Berkeley 


— 4.1bsd UNIX System 


 pmpe—Pascal Compiler (OPTIONAL) 


ANSI standard Pascal with modular software exten- 
sions. Accepts Pascal source and generates NS16000 
assembly language code. Extensions include 
features such as import/export in support of full 
modularity. Designed to fully utilize the NS16000 ar- 
chitecture. | 


nasm— NS1 6000 Assembler 


- The assembler produces NS16000 object code in ex- 


tended UNIX a.out format. It accepts complex expres- 
sions, external symbolic references, and external ad- 
dress arithmetic. | 


nmeld— Linker 


Modules generated by the assembler can be linked by | 
nmeld with the supplied or user- generaled libraries to » 
produce executable files. | 


Include, libc.a, libpc.a—Libraries 


The libraries contain standard UNIX include files, the 


_ C library, and the Pascal library. Libraries are for code 


generation for licensed UNIX target systems. 
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nar, nnm, nranlib, nsize, nstrip— Utilities 
Utilities provide the necessary tools to construct user 


defined libraries and to facilitate performance im- 


provement. | 


ddt— Interactive Debugger 


The interactive debugger allows remote debugging at 
the assembly language source level. It communicates 
with the DB16000 monitor via a serial link allowing ex- 


ecution and debugging on the board. Instructions 


may be displayed symbolically and breakpoints set by 
instruction, if the instruction is at an entry point or 
next in line from single-stepping. Breakpoints can 
also be set for register value match. Single-stepping 
is possible at the machine instruction level, or the pro- 
cedure level. ddt supports debugging in physical ad- 
dress space, supervisor virtual address space, and 
user virtual address space. 


| cu16— Remote Communciation Utility 


cu16 provides communication between the host 


~ system and the DB16000 board. 


monitor—DB16000 Monitor 


The monitor is compatible with ddt, and is provided in 
PROM firmware for the DB16000 evaluation board. 


- This monitor is also provided in source form so that 


NS16000 customers can modify the monitor to suit 


their target system. 


nburn—EPROM Programmer 

nburn programs EPROMS. It is designed for use witha 
Datamedia I/O System 19 EPROM burner. 

Order Information 7 

GENIX cross support software 


*  NS-XC-16* 
| | package, on 1600 bpi magnetic 
tape, tar format 
NS-XC-PAS* nmpc Pascal compiler option 


4aon 


*Software license agreement must be signed prior to order entry. 


a National Semiconductor 


PRELIMINARY 


_NS08032 In-System Emulator (SE/08") 





Operation up to 6MHz 


_ ing Unit, NS16201 Timing Control Unit 
Host resident high-level language and 


assembly language symbolic debugger | 


Generalized event driven system 
Memory mapping, up to 30K bytes 


Write protectionidetection of 2K byte 
memory blocks 


Program flow tracing, up to 255 non-. 
sequential fetches 


Description © 


The NS08032 In-System Emulator (ISE/08) is a power- 
ful tool for both hardware and software development 
of NSO8032microprocessor-based products. 


When used with a host system such as VAX (VMs) « or 
~ STARPLEX II Development Systems, ISE/08 emulates 

a complete NS16000™ chip set. This chip set in- 
cludes the 08032 Central Processing Unit (CPU), and 
the 16201 Timing Control Unit (TCU). ISE/08 allows 
users to test and debug both hardware and software 
in their own hardware environment. ISE/08 operates 
in either of two modes: emulation mode, when ISE/08 
is actually running the user’s program, or monitor 

mode, when ISE/08 is eommuanlcgtng with the vu user 
via the host system. | 


ISE/08 is a complete unit, including an internal clock 
oscillator and 30K bytes of dedicated user’s ISE™. 


memory. With ISE/08, users can easily stop emula- 
tion and examine the contents of CPU Meee 
slave processor registers, and memory. 


ISE/08 consists of the ISE hardware, the ISE monitor, 
a host-dependent debugger (IDBGO8), an RS232 
serial port cable and manual. 


Emulation of NS08032 Central Process: 
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Complete bus activity trace 


Qualified tracing | > 4 | 

Pre-, post, or centertriggering on trace 

Count down event counter _ 
—Count-up execution timerfcounter 


Supports Memory Management Unit 
functions — 


~Runs on VAX/11 (VMS) and 
STARPLEX II™ hosts 


Hierarchical help facility (on- ‘line 
manual) 


Self-diagnostic 


ISE/08 hardware is the circuitry required for emula- 
tion of a user’s target system. It interfaces to the host 


system with an RS232-compatible serial link and pro- 


vides a second RS232 port for an optional terminal 


connection. The ISE/08 hardware also has two target 
cables for connections to the target system. The. 


target cables plug inte the narget on CPU, and 
TCU sockets. 


The ISE monitor t is the ISE nerwaie ere program 


that monitors the host system serial data link. The 


ISE monitor receives monitor commands from the 


host system, acknowledges these commands, and 
generates the appropriate responses. The ISE moni- 
tor also controls. the target system. emulation pro- 
gram. | 


IDBGO8 is the interactive debugger program for 
ISE/08. It runs on the host system and makes the host 
system facilities available to the ISE/08 user. IDBGO8 


automatically translates commands entered at a 


host system terminal to the equivalent ISE monitor 


commands, and communicates with the ISE monitor 
via the serial data link. 


Hardware Description 


The ISE/08 hardware is housed in three enclosures: 
the ISE Support Box, the Emulator Pod, and the TTL 
Status Pod. Figure 1 is a block diagram of ISE/08 hard- 
ware. The ISE/08 enclosures are described in the 
following paragraphs. 


The ISE Support Box is the largest enclosure. It con- 
tains the emulation support circuits for trace, break- 
points, and mapped memory. It also contains power 
supplies and the hardware for the RS232 serial ports. 


The Emulator Pod contains the 08032 CPU, and 16201 
TCU required for target system emulation. It also con- 
tains the ISE Monitor firmware and houses the ISE/08 
controls and indicators. Figure 2 shows the location 


of the ISE/08 controls and indicators. Table 1 lists the 


function of each switch and LED. 


The Emulator Pod connects to the ISE Support Box 
through a 4-foot twisted-pair cable assembly. Connec- 
tions to the target system are made with 12-inch target 
cables. One target cable is provided for each member 
of the 16000 chip set. (CP and TCU). | 





MONITOR 
STATE 
MACHINE 






ADDRESS 
MAP 









The Status Pod is the smallest enclosure. It provides 
TTL-compatible input and output signals for use dur- 
ing ISE operation. The Status Pod has eleven leads 
and seven binder posts that can be connected to 
either the target system or test equipment such as 
logic analyzers or oscilloscopes. Table 2 lists the func- 
tion of each lead and post on the Status Pod. The 
Status Pod connects to the ISE Box front panel status 
connector viaa6-foot cable. 


ISE/08 Software Overview 


The ISE/08 software consists of two modules; the ISE 
monitor, residing in firmware on the Emulator Pod, and 


the ISE Debugger (IDBGO08), residing in the host sys- 


tem. The monitor controls the ISE hardware. IDBG08, 
a high-level language debugger program, drives the 
ISE/08 unit. IDBGO8 runs on the host computer and it 


communicates with the ISE/08 unit. Optionally, 


MONITOR 


IDBGO8 can also communicate with a terminal con- 
nected to ISE/08. The ISE/08 unit communicates with 
the IDBGO8 program (running on the host) only while 
the ISE/08 unit is running the monitor program (in 
monitor mode), not while it is running the user’s pro- 
gram (in emulation mode). 


IDBGO8 software is available for VAX/11 (VMS) and 
-STARPLEX I! hosts. | 


ASE SUPPORT BOX 
—e amb Gun =p Gu 
ISE SUPPORT BOARD 






HOST 
SYSTEM 


COMMUNICATION 








TERMINAL 








ADDRESS / 
DATA/ 
CONTROL 
CABLE (4 FT.) 















DC POWER 
CABLE (4 FT.) 





AC 
INPUT 


DC POWER | 
SUPPLIES 


TL/R5290-1 


FIGURE 1. ISE/08 Block Diagram 
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NMI | | m 
(HANG-CLEAR) RESET MONITOR DIAGNOSTIC DIAGNOSTIC WANG-CLEAR 
SWITCH SWITCH POWER ON RUN REQUEST 


© ©0000 0 





TL/RS5290-2: 


FIGURE 2. ISE/08 Controls and Indicators. 


' Table 1. ISE/O8 Control and Indicator Functions 















Function 





Control/Indicator _ 


|NMI Switch = se When pressed, <HANG-CLEAR> occurs. ‘ 
ii | <HANG-CLEAR?> restores control to ISE monitor. | 


RESET Switch == ~— When pressed, resets the ISE hardware. : 
POWER ON Indicates power to ISE. 7 
MONITOR RUN Indicates ISE monitor is running. 
DIAGNOSTIC RUN Indicates ISE diagnostics are running. 
DIAGNOSTIC FAIL _Indicates failure during diagnostic tests. 





HANG-CLEAR REQUEST Indicates CPU has plopped executing instructions. 


Table: 2. Status Pod Signal Description 


Status Pod Label ISE Function 


 1-WHT-USRCLK-U | ISO (input sync 0) 
2~BLK-GND Common Ground 
- 3-BRN-EXTO-U _EXTO (external input 0) — 
4-RED-EXT1 EXT1 (external input 1) 
5-ORN-EXT2 EXT2 (external input 2) 
6-YEL-EXT3 EXT3 (external input 3) 
7-GRN-EXT4 : EXT4 (external input 4) 
8-BLU-EXT5 EXT5 (external input 5) 
—  9-VIO-EXT6 | EXT6 (external input 6) 
10-GRY-EXT7 EXT7 (external input 7) 
N- WHT-USEBRK/U : IS1 (input sync 1) 


TBRUN _ Multi-Processor Sync 
BK SYNCH/-U : DO (output sync) 
TR SYNCH/-U | a TO (trace sync) | 
GND | | Common Ground 
TSYNCS1/ . | | ~ Not Used | 
TSYNC21 | 3 _ Not Used 

~ GND Common Ground 
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IDBG08, The ISE/08 Debugger 


IDBGO8 is user compatible with the standard non-ISE 
NS16000 Cross-Software Debugger, IDBG08. Compati- 
bility minimizes learning time for users of the various 
development tools. IDBGO8 fully supports all the 
power debugging and emulation facilities provided by 
the ISE/08 hardware, and supplements these features 
with a very powerful software-based program debugg- 
ing environment. 


The basic debugging features of IDBGO08 are: 


(1) Both high-level and ascemuly languages are SUp- © 


ported. 

(2) Breakpoints can be set at the source code level, 
even when using high-level languages. 

(3) Variables can be accessed by their source code 
names, i.e., IDBGO8 is symbolic in nature. 

(4) Procedure parameters and local variables are easi- 
ly displayed. 


ISE/08 Operation 
Human Interface 


ISE/08 is easy to learn and easy to use. The software 
includes a complete on-line manual. Invoking the 


“HELP” command gives a summary of all ISE/08 com- 


(5) Structured data types and pointers are sually 


displayed. 

(6) Both command and history files are supported. 

(7) Memory can be displayed in many different ways, 
including a disassembly mode displaying memory as 
08032 instructions. 

(8) All the emulation and debug facilities provided by 
the ISE/08 hardware are supported. 


The ISE Monitor 

When the ISE/08 unit is not running an emulation pro- 
gram, it is running a program called the ISE monitor. 
The monitor communicates with |IDBGO8 and it pro- 
vides a command protocol that allows the host com- 
plete control of the ISE/08 hardware. 


The monitor is invisible to the user, who normally com- 
municates with the system via the friendly IDBGO8 
program. 


Optional Terminal Feature 


As an option, the ISE monitor communciates with a 
terminal connected to the ISE/08 unit. This terminal 
~ also serves as a terminal for the host. Thus the ISE/08 
unit and the user’s terminal share one RS232 port from 
the host. 


Operation with the optional terminal is called Trans- — 


parent Mode; operation without the optional terminal 
is called Stand-Aside Mode. 


Conversion Kit for NS08032 In- Spoon Emulation 
(Available December 1983) 

An optional conversion kit is available for those who 
wish to do NS08032 development work. Contained in 
this kit are the following: ISE/08 Emulator Pod, ISE/08 
~ Symbolic Debugger (IDBG08), ISE/08 Monitor Firm- 
‘ware, and ISE/O08 Manual. Thus, because the ISE Sup- 
port Box can be used for either ISE/16 or ISE/08 
development work, a user wishing to do NS08032 
development work but who already has an ISE/08 unit 
can purchase this conversion kit (in comparison to the 
purchase of an entire ISE/08 unit). 


mands, an individual command, or an individual com- 
mand’s parameters. This feature helps the user get his 
work done quickly with less frustration. 


Real-Time Emulation 


The ISE/08 unit has its own CPU, and TCU com- 
ponents. These components are connected to the 
target system via cables, and they perform the same 
functions, with close to the same timing character- 
istics as they would if mounted in the target system. 
ISE/08 does not add wait states in its operation. 


Emulation memory, resident in ISE/08, can be used in 
lieu of target system memory. This feature is imple- 
mented by the mapping capabilities. ISE/O8 can run 
and debug programs, without a working target 
system. 


User target memory address space (whether it exists 
or not) can be mapped onto the ISE/08 emulation | 
memory. A memory read or write operation to an ad- 
dress mapped onto emulation memory is performed 
on emulation memory only and not on the target 
system’s memory. 


Memory from the entire 24-bit physical address space 
of the CPU or can be mapped onto emulation memory 
if the following restrictions are observed: 


(1) Up to four, non omens segments can be defin- 


-ed. 


(2) The address range misopad by a segment must lie 
within an integral 128K byte division of the address 
space, e.g. 00000 to h1FFFF, or h’20000 to h’SFFFF. 
(3) The address range mapped by a segment must © 
start at the beginning of an integral 2K byte division 
of the address space, and end at the end of one such 
division e.g. h’00 to h’FFF, or h’2800 to h’37FF. 

(4) The total memory space mapped by all segments 
must not exceed 30K bytes. 


Associated with the emulation memory mapping 
scheme is a capability for write protection/detection. 
Any 2K byte block within any of the four 128K byte 
segments selected can be protected. A write opera- 
tion to a protected memory segment causes an IM (II- 
legal Map) event to occur. Write operations to pro- 


tected memory are inhibited only if they occur on 


emulation memory. They are not inhibited if they 
occur in target system memory. 


- Related commands: 
-_MC— Map Create 


AQA 


MP — Map Print 


Note: For the syntax of these, and other commands listed in this section, 
refer to the |IDBGO8 Command Summary. 


| Generalized Events 


To provide a versatile way of sbsening: and controlling . 


_ the significant state changes on the microprocessor, 


ISE/08 allows the use and definition of “events”. In — 


general, a simple event is a breakpoint, a bus change, 


ora significant observation. An event can also be a ~ 


logical combination of simple events (an als Ex- 
pression). | 


Simple Event Definition 
The simple events are: 

¢ Breakpoints | 

e Latched Breakpoints 

¢ Counter Done 

e Status Pod Inputs 

® Illegal Map | 

° Trace Done — 


Breakpoint Events 


ISE/08 provides three common Broakpeint events, 
named A, B, and C. The breakpoint event can be used 
_intwo ways: 


Other +r Simple Events 


_ The other simple events available are: 


(1) ISO, 1S1 — Status Pod Input Sync 0 and Input Sync oe 
(2) IM— . Write operation to write- ‘protected address. 


(3) TD—Endof trace. 
Related commands: 

BC — Breakpoint Create | 
BD — Breakpoint Delete 
DP— Breakpoint Print 
Event- Expressions | 


An event-expression is a Boolean expression made up — 


_ of simple events, i.¢., a logical combination of simple © 


events. This allows the user to generate many dif- 


_ ferent event combinations, tailored to system activity 


(1) Execution Breakpoint — occurs just prior to exeCu- | 


tion of.an instruction fetched from a specified ad- 
dress. 


(2) Memory Reference BreaRsent —occursona match , 


when sampling: 
e Address Bits. 
¢ Data Bits 
e External Status Bits 
e User/Supervisor Pin 
e Data Direction Pin 


e And where any of the above options or bits. can 
be masked. 


Either virtual or physical addresses can be sam pled. 


ISE/08 also provides a range breakpoint event, R. The 
range breakpoint occurs on any read or write opera- 
tion to an address in aspecified address range. 


All breakpoints can cause emulation to stop im- 
mediately. Also, if used with the No Stop (/NS) option, 
breakpoints can be combined with other events to 
cause a variety of action. 


Latched Breakpoint Events, Counted Events | 


_ Latched breakpoint events, named LA, LB, LC, occur 


at some time after a cycle where the corresponding 
breakpoint event (A, B, or C) has taken place. The oc- 
currence of a latched breakpoint event remains as- 
serted until cleared. 


Events, instructions, memery eles. and clock cycles 
can be counted with the breakpoint counter (up to 12 
bits). Upon reaching a certain count provided by the 
Define Counter (DC) command, the Counter Done (CD) 
_ event takes place. 
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of particular interest to the user. These generalized 


events are used by many ISE/08 commands such as 


stop, trace, event counting, etc. Event-expressions 


provide creative and flexible debugging procedures. 


Event-expressions can be evaluated as either logically 
true or logically false. Valid logic operations for event- 
expressions are: Negation (NOT), AND, and OR. | | 


Stopping Execution on Events 


A common debugging activity is to stop emulation o on 
the occurrence of an event of interest. Stopping emu- 
lation puts ISE/08 in the monitor mode so the user can © 


examine and alter the state of the CPU, memory, and 
ISE/08 functions. Emulation can be stopped on either _ 


simple events or event-expressions. 
Related commands: 

DS — Define Stop 7 

BS — Breakpoint Create 

Flexible Tracing | 


ISE/O8maintains a255-entry trace memory. Trace mem- 
ory captures bus activity in one of two trace modes. 
The trace modes are: 


e Program Flow Trace 
* Memory Bus Trace 
Program Flow Trace 


The Program Flow Trace mode captures the CPU Pro- 
gram Counter address of 255 non-sequential instruc- 


tions. This mode also maintains a count of sequential 


instructions executed between each non-sequential 


instruction stored in the trace MENON: 


Memory Bus Trace 


The Memory Bus Trace mode sapturse a summary of 
system parameters during 255 memory bus access 
cycles. The following parameters are captured: 


e Address bus contents 
e Data bus contents 
_ © CPU Status (data transfer, non-sequential fetch, 

interrupt acknowledge, etc.) 

‘e Status Pod External Inputs 

* States of the Following CPU Pins: | 
PFSC — Program Fiow Status (start of instruction) 
UNS — User/Not Supervisor 
NDDIN — Not Data In 


A tracing event can qualify the memory bus tracing 
mode. This event allows the user to reduce the number 
of events captured. 


When enabled, tracing in either mode continues until 


a specified terminating event occurs. The actual end — 


of tracing can be delayed after the terminating event 
by a count of 1 to 255. This allows trace data to be cap- 
tured before, after, or around the terminating event. 


Execution Timer 


The execution timer is a 24-bit counter with an over- 
flow flag that may be used to count events, instruction 
cycles, memory cycles, or clock cycles. The timer may 
be programmed to start and stop counting on specific 
events. This permits using the execution timer to de- 
termine relative timing differences between various 
events. One use of this feature is to measure software 
or hardware performance. 


Related Commands: 


DE — Define Execution Timer 
LD — List Definitions 


Event Trigger for External Test Equipment 


ISE/08 events can trigger external test equipment, 
such as oscilloscopes and logic analyzers. This test 


equipment can be used in conjunction with ISE/08. 


debugging features to solve system timing problems. 
Two external trigger sources are provided: 

¢ General Event (or Event-Expression) — 

¢ Trace Trigger Event (i.e.,an event that causes an 

entry into trace memory.) 

The external trigger =lgnals are available at two status 
pod outputs: 

e BKSYNCH/-U (General Event) 

¢ TRSYNCH/-U (Trace Trigger Event) 
Related Commands: 


DO — Define Output Sync Command 


- Power 


ISE/08 Timing Options 
ISE/08 includes the following timing options: 
¢ Sampling time can be set to sample either virtual 
or physical addresses 
* Status Pod external lines can be sampled at either 
data valid or address valid times 
¢ The emulation clock frequency can be set to one 
of the following frequencies: 


1.5MHz 

3.0MHz 

6.0 MHz : | 
Target Board Frequency 


Note: Selection of target board frequency may require synchronous and/or 
asynchronous delay compensation. Refer to ISE/08 User’s Manual, Chapter 
6, for details. 


Related Commands: 

SO — Select Options 

Self-Test Diagnostics 

At power-up or reset, ISE/O8runs a diagnostic program 


to verify ISE software integrity and proper hardware 
function. 


Required User-Supplied Equipment 


For use under VAX/11 systems: 
¢ Valid DEC VAX/11 configuration, with available 
RS232 port. 
e VMS Operating System, Version 3.0 or later. 


¢ NSX-08 Cross Software Package, or NS-ASM-08 
NS16000 Cross Assembler Package. 


For use with STARPLEX II systems: 


e STARPLEX I] Development System. 

¢ STARPLEX II Operating System, Version G or 
later. 

e SFW-90-A010 NS16000 POeeReamnine 
Package. 


For use with a system that has a Berkeley 4.1 based 
UNIX™ Operating System: 
[Contact Marketing for Availability Information.] 
.© Valid computer system with an available RS232 
port. 
e Appropriate cross software package. 
[Contact Marketing for further information.] 


Specifications 


Environmental Operating Temperature 


+ 10°C to +40°C 
Storage Temperature 
—20°C to + 65°C 


3A @ 115 Vac, 50/60 Hz, 
single phase 

1.54 @ 220Vac, 50/60 Hz, 
single phase | 
Approximately 1170 BTU. 


Physical — 


ISE Support Box — 


Em ulation Pod — 


- TTLStatus Pod — 


Cable Lengths — 


| Electrical 


Operating 


Frequency — 


Target Interface 
Electrical 
Characteristics — 


sialon 4.125 in. (10.5 em) 


Width: 19.0 in. (48.3. cm) | 
_. Depth: 17.5 in. (44.5 cm) 


Height: 2.25 in. (6.4 cm) 


Width: 9.25 in. (23.5 cm) - 


Depth: 14.0 in. (35.6 cm) 


_ Height: 1.0 in. (2.5 cm) 


Width: 3.125 in. (7.9 cm) | 


_” Depth: 6.125 in. (15.6 cm) 
SE Support Box to Emula- 


tion Pod: 4.0 ft. (1.22M) 


ASE Support BoxtoTTL 
Status Pod: 6.0 ft. (1.83M) _ 


Emulation Pod to Target 
Board: 1.0 ft. (0.30M). 


User selectable to one of the 
following: | 


1.5MHz 


3.0MHz 
6.0MHz 


~ SPM-90-A1608 


Target Board Frequency © 


Note: Selection of target board frequen- 7 
cy may require synchronous and/or asyn- 


chronous delay compensation. Refer to 


_ ISE/08 User’s Manual, Chapter 6, for — 


details. 


See Tables 3 through 5. 
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_ Order information 
Complete ISE/08 Units 


NS-ISE-08 - 


NS-SYS-2008 


ISE/08 (NS08032), 115 Vac for 
VAX/11 (VMS) vomputer is | 


System. | 
ISE/16 (NS08032), 115 Vac for 


STARPLEX II Een ene 


Systems. 


ISE/16 (NSO8032), 115 Vac for 
UNIX OS based operating 
systems. [Contact Marketing 
for Availability Information J 


Conversion Kits to Allow for ISEH6 Emulation 
[Contain ISE/16 Emulator Pod, ISE Debugger _ 
(IDBG16), appropriate ISE/16 monitor firmware, and 


ISE/16 manual.] 
AEE-90-A1632 


AEE-|ISE-16 


AEE-ISENIX-16 


ISE/08 to ISE/16 kit for. 
STARPLEX II use. 
ISE/08 to ISE/16 kit for VAX/11 
(VMS) use. | 
ISE/08 to ISE/16 kit for UNIX 
based OS systems use. 


~ [Contact Marketing for 


Documentation — 


TBD. 


Availability Information.] 


ISE/08 User’s Manual | 
(Included with NS-ISE-08, and 
SPM-90-A1608.) 


- Documentation Conventions 
The following documentation conventions are used in 


describing the IDBG0O8 commands and parameters. 


Upper-case and lower-case letters are used in these 
conventions; any combination of upper-case and 
lower-case letters may actually be used when entering 
commands. | 


UPPER-CASE letters show the command letters, para- 
meters and options. The names must be entered ex- 
actlyasshown. _ 


Spaces and blanks have been added for readability. 
When actually entering commands, spaces and 
blanks may only appear between the command and its 
parameters and between the parameters and the local 
radix. 


< >— angle brackets enclose descriptive names (in 


lower-case) for user-supplied parameters/options. 


{}— braces enclose more than one item out of which 
one, and only one, must be used. The items are 
separated from each other by a logical OR sign “|”. 


[]— brackets enclose optional item(s). 


| — logical OR sign separates items out of which one, 
and only one, may be used. 


..-three consecutive. periods indicate optional » 
repetition of the preceding item. 


Table 3. Electrical Characteristics for TCU Interface 


Input And/Or 
Output Current 


Signal Name | 


OUTGOING SIGNALS: _ 


NTSO 
CTTL 
FCLK 


NDBE 


NRD 
NWR 
NRST 
RDY 


INCOMING SIGNALS: _ 


*Interface device, plus cable. 


748244 
143244 
748244 
748244 
743244 


743244 © 


14$244 
748244 


743244 
743244 
748244 
748244 
7435244 
74S244 
748244 
748244 
743244 


Interface Device 
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Propagation | 
Delay Time Tpa* 


- Table 4. Electrical Characteristics for CPU Interface _ | 


Input And/Or 
Output Current — 

































a. oe oe | 4 Propagation 
Signal Name | tenece Device oa vere Pa 
| BIDIRECTIONAL SIGNALS: 


‘none 











































NSPC 

A15 748244, 
A14 748244 
A13 748244 
AN2 748244 
Att 748244 
A10 748244 
A09 74S244 
A08 745244 
ADO7 748244 
ADO06 748244 
ADO5 748244 
ADO04 748244 
ADO03 748244 
ADO2 745244 
ADO1 748244 
ADOO 748244 





T4S244 
74244 
74S244 
748244 
74S244 
74S244 
74244 
748244 
745244 
748244 
748244 
74S244 
748244 
748244 
748244 
74S244 
748244 
74244 







TSYSPWR 
NINT — 
NNMI 

~ NHOLD. 


*Interface device, plus cable. 


1N4002 
745244 
745244 

748244 
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IDBGOS Command Summary 


The following is a comprehensive list of the IDBGO8 commands. Commands are in alphabetical order. See the 
ISE/08 User’ s Manual for adetailed ceoruplen of each command. 


Command | | Syntax | Function 


Begin | B [<file>] (/NL] (/N1] [/R] [/Z] (if no switches) Loads the program <file> 
| | into target board memory, and initializes 
registers. 
INL— No Load 
IN|I— No Initialize | 
/R— Reset 


/Z— Zero-Fill data areas © 


~ Breakpoint Create BC [A,|B,|C,] <address> [/NS] Creates execution breakpoint A,B, or C at 
: | | specified <address>. 

INS— No Stop 

BC ABI] {<address> | <mask>} <breakpoint-options> [/NS] 
Creates memory reference breakpoint A, B, or 
C at address specified by <address> or 
<mask> and with specified 
<breakpoint-options>. 

Est INS— No Stop 

BC R, <address-range> (/NS] Creates range breakpoint R at specified 

<address-range>. 


7 INS — No Stop 
Breakpoint Delete BD [A|BiC|R] Deletes specified breakpoints. 
Breakpoint Revive BR [A|B|C|R] Revives specified breakpoint. 
Breakpoint Print BP [A|B|C|R] Prints address and conditions of 
specified breakpoints. 
Command File @ {<file> | <n>} _ «Executes command <file> or debugger 
string sequence beginning at <n>. 
Debugger String $<n> = [<string>] Sets debugger string <n> to <string>. 
Define Counter DC <n> [/B =<event-expression>] 
[/C ={<event “expression> [W]M|C}] 
DC/R Defines set up for ISE counter. 


<n>— Number of counts 
/B— Begin event — 
/C — Counter type 


7 /R— Reset 
Define Execution- DE [/B= <event- -expression>] [(/E=< event-expression>] 
Timer [/C = {<event-expression> |I|M|C}] 
DE/R | Defines set up for ISE execution timer. 
/B— Begin event 
/E— End event 
/@— Count type 
| /R— Reset 
Define Output Sync DO <event-expression> _ Defines output sync event. 
Define Stop | DS <event-expression> Defines stop event. 
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IDeGos Command Summary (Continued) 
Command : Syntax - | _ Function 
Define Trace | _ DT (/E=<event- -expression> [(/D =<n>]] 
— yP | /M [= {<address> | <mask>}] <qualify-options> 1 7 
; Defines the end, delay, and trace mode 
parameters for trace. 
/E—End-event 
_/D— Delay count 
_ /P— Program Flow mode 
-IM— Memory Bus mode 
A /R— Reset 
Disassemble D eaddieds: -range> Ue = 208 {/NA] 
3 Disassemble Instructions in <address- range>. 
_INA—No Address 
— I}— Number of Instructions to DRE disassembled. 
Go 3 G [/F= <address> (/T. = ]<breakpoint>] : 
| Starts execution of the program at the 
current PC address of from the <address>. 
Execution continues until <breakpoint>. 


Help H [<string>] | Displays general help or command ayes 
or parameter syntax. 7 . 
In | | {<address> | <register>) raged 
| <valuet> 
[<value2>] Checks that contents of Jadaieses or 


 <register> are in the range specified by © 
| a _. <value1> and <value2 >, inclusively. 

List Calls LC [<n>] 4 | - Lists first <n> entries in call chain. 
List Definitions —  LDI/T VENCVOVS) Lists current definitions. 
: | /T — Trace definition 

/E— Execution timer definition 

/C — Counter definition 

/O — Output sync definition 

| : /S— Stop definition © 

List Files | LF [<line> [/<file>]] _ Lists lines in <file>. 


List. Information | LI | Lists current IDBG16 status. 

List Modules LM _ Lists modules in current program. 

List Procedures _ LP Lists procedures in current program. 

List Strings LS Lists current debugger string values. 

List Trace LT [<n> |*/Al/J] Lists nine trace entries centered around 
entry <n> or around the trigger point (*). 
/A— All entries 

ee | . [J —Jumps only a 
Map Create _ MC [<address- pence Is = : {A|B|C|D}] [/M =<n> |/NM] [/P|/NP] 


Creates segment assignment and mapping 
_ for special <address-range>. 
/S— Segment assignment 
~ IM— Mapping to ISE block <n> | 
_ INM—No Mapping 7 
_ /P—Write Protection 
INP — No Protection — 


501 


IDBGO8 Command Summary (Continued) 


Command 


Map Print 


Memory Fill 
Memory Move 


Memory Search 


On 


Print 


Print Address 


Protection Create 


Potection Print 
Quit 


Repeat 
Replace 


| Select Echo 
Select Full 
Select History 
Select Link 


Select Module 


Syntax Function 
MP [/S = {A|B/C|D}] Prints current mapping for specified 
segment. 
MF <address-range> [<radix>] 


<value> 

Fills memory at a acdiees: -range> with 

<value>. 

MM <address-range>,<address> [<radix>] | 

Moves memory from <address-range> to 

<address>. 

MS <address-range> [<radix>] 
— <value> 
Searches for <value> in <address-range>. 
O PAE ESET NMG Ext [({A|B|C|R|S|HC})] {@ <n> |/O} 

Sets IDBG16 response on condition: 

@ <n>— Executes debugger string 
sequence on condition beginning 
with $<n>, 

/O— Response Off, restores normal 

response. 

P acarask: range> I<register- range>] {[<radix>] 
Prints contents of sadetess: -Trange> or 
<registers>. 
Prints absolute address and module area 
associated with <address>. 
PC <address- -range> [/UW|/UR|/SW|SR] [/V|/NV] [/R|/NR] 

[/M|/NM] [/T =<gn>] [/P] 
Creates protection/translation for pages 
specified by <address-range>. | 
Prints protection level status for pages 
specified by <address-range>. | 


PA <address> 


PP [<address-range>] 


QTLs] Terminates session. 


/S— Save IDBG16 status in IDBG16.IND 
<cr> Repeats previous command. 
R {<address> | <register>} [/NV] [<radix>] 


[<value>] Replaces contents of <address> or 
<register> with <value>. 
INV — No Verify | 
SE [/O] Selects echo mode. /O — Echo Off. 
SF {/O] Selects full symbolic PC. /O — Full Off. 


SH {<file> [/F] |/O} Selects history file <file>: 

/F — Full history (with responses) 

/O0 — History Off 

Selects communications channel(s): 
/L— List communications 


Selects module. 


SL <file> [<file>] [/L] 


SM <module> 
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IDBGO8 Command Summary (Continued) 


Command ss Syntax Function 


Select Options ~~ SO [/AS = {NADS|NPAV} [/XS = {D]A}] [/EC = {10]5|2.5]U}] 

~ Y/MC ={10|EC}] [/L= {C|NC}] [T= {0|1| NIA} 
Selects current ISE operation options. 
{AS — Address Sample time | 
/XS— External Sample time 
/EC — Emulator Clock frequency 
/MC — Monitor Clock frequency 
/L— Latched Clear or No-Clear 
/T — Translation 


Select Procedure | SP [<n> | <procedure>:] Selects procedure. 
Select Radix SR <radix> ce Select global radix. 
Step |  §f<gn>] : _ Executes <gn> machine instructions 


(Assembly programs) or one Pascal 
statement (Pascal programs). <gn> 
illegal in Pascal. 
Step Cail SC Executes until a call or return. 
Step Down SD . Executes one instruction inside a 
7 | procedure; skips over call 
instructions. | 


Step Instruction SI [<gn>] Executes <gn> machine instructions. 
_ Step Until SU {<address> | <register>} [<radix>] 
| <valuel> ~ Executes instructions until contents of 
[<value2>] <address> or <register> within the range 
7 | specified by <value1> and <value2>. 
Step While SW {<address> | <register>} [<radix>] 
[<value1>] — Executes instructions while contents of 
[<value2>] _ <address> or <register> are within the 


range specified by <value1> and <value2>. 
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Parameter Summary 


The following is a comprehensive list of command parameters. See the ISE/16 User’s Manual for a detailed 
description ofeach. | * 3 


Command | Syntax | e: Function 
Number (<n>) <digits> | An unsigned, decimal number in the range 0 to” 
32767. 
General Number [H|Q10'D [-—]<digits> | | 
(gn) A signed, octal, decimal, or hexadecimal 
number in the range of — 231 to 231 — 1. 
Mask M’ {0} 1|X|__}... _. An unsigned number which consists of binary 


digits, “don’t care” bits, and optional 
underscores. A mask represents the value of 
| | address, data, status, or external bits. 
Name <letters, numbers, underscores, tildes> 
A combination of letters, digits, underscores, 
and tildes which does not start with a digit. 


Module © <name> The name of a module in the program. 


Procedure <name> [# <n>] _ The name of a procedure in the selected 
module. #<n> specifies the <n>th procedure — 
having <name> in the selected module. 


Symbol! <name> | The name of a variable in the selected module 
pe or procedure. | 
Register <register-name> [% <n>] One of the registers shown in Table 3. 


% <n> specifies the field starting at the 
| <n>th bit in <register>. 
Register-Range {eCPU__ | eMMU__ | *¢FPU__| *PSR__ | eMSR__| ¢FSR__ | <register>} 
Specifies all CPU, MMU, or FPU registers or 
all PSR, MSR, and FSR fields. 
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| Parameter Summary (Continued) | 


Command 


‘Address | 


Address-Range 


Radix 


Value 


File | 


Event 


Event-Expression 


‘Syntax 


Fnefon 


-_<basic-address> [+<abs> | ~<abs> | % <abs> |A|e <field> | 


<indexing>'... 


A byte or bit address. The address consists 

_of a basic address and any 

_ combination of optional operators. 
_+<abs>— Adds <abs> to address. 
~<abs>— Subtracts <abs> from address. 
%<abs> — Takes <abs>th bit at address. 
A—Takes contents as address. 
° <field>— Address is address of a field 

in a Pascal record. 
_ <indexing>— Address is address of an 
array element. | 


"address> <address2> | < address> ! <n> | <address>} 


[%] <n><base> 


The range of addresses from <address1> | 


_ to<address2>, from <address> — | | 
_ to <address> + (<n>— 1)*(<current radix>), 


or from <address> to. itself. 


7 Specifies the length and type of input/output 


in IDBG16 commands. [%] specifies length. 


lf %is specified, length is in bits.<n> must | 
_. be within the range 1 to 256. <base> specifies — 
type and may be binary (B), decimal (D),, 
~ octal (O), hexadecimal (H), hexadecimal dump (H), 


floating-point (F), logical (L), ASCII (A), 
Pascal set (S), or Pascal string (G). | 

A value to be entered or displayed after 
issuing a Print, Replace, Step, Memory, or In 
command. Syntax is defined by current radix. 
The name of any file in the host system. 

File syntax is host eoRengent 


{ISOIS1 |IM|TDICDIA\ B/C/LA|LB|LC|R} 


(1) 
(0) 


The name of an ISE response toa specitic set | 
of run-time conditions. 


({'] <event> [*[’] <event>.. +[’]<event> [*<event>]...]..]) 


A Boolean expression consisting of one or 
more <events>s and the logical NOT (’), AND 
(*), and OR (+) operators. 

(1)— always true. 

(2) — always false. 


— 605 . 





2A National Semiconductor 


NS16032 In- se ial Emulator (SENG) 





Operation up to 6MHz 


Emulation of NS16032 Central Process- 
ing Unit, NS16082 Memory Manage- 
ment Unit, NS16201 Timing Control Unit 


Host resident high-level language and 
assembly language symbolic debugger 


Generalized event driven system 
Memory mapping, up to 30K bytes 


Write protection/idetection of 2K byte 
memory blocks 


Program flow tracing, up to 255 non- 
sequential fetches 


Description 


The NS16032 In-System Emulator (ISE/16) is a power- 
ful tool for both hardware and software development 
of NS16032 microprocessor-based products. 


When used with a host system such as VAX (VMS) or 
STARPLEX Ii Development Systems, ISE/16 emulates | 


a complete NS16000™ chip set. This chip set in- 
cludes the 16032 Central Processing Unit (CPU), the 


Complete bus activity trace 


Qualified tracing 

Pre-, post; or center-triggering on trace 
Count-down event counter 

Count-up execution timer/counter 


Supports Memory pranagoment Unit 
functions 


Runs on VAX/11 (VMS) and 
STARPLEX Ii™ hosts 


Hierarchical help facility (on-line 
manual) 


Self-diagnostic 


and examine the contents of CPU registers, slave 
processor registers, and memory. 


ISE/16 consists of the ISE hardware, the ISE monitor, 
ahost-dependent debugger (IDBG16), an RS232 serial 
port cable and manual. 


_ ISE/16 hardware is the circuitry required for emula- 


16082 Memory Management Unit (MMU), and the . 


16201 Timing Control Unit (TCU). ISE/16 allows users 
to test and debug both hardware and software in their 


own hardware environment. ISE/16 operates in either | 


of two modes: emulation mode, when ISE/16 is act- 
ually running the user’s program, or monitor mode, 
when ISE/16 is communicating with the user via the 
host system. 


ISE/N6 is a complete unit, including an internal clock 
oscillator and 30K bytes of dedicated user’s ISE™ 
memory. With 1SE/16, users can easily stop emulation 


tion of a user’s target system. It interfaces to the host 
system with an RS232-compatible serial link and pro- 
vides a second RS232 port for an optional terminal 
connection. The ISE/16 hardware also has three tar- 
get cables for connections to the target system. The 


- target cables plug into the target system GPU, MMU, 
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and TCU sockets. 
The ISE monitor is the ISE hardware control program 


that monitors the host system serial data link. The, 


ISE monitor receives monitor commands from the 
host system, acknowledges these commands, and 
generates the appropriate responses. The ISE moni- 
tor also controls the target system emulation pro- 
gram. , 


Oo IDBG16 is the interactive debugger program for 
-. ISE/16. It runs on the host system and makes the host 


system facilities available to the ISE/16 user. IDBG16 
automatically translates commands entered at a 


host system terminal to the equivalent ISE monitor 


commands, and communicates with the ISE monitor 


viathe serialdatalink. 


Hardware Description 


The ISE/16 hardware is housed in three enclosures: the 


ISE Support Box, the Emulator Pod, and the TTL Sta- 


tus Pod. Figure 1 is a block diagram of ISE/16 hard- 


ware. The ISE/16 enclosures are described in the 
following paragraphs. —s_ > | 


ADDRESS 
MAP 


MONITOR 
STATE 
MACHINE 


FIGURE 1. ‘ISE/16 Block Diagram | 


NMI 
(HANG-CLEAR) 
SWITCH 


RESET 


‘MMU SWITCH SWITCH 


‘OA © © O00 0 O 


FIGURE 2. ISE/16 Controls and Indicators 


MONITOR 
PROM 


POWER ON 
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| The ISE Support Box is the largest enclosure. It con- 
_ tains the emulation support circuits for trace, break- 


points, and mapped memory. It also contains power — 


supplies and the hardware for the RS232 serial ports. 


The Emulator Pod contains the 16032 CPU, 16082 
MMU, and 16201 TCU required for target system emu- 


lation. It also contains the ISE Monitor firmware and. | 


houses the ISE/16 controls and-indicators. Figure 2 


shows the location of the ISE/6 controls and indi- 


cators. Table 1 lists the function of each switch and 


LED. | _ a 
— The Emulator Pod connects to the ISE Support Box 


through a 4-foot twisted-pair cable assembly. Connec- 


~_ ISE SUPPORT BOX 
Ee GP GP Ga Ga» 





TP ISE SUPPORT BOARD ~T ey 
| Pi Lp Host 
SYSTEM 


TERMINAL — 


ADDRESS/ 
DATAS 3 


CONTROL | 
BREAK POINT 
DC POWER — 


CABLE (4 FT.) __J 0c POWER 
| SUPPLIES 


TLRS 127-1 


CABLE (4 FT.) 


L—-———— 


BAC 
INPUT 


HANG-CLEAR 
REQUEST 


DIAGNOSTIC 
RUN 


DIAGNOSTIC 
FAIL 


MONITOR 
RUN 


TL/R5127-2 





tions to the target system are made with 12-inch target 
cables. One target cable is provided for each member 
of the 16000 chip set. (CPU, MMU, and TCU). : 


The Status Pod is the smallest enclosure. It provides 
TTL-compatible input and output signals for use dur- 
ing ISE operation. The Status Pod has eleven leads 
and seven binder posts that can be connected to 
either the target system or test equipment such as 
logic analyzers or oscilloscopes. Table 2 lists the func- 
tion of each lead and post on the Status Pod. The 
Status Pod connects to the ISE Box front panel status 
connector viaa6-foot cable. | 


ISE/M6 Software Overview 


The ISE/16 software consists of two modules; the ISE 
monitor, residing in firmware on the Emulator Pod, and 
the ISE Debugger (IDBG16), residing in the host sys- 
tem. The monitor controls the ISE hardware. IDBG16, 


a high-level language debugger program, drives the 
ISE/16 unit. IDBG16 runs on the host com puter and it 
communicates with the ISE/16 unit. Option ally, IDBG16 
can also communicate with a terminal connected to 
ISE/16. The ISE/16 unit communicates with the IDBG16 
program (running on the host) only while the ISE/16 
unit is running the monitor program (in monitor mode), 
not while it is running the user’s program (in emula- 
tion mode). - | 


IDBG16 software is available for VAX/11 (VMS) and 


STARPLEX II hosts. 


IDBG16, The ISEM6 Debugger 


_IDBG16 is user compatible with the standard non-ISE 


NS16000 Cross-Software Debugger, DBG16. Compati- 
bility minimizes learning time for users of the various 
development tools. IDBG16 fully supports all the 
power debugging and emulation facilities provided by 


Table 1. ISE/16 Confrol and Indicator Functions 





MMU Switch 













NMI Switch 


RESET Switch 


DIAGNOSTIC RUN 
DIAGNOSTIC FAIL 
HANG-CLEAR REQUEST 






Controlindicator, =| Function 
| When on, it enables MMU operation (Mbit in CPU Configuration 
Register set to 1). When off, disables MMU (Mbit set to 0). 


When pressed, <HANG-CLEAR> occurs. 
<HANG-CLEAR? restores control to ISE monitor. 


When pressed, resets the ISE hardware. 
POWER ON Indicates power to ISE. 
MONITOR RUN Indicates ISE monitor is running. 


Indicates ISE diagnostics are running. 
Indicates failure during diagnostic tests. 
Indicates CPU has stopped executing instructions. 


















Table 2. Status Pod Signal Description 


1-WHT-USRCLK-U 
2-BLK-GND 
3-BRN-EXTO-U 
4-RED-EXT1 
5-ORN-EXT2 
6-YEL-EXT3 
7-GRN-EXT4 
8-BLU-EXT5 
9-VIO-EXT6 
10-GRY-EXT7 
11-WHT-USEBRK/U 


TBRUN 

BK SYNCH/-U 
TR SYNCH/-U 
GND 
TSYNCST/ ~ 
TSYNC21 
GND 





ISO (input sync Q) 

Common Ground 

EXTO (external input 0) 
EXT1 (external input 1) 
EXT2 (external input 2) 
EXT3 (external input 3) 
EXT4 (external input 4) 
EXT5 (external input 5) 
EXT6 (external input 6) 
EXT7 (external input 7) 
IS1 (input sync 1) 


Multi-Processor Sync 
DO (output sync) 

TO (trace sync) — 
Common Ground 
Not Used 
Not Used 
Common Ground 


the ISE/16 hardware, and supplements these features 


with avery powerful software- based program debugg- 


ing environment. 
The basic debugging features of IDBG16 are: 


(1) Both high- -level and assembly languages are sup- 
ported. — 

(2) Breakpoints can be set at the source code level, 
even when using high-level languages. 

(3) Variables can be accessed by their source code 
names, i.e., IDBG16 is symbolic in nature. 

(4) Procedure parameters and local variables are easi- 
ly displayed. 

(5) Structured data types and pointers are easily 
displayed. 

(6) Both command and history files are supported. 

(7) Memory can be displayed in many different ways, 
including a disassembly mode displaying memory as 
16032 instructions. 

(8) All the emulation and debug facilities provided by 
— the ISE/16 hardware are supPolted: 


The ISE Monitor 


When the ISE/16 unit is not running an emulation pro- 
gram, it is running a program called the ISE monitor. 
- The monitor communicates with IDBG16 and it pro- 


“HELP” command givesa summary of all ISE/16 com- 
mands, an individual command, or an individual com- 
mand’s parameters. This feature helps the user get his 

work done quickly with less frustration. | 


-Real-T ime Emulation 


The ISE/16 unit has its own CPU, MMU, and TCU com- 
ponents. These components are connected to the 
target system via cables, and they perform the same 
functions, with close to the same timing character- 
istics as they would if mounted in the target system. 
ISE/16 does not add wait states in its operation. 


; Emulation memory, resident in ISE/16, can be used in 


lieu of target system memory. This feature is imple- 
mented by the mapping capabilities. ISE/16 can run 
and debug. programs, without a working target 


— system. 


User target memory address space (whether it exists 


_ ornot)can be mapped onto the ISE/16 emulation mem- 


vides a command protocol that allows the host com- | 


plete control of the ISE/16 hardware. 


The monitor is invisible to the user, who normally com- 
municates with the system via the senely IDBG16 | 


program. 
Optional Terminal Feature 


As an option, the ISE monitor communciates with a 

terminal connected to the ISE/16 unit. This terminal 

also serves as aterminal for the host. Thus the ISE/16 

unit and the user’s terminal share one RS232 port from 
the host. 


Operation with the optional terminal is called Trans- 
parent Mode; operation without the optional terminal 
is called Stand- Aside Mode. 


Conversion Kit for NS16008 In-System Emulation 
(Available December 1983) 


An optional conversion kit is available for those who 
wish to do NS16008 development work. Contained in 
this kit are the following: ISE/O8™M Emulator Pod, 
ISE/08 Symbolic Debugger (IDBG08), ISE/08 Monitor 
Firmware, and ISE/08 Manual. Thus, because the ISE 
Support Box can be used for either ISE/16 or ISE/08 
development work, a user wishing to do NS16008 
development work but who already has an ISE/16 unit 


ory. A memory read or write operation to an address — 
mapped onto emulation memory is performed on em- 
ulation memory only and not on the target sola s 
memory. 


Memory from the entire 24-bit physical address space 
of the CPU or MMU can be mapped onto emulation 
memory if the following restrictions are observed: 


(1) Up to four, poneconliquels scaments can be defin- 
ed. 


| (2) The address range mapped by a segment must lie 


within an integral 128K byte division of the address 
space, e.g. 00000 to h’1FFFF, or h’20000 to h’3FFFF. 


(3) The address range mapped by a segment must 
start at the beginning of an integral 2K byte division 
of the address space, and end at the end of one such 
division e.g. h’00 to h’FFF, or h’2800 to h’37FF. 

(4) The total memory space mapped by all segments 
must not exceed 30K bytes. 


Associated with the emulation memory mapping 
scheme is a capability for write protection/detection. 
Any 2K byte block within any of the four 128K byte 
segments selected can be protected. A write opera- 
tion to a protected memory segment causes an IM (II- 
legal Map) event to occur. Write operations to pro- 
tected memory are inhibited only if they occur on 


emulation memory. They are not inhibited if they 


- occur in target system memory. 


Related commands: 
MC — Map Create 


~MP— Map Print 


can purchase this conversion kit (in comparison to 


the purchase of an entire ISE/08 unit). 


ISEM6 Operation 
Human Interface 


ISE/16 is easy to learn and easy to use. The software in- 
cludes a complete on-line manual. Invoking the 
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Note: For the syntax of these, and other commands listed in this section, 


.teferto the IDBG16 Command Summary. 


Generalized Events 


To provide a versatile way of observing and controlling 
the significant state changes on the microprocessor, 
ISE/16 allows the use and definition of “events”. In 
general, a simple event is a breakpoint, a bus change, 





or a significant observation. An event can also be a 
logical combination of ‘simpie events (an Event-Ex- 
pression). 


Simple Event Definition 
The simple events are: 
 Breakpoints 
e Latched Breakpoints 
¢ Counter Done 
e Status Pod Inputs 
° Illegal Map 
° Trace Done 


Breakpoint Events 


ISE/16 provides three common breakpoint events, 
named A, B, and C. The breakpoint event can be used 
in two ways: 
(1) Execution Breakpoint — occurs just prior to execu- 
tion of an instruction fetched from a specified ad- 
_ dress. | ‘ 
(2) Memory Reference Breakpoint —occursonamatch 
when sampling: 
e Address Bits 
° Data Bits 
¢ External Status, Bits 
© User/Supervisor Pin 
e High Byte Enable Pin | 
¢ Data Direction Pin . 
_® And where any of the above options or bits ca 
be masked. 


Either virtual or physical addresses can be sam pled. 


ISE/16 also provides a range breakpoint event, R. The 
range breakpoint occurs on any read or write opera- 
tion to an address in a specified address range. 


All breakpoints can cause emulation to stop im- 
mediately. Also, if used with the No Stop (/NS) option, 
breakpoints can be combined with other events to 
cause a variety of action. 


Latched Breakpoint Events, Counted Events 


Latched breakpoint events, named LA, LB, LC, occur 
at some time after a cycle where the corresponding 
breakpoint event (A, B, or C) has taken place. The oc- 
currence of a latched breakpoint event remains as- 
serted until cleared. 


Events, instructions, memory cycles, and clock cycles 
can be counted with the breakpoint counter (up to 12 
bits). Upon reaching a certain count provided by the 
Define Counter (DC) command, the Counter Done(CD) 
event takes place. 


Other Simple Events 


The other simple events available are: 


(1) ISO, IS1 — Status Pod Input Sync 0 and Input Sync 1. 
(2) IM — Write operation to write-protected address. 
(3) TD — End of trace. 
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Related commands: 


BC — Breakpoint Create 
BD — Breakpoint Delete 
DP— Breakpoint Print 


Event-Expressions 


An event-expression is a Boolean expression made up 
of simple events, i.e., a logical combination of simple 
events. This allows the user to generate many dif- 
ferent event combinations, tailored to system activity 
of particular interest to the user. These generalized 
events are used by many ISE/16 commands such as 
stop, trace, event counting, etc. Event-expressions 
provide creative and flexible debugging procedures. 


Event-expressions can be evaluated as either logically 
true or logically false. Valid logic operations for event- 
expressions are: Negation (NOT), AND, and OR. 


Stopping Execution on Events 


A common debugging activity is to stop emulation on 
the occurrence of an event of interest. Stopping emu- 
lation puts ISE/16 in the monitor mode so the user can 


examine and alter the state of the CPU, memory, and 


ISE/16 functions. Emulation can be stopped on either 
simple events or event-expressions. 


Related commands: 
DS — Define Stop 
BS — Breakpoint Create 


Flexible Tracing 


ISE/16 maintains a 255-entry trace memory. Trace mem- 
ory captures bus activity in one of two trace modes. 
The trace modes are: 


¢ Program Flow Trace 
¢ Memory Bus Trace 


Program Flow Trace 


The Program Flow Trace mode captures the CPU Pro- 
gram Counter address of 255 non-sequential instruc- 
tions. This mode also maintains a count of sequential 
instructions executed between each non-sequential 
instruction stored in the trace memory. 


Memory Bus Trace 


The Memory Bus Trace mode captures a summary of 
system parameters during 255 memory bus access 
cycles. The following parameters are captured: 
e Address bus contents 
e Data bus contents | 
¢ CPU Status (data transfer, non-sequential fetch, 
interrupt acknowledge, etc.) 
e Status Pod External Inputs 
e States of the Following CPU Pins: 
PFSC — Program Flow Status (start of instruction) 
UNS — User/Not Supervisor 
NHBE — Not High Byte Enable 
NDDIN — Not Data In 


A tracing event can 1 qualify the memory ae tracing 3 
mode. This event allows the user iS reduce the number. 


of events captured. 


When enabled, tracing in either mode continues until | 


a specified terminating event occurs. The actual end 
of tracing can be delayed after the terminating event 


‘by acount of 1 to 255. This allows trace data to be Cap- 
~ tured before, after, or around the terminating event. 


Execution Timer 


: Self-Test Diagnostics 


At power-up or reset, ISEN6 runs a diagnostic program 
to verify ISE software integnty and proper hardware | 
function. | 7 | 


| Required User-Supplied Equipment 


The execution timer is a 24-bit counter with an over-. 


flow flag that may be used to count events, instruction. 


cycles, memory cycles, or clock cycles. The timer may 


events. This permits using the execution timer to de- 
termine relative timing differences between various 
events. One use of this feature is to measure software 
orhardware performance. 

Related Commanas: | 

- DE— Define Execution Timer 

LD — List Definitions 


Event Trigger for Extemal Test Equipment 


. ISEM6 events can trigger external test equipment, 


such as oscilloscopes and logic analyzers. This test 


- equipment can be used in conjunction with ISE/16 
- &, debugging features to solve system timing problems. 


Two external trigger sources are provided: 
@ General Event (or Event- Expression) 


¢ Trace Trigger Event (i.e.,an event that causes an 
entry into trace memory.) 


The external trigger signals are available at two status 
pod outputs: 


_ © BKSYNCH/-U (General Event) 
e TRSYNCH/-U (Trace Trigger Event) 
Related Commands: | 
DO — Define Output Sync Command 


ISE/6 Timing Options 


ISE/16 includes the following timing options: 
e Sampling time can be set to sample either virtual 
or physical addresses 


¢ Status Pod external lines can be sampled at either 
data valid or address valid times 


_ be programmed to start and stop counting on specific | 


¢ The emulation clock frequency can be set to one 


of the following frequencies: 


1.5MHz 
3.0MHz 
6.0MHz 
Target Board Frequency 


_ Note: Selection of target board frequency may require synchronous and/or 


asynchronous delay compensator: Refer to ISE/16 User’ s Manual, Chapter 
6, for details. 


Related Commands: 
SO — Select Options 
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For use under VAX/11 systems: | 
e Valid DEC VAX/11 configuration, with available 
RS232 port. 
¢ VMS Operating System, Version 3.0 or later: 
¢ NSX-16 Cross Software Package, or NS-ASM-16 
‘NS16000 Cross-Assembler Package. 


For use with STARPLEX II systems: 


¢ STARPLEX II Development System. 

¢ STARPLEX I! Operating System, Version G or 
later. 

e SFW-90-A010 NS16000 Cross: Assembler 
Package. | 


For use with a system that nag a Berkeley 4.1 based 
UNIX™ Operating System: 
{Contact Marketing for Availability Information .] 
e Valid computer at with an available BP een 
port. , 
¢ Appropriate cross software package. 
[Contact Marketing for further monnation: ] 


Specifications | 

Environmental Operating Temperature 
+10°C to +40°C 
Storage Temperature 
~20°C to +65°C 

Power _ 3A @ 115 Vac, 50/60 Hz, 

| single phase 

1.5A @ 220Vac, 50/60 Hz, 
single phase — 
Approximately 1170 BTU. 

Physical —_ 

ISESupport Box— — Height: 4.125 in. (10.5 cm) 


Width: 19.0 in. (48.3 cm) 
Depth: 17.5 in. (44.5 cm) 


Height: 2.25 in. (6.4 cm) 
Width: 9.25 in. (23.5 cm) 
Depth: 14. Oi in. (35.6 cm) 


Emulation Pod — 


TTLStatus Pod — Height: 1 Oin. (2.5 cm) 
| Width: 3.125 in. (7.9 cm). 
| Depth: 6.125 in. (15.6 cm) 
Cable Lengths — ISE Support Box to Emula- 


tion Pod: 4.0 ft. (1.22M) 
ISE Support Box to TTL 
_ Status Pod: 6.0 ft. (1.83 M) 
Emulation Pod to Target 
_ Board: 1.0 ft. (0.30 M) 


Electrical 


Operating 
Frequency — 


Target Interface 
Electrical 
- Characteristics — 


Order Information 
Complete ISE/16 Units 
NS-ISE-16 


SPM-90-A1632 


NS-SYS-2004 


User selectable to one of the 


_ following: 


1.5MHz 
3.0 MHz 
6.0 MHz 


Target Board Frequency . 


Note: Selection of target board frequen- 
cy may require synchronous and/or 
asynchronous delay compensation. 
Refer to ISE/16 User’s Manual, 

Chapter 6, for details. 


_ See Tables 3 through 5: 


ISE/16 (NS16032), 115 Vac for 
VAX/11 (VMS) Computer 
system. 


~ ISE/16 (NS16032), 115 Vac for 


STARPLEX II Development 
Systems. 

ISE/16 (NS16032), 115 Vac for 
UNIX OS based operating 


systems. [Contact Marketing | 
for Availability Information.] 
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Conversion Kits to Allow for ISE/08 Emulation 
[Contain ISE/08 Emulator Pod, ISE Debugger | 
(IDBGO8), appropriate ISE/08 monitor firmware, and 


ISE/08 manual.] 
AEE-90-A1608 


AEE-ISE-08 


AEE-ISENIX-08 


Documentation 
420306675-002 


ISE/N6 to ISE/08 kit for 
STARPLEX II use. 

ISE/16 to ISE/08 kit for VAX/11 
(VMS) use. _ 

ISE/16 to ISE/08 kit for UNIX 
based OS systems use. 


_ [Contact Marketing for 


Availability Information.] 


ISE/16 User’s Manual 
(Included with NS-ISE-16, and 
SPM-90-A1632.) 


Table 3. Electrical Characteristics for TCU Interface 
- | | Input And/Or 
Output Current | 





fo cde | _ Propagation ; 
Signal Name _ Delay Time Toa: 
OUTGOING SIGNALS: 
TSO 748244 
748244 
748244 
745244 
745244 
748244 


748244 
748244 - 


748244 
748244 
74S244 
145244 
— 148244 
745244 © 
748244 
~~ 748244 
— 148244 - 


“Interface devi ce, plus cable. 


Table 4. Electrical Characteristics for MMU Interface 


















Input And/Or 
_ Output Current | 
— OUTGOING SIGNALS: . 
Aa | 
MMUMINT 
NPAV 
NABT 
NFLT 
NHLDAO , 


INCOMING SIGNALS: | 
NHOLD | 748244 ‘5OuA 400 uA 


“Interface device, plus cable. 












Propagation | 
Delay Time Tpa* 







Signal Name Interface Device 





lot 
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Table 5. Electrical Characteristics for CPU Interface 


| Input And/Or | 
i Output Current | pelae TaneT: 





745244 
74S244 
74S244 
74S244 
74S244 
745244 
745244 
745244 
748244 
745244 
745244 
74S244 
748244 
74S244 
74S244 
745244 
745244 
745244 
748244 


INCOMING SIGNALS: | 
TSYSPWR -1N4002 | 
NINT 748244 


NNMI 745244 
NHOLD 748244 


* Interface device, plus cable. 
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| Documentation Conventions 


The following documentation conventions are used! in 


describing the IDBG16 commands and parameters. 


Upper-case and lower-case letters are used in these 


conventions; any combination of upper-case and — 


lower-case letters may actually be used when — 


entering commands. 


UPPER-CASE letters show the command fatigres para- : 


‘meters and options. The names must be entered | 


exactly as shown. 


Spaces and blanks have been added for readability. | 
When actually entering commands, spaces and blanks _ 
may only appear between the command and its para-. 


meters and between the Parenets and the local. _ 


radix. 


| IDBG16 Command Summary 


| < — —angle brackets enclose , descriptive names (in - 
lower-case) for user- supplied parameters/options. 


3 { = braces enclose more than one item out of which 


one, and only one, must be used. The items are sep- 


arated from each other by a logical OR eign wie 
-_[]— brackets enclose optional item(s). 


|—logical OR sign Sepals items out of which one, 


and only one, may be used. 
...—three consecutive periods indicate optional rep- 


_ etition of the preceding item. 


The following is a comprehensive list of the IDBG16 commands. Commands are in alphabetical ordet See the 
ISE/16 User’s Manual for adetailed description ofeach eolnmand: | | er 


Syntax | 


Command 


Begin 


Breakpoint Create 


BC R, <address-range> [/NS] 


~ BD [A|BICI|R] 


Breakpoint Delete 
Breakpoint Revive BR [A|B|C|R] 
Breakpoint Print | BP [A|B|C|R] 


Command File @ {<file> | <n>} 


Debugger String — $<n>={K<string>] 


Define Counter 


DC/R 


B [<file>] PNL] UNI] PRI UZ) 


BC [A|B,IC,] <address> [/NS] 


Function 


(if no switches) Loads the program <file> 
into target board memory, and initializes: | 
registers. : 

INL— No Load | 


~INI—No ies 


/R— Reset. 


 /Z—Zero-Fill data areas | 
Creates execution breakpoint A,B, or C at 


specified <address>. 
-INS—No Stop . 
-BC iA [B, IC, ] {<address> | <mask>} <breakpoint-options> [/NS] 
Creates memory reference breakpoint A, B, or 


_ Cat address specified by <address> or 


<mask> and with specified 
<breakpoint-options>. 


INS— No Stop 
Creates range breakpoint R at specified 


' <address-range>. 
INS — No Stop 
Deletes specified breakpoints. 
_ Revives specified breakpoint. 
Prints address and conditions of 
specified breakpoints. | 
Executes command <file> or debugger 
string sequence beginning at <n>. 
Sets debugger string <n> to <string>. 


DC <n> [/B =<event-expression>] 
/C = ive renal 


Defines set up for ISE counter. 
<n>— Number of counts 
/B— Begin event 

/C© — Counter type 

/R— Reset 
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IDBG16 Command Summary (Continued) 


Command Syntax Function 
Define Execution- DE [/B= =<event-expression>] [/E =< event-expression>] 
Timer | [/C ={<event-expression> |I|M|C}] 
DE/R | Defines set up for ISE execution timer. 


/B — Begin event 
/E— End event 
/C — Count type 
/R— Reset. 
DO <event-expression> Defines output sync event. 
DS <event-expression> Defines stop event. 
DT [/E =<event-expression> [/D = <n>]] 
[/P | /M[= {<address> | <mask>}] <qualify-options> Ill 
Defines the end, delay, and trace mode 
parameters for trace. 
' /E— End event 
iD — Delay count 
4 /P — Program Flow mode 
_IM— Memory Bus mode 
/R— Reset 
D <address-range> [/I=<n>] [/NA] | 
Disassemble instructions in <address- -range>. 
INA— No Address 
: _i|— Number of Instructions to be disassembled. 
Go G[/F= <address>] [(/T =]<breakpoint>] | 


Define Output Sync: 
Define Stop | 
Define Trace | 


Disassemble 


Starts execution of the program at the 
current PC address of from the <address>. 
Execution continues until <breakpoint>. 


Help H [<string>] Displays general help or command syntax 
7 Or parameter syntax. 
In | {<address> | <register>} [<radix>] 

<value1> — 

<value2>] Checks that contents of <address> or 
<register> are in the range specified by 
<value1> and <value2 >, inclusively. 

List Calls LC [<n>] Lists first <n> entries in call chain. 
List Definitions LD [/T|/E|/C}/O|/S] Lists current definitions. 


[T — Trace definition 
/E— Execution timer definition 


_1@— Counter definition 


/O — Output sync definition 
/S — Stop definition 


List Files LF [<line> [/<file>]] Lists lines in <file>. 

List Information LI ~ Lists current IDBG16 status. 

List Modules LM Lists modules in current program. 

List Procedures LP Lists procedures in current program. 
List Strings LS . Lists current debugger string values. 
List Trace LT [<n> |*|/Al/J] Lists nine trace entries centered around 


entry <n> or around the trigger point (*). 
/A— All entries 
/J-—Jumps only | 
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IDBG16 Command Summary (Continued) 


Command 


Map Create 


Map Print 
Memory Fill 
Memory Move 
Memory Search 


On 


Print 


Print Address 


Protection Create 


Potection Print 
Quit 


Repeat 
Replace 


Select Echo | 
Select Full 
Select History 


Select Link 


Select Module 


Syntax “s | Function 


MC [<address- range>! /S = {A|B|C|D}] [/M =<n> |/NM] [/P|/NP] 
Creates segment assignment and mapping 
for special <address-range>. 
/S — Segment assignment 
/M— Mapping to ISE block <n> 
INM — No Mapping 
1P— Write Protection 
INP — No Protection 


MP (/S = {A|B|C|D}} | Prints current mapping! for specified . 
segment. 
MF <address- ‘range> [<radix>] 
<value> 


Fills memory at <address-range> with 
<value>. 

MM <address-range>,<address> [<radix>] . 
Moves memory from <address-range> to 
<address>. 


MS <address- -range> [<radix>] 


<value> 
Searches for <value> i in <address- -range>. 
O {FAIL|RESET INMI|EXIT [{A|B|C|R|S|HC})] {@ <n> |/O} | 

Sets IDBG16 response on condition: 

@ <n>— Executes debugger string 
- sequence on condition beginning 
with $<n>, 

lo— Response Off, restores normal 

response. 


P [<address-range> |<register-range>] [<radix>] 


Prints contents of <address- fenge? or 
<registers>. 

PA <address> Prints absolute address and module area 
associated with <address>. 

PC eaddises: -range> [/UW|/UR|/SW|SR] [/V|/NV] [/RI/NR] 

[/M|/NM] {/T =<gn>] [/P] 

Creates protection/translation for pages 
specified by <address-range>. 


PP [<address-range>] Prints protection level status for pages 
| specified by <address-range>. 
Q [/S] Terminates session. 
| /S — Save IDBG16 status in IDBG16.IND 
<cr> Repeats previous command. 
R {<address> | <register>} [NV] [<radix>] 
[<value>] Replaces contents of <address> or 


<register> with <value>. 
INV — No Verify 


SE [/O] Selects echo mode. /O — Echo Off. 
SF [/O] 7 Selects full symbolic PC. /O — Full Off. 


SH {<file> [/F] |/O} Selects history file <file>: 
| : /F — Full history (with responses) 
. 1O—History Off 


SL <file> [<file>] [/L] © | Selects communications channel(s): 
| /L— List communications 
SM <module> — Selects module. 
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IDBG16 Command Summary (Continued) 


Command | 


Syntax 
Select Options 


™, 


Select Procedure SP [<n> | <procedure>:] 


Select Radix SR <radix> 
Step S [<gn>] 
Step Call sc 

Step Down | SD 

Step Instruction SI [<gn>] 


Function 


SO [/AS = {NADS|NPAV} [/XS = {D|A}] [/EC = {10]5/2.5]U}] 
_ [MC = {10/EC}] /L = {CINC}] T= {O|1|NJA}] 


Selects current ISE operation options. 
/AS — Address Sample time 

XS — External Sample time 

/EC — Emulator Clock frequency 

/MC — Monitor Clock frequency 

/L— Latched Clear or No-Clear 

/T — Translation 

Selects procedure. 

Select global radix. 

Executes <gn> machine instructions (Assembly 
programs) or one Pascal statement (Pascal 
programs). <gn> illegal in Pascal. 
Executes until a call or return. 

Executes one instruction inside a 
procedure; skips over call instructions. 
Executes <gn> machine instructions. 


Executes instructions until contents of 


<address> or <register> within the range 
specified by <value1> and <value2>. 


Executes instructions while contents of 
<address> or <register> are within the 
range specified by <value1> and <value2>. 


Step Until SU {<address> | <register>} [<radix>] 
<value1> 
[<value2>] 
Step While SW {<address> | <register>} [<radix>] 
[<value1>] 
[<<value2>] 
Parameter Summary 


The following is a comprehensive list of command parameters. See the ISE/16 User’s Manual for a detailed 


coer of each. 


Command Syntax 


Number (<n>) 


Function 


An unsigned, decimal number in the range 0 to 


<digits> 


General Number [H'Q|0'1D] [—] <digits> 


32767. 


A signed, octal, decimal, or hexadecimal 
number in the range of — 231 to 231 —1. 

An unsigned number which consists of binary 
digits, “don’t care” bits, and optional 
underscores. A mask represents the value of 
address, data, status, or external bits. 


A combination of letters, digits, underscores, 
and tildes which does not start with a digit. 


The name of a module in the program. 


The name of a procedure in the selected 
module. # <n> specifies the <n>th procedure 
having <name> in the selected module. 


The name of a variable in the selected module 


(gn) 
Mask M’ {0|1]X|__}... 
Name <letters, numbers, underscores, tildes> 
Module <name> 
Procedure <name> [# <n>] 
Symbol <name> 

or procedure. 

Register <register-name> [% <n>] 


One of the registers shown in Table 3. 
% <n> specifies the field starting at the 
<n>th bit in <register>. 
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Parameter Summary (Continued) 


“Gemmand 


Register-Range 


Address 


Address-Range 


Radix 


Value 


File 


Event 


Event-Expression 


Syntae 


Function 


{CPU | *MMU__| *FPU_ | ePSR__| eMSR__| ¢FSR_ | <register>}. 


Specifies all CPU, MMU, or FPU registers or 


all PSR, MSR, and FSR fields. 


<basic- address> [+<abs>|-—<abs> | % <abs>|A|e <field> | <indexing>|... 


A byte or bit address. The address consists 
of a basic address and any 


combination of optional operators. 


+<abs>— Adds <abs> to address. | 

—<abs>— Subtracts <abs> from address. 

%<abs>— Takes <abs>th bit at address. 

A— Takes contents as address. 

* <field> — Address is address of a field 

in a Pascal record. 

<indexing>— Address is address of an 

array element. | 


isaddiess i: <address2> |< address> ! <n> | <address>} 


[%]<n> <base> 


The range of addresses from <address1> : 

to <address2>, from <address> 

to <address> + (<n> — 1)*(<current radix>), 

or from <address> to itself. : 

Specifies the length and type of input/output 

in IDBG16 commands. [%] specifies length. 

If % is specified, length is in bits.<n> must _ 
be within the range 1 to 256.<base> specifies _ 
type and may be binary (B), decimal (D), - 

octal (O), hexadecimal (H), hexadecimal dump (H), 


— floating-point (F), logical (L), ASCII (A), 


Pascal set (S), or Pascal string (G). 

A value to be entered or displayed after 
issuing a Print, Replace, Step, Memory, or In 
command. Syntax is defined by current radix. 
The name of any file in the host system. 

File syntax is host dependent. | 


{ISO}IS1 | IMITDICDIAIBIC LA|LB|LC|R} 


(0) 


The name of an ISE response to a specific set 
of run-time conditions. 


([‘] <event> [* U)< <event>...[+['] <event> [“<event>]...]...]) 
(1) | 


A Boolean expression consisting of one or 
more <events>s and the logical NOT (’), AND 
(*), and OR (+) operators. | 

(1) — always true. 

(2) — always false. 
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Z National Semiconductor 


~ NSX16™ Cross Software Package 


PAS16 
‘CROSS 
COMPILER 


ASSEMBLY 
SOURCE 
cs 
SOURCE 
ASSEMBLY 


SOURCE 
(PASCAL) 


| OBJECT 
MODULE 
SC aOR, 









OBJECT 


PE 
MODULE - ; 


@ Runs under STARPLEX II™ operating 
system or DEC® VAX™/VMS™ operating 
system 


. Compatible with ANSI standard Pascal © 


= Supports NS16081 floating-point unit 


Product Overview 


NSX16 is a comprehensive software vevelanrienl 
package that includes all the components necessary 
to produce NS16000 native code. Intended as a 
support package to facilitate the development of 
software for NS16000-based systems, NSX16 has 
been designed to run on two hardware configurations. 
These are National Semiconductor’s STARPLEX Il 


running the STARPLEX Il operating system and | 


Digital Equipment’s VAX11 series running the VMS 
operating system. 


Consisting of a Pascal compiler, NS16000 cross- 
assembler, linker, librarian, and source-level de- 
bugger, NSX16 provides the full ensemble of tools to 
make the generation of NS16000 code an easy task. 
Code thus developed may then be downloaded via a 
serial port to the DB16000 development board or the 
ISE/6™ emulator for execution and debug. 


NSX16 consists of the following components: 

— PAS16, the Pascal Cross-Compiler 
Note: Not available for STARPLEX II. 

— RTS16, the Run-Time Support Package 
Note: Not available for STARPLEX II. 

— ASM16, NS16000 Cross-Assembler 

— FPS$16, Floating-Point Support 

— LINK16, the Cross Linker 

— LIB16, the Librarian 

— BIN16, the File Conversion Utility 

— DBG16, the Source-Level Symbolic Debugger 

— MON16, DB16000 Monitor (Firmware) 


RON 










LIB16 
LIBRARIAN 


TO TARGET 
SYSTEM 










EXECUTABLE 
MODULE 


BIN16 
FILE CONV. 
UTILITY 


m Pascal run-time support environment 
for DB16000 development board 


™ Pascal compiler directly produces 
NS16000 code 


@ High-level symbolic debugger allows 
debug at source level 


LINK16 
CROSS 
LINKER 


Eee 
LIBRARY 
OBJECT 

FILES 





EE 
BINARY! 
HEX FILE 


TO USER 
PROM 
PROGRAMMER 













PAS16 


Designed to be compatible with the ANSI standard, 
with listed extensions and restrictions, the Pascal 
cross-compiler is capable of accepting compatible 
Pascal source and generating NS16000 code. Exten-. 
sions include features such as IMPORT/EXPORT 
in support of full modularity and FAST variables for 
code optimization. Also included is the run-time sup- 
port environment for the DB16000 development board. 
Note: PAS16 is not available for STARPLEX II] Development Systems. 


ASM16 


The cross-assembler produces relocatable NS16000 
object code. It accepts complex expressions, floating- 
point scientific notation, external symbol references 
and can handle external address arithmetic. 


FPS16 


The Floating-Point Support Library provides floating- 
point mathematical routines, which can be called 
from the user Pascal or Assembly language program, 
and emulation of the 16081 Floating-Point Unit (FPU), 
which is user-transparent. FPS16 also allows the user 
to control how FPS16 operates (for example, the user 
can specify whether FPS16 rounds towards zero, 
positive or negative infinity). 


FPS16 conforms to the IEEE Standard formats and 
provides all required and most of the recommended 
IEEE Standard routines of IEEE Task P754 Draft 10 of 
A Proposed Standard for Binary Floating-Point 
Arithmetic. 


LINK16 

Modules. generated by the cross- compiler or assem- 
bler are linked by LINK16 to produce executable 

| ‘modules. LINK16 is interactive, allowing the user to 
include additional files and libraries at link time 
whenever symbol matching is unsuccessful. LINK16 
provides an extensive repertoire of directives to sup- 
port complex system configurations. Directives can — 
be entered from disk or directly from the -console. 
LINK16 permits user control of RAM/ROM allocation. : 


LIB16 


Supported Hardware 
-—STARPLEXI | 
-STARPLEX™ Operating System 
Revision Gor later — 
— DEC VAX11 Family — 
VMS Operating System version 2. x ¢ or later 


Shipping coc 


VAX Version: | _ 
1600 bpi mag tape (9- track VMS. copy ionmay 
User and reference documentation 


| : The librarian maps module characteristics and phils ‘STARPLEX i Version: 
module libraries. Compatible 8” floppy diskette, standard soft sector 
— format 


BIN16 


The BIN16 program is a utility that converts 16000 ex- 
ecutable files into a format acceptable for PROM pro- 
—grammers. 


User and reference documentation 


Order Information* | 
Cross Software Package, VAX/ 


NSX16 . 
DBG16 | | VMS version (Includes PAS16, RTS16 
DBG16 is an interactive symbolic debugger that eee Hes i 
allows debugging at the source level. It communi- NS-PAS16 Bee ic a 7  agigs 
cates with the DB16000 monitor via a serial link allow- ~ | aie ciara ads | 
ing execution and debug on the board. Source code > r | 
_ may be displayed and breakpoints set by line num- | NS-ASMI6 Pee shoes OS 
bers. Single-stepping is possible at the machine in- ee tie i ae eeaci 
struction level, the Pascal statement level, the pro- tae ee a ) 
~SFW-90-A010. NS16000 Cross-Assembleér, STAR- 


cedure level, or until a register/address value match 

occurs. DBG16 supports debugging of multimodule 
programs, drawing all information needed to support 
debug from source files and the output of the linker. It 

supports command files and output to a file to serve 

as a history file. | 


MONI6 


The monitor program Siablee the user to load, ex- 
ecute and debug programs. It has the following 
features: 


PLEX II version (Includes same as | 
NS-ASM16) 


*Software license agreement must be signed prior to order entry. 
Documentation 


The manuals listed below are included with ‘the 
NSX16, and may also be ordered separately. 


420306612-002 Cross-Assembler Reference Manual 
-' 420306618-002 Pascal Reference Manual** | 
420308038-002 oe Support Library Reference 
ee . 


— Examine/Change Registers/Memory . 420306617- 002 Cross-Support Utilities Reference | 


— Block Move/Load/Print memory locations Manual . 
— Search for/Fill block of data 420306676-002 Symbolic Debugger Reference 
— Insert multiple breakpoints Manual 


— Start program and break after a specified 
number of instructions _ | 

— Step for specified number of instructions 

— Step until (while) a specified condition is reached — 


-420308220-002 Floating-Point Support Library 


Reference Manual 
420308221-002 DB16000 Monitor Reference Manual 


~ 424009011-002 NSX16 Operations Manual 


**Not available for STARPLEX II. 


The following additional debug features may also be 
implemented with the von Management Unit 
~ (MMU) present: 


— Break on memory read and/or write (virtual or 
physical) 

— Break on non- sequential instruction fetch 

— Show last 2 non- -sequential instruction ad- 
dresses fetched and the number of instructions 
executed after each nonsequential fetch 
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ZA National Semiconductor 


PRELIMINARY 


SYS1 6™ Multi- User Development System 
for the NS1 6000™ Microprocessor Family 





m@ GENIXT™ enhanced Berkeley 4.1 bsd 
UNIX operating system | | 

= Time-shared eUpPpor for up to eight 
users 


m™ NS16032 Microprocessor Family based 
m™ Demand-Paged Virtual Memory (DPVM) 
support 


@ Easy to use, proven programming: 
environment 


Product Overview 


The SYS16 is a multi-user development system 
which provides powerful software and hardware 
tools for the development of applications using Na- 
tional Semiconductor's NS16000 Microprocessor 
Family components. 


Based on the -NS16032 16-bit Microprocessor, 
SYS16 gives the designer access to an assembler, 
high level language compilers and real-time In-Sys- 
tem Emulation (ISE™) tools. Total development sup- 
port is provided for up to eight users, on a time- 
shared basis. 


The SYS16. includes two main modules: the Proces- 
sor module, which houses most of the electronics 
and the Disk-Tape module, which houses the hard 
disk and streamer tape back-up. 


TL/F/5266-1 


1.25 MB RAM, expandable to 3.25 MB 


a 
-@ 20 MB Hard Disk, expandable to 140 MB 


m@ Streamer Tape pace, with 20 MB 
cartridges 


@ C and Pascal High Level Language 
Compilers 

m= NS16000 assembler 

m Supports emulation of NS16000 
Microprocessor Family 


Optional disk drive modules may be added to in- 


crease system capacity. Disk drive modules contain 
two drives of 20 MB each. 


One terminal is provided with the system. Additional 


terminals may be added to the system as the de- 


mand warrants. Emulation and software develop- 
ment work may be performed concurrently. Shared 
resources of the hard disk and user-supplied printer 
lowers the system’s cost per user. 


National’s GENIX Operating System is an aananeea 


version of Berkeley 4.1 bsd UNIX. These enhance- 


ments have been added to fully utilize the advanced © 
architecture of the NS16032 Micrprocessor Family. 


Hardware Description 
Processor Module | | 


This six-slot module houses. thost of the electronics 


for the SYS16. Standard configuration includes 


boards installed in four of the slots, with: the remain- 


ing two available for additional Random Access 


Memory boards. The bus is an extended-CPU Na- 
tional proprietary bus designed for fast interface be- 
tween the boards. The four boards provided in the 
standard configuration are the. CPU, aoe 1/0, 
Memory, and Disk- Tape Controller. 


~The CPU board is based on the NS16032 microproc- | | 
~_ essor family and includes the CPU plus the NS16082° 


Memory Management | Unit, the NS16201 Timing 


Control Unit, the NS16081 Floating-Point Unit and 


the NS16202 Interrupt Control Unit. The CPU board 
also contains diagnostic firmware, one parallel I/O 


port, one GPIB IEEE-488 port, one RS232 port, and © 


256 kB of RAM. 


The Serial 1/O board contain logic supporting eight | 


RS232 ports. 


The memory board contains 1 MB of RAM with error _ 


checking and correction. Access time is 400 ns. Ad- 


a ditional memory boards may be added to the a 


tem, up to a total of 3.25 MB. 


The Disk- Tape Controller board contains the neces- 
sary electronics to control the disk drives and the , 


streamer tape. 
Disc-Tape Module 


| This module houses an 8-inch Winchester hard disk 
__ with a capacity of 20 MB (17.8 MB formatted). It also 
contains a 1%” streamer tape for backup and ready 


_ access for Operating System and other software up- — 


dates. The wee cartridge has a 20 MB capacity. 


Disc only Module 


Additional hard disk memory may be added to the 


system. Disk-only modules are available which 


house 40 MB each. A total of 3 modules may be © 


Boers for a total of 140 MB. 


Hardware Support: 


Parallel Printer Interface: Centronics interface is pro- 
vided to support both 700 and 300 series printers. 


Prom Programming: support is provided for Data 1/0 


System 19. 


Software Description 


The SYS16 includes the GENIX operating system, 
an enhanced version of Berkeley 4.1 bsd UNIX. 
These enhancements allow GENIX to fully support 
the features of the NS16000 family, providing an ad- 
vanced, proven programming environment. 


The GENIX operating Sian is a hineshaied. de- 
‘mand- -paged. system with protected address spaces, 
“supporting from one to eight users. It is completely. 
compatible with the NSXC16 cross software pack- 


age. 


- Included are a C peers based on Berkeley's por-. oo 


table C compiler, NS1600 assembler, linker, libraries, 


utilities, loader, editor, and debugger. Virtually all of 
the utilities that make UNIX a Late Operating 
~ system are provided. © 


| A Pascal compiler i is available as an ‘option 


Physical Specifications | 


_ The standard SYS16 consists of the Processoi Mod- © 
ule, Disk-Tape Module, one terminal, the required in- 
_ terconnect cables, and supporting manuals. | 


Processor Module: this is a rectangular floor mount- 


ed unit with front mounted controls and indicators, 


and rear mounted |/O connections. 


Height: 24 inches 

Width: 7.5 inches 

Depth: 27 inches | 

Color: beige side panels with grey inner frame, 
and black front and rear. . 

Weight: 38 pounds 


Disk-Tape Module: this unit is seme similar to 7 


the processor module, with the exception of the 


Weight, which is 48 pounds. 
Terminal: DEC VT100 compatible. 


- Environmental: 


25,000 ft. non-operating 
15,000 ft. operating 
Temperature: — 20°C to 65°C non-operating 
10°C to 40°C operating 


Altitude: — 


Humidity: 5% to 80% max wet bulb 
32°C minimum dew point 2°C 
. Electrical: | 
Processor Module: 
FCC: Class A 
AC Voltage: 90-130 or 180-260 Vac; 
_ 47-63 Hz | 
Fusing: 6A-Domestic | 


— SA- European 7 
Disk- “Tape Module: same as processor ‘module 


Odering Information 


Systems: 
NS-SYS-1001: 


NS-SYS-1001E: 


_ Accessories: 
NS-SYS-2001: 


NS-SYS-2001 E: 


NS-SYS-2002: 
NS-SYS-2003: 


NS-SYS-2003E: 


Full system: Processor Module, 


_. Disk-Tape Module, one Terminal, 
GENIX operating system, cables, 


and manuals. 
same as above configured for 
European power. 


Disk Drive Expansion Module 
with 40 MB 

same as above configured for 
European power 

1 MB RAM Expansion Board 
Terminal 

Terminal with European power 
configuration 


NS-SYS-2004: 


NS-SYS-2004E: 


~ NS-SYS-2005: 
NS-SYS-2006: 
NS-SYS-2007: 
NS-SYS-2008: 
NS-SYS-2008E: 


_ Software: 


NS-SYS-3001: 


ISE for 16032 

ISE for 16032 with European 
power configuration 

20 MB Streamer Tape Cartridge 
Hardware manual 

Software manual 

ISE for 08032 

ISE for 08032 with European 


power configuration 


Pascal software 


a National Semiconductor 


PRELIMINARY 


BLMX-16 
‘Board Level, Multitasking Executive 








MEMORY 
POOL 
MANAGER 


m™ Provides a multitasking executive for 
real- -time applications 


a Supports all NS16000 CPUs 
Port of Proven BLMX-80. 
2 Easily Configurable Source pacnage 


— Fully user configurable 
— Hardware independent 


-™@ Extensive user implementation support. 
— Unique demo, program introduction 
_—Step through configuration 
— Sample terminal INT handlers 
— Integrated with 16000 developent boards 
and monitor | 
— For debug without ISE™ 





Product Overview 


The BLMX-16 (Board Level Multitasking Executive) is 
National Semiconductor's real-time, multitasking 
executive for NS16000 CPU based applications. Its 
primary purpose is to simplify the task of designing 
application software and provides a base upon which 
users can build a wide range of application systems. 
BLMX- 16 requires only 2K bytes of RAM and only 4K 
bytes of ROM and is fully compatible with National 
Semiconductors NS16000 CPU family and the 
DB16000 development board. 


USER TASKS 


User-definable interrupt handlers. 


=@ ROMable | 
7 Reconfigurable 


™ Real-time clock support for time-of- day 
and event scheduling — 


™ Allows up to 256 levels of task priority 
which can be dynamically assigned 


— Up to 256 logical channels for task 
communication 


i Memory pool management 


BLMX-16 allows the user to monitor and control 


‘multiple external events that occur asynchronously in 


real-time, such as intertask communications, system 
resource access based upon task priority, real-time 
clock control, and interrupt handling. These functions 
greatly simplify application development in such 
areas as instrumentation and control, test and 
measurement, and data communications. In these 
applications, BLMX-16 provides an environment in 
which system programmers can immediately imple- 
ment software for their particular application without 
regard to the details of the systeminteraction. _ 


BLMX-16 executive is fully modular and can be readi- 
ly configured to suit application needs. It is both hard- 
_ware and location independent, thus providing a fun- 
damental base on which to build a wide range of ap- 
plications systems. In addition, it provides a buslike 
structure that helps to integrate software with the 
underlying hardware through predefined data struc- 
tures and interconnect procedures. This architecture 
ensures maximum standardization for both com- 
patibility and future expansion. 


Features 

Structured Environment —The- BLMX-16 executive 
and its associated modules support and encourage 
modular, structured programming, thus providing a 
consistent structure from application to application, 
which allows experience gained and software written 
on one system to be easily transferred to another. Fre- 


quently, entire programs may be used in multiple ap- - 


plications, even if different CPU boards are involved. 


Hardware-Oriented Interface — The BLMX-16 execu- 
tive provides for an intertask and task/executive com- 
munications architecture that is similar to hardware 
communications. Instead of an array of “mailboxes” 
(or “message centers”), BLMX-16 incorporates chan- 
nels. One merely communicates across a channel 
from his module to the desired destination. This inter- 
face is consistent throughout the range of facilities 
offered, thus reducing the number of concepts to be 
learned, providing greater control at the task level, 
and increasing the efficiency of the system and the 
programming effort. 


Wide Choice of CPUs — BLMX-16 is compatible with 
the full line of 32-bit NS16000 CPUs offered. These in- 


Real-Time Speed — Because BLMX-16 was hand- 
coded in assembly language, several advantages with 


regard to speed are gained. Task swapping, channel 


and message management, and 1/O interfacing are 
executed more quickly than could be expected of a 
system written in a higher level language. 


Direct Interrupt Processing — The BLMX-16 archi- 
tecture employs interrupt channels which allow 
device-specific interrupt handling routines to inter- 
face directly with the interrupt source. This ac- 
complishes servicing of interrupts without the 
overhead of task swapping, yet allows the operating 
system to maintain the integrity of the system. Com- 


bining this interrupt service architecture with a 


device-efficient nucleus results in an operating 
system that better supports demanding, real-time ap- 
plications. 


User. Configurability — BLMX-16 executive-based ap- 
plications may be configured from a wide range of 
facilities, selecting only those that meet the specific 
requirements of the application system. The resultant 
system contains only the modules necessary for its 


—_use, allowing the BLMX-16 executive to fit a wide 


clude the NS16008, NS32032, and the NS16C032. This 


means users will be able to move a NS16032 system: 


¢ toanNS16008 for cost-effectiveness, 

* to an NS32032 for increased computing power, or 

e to an NS16C032 for military or other low-power 
application. 


Time-Of-Day Clock — The BLMX-16 executive has an 
integral system/time-of-day clock. Included is a real- 
time clock configurable to a resolution of 10ms. This 
eliminates the need to allocate the extra memory 
otherwise required for this feature. 


Small Nucleus — The BLMX-16 nucleus was hand- 
coded in assembly language rather than being com- 
piled from intermediate or high-level languages. The 
resulting product is therefore smaller and allows the 
incorporation of more features within the size gener- 
ally accepted as optimum. 


Priority-Oriented Scheduler — The BLMX-16 sche- 
duler ensures that the highest priority task that is 
ready to execute is given control, which allows the 
system to be responsive to its external world. Dy- 
namic reprioritization of tasks is supported for the 
most sophisticated of multitasking systems. 
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range of applications from small, special-purpose, 
dedicated applications to aide: general-purpose 
systems. 


Event Driven — In the BLMX-16 executive, each user . 
task exists in its own “closed environment” —a 
virtual processor. Each virtual processor can synchro- 
nize with external/internal occurrences through | 
events. BLMX-16 supports a wide variety of events, 
including synchronization with task activities, ex- 
ternal device operations, and the real-time clock. 


Memory Pool Manager— The BLMX-16 executive 
has an integral memory pool manager. This feature 


not only reduces the amount of RAM required in an 


application system (potentially reduces board 
count), but also allows active modules more buffer 
area within any given space constraint. 


Internal Structure 


The kernel may be viewed as composed of a set of 
functions. These functions are: 


1. Nucleus—performs task and channel manage- 
ment and controls executing memory. 

2. Timer Manager—performs time- “dependent con- 
trol. 

3. Dynamic Task Dispatcher—performs dynamic 
creation and installation of tasks atrun-time. _ 

4. Dynamic Channel Controller—performs dynamic 
creation and installation of software and inter- 
rupt channels at run-time. 

5. Memory Pool Manager—performs memory allo- 
cation and deallocation for more than 64K of 
RAM. 


: The Timer Manager, Dynamic Task Dispatcher, | 


Dynamic Channel Controller, and the Memory Pool 


_. Manager all operate under direction of the Ex- 
ecutive Nucleus function, which assigns tasks to 


runon the hardware CPU. 


System Functions — 


The BLMX-16 kernel controls CPU allocation by 


resolving conflicting needs of individual tasks, arid 


monitors external events. The Event Manager, Task | 


Manager, Channel Manager, Memory Manager, and 
Timer Manager provide system facilities that are 


directly accessible from the user task level. These — 


zs system functions are summarized below. — 
© Task and Event Management 


TSKBD —Build a task and schedule it to run. 
SUSPD —Suspend a task. | | 
GTPRI — Get task priority. | 
STPRI © — Change run-time task priority. 
WAITE —Wait for an event or combination of 

| events to occur before resuming task 

processing. 

— Test the current state of an event. 
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_ elntertask Communication: ome | 
1, RECV(W) — Receive data from a channel and, 
| optionally, wait for an event to occur. 


2. SEND(W) — Send a message to a channel and, _ 
optionally, wait for an event to occur. 


3. SIGNL — Synchronize with another task . 
| through event flags; signal 
Completion 

4. BLDSC = Build software channel. — 
_elnterrupt Handling = . | 


1. LINK(W) — Link a message control block to 


- interrupt a channel and, optionally, — 
Wait for an event to occur. | 
. INTSV Interrupt save via executive service. 
. INTEX ..— Interrupt exit from executive. | 
. BLDIC | — Build an interrupt channel. 
. CANIO —Cancel I/O in progress. 
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Memory Pool Management 

1. ALLOC —Allocate a block of pooled memory. 
2. DALCT — Deailocate memory back to pool. 
¢Timer Management 


1. MRKT(W) — Mark a time delay and, optionally, 
wait for an event to occur. 


2. CMRKT. — Cancel previously posted mark-time 


event. : 
3. GTIMD — Get current time of day. 
4. STIMD —Set current time of day. 
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_ FIGURE 1. BLMX-16 Structure 


BLMX-16 Executive Shipping Configuration 


One single-sided, double-density diskette or one 
1600 bpi magnetic tape containing the following: 


° BLMX-16 Kernel 
e ADemo Package 


Prerequisites 
NSX-16 or NS-ASM-16 for VAX11 Package 
SFW-90-A010 for STARPLEX II™ Package 
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Order Information 


BLMX-16V t VAX11 Package 
| - 1600bpi magnetic tape (9-track 
VMS copy format) and 
| reference manual 
BLMX-16St STARPLEX II Package 


Single-sided, double-density 
flexible diskette and reference 


~ manual 
Documentation > * 
BLMX-16M == ~— BLMX-16 System reference 
a manual | — 


tSoftware license agreement must be signed prior to order entry. 


1 National Semiconductor 


~ PRELIMINARY — 


GENIX” Operating System 





~ LANGUAGES 


ADDITIONAL 
UTILITIES 





‘COMMUNICATIONS 


a Implementation of Berkeley 4.1 bsd 
IX™ for the NS16032 | 


™@ Supports demand-paged virtual memory 


™@ Each process runs in a protected linear 
address space of up to 16 Mbytes 


General Description 
GENIX is a fully Bell licensed implementation of the 


Berkeley 4.1 bsd UNIX system for the NS16032 micro- 


_ processor family. It is available in binary form as the 

- operating system for the SYS16™ development 
system. GENIX is also available in source form and 
can be user-modified to operate on NS16032-based 
target systems that include memory management 
and disc storage facilities. 





C SHELL 


| _ SOURCE CODE 
| CONTROL SYSTEM 


TEXT 
PROCESSING 

















FILE AND 
STRING 
MANIPULATION 






@ Optimal use of NS16032 architectural 
features 


mc compiler | 
H Optional Pascal compiler | 


i Assembler, loader, run- -time support 
library 


HM ddt symbolic assembly level debugger 


GENIX, a multitasking, multiuser operating system, 


_ offers an advanced software development environ- 


ment. 


UNIX was originally designed for use on large mini- — 
computer systems. The National Semiconductor 

GENIX implementation melds the powerful features 
of UNIX with the mainframe-like architectural 


_ features of the NS16032 microprocessor family. 
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Additional GENIX Features 


e Demand-paged virtual memory. Each user has avail- 

~ able a full 16 Mbyte virtual address space enabling 

the execution of programs with large processor 
main storage requirements. 


© Hierarchical file system with 1 Kbyte blocking 
which results in enhanced throughput for disk I/O 
intensive applications. 


e Standard 4.1bsd UNIX utilities. 
— vi screen editor 
— C shell with job control facilities 


sod termcap and cursor control package for support 
of screen-oriented terminal independent soft- 
ware 


—nroff documentation preparation facility with 
- popular macro packages 


e source code control system (Sccs) 


e wuucp inter-system communcations Support pro- 
gram 


° High-performance IEEE compatible floating-point 
_instruction set option 


Minimum Hardware Requirements | 
NS16032 32-bit advanced architecture microprocessor 
_NS16082 demand-paged Memory Management Unit 
NS16201 Timing Control Unit 

512 Kbyte processor main storage 

20 Mbyte disk storage 


RS232 full-duplex asynchronous communications 
port; one minimum, two preferred. 


Optional Hardware Supported 


NS16081 high-performance IEEE compatible Floating- 
Point Unit 


NS$16202 Interrupt Control Unit 


Additional RS232 full-duplex asynchronous, com- 
munications ports 


Streaming tape unit 
Centronics-compatible printer 


Processor main storage sizes from 512Kbytes to 
16Mbytes 


Sample I/O Drivers 


_ Console driver 


Disk driver 
Archive streaming tape driver 
Multiport asynchronous RS232 communications driver 


Drivers will need to be modified for specific end- 
equipment characteristics and users may add addi- 
tional drivers to support end- “equipment features. 


Support Category 


Support may be purchased under contract from Na- 


tional Semiconductor Corporation. Support available 


includes error reporting and logging, maintenance 


and feature updates, and telephone assistance. 
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Licensing 


This software is provided under license from National 
Semiconductor Corporation. A valid Western Electric 
UNIX System III or System V source license is a prere- 
quisite for the National Semiconductor Corporation 
source license. Licensing provisions include binary 
distribution rights, source license fees and per-unit 
royalties. 
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